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 الملخص العام لأعمال الدورة

 
 )من جدول الأعمال 1 البند(افتتاح الدورة  1
 

نوفمبر /  تشرين الثاني16 إلى 9 الأساسية في سيول، من  للجنة النظم(2006)انعقدت الدورة الاستثنائية  1.1
 في الساعة   Sheraton Grande Walkerhillوافتتح الدورة، التي عقدت بفندق .  بدعوة من حكومة جمهورية آوريا2006

 .A. l. Gusev، رئيس اللجنة السيد 2006نوفمبر /  تشرين الثاني9 من صباح يوم 10
 

 وممثل جمهورية آوريا الدائم لدى   (KMA) مدير إدارة الأرصاد الجوية الكورية Man-Ki Leeورحب السيد  1.2
وأعرب عن .  ترحيباً حاراً بجميع المشارآين في الدورة وتمنى لهم إقامة طيبة في مدينة سيول الجميلة (WMO)المنظمة 

 الطبيعية أصبحت مصدر خطر وأشار إلى أن الأحوال الجوية غير. تقديره العميق لعقد هذه الدورة الهامة في سيول
. متزايد وأنه حان الوقت لأن يبذل جميع اختصاصيي الأرصاد الجوية في العالم قصارى جهودهم لمواجهة هذا الوضع

وأعرب عن اعتقاده الراسخ بأن تعزيز تكنولوجيا الأرصاد الجوية يمكن أن يساهم في ضمان سلامة الناس وسعادتهم،  
وأن إدارة الأرصاد الجوية الكورية تنشط في عدد من . ة لجميع مجالات الأنشطة البشريةعلاوة على التنمية المستدام

 .عمليات التنمية وهي على استعداد لتقاسم خبراتها لتحسين تكنولوجيات الأرصاد الجوية
 

. رة، نائب رئيس الوزراء ووزير العلوم والتكنولوجيا بجميع المشارآين في الدو Woo-Sik Kimورحب السيد  1.3
وشدد أيضاً على تزايد الخسائر في الأرواح والأضرار الناجمة عن الكوارث الخطيرة التي تؤثر على أصقاع آثيرة في 

وقال إن حكومته تدرك مدى أهمية شؤون الأرصاد الجوية وترغب في التحول من . العالم، بما فيها جمهورية آوريا
 أن لجنة النظم الأساسية تعتبر أهم لجنة فنية في المنظمة العالمية   وأآد على. الإنعاش بعد الكوارث إلى الوقاية منها

 إلى الأنشطة الهادفة التي يضطلع بها الفريق المخصص المعني برصدات Kimوتطرق الدآتور . للأرصاد الجوية
أرجاء  ، الذي أعد الأعمال التي تساعد على جمع المعارف المتصلة بخطط الوقاية من الكوارث من شتى(GEO)الأرض 
 .(GEO)وأن حكومة جمهورية آوريا شارآت هي نفسها في العديد من أنشطة هذا الفريق وشكلت أمانة آورية للفريق . العالم

 
 بالمشارآين في الدورة، وأعرب عن M. J. Jarraudرحب الأمين العام، السيد  (WMO)وبالنيابة عن المنظمة  1.4

هذه الدورة، وآذلك المؤتمر الفني بشأن نظام معلومات المنظمة الذي انعقد قبل تقديره لحكومة جمهورية آوريا لاستضافتها 
 .وأعرب عن شكره أيضاً لإدارة الأرصاد الجوية الكورية لما قامت به من ترتيبات متميزة لضمان نجاح هذه الدورة. الدورة

 
 وهو أمر أصبح (WWW)مية للطقس وقدم الأمين العام ملخصاً للتطورات التي أدت إلى إنشاء المراقبة العال 1.5

وأن المراقبة العالمية للطقس تطورت لتصبح نظاماً . ممكناً بسبب ظهور السواتل والحواسيب في الوقت المناسب
متكاملاً ومنسقاً، يستند إلى جميع المرافق التي يسيّرها أعضاء المنظمة وعلى الإدراك بأن جميع أجزاء نظام الطقس  

 .ضها البعض بحيث لا يمكن لأي بلد لوحده أن يحقق الاآتفاء الذاتي التام في هذا المضمارالعالمي تتفاعل مع بع
 

وتحدث الأمين العام عن عدد من المواضيع ذات الأهمية بالنسبة للدورة، فذآر من بين أمور أخرى، الجهود  1.6
طلبات تبادل البيانات، واستخدام المتواصلة التي سيتطلبها وزع نظام عالمي مرآب للرصد، والتحديات المتصلة بمت

 ونظام (GTS)الإنترنت والمعدات الجاهزة، مما يساعد جهود بناء القدرات ويدعم استخدام النظام العالمي للاتصالات 
والقضية الأخرى التي ستظهر دورياً ستكون ضمان تخصيص الترددات اللاسلكية . المعلومات في البلدان النامية

 على أن التنبؤات العددية بالطقس ستكون حاسمة الأهمية في إيصال التنبؤات والإنذارات وشدد. للأرصاد الجوية
 توفر قدرات إضافية، ولكن (EPS)آما أن نظم تنبؤ المجموعات . الخاصة بالأحوال الجوية، التي يُعد توقيتها أمراً حيوياً

لمتنبؤون من دمج هذه النواتج في عمليات التنبؤ  ستكون هناك حاجة ماسة للتوجيه والتدريب في هذا الميدان آي يتمكن ا
وأضاف قائلاً إن توفير الخدمات البيئية لدعم عملية اتخاذ القرارات وإقامة شراآات وطيدة مع . التي يضطلعون بها

 .وسائط الإعلام يشكلان قضيتين هامتين يتعين أن ينظر فيهما برنامج الخدمات العامة في مجال الطقس



  للجنة النظم الأساسية(2006)التقرير النهائي الموجز للدورة الاستثنائية 
 

2

، ومع (WMO)ين العام إلى الأذهان أنه يولي أهمية آبرى للقضايا الشاملة داخل المنظمة وأعاد الأم 1.7
المنظمات الشريكة أيضاً، وأن المراقبة العالمية للطقس توفر دعماً أساسياً لبرنامج الوقاية من الكوارث والتخفيف من  

صالات، وقدرات التنبؤ وإجراءات إيصال آثارها التابع للمنظمة وذلك بتوفير شبكات الرصد الأساسية، ونظم الات
واستذآر بصورة خاصة أنه في أعقاب آارثة الأمواج السنامية في المحيط الهندي والإجراءات الفورية التي . الخدمات

 بوصفه العمود الفقري في (GTS) وشرآاؤها في هذا الصدد، برز النظام العالمي للاتصالات (WMO)اتخذتها المنظمة 
 .المعلومات والإنذارات المتصلة بالأمواج السناميةعملية تبادل 

 
وذآر الأمين العام إدخال عدد من سواتل الأرصاد الجوية التشغيلية الجديدة في البرنامج الفضائي للمنظمة  1.8

انات  في تحسين جودة البي(GSlCS)وأنه ستثبت مدى الأهمية الشديدة للنظام التشغيلي الفضائي العالمي لتوحيد المعايير 
وسوف تتحسن عملية توفير البيانات من خلال المرفق   . المتعلقة بالعديد من المجالات التطبيقية، بما فيها رصد المناخ

 لعبت دوراً نشطاً (WMO)واستذآر أن المنظمة .  المسؤول عن توزيع البيانات(lGDDS)العالمي المتكامل لنشر البيانات 
 وأن المجلس التنفيذي في المنظمة آان قد  (GEOSS)لعالمية لنظم رصد الأرض  إلى أبعد الحدود في إيجاد المنظومة ا

وافق على أن تصبح عدة نظم رئيسية تابعة للمنظمة، من مثل نظام معلومات المنظمة، مكونات أساسية في هذه 
ن الفعال بين لجنة النظم   وأآد أن ذلك سيسفر عن آثار آبيرة بالنسبة للجنة النظم الأساسية وبالتالي فإن التعاو. المنظومة

 . سيكون ذا أهمية بالغة(GEO)الأساسية والفريق المخصص المعني برصدات الأرض 
 

واختتم الأمين العام آلمته بالتشديد على أن التحدي الذي يواجه لجنة النظم الأساسية هو ضمان تطوير البنية     1.9
نظمة أن تساهم في بلوغ الأغراض المنشودة من خطط التنمية التحتية للنظم الأساسية لدعم جميع البرامج، آي يتيسر للم 

آما شدد على الحاجة إلى تفاعل أوثق مع الاتحادات الإقليمية، وزيادة تشجيع   . الوطنية والاستراتيجيات الدولية أيضاً
 .المشارآة النشطة من جانب خبراء البلدان النامية في عمل اللجنة

 
، بالمشارآين وقال إن المرافق الوطنية للأرصاد الجوية A. Gusevسية السيد ورحب رئيس لجنة النظم الأسا 1.10

 تلعب دوراً متزايد الأهمية في المجتمعات الحديثة، بغية ضمان حماية الأرواح والحد من  (NMHSs)والهيدرولوجيا 
وأن مهام . حماية البيئةالأضرار الناجمة عن ظواهر الأحوال الجوية، وآذلك وضع استراتيجيات للتنمية الاقتصادية و

مرافق الأرصاد الجوية في تطور مستمر نتيجة ذلك وتتزايد صلتها بضمان السلامة في ميدان الأرصاد الجوية   
وأآد على أن دور لجنة النظم الأساسية فريد من نوعه في هيكل اللجان الفنية في  . والأرصاد الجوية الهيدرولوجية

وأنه . لأساسية، التي تزود أعضاء المنظمة بالبيانات والنواتج التي يحتاجون إليهاالمنظمة حيث إنه يتناول البنيات ا
يشارك أيضاً في الشعور بالفخر بالنظم الأساسية الممتازة التي يفخر بها أعضاء المنظمة، وذآر بأنه لا يمكن لأي بلد أن  

نظم الأساسية بتنسيقها عالمية النطاق، وذلك  وأن البنية الأساسية التي تضطلع لجنة ال. يكون مستقلاً في هذا المضمار
 وتتسم بأهمية آبرى بالنسبة  (NMHSs)بفضل البنية الأساسية لجميع المرافق الوطنية للأرصاد الجوية والهيدرولوجيا 

وأعرب عن شكره لجميع فرق الخبراء والمقررين . للبحوث ومراقبة المناخ والوقاية من الكوارث والتخفيف من آثارها
وتمنى النجاح  .  على الجهود التي يبذلونها للمساهمة في عمل اللجنة في الفترة ما بين الدورتين(CBS)بعين للجنة التا

التام لهذه الدورة الاستثنائية للجنة، اقتناعاً منه بأنها سوف تستفيد أيضاً من نتيجة المؤتمر الفني المعني بأدوات وطرق  
 .TECO-WlS نظام معلومات المنظمة –ة الرصد الخاصة بالأرصاد الجوية والبيئي

 
وترد قائمة آاملة .  منظمات دولية7 ممثلاً عن أعضاء المنظمة و55 مشارآاً، منهم 142وحضر الدورة   1.11

 .بالمشارآين في الدورة في التذييل الملحق بهذا التقرير
 
 
 ) من جدول الأعمال2البند (تنظيم الدورة  2
 

 ) من جدول الأعمال2.1البند ( بأوراق الاعتمادالنظر في التقریر الخاص  2.1
 

 .تسلمت اللجنة تقرير ممثل الأمين العام وأقرته 
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 ) من جدول الأعمال2.2البند ( إقرار جدول الأعمال 2.2
 

 . من جدول الأعمال11وتقرر إنشاء لجنة مخصصة لبحث البند . أقرت الدورة جدول الأعمال المؤقت 
 

 ) من جدول الأعمال2.3البند ( إنشاء اللجان 2.3
 

 وأن يرأس الجلسة العامة الجامعة رئيس اللجنة . وافقت اللجنة على الاضطلاع بعملها في جلسات عامة 2.3.1
 ، ويرأسها نائب الرئيس السيد 15 حتى  12 و10 و9.1 و4 و2 و1، بغية النظر في البنود  A. Gusevالسيد 

G.-R. Hoffmann السيد " ألف"وأن يرأس الجلسة العامة . 11 و9.5ى  حت9.2 و3 فيما يتعلق بالبنودT. Hart)  استراليا (
حيث ) آينيا (W. Nyakwadaالسيد " باء"وأن يرأس الجلسة العامة . 8 و6.5 و6.3 و6.1 و5حيث ستنظر في البنود 

 .7 و6.6 و6.4 و6.2ستنظر في البنود 
 

 S. Barrell وأن تضم أيضاً السيدة S. Foremanسيد وقررت اللجنة إنشاء لجنة لأوراق الاعتماد، يرأسها ال 2.3.2
 .وشكلت لجنة تنسيق لمراقبة عمل الدورة.  آأعضاءG. Flemingوالسيد 

 
مقرراً معنياً بالتوصيات السابقة الصادرة عن اللجنة  ) جمهورية آوريا (Kwang-Joon Parkواختير السيد  2.3.3

 ). من جدول الأعمال12البند (
 

 ) من جدول الأعمال2.4البند (نظيمية الأخرى  المسائل الت 2.4
 

واتفق على . وأُبلِغت الدورة بالإجراء المتبع في إقرار الوثائق. وافقت اللجنة على مواعيد العمل أثناء الدورة 
 .أنه لا حاجة لإعداد محاضر موجزة للجلسات العامة

 
 
 ) من جدول الأعمال3البند ( تقریر رئيس اللجنة 3
 

، الذي قدم معلومات عن )الاتحاد الروسي (A. Gusevلجنة علماً مع التقدير بتقرير رئيسها، السيد أحاطت ال 3.1
 .2005فبراير / أنشطة اللجنة منذ دورتها الثالثة عشرة، في شباط

 
 خبيراً قد 160التنسيق التي ضمت معاً أآثر من / وأشارت اللجنة مع التقدير إلى أن الخبراء وفرق التنفيذ 3.2
 اجتماعاً وحلقة عمل 50وقد آان هناك أآثر من . زت قدراً آبيراً من العمل خلال الفترة القصيرة فيما بين الدورتينأنج

وحلقة دراسية خلال الفترة عن أمور تدخل ضمن اختصاص اللجنة أو تتعلق، بصورة أخرى، بالمراقبة العالمية للطقس   
(WWW) .ازات والمهام في تقارير رؤساء الأفرقة العاملة، آما أنها قد  ويرد مزيد من التفاصيل عن الأنشطة والإنج

 .نوقشت في إطار بنود جدول الأعمال ذات الصلة
 

وأحاطت اللجنة علماً بأنه خلال فترة ما بين الدورتين شارك الرئيس بنشاط في آثير من الأنشطة التي  3.3
 (WWW)م الأساسية، وبرنامج المراقبة العالمية للطقس   بشكل عام، ومثَّل لجنة النظ(WMO) تتناول مسائل تهم المنظمة 

وأشارت اللجنة بصفة خاصة إلى الأنشطة  . في اجتماعات عديدة، وأسهم في المناقشات التي دارت في مختلف المنتديات
ر ، وإطا(LPY)، والسنة القطبية الدولية (THORPEX)المتعلقة بتجربة البحث الخاصة بنظم الرصد وبإمكانية التنبؤ 

، والفريق المخصص  (NDPM)، وبرنامج الوقاية من الكوارث الطبيعية والتخفيف من آثارها (QMF)الإدارة الجيدة 
 .(GEO)المعني برصدات الأرض 

 
 (CBS-MG)وأعربت اللجنة عن تقديرها للدور الهام الذي قام به فريق الإدارة التابع للجنة النظم الأساسية   3.4

في تنسيق أعمال الأفرقة الأربعة  ) 2006أبريل / نيسان (ودورته السادسة ) 2005أبريل  / نيسان(في دورته الخامسة 
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المفتوحة العضوية المعنية بالمجالات البرنامجية، وإجراء التعديلات اللازمة خلال فترة ما بين الدورتين، وتقديم النصح 
 عمل هيئات تأسيسية أخرى، ولتمثيله اللجنة   للرئيس بشأن القضايا ذات الصلة وخاصة فيما يتعلق بمشارآة اللجنة في

ومن هذه الناحية، أشارت اللجنة إلى أن الدورة الثامنة والخمسين للمجلس التنفيذي قد   . في دورات المجلس التنفيذي
 مازالت تشكل، وستظل تشكل، البرنامج الأساسي للمنظمة العالمية  (WWW)أآدت من جديد أن المراقبة العالمية للطقس 

صاد الجوية التي تسهم أيضاً بفعالية في الأنشطة الشاملة، واتفقت على أن هناك حاجة إلى مدخلات متبادلة من  للأر
وأآدت الدورة الثامنة والخمسون للمجلس على أنه ينبغي . الأنشطة الشاملة صوب تقوية هيكل المراقبة العالمية للطقس
من أجل آفالة استخدام الموارد المتاحة على أفضل وجه أن تقضي هذه الأنشطة على الازدواجية غير الضرورية 

واتفقت الدورة آذلك  . وارتأت الدورة أيضاً أن من شأن الدمج المتوخى بين نظم الرصد أن يدعم بلوغ هذا الهدف. ممكن
 من نوعه بين   بزيادة الوعي العام بهذا البرنامج الفريد(WWW)على أنه ثمة حاجة لتدعيم مكانة المراقبة العالمية للطقس 

وأآدت الدورة على أنه بوسع  . برامج المنظمة الذي يساهم في سلامة وأمن الأرواح والممتلكات وفي التنمية المستدامة
 (GEOSS)النظم الأساسية للمراقبة العالمية للطقس أن توفر مدخلاً هاماً في عملية المنظومة العالمية لنظم رصد الأرض 

وشددت الدورة . ه، في المضي قدماً بعملية تطوير المراقبة العالمية للطقس والنهوض بهاوأن يسهم هذا التعاون، بدور
أيضاً على ضرورة استكشاف موارد إضافية لتدعيم المكونات الأساسية للمراقبة العالمية للطقس، وخاصة في البلدان   

 .النامية
 

اسية الذين شارآوا في أنشطتها لتعاونهم  وأعرب الرئيس عن تقديره الصادق لجميع أعضاء لجنة النظم الأس   3.5
وشكر الرئيس على وجه الخصوص رؤساء الأفرقة المفتوحة العضوية المعنية بالمجالات البرنامجية وفرق . بحماس

ونيابة عن اللجنة، وجّه الرئيس الشكر أيضاً إلى الأمين العام للمنظمة   . الخبراء، وآذلك المقررين، على عملهم الممتاز
(WMO)وظفي الأمانة، وخاصة موظفي إدارة المراقبة العالمية للطقس  وم(WWW) وإدارة التطبيقات، على ما قدموه من 

 .دعم وتعاون
 
 
 ) من جدول الأعمال4البند ( استعراض قرارات المجلس التنفيذي المتعلقة باللجنة 4
 

استعراض   والخمسين موضعثامنةال والخمسين والسابعةآانت حصيلة مناقشات المجلس التنفيذي في دورتيه  4.1
 .رات التي من شأنها أن تؤثر على برنامج عمل اللجنة في المستقبلامع التأآيد بصفة خاصة على القر

 
 في إطار بنودوناقشت اللجنة مجالات البرنامج الشاملة ذات الصلة وأدرجت استنتاجاتها في الملخص العام  4.2

، والبرنامج الفضائي ) من جدول الأعمال7البند ( نظام المعلومات في المنظمة : بها، بما في ذلكجدول الأعمال الخاصة
،  ) من جدول الأعمال9.1البند (، والفريق المخصص المعني برصدات الأرض ) من جدول الأعمال8البند (للمنظمة 

 من 9.3البند (ارة الجودة وإطار إد ،) من جدول الأعمال9.2البند (ا الوقاية من الكوارث الطبيعية والتخفيف من آثارهو
، ) من جدول الأعمال9.4البند ((THORPEX)  تجربة البحث الخاصة بنظم الرصد وبإمكانية التنبؤ، و)جدول الأعمال

 .) من جدول الأعمال9.5البند (والسنة القطبية الدولية 
 

امنة والخمسين للمجلس التنفيذي في الدورة الث)  3.1.1.7الفقرة (وأخذت اللجنة علماً بالشواغل المُعرب عنها  4.3
الجوانب " للمنظمة العالمية للأرصاد الجوية، والمعنونة 170من احتمال اشتمال المعلومات الواردة في المذآرة الفنية 

، على معلومات )1985(" المتعلقة بالأرصاد الجوية والهيدرولوجية في اختيار مواقع ومحطات الطاقة النووية وتشغيلها
 لحل المشاآل )NMHSs(الزمن، والتي تُستخدم آدليل للمرافق الوطنية للأرصاد الجوية والهيدرولوجيا عفا عليها 

ولذلك  . المتعلقة بجوانب الأمان في محطات الطاقة النووية، بما في ذلك مواقعها وتشغيلها والتصدي لحالات الطوارئ
قضية، بما في ذلك من خلال السعي إلى إقامة تعاون طلب المجلس من الأمين العام صياغة استراتيجية للتصدي لهذه ال

واتفقت اللجنة على ضرورة النظر في مشارآة خبراء لجنة النظم الأساسية في . )IAEA(مع الوآالة الدولية للطاقة الذرية 
عالجة البيانات إطار هذه الاستراتيجية، ولاسيما في الجوانب المتعلقة بالمبادئ التوجيهية أو المعايير بالنسبة للرصد، وم

وأحاط الاجتماع علماً بأن الاتحاد الروسي يمكن أن يوفر هذه الخبرة آجزء من استراتيجية تضعها المنظمة   . والتنبؤ
(WMO). 
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 ) من جدول الأعمال5البند (  وعملها (WWW)حالة تنفيذ المراقبة العالمية للطقس  5
 

المتاحة في مراآز   )(SYNOPة من محطة أرضية  النسبة المئوية لتقارير الرصد السطحي الصادربلغت 5.1
 حوالي )RBSN(مقارنة بعدد التقارير المطلوبة من محطات الشبكة السينوبتيكية بال )MTN(الشبكة الرئيسية للاتصالات 

وآانت لاتزال هناك أوجه .  في المائة طوال هذه الفترة1 مع تقلب طفيف قدره 2003-2006في المائة خلال الفترة  77
، وفي )2006يوليو  / في تموز في المائة52( من بعض المناطق في الإقليم الأول )SYNOP(ر في توافر تقارير قصو

 ولاحظت الدورة أن معلومات المراقبة المقدمة في  ). في المائة72(، وفي الإقليم الخامس )في المائة 60(الإقليم الثالث 
يانات الرصد من خلال المراقبة العالمية للطقس ولكنها تتطلب وثائق الدورة وفرت نظرة عامة جيدة عن مدى توافر ب

وتوجد معلومات مراقبة أآثر تفصيلاً من وحدة خدمة  . تفسيراً دقيقاً عند النظر إلى محطة بعينها أو منطقة بعينها
 .(http://www.wmo.int/web/www/ois/monitor/monitor-home.htm)المنظمة العالمية للأرصاد الجوية 

 
والنسبة المئوية من تقارير الرصد العلوي لدرجات الحرارة والرطوبة والرياح الصادرة من محطات أرضية  5.2

)TEMP( المتاحـة في مراآز الشبكـة )MTN( 2006 في عام في المـائة 70إلى  2003 في عام  في المائـة63 مـن زادت .
الشرقية من الإقليم الثاني والجزء الشمالي الشمالية ولأجزاء  مرضياً نسبياً في ما يتعلق با)TEMP( وآان توافر التقارير

 من الإقليم السادس في السنوات (TEMP)وقد زاد توافر تقارير من الإقليم الرابع، وبعض البلدان في الإقليم الخامس، 
الإقليمين الأول وتوافر هذه التقارير قاصر من آثير من أنحاء . الأخيرة إلا من الجزء الجنوبي الشرقي من الإقليم

وأحاطت الدورة علماً بأن رصدات الهواء العلوي آانت تجري في العادة مرة آل يوم، ومرتين في اليوم أثناء . والثالث
 .فترات أحوال الطقس القاسي؛ وهو ما لم يوضح في عملية المراقبة

 
 في )(SYNOPقارير المطلوبة من  في المائة من الت76 ورد 2005وفي فترة المراقبة العالمية السنوية لعام  5.3

 في المائة إضافية في فترة تتراوح ما بين ساعة وست ساعات بعد 2غضون ساعة بعد وقت الرصد آما وردت نسبة  
 في  2 في غضون ساعتين بعد وقت الرصد ونسبة )TEMP( في المائة من التقارير المطلوبة من 68وقت الرصد وورد 

 . بين ساعتين واثنتي عشرة ساعة بعد وقت الرصدالمائة إضافية في زمن يتراوح ما
 

وأحاطت اللجنة علماً بالصعوبات التي تواجه بعض البلدان النامية في تشغيل محطات الرصد العلوي،  5.4
وأآد الاجتماع ضرورة مساعدة البلدان على شراء . ويرجع ذلك بوجه خاص إلى ارتفاع تكاليف المعدات والمستهلكات

 .لكات، بما في ذلك إعادة تأهيل المعداتالمعدات والمسته
 

 أن البلدان في الجزأين الأوسط  (ASECNA)ولاحظ ممثل وآالة السلامة الجوية في أفريقيا ومدغشقر  5.5
والغربي من الإقليم الأول تجاهد لصيانة شبكات محطات الرصد لديها ولتطوير هذه الشبكات، فمثلاً أنشئت محطتان  

ولكن  . (AMMA) في بنن ضمن إطار مشروع التحليل المتعدد التخصصات للموسميات الأفريقية جديدتان للهواء العلوي
وتتعاون . بعض البلدان، وخصوصاً في الجزء الأوسط من الإقليم الأول، تواجه صعوبات وتحتاج إلى مساعدة

ASECNA مع المنظمة (WMO)لمساعدة تلك البلدان . 
 

 مراآز التي تلقتها (SHIP)السطحي الصادرة من محطات بحرية الرصد ر عدد تقاريل المتوسط اليومي وآان 5.6
  تقرير خلال الفترة 3000 و2400 فيما يخص الساعات السينوبتيكية الرئيسية يتراوح ما بين )MTN(الشبكة 

خاذ ويجب ات.  لم يرتفع بدرجة آبيرة طوال سنوات عديدةSHlPوأحاطت الدورة علماً بأن عدد تقارير . 2003-2006
إجراء، بالتنسيق مع اللجنة الفنية المشترآة بين المنظمة العالمية للأرصاد الجوية واللجنة الدولية الحكومية لعلوم  

 لزيادة عدد الرصدات من المحطات البحرية، (JCOMM)المحيطات والمعنية بعلوم المحيطات والأرصاد الجوية البحرية  
 .وخصوصاً من مناطق مثل بحر العرب

 
 32 و13 ما بين (TEMP SHlP) تراوح عدد التقارير الصادرة من محطات بحرية 2003-2006ثناء فترة وأ 5.7

  تقرير خلال الفترة  000 33 إلى 000 11 من (BUOY)وارتفع عدد تقارير الرصد من المحطات العائمة . تقريراً
ات من المحطات العائمة بسبب اتساع  وتعزى هذه الزيادة بوجه خاص إلى ارتفاع تواتر عملية جمع البيان2006-2003
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 الذي يتيح عدداً أآبر من   (Argos)نطاق استخدام النظام المتعدد السواتل لإعادة بث البيانات وتحديد مواعق المنصات 
 400 3 يتراوح ما بين (AlREP)وآان عدد تقارير الأرصاد الجوية الصادرة من طائرة  . المعابر في آل محطة عائمة

وزاد عدد التقارير الصادرة من الطائرات من النموذج العالمي الثنائي لتمثيل  . 2003-2006خلال الفترة  تقرير 400 5و
وباستثناء تقارير . 2004-2006 تقرير خلال الفترة 000 152 إلى 000 112 من (BUFR)بيانات الأرصاد الجوية 

(AlREP)و (BUOY)ن نصف الكرة الأرضية الشمالي، صدر الجزء الأآبر من التقارير من محطات متنقلة م. 
 

وبفضل تحسن تمثيل المعلومات المقدمة من الأمانة يمكن التعرف بسهولة على نقائص تشغيل المراقبة  5.8
وطلبت الدورة من الفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص بنظم الرصد المتكاملة . العالمية للطقس
(OPAG-lOS) بنظم وخدمات المعلومات   والفريق المعني (OPAG lSS) الاستمرار في تطوير إجراءات المراقبة في 

المراقبة العالمية للطقس التي تراقب مع المقارنة بتغير الاحتياجات إلى الرصدات على النحو الذي تعرف عليه الفريق 
 .تصالات، وينبغي في هذه الإجراءات التمييز بين نقائص الرصد وممارسات الاOPAG-lOSالأول 

 
 
برنامج المراقبة العالمية للطقس، ومهام الدعم، والخدمات العامة في مجال الطقس، بما في ذلك                            6

 ) من جدول الأعمال    6البند   (تقاریر رؤساء الأفرقة المفتوحة العضویة المعنية بالمجالات البرنامجية                    
 

 ) من جدول الأعمال6.1البند ( )IOS(نظم الرصد المتكاملة  6.1
 

 الخاص )OPAG(أعربت اللجنة عن تقديرها لرئيس الفريق المفتوح العضوية المعنى بالمجال البرنامجي  6.1.1
، على تقريرهما الشامل Sue Barrell والرئيسة المشارآة السيدة James Purdom، السيد )IOS(بنظم الرصد المتكاملة 

وجرى أيضاً . ائية القاعدة للنظام العالمي للرصدعن أداء ومواصلة تطوير النظم الفرعية السطحية القاعدة والفض 
الإعراب عن التقدير لفرق الخبراء والمقررين والمنسقين لإسهامهم في أعمال الفريق المفتوح العضوية المعني بالمجال  

/ لتقدمتقرير ا" آما عُرض في وثيقة  (OPAG-IOS) خدمة المعلومات المتعلقة بعمل المراقبة العالمية للطقس –البرنامجي 
. التي أُعدّت آخلفية للاستنتاجات والتوصيات الواردة في هذا الملخص العام" النشاط المتعلق بنظام الرصد المتكامل

،  )WMO( واصل، من خلال الجهود المنسقة لأعضاء المنظمة )GOS(وأحاطت اللجنة علماً بأن النظام العالمي للرصد 
الة الأرض وغلافها الجوى لتلبية الاحتياجات المتزايدة لمختلف تقديم بيانات رصدية مستدامة ومعلومات عن ح

وأوضحت أنه إلى جانب البيانات والخدمات الساتلية الواسعة، خاصة عن طريق سواتل البحث والتطوير،  . المستخدمين
ما البيانات تحقق المزيد من التحسينات في توافر البيانات التي تنتجها مكونات أخرى للنظام العالمي للرصد، ولاسي

 .)AMDAR(البحرية وإعادة بث بيانات الأرصاد الجوية الصادرة من الطائرات 
 

 وأحاطت اللجنة علماً مع الارتياح بأنه وفقاً للاختصاصات المستديمة للفريق المفتوح العضوية  6.1.2
)OPAG-IOS(ي للرصد، وتنسيقه وتقديم   وخطط عمله، ترآزت الأنشطة الرئاسية لهذا الفريق على تطوير النظام العالم

المشورة بشأن المسائل المتعلقة بالنظم الساتلية، واستخدام السواتل ونواتجها، والاحتياجات من البيانات من محطات 
، )OSSEs( وتجارب محاآاة نظم الرصد )OSEs(الأرصاد الجوية الاوتوماتية، والتقييم العلمي لتجارب نظم الرصد 

، )WWW( في عمليات المراقبة العالمية للطقس AMDARمي لرصد المناخ، وتكامل بيانات والتعاون مع النظام العال
وأعربت اللجنة عن امتنانها لجميع الخبراء الذين ساهموا في . وتنقيح وتحديث المواد التنظيمية للنظام العالمي للرصد

 .)OPAG-IOS(العمل الفعال لفرق الخبراء التي أنشئت في إطار الفريق المفتوح العضوية 
 

وبناء على الأنشطة والنتائج التي تحققت في المجالات المختلفة في إطار مسؤوليات الفريق المفتوح  6.1.3
 :، قررت اللجنة ما يلي)OPAG-IOS(العضوية 

 
 تنفيذ وتشغيل النظم الفرعية السطحية القاعدة والفضائية القاعدة للنظام العالمي للرصد

 
 على ضمان التشغيل المستدام للنظام العالمي للرصد وشجعت الأنشطة )WMO(حثت أعضاء المنظمة  ‘1’

وبناءً على توصية . الخاصة بتحقيق المستوى الأمثل لعناصر الرصد وتطوير وتوزيع النظام المرآب المتقدم
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ى  الدورة الثامنة والخمسين للمجلس التنفيذي، حثت اللجنة أيضاً أعضاء المنظمة والاتحادات الإقليمية عل
خطة التنفيذ لتطوير النظم الفرعية الفضائية القاعدة اتباع المبادئ التوجيهية والتوصيات الواردة في 

 ؛)1267مطبوع المنظمة رقم  (والسطحية القاعدة للنظام العالمي للرصد
 
 )CAS( أن يقدم، بالتعاون مع لجنة علوم الغلاف الجوى )OPAG-IOS(طلبت من الفريق المفتوح العضوية  ‘2’

والاتحادات الإقليمية، مساهمات لتطوير وتنفيذ برامج ونظم رصد قابلة للتكيف من أجل تحسين قدرات 
 ؛)NMHSs(الإنذار المبكر للمرافق الوطنية للأرصاد الجوية والهيدرولوجيا 

 
 تطویر النظام العالمي للرصد

 
فيذ لتطوير النظم الفرعية الفضائية  رعاية وتحديث خطة تن)OPAG-IOS(طلبت من الفريق المفتوح العضوية  ‘1’

بالمنظومة العالمية  ، مع مراعاة التطورات المتعلقة)EGOS-IP(القاعدة والسطحية القاعدة للنظام العالمي للرصد 
 وتنفيذ ط، بالتعاون الوثيق مع الاتحادات الإقليمية، وفريقها العامل المعني بتخطي)GEOSS(لنظم رصد الأرض 

 ، واللجان الفنية المعنية، مع إيلاء اهتمام خاص للبلدان النامية؛)WWW(للطقس المراقبة العالمية 
 
طلبت من أعضاء المنظمة تقديم منسق اتصال مسؤول عن الإبلاغ عن التقدم والخطط المتعلقة بخطة التنفيذ      ‘2’

)EGOS-IP (في بلدانهم؛ 
 
لتعاون مع الفريق المفتوح العضوية   أن يستعرض، با(OPAG-lOS)طلبت من الفريق المفتوح العضوية  ‘3’

(OPAG-lSS)القاعدة  ، العملية الحالية لجمع وإنتاج وعرض الإحصاءات الموجزة للأداء للنظم الفرعية السطحية
 للنظام العالمي للرصد، وأن يبحث إمكانات التوصل إلى أساليب أآثر واقعية لتقديم هذه المعلومات إلى الأعضاء؛

 
، بالنظر إلى الاحتياجات التشغيلية الحالية لتوفير بيانات (OPAG-lOS)المفتوح العضوية طلبت من الفريق  ‘4’

 دون تأخير، وخاصة من أجل التنبؤ العددي بالطقس، أن (RBSN)الشبكة السينوبتيكية الأساسية الإقليمية 
. ر صرامة لتوفير البياناتيُضمن عملية مراقبة مدى توفر البيانات المتعلقة بالنظام العالمي للرصد أهدافاً أآث

وهذا يشمل وقف البيانات المتعلقة بالسطح لمدة ثلاثين دقيقة ووقف البيانات المتعلقة بطبقات الهواء العليا 
 لمدة تقل عن ساعتين؛

 
 طلبت من الأمانة جمع معلومات من أعضاء المنظمة عن التقدم والخطط فيما يتعلق بخطة التنفيذ ‘5’

)EGOS-IP(يز على تلك الأنشطة التي لا تغطيها الآليات المنشأة، مثل البرنامج الفضائي للمنظمة  ، مع الترآ
)WMO ( وفريقAMDAR واللجنة الفنية المشترآة بين المنظمة ،WMO  واللجنة الدولية الحكومية لعلوم 

") ةاللجنة الفنية المشترآ("والمعنية بعلوم المحيطات والأرصاد الجوية البحرية ) IOC(المحيطات 
(JCOMM)؛ 

 
 بشأن الآليات الملائمة لإصدار  )OPAG-IOS(طلبت من الأمانة تقديم المشورة للفريق المفتوح العضوية  ‘6’

 ؛)EGOS-IP(تقارير عن التقدم والخطط لدى أعضاء المنظمة فيما يتعلق بخطة التنفيذ 
 
التقدم والخطط والتي قدمها  تحليل المعلومات بشأن )OPAG-IOS(طلبت من الفريق المفتوح العضوية  ‘7’

 ، وتلخيص التقدم؛)EGOS-IP(أعضاء المنظمة فيما يتعلق بخطة التنفيذ 
 
طلبت إلى فرقة الخبراء المعنية بتطوير النظام العالمي للرصد أن تنظر في إمكانية إقامة نظام استشعار  ‘8’

وهذه . وير النظام العالمي للرصدأرضي طويل المدى لاستكشاف البرق آمكونة فعَّالة من حيث التكاليف لتط
النظم تعتبر مكملة لنظم الكشف عن البرق الموجودة في تحسين التغطية في المناطق التي لا تتوفر فيها 

 ؛)بما في ذلك مناطق المحيطات والمناطق القطبية(البيانات 
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دوات وطرق الرصد، طلبت من لجنة النظم الأساسية، بالتعاون مع لجنة علوم الغلاف الجوى، ولجنة أ ‘9’
 النظر في وضع استراتيجية تحافظ على  )WMO(ولجان البرامج الأخرى ذات الصلة داخل المنظمة 

، والسنة  )AMMA(المكونات الأساسية للشبكات الرصدية للتحليل المتعدد التخصصات للموسميات الأفريقية 
 بعد انتهاء )THORPEX(نية التنبؤ ، وتجربة البحوث الخاصة بنظم الرصد وبإمكا)IPY(القطبية الدولية 
 تجارب آل منها؛

 
 النظم الساتلية

 
، عن طريق فريق تنسيق السواتل الخاصة بالأرصاد الجوية WMOطلبت من برنامج السواتل التابع للمنظمة  ‘1’

)CGMS( والاجتماعات الاستشارية للمنظمة ،WMO بشأن السياسات الرفيعة المستوى فيما يتعلق بالمسائل 
 : خاصة بالسواتل، ومن خلال التعاون والتنسيق مع وآالات السواتل، من أجلال

 
ضمان الاستفادة القصوى من تخطيط مهمة الساتل ذي المدار المنخفض حول الأرض والساتل ذي   )أ(

 المدار الثابت بالنسبة للأرض لاستيفاء خط الأساس الخاص بالنظام العالمي للرصد؛
 

ت والنواتج بطريقة مفتوحة وسريعة وضمان استيفاء جودة البيانات للمعايير زيادة توافر البيانا )ب(
 GSICSالمتفق عليها، من حيث تحديد الخصائص والمعايرة، وهذه الأخيرة عن طريق مبادرة 

 للمعايرة الدولية على نطاق العالم؛
 
د المناخ في ملحق السواتل وافقت على تنفيذ التوصيات التسع الشاملة التي وضعها النظام العالمي لرص ‘2’

 بخطة تنفيذ النظام العالمي لرصد المناخ؛
 
 البدء بتحديث النظام العالمي للرصد السطحي القاعدة حتى )OPAG-IOS (طلبت من الفريق مفتوح العضوية ‘3’

 لكي يتضمن الرصدات )WWW( آموعد جديد، وتوسيع نطاقه ليتجاوز المراقبة العالمية للطقس 2025عام 
 تمرة للتغيرات الإضافية المطلوبة لمراقبة المناخ، ولتلبية احتياجات البرامج الأخرى للمنظمة فيما بعد؛المس

 
 استخدام السواتل ونواتجها

 
 تقديم المشورة للجنة النظم الأساسية عن العوامل )OPAG-IOS(طلبت من الفريق المفتوح العضوية  ‘1’

الأساس للمكونات الفضائية القاعدة للنظام العالمي للرصد في  الإضافية التي يمكن أن تؤثر في تطوير خط 
ويتم استقصاء الآثار بالنسبة لخطة .  عن طريق إدراج مهام مستمرة للبحث والتطوير2025-2015الفترة من 

 ؛)ET-SUP(، و)ET-SAT(، و)ET-EGOS(النظام العالمي للرصد وتطوره عن طريق التعاون بين فرق الخبراء 
 
نشاء مختبرين افتراضيين جديدين للتعليم والتدريب في مراآز الامتياز للأرصاد الجوية الساتلية في أقرت إ ‘2’

 البرازيل والأرجنتين؛
 
تشجيع التوسع في المختبر الافتراضي لكفالة حصول أعضاء المنظمة على التدريب والمواد المتاحة من  ‘3’

 تشغيل السواتل الخاصة بها؛) جهات(هة خلال مراآز التميز التابعة للمختبرات الإضافية وج
 
تشجيع الأعضاء، وخاصة من البلدان النامية، على المشارآة بنشاط أآبر في البرامج التي تهدف إلى   ‘4’

 .الوصول للجمهور والتي تقدمها مراآز التميز التابعة للمختبرات الإضافية
 

 ماتيةاحتياجات وتمثيل البيانات من محطات الأرصاد الجویة الاوتو
 
 آمرجع للموقع الأفقي والرأسي لمحطة   )WMO(استعرضت الاحتياجات إلى نظام مرجعي تستخدمه المنظمة  ‘1’

 ؛)CBS-Ext.(06)( 1الرصد واعتُمدت التوصية 
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عملاً بتوصية الدورة السابعة والخمسين للمجلس التنفيذي التي طلبت من اللجان الفنية استعراض اللائحة   ‘2’
ة بتوليد الرصدات بغية تصحيح أوجه القصور وحالات الشذوذ والأخطاء، طلبت من جميع الفنية المتعلق

الأفرقة المفتوحة العضوية المعنية بمجالات برنامجية والتابعة للجنة النظم الأساسية وفرق خبرائها 
اريف الخاصة استعراض واصفات النموذج العالمي الثنائي لتمثيل بيانات الأرصاد الجوية لإمكانية تتبع التع

؛ وينبغي تقديم وصف المشكلات التي تُكتشف )182مطبوع المنظمة رقم  (بالمعجم الدولي للأرصاد الجوية
 مباشرة إلى فرقة الخبراء المعنية بتمثيل البيانات والشفرات؛

 
 ، بالتعاون مع اللجان الفنية الأخرى ذات الصلة أن)OPAG-IOS(طلبت من الفريق المفتوح العضوية  ‘3’

تواصل إعداد مجموعة من المعايير والمتغيرات الاختيارية لمحطة نمطية للأرصاد الجوية الاوتوماتية؛  
ومعالجة المسألة المتعلقة بمدى متانة محطات الأرصاد الجوية الأوتوماتية التي سيجري تشغيلها في ظروف 

 الطقس القاسي وخاصة من جانب بلدان نامية؛
 
، وافقت على )WMO(ن البيانات الشرحية والمراجع للملامح الأساسية للمنظمة مع مراعاة أحدث نسخة م ‘4’

إعداد آتالوجات فيما يتعلق بمحطة الأرصاد الجوية الأوتوماتية، مما يقلل إلى أدنى حد الإرسال الفعلي 
الجة  والإجراءات المستخدمة لمع) ج(والأدوات المستخدمة؛ ) ب(المتغيرات المقيسة؛ ) أ: (للبيانات، مثل

 والإجراءات المستخدمة لضبط جودة البيانات؛) د(البيانات، بما يقلل النقل الفعلي للبيانات؛ 
 
حثَّت الأعضاء على اتباع المبادئ التوجيهية المتعلقة بإجراءات ضبط جودة البيانات التي ترد من محطات  ‘5’

 بالنظام العالمي للرصدقح المتعلق الأرصاد الجوية الأوتوماتية التي أصبحت الآن مدرجة في الدليل المن
 ).488مطبوع المنظمة رقم (

 
 )OSSEs( وتجارب محاآاة نظم الرصد )OSEs( التقييم العلمي لتجارب نظم الرصد

 
 أن يتعامل بصورة أآثر دقة مع لجنة علوم الغلاف  )OPAG-IOS(طلبت من الفريق المفتوح العضوية  ‘1’

 التنفيذي والمعني بالأرصاد الجوية للمنطقة القطبية الجنوبية بشأن الجوى والفريق العامل التابع للمجلس
، والسنة القطبية الدولية؛ AMMA، وتحليل THORPEXالقضايا الرصدية وفقاً للأنشطة المخططة لتجربة 

وإنشاء آلية تنسيق مستدامة مع الاتحادات الإقليمية، مع مراعاة الحاجة إلى تحمل مسؤولية هذه التجارب 
 لات بالنسبة لمستقبل النظام العالمي للرصد؛والحم

 
شجعت أعضاء المنظمة على العمل من خلال آلياتها الوطنية والإقليمية لحماية الطيف لضمان الدور  ‘2’

 المحوري للمسابير التي تعمل بالميكرويف ضمن النظام العالمي للرصد؛
 
آاة الدراسات الخاصة باستراتيجيات   على مواصلة محا)NWP(شجعت مراآز التنبؤ العددي للطقس  ‘3’

 ؛THORPEXاستهداف الرصد وفقاً للأفرقة المخصصة لتجربة 
 
 ومن الأمانة تنظيم حلقة العمل الرابعة عن أثر نظم )OPAG-IOS(طلبت من الفريق المفتوح العضوية  ‘4’

 الرصد الجديدة على التنبؤ العددي بالطقس؛
 

 AMDARمسائل 
 
، بالتنسيق مع الأمانة، اتخاذ المزيد من الخطوات بشأن )OPAG-IOS(فتوح العضوية طلبت من الفريق الم ‘1’

  في هيكل المراقبة العالمية للطقس؛AMDARإدماج فريق 
 

 النظم البحریة
 
دعت أعضاء المنظمة للمشارآة في فريق برنامج القياسات الاوتوماتية للهواء العلوي من على ظهر السفن  ‘1’

)ASAP(رقة المعنية بالرصدات من على متن السفن  التابع للف)SOT(  والمنبثقة من اللجنة الفنية المشترآة 
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)JCOMM(  لتقديم دراسات جوية في الموقع من المناطق التي تندر فيها البيانات الخاصة بالمحيطات 
 ؛AMDARلاستكمال بيانات 

 
لى عوامات البحث المتحرآة دعت أعضاء المنظمة إلى مواصلة الجهود لإضافة مستشعرات الضغط إ ‘2’

التابعة للجنة الفنية المشترآة  (OPA)بطريقة تتسق مع خطة العمل الاستراتيجية لمنطقة برنامج الرصدات 
)JCOMM()  ؛) بارومترا1250ًالهدف 

 

إن  أآدت أن الهوية الفريدة للسفن أساسية لأنشطة المراقبة الجيدة في الوقت الحقيقي وبطريقة بطيئة، ولهذا ف ‘3’
خطط إخفاء رمز الاتصال اللاسلكي للسفينة التي اقترحتها الدول الأعضاء في المنظمة وفقاً لقرار المجلس 

 ، ينبغي أن توفر هوية فريدة للسفن؛EC-LVlll)(7 التنفيذي 
 

 مسائل النظام العالمي لرصد المناخ
 
انات الشرحية من محطاتها الخاصة شجعت أعضاء المنظمة المعنيين على إرسال البيانات التاريخية والبي ‘1’

بشبكة النظام العالمي لرصد المناخ إلى المراآز الرئيسية التابعة للجنة النظم الأساسية والمنشأة حديثاً 
 لأغراض النظام العالمي لرصد المناخ؛

 
، بالتنسيق مع لجنة أدوات وطرق الرصد، مواصلة )OPAG-IOS(طلبت من الفريق المفتوح العضوية  ‘2’

لأنشطة لضمان قابلية التشغيل المشترك فيما بين جميع نظم الرصد الملائمة حتى يمكن أن تسهم الرصدات ا
 ؛)WMO(الآتية من نظم الرصد في جميع برامج المنظمة 

 
 الجوانب الإقليمية للنظام العالمي للرصد

 
 العالمي للرصد وضع خطة تنفيذ  المنسقين الإقليميين المعنيين بالجوانب الإقليمية للنظام/ دعت المقررين ‘1’

/ لتطوير النظام العالمي للرصد في أقاليمهم بناءً على الوثيقة التي يجرى إعدادها للإقليم الأول بحلول آذار
والغرض من هذه الوثيقة هو أن ترسل إلى رئيس آل اتحاد إقليمي، عن طريق الفريق العامل  . 2007مارس 

 المية للطقس للنظر فيها واعتمادها من جانب أعضاء المنظمة في الإقليم؛المعنى بتخطيط وتنفيذ المراقبة الع
 

 أثر الأدوات الجدیدة على النظام العالمي للرصد
 
بعد أن أشارت إلى التقرير الخاص بالتقدم المحرز في تطوير وإحلال نظم معينة للمسابير اللاسلكية، خاصة  ‘1’

طلبت من الأمانة أن تواصل مراقبة الموقف وتعيد إصدار في البلدان النامية، وإدخال تقنيات جديدة، 
، وتبلغ الأعضاء بمدى "أثر الأدوات الجدیدة على النظام العالمي للرصد "الاستبيان المتعلق بموضوع 

 إمكان الحصول على الاستبيان، وتنشر نتائج المسح؛
 
بمن فيهم أولئك الذين (ت الجديدة دعت أعضاء المنظمة لتقديم ردودهم على الاستبيان بشأن أثر الأدوا ‘2’

من أجل تيسير إعداد تقرير شامل لعرضه ) أرسلوا ردودهم لتأآيد معلوماتهم أو إضافة أي تفاصيل ناقصة
 على الدورة الرابعة عشرة للجنة النظم الأساسية؛

 
م العالمي للرصد، في المنسقين المعنيين بالجوانب الإقليمية للنظا/ دعت إلى المشارآة الاستباقية للمقررين ‘3’

عن طريق  (مراآز الامتياز الخاصة بالأرصاد الجوية الساتلية التابعة للمختبر الافتراضي للتعليم والتدريب
، في تنظيم الاستقصاء بشأن اثر الأجهزة الجديدة على النظام العالمي )فريق إدارة المختبر الافتراضي

 للرصد؛
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 ثره على البلدان النامية مستقبل النظام العالمي المرآب للرصد وأ
 
أوصت بأنه يجب أن يراعى تطوير النظام العالمي للرصد عمليات الارتقاء والتجديد والإحلال وبناء  ‘1’

 ، مع مراعاة استخدام البيانات وإنتاجها على حد سواء؛)خاصة في استخدام التكنولوجيات الجديدة(القدرات 
 
غراض التبادل الدولي، أوصت بضرورة إيلاء الاعتبار الواجب للبنية لمساعدة البلدان على إصدار بيانات لأ ‘2’

 الأساسية العامة، والخبرة الفنية، والتمويل؛
 
وافقت، بناءً على الإرشادات الواردة في خطة التنفيذ لتطوير النظم الفرعية الفضائية القاعدة والسطحية  ‘3’

 البلدان النامية بالتوسع في استخدام نظم الرصد  ، على توصية)IP-EGOS(القاعدة للنظام العالمي للرصد 
الأقل اعتماداً على البنية الأساسية،  ) ، ومحطات الأرصاد الجوية الاوتوماتيةAMDARبالسواتل، وبيانات (

وأوصت آذلك بأنه سوف يلزم أقل مجموعة من أجهزة الرصد بالمسابير  . والخبرة الفنية، والتمويل
بها لتكون دعامة لشبكة الهواء العلوي واعتماد الرصدات الساتلية بالقدر   الموثوق )(RAOBsاللاسلكية 

 الكافي من الارتفاع والدقة؛
 
  حسب الحاجة؛BUFR/CEREXحثت أعضاء المنظمة المعنيين على متابعة الارتحال إلى شفرة  ‘4’

 
 : أوصت بضرورة إعطاء الأولوية العليا لما يلي ‘5’

 
، )RBCN( والشبكة المناخية الأساسية الإقليمية )RBSN(ية الأساسية الإقليمية صيانة الشبكة السينوبتيك )أ(

 ؛)RBSN( تشكل جزءاً من شبكة )GUAN(مع ملاحظة أن محطات شبكة رصد الهواء العلوي 
 

 تأهيل مواقع الرصد في الأماآن الحرجة؛ )ب(
 

 )GEOSS( الأرض مساهمة نظام الرصد المتكامل في خطة عمل المنظومة العالمية لنظم رصد
 
 )OPAG-IOS(عملاً بتوصية الدورة الثامنة والخمسين للمجلس التنفيذي، طلبت من الفريق المفتوح العضوية   ‘1’

 WMO آجزء من المساهمة العامة للمنظمة WMOدراسة نهج أآثر تنسيقاً تجاه نظم الرصد التابعة للمنظمة 
  هذا الشأن؛، وتقديم توصيات في)GEOSS(في المنظومة العالمية 

 
 المواد التنظيمية المتعلقة بالنظام العالمي للرصد

 
 واعتمدت التوصية ) 488مطبوع المنظمة رقم (لدليل النظام العالمي للرصد استعرضت الصيغة المنقحة  ‘1’

2 )CBS-Ext.(06)(  ؛ وعملاً بقرار الدورة الثامنة والخمسين للمجلس التنفيذي، طلبت من الأمين العام إنجاز
 ؛ 2007الأعمال التحريرية للدليل ونشره في عام 

 
) 544مطبوع المنظمة رقم (بعد أن أحاطت علماً بأن تنقيحات نص المرجع الخاص بالنظام العالمي للرصد  ‘2’

والمتعلقة بالاتحادات الإقليمية الأول والثاني والثالث والرابع لم تقدم بعد، دعت الاتحادات الإقليمية المعنية 
 .ن تحديث الأجزاء الملائمة من المرجعإلى ضما

 
 )  من جدول الأعمال6.2البند ( نُظم وخدمات المعلومات  6.2
 

، رئيس الفريق المفتوح العضوية المعني بالمجال البرنامجي  Peiliang Shi  عن شكرها للسيدأعربت اللجنة 6.2.1
وأشارت إلى . م وإنجازات شملت طائفة آبيرة من المهامولاحظت مع الارتياح ما أُحرِز من تقدُّ. على التقرير الذي قدَّمه
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أن المقترحات والتوصيات التي أعدتها أفرقة الخبراء تم استعراضها وتوحيدها بمعرفة فريق تنسيق التنفيذ المعني بنُظم    
 . بتنسيق التنفيذوتوجَّهت اللجنة بالشكر إلى الخبراء الكثيرين الذين عملوا في شتى الأفرقة المعنية. وخدمات المعلومات

 
 حالة تنفيذ وتشغيل النظام العالمي للاتصالات

 
وآانت سبعة عشر دائرة قد نُفِّذَت من خلال خدمات . دوائر شبكة الاتصالات الرئيسية تعمل الآنإن جميع  6.2.2

  kbit/s 64بمعدل شبكة الاتصالات الخاصة بالبيانات في إطار الشبكة الرئيسية المحسَّنة وآانت خمس دوائر منها تعمل 
عدا واحدة ببروتوآول التحكُّم في الإرسال (وتعمل جميع الدوائر . kbit/s 9.6 وواحدة بمعدّل kbit/s 28.8وواحدة بمعدل 

)TCP/IP(ومع ذلك فقد لاحظت اللجنة بقلق أن إحدى الدوائر .  أو آان لها خطة ثابتة للارتحال إلى هذا البروتوآول
 تستخدِم خصائص متدنِّية السرعة للغاية وليست لديها القدرة على تلبية متطلبات الشبكة ظلّت)  القاهرة-نيودلهي (

ولاحظت اللجنة أن تنفيذ النُظم القائمة على الحاسوب لوظائف النظام العالمي للاتصالات في مراآز . )MTN(الرئيسية 
ظم القائمة على الحاسوب الفعَّالة التكاليف في  المراقبة العالمية للطقس تُحرز تقدُّماً، وبوجه خاص من خلال تطبيق النُ

وأعربت اللجنة عن سرورها للتقدُّم الكبير المُحرَز في تنفيذ الشبكات الإقليمية للاتصالات في مجال . عدة بلدان نامية
، غير أنها لاحظت أوجه قصور خطيرة لا تزال موجودة في بعض الأقاليم على الصعيدين  )RMTNs(الأرصاد الجوية 
 داخل الأقاليم،  (NMHSs) وأشارت اللجنة في هذا الصدد إلى أن التعاون فيما بين المرافق الوطنية .الإقليمي والوطني

 .من خلال تنظيم حلقات عمل وأنشطة تدريبية ومشاريع رائدة، يمكن أن ييسر التغلب على هذه المثالب
 

يرة، مكَّنت الجهود المتواصلة من إحداث قدرٍ من ففي الإقليم الأوَّل، ورغم الصعوبات الاقتصادية الخط 6.2.3
التحسين في دوائر النظام العالمي للاتصالات عبر خطوط مستأجرة واتصالات قائمة على السواتل أو شبكات بيانات 

 البث الأوروبي للأرصاد الجوية، (وتظل نُظم توزيع البيانات القائمة على السواتل . عامة، بما في ذلك الإنترنت
EUMETCast( أفريقيا، - والشبكة الأوروبية لبث معلومات الأرصاد الجوية RETIM-Africa  ونظام التوزيع بالتوابع 

 لمنظمة الطيران المدني الدولي (AFS)، في إطار خدمة الطيران الثابتة (SADIS)الاصطناعية لمعلومات الملاحة الجوية 
(lCAO)  ونُظم جمع البيانات )METEOSAT/DCS(تزال هناك أوجه قصور خطيرة، وخاصة   ولا. اً حاسماً تؤدّي دور

على الصعيد الوطني، واستُحدِثَت استراتيجية تعزيز النُظم الأساسية للمراقبة العالمية للطقس من أجل تعزيز التنمية  
 .المستدامة، ولا سيما تنمية اتصالات البيانات المتعلقة بالأرصاد الجوية

 
 العالمي للاتصالات في الإقليم الثاني بسرعة متوسطة أو عالية ولكن يبقى هناك وتعمل معظم دوائر النظام 6.2.4

 في الإقليم الثاني، وخاصة في جزأيها  RMTNويجري تحسين الشبكة الرئيسية،    . عدد من الوصلات المنخفضة السرعة
،  Frame Relay مثلاً خدمات الشرقي والجنوبي، باستمرار تنفيذ خدمات الاتصالات المحسَّنة الخاصة بالبيانات، ومنها

 التي يشغِّلها الاتحاد  MeteoInform التي تديرها الصين وPCVSAT(التي تكمِّلها نُظم التوزيع القائمة على السواتل 
 ونظام التوزيع بالتوابع الاصطناعية  (EUMETCast)والبث الأوروبي للأرصاد الجوية  واستخدام الإنترنت) الروسي

وقد   . (lCAO) لمنظمة الطيران المدني الدولي (AFS)، في إطار خدمة الطيران الثابتة (SADlS)وية لمعلومات الملاحة الج
ويوشك   . TCP/IP من دوائر النظام العالمي للاتصالات الحالية إلى بروتوآول التحكُّم في الإرسال %60تم ترحيل قرابة  

 . على الانتهاءRMTNتنفيذ خطة تحسين الشبكة الإقليمية 
 

 التنفيذ الفعلي لشبكة اتصالات بيانات الأرصاد 2006وفي جنوب أفريقيا هناك خطة ثابتة لأن يبدأ في عام  6.2.5
 RMDCN على أساس العقد الإطاري لمقدِّم الخدمة للشبكة الجديدة )RMDCN(الجوية الإقليمية في الاتحاد الإقليمي الثالث 

لتحديث أن يمكِّن المرافق الوطنية للأرصاد الجوية ومن شأن هذا ا. WMOوهو العقد الذي أبرمته المنظمة 
 آذلك جُهِّزت المراآز الوطنية. والهيدرولوجيا من التقوية الكبيرة لاستقبالها واستخدامها للبيانات والنواتج العالية القيمة

)NMCs ( مرآزاً بنُظم استقبال النظام الدولي للاتصالات بواسطة السواتل 13جميعها وعددها )ISCS(  الذي تشغِّله 
 .الولايات المتحدة

 
 وهي ISCSوفي الإقليم الرابع تُشغِّل الولايات المتحدة الأمريكية النظام الدولي للاتصالات بواسطة السواتل،  6.2.6

 وآذلك توزيع البيانات في الإقليمين الثالث والخامس، وتم تحديث النظام إلى إجراءات  RMTNالتي توفِّر الشبكة الإقليمية 
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 إلى إحلال جميع  ISCS بقدرة متزايدة؛ آذلك أدّى تحديث النظام الدولي TCP/IPروتوآول التحكُّم في الإرسال، ب
 .NMCsمحطات عمل المراآز الوطنية للأرصاد الجوية 

 
 في الإقليم الخامس بتنفيذ خدمات ترحيل الأُطر والتوسُّع في RMTNوأُحرز تقدُّم آبير في الشبكة الإقليمية  6.2.7

وأصبحت شبكة معلومات الأحوال الجوية الخاصة بالقائمين على التصدي . الاتصالات القائمة على السواتل وتحديثها
 مَصدراً حاسماً للبيانات PeaceSAT وGOES-West وGOES-East، عبر السواتل  EMWIN لحالات الطوارئ،

آذلك تزايد استخدام الإنترنت، . زرية الصغيرةوالإنذارات والتنبؤات لمنطقة المحيط الهادئ، ولا سيما البلدان الج
ويجري حالياً التوسُّع في الشبكة الإقليمية  . وخاصة لجمع تقارير الرصد وللربط بين الدول الصغيرة في المحيط الهادئ

 .يا ونيوزيلندا وشبكة البريد الإلكتروني الرقمي عالية التردُّد للمحيط الهادئ، التي آانت تنفذها أصلاً استرالRANETالحالية 
 

 القائمة على أساس خدمة شبكة متقاسمة الإدارة   RMDCNوفي الاتحاد الإقليمي السادس فإن الشبكة الإقليمية  6.2.8
 مرآزاً إقليميا للاتصالات 36، تربط بين ECMWF المرآز الأوروبي للتنبؤات الجوية المتوسطة المدى، ينسق شؤونها

 والمنظمة الأوروبية لاستخدام السواتل ECMWFضافة إلى المرآز الأوروبي ومرآزاً وطنياً للأرصاد الجوية، إ
EUMETSAT . البيانات هذه أداة تنفيذ رائعة فعَّالة التكاليف للنظام العالمي -وتواصلت خدمات شبكة الاتصالات 

وامتدت . ابية سهلة التدريجللاتصالات، عالية الموثوقية للغاية وآاملة الأمان وتقدِّم خدمة مضمونة الجودة وقدرة استيع
 لتشمل الدوائر المشترآة بين الأقاليم ودوائر النظام العالمي للاتصالات للشبكة RMDCNخدمات الشبكة الإقليمية 

 من ترحيل الأُطر إلى تبديل العلامات بعدة RMDCNوارتحال البنية الأساسية للشبكة . MTNالرئيسية للاتصالات 
ويقوم الأعضاء الآخرون في الاتحاد الإقليمي السادس بتشغيل . 2007أن يتم في أوائل عام   يُزمَع )MPLS(بروتوآولات 

دوائر مُستأجَرة للنظام العالمي للاتصالات من نقطة إلى نقطة ووصلات إنترنت ويُنتَظَر أن تنضم إلى الشبكة الإقليمية  
RMDCNالخاصة بالبث ة على السواتل على أساس السواتل آذلك تؤدّي نُظم التوزيع القائم.  حين تكون فعَّالة التكاليف

، ومعلومات الأرصاد الجوية،   RETIM، والشبكة الأوروبية،  DWDSAT الأرصاد الألمانية (DVB-S الفيديو الرقمي،
MeteoInform والبث الأوروبي ،EUMETCast/MDD (ًدوراً هاما. 

 
التكنولوجي الهام لنُظم الاتصالات المتعددة النقاط وأعربت اللجنة عن تقديرها للتنفيذ الشامل والتحديث  6.2.9

القائمة على السواتل، التي تعمل بوصفها عناصر متكاملة للنظام العالمي للاتصالات من أجل توزيع أحجام آبيرة من  
يع  وآل إقليم من أقاليم المنظمة مغطى بالكامل بما لا يقل عن نظام واحد لتوز. المعلومات تكملة للوصلات المخصصة

أما النُظم القائمة على السواتل والتي . البيانات قائم على السواتل، وعدة نُظم تُنَفَّذ على الصعيد الوطني أو دون الإقليمي
وأما النُظم القائمة على .  بتقنياته فهي تُنَفَّذ أو يُزمع قطعاً تنفيذها في عدة أقاليم)DVB(تستخدِم البث الفيديوي الرقمي 

فتُستخدَم أيضاً في تجربة الراديو " بث البيانات" بتقنياته من أجل )DAB(خدِم البث السمعي الرقمي السواتل التي تست
 في أفريقيا وجزء من المحيط الهادئ وفي المرفق الوطني للأرصاد الجوية                    )RANET(والإنترنت الفضائي العالمي     

انظر أيضاً الفقرات        . (لاتصالات في نيودلهي    لإحلال وتحديث البث الراديوي من المرآز الإقليمي ل            )IMD(في الهند   
 من جدول الأعمال بشأن المجموعة الدولية لوآالات تمويل بحوث التغير العالمي        8، والبند   6.2.15 إلى  6.2.13

(lGDDS)( 
 

 هيكل الاتصال بين النظام العالمي للاتصالات ونظام المعلومات للمنظمة العالمية للأرصاد الجویة
 

 شتى أنواع الخدمات لتلبية الاحتياجات المختلفة؛ )WIS(للجنة على أن يقدِّم نظام معلومات المنظمة اتفقت ا 6.2.10
 :ويمكن في هذا الصدد تحديد الأنواع الأساسية التالية من الخدمات

 
 :خدمة الجمع والنشر الروتيني للبيانات والنواتج الحرجة الوقت والحرجة التشغيل )1(

 
في الزمن الحقيقي بما في ذلك البث المتعدِّد والإذاعة؛ وتُنَفَّذ الخدمة أساساً " الدفع"ى آلية تستند هذه الخدمة إل 

بوسائل الاتصالات المخصصة التي تقدِّم خدمة جودة مضمونة، وعلى سبيل المثال الدوائر المستأجَرة 
 لسواتل؛وخدمات شبكات اتصالات البيانات المخصصة، ونُظم توزيع البيانات القائمة على ا
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 :خدمة اآتشاف البيانات والوصول إليها واسترجاعها )2(
 

الردّ مع وظائف إدارة البيانات ذات الصلة؛ وتُنَفَّذ الخدمة  / الطلب" دفع"تستند هذه الخدمة إلى آلية   
 ؛)… ,HTTP, FTP(بالضرورة من خلال الإنترنت 

 
 :خدمة التوصيل الموقوتة للبيانات والنواتج )3(

 
بالأسلوب المتأخر؛ وتُنَفَّذ من خلال الجمع بين وسائل الاتصالات  “ الدفع”ه الخدمة إلى آلية تستند هذ 

 .وشبكات الاتصالات العامة الخاصة بالبيانات، ولاسيما الإنترنت) )1(المستخدَمة في (المخصصة 
 

 عن طريق أسطح بينيَّة مرنة  )3( و)1(ومن المتوخى أن يمكن تقديم الخدمات الدينامية للتعديل والإدارة المبيَّنة في 
 .للمستخدِمين

 
وقد شدَّد المجلس التنفيذي في دورته الثامنة والخمسين على أنه مع التقدُّم المستمر في الاستفادة من  6.2.11

ك  والتطوُّر في تنفيذها فإن تشغيل وتحديث النظام العالمي للاتصالات بما في ذل)ICT(تكنولوجيا المعلومات والاتصالات 
 سوف يسهم إسهاماً فعلياً في  )MTM(نُظم توزيع البيانات القائمة على السواتل والتحسُّن في شبكة الاتصالات الرئيسية 

 باعتباره عنصر الاتصال الرئيسي لتبادل وتسليم البيانات والنواتج الحرجة التوقيت  )WIS(تنفيذ نظام معلومات المنظمة 
دت اللجنة على أن المرحلة الأولى من تنفيذ نظام معلومات المنظمة هي النظام  وفي هذا الصدد شدَّ. والحرجة التشغيل

العالمي للاتصالات للبيانات الحرجة التوقيت والحرجة التشغيل؛ ويتعرض النظام العالمي للاتصالات إلى عمليات 
ي للاتصالات، الذي يترآَّز وسيتم التوسُّع في خدمة تشغيل تبادل البيانات من النظام العالم. تحديث وتحسين مستمرة

أساساً في الوقت الحاضر على احتياجات المراقبة العالمية للطقس، وذلك لتلبية الاحتياجات التشغيلية للبرامج الأخرى  
 .آجزء من نظام معلومات المنظمة

 
ع في خدمات وشدَّدت اللجنة على أن توفِّر المرحلة الثانية من تنفيذ نظام المنظمة للمعلومات التوسُّ 6.2.12

إلى جميع ) )2(النوع (المعلومات من خلال خدمات اآتشاف البيانات والوصول إليها واسترجاعها الأآثر مرونة 
 ).)3(النوع (، وآذلك خدمات التوصيل الموقوتة الأآثر مرونة  المرخص لهمالمستفيدين

 
 هي أحد عناصر نظام معلومات )IGDDS(ولاحظت اللجنة أن الخدمة العالمية المتكاملة لنشر البيانات  6.2.13

المنظمة وهي بوصفها نظاماً هي مخطط لتبادل البيانات والنواتج القائمة على الفضاء والمتعلقة بالرصد، من أجل برامج  
 . وتنفيذه عملياIGDDSًويوفِّر مشروع هذه الخدمة أنشطة موجَّهة نحو تعريف نظام الخدمة . المنظمة

 
 : مهام مختلفة، على النحو التاليIGDDSوتتناول الخدمة  6.2.14

 
 ؛)البيانات الخام من السواتل، والنواتج رفيعة المستوى، وتبادل البيانات بين الأقاليم(حيازة البيانات  )أ(
 
 ؛) وعبر البث المباشر، أو عبر الشبكات من نقطة إلى نقطةtelecomعبر البث الساتلي (نشر البيانات  )ب(
 
 يانات، عند الطلب، بما يتيح للمستفيدين المعتمدين اآتشاف البيانات وتوصيلها؛الوصول إلى الب )ج(
 
إدارة البيانات والمستفيدين، بما في ذلك استعراض احتياجات المستفيدين، وآتالوج التشغيل المشتَرك،  )د(

 .لضمان جودة الخدمة ودعم المستفيدين
 

عة العناصر الإقليمية وربطها بشبكة عالمية لتبادل البيانات  هو مجموIGDDSوخط الأساس للخدمة العالمية  6.2.15
 على النحو المحدَّد في نظام معلومات )DCPC(ويشمل آل عنصر إقليمي مرآزاً لجمع البيانات أو إنتاجها . بين الأقاليم

طرائق النشر  (ل المنظمة ويكفل النشر الروتيني بشتى الوسائل بما في ذلك نظام توزيع البيانات القائم على السوات
 على وجه التحديد التوسُّع في عملية IGDDSوتشمل الأنشطة في إطار الخدمة . الذي يغطي منطقته) ADMالمتقدمة، 
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استعراض المتطلبات الجارية للتعبير عن الاحتياجات الإقليمية من البيانات، والتوسع في مفهوم الخدمة الإقليمية لإعادة  
 والتنسيق العالمي الملائم بين  )ADM(مية، وتنفيذ تغطية عالمية بطرق النشر المتقدمة  ليشمل تغطية عال)RARS(البث 

.  والمنظمة بغية آفالة إمكانية التشغيل المشتَرك مع معايير نظام معلومات المنظمة المتفق عليهاCGMSمُشغِّلي السواتل 
 (1)ومات المنظمة توفِّر بالضرورة النوعين  بوصفها أحد عناصر نظام معلIGDDSولاحظت اللجنة أن الخدمة العالمية 

وآان من المتوخى أن تستمر نُظم توزيع البيانات القائمة على السواتل، المنفَّذة . من الخدمة على النحو المبيَّن أعلاه(2) و
 .جها، دعم نشر البيانات الأخرى بالإضافة إلى بيانات الرصدات القائمة على الفضاء ونوات IGDDSفي إطار الخدمة 

 
 مواصلة تطوير   ،ET-CTSوطلبت اللجنة من الفريق المفتوح العضوية، وبوجه خاص من فرقة الخبراء   6.2.16

هيكل البيانات والاتصالات بنظام معلومات المنظمة والنظام العالمي للاتصالات، والنظر في آيفية تعزيز التبادل  
  –شبكة افتراضية لجميع المخاطر داخل نظام معلومات المنظمة العالمي للبيانات والنواتج ذات الأولوية العالية لدعم 

 .(WlS-GTS)النظام العالمي للاتصالات 
 

 نُظم وتقنيات الاتصالات الخاصة بالبيانات
 

  وما یتصل به من بروتوآولات بشأن النظام العالمي للاتصالاتTCP/IPبروتوآول التحكُّم في الإرسال 
 

 في TCP/IPاستخدام البروتوآول  (ll -15 من الضميمة 2 و1دير والمقدمة والفصلين أيدت اللجنة تنقيح التص 6.2.17
 بمتابعة مهمة تنقيح وتحديث الضميمة آلها لتكون مرجعاً ET-DCS، وطالبت فرقة الخبراء )النظام العالمي للاتصالات

لبروتوآول التي آانت مخصصة  وأشارت اللجنة إلى أن مجموعة عناوين ا. TCP/IPلتنفيذ وتطبيق توابع البروتوآول 
 من )RFCs(أصلاً لوصلات النظام العالمي للاتصالات لم تعد متوافرة رسمياً، نتيجة للتطبيق الصارم لمعايير الإنترنت 

ولاحظت اللجنة أن فرقة الخبراء المعنية بنظام تجميع البيانات لديها ترتيبات مطوَّرة  . قِبَل مقدّمي خدمات الإنترنت
، بما في ذلك دليل موجز لمساعدة المرافق الوطنية للأرصاد الجوية والهيدرولوجيا  IPناوين البروتوآول موصى بها لع

NMHSs ،التي ترغب في ذلك على إنشاء هيكل للتحكُّم في الإرسال TCP بأدنى مجموعة من عناوين البروتوآول IP. 
 

، حتى في آسيا IPv6لاستخدام العالمي للبروتوآول  لاحظت اللجنة أن ا IPv6وفيما يتعلق بتطوير البروتوآول  6.2.18
 ولكنها IPv6وخلصت إلى أن الوقت لم يحن بعد لتوسيع ذلك المجهود في اختبار البروتوآول . آان أبطأ مما آان متوقعاً

 بأن يواآب التطورات بقصد اتخاذ إجراء مناسب لمواصلة التحكُّم من OPAG-ISSطالبت الفريق المفتوح العضوية 
 . لأغراض المنظمةIPv6كانية ومزايا أي تسجيل مبكِّر لعناوين البروتوآول إم
 

ويتعيَّن أن تتبع أسماء الملفات لأنواع . وأشارت اللجنة إلى الملف العام الذي يسمى الاتفاقية التي اعتُمدت 6.2.19
 :الرسائل الجديدة النسق التالي

 
Pflag_productidentifier_oflag_originator_yyyyMMddhhmmss[_freeformat].type[.compression] 

 
، والإجراء الذي أعده الفريق II-15، الضميمة دليل النظام العالمي للاتصالاتولاحظت اللجنة مع الارتياح وأيَّدت إدراج 

للفروع ، على أساس الترتيب الهرمي "productidentifier"المفتوح العضوية لتخصيص المجال الإلزامي الجديد المقابِل 
> مؤشر الموقع< وأشارت إلى أن رمز البلد في . المحدَّدة بما يكفل تفردها وييسِّر إدارتها" السلطات"مع غطاء من 

؛ آما طلبت من الفريق المفتوح العضوية أن يواصل توحيد )alpha 2عناصر الرمز  (ISO 3166-1يتفق مع المعيار 
دليل  من C-13ئات البيانات والفئات الفرعية المحدَّدة في الجدول العام بما يتمشى مع ف> محدِّد البيانات<وحفظ قائمة 

 .2008وحثت اللجنة جميع المراآز على تنفيذ هذا الإجراء وإآمال التحوُّل بحلول عام . الشفرات
 

 إجراءات الوصول إلى البيانات
 

وصول إلى البيانات تحظى   هي إجراءات للOpenDAP، وHDF5، وnetCDFلاحظت اللجنة أن الإجراءات  6.2.20
هو سطح بيني ) الشكل العام لبيانات الشبكة (netCDFفالإجراء . بتقبُّل على نطاق واسع في المجال العام للعلوم البيئية
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للوصول إلى البيانات بأسلوب الصفيفة يوفِّر نسقاً مستقلاً عن الآلة يدعم إنشاء البيانات العلمية والوصول إليها 
 OpenDAP بينما يجعل الإجراء netCDF هو طبقة التخزين التي يستخدمها الإجراء  HDF5راء وتقاسمها؛ والإج

البيانات المحلية متاحة للمواقع النائية بغض النظر  ) المشروع مفتوح المصدر لبروتوآول الوصول إلى البيانات الشبكية(
صول إليها هذه تُعَظَّم من أجل معالجة البيانات، ولاحظت اللجنة أن إجراءات نسق البيانات والو. عن نسق التخزين المحلي

) البيانات الشرحية( تُعَظَّم لتبادل البيانات على نطاق واسع أو حفظها بالنظر إلى الحجم الكبير للبيانات الموثَّقة ذاتياً ولكنها لا
 وذلك على WISالمنظمة   معلوماتغير أن اللجنة وافقت على أن هذه الأنساق يمكن أن تدعَم بنظام. الموجود في تلك الأنساق

 . ذات الصلة، من أجل احتياجات الأوساط العلميةDCPCsالأقل في مراآز تجميع البيانات أو النواتج 
 

 إرشادات استخدام الإنترنت بين مراآز النظام العالمي للاتصالات
 

راً متزايداً في تبادل طائفة آبيرة لاحظ المجلس التنفيذي في دورته الثامنة والخمسين أن الإنترنت تؤدي دو  6.2.21
آما شدَّد على دورها الهام بالنسبة إلى . من البيانات والنواتج والوصول إليها وتسليمها تكملة للنظام العالمي للاتصالات

بعض المرافق الوطنية للأرصاد الجوية والهيدرولوجيا، الصغيرة، وخاصة في البلدان النامية وفي أقل البلدان نمواً، 
وحثّ المجلس . اعتبارها الوسيلة الوحيدة الممكنة للاتصالات، بما في ذلك نقل البيانات في النظام العالمي للاتصالاتب

على أن يُنفِّذ عدد أآبر من الأعضاء التي تشغِّل مراآز إقليمية للاتصالات، على تنفيذ الخدمات القائمة على الإنترنت 
آما أعاد المجلس  . ق والممارسات الموصى بها التي تعدها لجنة النُظم الأساسيةتكملة لعملية تجميع البيانات، بما يتف

تأآيد أهمية مواصلة لجنة النُظم الأساسية استنباط وتحديث مواد إرشادية لاستخدام الإنترنت بالحد الأدنى لمخاطر  
الوطنية للأرصاد الجوية التشغيل والأمان، واستخدام تكنولوجيا المعلومات والاتصالات المناسبة في المرافق 

 .والهيدرولوجيا في البلدان النامية
 

وأشارت اللجنة إلى التوجيه الخاص بإنشاء اتصالات قائمة على الإنترنت وفعَّالة التكاليف ومأمونة بين  6.2.22
ات الخاصة  للشبك الحالي الدليل والمراآز الوطنية للأرصاد الجوية، ويشمل ذلك RTHsالمراآز الإقليمية للاتصالات 

  - دراسة جدوى  IPSec، والملاحظة الفنية  عبر الإنترنت بين مراآز النظام العالمي للاتصالات)VPN(الافتراضية 
آما لاحظت اللجنة مع .  عبر الإنترنتIPSecإرشادات بشأن الشبكات الخاصة الافتراضية القائمة على البروتوآول 

ن الثاني والخامس، وهو يهتم أساساً بالتوصيل بين المراآز الوطنية لنظام  في الإقليميWIS VPNالتقدير المشروع الرائد 
وطلبت اللجنة من الفريق المفتوح العضوية أن يواصل  . GISCمعلومات المنظمة ومرآزها العالمي لنظام المعلومات 

 .مواآبة تطوُّرات الشبكات الخاصة الافتراضية وتحديث وتنقيح وثائق الإرشادات تبعاً لذلك
 

 .وأشارت اللجنة مع الارتياح إلى دليل ممارسات الإنترنت الذي تم تحديثه بمراعاة التطوّرات التكنولوجية 6.2.23
 

 إرشادات بشأن مرافق تكنولوجيات المعلومات بمراآز المراقبة العالمية للطقس
 

توآول نقل الملفات ومقدِّمي دليل استخدام برو استكملت ET-CTSلاحظت اللجنة مع التقدير أن فرقة الخبراء  6.2.24
. ، على أساس وثيقة أعدتها الوآالة اليابانية للأرصاد الجويةخدمات ذلك البروتوآول في مراآز المراقبة العالمية للطقس

 .والدليل يتبادل الخبرات المفيدة ويقدِّم إرشادات قيِّمة لتنفيذ مقدِّمين أآفاء للبروتوآول وتجنُّب الصعوبات الكبيرة
 

وشدَّدت اللجنة على تزايد التهديدات الأمنية لنُظم الشبكات، التي يتعيَّن على المرافق الوطنية للأرصاد   6.2.25
الجوية والهيدرولوجيا أن تواجهها والآثار المحتملة لمواقع محدَّدة ومواقع أخرى مترابطة، وبصفة خاصة بالنسبة إلى 

 أآملت دليل الأمان في تكنولوجيا ET-CTSلى أن فرقة الخبراء وأشارت بارتياح إ. نُظم المراقبة العالمية للطقس
وتغطي الوثيقة الغرض وعمليات الأمن الصناعي المعتمدة وإجراءات          . المعلومات بمراآز المراقبة العالمية للطقس    

موظفين    ويستطيع المديرون قراءة الدليل الذي يوفِّر أيضاً مصدراً دقيقاً للمعلومات لل             . الأمن وأفضل الممارسات 
 .الفنيين 
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ولاحظت اللجنة أن الأدلة المشار إليها أعلاه وُضِعَت على خادوم شبكة المنظمة بما ييسِّر الوصول إليها أمام  6.2.26
ونظراً لأهمية هذه الإرشادات بالنسبة  . جميع موظفي المرافق الوطنية للأرصاد الجوية والهيدرولوجيا وآذلك تحديثها

لأرصاد الجوية والهيدرولوجيا، وخاصة في البلدان النامية، دعت اللجنة الأمين العام إلى  لصغار المرافق الوطنية ل
أهمية التعليم والتدريب بونوهت اللجنة أيضاً . النظر في تدبير الموارد الممكنة لترجمة الأدلة إلى لغات العمل الأخرى

 .كنولوجيات للتصديق عليها من أجل التطبيقات التشغيليةفي مجال تكنولوجيات المعلومات والاتصالات، وبقيمة اختبار هذه الت
 

 تشغيل النظام العالمي للاتصالات وتبادل المعلومات
 

 نسق نشرات الأرصاد الجویة
 

 :، على النحو التاليدليل النظام العالمي للاتصالاتتعديلات المطلوب إدخالها على الوافقت اللجنة على  6.2.27
 
  بعد  دليل النظام العالمي للاتصالات  من BBB Pxxإلى التجزئة وإلى مؤشر الشفرة  إزالة جميع الإشارات  )أ(

 ؛2007نوفمبر / تشرين الثاني7 
 
 مستخدمة في الإصدارات الإضافية أو اللاحقة للرسائل التي تحمل سطر العنوان RRxبيان أن الشفرة  )ب(

 ير في وقتها أو متأخرة أو مؤخَّرة؛ سواءً جاءت هذه التقارYYGGggالمختصر نفسه الذي يشمل الرمز 
 
 ؛"إضافية" المتضمِّنة بيانات CREX وBUFRتوضيح الإجراءات لتحديد نشرات الشفرتين  )ج(
 
 ؛BUFR والتقارير بالشفرة NILلتمثيل النشرات  )د(
 
في استيفاء متطلبات الأرصاد الجوية للطيران، وخاصة للتخصيص الحصري لمحدِّدات عناوين المنظمة  )هـ(

  وفي تقارير الطائرات الخاصة للرماد البرآاني؛GAMETنشرات 
 
 .BUFR/CREXلتخصيص وعنوان مختصر لنشرات الشفرات  )و(
 

إجراءات النظام العالمي للاتصالات من أجل جمع وتوزیع بيانات مستوى سطح البحر وبيانات اآتشاف الأمواج 
 زیع الإنذارات بالأمواج السنامية وما یتصل بذلك من معلوماتالسنامية في عمق المحيطات، والبيانات السيزمية وتو

 
تتطلب نُظم الإنذار بالأمواج السنامية بيانات آشف الأمواج السنامية على مستوى سطح البحر وفي أعماق   6.2.28

هناك و. المحيطات من أجل آشف وقياس الأمواج السنامية والتوزيع الفوري للإنذارات وما يتعلق بها من معلومات
بوجه خاص عدد من قياسات مستوى سطح البحر في المحيط الهادئ وفي المحيط الهندي تسهم آلها في نظام الإنذار 

وفي هذا الصدد . واتفقت اللجنة على أن يدعم النظام العالمي للاتصالات جمع وتوزيع هذه البيانات. بالأمواج السنامية
وإذ . دليل النظام العالمي للاتصالات لإدراجها في T1 T2 A1 A2iiوافقت على تخصيص عناوين مختصرة محدَّدة هي 

 موجودة بالفعل للإبلاغ عن العناصر الأوقيانوغرافية والجوية المتعلقة بتقارير CREXلاحظت أن نصوصاً لهيئة الشفرة 
 .مستوى البحر، فإنها أوصت باستخدام أشكال شفرة مستقاة من الجدول لتمثيل هذه البيانات

 
. آذلك تتطلب نُظم الإنذار بالأمواج السنامية بيانات سيزمية للاآتشاف المبكِّر للأمواج السنامية المحتملة 6.2.29

ويشتمل النظام العالمي للاتصالات على إجراءات لتبادل البيانات السيزمية على هيئة بارامترات تُستخدَم حالياً في بعض  
انات السيزمية البارامترية فإن النظام العالمي للاتصالات يستطيع توفير وبالنظر إلى الحجم المحدود من البي. البلدان

ونقيض ذلك أن بيانات شكل . التبادل الدولي للبيانات السيزمية البارامترية طبقاً لاحتياجات تحددها البلدان المعنية
انات التي تُجمَع البلدان من الميدان، تمثّل حجماً آبيراً من البي) أي البيانات من المجسَّات السيزمية(الأمواج السنامية 

وبصفة عامة فإن التنفيذ الحالي للنظام  . وخاصة ما يتعرض منها لتهديدات محلية من المناطق السنامية النوعية المجاورة
وقد يمكن الاتفاق على . العالمي للاتصالات لا يستطيع معالجة هذا الحجم من الحرآة حسب الاحتياجات الموقوتة
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نظام معلومات المنظمة وتُنفَّذ العمليات على أساس متعدِّد الأطراف لاستيعاب هذه  /حديث النظام العالمي للاتصالاتعمليات ت
 .وينبغي أن يتم ذلك دعماً لنهج متعدد الأخطار وبالتنسيق مع التخطيط الإقليمي للنظامين. الحرآة الإضافية

 
لتبادل البيانات السيزمية بغية تيسير تنفيذ الدعم للنظام   T1 T2واتفقت اللجنة على تخصيص المختصرين  6.2.30

 لتبادل البيانات البارامترية 2آما اتفقت على تخصيص الأولوية . العالمي للاتصالات على أساس متعدد الأطراف
حظة    لبيانات شكل الموجات السيزمية، مع ملا3السيزمية العالمية على النظام العالمي للاتصالات وتخصيص الأولوية 

 .إمكانية تنفيذ أولوية أعلى على أساس متعدد الأطراف لتلبية احتياجات محدَّدة
 

الولايات المتحدة واللجنة الدولية  / وقد نشطت المنظمة، بالتنسيق مع الاستراتيجية الدولية للحد من الكوارث 6.2.31
لهيدرولوجيا، من أجل التعزيز واتخاذ  اليونسكو والمرافق الوطنية للأرصاد الجوية وا/ الحكومية لعلوم المحيطات

الإجراءات لضمان الاستخدام الأآثر فعالية للنظام العالمي للاتصالات للدعم الفوري لخدمة المعلومات الاستشارية  
وهذا الدعم  . المؤقتة عن الأمواج السنامية وآذلك للدعم الطويل الأجل لنظام الإنذار بالأمواج السنامية في المحيط الهندي

بما في ذلك (ذي نُفِّذ بالفعل لمنطقة المحيط الهادئ آان يجري التخطيط للتوسع فيه ليشمل المناطق الأخرى ذات الصلة ال
وشددت اللجنة على  . في إطار نهج للإنذار المبكر المتعدد الأخطار) البحر الكاريبي والبحر المتوسط وشمال الأطلسي
 المعنية (NMSs)ية للأرصاد الجوية أو الأرصاد الجوية الهيدرولوجية أنه سيلزم تدريب العاملين في المرافق الوطن

 نظام معلومات –لكفالة توافر دعم تشغيلي فعلي لنهج الإنذار المبكر المتعدد الأخطار من النظام العالمي للاتصالات 
 .(WWW)، وبشكل أعم من مكونات المراقبة العالمية للطقس (GTS-WlS)المنظمة 

 
التي تستهدف أساساً بلدان منطقة المحيط الهندي، آلما " معلومات مراقبة الأمواج السنامية"نشرات وتصدر  6.2.32

مرآز الإنذار بالأمواج السنامية في المحيط الهادئ، والإدارة (طلبها مرآز للإنذار بالأمواج السنامية في المحيط الهادئ 
والوآالة  ) د الجوية، هاواي، الولايات المتحدة الأمريكيةالمرفق الوطني للأرصا/ الوطنية للمحيطات والغلاف الجوي

المرآز الإقليمي للاتصالات، / وعبر المرفق الوطني للأرصاد الجوية) طوآيو، اليابان(اليابانية للأرصاد الجوية 
مراآز وقد حدَّثت مراآز الاتصالات الإقليمية، وخاصة . واشنطن والمرآز الإقليمي للاتصالات، طوآيو على التوالي

 أدلة مساراتها لكفالة التحديد الكفء للمسارات وتوزيع  MTNالاتصالات الإقليمية على الشبكة الرئيسية للاتصالات 
رسائل معلومات مراقبة الأمواج السنامية هذه وخاصة تجاه المراآز الإقليمية للاتصالات التي تخدم المراآز الوطنية  

ط الهندي، والمراآز الإقليمية للاتصالات التي تشغِّل نُظم توزيع البيانات القائم  للأرصاد الجوية المنتسبة إليها في المحي
آذلك فإن نشرات معلومات الأمواج السنامية هذه أُدخلت في . على السواتل والتي تغطي أي جزء من المحيط الهندي

 -ة لبث معلومات الأرصاد الجوية برنامج بث لنظم توزيع البيانات القائم على السواتل، بما في ذلك الشبكة الأوروبي
تنفيذ التشغيل الشمالي  ( CMA PCVSATونظام ) تنفيذ التشغيل الغربي(أفريقيا والبث الأوروبي للأرصاد الجوية 

وشبكة معلومات الأحوال الجوية الخاصة بالقائمين على ) ISCS(والنظام الدولي للاتصالات بواسطة السواتل ) الشرقي
 ).تنفيذ التشغيل الشرقي (EMWIN)(ارئ التصدي لحالات الطو

 
ولاحظت اللجنة أن تبادل نشرات مراقبة الأمواج السنامية والإنذار بها يتم عبر النظام العالمي للاتصالات  6.2.33

وتم التسليم بشرط البث من طرف إلى طرف خلال دقيقتين على أنه هدف ممكن التحقيق ). 1الأولوية (بأعلى الأولويات 
 وبعض دوائر  MTNوقد ثبت ذلك على دوائر الشبكة الرئيسية للاتصالات .  للنظام العالمي للاتصالاتوموصى به

وينبغي للمراآز الوطنية للأرصاد الجوية، ومن أمثلتها المراآز الوطنية للأرصاد  . النظام العالمي للاتصالات الأخرى
ترحيل نشرات مراقبة   /  الضرورية لاستخدام ومعالجةالجوية في بلدان المحيط الهندي ذات الصلة، أن تتخذ الإجراءات

 .الأمواج السنامية والإنذار بها بأسرع ما يمكن للأغراض الوطنية حسب الاقتضاء
 

 للإقرار باستقبال أي رسالة  ET-Olووافقت اللجنة على الإجراءات التي أعدتها واختبرتها فرقة الخبراء  6.2.34
 الطلبات العاجلة في إطار تطوير نظام ICT-ISSلات، وأدرآت فرقة تنسيق التنفيذ متلقاة عبر النظام العالمي للاتصا

 ولئن آانت متطلبات هذه الإجراءات أثيرت أصلاً لدعم التبادل الفعَّال لمعلومات .IO-TWSالإنذار بالأمواج السنامية 
ءات في آل النشرات التي تتطلب الإقرار   فإن اللجنة وافقت على أن تُعَمَّم هذه الإجرا)TWI(مراقبة الأمواج السنامية 

 .دليل النظام العالمي للاتصالاتوتُدرَج بالتالي في 
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 ، المجلد الأول، الجوانب العالميةدليل النظام العالمي للاتصالاتتعدیلات 
 

ليل النظام  د المتعلقة بتعديلات (CBS-Ext. (06)) 3اعتمدت اللجنة عقب الاستنتاجات المبيَّنة أعلاه التوصية  6.2.35
 .، المجلد الأول، الجوانب العالمية، الجزآن الأول والثانيالعالمي للاتصالات

 
 من لدليل النظام العالمي للاتصالاتوشدَّدت اللجنة على ضرورة إجراء تنقيح معمَّق وشامل وإعادة تنظيم  6.2.36

 المنظمة في تصميمهم وتنفيذهم لنظم  أجل تحسين التناسق مع التكنولوجيات والممارسات الراهنة ولمساعدة أعضاء
آما ينبغي التنسيق الكامل للتنقيح مع إعداد الوثائق التنظيمية المناسبة لنظام معلومات المنظمة . المعلومات ذات الصلة

وطلبت من الفريق المفتوح العضوية أن ينظر في بمساعدة الأمانة في إنشاء أفضل  ). مثل دليل نظام معلومات المنظمة(
 .يات الفعَّالة لتنفيذ هذه المهمة، مع ملاحظة أنها سوف تتطلب موارد بشرية آبيرة وخبرات ملائمةالآل
 

 مراقبة آمية تشغيل النظام العالمي للطقس
 

من شأن استخدام تطبيق المراقبة العامة القائمة على الحاسوب أن ييسِّر آثيراً التنفيذ المتساوق والفعّال  6.2.37
 في مراآز المراقبة العالمية للطقس، وبوجه خاص تنفيذ التجربة WWWلة للمراقبة العالمية للطقس للمراقَبة المتكام

طوَّرت تطبيق المراقبة على ) دائرة الأرصاد الجوية الألمانية(وأعربت اللجنة عن سرورها البالغ لأن ألمانيا . التشغيلية
ا توفير البرنامج الحاسوبي لمراقبة البيانات الشرحية  وعرضت ألماني). مراقبة البيانات الشرحية(الحاسوب الشخصي 

وأعربت اللجنة عن تقديرها .  بلداً هذا البرنامج الحاسوبي وحمَّلوه على أجهزتهم 58إلى جميع أعضاء المنظمة، وطلب 
 .القوي للدائرة الألمانية لهذا الإسهام الكبير في أنشطة المراقبة بالمراقبة العالمية للطقس

 
 في المرآز الإقليمي للاتصالات في داآار باستخدام  )IWM(جريت تجربة تشغيلية للمراقبة المتكاملة وأ 6.2.38

وأوصى مرآز داآار . وجاءت النتائج المتحصل عليها بالغة الإيجابية. البرنامج الحاسوبي لمراقبة البيانات الشرحية
 المراآز الإقليمية للاتصالات والمراآز الوطنية باستخدام البرنامج الحاسوبي لمراقبة البيانات الشرحية في جميع

. للأرصاد الجوية، آأداة للتيسير الكبير للتنفيذ المتساوق والفعَّال للمراقبة المتكاملة في مراآز المراقبة العالمية للطقس
ولاحظت . سوأعربت اللجنة عن شكرها لمرآز داآار لإسهامه في تجربة المراقبة المتكاملة للمراقبة العالمية للطق

اللجنة أن مرآز طهران يعتزم هو أيضاً المشارآة في التجربة التشغيلية للمراقبة المتكاملة للمراقبة العالمية للطقس 
(lWM). 

 
 اعتباراً IWMووافقت اللجنة على الانتقال من مرحلة الاختبار إلى مرحلة ما قبل التشغيل للمراقبة المتكاملة  6.2.39

وشدَّدت اللجنة على الدور الأساسي للمراآز الإقليمية للاتصالات في المراقبة المتكاملة  . 2007بر أآتو /من تشرين الأول
IWM   حيث أن هذه المراآز هي المسؤولة عن جمع تقارير المراقبة من المراآز المنتسبة إليها وإرسال التقارير الموحَّدة 

ووافقت اللجنة على دعوة أعضاء . ة للاتصالات وإلى الأمانةللمراقبة المتكاملة إلى المراآز المنتسبة للشبكة الرئيسي
المنظمة الذين يشغِّلون مراآز إقليمية للاتصالات إلى المشارآة في المرحلة السابقة للتنفيذ للمراقبة المتكاملة اعتباراً من 

يذ المراقبة المتكاملة وطلبت اللجنة إلى الفريق المفتوح العضوية إعداد دليل عن تنف. 2007أآتوبر / تشرين الأول
 يمكن استخدامه خلال المرحلة السابقة للتشغيل، لإجراء تقييم للنتائج والخبرة المكتسبة في IWMللمراقبة العالمية للطقس 

 .مرحلة ما قبل التشغيل، وتنقيح الدليل وفقاً لذلك
 

في  ى أهمية مراقبة البيانات المعروضة فقد شدَّدت اللجنة علTDCFوبالنظر إلى الارتحال إلى نماذج الشفرات،  6.2.40
 :)SMM( ولاحظت مع التقدير الإسهامات التالية في توسيع نطاق المراقبة الخاصة للشبكة الرئيسية للاتصالات BUFRالشفرة 

 
 )T1T2A1 = IUA( للطيران BUFRيُعد المرآزان في أوفنباخ وطوآيو ملفات سابقة للتحليل لبيانات الشفرة  )أ(

  على التوالي؛)T1T2A1 = IUP( لاتجاهات الريح BUFRلشفرة وبيانات ا
 
 ورصدات )ISM, ISI, ISN=T1T2A1(ووافقت ملبورن على إعداد ملفات سابقة للتحليل للرصدات السطحية  )ب(

 .IUK, IUS, IUW, IUJ (T1T2A1 =(الهواء العلوي 
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مراقبة الأنواع الأخرى من البيانات المعروضة في ودعت اللجنة المراآز الإقليمية للاتصالات إلى مواصلة الإسهام في 
 .BUFRالشفرة 

 
 وطلبت اللجنة إلى الفريق المفتوح العضوية تنقيح إجراءت المراقبة المتكاملة للمراقبة العالمية للطقس 6.2.41

)IWM( بقصد البدء في مراقبة توافر تقارير الشفرتين BUFR/CREXلال المرحلة   في مراآز المراقبة العالمية للطقس خ
ولاحظت اللجنة أن البرنامج الحاسوبي لمراقبة البيانات الشرحية يمكن استخدامه في  . السابقة للتشغيل للمراقبة المتكاملة

 .CREX، وأن من المعتَزَم التوسُّع فيها بمراقبة تقارير الشفرة BUFRمراقبة تقارير الشفرة 
 

 )IMTN(مشروع الشبكة الرئيسية للاتصالات المحسَّنة 
 

أشارت اللجنة بكثير من الارتياح إلى أن مشروع الشبكة الرئيسية للاتصالات المحسَّنة أوشك تنفيذه على   6.2.42
 الاتصالات من أجل الخدمات  -الانتهاء وأنه يسَّر التنفيذ التدريجي ولكنه السريع لخدمات فعَّالة وموثوقة لشبكة البيانات  

 .تالرئيسية للنظام العالمي للاتصالا
 

 :وتتألف خطة تنفيذ الشبكة المحسَّنة مما يلي 6.2.43
 
الذي يوفِّر التوصيل المشتَرك بين المراآز الإقليمية للاتصالات والمراآز العالمية  " Iالسحاب "تنفيذ  )أ(

للأرصاد الجوية في واشنطن وملبورن والمراآز الإقليمية للاتصالات في طوآيو وإآستر وبرازيليا وبوينس  
 المرآز العالمي للأرصاد الجوية في موسكو في خطوط لاحقة؛/ بما في ذلك المرآز الإقليمي للاتصالاتآيرس، 

 
 في الاتحاد الإقليمي RMDCNتوسعاً في الشبكة الإقليمية لتوصيل بيانات الأرصاد الجوية " IIالسحاب "تنفيذ  )ب(

ت في إآستر وتولوز وأوفنباخ والمرآز السادس لتوفير الاتصال المشترك بين المراآز الإقليمية للاتصالا
المرآز العالمي للأرصاد الجوية في موسكو والمراآز الإقليمية الأخرى للاتصالات / الإقليمي للاتصالات

. المتاخمة، أي المراآز الإقليمية للاتصالات في نيروبي وداآار والجزائر والقاهرة وجدة ونيودلهي وبيجين
 ".السحاب"آيو بيجين وطوآيو نيودلهي اتصالاً مشترآاً فعّالاً بين مرحلتي آذلك يوفِّر إدراج دائرتي طو

 
وآان المعدِّل . فقد نُفِّذ الجزء الذي يشمل واشنطن وملبورن وطوآيو وإآستر" Iبالسحاب "وفيما يتعلق  6.2.44

وقد لوحظ أن عقد مقدِّم الخدمة   . اللاتماثلي للمعلومات الملتَزَم بها فعَّال التكاليف في مواآبة الحرآة غير المتوازنة
فإدراج المرآزين الإقليميين للاتصالات في برازيليا وبوينس آيرس وهما المتصلان . 2007الحالي ينتهي بنهاية عام 

 الرقمية المؤجرة kbit/s 64المرآز العالمي للأرصاد الجوية في واشنطن عبر دوائر / حالياً بالمرآز الإقليمي للاتصالات
المرآز العالمي للأرصاد  /وآان توصيل المرآز الإقليمي للاتصالات.  فيه في فرصة انتهاء العقود الراهنةسوف يُنظَر

 2007ودعت اللجنة الأمانة إلى تنظيم اجتماع لتنسيق التنفيذ في مطلع عام . الجوية في موسكو مزمعاً آخطوة تالية
 .تيسير الانتقال إلى الترتيبات التعاقدية الجديدة بغية IMTNللشبكة الرئيسية المحسَّنة " Iالسحاب "لمراآز 

 
 في الاتحاد الإقليمي السادس  RMDCNعن طريق توسيع خدمات الشبكة الإقليمية " IIالسحاب "وقد تم تنفيذ  6.2.45

بين ، في إطار الاتفاق  ECMWFويدير المرآز الأوروبي للتنبؤات الجوية المتوسطة المدى  . الاتصالات/ المدارة للبيانات
 ويراقب نيابة عن جميع المراآز المشارآة جودة الخدمة وتقيُّد RMDCNالمنظمة وهذا المرآز، الشبكة الإقليمية 

 الرئيسي تم التفاوض عليه RMDCNولاحظت اللجنة مع التقدير أن عقد الشبكة الإقليمية . المتعاقدين باتفاقات مستوى الخدمة
". IIالسحاب "في مشروع الشبكة المحسَّنة " IIالسحاب "رة في فعالية التكاليف لصالح ونُقِّح مما أدى إلى إدخال تحسينات آبي
 .)MPLS( البيانات -إلى الخدمات المتطورة لشبكات الاتصالات " IIالسحاب "آذلك أشارت اللجنة إلى خطة ارتحال 

 
م إلى الشبكة الإقليمية لتوصيل  ولاحظت اللجنة أن المرآز الإقليمي للاتصالات في داآار قرر عدم الانضما 6.2.46

 تولوز عبر توسيع شبكته  - لأن خيار تحديث دائرة الشبكة الرئيسية للاتصالات داآار  RMDCNبيانات الأرصاد الجوية 
VSAT SATCOM آذلك نفَّذ المرآز الإقليمي للاتصالات في .  الذي نُفِّذ، أآثر فعالية من حيث التكاليف في ذلك الوقت
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وأُبلغت اللجنة . VSAT أوفنباخ عبر توسيع شبكته الوطنية -ائرة الشبكة الرئيسية للاتصالات نيروبي نيروبي تحديث د
 -للخدمات المدارة للبيانات" IIالسحاب "بأن المرآزين الإقليميين للاتصالات في الجزائر والقاهرة يزمعان الانضمام إلى 

في الشبكة  " IIالسحاب "ع تنفيذ وتنسيق للمراآز الأفريقية لـ ودعت اللجنة الأمانة إلى أن تُنظِّم اجتما. الاتصالات
 .IMTNالمحسَّنة 

 
 وأعربت عن امتنانها IMTNولاحظت اللجنة مع الارتياح ما أحرز من تقدّم في تنفيذ مشروع الشبكة المحسّة  6.2.47

الهيدرولوجيا، المعنية والتي تسهم في الكبير للجهود التعاونية والمثمرة التي تبذلها المرافق الوطنية للأرصاد الجوية و
 . تحديث النظام العالمي للاتصالات برمته وآذلك في وضع لبنة فعَّالة في بناء نظام معلومات المنظمة

 
 تقنيات وخدمات الاتصالات

 
استعرض الفريق المفتوح العضوية تطورات تقنيات وخدمات الاتصالات من أجل تحسين النظام العالمي  6.2.48
 بالتقنيات عبر  )DVB( والبث الفيديوي الرقمي )DAB(ولاحظت اللجنة بوجه خاص أن البث السمعي الرقمي . صالاتللات

السواتل والتي نفذتها عدة مرافق وطنية للأرصاد الجوية والهيدرولوجيا من أجل نُظم توزيع البيانات الوطنية والدولية،  
 . النظام العالمي للاتصالاتأآدت ملاءمتها وفعالية تكاليفها بالنسبة لتحسين

 
 الاتصالات، ولا سيما تعديل -وأشارت اللجنة إلى خصائص الخدمات المتطورة الجديدة لشبكات البيانات  6.2.49

ولاحظت اللجنة أن التبديل يتيح . العلامات بعدة بروتوآولات الذي حل بسرعة محل شبكات في بعض مناطق العالم
 بطرف وأنه يوفِّر فرصاً جديدة وتحديات فيما يتعلق بإدارة الحرآة بين مراآز قدرة محتملة على أي توصيل طرف

وطلبت اللجنة من الفريق المفتوح العضوية أن ينظر في الآثار الكاملة، ووافقت على إعادة  . النظام العالمي للاتصالات
، في ضوء هذه القدرات الجديدة، مع النظر في آليات تبادل ومسارات الرسائل والملفات عبر النظام العالمي للاتصالات

مراعاة نظام معلومات المنظمة بغية تعزيز تبادل البيانات والنواتج العالية الأولوية دعماً لشبكة افتراضية لجميع 
 .(WlS-GTS) النظام العالمي للاتصالات –المخاطر داخل نظام معلومات المنظمة 

 
 الترددات الرادیویة لأنشطة الأرصاد الجویة

 
شدَّدت اللجنة على أن التهديد لكامل نطاق الترددات الراديوية المخصصة لنظم الأرصاد الجوية والسواتل  6.2.50

البيئية سوف يستمر مع زيادة التطورات والتوسعات في النظم التجارية الجديدة للاتصالات الراديوية، وخاصة أجهزة   
 .اديوية العاملة بعرض نطاق آبير للغاية، أي نُظم الاتصالات الر)UWB(النطاق العريض للغاية 

 
وأشارت اللجنة بمزيد من التقدير إلى أنشطة الفريق التوجيهي المعني بتنسيق الترددات الراديوية تحضيراً  6.2.51

، واشتراك الفريق بنشاط على )2007نوفمبر / تشرين الثاني (2007للمؤتمر العالمي القادم للاتصالات الراديوية في عام 
وأشارت مع . عيد الإقليمي في حماية نطاقات الترددات الراديوية المخصصة لنظم الأرصاد الجوية والسواتل البيئيةالص

الارتياح إلى تنظيم حلقة عمل عن الترددات الراديوية للأرصاد الجوية بما في ذلك تقاسم الجوانب بين الأرصاد   
وتنهي اللجنة المعنية بالتردَّدات   ). 2006فبراير / جنيف، شباط(بالمعينات والأرصاد بالسواتل في النطاقات المشترآة 

الراديوية والتابعة للأمين العام تحديث المطبوع المشترك بين الاتحاد الدولي للاتصالات والمنظمة العالمية للأرصاد  
لي للاتصالات، وسوف  بالتنسيق مع الاتحاد الدو"آتيِّب عن استخدام الطيف الراديوي للأرصاد الجوية"الجوية بعنوان 

وسوف يكون الكتيِّب المنقَّح وثيقة مرجعية هامة  . توضع المعلومات الحديثة على مواقع المنظمة والاتحاد على الشبكة
آذلك لاحظت اللجنة مع الارتياح أن أنشطة لجنة الترددات . 2007 -في التحضير للمؤتمر العالمي للاتصالات الراديوية 

 .)GEO(مين العام إسهام مهم في مهام الفريق المخصص المعني برصدات الأرض الراديوية التابعة للأ
 

ويتصل أهم . ولاحظت اللجنة أن جدول أعمال المؤتمر يشتمل على عدة بنود بالغة الأهمية بالنسبة للمنظمة   6.2.52
لاستشعار السلبي المحمول  وحماية نطاقات ا) رادار الأرصاد الجوية( ميغا هيرتز 2900-2700القضايا بالتهديد للنطاق 

ولاحظت اللجنة وأيدت وثيقة وضع المؤتمر والمنظمة التي أعدتها لجنة الترددات الراديوية التابعة للأمين . في الفضاء
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العام وقُدِّمت إلى أفرقة الاتحاد الدولي للاتصالات المعنية وستوزع على أعضاء المنظمة والمنظمات الدولية المعنية  
وأشارت .  الملائمة للقضايا المتصلة بالمنظمة2007حضير الفعَّال للمواقف الوطنية للمؤتمر العالمي لعام بقصد تيسير الت

اللجنة إلى أن المجلس التنفيذي حث جميع المرافق الوطنية للأرصاد الجوية والهيدرولوجيا ومشغِّلي سواتل الأرصاد 
طاق الترددات المخصصة لأن ذلك الأمر بالغ الأهمية بالنسبة   الجوية والسواتل البيئية على بذل أقصى جهودها لحماية ن

ولاحظت اللجنة مع التقدير أن المنظمة ووآالات الأرصاد الجوية والبحث والتطوير في مجال السواتل تكوِّن . للمنظمة
فيذي،  وحث المجلس التن. عدة مرافق وطنية للأرصاد الجوية تشارك بنشاط في أنشطة الاتحاد الدولي للاتصالات

أي التي  (، بقاء المنظمة على المشارآة بنشاط في الأنشطة الوطنية والإقليمية والعالمية )Cg-XlV( 3بالإشارة إلى القرار 
فيما يتعلق بالترددات الراديوية لضمان حماية مصالح الأرصاد الجوية وما يتصل بها ) ينفذها الاتحاد الدولي للاتصالات

 .من مصالح بيئية
 

دت اللجنة أهمية توعية المرافق الوطنية للأرصاد الجوية والهيدرولوجيا بإلحاح القضايا المتصلة بشتى وأآ 6.2.53
وحثت أعضاء المنظمة على التأآد من أن سلطاتها . نطاقات الترددات الراديوية التي تستخدمها نُظم الأرصاد الجوية
يا على عمليات الأرصاد الجوية والتماس دعمها لما يهمها الوطنية للاتصالات الراديوية على وعي تام بتأثير شتى القضا

وطلبت اللجنة من الفريق التوجيهي المعني بتنسيق  . 2007من قضايا المؤتمر العالمي للاتصالات الراديوية لعام 
اجتماع الترددات الراديوية أن يتابع أنشطته بهمة مع الترآيز على الأنشطة التحضيرية للمؤتمر العالمي، بما في ذلك 

 .2007مارس / التحضير للمؤتمر المزمع في آذار
 

 معایير البيانات الشرحية
 

 الصورة الرئيسية للبيانات الشرحية في المنظمة العالمية للأرصاد الجویة
 

طلب المؤتمر الرابع عشر وهو يشير إلى الأهمية الحاسمة للبيانات الشرحية لنظام معلومات المنظمة، أن    6.2.54
وأشارت .  برامج المنظمة في جهد متضافر لتعزيز وضع المعايير التفصيلية للبيانات الشرحية في المنظمةتنضم جميع

اللجنة إلى أن رؤساء اللجان الفنية بالمنظمة مدعوون إلى ترشيح خبراء لتمثيل لجانهم في فرقة الخبراء المشترآة بين  
 .ذ البيانات الشرحيةالبرامج والتابعة للجنة النظم الأساسية والمعنية بتنفي

 
 للصورة 1.0ولاحظت اللجنة مع التقدير وضع فرقة الخبراء المعنية بتنفيذ البيانات الشرحية مشروع نص  6.2.55

الأساسية للبيانات الشرحية بالمنظمة لمعايير البيانات الشرحية حسب معيار البيانات الشرحية للمنظمة الدولية للتوحيد  
 الذي يجب أن يتاح على خادوم المنظمة في الأنساق 1.0تعيين المشروع باعتباره النص النهائي ووافقت على . (1)القياسي
 19139 على أساس معيار المنظمة الدولية للتوحيد القياسي XMLوصف النص، والتمثيل باللغة الترميزية : الثلاثة

 .UMLوالتمثيل باللغة الترميزية 
 

 آتالوجات المعلومات التشغيلية
 

بالإضافة  :  من الشكل الأساسي للبيانات الشرحية للمنظمة آتالوجات بسيطة لمعلوماتها1.0تستخدِم النسخة   6.2.56
 وجريدة لإتاحة  CCCCإلى ما يتطلبه معيار التوحيد القياسي ذي الصلة، معجماً بالكلمات الأساسية وقائمة برموز البلدان 

ودعت اللجنة الفريق المفتوح . محطات في مواقعها الجغرافيةترجمة أسماء المحطات ومحدِّدات المحطات وأعداد ال
 لمواصلة إعداد طرائق تمثيل عالية الأولوية تشمل  OPAG-IOSالعضوية إلى أن يتشاور مع الفريق المفتوح العضوية 

ها أي محطة  المعلومات المتعلقة بمحطات الرصد التي تستخدم البيانات الشرحية، من قبيل آتالوج المتغيِّرات التي تقيس
 :رصد قياسية أو آتالوج بالأدوات المستخدمة في المتغيِّرات التي تقيسها أي محطة رصد قياسية، وبصفة خاصة

 
الألفاظ الدولية العبارات الأساسية على اساس / استخدام مصطلحات قياسية ولا لبس فيها للكلمات الأساسية )أ(

 ؛)49مطبوع المنظمة رقم ئحة الفنية ، اللا)182مطبوع المنظمة رقم (للأرصاد الجوية 
                                                      

 .http://wis.wmo.int يمكن الاطلاع على المعيار في الموقع  1



 الملخص العام
 

23 

 الاحتفاظ بتاريخ المحطة لأسباب مختلفة، ومن أمثلة ذلك تجانس السلسلات الزمنية للبيانات لرسم تغيُّرات المناخ؛ )ب(
 
التي يمكن أن تحدث في أي يوم؛ فعدم    ) أي البيانات الشرحية للمحطة(تعقُّب التغييرات في بيانات المحطة  )ج(

 .لقدرة يمكن أن يأتي بنتائج سلبيةوجود هذه ا
 

) محرِّرين ملائمين( النظر في اختيار محرِّر ملائم OPAG-ISSوطلبت اللجنة من الفريق المفتوح العضوية  6.2.57
 .لإنشاء وحفظ الكاتالوجات

 
 تنفيذ معيار البيانات الشرحية للمنظمة

 
يد الأدوات التي تتيح لمستخدميها إنشاء وثائق البيانات دعت اللجنة الفريق المفتوح العضوية إلى تصدُّر تحد 6.2.58
البيانات الروتينية لأن ذلك مطلوب للجيل النموذجي  " حصاد"وتولى الأولوية للأدوات التي تسمح بأتمتة . الشرحية

وسيكون من  . آذلك لا بد من إيجاد محرِّر للمعالجة اليدوية للبيانات الشرحية. GISCللمرآز العالمي لنظام المعلومات 
الضروري أيضاً تنظيم التدريب لبرامج المنظمة بحيث تنشأ البيانات الشرحية بطريقة مناسبة؛ آما يلزم وجود دليل   

 ".نُظم الممارسات"
 

استخدام معایير البيانات الشرحية ذات الصلة حسب المنظمة الدولية للتوحيد القياسي، وخاصة سلسلة المعایير 
191xxات المنظمة لتطویر نظام معلوم 

 
 إلى الفرق الأخرى التابعة  191xxأُدرجت أنشطة نقل المعايير ذات الصلة للمنظمة الدولية للتوحيد القياسي   6.2.59

وأُدرجت الإجراءات في . ، في خطة عمل فرقة الخبراء المشترآة بين البرامجOPAG-ISSللفريق المفتوح العضوية 
 .2.0الملامح الواردة في النسخة خطة عمل هذه الفرقة للاستعداد لاستخدام 

 
 ISO-TC 211التفاعل مع المعيار 

 
وينبغي للبلدان الأعضاء في .  لقضايا الوقت ISO 19115أشارت اللجنة إلى ضرورة التوسع في المعيار  6.2.60

 . لإضافة بند عمل يشملهماISO TC211المنظمة أن تطلب المعيار 
 

 (WWW)المراقبة العالمية للطقس نات في المسائل الأخرى المتعلقة بإدارة البيا
 

 الدليل   وينبغي أن يُصَمَّم.إدارة بيانات المراقبة العالمية للطقس لدليلأشارت اللجنة إلى المحتويات المنقَّحة  6.2.61
للطبع الإلكتروني ولا يتم الحفاظ إلا على جوانب الدليل التي تصف أفضل الممارسات، في الإطار العام لخدمة 

وينبغي إدراج إرشادات بشأن الجوانب الأخرى لإدارة البيانات بشكل غير مباشر عن طريق   . لومات التشغيليةالمع
ووافقت اللجنة على أن تقع المسؤولية عن تحرير آل  . إشارات إلى مصادر أخرى للمعلومات متوافرة على الإنترنت
جنة النُظم الأساسية وفرق الخبراء الذين لديهم معلومات جزء من الدليل على عاتق الأفرقة المفتوحة العضوية التابعة لل
 بمساعدة الأمانة، وطلبت اللجنة من الأفرقة  OPAG-ISSأساسية عن آل موضوع، بتنسيق من الفريق المفتوح العضوية 

 في تحقيق  الحالي الذي أفاد تماماًالدليلآما وافقت على أن . المفتوحة العضوية أن تسهم في تحديث الدليل وفقاً لذلك
 .غرضه ولكنه أصبح الآن عتيقاً ينبغي أن يخرج من خادوم الشبكة الخاصة بالمنظمة

 
  والشفرات،تمثيل البيانات

 
 التي قامت بها فرقة الخبراء المعنية بتمثيل البيانات والشفرات بالأعمال نوهت اللجنة مع التقدير  6.2.62

(ET/DR&C)  وشكرت السيد ،Milan Dragosavac )آز الأوروبي للتنبؤات الجوية المتوسطة المدى المر(ECMWF)(   ،
 .الذي تولى رئاسة الفرقة على عمله
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 تعدیلات مرجع الشفرات
 

، والذي حدد آلية من ثلاث (2002)الاستثنائية أشارت اللجنة إلى المخطط الذي اتفق عليه أثناء دورتها  6.2.63
التقرير النهائي ، 6.2.66انظر الفقرة  (GRIB 2 وCREX وBUFRخطوات لإدخال تعديلات على جداول الشفرات 

. ))955مطبوع المنظمة رقم  ( للجنة النظم الأساسية مع القرارات والتوصيات(2002)الموجز للدورة الاستثنائية 
نظم التنسيق ل/ لشفرات وفرقة التنفيذاوأحاطت اللجنة علماً بنتائج وتوصيات فرقة الخبراء المعنية بتمثيل البيانات و

 جداول تمثيل البيانات، بما في ذلك الإضافات التي أقرت أثناء فترة ما إلىوخدمات المعلومات فيما يتعلق بالإضافات 
 :لتشغيل، على النحو الذي أوجز في الفقرات التاليةلبين الدورتين للاستخدام السابق 

 
 FM 92 GRlB من الشفرة 2الطبعة 

 
 وافقت اللجنة على مجموعة من الإضافات الخاصة بالمعالم إلى جداول  المتطلبات المختلفةضوءعلى  6.2.64

 فيما يخص مجالات المجموعة العالمية التفاعلية العظمى لتجربة البحث الخاصة بنظم الرصد  GRIB 2الشفرات 
ال دليل  والبيانات الساتلية للكشف عن الحرائق وإشعاعية السماء الصافية ومج(THORPEX TIGGE)وبإمكانية التنبؤ 

ووافقت اللجنة على إضافات متعلقة بقوالب جديدة لتجميع . الأشعة فوق البنفسجية ومجالات إضافية لهطول الأمطار
 فضلاً    (IEEE)البيانات دون فقدان المعلومات وتجميع البيانات البسيط الخاصة بالمحطات الطافية الغاطسة من نموذج  

وأوصت اللجنة أيضاً . ئيسي المخصص للجداول السابقة للتشغيلعن نظام جديد لتحديد رقم صيغة الجدول الر
  للتوصية1انظر المرفق (جديدة وقاعدة جديدة لضمان توافر بنية متعامدة خاصة بتحديد المعالم  بمعالم

4 (CBS-Ext.(06)).( ووافقت اللجنة على طلب منظمة الطيران المدني الدولي المتمثل بتمديد استخدام الشفرات GRIB 1 
 لن GRIB 2 لأن الأجهزة والبرمجيات اللازمة للشفرات 2010نوفمبر / لمستخدمي نواتج الطيران حتى تشرين الثاني
المنظمـة الأوروبيـة  ونوهت اللجنة مع التقدير بأن . 2008نوفمبر  /تتيسر في جميع البلدان بحلول تشرين الثاني

 قررت تشفير جميع أنماط النواتج المصورة باستخدام   (EUMETSAT) الخاصة بالأرصـاد الجويـة السواتللاستخـدام 
 . يشهد ارتفاعاGRIB 2ً وأن عدد النواتج التي تصدرها المراآز الرئيسية في شكل شفرات  GRIB من الشفرات2الطبعة 

 
 جداول الشفرات الموحدة وFM 95 CREX وFM 94 BUFRجداول 

 
وأوصي بمتتاليات .  تلبية للاحتياجات المختلفةBUFR/CREXوافقت اللجنة على الإضافات إلى جداول  6.2.65

 (SYNOP) الخاصة بالرصدات في تقارير الرصد السطحي الصادرة من محطة أرضية  BUFRمشترآة إضافية لقوالب 
تقارير الرصد السطحي الصادرة من محطات بحرية   والرصدات في) بما في ذلك الاحتياجات للممارسات الإقليمية(

(SHlP)رير الرصد من المحطات العائمة ، وتقا(BUOY)  تقارير المتوسطات والمجاميع الشهرية الصادرة من   وببيانات
، وتقارير المتوسطات والمجاميع الشهرية الصادرة من محطات أرصاد جوية محيطية  (CLlMAT)محطات أرضية 
(CLlMAT SHlP)ية  وتقارير متوسطات الهواء العلوي الشهرية الصادرة من محطات أرض(CLlMAT TEMP) وتقارير 

وأوصي . )CLlMAT TEMP SHlP(متوسطات الهواء العلوي الشهرية الصادرة من محطة أرصاد جوية محيطية 
بإضافات عديدة من أجل البيانات الساتلية ولاسيما البيانات من الساتل الأوروبي الجديد في المدار القطبي بما في ذلك 

 ومقياس تداخل لسبر الغلاف الجوي بالأشعة تحت (MHS) امل بالموجات الصغريةاستخدام أدوات مسبار الرطوبة الع
وبناء على طلب اليابان أوصي بإضافات من أجل إعداد تقارير  . (ASCAT) ومقياس التشتت المتطور (IASI)الحمراء 
فسير السينوبتيكي بيانات تقارير الت( لرصدات الأعاصير المدارية الصادرة من السواتل والرادارات BUFRبشفرات 

 وتقارير عن أرصاد الطقس باستخدام الرادار (SAREP)لبيانات السحب المتحصل عليها بواسطة ساتل للأرصاد الجوية 
(RADOB) ( وبيانات تقارير الرصدات البحرية السطحية بطول الطرق البحرية (TRACKOB)آما . من على متن السفن

ات الاضطرابات الموسعة في شكل رسائل عن الطقس ذي الدلالة   أوصي بأجهزة وصف للإبلاغ تقارير عن درج
(SIGWX) معلومات الأرصاد الجوية ذات الدلالة  ولإرسال(SIGMET) بشفرات BUFR . وأقرت التوضيحات الخاصة

وأوصي بإضافات خاصة بمستوى ارتفاع جهاز الاستشعار لقياس الحرارة في عملية  . BUFRببعض قواعد الشفرات 
 على متن السفن وآذلك لتمثيل القيم الاسمية وملامح الحرارة والملوحة المسجلة (SST) حرارة سطح البحر قياس درجة

 ).(CBS-Ext.(06)) 4  للتوصية2انظر المرفق (. بواسطة عوامات القياس
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 التنفيذ العملي لتعدیلات الشفرات الثنائية والسمات المشترآة
 

 الشفرات الثنائية  2 –المجلد الأول ، تعديلات مرجع الشفرات – (CBS-Ext.(06)) 4  اللجنة التوصيةاعتمدت 6.2.66
 .2007نوفمبر /  تشرين الثاني7وأوصت بالتنفيذ العملي للتعديلات في والسمات المشترآة 

 
  FM 51 TAF، وFM 16 SPECl، وFM 15 METARلشفرات اتعدیلات 

 
 للمـرفق  74ران المدني الدولي والمتعلقة بالتعديل رقم  استجابة للمتطلبات التي أعربت عنها منظمة الطي 6.2.67

 وبإجراء هذه  ، TAF وMETAR/SPECl الشفرتين بتعديلات على، أوصت اللجنة ]3.1 –جيم  [اللائحة الفنية  / 3
 التوصيةاللجنة واعتمدت  ).(CBS-Ext.(06))  5انظر مرفق التوصية ( 2008نوفمبر /  تشرين الثاني5 في التعديلات

5 (CBS-Ext.(06)) -  وفيما يخص مواعيد إجراء التعديلات التي ستدخل  . 1 –المجلد الأول  ،مرجع الشفراتتعديلات
على شفرات الطيران أعربت اللجنة عن سرورها لأن منظمة الطيران المدني الدولي قبلت النظر جدياً في جعل مواعيد  

 متزامنة مع مواعيد التنفيذ الخاصة بتغييرات )C.3.1(ة اللائحة الفني/ 3إجراء التعديلات التي ستدخل على المرفق 
  .الشفرات الموصى بها في إطار لجنة النظم الأساسية

 
  BUFR: (TDCF)القواعد التنظيمية لإعداد تقاریر عن بيانات الرصدات التقليدیة في نماذج الشفرات الجدولية 

 CREXأو 
 

 ، أآدتالدليل المرجعي للشفراتال إلى نماذج الشفرات الجدولية في فيما يتعلق بالآثار المترتبة على الارتح 6.2.68
وفصلها الحالية  إعداد التقاريرتحديث ممارسات تكييف وضرورة في دورتها الثالثة عشرة  لجنة النظم الأساسية مجدداً

جنة على إدراج   فيما يخص نماذج الشفرات الجدولية، ووافقت الل)TAC(عن الشفرات الأبجدية العددية التقليدية 
.  الأمر الذي سيفيد بوجه خاص في وضع نظم تشفير أوتوماتية BUFRوطنية في قوالب شفرات / ممارسات إقليمية
مجموعة مقترحة من القواعد التنظيمية لإعداد التقارير عن بيانات الرصدات التقليدية    Eva Červenáوأعدت السيدة 

 ة الخبراء المعنية بتمثيل البيانات والشفرات وأقر هذه فرقبالتشاور مع أعضاء CREX   أوBUFRبشفرات 
وأثنت اللجنة .  (ISS)المعني بالمجال البرنامجي الخاص بنظم وخدمات المعلومات الفريق المفتوح العضويةالمجموعة 

 انظر مرفق التوصية  ( لهذا العمل وأوصت بإدراج هذه القواعد التنظيمية Červenáعلى السيدة 
6 (CBS-Ext.(06))( لشفرات  لالسمات المشترآة آفصل جديد دال من الجزء جيم، 2 –المجلد الأول  مرجع الشفرات في

 التوصية  واعتمدت اللجنة . الثنائية والأبجدية العددية على أن يوضع على موقع المنظمة على شبكة الويب فقط
6 (CBS-Ext.(06)) –وأوصت  الثنائية والسمات المشترآة، الشفرات 2 – المجلد الأول  مرجع الشفرات تعديلات ،

 .2007نوفمبر /  تشرين الثاني7بإجراء التعديلات عملياً في 
 

 (MTDCF)الارتحال إلى نماذج الشفرات الجدولية 
 

 لاحظت اللجنة مع التقدير أعمال فرقة التنسيق المعنية بالارتحال إلى نماذج الشفرات الجدولية  6.2.69
(CT-MTDCF)للسيد  وأعربت عن شكرها Fred Branski) الذي ترأس الفرقة)الولايات المتحدة الأمريكية ،. 

 
وأشارت اللجنة إلى أن المؤتمر الرابع عشر قد أقر خطة الارتحال التي وضعتها لجنة النظم الأساسية، إلا   6.2.70

ها خططاً وطنية   أن اللجنة لاحظت أن البلدان الأعضاء تواجه صعوبات في تنفيذ عملية الارتحال، حتى مع وضع
ومن الممكن استخلاص هذه الخطط من الخطة الدولية، مع تحليل التأثيرات والتكاليف  . للارتحال في حالات آثيرة
ولاحظت اللجنة أن  . والتدريب الوطني والتخطيط الفني وتحديد المواعيد) حسب الاقتضاء(والحلول ومصادر التمويل 

، يمثل بلوغ مرحلة فارقة شديدة   2005نوفمبر / تشرين الثاني 2ة، الذي استُهل في بدء التبادل التشغيلي للبيانات المرتحل
 التي (BUFR)وأحاطت اللجنة علماً أيضاً بأن نشرات النموذج العالمي الثنائي لتمثيل بيانات الأرصاد الجوية . الأهمية

ان العدد المتبادل من تلك النشرات  جرى تبادلها أآبر من العدد المسجل في ملف المراقبة الخاصة بالمنظمة، وإن آ
 .مازال صغيراً
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ونظرت اللجنة في الصعوبات التي تؤدي إلى إبطاء تنفيذ أعضاء المنظمة لعملية الارتحال، ولاحظت أن  6.2.71
 ورأت أن البلدان النامية بحاجة . بعض الأعضاء، الذين توجد لديهم التكنولوجيا اللازمة، لم يبدأوا بعد عملية الارتحال

. وأقرت اللجنة بوجود مشكلة عدم بروز أنشطة الارتحال. إلى الاستفادة من الخبرة الموجودة لدى البلدان الأآثر تقدماً
، )أو الشفرات/و(ورأت أن الاتحادات الإقليمية، والمقررين الإقليميين المعنيين بنظم وخدمات المعلومات وإدارة البيانات 

وطلبت اللجنة إلى فرقة  . لإقليمية للاتصالات ينبغي إشراآها وإعلامها بصفة منتظمةومراآز التنسيق التابعة للمراآز ا
 أن تعد رسالة، ينبغي أن تبعث بها الأمانة إلى أعضاء  (CT-MTDCF)التنسيق المعنية بنماذج الشفرات الجدولية  

الرئيسية التي ينبغي النظر  موجز قصير من صفحة واحدة أو صفحتين للتدابير أو المهام : المنظمة، مشفوعة بمرفقين
وينبغي أن تكون وثيقة الإرشادات المتعلقة بالارتحال  . فيها وربما الاضطلاع بها، ووثيقة إرشادات بشأن الارتحال

موجهة إلى الإدارة التنفيذية من أجل زيادة وعيها بعملية الارتحال وبالقضايا والأنشطة المتعلقة به، على أن تشمل قائمة 
فهذا من شأنه أن يحفز على إحالة المتطلبات . د المتوقع تحقيقها من الارتحال إلى نماذج الشفرات الجدوليةبجميع الفوائ

  ، (TDCF)في مختلف جوانب تنفيذ الارتحال إلى نماذج الشفرات الجدولية  إلى الخبراء الضالعين مباشرة بدرجة أآبر
الإجراء اللازم لبدء توزيع النشرات الجديدة بشأن وينبغي شرح . وعلى إنجاز الأعمال من جانب أولئك الخبراء

 شرحاً واضحاً في الإرشادات فضلاً عن شرح إجراء لإتمام عملية الارتحال على  (CREX) و(BUFR)النموذجين 
 .مستوى شبكة رئيسية للاتصالات

 
لعالمي للاتصالات وشددت اللجنة على الحاجة إلى قيام الأعضاء بإعلام المنظمة بإدخالهم في النظام ا 6.2.72

 وذلك باتباع الإجراءات المستخدمة حالياً عند إعلام المنظمة CREX أو النموذج BUFRنشرات جديدة بشأن النموذج 
 فهذا يتيح توزيع رسائل الإخطار البرقي المسبق المتعلق بعمل . بإدخال أي نشرات جديدة في النظام العالمي للاتصالات

 ذات الصلة على النظام العالمي للاتصالات، التي تُبلغ جميع الأعضاء بإدخال (METNO)المراقبة العالمية للطقس  
آتالوج  (9 من مطبوع المنظمة رقم 1آما يتيح تحديث المجلد جيم ، CREX وBUFRنشرات جديدة بشأن النموذجين 

 .مما يتيح بالتالي أيضاً تحديث ملف المراقبة الخاص بالمنظمة) نشرات الأرصاد الجوية
 

آما شددت على  . وشددت اللجنة على أنه لايزال يلزم إنجاز مهام عديدة، خصوصاً لمساعدة البلدان النامية  6.2.73
أنه من المرغوب بشدة أن يوجد موقع على الإنترنت يقدم بيانات اختبارات لفك الشفرات، آما يلزم اختبار منسق  

 الأعضاء على أداء عملية التنفيذ  لمساعدةCREXالنموذج  أو بBUFRمرآزياً قبل التشغيل للرسائل المشفرة بالنموذج 
. ينبغي أن يتوافر مثال لتطبيق بسيط، مع بيان عملي للتنفيذ ،BUFRوللتدليل للمستخدمين على مزايا النموذج . التشغيلي

وشدد  .  الصدد أن تتخذ إجراءً في هذا(CT-MTDCF)وطلبت اللجنة إلى فرقة التنسيق المعنية بنماذج الشفرات الجدولية 
" ويندوز"فك الشفرات تعمل بنظام / للتشفير" جاهزة"عدة أعضاء على ضرورة أن تتاح بدون تكلفة برامجيات 

ورئي وجوب النظر في تقديم مساعدة مالية إلى البلدان النامية من أجل الارتحال وذلك عن طريق آليات . التشغيلي
 ).ون الطوعي، وما إلى ذلكالصناديق الاستئمانية، وبرنامج التعا(التعاون 

 
وشددت اللجنة أيضاً على وجوب القيام بصفة منتظمة بعرض مخطط للتنسيق على الصعيد الإقليمي،  6.2.74

وينبغي أن تكون جميع محطات العمل الجديدة لحيازة البيانات، التي تُقام في . ووجوب تنسيق خطط الارتحال بين البلدان
 . وعرضهاBUFRقادرة على فك شفرة النموذج  ،(NMHSs)ية والهيدرولوجيا المرافق الوطنية للأرصاد الجو

 
وأبدت اللجنة سرورها لإحاطتها علماً بأن العدد الإجمالي للبلدان التي تلقى فيها مشارك واحد على الأقل  6.2.75

 المنظمة خلال الفترة من   بلداً في جميع أقاليم183 بلد من أصل 100 بلغ (TDCF)تدريباً على نماذج الشفرات الجدولية 
 تنفيذاً صحيحاً  CREX وBUFRوبالنظر إلى الحاجة الماسة إلى تنفيذ عملية معالجة النموذجين . 2005 إلى عام 2003عام 

وأعربت . من جانب منتجي البرامجيات والمعدات، توصي اللجنة بقوة بعقد حلقة دراسية تدريبية موجهة إلى هذه الفئة
 عن سرورها لإحاطتها علماً بأن ممثلين من رابطة صناعة معدات الأرصاد الجوية الهيدرولوجية  لجنة النظم الأساسية

(HMEI) ساعدوا بصفة مراقبين في الاجتماع الأخير لفريق تنسيق الارتحال وأنهم يشارآون الآن في جهود ذلك الفريق  .
بت إلى الأمانة تنفيذ جميع الأشكال الممكنة  وأحاطت اللجنة علماً بالحاجة إلى تدريب إضافي في أقاليم عديدة، وطل

ودعت اللجنة إلى تقديم   .  وخدمات شبكة الويب(CAL)للتدريب على الارتحال إلى نماذج الشفرات الجدولية، بما في ذلك 
 .دعم من البلدان المتقدمة لهذا الغرض
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صة بتقرير الرصد السطحي وأعربت اللجنة عن سرورها لمحاولة بعض بلدان أفريقيا تنفيذ رصدات خا 6.2.76
وفي غرب أفريقيا تُستخدم هذه الصيغة .  آحل مؤقتCREX بشفرة النموذج (SYNOP)الصادر من محطة أرضية 

وأوصت اللجنة بإتمام عملية التدريب للبلدان التي لا يشملها حتى الآن وبتكراره . للإبلاغ عن خطوط الزوابع أيضاً
 أن خطة الوآالة (ASECNA)آر ممثل وآالة السلامة الجوية في أفريقيا ومدغشقر وذ. بالنسبة للاتحاد الإقليمي الأول

وأفادت الوآالة أنها تعتزم تنظيم . هي التحرك صوب الارتحال إلى نماذج الشفرات الجدولية في البلدان الأعضاء
 يكون لها ارتباط      أن(WMO)وترغب من المنظمة العالمية للأرصاد الجوية       . لقاءات تدريبية بشأن تلك النماذج     

 .بذلك 
 

ورأت أن هذه المشاريع، التي تسمى . وأوصت اللجنة بتنفيذ مشاريع رائدة بهدف مساعدة البلدان النامية 6.2.77
 .، ينبغي ألا تُدعم إلا إذا آان التنفيذ هو النتيجة المحددة لإتمامها(MlPs)برامج تنفيذ الارتحال 

 
فرقة التنسيق المعنية بالارتحال على تنسيق أنشطتها مع الهيئات  وأعربت اللجنة عن سرورها لحرص  6.2.78

فقد أجرت اتصالات مع منظمة الطيران . الدولية الأخرى ذات الصلة، على النحو المنصوص عليه في اختصاصاتها
،   (lOC)، واللجنة الدولية الحكومية لعلوم المحيطات (CAeM) ولجنة الأرصاد الجوية للطيران (lCAO)المدني الدولي 

واللجنة الفنية المشترآة بين المنظمة العالمية للأرصاد الجوية واللجنة الدولية الحكومية لعلوم المحيطات والمعنية بعلوم  
، ومشغلي السواتل من أجل تنسيق مسائل الارتحال المتعلقة بأنواع محددة من  (JCOMM)المحيطات والأرصاد البحرية 

 ترغب في  (lCAO)وأحاطت اللجنة علماً بأن منظمة الطيران المدني الدولي . الشفرات، والاتفاق بشأنها وحسمها
 بهذا التقرير قائمة بالجدول 1وترد في المرفق .  فقط2016 في سنة BUFRاستهداف إنجاز الارتحال إلى نموذج الشفرة 

 .المقترح الجديد للارتحال
 

 أن تلبي احتياجات (CBS) إلى لجنة النظم الأساسية   وقد طلبت الدورة الخامسة والخمسون للمجلس التنفيذي 6.2.79
المستخدمين من حيث تمثيل البيانات، بالنظر إلى الحاجة إلى استخدام معايير حديثة في هذه الصناعة، من قبيل لغة 

XML الترميزية القابلة للتوسع؛ وأحاطت علماً في هذا الصدد بالاحتياجات الناشئة من أوساط العاملين في مجال 
وأحاطت  . لطيران، التي ينبغي تلبيتها بالتعاون مع لجنة الأرصاد الجوية للطيران ومنظمة الطيران المدني الدوليا

 القابلة للتوسع والفاآس الرقمي المشفر XMLاللجنة علماً أيضاً بالتقارير الواردة من بلدان عديدة بشأن استخدام لغة 
(NetCDF)يقية لاستخدام صيغ البيانات هذه في بيانات الأرصاد الجوية، خصوصاً ؛ وقررت اللجنة أن تدرس الآثار الحق

. في تبادلات معلومات الأرصاد الجوية التشغيلية في الوقت الحقيقي، وتقدير ما سيلزم من جهود تطويرية ومن موارد
 وية المعني بالمجالوطلبت اللجنة إلى فريق الإدارة التابع لها أن ينشئ فرقة خبراء في إطار الفريق المفتوح العض

الحاجة إلى (البرنامجي الخاص بنظم وخدمات المعلومات لكي يجري تقديراً للمزايا والمساوئ، بما في ذلك الآثار  
المرونة، والإنضغاط، وإمكانية : تعريف التوحيد القياسي، وتطوير معالجة البيانات وتحقيق تكاملها، والتكاليف والفوائد

 XML ولغة CREX والنموذج BUFRومنها مثلاً النموذج (لمتعلقة بمختلف نظم تمثيل البيانات ا) التنفيذ، وما إلى ذلك
لاستخدامها في التبادلات ) (HDF)، ونسق البيانات الهرمية (NetCDF)الترميزية القابلة للتوسع والفاآس الرقمي المشفر 

الجوية والهيدرولوجيا وفي إرسال المعلومات إلى الدولية التشغيلية في الوقت الحقيقي بين المرافق الوطنية للأرصاد 
وينبغي أن تضع فرقة الخبراء توصيات بشأن أنسب نظام تبعاً لنوع تطبيقات  . مستخدمين خارج نطاق تلك المرافق

 التبادلات وأن تقدم إفادة بشأن التأثيرات التي يمكن أن تترتب على النتائج التي تتوصل إليها بشأن الارتحال إلى نماذج 
وينبغي دعوة جميع اللجان الفنية التابعة للمنظمة إلى المشارآة في فرقة الخبراء  . (TDCF)الشفرات الجدولية 
 .المخصوصة هذه

 
وطلبت اللجنة إلى فريق الإدارة التابع لها أن يقيم على وجه السرعة حواراً بين اللجان يضم فرق الخبراء  6.2.80

، بالتنسيق مع منظمة الطيران المدني (CAeM)ية ولجنة الأرصاد الجوية للطيران المختصة التابعة للجنة النظم الأساس
، تكون مهمته هي مناقشة الشواغل التي يثيرها أخصائيو الطيران بشأن ارتحال شفرات معلومات (lCAO)الدولي 

 . إلى نماذج الشفرات الجدولية(OPMET)الأرصاد الجوية التطبيقية 
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  من 6.3البند  (، بما في ذلك أنشطة التصدي للطوارئ  (DPFS) والتنبؤ   م معالجة البياناتانظ 6.3
 )جدول الأعمال

 
 (OPAG)أحاطت اللجنة علماً بالتقدم الهام الذي أحرزه الفريق المفتوح العضوية المعني بالمجال البرنامجي  6.3.1

رئيس الفريق، بما في ذلك التقدم ) فرنسا (Bernard Strauss برئاسة السيد (DPFS)الخاص بنظم معالجة البيانات والتنبؤ 
 وفرقة الخبراء المعنية   (DPFS)التنسيق المعنية بنظم معالجة البيانات والتنبؤ / الهام الذي أحرز في عمل فرقة التنفيذ

معني ، وفريق التنسيق ال)البنية الأساسية والتحقق (بنظام تنبؤ المجموعات، وفرق الخبراء المعنية بالتنبؤ الطويل المدى 
بأنشطة التصدي للطوارئ النووية، وفرقة الخبراء المعنية بنمذجة الانتقال في الغلاف الجوي لأغراض أنشطة التصدي 

 على التنبؤ بالطقس القاسي، وفريق  (NWP)للطوارئ غير النووية، والمقرر المعني بتطبيق التنبؤ العددي بالطقس 
 .القاسيتوجيه المشروع الإيضاحي الخاص بالتنبؤ بالطقس 

 
 معایير التنبؤ والممارسات الموصى بها

 
أحاطت اللجنة علماً بأن المؤتمر العالمي الرابع عشر للأرصاد الجوية رأى أن من شأن إنشاء معيار  6.3.2

أو ممارسات موصى بها لتقنيات التنبؤ بالطقس سوف يساعد على إنتاج تنبؤات أآثر موثوقية من  /  و(WMO)للمنظمة 
وأعدت وثيقتان وأتيحتا لأعضاء المنظمة . دام الأمثل لمستويات علوم وتكنولوجيا الأرصاد الجوية الحاليةخلال الاستخ

 : على الويب وهما(WMO)على موقع المنظمة 
 
مبادئ توجيهية بشأن استخدام المعلومات المتأتية من نظام تنبؤ المجموعات بالاقتران مع تنبؤات منفردة  " ●

 ؛)2006فبراير، / شباط" ( بالطقس ذات استبانة أعلىبطريقة التنبؤ العددي
 
 ).2004نوفمبر، / تشرين الثاني" (ملخص للممارسات الموصى بها للتنبؤ بالطقس" ●
 

بالنظام العالمي لمعالجة البيانات  الخاص (WMO) المنظمة دليلوأشارت اللجنة إلى أن استعراض وتحديث  6.3.3
وتتمثل أفضل طريقة لإتاحة . أو خبير استشاري مناسب/ يتطلب خبراء و) 305قم مطبوع المنظمة ر( (GDPFS)والتنبؤ 

 .(WMO)الدليل المحدث في إدراجه آوثيقة متاحة في موقع المنظمة على الويب 
 

 من العمل بشأن  (WWRP)وأحاطت اللجنة علماً بما عقد عليه العزم داخل البرنامج العالمي لبحوث الطقس  6.3.4
واتفقت اللجنة على . المرتبطة والتي يمكن أن تستفيد من التطورات الحادثة في إطار معايير التنبؤ" نبؤنظم الت"مسألة 

 . 2007 في اجتماع مشترك أو حلقة عمل يتوخى عقدها في (DPFS)وجوب مشارآة برنامج نظم معالجة البيانات والتنبؤ 
 

 نواتج وتطبيقات نظم تنبؤ المجموعات   
 

 تدير نظم تنبؤ (GDPFS)لماً بأن أربعة عشر مرآزاً للنظم العالمية لمعالجة البيانات والتنبؤ أحيطت اللجنة ع 6.3.5
 ويقوم بعضها بإدارة نظم متعددة، ونماذج هذه المراآز ذات أهمية آبيرة ومتزايدة نظراً لأنها تمثل  (EPS)المجموعات 

 .العددية الخاصة بالغلاف الجويتحقيقاً لمحاولة قياس عدم اليقين في تجارب المحاآاة والتنبؤات 
 

وأآدت اللجنة مجدداً استمرار الحاجة إلى تدابير التدريب وبناء القدرات في مجال استخدام نواتج نظم تنبؤ  6.3.6
 من أجل تحقيق  (NMHSs) في عدد آبير من المرافق الوطنية للأرصاد الجوية والهيدرولوجيا  (EPS)المجموعات 

وأحد النُهج المستصوبة مثلاً يتمثل في إنشاء مكتب دولي للتدريب في مرآز إنتاج نظم  .  الناميةالفوائد، لاسيما للبلدان
، على غرار مكتب أفريقيا أو مكتب المنطقة المدارية في المرآز الوطني للتنبؤات البيئية  (EPS)تنبؤ المجموعات 

(NCEP)) الولايات المتحدة الأمريكية.( 
 

نظام تنبؤ المجموعات واستبانة النماذج وأساليب تفسير أوجه عدم اليقين، ونطاقات   ويتسم استمرار تطوير  6.3.7
التنبؤات وتطبيقاتها، أداة هامة للتنبؤ بأحوال الطقس في جميع النطاقات الزمنية، أي التنبؤات القصيرة المدى إلى 
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ؤات بالنسبة لمتخذي القرارات والمديرين  ويتعين تعزيز مفهوم إدراج عدم اليقين في جميع التنب . التنبؤات الطويلة المدى
الذين يستطيعون بدورهم وضع مجموعة جديدة من المتطلبات والتنبؤات ذات الطابع الاحتمالي آجزء من توفير  

 .المعلومات والتنبؤات والإنذارات المتعلقة بالطقس
 

 التي تنتجها المراآز التابعة (EPS)ويشَّجع أعضاء المنظمة على النفاذ إلى نواتج نظام تنبؤ المجموعات  6.3.8
وتشجع اللجنة أيضاً هذه المراآز على توفير المعلومات الخاصة . (GDPFS)للنظام العالمي لمعالجة البيانات والتنبؤ 

 . على الويب(EPS)بالنفاذ إلى مواقعها الخاصة بالنظام 
 

: ، أعدت وثيقة معنونة (2005)نظم الأساسية واستجابة للإرشادات التي توختها الدورة الثالثة عشرة للجنة ال 6.3.9
مبادئ توجيهية بشأن استخدام المجموعات المتأتية من نظام تنبؤ المجموعات بالاقتران مع تنبؤات منفردة بطريقة  "

 :ويتضمن الدليل النقاط البارزة التالية". التنبؤ العددي بالطقس ذات استبانة أعلى
 
من معدل ) أو لمراقبة المجموعات( يقيمه لتنبؤ منفرد عالي الاستبانة  أن يقدر الوزن الذيئيمكن للمتنب •

فالانتشار الصغير في المجموعة يوفر الثقة في التنبؤ المنفرد في حين أن الانتشار . الانتشار في المجموعة
 الكبير يبين أنه من الضروري إدراج معلومات بشأن عدم اليقين من التنبؤ؛

 
حتى وإن آان (ن الأقل ملاءمة التعويل على التنبؤ المنفرد باعتباره السيناريو الأرجح ومع تزايد الانتشار، م •

وينبغي بعدئذ النظر في جميع الحلول التي تنطوي عليها ). عالي الاستبانة أو تنبؤ مراقبة المجموعة
ذي تبين فيه   إلا أنه إلى أن يحين الوقت ال . المجموعة لدى تقدير مدى أرجحية مختلف سيناريوهات التنبؤ 

مجموعة عدم يقين آبير من التنبؤ، يمكن استخدام تنبؤ المراقبة ذي الاستبانة العالية في تكوين السيناريو 
 الأرجح؛

 
وينبغي أن يكون الغرض من المعالجة اللاحقة هو إنتاج وظيفة توزيع تنبؤات احتمالية تراعي المعلومات  •

ومن المتوقع . الاستبانة، أو من أعضاء نظام تنبؤ المجموعاتالمستمدة سواء من تشغيل نموذج منفرد عالي 
بوجه عام أن يُعطى وزن آبير فيما يتعلق بالتنبؤات القصيرة المدى للتنبؤات العالية الاستبانة وأوزان أقل  
للأعضاء المشوشة من نظام تنبؤ المجموعات في حين أنه من المتوقع بالنسبة للتنبؤات الأطول مدى أن  

 .اناً مماثلة على جميع الأعضاءتطبق أوز
 

 يمكن أن يؤدي إلى إقامة مرآز (EPS)وأشارت اللجنة إلى أن التعاون الإقليمي بشأن نظام تنبؤ المجموعات  6.3.10
 من شأنها توفير نواتج هذا النظام للمرافق الوطنية للأرصاد الجوية   (EPS)للنظام ) متخصصة(متخصص ) مراآز(

 :وتشمل الأمثلة على ذلك ما يلي. في إقليم جغرافي فرعي (NMHSs)والهيدرولوجيا 
 
 الذي يوفر عملية تصغير نطاق إقليمي للمجموعات العالمية الخاصة بالمرآز  COSMO-LEPSمرآز  •

 ؛ (ECMWF)الأوروبي للتنبؤات الجوية متوسطة المدى 
 
قليمية النطاق لبلدان وهو مجموعة منفردة تجمع بيانات من نماذج إ(EUMETNET SRNWP-PEPS مشروع  •

 ؛ أو)مختلفة
 
 نظام نموذجي ممتاز لتنبؤ Plata) MASTERالمراآز الأمريكية الجنوبية التي أقامت تعاوناً حول منطقة  •

 ).المجموعات
 

 تضع وتنفذ أساليب ونواتج (EPS)ونظراً لأن بعض المراآز المنتجة لنواتج نظام تنبؤ المجموعات  6.3.11
لطقس القاسي تلبية للمتطلبات الوطنية، شجعت اللجنة هذه المراآز إما على تمديد نطاق بعض هذه  تشخيصية لتطبيقات ا

 أو توفير سبل الوصول إلى نواتج النظام (NMHSs)التطبيقات إلى مرافق وطنية أخرى للأرصاد الجوية والهيدرولوجيا 
(EPS) أو مجموعات بياناته أو مساعدة هذه المرافق (NMHSs)ستحدث لنفسها أدوات مناسبة للتنبؤ بالطقس   على أن ت
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وفي هذا الصدد،  . (NMHSs)ويمكن توثيق أمثلة توضيحية وإتاحتها للمرافق . القاسي تلائم المناطق موضع اهتمامها
 سينتج ويوزع في موقعه (NAEFS)أشير إلى أن نظام تنبؤ المجموعات الأمريكي الشمالي التشغيلي المتعدد المراآز 

 .معلومات عن التنبؤ بالطقس، بما في ذلك نواتج لاستخدامها في أنشطة الإنذار بالطقس القاسيعلى الويب 
 

 محددة الأماآن آحافز لتعزيز دعم (NWP)وفيما يتعلق بتزويد البلدان النامية بنواتج تنبؤات عددية بالطقس  6.3.12
) )7() ج (3.1.1.5الفقرة (سين للمجلس التنفيذي النظام العالمي للرصد، أشارت اللجنة إلى طلب الدورة السابعة والخم

. (WWW) النظر في سبل دفع المسألة قدماً في إطار برنامج المراقبة العالمية للطقس (CBS)إلى لجنة النظم الأساسية 
مة وأحاطت اللجنة علماً باجتماع الدورة السادسة لفريق الإدارة التابع للجنة النظم الأساسية ووافقت على إسناد مه  

 ("EPS-grams")إضافية لها تتمثل في وضع مبادئ توجيهية ومعايير لهذه النواتج البيانية لنظام تنبؤات المجموعات 
 .وتبادلها دولياً

 
وشجعت اللجنة مراآز الإنتاج الخاصة بنظام تنبؤ المجموعات على توفير نواتج إضافية تتعلق بالتنبؤ  6.3.13

 الذي وضع في المرآز الأوروبي للتنبؤات الجوية المتوسطة (EFI)ؤات المتطرفة بالطقس القاسي من مثل دليل التنب
ولعلها لم تقيَّم تقييماً آاملاً "). تصغير للنطاق("وقد تتطلب هذه النواتج الجديدة معالجة إضافية لاحقة  . (ECMWF)المدى 

 توجيه تحذيرات مناسبة وطلب تغذية مرتدة من بالنسبة لجميع مناطق العالم؛ إلا أن المراآز المنتِجة يمكن أن تتيحها مع
 .المستخدمين

 
وأحاطت اللجنة علماً بأن الوآالة اليابانية للأرصاد الجوية تضطلع بتشغيل المرآز القيادي للتحقق من نظم   6.3.14

 لجمع البيانات الإحصائية المتعلقة )/ftp://ftpepsv.kishou.go.jp(موقع: تنبؤ المجموعات باستخدام موقعين على الإنترنت
وتشجَّع مراآز  .  لنشر النتائج)/http://epsv.kishou.go.jp/EPSproducer(، وموقع على الويب (EPS)بالتحقق من النظام 

فسها لدى المرآز القيادي وعلى البدء في تقديم بيانات التحقق الخاصة بها إلى المرآز  على تسجيل ن (EPS)إنتاج النظام 
 بكلمتي  FTP وWebوفي الوقت الحالي، يحمى موقعا الويب . القيادي في أقرب وقت ممكن إذا لم تكن قد فعلت ذلك بعد

 هذا ينبغي Web Siteلنفاذ إلى موقع الويب ووافقت اللجنة على أن ا. سر ولا تستطيع النفاذ إليهما سوى المراآز المسجّلة
 .أن يتاح لجميع أعضاء المنظمة

 
مرجع النظام العالمي لمعالجة البيانات والتنبؤ وأوصت اللجنة بأن يضاف إلى الفقرات الحالية الواردة في  6.3.15

(GDPFS))  ي للنواتج البيانية للنظام  النمط الإضاف) 4.1، الفقرة  6 –المجلد الأول، الجزء الثاني، التذييل الثاني(EPS)  
 ، آما أوصت بوجوب وضع معايير أو نماذج توجيهية محددة للنواتج من أجل "EPSgrams"المعروف باسم 
 1 من المرفق 1 في الجزء (GDPFS)مرجع النظام ويرد التعديل الموصى به المراد إدخاله على . التبادل الدولي

 .(CBS-Ext.(06)) 7للتوصية 
 

المجلد الأول،  ((GDPFS)مرجع النظام وأوصت اللجنة بإعداد نص منقح يحل محل النص القائم الوارد في  6.3.16
 ويرد التعديل الموصى به في . (EPS)المتعلق بالتحقق من النظام ) ، الجدول واو7 –الجزء الثاني، الملحق الثاني 

 .(CBS-Ext.(06)) 7 للتوصية 1 من المرفق 2الجزء 
 

 قس القاسيالتنبؤ بالط
 

 بما في ذلك   (SWFDP)أحاطت اللجنة علماً بالتقدم الذي أحرزه المشروع الإيضاحي للتنبؤ بالطقس القاسي  6.3.17
الدليل الإرشادي بشأن تخطيط  "في وثيقة معنونة " الخطة الإجمالية للمشروع"إنشاء فريق لتوجيه المشروع قام بوضع 

 ".(SWFDP)المشاريع الفرعية الإقليمية للمشروع 
 

 ينفذ في المنطقة (SWFDP)وأحاطت اللجنة علماً بأن المشروع الفرعي الإقليمي الأول في إطار المشروع  6.3.18
 وسيرآز على الهطول الثقيل والرياح القوية غير المرتبطة على وجه التحديد 2006الجنوبية الشرقية من أفريقيا في عام 

 :الية في المشروع الفرعي الإقليمي الأولوتشارك المراآز الت. بالأعاصير المدارية
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بوتسوانا، ومدغشقر، وموزامبيق، وجمهورية تنزانيا :  في(NMCs)المراآز الوطنية للأرصاد الجوية  •
 المتحدة وزمبابوي؛

 
 ومرآز جزيرة رينيون المتخصص (RSMC)مرآز بريتوريا الإقليمي المتخصص للأرصاد الجوية  •

 ؛(ACMAD)لمرآز الأفريقي لتطبيقات الأرصاد الجوية لأغراض التنمية ، وا(RSMC)للأرصاد الجوية 
 
، ودائرة الأرصاد  (ECMWF)المرآز الأوروبي للتنبؤات الجوية المتوسطة المدى  : المراآز العالمية للنواتج •

 ).يةالولايات المتحدة الأمريك ((NCEP)الجوية في المملكة المتحدة، والمراآز الوطنية للتنبؤات البيئية 
 

 في بريتوريا (RSMC)وعُقدت دورة تدريبية تحضيرية في المرآز الإقليمي المتخصص للأرصاد الجوية  6.3.19
/  تشرين الثاني6وفي . 2006نوفمبر /  تشرين الثاني3أآتوبر إلى /  تشرين الأول 31في الفترة من ) جنوب أفريقيا(

جوية في بريتوريا في إصدار التوجيه اليومي الجديد المتعلق  بدأ المرآز الإقليمي المتخصص للأرصاد ال2006نوفمبر 
مخصصة؛ وهي مواقع يمكن " web/ftp"مواقع شبكية " Global"بالطقس القاسي، في حين أنشأت مراآز منتجات 

في المرآز الإقليمي المتخصص للأرصاد الجوية " Web"الوصول إليها جميعها عن طريق مَدخل عليه حماية لشبكة 
 .ولوجيا في بريتورياوالهيدر

 
وأشير أيضاً إلى أن هذا المشروع يسهم إلى حد آبير وبطريقة محدَّدة بدرجة آبيرة في بناء قدرات المرافق  6.3.20

 ونظام  (NWP) من خلال تحسين فهم منتجات التنبؤ العددي بالطقس (NMHSs)الوطنية للأرصاد الجوية والهيدرولوجيا 
 آما أنه يتيح الفرصة لتحسين التفاعل مع السلطات المعنية بإدارة الكوارث وبالحماية   تنبؤ المجموعات، واستخدامها،

وعلى سبيل . المدنية بما يدعم الهدف المتمثل في زيادة وضوح صورة المرافق الوطنية للأرصاد الجوية والهيدرولوجيا
عرض البياني للتنبؤ بالطقس القاسي دعماً المثال، فإن إدارة الطقس في جنوب أفريقيا قد لاحظت أنها تلقت من مشروع ال 

 .رفيع المستوى وأصبحت صورتها أآثر وضوحا في الحكومة
 

وأوصت اللجنة بأن يدرج مشروع العرض البياني للتنبؤ بالطقس القاسي مشارآة سلطات الحماية المدنية  6.3.21
ا الجانب فإن التعاون مع برنامج الخدمات وفيما يتعلق بهذ. وذلك من أجل تحسين أداء خدمات الإنذار بالطقس القاسي

 .العامة في مجال الطقس وبرنامج الوقاية من الكوارث الطبيعية وتخفيف آثارها يلقى تشجيعاً
 

) الولايات المتحدة الأمريكية(وأُبلغت اللجنة بأنشطة عديدة تدعم من خلالها المراآز الوطنية للتنبؤات البيئية  6.3.22
 :روع العرض البياني للتنبؤ بالطقس القاسي بشكل مباشر، بما يشملالمعنية بأفريقيا مش

 
 الإسهام في برنامج الدورة التدريبية التحضيرية بمحاضرات يلقيها خبراء، •
 
 توفير منتجات عالمية، تشمل نظام تنبؤ المجموعات، في الوقت الحقيقي، •
 
 .رآز الوطني للتنبؤات البيئية المعني بأفريقيااستقبال، وتدريب، المتنبئين من جنوب شرق أفريقيا في الم •
 

 يقدم منتجات توجيهية  (ECMWF)وأُبلغت اللجنة بأن المرآز الأوروبي للتنبؤات الجوية المتوسطة المدى  6.3.23
 بما يشمل مرآز تنبؤات (SWFDP)خاصة بشأن الطقس القاسي إلى مشروع العرض البياني للتنبؤ بالطقس القاسي 

، مع التحذير من أن (EFI)، والرسومات البيانية للاحتمالات ومؤشر التنبؤ بالطقس القاسي (EPSgrams) بأماآن محددة
الخبرة بدقة هذه المنتجات وبدرجة موثوقيتها في جنوب شرق أفريقيا محدودة؛ وبأنه يتعين على المراآز الإقليمية  

 .والوطنية أن تقدم وجهة نظرها بشأن هذه المسألة
 

لغت اللجنة بأن مكتب الأرصاد الجوية في المملكة المتحدة يقدم منتجات توجيهية عديدة، وبأنه قد قام،    وأُب 6.3.24
 . يغطي جنوبي أفريقيا(Africa-LAM)على وجه الخصوص، بتنفيذ نموذج منطقة محلية لأفريقيا 
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المرآز (تجات العالمية وأعربت اللجنة عن التقدير البالغ للمشارآة القوية من جانب جميع مراآز المن 6.3.25
الأوروبي للتنبؤات الجوية المتوسطة المدى، ومكتب الأرصاد الجوية في المملكة المتحدة، والمرآز الوطني للتنبؤات 
البيئية المعني بأفريقيا، وآذلك المرآز الإقليمي المتخصص للأرصاد الجوية في بريتوريا، في إطار الجهود التي تبذلها 

لمنتجات التوجيهية المتعلقة بالتنبؤ العددي بالطقس ونظام تنبؤ المجموعات بالنسبة للمنطقة الجغرافية   لمواءمة، وتنفيذ، ا
آذلك فإن اللجنة لاحظت أن المراآز الوطنية المشارآة  . للمشروع، وآذلك للتدريب الذي قدِّم بالنسبة لهذه المنتجات 

 .ملتزمة بالمشارآة في المشروع بشكل آامل
 

 في جمهورية (KMA)اللجنة علماً مع التقدير بالعرض المقدم من إدارة الأرصاد الجوية الكورية أحاطت  6.3.26
الذي يبرز تعاونهما على ) في الولايات المتحدة الأمريكية ((NOAA)آوريا والإدارة الوطنية للمحيطات والغلاف الجوي 
بية المتطلبات التشغيلية لإجراء التنبؤات الطويلة  من أجل تلLRFجمع البيانات العالمية عن التنبؤات الطويلة المدى 

. في هذا المجال " مراآز قيادية" مستقبلاً بهدف أن تصبح (LRF MME)المدى والتنبؤ في مجموعات متعددة النماذج 
حاآاة  التي تنتج تنبؤات طويلة المدى على أن تتبادل بياناتها الموسمية لم(GPCs)وشجعت اللجنة مراآز الإنتاج العالمية 

الماضي وتنبؤاتها، وأن تقدمها إلى المراآز التي تضع تنبؤات من نوع التنبؤات الطويلة المدى والتنبؤ في مجموعات 
، وخصوصاً إلى مرآز الإنتاج العالمي في سيول ومرآز الإنتاج العالمي في واشنطن لتسهيل LRF MMEمتعددة النماذج 

 .العمل الإنمائي بأسرع ما يمكن
 

لبت اللجنة من الفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص بنظم معالجة البيانات والتنبؤ وط 6.3.27
(OPAG DPFS)  المراآز القيادية لإنتاج تنبؤات من نوع التنبؤات الطويلة المدى    " أن ينظر في ضرورة الاعتراف بـ

 أن يمضي في صقل وتوضيح وظائف هذه المراآز آخذاً   وإذا آان الأمر آذلك،". والتنبؤ في مجموعات متعددة النماذج
في الاعتبار الشواغل التي أبدتها المملكة المتحدة فيما يتعلق بالسياسة الخاصة بالبيانات، ومراقبة رسالة التنبؤات 

 ويمكن أن تحصل المراآز القيادية المحتملة على. الموجهة إلى حكومات والمستخدمين الرئيسيين ووسائط الإعلام
 .2008اعتراف رسمي في دورة لجنة النظم الأساسية التالية في عام 

 
للتنبؤ بالطقس " المتسلسلة"ومشروع العرض البياني للتنبؤ بالطقس القاسي يتيح فرصة هامة لعرض العملية  6.3.28

 الممكن إعداد دراسات ولذلك فإنه من المهم أرشفة حالات الطقس القاسي بحيث يكون من. القاسي وتعلم تلك العملية وصقلها
حالة من أجل تحديد وسائل لتحسين أي جانب، وجميع الجوانب، لعملية التنبؤ المتعلقة بالمنطقة المعنية وطبيعة ظواهر الطقس 

 .واتفقت اللجنة على أن عملية تحديد، وإعداد، دراسات الحالة مع المراآز المشارآة لها أولوية عليا داخل المشروع. القاسية
 

ومع ملاحظة تزايد أهمية إصدار تحذيرات دقيقة وفي التوقيت المناسب بشأن الطقس القاسي في معظم   6.3.29
البلدان، أوصت اللجنة بتوسيع نطاق مفهوم مشروع العرض البياني للتنبؤ بالطقس القاسي بحيث يشمل مناطق أخرى  

وإضافة إلى هذا فإنه . ا آان هذا المشروع ناجحاًفي المنظمة العالمية للأرصاد الجوية، وخاصة في البلدان النامية، إذ
 آل جهد ممكن لتحسين عملياتها المتعلقة (NMHSs)ينبغي أن تبذل المرافق الوطنية للأرصاد الجوية والهيدرولوجيا 

لات بالتنبؤ بالطقس القاسي والأساليب المطبقة وهياآل إدارة التحذيرات، وذلك من أجل الاستجابة بفعالية لحاجات الوآا
 .المعنية بالحد من الكوارث

 
 ستكون هناك قوة دفع في (GEO)وأُبلغت اللجنة بأنه وفقاً لخطة العمل الخاصة بالفريق المعني برصدات الأرض  6.3.30

للمرافق الوطنية للأرصاد الجوية ) دورات تدريبية ((NWP)اتجاه تنسيق مبادرة بناء القدرات بالنسبة للتنبؤ العددي بالطقس 
 . في جميع مناطق العالم وذلك بهدف الترآيز على تحسين بناء القدرات في مناطق معينة(NMHSs)يدرولوجيا واله

 
وسيرآز مشروع فرعي إقليمي آخر على التنبؤ بالطقس القاسي المرتبط بالأعاصير المدارية، آما سيبحث  6.3.31

 .عقب تنفيذ المشروع الفرعي الأول
 

 التنبؤ الطویل المدى
 

 ذات النشاط المتخصص الواردة في  (RSMCs)تشمل تسمية المراآز الإقليمية المتخصصة للأرصاد الجوية  6.3.32
ووافقت اللجنة  ). النواتج" (التنبؤات الطويلة المدى بالطقس "(GDPFS)مرجع النظام العالمي لمعالجة البيانات والتنبؤ 
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 لإصدار  (GPC)يما يتعلق بالاعتراف بمرآز رسمي  لتوضيح هذا الإشارة فالمرجععلى إضافة مذآرة توضيحية في 
 ويرد التعديل الموصى به في   )). ب (1.4.1.2المجلد الأول، الجزء الثاني، الفقرة   ((LRF)التنبؤات الطويلة المدى  

 .(CBS-Ext.(06)) 7 للتوصية 2 من المرفق 1الجزء 
 

 منتج لهذه  (GPC)ي للتنبؤات الطويلة المدى وأوصت اللجنة بإضافة معايير تسمية مرآز للإنتاج العالم 6.3.33
المجلد الأول، الجزء ( المسماة إلى المرجع باعتبارها قسماً جديداً (GPCs) وقائمة مراآز الإنتاج العالمية (LRF)التنبؤات 

 .(CBS-Ext.(06)) 7 للتوصية 2 من المرفق 2الجزء ويرد التعديل الموصى به في ). 8 – الثاني، التذييل الثاني
 

  (GPCs)قائمة الحد الأدنى من النواتج التي توفرها مراآز الإنتاج العالمية "ووافقت اللجنة على أن تنقح  6.3.34
 لتشمل بعض مرجع النظام العالمي لمعالجة البيانات والتنبؤ من 6 –على النحو المدرجة به في التذييل الثاني 

وينبغي إتاحة هذه النواتج إلى أآبر عدد  . د الأدنى من النواتجالتوضيحات الضرورية بدون إجراء تغيير في قائمة الح
 لغرض تمكينها من أداء (RCC) والمراآز المناخية الإقليمية (NMCs)ممكن من المراآز الوطنية للأرصاد الجوية 

 .(CBS-Ext.(06)) 7 للتوصية 2 من المرفق 3الجزء   في(GDPFS)مرجع النظام ويرد التعديل الموصى به على . مهامها
 

 أن توفر بيانات أو نواتج بالإضافة إلى (GPCs)وأشارت اللجنة إلى أنه يمكن أيضاً لمراآز الإنتاج العالمية  6.3.35
 أو  (RCCs)البيانات والنواتج المطلوبة في قائمة الحد الأدنى من النواتج بناء على طلب من المراآز المناخية الإقليمية 

 بالشروط، إن وجدت، (NMCs) والمراآز الوطنية (RCCs)، وتلتزم المراآز (NMCs)وية المراآز الوطنية للأرصاد الج
 .الثاني بهذا التقرير وترد هذه القائمة الإضافية في المرفق. التي تلحقها مراآز الإنتاج العالمية بهذه البيانات والنواتج

 
 باعتبارها (GDPFS)مرجع النظام العالمي ووافقت اللجنة على الاعتراف بالمراآز التالية لإدراجها في  6.3.36

 ملبورن، ومونتريال، وبيجين، وتولوز،  :مراآز إنتاج عالمية للتنبؤات طويلة المدى، وذلك بعد النظر في منجزاتها 
 .(ECMWF)وطوآيو، وسيول، وواشنطن، وإآستير، والمرآز الأوروبي 

 
 عمل جدير (LRF) للتنبؤ الطويل المدى (MME)اذج وأقرت اللجنة بأن استخدام المجموعات متعددة النم 6.3.37

 :بالاهتمام لما يلي
 
 أن هذه المجموعات تتيح فرصة تحسين الموثوقية عما هو متاح من مجموعات النماذج المنفردة وحدها؛ •
 
 تتيح فرصة تقدير أوجه عدم اليقين في التنبؤات طويلة المدى، وبوجه خاص تحديد  (MMEs)أن المجموعات  •

 قييدات التي تنطوي عليها هذه التنبؤات؛الت
 
 ؛(LRF)في مجال التنبؤات " لبناء الثقة" توفر وسيلة (MMEs)أن المجموعات  •
 
 .(MMEs)إمكانية تحقيق تحسينات آبيرة في المهارات من وراء استخدام المجموعات  •
 

لمدى يمكن أن تعمل آمراآز لتجميع  وأقرت اللجنة بأن بعض مراآز الإنتاج العالمي للتنبؤات الطويلة ا 6.3.38
ويمكن أن تؤدي هذه المراآز . (MMEs) من أجل بناء مجموعات متعددة النماذج (LRF)البيانات العالمية عن التنبؤات 

 :الوظائف التالية
 
 (GPCs)جمع التكهنات الاستعادية والتنبؤات العالمية من مراآز الإنتاج العالمية للتنبؤات الطويلة المدى  ●

 والمرافق الوطنية للأرصاد (RCCs)، والمراآز المناخية الإقليمية (GPCs)المشارآة وإتاحتها للمراآز  
 ؛)النفاذ إليها محمي بكلمة سر( آجهات مستخدمة مسجلة (NMHSs)الجوية والهيدرولوجيا 

 
 ؛(MME)عات ، وتوفير الوثائق بشأن هذه المجمو(MME)تعزيز تبادل البحوث والخبرات بشأن المجموعات  ●
 
 ؛(MME)العمل على وضع معايير لنواتج المجموعات  ●
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 دعماً للمراآز  (MME) من أجل استنباط مجموعات (MME)توفير مستودعات لمختلف تقنيات المجموعات  ●
(GPCs) والمراآز المناخية (RCCs)؛ 

 
ا وتقديمها إلى المراآز   في نسق عام يستند إلى معايير متفق عليه(GPCs)توفير عروض لتنبؤات المراآز  ●

 ومراآز الإنتاج العالمية للتنبؤات الطويلة (NMCs)المناخية الإقليمية، والمراآز الوطنية للأرصاد الجوية 
 .المدى، مع حماية النفاذ إليها بكلمة سر

 
عة عشرة  ولجنة علم المناخ في دورتها الراب2005، (CBS-XIII)وأعربت اللجنة في دورتها الثالثة عشرة  6.3.39

(CCI-XIV) ،2005 عن إدراك آل منها أن عدة مناطق قد اضطلعت بمشاريع تجريبية لتنفيذ المراآز المناخية الإقليمية 
(RCCs) وأن المحتمل أن تصل طلبات إلى المنظمة من أجل الحصول على تسميات رسمية للمراآز المناخية الإقليمية ،

 سيتطلب نتيجة (GDPFS)مرجع النظام العالمي لمعالجة البيانات والتنبؤ ن وأشارت اللجنة إلى أ. 2008قبل نهاية عام 
لذلك إدخال تعديلات على قسم الجوانب العالمية من أجل وصف الوظائف التي يمكن أن يضطلع بها مرآز مناخي 

 المجموعة الأساسية   مع إضافة النصوص والمعايير التنظيمية الملائمة اللازمة لأداء وتقييم(WMO)إقليمي تابع للمنظمة 
وأحاطت اللجنة علماً آذلك بأن وظائف أساسية آثيرة للمراآز . الدنيا من وظائف المراآز المناخية الإقليمية، على الأقل

. (GPCs)المناخية الإقليمية ستتطلب نواتج متسقة وموثوقة ودعماً من مراآز الإنتاج العالمية للتنبؤات الطويلة المدى 
 لجنة علم المناخ، قررت اللجنة العمل مع هذه اللجنة لإجراء تنقيحات ملائمة للمرجع من أجل دعم   واستجابة لطلب من

 .(2008)، قبل انعقاد الدورة الرابعة عشرة للجنة النظم الأساسية (GPCs)التسمية الرسمية لمراآز مناخية إقليمية 
 

 بنجاح على مدى السنوات العديدة الماضية، بإصدار وأُبلغت اللجنة بأن إدارة الأرصاد الجوية الهندية قامت 6.3.40
تنبؤات طويلة المدى بالنسبة لسقوط الأمطار على البلد في فترات هبوب الرياح الموسمية الجنوبية الغربية، وآانت هذه  

ام  وقد أُعدت التنبؤات باستخد . يونيو/ أبريل من آل عام وتُستكمل في شهر حزيران/ التنبؤات تصدر في شهر نيسان
 نظاماً للتنبؤ 2003وبالإضافة إلى هذا، فإن إدارة الأرصاد الجوية الهندية نفَّذت في عام . نماذج إحصائية وُضعت محلياً

وهو ما آشف عن وجود  ) الولايات المتحدة الأمريكية( للجنة التنفيذية للسلام والأمن T63الديناميكي باستخدام نموذج 
. 2006 و2005وذج في وضع تنبؤات تجريبية في المنطقة الهندية بكاملها في عامي وقد استُخدم النم. قدر من المهارة

 بحيث تصل فوائد هذا  (RCC)وسوف تسعى الهند إلى جعل المرآز الوطني للمناخ التابع لها مرآزاً مناخياً إقليمياً 
 . هذه المقترحات بكامله وذلك آلما سنحت الفرصة لتقديم(RA ll)النشاط إلى الاتحاد الإقليمي الثاني 

 
وأشارت اللجنة إلى أن البيان المنقح لقائمة الإرشادات الخاصة بالاحتياجات من بيانات الرصد من أجل   6.3.41

إنتاج تنبؤات عالمية طويلة المدى قد أحيل لينظر فيه الفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص بنظم  
، والنظام العالمي لرصد (CCI)، ولتنظر فيه لجنة علم المناخ   (CBS)للجنة النظم الأساسية  التابع (IOS)الرصد المتكاملة  

 .(GCOS)المناخ 
 

 وأحاطت اللجنة علماً بأن نظام التحقق الموحد من التنبؤات الطويلة المدى بصيغته الواردة في التذييل  6.3.42
وأوصت اللجنة .  قد تم استعراضه  (GDPFS)ات والتنبؤ مرجع النظام العالمي الخاص بمعالجة البيان من 8 –الثاني 

، ويمكن (GDPFS)المرجع بإدراج التنقيحات التي توفر التوضيحات والتصويبات اللازمة باعتبارها تعديلاً على 
 .(CBS-Ext.(06)) 7، للتوصية 2 من المرفق 4الاطلاع عليها في الجزء 

 
 أنشطة التصدي للطوارئ

 
 ) النوویةERA(النوویة أنشطة التصدي للطوارئ 

 
لاحظت اللجنة فيما يتعلق بأسلوب التصدي للطوارئ أن الإرسال بالفاآس يظل هو الطريقة الرسمية لنقل  6.3.43

ووافقت على أن تتخذ . النواتج، آما لاحظت أن الاحتفاظ بأرقام تشغيلية محدثة ومسؤولي اتصال لايزالان يشكلان تحدياً
 والأمانة إجراءات ملائمة لتأآيد المعلومات التشغيلية المتعلقة (RSMCs)صة للأرصاد الجوية المراآز الإقليمية المتخص

 ).(WMO)عن طريق المراسلات مع الممثلين الدائمين للمنظمة (بالاتصالات من خلال اختبارها وتحديثها 
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 إلى الويب لتبادل  الثمانية تستخدم تكنولوجيات تستند(RSMCs)ولاحظت اللجنة أن جميع المراآز  6.3.44
على الويب ولكن مستقلة ) متطابقة/ مطابقة( صفحات مماثلة (RSMCs)ونفذ بعض المراآز . المعلومات والنواتج

وبالإضافة إلى ذلك، نفذت هذه الصفحات على الويب بطريقة تحد إلى  . ومحمية بكلمة سر واختبرها في تمرينات شهرية
تعطل الإنترنت، وفي الوقت نفسه تراعي القدرات المتباينة للمرافق  أدنى حد من مخاطر الأعطال بسبب حالات 

(NMHSs)ووافقت اللجنة على أنه ينبغي تمديد نطاق صفحات الويب المطابقة ليشمل جميع المراآز .  على النفاذ إليها
 . في هذا النشاط المتخصص(RSMCs)الإقليمية المتخصصة للأرصاد الجوية 

 
 في التمرين الدولي الثالث للتصدي للطوارئ النووية (WMO)ماً بمشارآة المنظمة وأحيطت اللجنة عل 6.3.45

(ConvEx-3 (2005))   وجرى تقييم أداء .  ونظمته الوآالة الدولية للطاقة الذرية2005مايو /  أيار 11-12 الذي نفذ في
ة على أنه أداء مناسب وممتاز ويؤدي  أثناء التمرين فيما يتعلق بالترتيبات الإقليمية والعالمية الدائم(WMO)المنظمة 

 .الغرض المنشود منه
 

الوثيقة المتعلقة بالدعم الذي تقدمه المراآز : " المعنونة778وأشارت اللجنة إلى أن الوثيقة الفنية للمنظمة رقم  6.3.46
رصاد الجوية في والموجهة إلى أخصائيي الأ(الإقليمية المتخصصة للأرصاد الجوية لأغراض التصدي للطوارئ البيئية 

 .، وأقرت بأن هذه الوثيقة تحتاج إلى تحديث(ERA)هي المرجع الفني لبرنامج أنشطة التصدي للطوارئ )" (NMHSs)المرافق 
 

وأشارت اللجنة إلى أنه وإن آانت تكنولوجيا نمذجة الانتقال في الغلاف الجوي تمثل فيما يتعلق بالتنبؤ  6.3.47
اً بالغ الأهمية في دعم التصدي لكثير من الطوارئ البيئية، فإن تطور وتوسع  بالتشتت في الغلاف الجوي عنصر

أثبت أيضاً أنه أداة تشغيلية بالغة الفائدة في تحديد    " رسم المسار المستعاد"تكنولوجيا المحاآاة العددية ذاتها لتشمل 
ل أسلوب آخر من مثل الاستشعار  المصدر المحتمل للأخطار المحمولة جواً التي تكتشف في موقع للمراقبة أو من خلا

وأعربت اللجنة عن إدراآها لتطور نمذجة الانتقال في الغلاف الجوي، آما أوصت بأن التسمية الحالية للمراآز . عن بعد
الإقليمية المتخصصة للأرصاد الجوية ذات النشاط المتخصص في التصدي للطوارئ البيئية ينبغي إبقاؤها وإعادة  

 ذات النشاط المتخصص في نمذجة الانتقال (RSMCs)المراآز الإقليمية المتخصصة للأرصاد الجوية "تسميتها على أنها 
وسيشمل هذا النشاط المتخصص بعدئذ، بُعد التصدي للطوارئ البيئية، ودعم رسم المسار المستعاد   ". في الغلاف الجوي

سار المستعاد دعماً للحوادث البيئية الأخرى ، ورسم الم(CTBT)للتحقق من الالتزام بمعاهدة الحظر الشامل للتجارب 
 والتي لم (WMO)وستدعى المراآز التابعة للمنظمة .  والمنظمات الدولية ذات الصلة(NMHSs)والذي يقدم إلى المرافق 

 لكنها ترغب في أن تُعيّن آذلك لرسم المسار المستعاد إلى (RSMCs)تعين آمراآز إقليمية متخصصة للأرصاد الجوية 
 .م ترشيحها مع الوثائق الداعمة لها لإظهار قدراتها على أداء الوظائف المعنيةتقدي
 

وأقرت اللجنة بأنه سيكون من المفيد للمراآز الإقليمية المتخصصة للأرصاد الجوية أن تنظم تجربة لنمذجة  6.3.48
ضاً باعتبارها نقطة بدء لمواصلة وستكون هذه التجربة مفيدة أي. رسم المسار المستعاد لحدث ما وأن تجري هذه التجربة

 .تقصي مفهوم العمليات من أجل طلب وتقديم نواتج وخدمات رسم المسار المستعاد لنمذجة الانتقال في الغلاف الجوي
 

 المتعلقة بأنشطة مرجع النظام العالمي لمعالجة البيانات والتنبؤوأوصت اللجنة بتنقيح أقسام عديدة في    6.3.49
. صوصاً من أجل إدراج إشارات إلى رسم المسار المستعاد لنمذجة الانتقال في الغلاف الجوي التصدي للطوارئ، خ

 .(CBS-Ext.(06)) 7 للتوصية 3وترد التعديلات الموصى بها في المرفق 
 

وأشارت اللجنة إلى أن نجاح التعاون مع اللجنة التحضيرية لمنظمة معاهدة الحظر الشامل للتجارب النووية   6.3.50
(CTBTO) التي بلغت الآن مرحلة تتيح إنشاء نظام مشترك للتصدي بين المنظمة (CTBTO) والمنظمة (WMO)  ينطلق 

من هدف آشف النويدات المشعة ذات الصلة بالمعاهدة في النظام الدولي لمراقبة النويدات المشعة في إطار منظمة  
(CTBTO) .مة وفي نظام من هذا القبيل، تطبق المراآز التابعة للمنظ(WMO) بناء على طلب الأمانة الفنية المؤقتة 
لحساب المعلومات المتعلقة " رسم المسار المستعاد" نماذج التشتت في الغلاف الجوي بطريقة (CTBTO)لمنظمة 

 المتعلقة بقياسات النويدات المشعة التي تجريها شبكة المراقبة الدولية  (SRS)بالحساسية المعيارية لمستقبِل المصدر 
ووافقت اللجنة على وضع ترتيبات جديدة فيما .  ساعة من طلبها24ي تبلّغ النتائج التي تتوصل إليها في غضون والت

 إلى (RSMCs)يتعلق برسم المسار المستعاد لنمذجة الانتقال في الغلاف الجوي بما في ذلك تقديم خدمات المراآز  
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آذلك فيما يتعلق بنظام التصدي المشترك بين منظمة  و(NMHSs)المرافق الوطنية للأرصاد الجوية والهيدرولوجيا 
وأوصت .  والقائم على رسم المسار المستعاد(WMO) والمنظمة (CTBTO)معاهدة الحظر الشامل للتجارب النووية 

 6 –لأول  ا باعتباره تذييلاً جديداً(GDPFS)البيانات والتنبؤ الترتيبات رسمياً في مرجع النظام العالمي لمعالجة المنظمة بإدراج 
 .(CBS-Ext.(06)) 7 للتوصية 4وهذه التعديلات الموصى بها مدرجة في المرفق . 9 –والتذييل الثاني 

 
 ينبغي أن تواصل العمل من أجل RSMCs اللجنة بأن المراآز الإقليمية المتخصصة للأرصاد الجوية وأقرت 6.3.51

استكشاف أساليب إضافية لضمان الجودة أو تعزيز النواتج تبادل الملفات العددية فيما بينها الأمر الذي سيمكن من 
 . ، بما في ذلك التطبيق المحتمل لتقنيات المجموعات من أجل التصدي للطوارئ البيئيةRSMCالمتخصصة للمراآز 

 
 ) غير النوویةERA(أنشطة التصدي للطوارئ غير النوویة 

 
 في أغلب الأمر حوادث ذات طبيعة متمرآزة وقصيرة  اللجنة علماً بأن الحوادث الكيميائية هيأحيطت 6.3.52

العمر حيث يكون التصدي للطوارئ بسرعة بالغة أهمية آبيرة، وذلك فإنها اقترحت أن تتمثل الاستراتيجية الأآثر  
ملاءمة في هذا الصدد في ترآيز الجهود على تنمية القدرات اللازمة للمرافق الوطنية للأرصاد الجوية والهيدرولوجيا  

(NMHSs) . ومما له أهمية أعلى بالنسبة للمنظمة أن تُنقل عبر الحدود مخاطر محمولة جواً، آما في حالة الدخان الناتج
عن حرائق آبيرة، من الملائم اتباع نهج إقليمي النزعة حيث يمكن للمراآز الإقليمية المتخصصة للأرصاد الجوية  

RSMC  المسماة أن تقدم الدعم إلى المرافق NMHSsن أجل التصدي للطوارئ، وفي الوقت ذاته بناء القدرات على  م
وبالنسبة للعواصف الترابية أو الرملية الكبيرة العابرة للحدود، فإن تنسيق الترتيبات العملية من نوع  . المستوى الوطني
 . يمثل أمراً ملائماRSMCًترتيبات المراآز 

 
 بشأن برنامج  778 رقم WMO من الوثيقة الفنية للمنظمة  اللجنة على تحديث الأقسام ذات الصلةووافقت 6.3.53

، على سبيل المثال فيما يتعلق بجوانب الأرصاد الجوية المتعلقة بالحوادث الكيميائية ERAأنشطة التصدي للطوارئ 
 في  بماCBS-Ext.(98)وهي الأقسام التي اعتمدت أصلاً وأدرجت في الملخص العام لأعمال الدورة الاستثنائية للجنة  

 :ذلك ما يلي
 
 ؛)، المرفق الخامسCBS-Ext.(98)( المتطلبات فيما يتعلق بالحوادث الكيميائية تحديد ●
 
) في التصدي للطوارئ البيئية(دور المرافق الوطنية للأرصاد الجوية أو الأرصاد الجوية الهيدرولوجية  ●

)CBS-Ext.(98)؛)، المرفق السادس 
 
ترونية للمرافق الوطنية للأرصاد الجوية والوآالات الأخرى المسؤولة عن   لتطوير الوصلات الإلكإرشادات ●

 ؛)، المرفق السابعCBS-Ext.(98)(التصدي للطوارئ في حالة الحوادث الكيميائية 
 

ويشكل التعاون مع الوآالة الدولية للطاقة  .  اللجنة عن إدراآها لأهمية التعاون مع المنظمات الدوليةوأعربت 6.3.54
 بشأن lCAO ومع منظمة الطيران المدني الدولي ERAبشأن المكون النووي في برنامج أنشطة التصدي للطوارئ الذرية 

الرماد البرآاني المحمول جواً مَثَليْن على الروابط القوية مع المنظمات الدولية ذات الصلة، وهي روابط ضرورية 
 . حالات الطوارئ البيئيةوأساسية للنجاح في تقديم الدعم لخدمات الأرصاد الجوية في 

 
 اللجنة التعاون مع اللجنة المشترآة بين برنامج الأمم المتحدة الإنمائي ومكتب الأمم المتحدة لتنسيق  وشجعت 6.3.55

 : الممكن تحقيقه على سبيل المثال فيما يتعلق بالجوانب التالية(UNEP/UN-OCHA)الشؤون الإنسانية 
 
يم تنبؤات محدَّثة بالطقس، وعند الضرورة نمذجة التشتت في الغلاف أثناء مرحلة الطوارئ، يمكن تقد ●

وفي إطار مكتب الأمم المتحدة لتنسيق الشؤون الإنسانية . الجوي، مباشرة إلى القائمين بالتصدي للطوارئ
OCHA يوجد موقع على الويب محمي بكلمة سر ويمكن أن ينفذ إليه جميع مديرو عمليات التصدي لحالة 

 ، ويمكن استخدامه لتقديم نواتج الدعم للأرصاد الجوية؛)مرآز افتراضي للعمليات والتنسيق في الموقع(الطوارئ 
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 والوحدة المشترآة؛ بما في ذلك تفاصيل WMO بين المنظمة يمكن وضع إجراءات للوصلة الإلكترونية ●
  ساعة في اليوم طوال أيام الأسبوع؛24الاتصالات في حالة الطوارئ طوال 

 
 أن تقدم لفرق التقييم والتنسيق في حالات الكوارث التابعة للأمم المتحدة الخبرات الفنية WMO للمنظمة نيمك ●

 .أو التدريب على الانتقال في الغلاف الجوي والنماذج المتعلقة بالأخطار المحمولة جواً/و
 

 والتي تندرج WHOالعالمية  اللجنة مواصلة التعاون في بعض الأنشطة ذات الصلة بمنظمة الصحة وشجعت 6.3.56
، وبوجه خاص المكونات التشغيلية التي يمكن (lPCS)في إطار برنامجها الدولي الخاص بتوفير السلامة الكيميائية 

 .وصلها بالإطار التشغيلي الآخذ في التطور الخاص بأنشطة التصدي للطوارئ غير النووية
 

 برنامج العمل المستقبلي
 

 باعتباره تنبؤ مرجع النظام العالمي لمعالجة البيانات والتنبؤمعرف في " التنبؤ الآني" أن  اللجنة إلىأشارت 6.3.57
بالطقس بدءاً من الوقت الحالي وحتى ساعتين إثر ذلك، في حين أن المصطلح يشير عادة بطريقة غير محكمة إلى أنه     

مثلاً من خلال  (ضونه لتحسين التنبؤات فترة قصيرة جداً من الوقت تتجاوز الوقت الحالي، وتستخدم التقنيات في غ
ولئن آان التنبؤ الآني لا يفيد على وجه الحصر مجال التنبؤ بالطقس القاسي فإن أهميته الكبرى وملاءمته  ). الاستمرار

 .تتمثل في التنبؤ بالأحوال الخطيرة في المدى القصير للغاية
 

انات ونظم الرصد، والاستبانة العالية للتنبؤ العددي بالطقس  اللجنة إلى أن التنبؤ الآني يستند إلى بيوأشارت 6.3.58
(NWP)  وإلى تقنيات من مثل معالجة الصور، ودمج البيانات وتحليلها والاستقراء، وتحسين التنبؤ بالأحوال الجوية 

الرياح، وما إلى مثل الأمطار الغزيرة، والبَرَد والبرق، وهبات (الشديدة التأثير، على سبيل المثال، الأخطار الحملية 
أو الأحوال الخطيرة  ). العواصف الثلجية والعواصف الثلجية العنيفة، وما إلى ذلك(، وظواهر الطقس في الشتاء )ذلك

ويتوقف المزيج التكميلي من استخدام ). الضباب، أخطار الحرائق الكبيرة والعواصف الترابية وما إلى ذلك(الأخرى 
ي الاستبانة العالية لدعم التنبؤ الآني على الظاهرة والفترة الزمنية والأحداث الفعلية الرصدات والتنبؤ العددي بالطقس ذ

ويمكن تنفيذ التنبؤ الآني على طائفة آبيرة متنوعة من النظم والوسائل التي تتراوح بين المعالجة المحلية  . حسبما تتطور
 . باستخدام حاسوب شخصي وبين إنشاء مراآز مخصصة

 
 الخاص بنظام معالجة (OPAG)اختصاصات الفریق المفتوح العضویة المعني بالمجال البرنامجي تطور هيكل عمل و

 (DPFS)البيانات والتنبؤ 
 

أنه وإن  ) 2006أبريل / نيسان( اللجنة علماً بأن فريق الإدارة التابع لها رأى في اجتماعه السادس أحاطت 6.3.59
قصيرة الأجل، فإنه يلزم إجراء بعض التغييرات نظراً للاختصاصات آان هيكل العمل الحالي مناسب تماما للأحداث ال

، وللمتطلبات الناشئة من أجل تسهيل عمل مختلف الفرق والأفرقة العاملة في إطار النظام (DPFS)الإجمالية للنظام 
(DPFS) والتنسيق مع الأفرقة الأخرى داخل لجنة النظم الأساسية (CBS)أو خارجها . 

 
اللجنة على أن إجراء التغييرات التالية في الفريق المفتوح العضوية المعني بالمجال البرنامجي  ووافقت 6.3.60

(OPAG)سيزيد فعالية البرنامج : 
 
 فرقة خبراء معنية بالتنبؤ القصير الأجل للغاية، لمعالجة المسائل المتعلقة باستخدام النماذج التشغيلية إنشاء •

 مداها آيلومترات قليلة؛الناشئة مع درجات استبانة يبلغ 
 
معني بالبنية الأساسية للتنبؤ العددي بالطقس لمعالجة تطور تبادل نواتج التنبؤ العددي بالطقس  تعيين مقرر  •

(NWP) في إطار النظام العالمي للاتصالات (GTS) بما في ذلك توفير مجموعات بيانات متخصصة لنماذج ،
 ؛(NMHSs)مرافق الوطنية للأرصاد الجوية والهيدرولوجيا  التي تدار في ال(LAM)المنطقة المحدودة 
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دمج الفرقتين القائمتين المعنيتين بالبنية الأساسية للتنبؤات طويلة المدى وبالتحقق من التنبؤات الطويلة المدى  ●
 في فرقة خبراء واحدة معنية بالتنبؤ الممتد والطويل المدى؛

 
أو أي أدوات ( على استخدام المجموعات (EPS)م تنبؤ المجموعات  تشديد فرقة الخبراء المعنية بنظازيادة ●

 من أجل إنفاذ تنبؤات احتمالية، وبعبارة عامة من أجل توليد نواتج داعمة لاتخاذ القرار؛) أخرى
 
 فريق للتنسيق معني بالتحقق من التنبؤات من أجل استعراض وتحديث الإجراءات الجارية لحوسبة إنشاء ●

ة للمنظمة، والاستجابة للمتطلبات الجديدة من مثل التحقق من نماذج التنبؤ العددي بالطقس  الدرجات القياسي
ذات الاستبانة العالية للغاية، وخاصة لوضع إجراءات ملائمة للتحقق من التنبؤات والتحذيرات المتعلقة 

ريق في فريق الخبراء بالطقس القاسي، والتحقق من نواتج التنبؤ الآني، فضلاً عن اشتراك خبير من هذا الف
. (NWP) والمعني بالتحقق من التنبؤ العددي بالطقس  (CAS)الملائم التابع للجنة علوم الغلاف الجوي  

وسيعتمد هذا الفريق على نواتج فرق الخبراء ذات الصلة التي تتناول مسألة التحقق، على سبيل المثال، من 
 الطويل المدى، آما سيعالج جوانب التحقق التي لم   أو نواتج التنبؤ(EPS)نواتج نظام تنبؤ المجموعات  

 .تشملها أي فرقة خبراء
 

 تمثل أمراً (PWS) اللجنة على أن الصلة القوية مع برنامج الخدمات العامة في مجال الطقس وأآدت 6.3.61
 الأجل للغاية ، والتنبؤ القصير(EPS)مستصوباً للغاية في عدة مجالات، وبوجه خاص في مجال نظام تنبؤ المجموعات 

 . بسبب الطائفة الواسعة النطاق من المستخدمين النهائيين الذين يمكن أن يستفيدوا من تطور هذه الصلة
 

 الخاص  (OPAG) اللجنة هيكل العمل المنقح للفريق المفتوح العضوية المعني بالمجال البرنامجي وأقرت 6.3.62
 :بنظام معالجة البيانات والتنبؤ آما يلي

 
 التنفيذ المعنية بنظام معالجة البيانات والتنبؤ؛/ التنسيقفرقة  •
 
 فريق التنسيق المعني بالتحقق من التنبؤات؛ •
 
  الخبراء المعنية بنظم تنبؤ المجموعات؛فرقة •
 
 المقرر المعني بالبنية الأساسية للتنبؤ العددي بالطقس؛ •
 
  الخبراء المعنية بالتنبؤ القصير الأجل للغاية؛فرقة •
 
 فرقة الخبراء المعنية بالتنبؤ الممتد والطويل المدى؛ •
 
 فريق التنسيق المعني بأنشطة التصدي للطوارئ النووية؛ •
 
  المعنية بنمذجة الانتقال في الغلاف الجوي لأغراض أنشطة التصدي للطوارئ غير النووية؛الخبراءفرقة  •
 
 .بؤات بالطقس القاسي المعني بتطبيق التنبؤ العددي بالطقس على التنالمقرر •
 

، ولكنها أشارت إلى احتمال أن (DPFS)واتفقت اللجنة على هيكل العمل الجديد لنظام معالجة البيانات والتنبؤ  6.3.63
 أن تتبع وسائل ناجعة لدعم أنشطة الفرق    (WMO)ولذا طلبت من أمانة المنظمة . يترتب على زيادة عدد الفرق آثار مالية 

 .والمقررين
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 )RSMC(المراآز الإقليمية المتخصصة للأرصاد الجویة لومات احتمالية في نواتج إدراج مع
 

أحاطت اللجنة علماً بأن المراآز التشغيلية التي تستخدم نواتج نظام تنبؤ المجموعات تجني فوائد آبيرة على  6.3.64
ة للأرصاد الجوية والهيدرولوجيا من   وتستفيد المرافق الوطني.صعيد التنبؤ خلال فترات الطقس القاسي والشديد التأثير

وتقدم هذه المراآز حالياً مشورة  . عن مناطق جغرافية محددة  المسؤولة(RSMCs)النواتج الحاسمة للمراآز الإقليمية 
ولذا فإن هذه الممارسة لا تتيح  .  الموجودة في إقليم آل منها تكون ذات طابع حاسم(NMHSs)ونواتج للمرافق الوطنية 

أن تنقل هذه الخبرة   ) المستمدة من أي مصدر(لتي لديها خبرة فيما يتعلق بتفسير نواتج نظام تنبؤ المجموعات للمراآز ا
واتفقت اللجنة على أن تلك المرافق يمكن أن تستفيد .  في المنطقة الجغرافية لمسؤوليتها(NMHSs)إلى المرافق الوطنية 

 تجسد   (RSMCs)قاسي، من تلقي نواتج من المراآز الإقليمية استفادة آبيرة، خصوصاً في التنبؤ بظواهر الطقس ال
فهذا النهج يمكن أن يتيح نقل المهارات . التفسير والمشورة المستنبطين من استخدام بيانات نظام تنبؤ المجموعات

 .    التي لديها خبرة محدودة في مجال استخدام نظام تنبؤ المجموعات(NMHSs)والخبرة إلى المرافق الوطنية 
 

والتنبؤ الخاص بمعالجة البيانات  الفريق المفتوح العضوية المعني بالمجال البرنامجيوطلبت اللجنة إلى  6.3.65
مراجعة اختصاصات فرقة الخبراء المعنية بنظام تنبؤ المجموعات، حسب الاقتضاء، لإدراج المعلومات الاحتمالية في 

 .ت التخصص الجغرافي ذا)RSMCs(النواتج الصادرة عن المراآز الإقليمية 
 

أحاطت اللجنة علماً بالطلبات المقدمة من الممثلين الدائمين لكل من استراليا وآندا والصين وفرنسا واليابان و 6.3.66
وجمهورية آوريا والولايات المتحدة الأمريكية والمملكة المتحدة ومدير المرآز الأوروبي للتنبؤات الجوية المتوسطة 

ملبورن ومونتريال وبيجين وتولوز وطوآيو وسيول وواشنطن وإآستير : ة مراآز آل منها لتسمي)ECMWF(المدى 
وأبلغت اللجنة بالالتزام . )GPC for LRF( مراآز الإنتاج العالمية للتنبؤات الطويلة المدى )ECMWF(والمرآز الأوروبي 

ديرها للعروض المقدمة بشأن قدرات هذه وأعربت اللجنة عن تق. )GPC for LRF(الرسمي لهذه المراآز بالقيام بوظائف 
 المراآز، ووافقت، بعد النظر في إنجازاتها، على أن هذه المراآز قد استوفت الأحكام ذات الصلة لإجراءات  

 واعتمدت مراآز إنتاج عالمية للتنبؤات الطويلة المدىولهذا أوصت اللجنة بتسمية آل من هذه المراآز . التسمية
 .)CBS-Ext.(06)( 8التوصية 

 
اللجنة علماً، مع التقدير، باعتزام الاتحاد الروسي وجنوب أفريقيا طلب الاعتراف بمرآزي الإنتاج  وأحاطت 6.3.67

وشجعت اللجنة هذين المرآزين، بالنظر إلى ما   . العالميين للتنبؤات الطويلة المدى في موسكو وبريتوريا على الترتيب
ى الحصول على الاعتراف الرسمي في الدورة القادمة التي ستعقد في عام  حققاه من إنجازات، على متابعة السعي إل

وشجعت اللجنة أيضاً المراآز الأخرى التي  .  بعد أن يقدم الممثل الدائم لكل منهما إلى الأمانة طلباً رسمياً بذلك2008
 .(GPC)ج عالمي تنتج تنبؤات طويلة الأجل على أن تعمل من أجل تحقيق معايير الحصول على وضع مرآز إنتا

 
 ) من جدول الأعمال6.4البند ( برنامج الخدمات العامة في مجال الطقس 6.4

 
أحاطت اللجنة علماً مع التقدير بتقرير رئيس الفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص   6.4.1

وأشارت اللجنة إلى أن أعمال الفريق ،  )أيرلندا (Gerald Fleming، السيد (PWS)بالخدمات العامة في مجال الطقس 
(OPAG) التنسيق  /  تم تنسيقها بجهود ثلاث فرق خبراء وفرقة التنفيذ(ICT) وفي معرض ثنائها على تفاني أعضاء الفرق 

 أعربت اللجنة (CBS)المعنية في أداء الاختصاصات المناطة بهم وفقاً لقرارات المؤتمر وقرارات لجنة النظم الأساسية  
، ولمجالات المسؤولية الجديدة التي (PWSP)حها للتطور المستمر لبرنامج الخدمات العامة في مجال الطقس عن ارتيا

 . على عاتقه(PWSP)يأخذها البرنامج 
 

 هو  (NMHSs)وأآدت اللجنة على أن الهدف الرئيسي للمرافق الوطنية للأرصاد الجوية والهيدرولوجيا  6.4.2
طنية بالمنافع البيئية والاقتصادية والاجتماعية وتحقيق رفاهية هذه المجتمعات من خلال  إسهامها في تمتع مجتمعاتها الو

وفي هذا السياق، وافقت اللجنة على أن . توفير نواتج وخدمات الأرصاد الجوية وما يتصل بها من نواتج وخدمات
 من أجل (NMHSs)ه المرافق الخدمات العامة في مجال الطقس هي واحدة من الإسهامات الجوهرية التي تقدمها هذ
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تحقيق الأهداف الوطنية بتقديم إنذارات بالمخاطر المتعددة مما يساهم في الحفاظ على سلامة الأرواح وسبل المعيشة  
وفي سبيل هذه الأهداف أحاطت اللجنة   . والتنمية الوطنية المستدامة، ونوعية الحياة، والحفاظ على مستوى جودة البيئة

عضاء قد وسّع من نطاق برامج الخدمات العامة في مجال الطقس حتى أصبحت تضم مجالات أخرى  علماً بأن بعض الأ
من مجالات تقديم الخدمات المتعلقة بالمناخ والمياه اعترافاً بأن الخدمات العامة في مجال الطقس تساهم في إفهام  

 .ه الموضوعاتالجمهور وتثقيفه وتوفر آلية لإذاعة المعلومات والاتصالات الفعالة في هذ
 

وشددت اللجنة على أن الخدمات العامة في مجال الطقس باعتبارها عنصراً فائق الأهمية للمرافق الوطنية  6.4.3
 تؤدي هذا الدور من خلال تقديم وتبادل المعلومات العالية الجودة المتعلقة  (NMHSs)للأرصاد الجوية والهيدرولوجيا 

لومات بطريقة مفيدة وملائمة ومناسبة من حيث التوقيت على أساس يومي منتظم  بالأحوال الجوية وما يتصل بها من مع
وأآدت اللجنة على أن أي خدمة في مجال الطقس . لتمكين المستخدمين من اتخاذ قراراتهم عن علم وفي الوقت المطلوب

رولوجيا على الحصول على تدار بشكل جيد وتتسم بالمصداقية يمكن أن تساعد المرافق الوطنية للأرصاد الجوية والهيد
الثقة الطويلة الأجل فيها من عامة الناس وهو ما سيكون في غاية الأهمية بالنسبة لفعالية الإنذارات بظواهر أقل تواتراً  

 لعامة الناس تنبؤات وإنذارات بالطقس (NMHSs)ولم يعد آافياً أن توفر المرافق . بكثير من ظواهر الطقس القاسي
 على العمل مع السلطات المختصة  (NMHSs)مناسبة في توقيتها، ومن الضروري مساعدة المرافق القاسي أآثر دقة و

،   )بما في ذلك خدمات الطوارئ(والمناسبة سواء بتحسين تنبؤاتها بالأخطار وآذلك وبالتشاور مع الوآالات ذات الصلة 
وأيدت اللجنة طلب المجلس . ى عامة الناستنبؤاتها بتأثيرات هذه الأخطار، وبالتالي توصيل رسالة منسقة ومتسقة إل

 في التنبؤ بتأثيرات أحوال الطقس الخطيرة من خلال تطبيق   (NMHSs)التنفيذي إعداد مبادئ توجيهية لمساعدة المرافق 
تقنيات من مثل الجمع بين تقييم مواطن الضعف والمعلومات المتعلقة بالأحوال الجوية من أجل إنتاج تنبؤات بالمخاطر 

لتأثيرات، وإذآاء وعي عامة الناس بالمخاطر المترتبة على الطقس القاسي والشديد التأثير من خلال استخدام  أو با
 .استراتيجية اتصالات ملائمة

 
 استراتيجية الخدمات العامة في مجال الطقس والمسائل المتعلقة بها

 
 الخاص  (OPAG)ي بالمجال البرنامجي أجرت فرقة تنسيق التنفيذ التابعة للفريق المفتوح العضوية المعن 6.4.4

استعراضاً ) 2005أآتوبر / تشرين الأول( في اجتماعها المعقود في دابلن (PWS)بالخدمات العامة في مجال الطقس 
 ووظائفه لتأآيد توافق عملها مع الخطة الاستراتيجية للمنظمة (PWSP)شاملاً لبرنامج الخدمات العامة في مجال الطقس 

(WMO) . الفرقة وحددت(ICT) استراتيجيات البرنامج نظراً للاتجاهات والاحتياجات الناشئة في مجال توفير الخدمات 
  (ICT)واتفقت اللجنة في الرأي مع فرقة تنسيق التنفيذ . وتقديمها للمساعدة في توجيه عمل البرنامج خلال السنوات المقبلة
 وصورتها (NMHSs) خلال بناء وصيانة مكانة المرافق على أن الخدمات العامة في مجال الطقس تؤدي وظيفتها من

 :بوصفها مرافق تقدم خدمات عالية الجودة وذلك عن طريق النهج الاستراتيجي التالي
 
 إضفاء طابع الامتياز على العلوم والتكنولوجيا؛ )أ(
 
 تفهم احتياجات المستخدمين ومراعاتها وتلبيتها؛ )ب(
 
 حة؛إقامة علاقات مع أصحاب المصل )ج(
 
 .إرساء الموثوقية في تقديم نواتج وخدمات الأحوال الجوية وما يتصل بها من نواتج وخدمات )د(
 

واستعرضت اللجنة الاتجاه الذي حددته فرقة تنسيق التنفيذ والذي يتعين أن يتبعه برنامج الخدمات العامة في   6.4.5
 : المبين أدناه من أجل تنفيذ نهجه الاستراتيجي على النحو(PWSP)مجال الطقس 

 
 تحسين خدمات ونواتج الإنذار المبكر وعرضها آجزء لا يتجزأ من الخدمات العامة في مجال الطقس؛ )أ(
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 المشارآة في أنشطة بناء القدرات والتوعية؛ )ب(
 
،  (NMHSs)توسيع نطاق الوصول إلى نواتج وخدمات المرافق الوطنية للأرصاد الجوية والهيدرولوجيا  )ج(

 كانيات الوصول إليها مما يؤدي إلى تحسين صورتها ومصداقيتها؛وتحسين إم
 
الترويج لتطبيق علوم الأرصاد الجوية والتكنولوجيا المتصلة بها من أجل تحسين النواتج والخدمات،  )د(

 والمشارآة في المشاريع الإيضاحية؛
 
 الاضطلاع بأنشطة تعاونية، حسب الاقتضاء؛ )ه(
 
  والتشجيع على اتباعها؛تحديد أفضل الممارسات )و(
 
إجراء بحوث بشأن الجوانب الاجتماعية والاقتصادية للخدمات المقدمة في مجال الطقس وتعزيز المعلومات  )ز(

 عن هذه الجوانب؛
 
 نشر نتائج أعمال أفرقة وفرق الخبراء التابعة لبرنامج الخدمات العامة في مجال الطقس؛ )ح(
 
 تقصائية وعمليات تقييم؛ المشارآة في إجراء دراسات اس )ط(
 
  وتعزيزها؛(WMO)الترويج للعلامة التجارية للمنظمة  )ي(
 
الترويج لإدارة الجودة بما في ذلك التثبت فيما يتعلق بنواتج وخدمات برنامج الخدمات العامة في مجال  )ك(

 .(PWS)الطقس 
 

ى النهج الاستراتيجي لبرنامج الخدمات  وافق علCBSوأشارت اللجنة إلى أن فريق الإدارة التابع للجنة  6.4.6
وهكذا اعتمدت .  الذي أقره المجلس التنفيذي وطلب إلى الأمين العام تقديم الدعم لتنفيذه (PWSP)العامة في مجال الطقس 

 وعدلتها وطلبت أن تنعكس متطلبات خطة العمل المصاحبة على نحو ملائم في  (PWSP)اللجنة استراتيجية البرنامج 
آما أنها طلبت أن يعمل الفريق المفتوح العضوية المعني بالمجال البرنامجي . يل التي وضعتها الأمانةخطة التشغ

 وأن يوجه اهتماماً (WlS)الخاص بالخدمات العامة في مجال الطقس في تعاون وثيق مع مجتمع نظام معلومات المنظمة 
 .(PWSP)لعامة في مجال الطقس خاصاً إلى تأثير هذا النظام على استراتيجية برنامج الخدمات ا

 
وأشارت اللجنة إلى أنه استجابة لطلبات أعضاء المنظمة المتعلقة بالحصول على إرشادات من البرنامج  6.4.7

(PWSP)  فيما يتعلق بتحديد الاختصاصات الوطنية للخدمات العامة في مجال الطقس في بلدانهم، اقترحت فرقة تنسيق 
 :ووافقت اللجنة على التعريفين على النحو التالي. تنظر فيهما اللجنةالتنفيذ فئتين من الخدمات ل

 
 :العنصران الضروریان لأي برنامج وطني للخدمات العامة في مجال الطقس

 
توفير رصدات وتنبؤات أساسية للطقس لمساعدة المواطنين في أنشطة حياتهم اليومية؛ وإنذارات بالطقس  (1)

 الحكومية الأخرى، حسب الاقتضاء، لمساعدتها في أداء مهامها الخاصة القاسي، ومعلومات إلى السلطات
 بحماية أرواح مواطنيها وسبل معيشتهم وممتلكاتهم؛

 
تنفيذ أنشطة التعليم والتوعية والتأهب الرامية إلى مساعدة المواطنين على تحقيق أفضل استفادة ممكنة من  (2)

فهم الآثار المحتملة للطقس القاسي والعِلم بإجراءات التخفيف التنبؤات والمعلومات المتعلقة بالإنذارات، و
 .الملائمة
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 :عناصر موصى بها لبرنامج وطني للخدمات العامة في مجال الطقس
 

  المجاورة؛(NMHSs)تبادل الإنذارات وتنسيقها مع المرافق الوطنية للأرصاد الجوية والهيدرولوجيا  (1)
 

 (NMHSs) موظفي المرافق الوطنية للأرصاد الجوية والهيدرولوجيا توفير التدريب على العرض لجميع (2)
 الذين يتعين عليهم التعاون مع وسائل الإعلام خلال أدائهم لعملهم؛

 
 القيام بالأنشطة الخاصة بضمان الجودة، واستخدام حصيلة هذه المبادرات لتحسين النواتج والخدمات؛ (3)
 

 البحوث وأوساط المستخدمين للتمكين من تحقيق المستوى الأمثل لتطبيق تيسير الاتصال المتبادل بين أوساط (4)
نتائج البحوث من أجل إدخال تحسينات على المنتجات والخدمات، وتشجيع تصميم برامج البحث والتطوير  

 التي تراعي احتياجات المستخدمين؛
 

 الوصول الأمثل لعامة الناس إلى إقامة علاقات تعاونية مع وسائل الإعلام وتعزيز هذه العلاقات لضمان (5)
 .النواتج والخدمات التي تتيحها الخدمات العامة في مجال الطقس

 
 ٍ(PWS)تحسين خدمات ونواتج الخدمات العامة في مجال الطقس 

 
 الخاصة بالخدمات العامة في مجال الطقس (ET/SPl)تتمتع فرقة الخبراء المعنية بتحسين النواتج والخدمات  6.4.8

صات واسعة تتمثل في تحديد الحاجات الناشئة إلى النواتج والخدمات الجديدة والمحسنة مع التأآيد على باختصا
المجموعات الرئيسية للمستفيدين من الخدمات العامة في مجال الطقس، وتقديم تقارير عن هذه الحاجات وتوصيات  

عدة مجالات رئيسية تحتاج إلى تقييم من  ) 2005 مايو/ نيويورك، أيار(وقد حددت فرقة الخبراء في اجتماعها  . بشأنها
وتشمل هذه المجالات تطبيق البيانات والرصدات المعززة والتكنولوجيات . (PWS)أجل تحسين النواتج والخدمات 

،  (NMHSs)الجديدة؛ وتعزيز القدرات على النشر، ووضع برنامج فعال للتعليم العام، وتعزيز العلاقات بين المرافق 
 . الحكومية الأخرى والقطاع الخاص ووسائل الإعلاموالوآالات

 
 إمكانية تغيير الطريقة التي تقدم بها (EPS)وتتوافر للبيانات والنواتج المتأتية من نظم تنبؤ المجموعات  6.4.9

المعلومات المتعلقة بالتنبؤات إلى أوساط المستخدمين لكن هناك تحديات في مجال الاستفادة من هذه المعلومات 
ومن ثم يتسم تثقيف أوساط المستخدمين فضلاً عن العمل مع وسائل الإعلام بأهميته الحيوية لاستخلاص   . فسيرهاوت

وتحسين توصيل هذه  ) 6.4.16انظر الفقرة (أقصى فائدة من توصيل المعلومات الخاصة بالاحتمالات إلى المستخدمين 
البلدان نمواً تحتاج إلى مساعدة آبيرة حتى تستفيد من منافع نواتج  وأآدت اللجنة أن البلدان النامية وأقل . المعلومات إليهم

 تتوافر لها قدرات نظم تنبؤ (NWP)وأآدت على الحاجة إلى مراآز رئيسية للتنبؤ العددي بالطقس  . نظم تنبؤ المجموعات
ت اللازمة   الأصغر في وضع طائفة من النواتج والأدوا(NMHSs) من أجل العمل مع المرافق (EPS)المجموعات 

 . استخداماً فعالاً(EPS)لمساعدتها على استخدام النظم 
 

وأحيطت اللجنة علماً بمشروعين إقليميين بشأن . (PWS)ويمثل التحقق أداة هامة لتحسين نواتج وخدمات  6.4.10
ية من موقع  التحقق هما مشروع للتحقق الأساسي من التنبؤات آدرجات الحرارة في الاتحاد الإقليمي السادس والمتأت

 الخاصة (NWP) على الويب، ومشروع تجريبي للتنبؤات العددية بالطقس (WWlS)الخدمة العالمية لمعلومات الطقس 
 من أعضائه في المشروع الرائد الذي يحصل 14وفيما يتعلق بهذا الاتحاد يشارك . بالمدن في الاتحاد الإقليمي الثاني

ة الكورية ومن الوآالة اليابانية للأرصاد الجوية ومن مرصد هونغ آونغ  على رسوم بيانية من إدارة الأرصاد الجوي
ووافقت اللجنة على أن هذه المعلومات يمكن أن تكون مفيدة للغاية للبلدان النامية وطلبت إلى ). 6.4.31انظر الفقرة (

 .م تقرير عن ذلكفرقة الخبراء المعنية بتحسين النواتج والخدمات مراقبة تنفيذها ومواصلة تطويرها وتقدي
 

وأحاطت اللجنة علماً بأن بعض الاحتياجات الناشئة من مثل خدمات الأرصاد الجوية اللازمة للمساعدة في  6.4.11
المبادئ التوجيهية بشأن الأرصاد إدارة ومكافحة الأمراض المحمولة في الهواء والماء لم تتم تغطيتها تغطية آافية في 
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 وطلبت إعداد إضافة موجزة للمبادئ التوجيهية من أجل تلبية هذه .(2004)نوعية الهواء الجوية الإحيائية والتنبؤات ب
المبادئ التوجيهية مثل إجراءات وممارسات إدارة الجودة فيما يتعلق بالخدمات الحاجة آما طلبت اللجنة عقب نشر 

لمطبوعة على ممارسات إدارة المرافق   بتقييم أثر هذه ا(ET/SPl)أن تبدأ فرقة الخبراء  (PWS)العامة في مجال الطقس 
(NMHSs) . ولدى مناقشة ممارسات إدارة الجودة في المرافق(NMHSs) رحبت اللجنة بالأمثلة التي جمعتها الفرقة ،
(ET/SPl) من خبرتها المباشرة في تنفيذ ممارسات إدارة الجودة والفوائد الناتجة عنها فضلاً عن المعلومات المتعلقة 

 .(lT) تكنولوجيا المعلومات بمعيار إدارة
 

وتتيح تقنيات التنبؤ من قواعد البيانات، وأجهزة الاتصال المتنقلة التي تستخدم نظام المعلومات الجغرافية   6.4.12
(GlS) وتكنولوجيا النظام العالمي لمعالجة البيانات (GDPS)  ومحطات عمل تنبؤات الجيل التالي القادرة على سرعة ،

والتنبؤات الآنية والمعلومات الخاصة بالتشخيص من قواعد البيانات، إمكانيات جديدة لإدماج  استرجاع الرصدات 
وطلبت اللجنة توجيه ترآيز خاص إلى التدريب . التنبؤات المتعلقة بالخدمات العامة في مجال الطقس مع تقديم الخدمات
وطلبت . لدان نمواً أن تحصل على أقصى فائدة منهاعلى هذه التكنولوجيات الجديدة حتى تستطيع البلدان النامية وأقل الب

اللجنة أيضاً إلى فرقة الخبراء المعنية بتحسين النواتج والخدمات مواآبة هذه التكنولوجيات والتكنولوجيات الناشئة   
م   وتقديمها من خلال طرق اتصال متعددة وتقدي(PWS) في إعداد نواتج (NMHSs)الأخرى التي يمكن أن تساعد المرافق 

 .تقرير عن آل هذه التكنولوجيات
 

 جوانب الخدمات العامة في مجال الطقس الخاصة بالاتصالات
 

أعربت اللجنة عن إدراآها لأهمية نشوء علاقات إيجابية مع وسائل الإعلام، وضرورة مواءمة المعلومات  6.4.13
وأيدت  . مناسب مع احتياجات وسائل الإعلامالتي تقدمها المرافق الوطنية للأرصاد الجوية والهيدرولوجيا على النحو ال

 فيما يتعلق بإعداد مجموعات (ET/COM)اللجنة النهج الذي تتبعه فرقة الخبراء المعنية بالمسائل الخاصة بوسائل الإعلام 
فمن شأن هذه المجموعات أن توضح أساليب الاتصال الجيدة، واستخدام لغة واضحة وغير " أفضل الممارسات"من 

، فضلاً عن استخدام التكنولوجيات الجديدة مثل   NMHSsزو المعلومات على نحو فعال وبتواضع إلى المرافق  تقنية، وع
، والعرض والتوصية الفعالين للنواتج (Pod-casting)وسائل الاتصال المتنقلة ووسيلة الاتصال اللاسلكية الحديثة 

مثلة لجميع المرافق الوطنية للأرصاد الجوية وطلبت اللجنة إتاحة هذه الأ. والخدمات العامة في مجال الطقس
 .(NMHSs)والهيدرولوجيا 

 
وأحاطت اللجنة علماً بالنتائج الإيجابية التي نشأت من عمل فرقة الخبراء في زيادة تعزيز اهتمام وسائل  6.4.14

اة فضائية للطقس في ولاحظت بوجه خاص وبسرور إنشاء قن. الإعلام بالمرافق الوطنية للأرصاد الجوية والهيدرولوجيا
الصين باشتراك إدارة الأرصاد الجوية الصينية، وشجعت سائر المرافق الوطنية للأرصاد الجوية والهيدرولوجيا على 

واعتبرت اللجنة قيام فرقة الخبراء المعنية بالمسائل الخاصة بوسائل الإعلام    . النظر في اتخاذ مبادرات مماثلة
(ET/COM) ة المتعلقة ببث نشرات عن الأحوال الجوية واستخدام الراديو في تقديم المعلومات  المبادئ التوجيهي بوضع

 بمواد مفيدة للغاية بشأن المهارات الخاصة  (NMHSs)بمثابة خطوة إيجابية لتزويد المرافق عن أحوال الطقس 
 .وطلبت اللجنة توزيع هذه المبادئ التوجيهية على نطاق واسع. بالاتصالات

 
للجنة اهتماماً خاصاً لاحتياجات البلدان النامية التي يقع معظمها في المناطق المدارية التي يمكن أن  وأولت ا 6.4.15

يكون فيها النطاق الزمني الموسمي والمناخ أهم من الأحوال الجوية اليومية الأمر الذي يزيد من أهمية عمل المرافق 
(NMHSs)وأآدت اللجنة على . ن مثل قطاعي الزراعة والصحة على نحو وثيق مع قطاعات المستخدمين ذات الصلة م

 في البلدان (NMHSs)أن إنشاء قنوات اتصال فعالة مع قطاعات المستخدمين هذه أمر أساسي لضمان أهمية المرافق 
وطلبت اللجنة أن تشمل مجموعة أفضل الممارسات أمثلة من البلدان النامية، وأن توضح مدى فعالية الأدوات . النامية
وأآدت اللجنة بوجه خاص على أهمية التدريب على .  آوسائل اتصال(RANET)المعقدة من مثل الإذاعة والإنترنت غير 

 في تقديم (ET/COM)الاتصالات والعرض، وطلبت أن تستمر فرقة الخبراء المعنية بالمسائل الخاصة بوسائل الإعلام 
) المختبر الافتراضي(ت من هذا القبيل، بما في ذلك استخدام إرشاداتها بشأن أفضل السبل وأآثرها فعالية لإجراء تدريبا

 ).الفصول الدراسية التفاعلية(أو 
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ومن المعترف به أن معلومات التنبؤ يمكن التعبير عنها وإبلاغها في صورة احتمالية ولكن اتخاذ القرارات  6.4.16
غ عدم اليقين، وأهمية الثقة في خدمات ونواتج وأهمية إبلا. من جانب المستخدمين يكون على الأغلب قطعياً في طبيعته

وفي  . الخدمات العامة في مجال الطقس آخذة في التزايد ويحدث في بعض الأحيان تغافل هذا المجال الذي يشكل تحدياً
هذا الخصوص أقرت اللجنة بأن فهم المستخدمين للمعلومات المتعلقة بعدم اليقين، بما في ذلك المصطلحات الخاصة    

وطلبت اللجنة أن تعجل فرقة الخبراء . مالات تشكل مجالاً يمكن أن يستفيد من بعض المبادئ التوجيهية الواضحةبالاحت
 وضع مجموعة من المبادئ التوجيهية بشأن الوسائل الفعالة لإبلاغ  (ET/COM)المعنية بالمسائل الخاصة بوسائل الإعلام  

بغي أن تشمل فهم المستخدمين وتفسيراتهم للمعلومات الخاصة احتمالات عدم اليقين والثقة في التنبؤات والتي ين
بالاحتمالات وللتمثيل المرئي لهذه المعلومات والاستجابة لمقتضياتها، آما طلبت اللجنة توزيع المبادئ التوجيهية على 

 .نطاق واسع
 

  دعماً للوقایة من الكوارث والتخفيف من آثارها(PWS)الخدمات العامة في مجال الطقس 
 

عند استعراض عمل فرقة الخبراء المعنية بالخدمات العامة في مجال الطقس دعماً للوقاية من الكوارث  6.4.17
والتخفيف من آثارها أآدت اللجنة أن المرافق الوطنية للأرصاد الجوية والهيدرولوجيا هي السلطة المناسبة التي تتحدث  

واستعرضت الدراسة الاستقصائية التي . رث والتخفيف من آثارهابصوت واحد لدعم إدارة الإنذارات للوقاية من الكوا
 بالاشتراك مع فرقة الخبراء المعنية بتحسين النواتج 2006يناير /  في آانون الثانيWMOأجريت مع أعضاء المنظمة 

ر بالطقس  واحتياجاتها فيما يتعلق بخدمات الإنذا(NMHSs) من أجل تقييم الفجوات لدى المرافق (ET/SPl)والخدمات 
وأحاطت اللجنة علماً بنتائج الدراسة الاستقصائية وخلصت إلى أن نجاح الإنذار يتمثل في تغييره لسلوك الناس . القاسي

وأشارت اللجنة إلى أنه تتسم بالأهمية آذلك حلقات العمل الرامية إلى . وأن التثقيف يمثل في هذا الصدد الأداة الرئيسية
وعامة الناس من أجل بناء الثقة فيما يتعلق بفهم معاني الإنذارات، وتعزيز قدرتهم على  الوصول إلى متخذي القرارات 
وأقرت اللجنة بأنه لتحسين الإنذارات بظواهر الطقس القاسية القصيرة الأزل، يمثل التنبؤ . ترجمتها إلى إجراءات فعالة

 (OPAG)مفتوح العضوية المعني بالمجال البرنامجي الآني أداة هامة لدعم اتخاذ القرار، وطلبت اللجنة أن يبذل الفريق ال
 . الخاص بالخدمات العامة في مجال الطقس آل جهد من أجل مواصلة بناء القدرات في مجال التنبؤ الآني

 
 وآذلك المبادئ التوجيهية بشأن إدماج  (NMHSs) توصيات محددة للمرافق (ET/DPM)وأعدت فرقة الخبراء  6.4.18

 في عملية الإنذار المبكر، (NMHSs) إدارة مواجهة المخاطر من أجل تحديد وتوضيح دور المرافق الإنذارات في إطار
وأيدت اللجنة توصية فرقة الخبراء بوجوب تشجيع البلدان المتقدمة على فعل المزيد لإسداء  . وإعداد مواد مرجعية

 في البلدان النامية بما في ذلك (NMHSs)ولوجيا المشورة وتقديم المساعدة إلى المرافق الوطنية للأرصاد الجوية والهيدر
 .(NMHSs)وطلبت اللجنة إتاحة التوصيات والمواد الإرشادية على نطاق واسع للمرافق . (LDCs)أقل البلدان نمواً 

 
وأيدت اللجنة بقوة الأنشطة التي قامت بتخطيطها فرقة الخبراء المعنية بالخدمات العامة في مجال الطقس  6.4.19
وستوفر نتيجة الدراسة الاستقصائية .  فيما يتعلق بالتنبؤ الآني(ET/DPM) للوقاية من الكوارث والتخفيف من آثارها دعماً

إسهاماً في حلقة عمل بشأن التنبؤ الآني من المقرر تنظيمها بالتعاون الوثيق مع ) 6.4.17انظر الفقرة (مع الأعضاء 
ومن ) 2006أآتوبر / سيدني، تشرين الأول (ع للبرنامج العالمي لبحوث الطقس الفريق العامل المعني بالتنبؤ الآني والتاب

بفضل توعية  . المقرر عقد حلقة عمل في موعد لاحق لتناول الحاجة الملحة إلى الحد من شدة التأثر بالأخطار الطبيعية
س في مشروع العرض  وفي هذا الخصوص رحبت اللجنة باشتراك الخدمات العامة في مجال الطق. الجمهور والإعلام

العملي للتنبؤ بالطقس القاسي الذي نظمه الفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص بالوقاية من  
 .(OPAG DPFS)الكوارث والتخفيف من آثارها 

 
 الاستخدام الفعال لتنبؤات الطقس الموسمية الطویلة المدى

 
بالخطوات التي اتخذها مكتب الأرصاد الجوية وحكومة المملكة المتحدة بلغ وفد المملكة المتحدة اللجنة أ 6.4.20

. 2006-2005لضمان تقديم رسالة متناسقة إلى جمهور المملكة المتحدة بإصدار تنبؤ بموسم شتوي أبرد من المعتاد في 
ؤات تصدر في عدد من ورحبت اللجنة بالتوسع في تقديم تنبؤات موسمية وطويلة المدى وأحاطت علماً بأن مثل هذه التنب
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البلدان ووافقت على أنها يمكن أن تكون ذات فائدة آبيرة للمستخدمين حتى مع عدم وجود دلائل قوية على أن موسم  
 .الشتاء سيكون غير عادي

 
وأحاطت اللجنة علماً بالعمل التحضيري من جانب مكتب الأرصاد الجوية وحكومة المملكة المتحدة في هذه  6.4.21
 وشددت على أن من المهم بوجه خاص عند إصدار تنبؤات موسمية قد يكون لها تأثير آبير إبلاغ هذه التنبؤات .المناسبة

ووافقت على أن تثقيف الجمهور ووسائل  . بالفعل وفي الوقت المطلوب إلى السلطات الحكومية المعنية وإلى الجمهور
لتنبؤات، وما تنطوي عليه من حدود، فهماً فعلياً الإعلام والمستخدمين المتخصصين أمر ضروري لضمان فهم هذه ا

وأوصت بوجه خاص بضرورة التعبير عن نواحي الشك في هذه التنبؤات . والتصرف بشأنها على النحو المناسب
 .وشرحها شرحاً سليماً

 
ون الإقليمي  ونظراً لاتساع التنبؤات الموسمية من الناحية الجغرافية دعت اللجنة الأعضاء إلى تعزيز التعا 6.4.22

في هذا المجال باستخدام المراآز العالمية للتنبؤ وهيكل المراآز المناخية الإقليمية التي يجري إنشاؤها مع لجنة علم   
وإلى جانب ذلك، ومع ملاحظة الطبيعة الدولية في وسائل الإعلام الجماهيرية، اقترحت اللجنة أنه إذا آان . (CCl)المناخ 

التنبؤ الموسمي يعتزم إصدار تنبؤ إلى وسائل الإعلام قد تكون له آثار آبيرة فيمكن التنسيق  أحد المراآز العاملة في 
 .مقدماً مع المرافق الوطنية للأرصاد الجوية والهيدرولوجيا المختصة في المنطقة المعنية

 
 التبادل الدولي للتنبؤات العامة والإنذارات في مجال الطقس 

 
 المحرز في تطوير الموقعين على الويب الخاصين بالخدمة العالمية لمعلومات استعرضت اللجنة التقدم 6.4.23

واستذآرت اللجنة أن هذين الموقعين آان من الواجب . (SWlC)، ومرآز معلومات الطقس القاسي (WWlS)الطقس 
/ وفي نهاية أيار. إنشاؤهما للتشجيع على حسن استخدام المعلومات الرسمية بواسطة وسائل الإعلام، وتمكينها من ذلك

ويوفر موقع .  بلداً عضوا111ً مدينة من 1082 أجرت الخدمة العالمية لمعلومات الطقس تنبؤات خاصة بـ 2006مايو 
 مصدراً مرآزياً للحصول من جميع الأقاليم على إنذارات رسمية بشأن (SWlC)مرآز معلومات الطقس القاسي 

ف الممطرة وتساقط الثلوج بغزارة، وتلجأ وسائل الإعلام إلى الأعاصير المدارية ومعلومات رسمية عن العواص
ماآاو، الصين، الصين، هونغ (وأثنت اللجنة على الأعضاء التي تستضيف الموقعين على الويب . استشارة هذا المرآز

 .، وبوجه خاص هونغ آونغ، الصين لاستمرارها في إدارة عملية تطوير الموقعين)آونغ، الصين، عمان، إسبانيا
 

 على الويب تطوره بإضافة مهمة إعداد تلخيص (SWlC)وواصل موقع مرآز معلومات الطقس القاسي  6.4.24
.  السابقة، وإضافة صفحة جديدة على الويب بشأن العواصف الرعدية7لأطر ومواضع الأعاصير المدارية في الأيام الـ 

مي لمسارات الأعاصير المدارية والذي تحقق بدمج  وأحيطت اللجنة علماً بإنتاج فيديو عن التحرك الإقليمي والعال
،   2005 على الويب آل ثلاث ساعات من محفوظات ظواهر عام (SWlC)صفحات مرآز معلومات الطقس القاسي 

. وآذلك بخطط عرض الأمواج ودرجات الحرارة القصوى على مواقع الخدمة العالمية لمعلومات الطقس على الويب
المستخدم الخاص بالموقعين على الويب اللذين أعدتهما فرقة الخبراء المعنية بتحسين النواتج وطلبت اللجنة إتاحة دليل 

، وفرقة الخبراء المعنية بالخدمات العامة في مجال الطقس دعماً للوقاية من الكوارث والتخفيف من (ET/SPl)والخدمات 
 .آثارها إلى عامة الناس والمنظمات الرئيسية لوسائل الإعلام

 
وحثت اللجنة أعضاء المنظمة على مواصلة تقديم معلومات إلى الموقع الشبكي للخدمة العالمية لمعلومات   6.4.25

 ومرآز معلومات الطقس القاسي (WWlS) وعلى المشارآة بفعالية في آلا الموقعين الشبكيين للخدمة (WWlS)الطقس 
(SWlC) .ات الخدمة وبإبلاغ اللجنة أنه يجري إعداد نسخة ثانية من برامجي(WWlS) باللغة الفرنسية على الموقع على 

العربية، الصينية، الإنكليزية، البرتغالية، ( بلغات مختلفة (WWlS)شبكة الويب، أقرت اللجنة بأنه من خلال نَسْخ الخدمة 
نسيق    وشجعت اللجنة الت. ستتاح إمكانيات الوصول إلى المعلومات إلى جمهور عريض على نطاق العالم) الإسبانية

الوثيق بين أعضاء المنظمة المعنيين من خلال إجراء مشاورات منتظمة، ورحبت بتنظيم اجتماع للتنسيق بناء على 
 من أجل ضمان تطوير النظم بطريقة  (NMHSs) لاستضافة المرافق 2007يناير / طلب المجلس التنفيذي في آانون الثاني

ية بالخدمات العامة في مجال الطقس مواصلة استعراض الحاجة إلى التنفيذ المعن/ وطلبت من فرقة التنسيق. متماسكة
 .اجتماعات تنسيق أخرى
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ورحبت اللجنة بالتعاون الفعال بين برنامج الخدمات العامة في مجال الطقس والمشروع الأوروبي المتعدد  6.4.26
التي   ((EUMETNET)الأوروبية   والتابع لشبكة مرافق الأرصاد الجوية (EMMA)الخدمات للتوعية بالأحوال الجوية 

وناقش برنامج الخدمات العامة في مجال الطقس من خلال مشارآته في ). (MeteoAlarm)ستعاد تسميتها قريباً باسم 
، المسائل التي تتعلق بتطوير فكرة هذا المشروع في أقاليم أخرى للمنظمة  (EMMA)المجلس الاستشاري للمشروع 

(WMO)     ات الإنذارات عبر الحدود والتعاون بين مشروع            ، والتوفيق فيما بين عتب(EMMA)    ومشروع مرآز (SWlC)  ،
وآجزء من هذا التعاون، أوصت اللجنة بإنشاء وصلة              . (EMMA)والتعاون في تحديد احتياجات المستخدمين من المشروع             

 .ل المشروع الأخير    على الويب بعد أن يبدأ تشغي     (EMMA) ومشروع   (SWlC)بين صفحتي مرآز معلومات الطقس القاسي      
 

المراقبة العالمية من أجل  ((GMES)وأحيط برنامج الخدمات العامة في مجال الطقس علماً بأن مشروع  6.4.27
. التابع للاتحاد الأوروبي، وبالفرص والتحديات التي يطرحها هذا المشروع على أوساط الأرصاد الجوية  ) الأمن البيئي

:  وذات الأهمية الخاصة لبرنامج الخدمات العامة في مجال الطقس(GMES)لمشروع وتشمل المشاريع المنفذة في إطار ا
 الذي يرمي إلى توفير معلومات جغرافية إلى الأوساط المعنية بالشؤون الإنسانية، ومشروع (RESPOND)مشروع 

(EURORlSK PREVlEW)ة بإدارة    الذي يسعى إلى تطوير خدمات المعلومات التشغيلية من أجل الأوساط المعني
وطلبت اللجنة إلى برنامج الخدمات العامة في مجال الطقس مواآبة هذه التطورات وغيرها من خلال . الطوارئ

 .(GMES)مشارآة ممثل من الاتحاد الإقليمي السادس في أعمال مشروع المراقبة العالمية من أجل الأمن البيئي 
 

 ي مجال الطقسالتطبيقات الاجتماعية والاقتصادیة للخدمات العامة ف
 

شددت اللجنة على أن الخدمات العامة في مجال الطقس تشمل طائفة واسعة من الخدمات البيئية المقدمة من  6.4.28
وأقرت . عاملين من قطاعات آثيرة من المجتمع دعماً لعملية اتخاذ القرارات المتعلقة بالتطبيقات الاجتماعية والاقتصادية

تعاون والتفاعل بين مقدمي المعلومات المتعلقة بالطقس والمناخ والماء والمستفيدين منها اللجنة بضرورة زيادة مستوى ال
وفي هذا الخصوص، أثنت اللجنة على الأمين العام لاستجابته . من أجل زيادة أهميتها وفائدتها في اتخاذ القرارات

لترآيز على الجوانب الاجتماعية   من أجل ا(WMO)لطلبات أعضاء المنظمة من خلال الهيئات التأسيسية للمنظمة 
فرقة عمل معنية ( من خلال إنشاء (NMHSs)والاقتصادية لأنشطة المرافق الوطنية للأرصاد الجوية والهيدرولوجيا 
وأيدت اللجنة تأييداً آاملاً عمل فرقة العمل  ). بالتطبيقات الاجتماعية والاقتصادية لمرافق الأرصاد الجوية والهيدرولوجيا

ديم المساعدة تحديداً لأعضاء المنظمة في تقييم وإظهار المنافع الاجتماعية والبيئية والاقتصادية المتأتية من   من أجل تق
خدماتها العامة في مجال الطقس والمقدمة لمختلف قطاعات المستخدمين في المجتمع وذلك عن طريق إعداد المنهجيات  

ذي بأن تواصل فرقة العمل نشاطها باتباع نهج تدريجي لتحديد  وأيدت اللجنة طلب المجلس التنفي. والمواد الإرشادية
 .الآليات الممكنة لمعالجة المسائل البالغة الأهمية الخاصة بمقدمي الخدمات والمستخدمين لها

 
 على الجوانب (WMO)وسيسهم برنامج الخدمات العامة في مجال الطقس إسهاماً فعالاً في ترآيز المنظمة  6.4.29

ووافقت اللجنة على أن . (NMHSs)الاقتصادية لأنشطة المرافق الوطنية للأرصاد الجوية والهيدرولوجيا الاجتماعية و
 بشأن تنظيم  (WMO)يشارك برنامج الخدمات العامة في مجال الطقس وفرقة العمل مشارآة تامة فيما تقوم به المنظمة 

مارس  / مدريد، آذار(المتعلقة بالطقس والمناخ والماء المؤتمر الدولي بشأن الفوائد الاجتماعية والاقتصادية للخدمات 
وأحاطت اللجنة علماً بأن المنظمة العالمية للأرصاد الجوية تنظم عدداً من الاجتماعات الإقليمية في الاتحادات  ). 2007

 والهيدرولوجيا الإقليمية الأول والثالث والخامس والسادس عن المنافع الاجتماعية والاقتصادية لخدمات الأرصاد الجوية
 باشتراك بلدان جنوب شرق  2007فبراير / توطئة لمؤتمر مدريد، وسيعقد آخر هذه الاجتماعات في زغرب في شباط

وبالإضافة إلى ذلك، أوصت اللجنة بشدة أن يشارك   . أوروبا وبدعم من البنك الدولي ومعهد الأرصاد الجوية الفنلندي
لة في تحقيق النتائج المتطورة التي ستترتب على المؤتمر وذلك بأنشطة مثل  وفرقة العمل مشارآة فعا(PWSP)البرنامج 

 .إصدار مواد إرشادية وتنظيم حلقات عمل في جميع الأقاليم
 

 التثقيف والتوعية العامان
 

يتعين على المرافق الوطنية للأرصاد الجوية والهيدرولوجيا ضمان أن تكون المعلومات المتضمنة في  6.4.30
وإنذاراتها، بما في ذلك المخاطر المتضمنة في هذه المعلومات وعدم اليقين الذي تنطوي عليه مفهومه لمتخذي   تنبؤاتها 
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وبذلك  . القرارات والمستخدمين النهائيين لأنهم يكونون بذلك قادرين على اتخاذ الإجراءات اللازمة في الوقت المناسب
وفي هذا الخصوص، . دمين والجمهور بدقة مثل هذه النواتجفإن هذه المرافق تعزز التوقعات الواقعية لدى المستخ

دعمت اللجنة بشدة القيام، من خلال برنامج الخدمات العامة في مجال الطقس وبالتعاون مع برنامج التعليم والتدريب  
(ETR) المواضيع ، بتشكيل فريق خبراء معني بالتثقيف والتوعية العامين لإعداد استراتيجية ومبادئ توجيهية بشأن هذه
وسيعد الفريق ويعزز موارد تستند إلى الويب، ويعد مواد تثقيفية نوعية مناسبة لكي تستخدمها المرافق  . الهامة

(NMHSs)  وينبغي .  في مخاطبة أوساط الجمهور والهيئات التعليمية والسياسية والسلطات المسؤولة عن اتخاذ القرارات
زيادة مستوى ثقة الجمهور في التنبؤات والإنذارات، بالإضافة إلى زيادة فهمه  أن تسهم النتائج النهائية لهذا النشاط في 

وسلمت اللجنة بصحة طلب . للتأثيرات المحتملة للأحوال الجوية الخطيرة الشديدة التأثير على رفاه الناس وسبل معيشتهم
 .ع لأعضاء المنظمةالمجلس التنفيذي دعم هذه المبادرة وإتاحة نتائج عمل فريق الخبراء على نطاق واس

 
 بناء القدرات والتدریب

 
إذ تسلم اللجنة بأن بناء القدرات يشكل مسؤولية أساسية لبرنامج الخدمات العامة في مجال الطقس، فإنها   6.4.31

وطلبت اللجنة إلى برنامج الخدمات العامة في مجال الطقس . تتوقع تزايد الطلبات من الأعضاء على هذا النشاط
ه في مجال بناء القدرات على الرغم من التقييدات المتعلقة بالتمويل، وخصوصاً فيما يتعلق بالبلدان النامية مواصلة جهود

. آما أنها شجعت البلدان المتقدمة على تقديم مساعدة في هذه الأنشطة للبلدان النامية وأقل البلدان نمواً . وأقل البلدان نمواً
تي عقدت في هونغ آونغ الصين عن تمثيل واستخدام الرسوم البيانية ورحبت اللجنة بوجه خاص بحلقة العمل ال

 في   (NWP)الأرصادية وما يماثلها من النواتج، التي نظمت بموجب المشروع الرائد المعني بالتنبؤ العددي بالطقس 
 اللجنة ورحبت . (WMO) أعضاء بموجب برنامج التعاون الطوعي في المنظمة  10الاتحاد الإقليمي الثاني بمشارآة 

، حلقات (PWS)، وبتنظيم البرنامج المبادئ التوجيهية بشأن استراتيجية الخدمات العامة في مجال بناء القدراتبإعداد 
وشجعت إدخال رجال الاتصالات المهنيين والمستخدمين النهائيين في هذه . عمل وحلقات دراسية تدريبية إقليمية

وأعربت اللجنة عن تقديرها للأعضاء  .  للأرصاد الجوية والهيدرولوجياالمناسبات إلى جانب موظفي المرافق الوطنية
 .الذين استضافوا هذه الحلقات وقدموا تسهيلات من أجل عقدها

 
  (WMO) والأنشطة الشاملة للمنظمة (PWS)برنامج الخدمات العامة في مجال الطقس 

 
،  WMO في البرامج والأنشطة الشاملة للمنظمة أسهم برنامج الخدمات العامة في مجال الطقس إسهاماً فعالاً 6.4.32

 الأخرى، وبوجه  (WMO)وهو في حد ذاته مثل على برنامج شامل على النحو الذي يتبين من تعاونه مع برامج المنظمة 
،   (TCP)، وبرنامج الأعاصير المدارية (WCP)، وبرنامج المناخ العالمي (WWW)خاص برنامج المراقبة العالمية للطقس 

، ومكتب الاتصالات والشؤون العامة (AREP)، وبرنامج البيئة وبحوث الغلاف الجوي (ETR)امج التعليم والتدريب وبرن
وطلبت اللجنة أن يواصل برنامج الخدمات العامة في .  الشاملة(WMO)، بالإضافة إلى برامج المنظمة (CPA)بالمنظمة 

اللجان الفنية على النحو المناسب، وخصوصاً في مجالات مجال الطقس هذا النهج وأن يبني علاقات أقوى مع بقية 
 . التطبيقات وتقديم الخدمات من جانب لجنة علم المناخ بغية تحقيق وفورات في التكاليف والكفاءة في إنجاز البرامج

 
ريق  ورحبت اللجنة بالتعاون والمشارآة الوثيقين لبرنامج الخدمات العامة في مجال الطقس في أعمال الف 6.4.33

 التابع لتجربة البحث الخاصة بنظم الرصد وبإمكانية (SERA)العامل المعني بالبحث والتطبيق الاجتماعي والاقتصادي 
 الاقتصادية لخدمات –ورئيس الفريق العامل عضو في فرقة العمل المعنية بالتطبيقات الاجتماعية . (THORPEX)التنبؤ 

مامات برنامج الخدمات العامة في مجال الطقس ممثلة من خلال مشارآة   الأرصاد الجوية والهيدرولوجيا، آما أن اهت
رئيس الفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص بالخدمات العامة في مجال الطقس في الفريق العامل  

(SERA) . وقد عززت الصلة مع التجربةTHORPEX من خلال مشارآة المدير التنفيذي لمشروع THORPEX  ومدير 
وأآدت اللجنة على . التنسيق المعنية بالخدمات العامة في مجال الطقس/ المكتب الدولي للمشروع في اجتماع فرقة التنفيذ

 تتمثل في متنبئين تشغيليين، وأنه يلزم بذل بعض الجهود لإطلاعهم THORPEXأن فئة رئيسية من مستخدمي التجربة 
دة النماذج وتثقيفهم في هذا الصدد، وعلى الاستخدام الأمثل لنواتج التنبؤات  على الفوائد المحتملة للمجموعات المتعد

 THORPEXوطلبت اللجنة أن يواصل برنامج الخدمات العامة في مجال الطقس تعاونه الفعال مع التجربة   . الاحتمالية
 .في المجالات المذآورة آنفاً
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ط للتعاون مع الفريق المخصص المعني برصدات وأقام برنامج الخدمات العامة في مجال الطقس رواب 6.4.34
تصميم نماذج تدريبية متعددة الوسائط لإبلاغ الجمهور بمستويات : " عن طريق تقديم مشروع معنون (GEO)الأرض 

فيما يتعلق بخطة عمل " التبعات التي تخلفها مخاطر الأحوال الجوية والهيدرولوجية من أجل اتخاذ قرارات عن علم
 .  وطلبت اللجنة مواصلة إطلاعها على التقدم المحرز في هذا المجال.(GEO)الفريق 

 
وقدم عدد من أنشطة برنامج الخدمات العامة في مجال الطقس الدعم على وجه التحديد للنهج الشامل الذي   6.4.35

 استقصائية لدى وبالإضافة إلى إجراء دراسة.  من أجل الوقاية من الكوارث والتخفيف من آثارها(WMO)تطبقه المنظمة 
، أعدت مقترحات بمشاريع وقدمت إلى برنامج الوقاية من الكوارث الطبيعية والتخفيف  )6.4.17انظر الفقرة  (الأعضاء 
 . من أجل حشد الموارد(DPM)من آثارها 

 
 النظم  التابعة للجنة(OPAGs)الأنشطة التعاونية مع الأفرقة الأخرى المفتوحة العضویة المعنية بمجالات برنامجية 

 (CBS)الأساسية 
 

أيدت اللجنة النهج الذي اتبعه رئيس الفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص بالخدمات  6.4.36
.  الأخرى التابعة للجنة النظم الأساسية(OPAGs)العامة في مجال الطقس في تحديد الإمكانيات التعاونية مع الفرق 

 من هذا القبيل تم وضعه فعلياً في مشارآة رئيس فرقة الخبراء المعنية بتحسين النواتج ويتمثل ترتيب تعاوني واحد
الفريق  ((CBS) في فريق توجيه المشروع الإيضاحي بشأن التنبؤات بالطقس القاسي التابع للجنة (ET/SPl)والخدمات 

OPAG المعني بنظم معالجة البيانات والتنبؤ (DPFS) .(يز هذه الترتيباتوطلبت اللجنة وجوب تعز . 
 

 الندوة الدولية بشأن الخدمات العامة في مجال الطقس
 

أقرت اللجنة بأن إنجازات برنامج الخدمات العامة في مجال الطقس بعد أآثر من عقد على وجوده آبرنامج  6.4.37
ية في تحسين البرامج  قد تم التسليم بها من جانب أعضاء المنظمة باعتبارها مساهمة أساس  (WMO)علمي وفني للمنظمة 

وأعربت اللجنة عن اعتقادها بأن برنامج الخدمات العامة في مجال الطقس قد  . الوطنية للخدمات العامة في مجال الطقس
بلغ نقطة أصبح من المستصوب فيها إجراء استعراض شامل لإنجازاته الماضية وإعداد خط سير من أجل تنفيذ نهجه 

عين أن يستجيب خط السير هذا إلى تطور الأرصاد الجوية والتكنولوجيات المتعلقة بها،  ويت. الاستراتيجي للعقد المقبل
والتغيرات الطارئة على الأولويات وطرق التشغيل ومجالات ترآيز المرافق الوطنية للأرصاد الجوية والهيدرولوجيا 

(NMHSs) .ة بشأن الخدمات العامة في مجال الطقس وأحاطت اللجنة علماً بأن المجلس التنفيذي أيد بشدة تنظيم ندوة دولي
بعد المؤتمر العالمي الخامس عشر للأرصاد الجوية، وبأنه طلب إلى الأمين العام وضع الترتيبات الملائمة من أجل 

 . وأعلنت اللجنة أنها تضيف تأييدها التام لهذا القرار الذي اتخذه المجلس التنفيذي. تنظيمها
 

 ت والاحتياجات المتطورةالاتجاهات الملحوظة والتطورا
 

 الفعال بالمهام (NMHSs)أآدت اللجنة على أن اضطلاع المرافق الوطنية للأرصاد الجوية والهيدرولوجيا  6.4.38
التي تلقيها على عاتقها اختصاصاتها الوطنية يتطلب منها مواآبة الإنجازات المتحققة في علم الأرصاد الجوية  

جل التخطيط تأهباً للاتجاهات الملحوظة الناشئة، وتوقع احتياجات المستخدمين والتكنولوجيات المتعلقة به من أ
واستجابة لاحتياجات الأعضاء، طلبت اللجنة إلى برنامج الخدمات العامة في مجال الطقس أن يولي اهتماماً . المتطورة

 . خاصاً للمسائل التي يجري تسليط الضوء عليها أدناه
 

نواتج التنبؤ الآني، والتنبؤات : التنبؤات الجديدة المخصصة لعامة الناس من مثلوتتزايد قيمة نواتج  6.4.39
وينبغي أن . التغير/ ، والتنبؤات الممتدة النطاق والتنبؤات بالاتجاه(EPS)الاحتمالية المستندة إلى نظام تنبؤ المجموعات 

ويلقى استخدام الإنترنت والقنوات اللاسلكية . تقترن هذه النواتج بأساليب عرض وتقديم فعالة لتحقق الأثر الأمثل لها
لتقديم الخدمات قبولاً آآلية لتقديم نواتج التنبؤ الآني إلى الجمهور في الوقت الفعلي، مما يتيح تقييم الأخطار وتحديد  

ر أينما والعنصر الهام هو أن المعلومات ينبغي أن تتاح للجمهو. أنسب الإجراءات في الأحوال الجوية الآخذة في التطور
 .آان وبالشكل الذي يمكن أن يفهمه ويستخدمه به
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 إمكانيات جديدة في مجال التنبؤات الاحتمالية، (EPS)وأتاح تزايد إتاحة نواتج نظام تنبؤ المجموعات  6.4.40
نه   ومن حيث نواتج الخدمات العامة في مجال الطقس فإ. ولاسيما بالنسبة لتقييم المخاطر المحتملة الناجمة عن الطقس

واعترافاً . يمكن التعبير عن هذه النواتج آمياً من خلال مؤشرات احتمالية أو نوعياً من خلال سيناريوهات بديلة محتملة
 طلبت اللجنة إعداد   (EPS)بأن البلدان النامية تحتاج بوجه خاص إلى المساعدة في استخدام واستغلال نواتج هذا النظام  

ونشأ حشد من الإنذارات والمؤشرات . ت عمل وإعداد مشاريع عن هذا الموضوعمبادئ توجيهية توضيحية وتنظيم حلقا
المتعلقة بالطقس من مثل الأشعة فوق البنفسجية، وموجات الحرارة، ونوبات البرد استجابة للاحتياجات والمطالب 

اً للاختلافات في ويتعين أن تكون هذه المؤشرات معايرة وفق. المتعددة الجوانب لفئات شتى من أوساط المستخدمين
ومع زيادة تحديد وشمول نواتج الخدمات العامة في مجال . الجغرافيا والمناخ من أجل أن تعود بالفائدة على الجمهور

الطقس، ينبغي للمرافق الوطنية للأرصاد الجوية والهيدرولوجيا أن تبحث مشكلة إعداد مواد توضيحية من مثل الرموز 
، والمخططات والصور لزيادة توضيح سبل وصول المستخدمين النهائيين إليها، ومع والرسوم البيانية) الأيقونات(

استمرار تكنولوجيا المعلومات في التطور، يتعين على المرافق الوطنية للأرصاد الجوية والهيدرولوجيا أن تواآب 
ت الجديدة هي التشديد على وأآدت اللجنة على أن النقطة الرئيسية في الاتجاها. التغيرات السريعة والفرص الجديدة

 .الانتقال من تقديم البيانات والمعلومات إلى تقديم الخدمات في إطار تطبيق المعلومات والمعارف
 

 المجالات ذات الأولویة لأعضاء المنظمة
 

أقرت اللجنة بأن مجالات ترآيز برنامج الخدمات العامة في مجال الطقس التي تتمشى مع الخطة  6.4.41
، ينبغي أن تكون هي المجالات التي توفر أآبر قدر من المساعدة إلى أعضاء المنظمة في   (WMO)ية للمنظمة الاستراتيج

تلبية احتياجاتهم من أجل مواجهة التطورات والاحتياجات المتغيرة على النحو المبين أعلاه، والتشديد على المجالات 
 :ذات الأولوية التالية

 
المجال تحقيق امتياز الخدمة، والصورة العامة لها، وتحسين الخدمة، واحتياجات  يتناول هذا – تقديم الخدمة )أ(

 المستخدمين، وإدارة الجودة الكلية، والتحسين المستمر للخدمة؛
 
 الوصول إلى الجمهور والتأثير فيه – الرسائل والإبلاغ الفعالان وفي الوقت المطلوب فيما يتعلق بالإنذارات )ب(

ءات للمحافظة على الأرواح والممتلكات من خلال استخدام أسلوب ومصطلحات من أجل أن يتخذ إجرا
ويؤدي النجاح في إبلاغ . يسهل فهمها فيما يتعلق بنواتج المرافق الوطنية للأرصاد الجوية الهيدرولوجيا

  إلى زيادة مصداقيتها وزيادة فرص التجاوب الإيجابي للجمهور؛(NMHSs)المرافق 
 
على المهارات الإعلامية  (NMHSs)ينبغي اغتنام آل فرصة لتدريب موظفي المرافق  – النشر والعرض )ج(

وتقنيات العرض لأن نشر وعرض التنبؤات والإنذارات والمعلومات على نحو فعال ومناسب التوقيت أمران 
وينبغي الاستفادة من الفرص  .  لتحقيق الأداء الموثوق لاسيما خلال فترات الطقس القاسيأساسيان

 كنولوجية الجديدة لتحسين تقديم الخدمات، وتكملة النظم التقليدية لتقديم الخدمات؛الت
 
 تشكل إقامة شراآات رئيسية مع وسائل الإعلام عنصراً بالغ الأهمية  – العلاقات القوية مع وسائل الإعلام )د(

راآة مع وسائل  فمن شأن التعاون والش. في تحقيق النجاح في برنامج للخدمات العامة في مجال الطقس
 المرافق الوطنية للأرصاد الجوية والهيدرولوجيا على أداء رسالتها الرسمية على نحو تساعدالإعلام أن 

 مناسب التوقيت وبدون أي تحريض غير مطلوب لاسيما أثناء الطقس القاسي؛
 
وال الطقس على نحو  من الأرجح إلى حد آبير أن يتجاوب الجمهور الملم بأح– التثقيف والتوعية العامان )ه(

إيجابي مع إنذارات المرافق الوطنية للأرصاد الجوية والهيدرولوجيا، وأن يتخذ الإجراءات المناسبة في هذا 
باعتبارها السلطة التي تقف   " المرجع الرسمي الوحيد"وينبغي لهذه المرافق أن تضمن أن تكون هي . الصدد

 جميع الخطوات العملية للنص على هذا الدور في سياساتها  وراء الإنذارات والإعلام العام وعليها أن تتخذ
وهناك حاجة إلى إذآاء الوعي وزيادة الفهم العامين بالمخاطر المحتملة وبمواطن الضعف من أجل  . الوطنية

 الحد من مخاطر الكوارث؛
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المؤسسات التي   من الأساسي تحقيق التنسيق والتعاون الوثيقين مع جميع القطاعات و– التنسيق والتعاون )و(
ومن ). مثل وسائل الإعلام(تحتاج إلى الخدمات المتعلقة بالطقس والتي يمكن أن تسهل أيضاً تقديم الخدمات 

 للمجتمعات (NMHSs)شأن هذا أن يضمن مشارآة المرافق الوطنية للأرصاد الجوية والهيدرولوجيا 
ة الكوارث ووضع واختبار نظم الإنذار المعرضة للأخطار في وضع واختبار الخطط الفعالة للتأهب لمواجه

 واستراتيجيات التخفيف وبرامج تثقيف الجمهور؛
 
 تعتمد قطاعات اجتماعية متنوعة تتسم بحساسيتها تجاه أحوال – تعزيز الرفاهية الاقتصادية والاجتماعية )ز(

لطقس لأغراضها الطقس من مثل قطاعات الطاقة والصحة والنقل والسياحة على الخدمات العامة في مجال ا
الخاصة بالتخطيط والعمليات وللمساعدة في عملية التخطيط ووضع المشاريع يكون توافر البيانات المناخية 

وإن قيام المرافق الوطنية للأرصاد الجوية والهيدرولوجيا لدى تخطيط برامجها الوطنية   . مهماً بوجه خاص
 من هذه القطاعات وإدماج اقتراحاتهم في تصميم الخاصة بالخدمات العامة في مجال الطقس بإشراك ممثلين

النواتج وتقديم الخدمات إلى أآبر حد ممكن من الناحية العملية إنما تقدم مساهمة مباشرة في التنمية 
 .الاجتماعية والاقتصادية الوطنية المستدامة لبلدانها

 
 الاتجاهات في المستقبل

 
هات والتطورات الحادثة وآذلك احتياجات الأعضاء المتطورة أن  طلبت اللجنة، آخذة في اعتبارها الاتجا 6.4.42

يوجه الترآيز في المستقبل على مساعدة أعضاء المنظمة على تحسين برامجهم الوطنية للخدمات العامة في مجال 
 :الطقس من خلال ما يلي

 
از البيانات واستعمالها  احتي) أ: ( إرشادات بشأن تطبيق التكنولوجيا الجديدة والبحوث العلمية فيتقديم )أ(

تصميم ) د(الإنذارات بتعدد المخاطر؛ ) ج(التنبؤات والمعلومات الاحتمالية؛ ) ب(خصوصاً في التنبؤ الآني؛ 
 تقديم الخدمات؛) هـ(وإبلاغ النواتج الجديدة؛ 

 
ى تعزيز بناء القدرات من خلال التدريب على جميع جوانب الخدمات العامة في مجال الطقس، بما يؤدي إل )ب(

مصداقية المرافق الوطنية للأرصاد الجوية والهيدرولوجيا ونشر المواد الإرشادية بشأن المواضيع المحددة 
 من خلال عمل الخبراء في مجال الخدمات العامة في مجال الطقس؛

 
سيما مواصلة تقديم إرشادات بشأن تقييم الجوانب الاجتماعية والاقتصادية لخدمات الأرصاد الجوية ولا )ج(

 الخدمات العامة في مجال الطقس؛
 
 مواصلة تقديم إرشادات بشأن تقييم الخدمة المستند إلى المستخدم، والتحقق من النواتج؛ )د(
 
تقديم إرشادات بشأن التبادل الدولي والإقليمي للمعلومات المتعلقة بالطقس، بما في ذلك المعلومات عن  )ه(

 .التنبؤات الموسمية على النحو المناسب
 

ووافقت اللجنة، آخذة في الاعتبار المناقشات التي أجريت في إطار هذا البند من جدول الأعمال، على خطة  6.4.43
 . من جدول الأعمال11العمل المقبلة لبرنامج الخدمات العامة في مجال الطقس على النحو الوارد في إطار البند 

 
 ) من جدول الأعمال6.5البند ( (OIS)مية للطقس خدمة المعلومات المتعلقة بعمل المراقبة العال 6.5

 
 لتقدم المعلومات  (OIS)أآدت اللجنة الحاجة إلى خدمة المعلومات المتعلقة بعمل المراقبة العالمية للطقس   6.5.1

المتعلقة بعمليات المراقبة العالمية للطقس التي ينبغي إتاحتها والمواظبة، على وجه السرعة، على تحديثها من خلال 
 .وحدة خدمة المنظمة على الإنترنت
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 (OIS)المراقبة العالمية للطقس وأآدت اللجنة على أن الكفاءة الإجمالية لخدمة المعلومات المتعلقة بعمل  6.5.2
تتوقف على التبليغ السريع بالتغيرات وبالمعلومات المحدثة المتأتية من المرافق الوطنية للأرصاد الجوية والهيدرولوجيا 

(NMHSs).  وإذ لاحظت اللجنة أن ثمة أوجه قصور فيما يتعلق بمدى اآتمال وتحديث المعلومات المتعلقة بعمل المراقبة 
 :العالمية للطقس، فإنها وافقت على أن تدعو

 
 ، المجلد 9أعضاء المنظمة إلى استعراض محتويات مطبوع المنظمة العالمية للأرصاد الجوية رقم   )أ(

 مما إذا آانت جميع محطاتهم مدرجه في المجلد ألف مع المعلومات  محطات الرصد، للتحقق–ألف 
 ، حسب الطلب؛(WMO)الملائمة المتعلقة بها، ولإرسال معلومات محدثة إلى أمانة المنظمة 

 
 إلى الحفاظ على الأجزاء التي تخصها من (MTN)المراآز المشارآة في الشبكة الرئيسية للاتصالات  )ب(

 آتالوج نشرات الأرصاد الجوية باستخدام إجراءات قواعد البيانات – 1المجلد جيم ، 9مطبوع المنظمة رقم 
 ؛(98)التي وافقت عليها لجنة النظم الأساسية في دورتها الاستثنائية 

 
المرجع الخاص المراآز الإقليمية إلى إتاحة فهارس توجيه النشرات الخاصة بها في النسق الموصى به في  )ج(

، ويفضل أن يكون ذلك على نحو مباشر من خلال مواقعها على شبكة (GTS)لاتصالات بالنظام العالمي ل
 الإنترنت، وإلى تحديث هذه الفهارس شهرياً إذا أمكن على ألا تقل فترة التحديث عن مرة آل ثلاثة أشهر؛

 
رس توجيه  المتعلق بفها1المراآز الإقليمية للاتصالات لاستعراض نتائج المقارنات بين المجلد جيم  )د(

 التي تعدها الأمانة، وإلى استحداث (SMM)النشرات ونتائج المراقبة الخاصة بالشبكة الرئيسية للاتصالات 
  وفهارس توجيه النشرات الخاصة بها، حسب الضرورة؛1الأجزاء التي تخصها من المجلد جيم 

 
تنسيق مع المراآز الوطنية للأرصاد  بال2المراآز الإقليمية للاتصالات إلى استعراض محتويات المجلد جيم   )ه(

 الجوية المرتبطة بها وإرسال التعديلات التي تريد إدخالها إلى أمانة المنظمة على النحو المطلوب؛
 
مراآز المراقبة العالمية للطقس التي تضطلع بمسؤوليات فيما يتعلق بمراقبة الجودة، إلى تزويد الأمانة   )و(

 . على مواقعها الخاصة على شبكة الويب(URL)لموارد الموحد بالعناوين الخاصة بها في موقع ا
 

 بغية (OIS)المراقبة العالمية للطقس  ووافقت اللجنة على التطوير التالي لخدمة المعلومات المتعلقة بعمل  6.5.3
 :واستخدامها والنفاذ إليها والاستفادة منها (OIS)المراقبة العالمية للطقس المعلومات المتعلقة بعمل تسهيل تحديث 

 
 وضع إجراءات واستحداث أدوات لتسهيل وتحسين تحديث المجلد ألف؛ )أ(
 
 إلى الأجزاء الأخرى من 1تمديد النفاذ التفاعلي إلى الخدمات بالاتصال الإلكتروني المباشر إلى المجلد جيم   )ب(

 ؛(OIS)المراقبة العالمية للطقس المعلومات المتعلقة بعمل خدمة 
 
 .(XML)ق عرض المعلومات باستخدام اللغة الترميزية القابلة للتوسيع تمديد نطا )ج(
 

 على تمثيل البيانات والبيانات الشرحية من (XML)وأشارت اللجنة إلى قدرة اللغة الترميزية القابلة للتوسيع  6.5.4
 في الدول الأعضاء (XML)قبيل الكتالوجات التشغيلية، فنوهت بضرورة تطوير وتقاسم الخبرة في مجال اللغة الترميزية 

 .في المنظمة ومع الأمانة
 

وأعربت اللجنة عن سرورها لملاحظة العرضين المقدمين من اليابان وسويسرا لمساعدة الأمانة في تحسين    6.5.5
المعلومات المتعلقة ووافقت اللجنة على دعوة أعضاء آخرين إلى بحث دعم الأمانة في تطوير خدمة ". ألف"المجلد 
 . بغية الإسراع بتطويرها(OIS)لمراقبة العالمية للطقس ابعمل 
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 ) من جدول الأعمال6.6البند( أنشطة دعم النظم، بما في ذلك التعاون الفني  6.6
 

استعرضت اللجنة أنشطة التعاون الفني ودعم النظم التي تم الاضطلاع بها من خلال برنامج المنظمة  6.6.1
(WMO)م الأساسية للمراقبة العالمية للطقس  للتعاون الفني والمتصلة بالنظ(WWW)  والخدمات العامة في مجال الطقس 

ووافقت اللجنة على المبادئ التوجيهية لتحديد الأولويات الخاصة بدعم التعاون الفني حسبما ترد . 2005-2006في الفترة 
يات على النحو الذي تحدده لجنة النظم  أدناه، ولكنها أشارت إلى أن نجاح التنفيذ سيعتمد إلى حد آبير على تخطيط الأولو

الأساسية وعضو المنظمة مقدم الطلب والمانح المعني، آما أشارت اللجنة إلى أهمية تبسيط الأولويات واقتصار عدد  
، لأن هذا من شأنه أن يساعد المانحين  "العالية"وذات الأولويات " العليا"المقترحات على الاقتراحات ذات الأولويات 

 المتلقية على الاستفادة بصورة أفضل من موارد التمويل المتاحة، وأن يساعد آذلك على ترآيز الجهود في حشد  والبلدان
 .الموارد

 
 (lOS)نظم الرصد المتكاملة 

 
وافقت اللجنة على المبادئ التوجيهية التالية الخاصة بتحديد الأولويات في مجال نظم الرصد المتكاملة  6.6.2
(lOS): 

 
أعلى أولوية للمشاريع الرامية إلى تحسين واستعادة قدرات رصد الهواء العلوي الحالية للشبكات إعطاء  )أ(

 وبناء قدرات رصد جديدة لهذه الشبكات مع التشديد على تنشيط (RBSNs)السينوبتيكية الأساسية الإقليمية 
 نات؛محطات رصد الهواء العلوي الصامتة وتحسين تغطية المناطق التي تشح فيها البيا

 
إيلاء أولوية عالية للمشاريع المتصلة بتحسين جودة بيانات الرصدات السطحية المستمدة من الشبكات  )ب(

، وبتحسين انتظام وتغطية هذه البييانات مع التأآيد على تنشيط  (RBSNs)السينوبتيكية الأساسية الإقليمية 
 بيانات؛محطات الرصد الصامتة وتحسين تغطية المناطق التي تشح فيها ال

 
أو استخدام معدات ونظم رصد جديدة فعالة من حيث /إعطاء أولوية عالية للمشاريع المتعلقة باستحداث و )ج(

 ونظام إعادة بث بيانات (AWSs)التكلفة بما في ذلك محطات الأرصاد الجوية الأوتوماتية السطحية القاعدة 
قياسات الأوتوماتية للهواء العلوي من على   وبرنامج ال(AMDAR)الأرصاد الجوية الصادرة من الطائرات 

  والمحطات العائمة المنساقة؛(ASAP)متن السفن 
 
رفع مستوى المحطات غير المدرجة في قائمة محطات / إعطاء أولوية متوسطة للمشاريع المتصلة بتحسين )د(

 .الشبكات المناخية الأساسية الإقليمية/ الشبكات السينوبتيكية الأساسية الإقليمية
 

 (lSS)نظم وخدمات المعلومات 
 

وافقت اللجنة على المبادئ التوجيهية التالية لتحديد الأولويات في مجال أنشطة التعاون المتعلقة بنظم   6.6.3
 :، وهي(lSS)وخدمات المعلومات 

 
الات   بالنظام العالمي للاتص(NMC)إعطاء أعلى أولوية لتنفيذ مسألة ربط آل مرآز وطني للأرصاد الجوية  )أ(

(GTS) ثانية وذلك   /  آيلوبتة16بسرعة حدها الأدنى ( من أجل تبادل بيانات الرصد والمعلومات المعالجة
، بما في ذلك استقبال (lP)بروتوآول الإنترنت / (TCP)باستخدام إجراءات بروتوآول التحكم في الارسال 

 نظم توزيع البيانات القائمة على السواتل؛
 
 64 بسرعة حدها الأدنى (RTHs)لتبادل البيانات بين المراآز الإقليمية للاتصالات إيلاء أعلى أولوية  )ب(

 ؛(lP)بروتوآول الإنترنت / (TCP)ثانية وذلك باستخدام إجراءات بروتوآول التحكم في الارسال / آيلوبتة
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 ؛(MTN)إعطاء أعلى أولوية لإآمال تنفيذ المشروع الخاص بتحسين الشبكة الرئيسية للاتصالات  )ج(
 
 في المراآز (RBSN)إعطاء أعلى أولوية لجمع البيانات من محطات الشبكة السينوبتيكية الأساسية الإقليمية  )د(

  أو المراآز التي تؤدي وظائف مماثلة؛(NMCs)الوطنية للأرصاد الجوية 
 
يق التسهيلات ذات إيلاء أعلى أولوية للأنشطة المتعلقة بتسهيلات بناء القدرات واستخدام الإنترنت وتطب )ه(

الصلة في البلدان النامية من أجل تحسين تبادل المعلومات في مجال الأرصاد الجوية وما يتصل بذلك من 
 معلومات؛

 
 مع النظام  (WWW)إعطاء أولوية عالية لإقامة وصلة دعم بكل مرآز من مراآز المراقبة العالمية للطقس  )و(

 ؛(GTS)العالمي للاتصالات 
 
 عن طريق الإنترنت من باب تقديم (VPN)لوية عالية لتنفيذ وصلات الشبكة الخاصة الإفتراضية إيلاء أو )ز(

 ؛(RTHs)الدعم لتبادل البيانات، وخصوصاً بالنسبة للمراآز الإقليمية للاتصالات 
 
 .(TDCF)إيلاء أولوية عالية للارتحال إلى نماذج الشفرات الجدولية  )ح(
 

بالنسبة لأعضائها المجهزين بمعدات استقبال بث السواتل الخاصة بالأرصاد الجوية  وتحققت أهداف المنظمة  6.6.4
 في المائة فيما يتعلق بأجهزة استقبال بيانات السواتل القطبية المدار وأجهزة استقبال بيانات السواتل ذات 100بنسبة  

تالية لتحديد الأولويات في مجال أجهزة  ووافقت اللجنة على المبادئ التوجيهية ال. المدار الثابت بالنسبة إلى الأرض
 :الاستقبال الساتلية، وهي

 
إعطاء الأولوية القصوى لنظام استقبال بث سواتل الاتصالات متعدد الأغراض لتوفير بيانات ونواتج الرصد  )أ(

  تقع ضمن المنطقة التي يغطيها نظام(WMO) إذا آانت الدولة العضو في المنظمة (ADM)الفضائي القاعدة 
 بث من هذا القبيل؛

 
إعطاء الأولوية العليا الثانية لمعدات استقبال البث المباشر من سواتل الأرصاد الجوية لتلك الدول الأعضاء   )ب(

التي لا تقع ضمن المنطقة التي يغطيها نظام البث عن طريق سواتل الاتصالات الذي يوفر بيانات ونواتج 
 ال البث المباشر؛السواتل، والتي لا تملك أي جهاز لاستقب

 
إيلاء أولوية عالية لتوفير أجهزة استقبال البث المباشر من السواتل القطبية المدار أو ذات المدار الثابت  )ج(

 أو ليس لديهم جهاز (ADM)بالنسبة للأرض لأعضاء المنظمة الذين لا يغطيهم أي نظام لطرق البث المتقدمة 
ثابت بالنسبة إلى الأرض أو جهاز لاستقبال بث السواتل القطبية لاستقبال البث من السواتل ذات المدار ال

 المدار على التوالي؛
 
إيلاء أولوية متوسطة لتوفير أجهزة عالية الاستبانة لاستقبال البث المباشر من السواتل لأعضاء المنظمة  )د(

اتل ولا يمكن تغطيتهم الذين لا تتوفر لهم سوى أجهزة منخفضة الاستبانة لاستقبال البث المباشر من السو 
 ؛(ADM)بأي نظام من نظم طرق البث البديلة 

 
إيلاء أولوية متدنيّة لتوفير أجهزة استقبال البث الساتلي المباشر لأعضاء المنظمة الذين لا يغطيهم أي نظام   )ه(

 .(ADM)لطرق البث البديلة 
 

 (DPFS)نظم معالجة البيانات والتنبؤ 
 

 :بادئ التوجيهية التالية لتحديد أولويات التعاون المتصلة بنظم معالجة البيانات والتنبؤوافقت اللجنة على الم 6.6.5
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 (NMHSs)إعطاء أعلى أولوية لإرساء سبل الحصول في المرافق الوطنية للأرصاد الجوية والهيدرولوجيا  )أ(
خدامها آتوجيهات   من المراآز المتقدمة، بغية مشاهدتها واست(NWP)على نواتج التنبؤ العددي بالطقس 

 يسترشد بها في مجال تطبيقات التنبؤ، ولاسيما فيما يخص التنبؤ بالأحوال الجوية القاسية؛
 

إعطاء أولوية عليا لأتمتة وظائف معالجة البيانات التشغيلية، بما في ذلك معالجة الرصدات ونواتج التنبؤ  )ب(
  التنبؤ بالطقس، ولاسيما التنبؤ الآني؛العددي بالطقس بعد المعالجة، من أجل تحسين جميع تطبيقات

 
إعطاء أولوية عالية للتدريب على استخدام نواتج التنبؤ العددي بالطقس، وخصوصاً استخدام نواتج نظام   )ج(

  ذات الصلة، وتطبيقاتها على التنبؤ الاحتمالي؛(EPS)تنبؤات المجموعات 
 
التشغيلية، بما فيها تنفيذ نواتج التنبؤ العددي بالطقس بعد إيلاء أولوية عالية للتدريب على معالجة البيانات  )د(

 .المعالجة وتشغيل نموذج المنطقة المحدودة
 

 (PWS)الخدمات العامة في مجال الطقس 
 

 :وافقت اللجنة على المبادئ التوجيهية التالية لتحديد الأولويات المتصلة بالخدمات العامة في مجال الطقس 6.6.6
 
وسائل الإعلام التي تضم عتاديات حاسوبية  / ولوية لنظم عرض البيانات بواسطة التلفزيونإعطاء أعلى أ )أ(

وعتاديات اتصالات، وملحقات وبرامجيات، ومعدات فيديو للإنتاج التلفزيوني عالية الأداء، فضلاً عما 
 يتصل بذلك من تدريب للموظفين؛

 
وب والخاصة بالأرصاد الجوية، التي ساعدت من إيلاء أعلى أولوية لمحطات العمل القائمة على الحاس )ب(

خلال التفاعل بين الجهات القائمة بالتنبؤ في إيجاد نواتج جديدة أو محسنة للمستخدمين، وذلك استناداً إلى  
 ؛)المدخلات(التصوير بواسطة السواتل والنواتج المعالجة 

 
 إلى  (NMHSs)د الجوية والهيدورولجيا إعطاء أعلى أولوية لتعزيز سبل نفاذ المرافق الوطنية للأرصا )ج(

الإنترنت بوصفها وسيلة اتصالات رامية إلى تحسين سبل حصول المرافق على البيانات، إلى جانب توسيع 
 طرائق نشر الخدمات العامة التي تقدمها هذه المرافق، والتشجيع على استخدام المعلومات الرسمية المتسقة؛

 
ذي الصلة بالخطط الوطنية المعنية بتقديم الخدمات العامة في مجال الطقس؛ الذي إيلاء أعلى أولوية للتدريب  )د(

 ، وتصميم النواتج، وتثقيف الجمهور وتوعيته؛)الكتابة والعرض(يشمل التدريب على المهارات الإعلامية 
 
س، ويفضل تقديم   إعطاء أعلى أولوية لنظم الاتصالات الثابتة والمتنقلة لنشر الخدمات العامة في مجال الطق )ه(

الرسائل القصيرة / مثل الهواتف النقالة ونظام أجهزة الاستدعاء(خدمات هاتفية وخدمات اتصالات حديثة 
 ؛)وأجهزة الفاآس المتاحة عند الطلب

 
 . لتوفير نظم للبث الإذاعي والإنذار(VHF)إيلاء أولوية متوسطة لأجهزة الراديو التي تعمل بتردد عال جداً  )و(
 

 (CBS)جيات لجنة النظم الأساسية سجل برم
 

يوفر سجل برمجيات لجنة النظم الأساسية معلومات لأعضاء المنظمة عن رزم البرمجيات المعروضة على  6.6.7
ودعت اللجنة، بعد التشديد على أن المراقبة . (WMO)آحاد الأعضاء عن طريق وحدة خدمات الإنترنت التابعة للمنظمة 

تمد على الحلول القائمة على الحاسوب في عملها، مراآز المراقبة العالمية للطقس إلى النظر  تع(WWW)العالمية للطقس 
في توفير برمجيات تطبيقات الأرصاد الجوية للتبادل مجاناً ما بين سجل أعضاء المنظمة وتزويد الأمانة بالمعلومات  

 .ة شبكة المنظمةاللازمة لتحديث برمجيات لجنة النظم الأساسية المتوفرة على حاسوب خدم
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وأشارت اللجنة إلى الصعوبات التي تواجهها البلدان النامية في اشتراء مجموعات برمجيات، بما في ذلك    6.6.8
واتفقت اللجنة على أن هذه المسألة ينبغي أن تؤخذ في الحسبان في عروض البلدان المانحة،  . التراخيص، وصونها

مشترآة، مثلاً مجموعات برمجيات لمحطات  " معيارية"وعات برمجيات ولاسيما فيما يتعلق بإمكانية استحداث مجم
 .الطقس الأوتوماتية أو النظم التصورية

 
 
 (WIS)نظام معلومات المنظمة، بما في ذلك تقریر عن المؤتمر الفني بشأن نظام معلومات المنظمة  7

 ) من جدول الأعمال7البند (
 

 تؤدي دوراً (ISS) ة فرق خبراء معنية بنظم وخدمات المعلومات أحاطت اللجنة علماً مع التقدير بأن عد 7.1
استباقياً في مواصلة تطوير نظام معلومات المنظمة وتقدم أيضاً مساهمة هامة في فريق التنسيق المشترك بين اللجان 

يق إلى المجلس وذآَّرت اللجنة بأن رئيسها يقدم نتيجة دورات ذلك الفر.  (ICG-WIS)والمعني بنظام معلومات المنظمة
وشدد المجلس مجدداً، مع تأآيده دور لجنة النظم   . (PTC)التنفيذي بعد أن يستعرضها اجتماع رؤساء اللجان الفنية  

 يخدم جميع برامج المنظمة، آما شدد على الحاجة إلى مزيد (WIS)الأساسية القيادي، على أن نظام معلومات المنظمة 
ج المنظمة، وآذلك عن طريق بذل جهد مشترك، لتطوير نظام معلومات المنظمة   من العمل الهام من جانب فرادى برام

 .وتنفيذه بنجاح
 

وأحاطت اللجنة علماً مع الارتياح بالجهود الكبيرة التي تبذلها بضعة مرافق وطنية للأرصاد الجوية في   7.2
 :التاليةوضع مشاريع رائدة ونماذج أولية، مع الترآيز بوجه خاص على المشاريع الرئيسية 

 
 ؛(WMO)تنفيذ نسخة البيانات الشارحة والمراجع للملامح الأساسية للمنظمة  •

 
 التابع للاتحاد الإقليمي  (VGISC)مشروع النموذج الأولي للمرآز العالمي الإلكتروني لنظام المعلومات •

 ؛ (GISC) آنموذج أولي لمرآز عالمي لنظام معلومات(Exeter, Offenbach, Toulouse)السادس 
 
 بما في ذلك المرآز الأوروبي للتنبؤات الجوية  (DCPCs)نماذج أولية لمراآز جمع البيانات أو إنتاجها  •

 ومشاريع مراآز جمع البيانات أو إنتاجها التابعة للمنظمة الأوروبية لاستخدام  (ECMWF)المتوسطة المدى
مشروع المرآز العالمي الإلكتروني  المرتبطة ب(EUMETSAT DCPC)السواتل الخاصة بالأرصاد الجوية 

 ؛(SIMDAT)، وبما في ذلك أيضاً مشروع (VGISC)لنظام المعلومات 
 
خاص بالبيانات المتعلقة ) Obninskالمرآز العالمي للبيانات، (نموذج أولي لمرآز لجمع البيانات أو إنتاجها  •

للجنة الدولية الحكومية لعلوم المحيطات باللجنة الفنية المشترآة بين المنظمة العالمية للأرصاد الجوية وا
 ؛ (JCOMM)والمعنية بعلوم المحيطات والأرصاد الجوية البحرية

 
 .(NCAR DCPC)نموذج أولي لمرآز جمع البيانات أو إنتاجها التابع للمرآز الوطني لبحوث الغلاف الجوي  •
 

ظر إلى أن نظام معلومات المنظمة يتطور وأحاطت اللجنة علماً بأن المجلس التنفيذي قد شدد على أنه بالن 7.3
منها على سبيل  (آمكون رئيسي من مكونات جميع برامج المنظمة فإن ثمة حاجة ناشئة إلى وثائق تنظيمية مناسبة 

، تتضمن تعريفاً دقيقاً لوضع النظام ووظائفه في البنية التحتية العامة للمنظمة، )المثال دليل بشأن نظام معلومات المنظمة
وأحاطت اللجنة علماً بأن وضع الوثائق التنظيمية سيتم على .  عن خطة تنفيذ ومواد إرشادية من أجل التنفيذفضلاً

وطلبت إلى فريقها المفتوح  . مراحل استناداً إلى المصادقة على التصميم التنظيمي، والعملي والتشغيلي التمهيدي
 أن يساهم في هذه المهمة، بالتنسيق مع  (ISS)معلوماتالعضوية المعني بالمجال البرنامجي الخاص بنظم وخدمات ال

، ولكنها شددت أيضاً على أن إنجاز   (ICG-WIS)فريق التنسيق المشترك بين الوآالات المعني بنظام معلومات المنظمة
نامجي وطلبت إلى رئيس فريقها المفتوح العضوية المعني بالمجال البر. المهمة من شأنه أن يتطلب موارد إضافية آبيرة

 أن ينظر، بالتنسيق مع فريق التنسيق المشترك بين اللجان والمعني  (OPAG-ISS)الخاص بنظم وخدمات المعلومات
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 وفريق الإدارة التابع للجنة النظم الأساسية، في أفضل الآليات المتاحة وأن يضع (ICG-WIS)بنظام معلومات المنظمة 
ن يعمل برنامج عمل فرقة الخبراء المعنية بالمراآز العالمية لنظم المعلوماتجدولاً زمنياً واقعياً لإنجاز هذه المهمة، وأ

(ET-WISC)وفقاً لذلك . 
 

 شددت اللجنة على أن تنفيذ ذلك النظام ينبغي أن  (WIS)وفيما يتعلق بخطة تنفيذ نظام معلومات المنظمة 7.4
 :يجري على مرحلتين تسيران بالتوازي

 
 معلومات المنظمة هي التوطيد المستمر وإدخال مزيد من التحسينات في من تنفيذ نظام" ألف"فالمرحلة  •

 من أجل توافر بيانات هامة من حيث التوقيت وهامة من حيث التشغيل، بما  (GTS)النظام العالمي للاتصالات
بما  (يشمل توسيع نطاقه لكي يلبي الاحتياجات التشغيلية لبرامج المنظمة علاوة على المراقبة العالمية للطقس

 ؛)في ذلك تحسين إدارة الخدمات
 
من تنفيذ النظام فهي تنطوي على توسيع نطاق خدمات المعلومات عن طريق تقديم   " باء" أما المرحلة •

خدمات مرنة لاآتشاف البيانات والوصول إليها واسترجاعها بالنسبة لجميع المستعملين، فضلاً عن خدمات  
 .إنجاز في الوقت المناسب تتسم بالمرونة

 
 والموجود في إطار  (IGDDS)وأآدت اللجنة أن المرفق العالمي المتكامل لنشر البيانات التابع للمنظمة 7.5

البرنامج الفضائي للمنظمة هو مكون من مكونات نظام معلومات المنظمة يرآز على تبادل بيانات ونواتج الأرصاد  
فيما  " باء"و" ألف"وفر مساهمة هامة أساساً في المرحلتين الفضائية القاعدة فيما يتعلق بجميع برامج المنظمة، وأنه ي

 .يتعلق بخدمات الإنجاز في الوقت المناسب
 

وأقرت اللجنة بوجود حاجة إلى خطة فعالة ومنسقة لبناء القدرات في البلدان النامية لتمكينها من المشارآة   7.6
لدان النامية في العمل التطويري للنظام من أجل في نظام معلومات المنظمة، آما أقرت بأهمية إشراك خبراء من الب

مراعاة القدرات الواقعية والفرص والمعوقات بالنسبة لمشارآة المرافق الوطنية للأرصاد الجوية في البلدان النامية في  
وشددت اللجنة على أهمية تعزيز مستوى الوعي بخدمات نظام معلومات المنظمة المقدمة . نظام معلومات المنظمة

 علاوة على أوساط المستفيدين المحتملين، بما في ذلك من خلال مشروع إيضاحي تجريبي  (NMHSs)مرافق الوطنية لل
 .تشارك فيه هذه المرافق من البلدان النامية

 
ونوهت اللجنة بالتقدم الجيد الذي أحرز في إثبات الحلول التكنولوجية لنظام معلومات المنظمة، لكنها أعربت   7.7

 (WIS)زاء ذلك القدر الكبير من العمل الذي يتعين إنجازه قبل أن يمكن وضع النسخة التشغيلية من هذا النظام  عن القلق إ
واتفقت اللجنة مع المجلس التنفيذي فيما أعرب عنه في دورته الثامنة والخمسين من قلق  . (WMO)في أوساط المنظمة 

 أجل تطوير معلومات المنظمة على النحو الواجب، وأهمية وضعه بشأن الافتقار العام إلى موارد مالية وبشرية آافية من
وأعربت اللجنة عن سرورها لعلمها أن إنشاء . موضع التشغيل على الرغم من الجهود الكبيرة التي يبذلها بضعة أعضاء

 ة  منصب مدير وأهمية وضعه موضع التشغيل متفرغ لمشروع نظام معلومات المنظمة، وهو ما سيتيح مساعدة آبير
فيما يتعلق بتنسيق تنفيذ النظام بالتعاون الوثيق مع فريق التنسيق المشترك بين اللجان والمعني بنظام معلومات المنظمة

(ICG-WIS)وأشارت اللجنة إلى أن . ، يمضي قُدماً بشكل جيد، مع توقع مساهمة من جانب عضو عن طريق إعارة خبير
. ة فعالة، وربما متفرغة، إذا أريد أن يكتب النجاح لهذا المشروعمدير مشروع معلومات المنظمة سيحتاج إلى فرق

وأعربت أيضاً عن ارتياحها لإقامة صندوق استئماني لنظام معلومات المنظمة مما من شأنه أن ييسر تقديم تبرعات مالية  
لجنة توجيهية،  محتملة من جانب الأعضاء والمنظمات من أجل تطوير نظام معلومات المنظمة وتنفيذه؛ ورحبت بكون 

 ورئيس الفريق (ICG-WIS)مكونة من رئيس فريق التنسيق المشترك بين اللجان والمعني بنظام معلومات المنظمة 
 وخبير من آل عضو من الأعضاء المشارآة في  (OPAG-ISS)المفتوح العضوية المعني بنظم وخدمات المعلومات

 الروسي، والولايات المتحدة الأمريكية، وفرنسا أو ألمانيا أو المملكة أي استراليا، والاتحاد(المشاريع الرئيسية الحالية 
، ستسدي المشورة بشأن أفضل استخدام للأموال من أجل تعزيز التطوير الفني للمكونات )المتحدة، والصين، واليابان

 .الرئيسية لنظام معلومات المنظمة وتنفيذه
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  (ICG-WIS)ترك بين اللجان والمعني بنظم معلومات المنظمة وأحاطت اللجنة علماً بأن فريق التنسيق المش 7.8
،   (DCPC)ومراآز جمع البيانات أو إنتاجها (GISC) قد أوصى بوضع آلية رسمية لتعيين المراآز العالمية لنظام المعلومات

م البنية التحتية  وبالنظر إلى أن الملامح الأساسية لتصمي. وذلك بالنظر إلى أهميتهما لوظائف نظام معلومات المنظمة
، فإن الإجراء الموصى به  (WIS) تنطبق أيضاً على نظام معلومات المنظمة   (WWW)لنظام المراقبة العالمية للطقس

 مماثل للإجراء الذي  (DCPCs) ونظم جمع البيانات أو إنتاجها (GISCs)لتعيين المراآز العالمية لنظام المعلومات 
.  في إطار برنامج المراقبة العالمية للطقس (RSMCs)ة المتخصصة للأرصاد الجويةاستُخدم بنجاح في المراآز الإقليمي

(ICG-WIS) وأيدت اللجنة تماماً استنتاجات فريق التنسيق المشترك بين اللجان والمعني بنظام معلومات المنظمة 
وستُُدرج هذه   .  بهذا التقريرووافقت، من حيث المبدأ، على الإجراءات الموصى بها، التي يرد وصفها في المرفق الثالث

وأشارت اللجنة أيضاً إلى أن . (WIS)الإجراءات في نهاية الأمر في الوثائق التنظيمية المتصلة بنظام معلومات المنظمة 
 القائمة على وظائف المراآز ينبغي أن تراعي على النحو الواجب (DCPCs)تسمية نظم جمع المعلومات وإنتاجها 

 .جالات المسؤوليات ذات الصلةالتوزيع الجغرافي وم
 

وحثت اللجنة اللجان الفنية للمنظمة وغيرها من الهيئات التي تمثل البرامج المشارآة على الإفصاح عن    7.9
وشددت اللجنة في هذا الصدد على أن المبادرة إلى تحديد المتطلبات . احتياجاتها من خدمات نظام معلومات المنظمة

ن المحتملين من نظام معلومات المنظمة ضمن أسرة المستفيدين خارج المنظمة، وخصوصاً والتشاور مع أهم المستفيدي
تعتبر خطوة هامة في اتجاه تلبية الأهداف لما فيه صالح جميع أعضاء . ضمن أوساط الإدارة الدولية لمخاطر الكوارث

، إلى جانب (WIS)ملة لنظام المعلومات وسعياً لتحقق هذه الغاية طلبت اللجنة أن تكون الصدارة للبرامج الشا. المنظمة
  (DPM)البرامج المشترآة بين القطاعات في المنظمة، وسيما برنامج الوقاية من الكوارث الطبيعية والتخفيف من آثارها 

وأنه يتعين وضع آليات . إلى تحديد المستفيدين المحتملين من هذا النظام والتشاور معهم من خلال آليات التنسيق الملائمة
، بغية مشارآة أسرة المستفيدين المشترآة بين 2007التنسيق هذه وتنفيذه على وجه الاستعجال بحلول منتصف عام  

 ومنظمة الأغذية  (ISDR)الاختصاصات والمنظمات الدولية المعنية من قبيل الاستراتيجية الدولية للحد من الكوارث 
 في وضع متطلباتها ومشارآتها (UNOCHA)نسانية  ومكتب الأمم المتحدة لتنسيق الشؤون الإ(FAO)والزراعة 

 .ومساهمتها المستقبلية في نظام معلومات المنظمة
 

وأآدت اللجنة مجدداً أن الخدمات الأساسية لتبادل وإدارة نظام معلومات المنظمة لابد أن تلعب دوراً هاماً  7.10
ن جانب المنظمة فيما يتعلق ببيانات ونواتج   آمساهمة أساسية م (GEOSS)في المنظومة العالمية لنظم رصد الأرض

 .الطقس والماء والمناخ
 

 المؤتمر الفني بشأن نظام معلومات المنظمة
 

 6-8(في سيول  (TECO-WIS) أعربت اللجنة عن ارتياحها لعقد المؤتمر الفني بشأن نظام معلومات المنظمة 7.11
وقد تضمن برنامج ذلك المؤتمر بياناً عملياً فعلياً . جنة مباشرة قبل الدورة الاستثنائية لل 2006)نوفمبر / تشرين الثاني

، اللذين من  (DCPC) ومراآز جمع البيانات أو إنتاجها (GISC)للنموذجين الأوليين للمراآز العالمية لنظام المعلومات 
  نظام معلومات المنظمة واستعرض المؤتمر الفني بشأن. المتوقع أن يُفضيا إلى تنفيذ سابق للتشغيل في المستقبل القريب

(TECO-WIS)   تطورات البيانات الشرحية، والعناصر المكونة لتكنولوجيا المعلومات والاتصالات، والمشاريع الرائدة 
ويشمل برنامج هذا المؤتمر الفني عرضاً فعلياً للنماذج الأولية من برنامج المرآز العالمي الافتراضي لنظام   . والتجريبية

، وهي النماذج التي يتوقع تنفيذها في المستقبل القريب في (DCPC) ومراآز البيانات ونشرها (V-GlSC)المعلومات 
وقد استعرض هذا المؤتمر الفني تطورات البيانات الشرحية، والعناصر الأساسية  . مرحلة سابقة على المرحلة التطبيقية

آذلك يتضمن برنامج هذا المؤتمر الفني  . ذجيةالمتكاملة في تكنولوجيا المعلومات والاتصالات، ومشاريع رائدة ونمو
 ولجنة الأرصاد الجوية الزراعية (CAS)عروض من مختلف أصحاب المصلحة ومنهم لجنة علوم الغلاف الجوي 

(CAgM) وبرامج الوقاية من الكوارث الطبيعية والتخفيف من آثارها في المنظمة العالمية للأرصاد الجوية  
(WMO NDPM)وقد ساهم المؤتمر الفني مساهمة آبيرة في توضيح . نولوجيا المعلومات والاتصالات، ومن صناعة تك

المنافع المتوقعة لجميع برامج المنظمة وأعضائها من الخدمات الجديدة التي ستتوافر من خلال نظام معلومات المنظمة  
(WlS) . م معلومات المنظمة بفضل المشارآة  وقد أحاط المؤتمر الفني علماً مع التقدير بالتقدم البارز في تطوير نظا
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النشيطة والجهود التي بذلها عدد متزايد من المرافق الوطنية للأرصاد الجوية والهيدرولوجيا، والمشارآة والمساهمة من 
، بما فيها تجربة البحث الخاصة بنظم الرصد الخاصة بنصف الكرة (WMO)عدة برامج ولجان فنية من المنظمة 

 واللجنة الفنية المشترآة بين المنظمة العالمية (lPY) والسنة القطبية الدولية  (THORPEX)التنبؤ الأرضية وبإمكانية 
للأرصاد الجوية واللجنة الدولية الحكومية لعلوم المحيطات والمعنية بعلوم المحيطات والأرصاد الجوية البحرية 

(JCOMM). 
 

 وظائف مراآز نظام معلومات المنظمة وخدمات إبلاغ   وقد أحاط المؤتمر الفني علماً مع الرضا بأن عناصر 7.12
البيانات تقوم آلها على التكنولوجيا المتاحة وقواعد الصناعة مما يسهل التنفيذ بطريقة تحقق الفاعلية بالقياس إلى  

. ية وقد أجري تقييم لتكنولوجيات التمكين لمختلف العناصر الوظيفية وذلك من خلال مشاريع رائدة ونموذج. التكاليف
وأحاط المؤتمر الفني علماً مع آثير من التقدير بالتقدم في تطوير مشروع المرآز العالمي الافتراضي لنظام المعلومات  

(V-GlSC) بما في ذلك مشروع SlMDAT  الأوروبي وذلك من خلال نظام البيان العملي الذي يدعم في الوقت الحاضر 
 (WMO) بها من بيانات شرحية مشترآة بين مختلف برامج المنظمة اآتشاف مجموعات البيانات واسترجاعها وما يتصل

، ومرفق  DWD)(من عدة مرافق وطنية للأرصاد الجوية وعدة مراآز دولية ومنها دائرة الأرصاد الجوية الألمانية 
  والمرآز(MetOffice)، ومرفق الأرصاد الجوية في المملكة المتحدة (MétéoFrance)الأرصاد الجوية الفرنسي 

 والمنظمة الأوروبية لاستخدام السواتل الخاصة بالأرصاد  (ECMWF)الأوروبي للتنبؤات الجوية المتوسطة المدى 
 والمرآز (NCAR) والمرآز الوطني لبحوث الغلاف الجوي في الولايات المتحدة الأمريكية (EUMETSAT)الجوية 

 آما أنها شعرت بالرضا للجهود التي بذلت (NODC)كية الوطني للبيانات الأوقيانوغرافية في الولايات المتحدة الأمري
لتحويل معلومات البيانات الشرحية الضمنية الموجودة حالياً في دليل ومعلومات تشغيل المراقبة العالمية للطقس 

(WWW)   إلى بيانات شرحية من النوع المعتاد، والتقدم في تطوير أدوات لحصد البيانات الشرحية من برامج أخرى 
 اللجنة الفنية المشترآة بين المنظمة العالمية للأرصاد الجوية واللجنة الدولية الحكومية لعلوم المحيطات والمعنية مثل(

مما يسمح باآتشاف البيانات ) (CAS) ولجنة علوم الغلاف الجوي (JCOMM)بعلوم المحيطات والأرصاد الجوية البحرية 
 .بصورة فعالة وبوصول المستخدمين إليها

 
 :واستعرضت اللجنة توصيات المؤتمر الفني واعتمدت الاستنتاجات التالية والأعمال الموصى بها 7.13

 
. البيانات الشرحية هي مفهوم جديد يجب تطبيقه بواسطة المرافق الوطنية للأرصاد الجوية والهيدرولوجيا )أ(

لتوصية بممارسات وإجراءات وهناك حاجة ملحة لدى المرافق الوطنية للأرصاد الجوية والهيدرولوجيا إلى ا
وآان . GTSومبادئ توجيهية لتوليد البيانات الشرحية وتبادلها، وخصوصاً على النظام العالمي للاتصالات 

هناك تأآيد خاص على حاجة تلك المرافق إلى أدوات تطبيقية لتحرير البيانات الشرحية من أجل تسهيل 
 درات، ولاسيما التدريب؛التنفيذ، وعلى ما يتصل بذلك من أنشطة بناء الق

 
يجب الاستمرار بنشاط في التطوير الجاري الآن من جانب لجنة النظم الأساسية لتمثيل البيانات الشرحية   )ب(

 وآتالوجاتها التشغيلية، بما في ذلك الجوانب الأخرى المتصلة بدقة البيانات (WMO)الأساسية في المنظمة 
 هناك تأآيد على الأهمية الحاسمة  للامتثال للقواعد التي تضعها آما آان. وعرضها والوصول إليها ونقلها

  في تطوير تلك القواعد، وذلك للتأآد من إمكان (WMO)، ومساهمة المنظمة lSO 191xxالصناعة أي سلاسل 
 داخل مجتمع المنظمة (WlS)التشغيل المتبادل بين بيانات برامج المنظمة ونواتج نظام معلومات المنظمة  

 ضرورة تطوير TECO-WlSولهذا أآد المؤتمر الفني . ظم معلومات المجتمعات الأخرى ذات الصلةومع ن
 وطلب إلى الأمين العام تقوية الاشتراك والمساهمة من جانب  lSO 191xx بسلاسل (WMO)خبرة المنظمة 

إشراك المنظمة ، وذلك من خلال الموارد الملائمة؛ آما أنه أوصى بlSOالأمانة في الأنشطة الرئيسية في 
(WMO)في الفريق العامل التابع للأمم المتحدة والمعني بالمعلومات الجغرافية؛  

 
 وتنفيذ هذا النظام في ضوء ما ينشأ من أنشطة   WlSاستعراض وتحديث خطة تطوير نظام معلومات المنظمة  )ج(

، وشبكة معلومات (GEOSS)وعمليات تطوير متصلة بالنظام وأهمها المنظومة العالمية لنظم رصد الأرض 
؛ ولهذا الغرض سيكون التعاون النشيط مع هذا الفريق أمراً (GEO-NetCast)الفريق المعني برصد الأرض 

 ضرورياً؛
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 والشروع في تنفيذه فعلياً تدعو الحاجة إلى  (WlS)حتى يمكن تخطيط مكونات نظام معلومات المنظمة  )د(
الذي يشمل التنظيم   ) مثلاً دليل نظام معلومات المنظمة(ة الإسراع في وضع الوثائق التنظيمية المناسب

وآان هناك تأآيد خاص على الحاجة الملحة . والممارسات والإجراءات الموصى بها ومواد إرشادية للتنفيذ
، بما في ذلك وصلة ترابطية موحدة (GlSC)إلى مواصفات للتعامل بين المراآز العالمية لنظام المعلومات 

، وآذلك الحاجة إلى دليل عن نظام معلومات المنظمة تتعرف منه المراآز                    (WlS)ام   لمستخدمي النظ  
وطلب المؤتمر     . الوطنية على مساهمتها ومنافع اشتراآها في تطوير نظام معلومات المنظمة وخدماته               

يق    من الأمين العام التعرف على الموارد الملائمة لدعم الفرق التابعة للجنة النظم الأساسية وفريق تنس                      
 في التعجيل بالتطورات التي لها أهمية حاسمة في تنفيذ هذا                lCG-WlSتنفيذ نظام معلومات المنظمة      

 النظام؛  
 
 في تطوير نظام معلومات (NMHSs)اشتراك جميع المرافق الوطنية للأرصاد الجوية والهيدرولوجيا  )ه(

والاشتراك في امتلاك هذا    (WMO)المنظمة هو عامل حاسم لضمان نجاح تنفيذ جميع برامج المنظمة 
النظام، وهناك هدف مهم في هذا النظام هو تسهيل وصول المرافق الوطنية للأرصاد الجوية                     
والهيدرولوجيا في البلدان النامية وأقلها نمواً إلى البيانات والنواتج من برامج المنظمة وتسهيل تلقي هذه                 

لى الحاجة إلى أنشطة التوعية العامة لترويج             وفي هذا الخصوص آان هناك تأآيد ع        . البيانات والنواتج   
 وغيرها من    (WMO)الوعي بتطور نظام معلومات المنظمة والخدمات التي يقدمها لمجتمعات المنظمة          

تعزيز الجهود لتنفيذ برنامج توعية عامة من أجل البلدان النامية على وجه                     المجتمعات، والحاجة إلى  
 واستخدامه استخداماً فعالاً، ويجب أن يتضمن هذا            WlSير نظام      السرعة بما يمكنها من التعاون في تطو     

. البرنامج خطط العمل المناسبة مع التنسيق بينها بواسطة الآليات المناسبة في الاتحادات الإقليمية               
وآانت الأنشطة الشاملة التي بدأها الأمين العام من أجل النهوض بتطوير وتنفيذ نظام معلومات المنظمة              

 ؛ موضع تقدير 
 
ينبغي نشر معلومات عن نظام معلومات المنظمة، بما في ذلك القيم والمنافع، والمشارآة العملية في  )و(

المشاريع الرائدة المنفذة والتفاعل معها، ويكون نشر هذه المعلومات عن طريق الوسائل المناسبة مع الاهتمام 
هدفة مثل الخبراء الفنيين وواضعي   والمجموعات المستWlSباحتياجات مختلف مجتمعات مستخدمي نظام 

 القرارات؛
 
لاتزال هناك بعض التحديات الفنية التي تتطلب مزيداً من التطوير، ومنها تحقيق تزامن البيانات والبيانات  )ز(

 والوصلة (GlSCs)الشرحية في الوقت المطلوب بين مختلف المراآز العالمية لنظام معلومات المنظمة 
بيقات أخرى بما يحقق التشغيل المتبادل المنشود، ونظم وممارسات موحدة للأمن، الترابطية مع نظم وتط

وآان هناك تأآيد أيضاً على أن ترسيخ  . وإجراءات التوثيق والترخيص بخدمات نظام معلومات المنظمة
ب مزيداً التقنيات والإجراءات والتطبيقات التي اختبرت في النماذج الأولية إلى مرحلة التنفيذ التطبيقي سيطل

 من الجهود الكبيرة؛
 
 الأوروبي الذي وضعته فرنسا، وألمانيا، والمملكة المتحدة بمشارآة نشيطة من  VGlSCوبالإضافة إلى نظام  )ح(

 والمنظمة الأوروبية لاستخدام السواتل  (ECMWF)المرآز الأوروبي للتنبؤات الجوية المتوسطة المدى  
اط المؤتمر علماً مع التقدير بأن المرآز العالمي للأرصاد  أح(EUMETSAT)الخاصة بالأرصاد الجوية 

، ملبورن، وموسكو وواشنطن، وإدارة الأرصاد الجوية   (WMC/RTH)المرآز الإقليمي للاتصالات / الجوية
  (KMA) ودائرة الأرصاد الجوية الكورية (JMA) والوآالة اليابانية للأرصاد الجوية (CMA)الصينية 

وآان هناك اعتراف بأن  . ة لتنفيذ وظائف وخدمات مراآز نظام معلومات المنظمةقد شرعت في خطط تنمي 
 هو التاريخ المستهدف الواقعي لبداية تشغيل مرآز عالمي واحد على الأقل في نظام   2008منتصف عام 

 .(DCPCs)المعلومات وعدة مراآز لجمع البيانات ونشرها 
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 )الأعمال من جدول 8البند (البرنامج الفضائي للمنظمة  8
 

ستعرضت اللجنة الأنشطة الرئيسية في البرنامج الفضائي للمنظمة فيما يخص متطلبات برامج المنظمة من ا 8.1
، وتعزيز الحصول على  (GOS)الرصدات فضائية القاعدة، وتحسين المكون الفضائي القاعدة في النظام العالمي للرصد 

 .دام هذه البياناتبياناته ونواتجه وتعزيزه قدرة الأعضاء على استخ
 

 في  (GOS)وأشارت اللجنة إلى أنها تلقت تقريراً عن حالة المكون الفضائي القاعدة للنظام العالمي للرصد  8.2
وأيدت سرورها أيضاً لدى الإحاطة علماً آذلك بتوسيع نطاق ).  من جدول الأعمال6.1البند (إطار نظم الرصد المتكاملة 

 وقرب MTSAT-2:ن السواتل الثابته بالنسبة للأرض منذ آخر اجتماع للجنة، وهي  هذا المكون وذلك بإطلاق عدد م 
وفيما يتعلق بالسواتل قطبية المدار علمت اللجنة بإطلاق .  شرقا86.5ً الذي سيكون موقعه عند درجة FY-2Dإطلاق 

NOAA-18  وإطلاق ، Metop -A  بحمولة متطورة، وبخطط الصين لإطلاقFY-3Aوبخطط 2007 سبتمبر/  في أيلول ،
آما أن هناك عدة سواتل جديدة . 2007ديسمبر /  في آانون الأولMETEOR 3-M No. 1الاتحاد الروسي لإطلاق الساتل 

. Calipso ،Resurs-DK وCloudsat/ALOS:  وهي(GOS)للبحث والتطوير ستساهم أيضاً في النظام العالمي للرصد 
آذلك أحاطت اللجنة علماً على وجه . COSMICراديو من آوآبة آذلك تتوافر بيانات السبر باستعمال موجات ال
 آانت قد أآدت نيتها بالمساهمة في المكون الفضائي القاعدة (CNSA)الخصوص بأن الإدارة الوطنية الصينية للفضاء 

الذي  HY-1B بإتاحة بيانات الاستشعار عن بعد الأوفيانوغرافي (WMO)من النظام العالمي للرصد التابع للمنظمة 
 من HJ-1 (A, -B, -C-)، وآـوآبة (CBERS) البرازيلية لكشف موارد الأرض –وسلسلة السواتل الصينية  سيطلق قريباً،

 مع أدوات للتصوير فوق الطبقي مرئية للأشعة  2007-2008سواتل رصد البيئة والكوارث التي سيتم إطلاقها في عامي 
 .أجهزة أخرى لنظم السواتلتحت الحمراء ولها قيمة محتملة آبيرة لمعايرة 

 
 الرامية إلى نقل (NOAA)وأحاطت اللجنة علماً آذلك بأنشطة الإدارة الوطنية للمحيطات والغلاف الجوي  8.3

وستساعد .  درجة غرباً لزيادة التغطية في الأمريكتين 60 إلى  (GOES-10)ساتل المسح البيئي الثابت بالنسبة للأرض  
سين آشف الساتل تحسيناً ملحوظاً للأخطار الطبيعية من مثل العواصف الشديدة،  عملية النقل هذه، من خلال تح

والفيضانات، والجفاف، والانهيارات الأرضية والحرائق الجامحة، على حماية الأرواح والممتلكات في أمريكا الشمالية   
 عمله في الموقع الجديد حتى GOES-10وما أن يبدأ الساتل . وأمريكا الوسطى وأمريكا الجنوبية وآذلك منطقة الكاريبي

 وزيادة الاستبانة الزمنية التي يتسم GOES-10وأحاطت اللجنة علماً بأنه بانتقال الساتل .  دقيقة15يبدأ ببث الصور آل 
 .(WMO)بها فوق أمريكا الجنوبية فإن المكون الفضائي القاعدة سيلبي المجموعة الكاملة من المتطلبات العالمية للمنظمة 

 تغيير موقع (EUMETSAT)أنها رحبت بقرار المنظمة الأوروبية لاستخدام السواتل الخاصة بالأرصاد الجوية آما 
Meteosat-7         وبخدمة منصة جمع البيانات التي        2008 حتى يواصل مهمة تغطية بيانات المحيط الهندي حتى عام ،

لجنة علماً بالحاجة إلى تغطية مستمرة وقوية         وأحاطت ال. تدعم نظام الإنذار بالأمواج السنامية في المحيط الهندي        
فوق المحيط الهندي وأعربت عن رضاها بخطط الاتحاد الروسي والصين التي سوف تلبي هذه الحاجة في الأجل                     

 . الأبعد
 

 الموضوع ليضمن إمكان (GSICS)ورحبت اللجنة بتنفيذ النظام التشغيلي الفضائي العالمي لتوحيد المعايير  8.4
رصدات من مختلف المهام، وهو ما يعتبر ضرورياً للاستفادة بالكامل من رصدات السواتل في التنبؤ العددي مقارنة ال
وأحاطت اللجنة علماً بأن الصين والمنظمة الأوربية لاستخدام السواتل الخاصة .  وآشف تغير المناخ(NWP)بالطقس 

 وأن   GSICSيات المتحدة الأمريكية تساهم في نظام  واليابان والاتحاد الروسي والولا(EUMETSAT)بالأرصاد الجوية 
 .جمهورية آوريا تتأهب للانضمام إليه

 
وأحاطت اللجنة علماً بالتقدم في تنفيذ التوصيات المتعلقة بالسواتل في تنفيذ خطة تطوير النظام العالمي  8.5

 .2025المي للرصد في الإطار الزمني ورحبت بالعمل الذي نفذ للبدء في إعداد رؤية محدثه للنظام الع. (GOS)للرصد 
 التي أبرزت أن بعض المتغيرات GCOSآما أحاطت علماً أيضاً باستعراض متطلبات النظام العالمي لرصد المناخ 

 لا ترصد إلا في مهام البحث والتطوير دون وجود خطة لتوافرها في الأجل الطويل، ولاحظت (ECV)المناخية الأساسية  
 .تحديث النظام العالمي للرصد سيسعى إلى إدخال رصدات مستدامة لهذه المتغيراتبسرور أن خط قاعدة 
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 ضمن نظام معلومات المنظمة (IGDDS)وأآدت اللجنة أهمية مشروع النظام العالمي المتكامل لنشر البيانات  8.6
(WIS) لتقدير بتوسيع عمل السواتل وأحاطت علماً مع ا. بما يضمن الوصول إلى بيانات ونواتج السواتل في الوقت المطلوب 

EUMETCAST من جانب المنظمة الأوروبية EUMETSAT إلى الإقليم الأول والإقليم الجنوبي الغربي الثاني والإقليمين 
 ووجود خطط لفتح هذه الخدمة أمام جميع FengyungCastالثالث والرابع، وآذلك البيان العملي الناتج من جانب الصين عن 

ميتيو " الروسي DVB/Sآما أحاطت علماً بالمساهمة الممكنة من نظام الفيديو الرقمي .  آسيا والمحيط الهادئالبلدان في منطقة
 خدمة إقليمية في ورحبت اللجنة بافتتاح. IGDDSفي نظام " MITRA" الذي يعتمد على تكنولوجيا (Meteoinform)" إنفورم

مسبار الرأسي المتطور الشغال الخاص بالساتل للرصد التلفزيوني  باستعمال ال(RARS)آسيا والمحيط الهادئ لإعادة البث 
 فوق النظام العالمي للاتصالات 1c AAPP في شكل ATOVS وهي توفر بالفعل بيانات (ATOVS)بالأشعة تحت الحمراء 

GTS محطات بصور عالية الاستبانة، تشمل 10 من Syowaبيل وشجعت اللجنة بذلك الجهود في س.  في القطب الجنوبي
 .(NWP)إقامة شبكة عالمية من الخدمات الإقليمية التي ستكون مفيدة جداً في التنبؤ العددي بالطقس 

 
ويجب تشجيع آل .  وشجعت على نموها(COE)وأآدت اللجنة أهمية المختبر الافتراضي ومراآز الامتياز  8.7

 . تبادل المعلومات والتوعية المستمرةمرآز من هذه المراآز دائماً على إقامة مجموعة مرآزية في إقليمه لدعم
 

  (HPTE)وأعربت اللجنة عن سرورها لملاحظة النجاح الهائل الذي حققه اللقاء التدريبي الرفيع المستوى  8.8
، فكان شاهداًعلى (WMO) عضواً في المنظمة 120 مستخدم من أآثر من 1000حين قدم تدريباً على الخط لأآثر من 

وشجعت اللجنة البرنامج الفضائي في المنظمة على الاستمرار في هذا النهج بعقد لقاءات على . آفاءة التعلم عن بعد
 .نظاق إقليمي، مثلاً عن تطبيقات السواتل على الدراسات المناخية

 
خطة تنفيذ البرنامج الفضائي للمنظمة العالمية  "ونظراً إلى بالتقدم المحرز في بلوغ الأهداف المبينة في  8.9

ووافقت اللجنة على أنه تم تحقيق إنجازات آثيرة لما فيه فائدة أعضاء  " 2004-2007"الجوية في الفترة للأرصاد 
 .وشجعت الجهود المتواصلة والمعززة التي يبذلها جميع المعنيون لتنفيذ هذه الأهداف تنفيذاً آاملاً. المنظمة

 
 
 الأنشطة الشاملة الأخرى 9
 

 ) من جدول الأعمال9.1البند ( الأرضالفریق المخصص المعني برصدات  9.1
 

 الذي اعتمده المجلس التنفيذي في دورته الثامنة والخمسين وأآد فيه   15أحاطت اللجنة علماً بالقرار رقم   9.1.1
، واتفق فيه على أن جميع البيانات الجوهرية المحددة   (GEO)التزامه إزاء الفريق المخصص المعني برصدات الأرض 

ينبغي توفيرها عن طريق ترتيبات المنظومة العالمية لنظم رصد الأرض   ) Cg-Xll (40منظمة في قرار مؤتمر ال
(GEOSS)آما لاحظت اللجنة المشارآة الكبيرة من . ، التي يجري تشغيلها بشكل مشترك، لتلبية احتياجات الأوساط العالمية

وأعربت عن .  العالمية لنظم رصد الأرض المنظومة/جانب المنظمة في عملية الفريق المخصص المعني برصدات الأرض
، وللمقررين المعنيين باجتماع الخبراء التابع للجنة النظم   (GEO) لفريق المخصصامتنانها للمقررين الاثنين المعنيين با

 وقدموا (GEOSS) الذين ناقشوا شؤون المنظومة العالمية، (GEOSS)الأساسية بشأن المسائل المتصلة بالمنظومة العالمية 
 .2006 بشأن الصيغة الأولى من خطة عمل الفريق المخصص لعام (GEO) لفريق المخصصتعليقات تفصيلية إلى أمانة ا

 
 ينبغي أن تشكل أساساً (WWW)وآانت اللجنة متحمسة لرأيها بأن النظم المكوِّنة للمراقبة العالمية للطقس  9.1.2

للجنة أيضاً عن إيمانها القوي بأن التجارب والخبرات  وأعربت ا. (GEOSS)للمنظومة العالمية لنظم رصد الأرض 
 سوف تساعد الفريق المخصص المعني برصدات الأرض في جهوده الرامية إلى   (WMO)الكبيرة لأعضاء المنظمة 

وأشارت اللجنة إلى أنه توجد تسع مجالات ذات فائدة للمجتمع يعالجها . (GEOSS)إرساء جذور المنظومة العالمية 
خصص المعني برصدات الأرض، وأنه يُتوقع أن تضطلع المنظمة بدور ومسؤولية غالبين فيما يتعلق بهذه  الفريق الم

المجالات ذات الفائدة للمجتمع، لاسيما بخصوص الطقس والماء والمناخ والكوارث المتصلة بالأرصاد الجوية  
. رافق الوطنية للأرصاد الجوية والهيدرولوجياوبأداء هذه المهام، فإن الفريق لن يتعدى على ولايات الم. والهيدرولوجية

وأشارت اللجنة إلى أن المنظومة العالمية لنظم رصد الأرض ترآز على الرصدات وتحويل البيانات إلى معلومات،  
 .ولكنها لا تتضمن توفير نواتج متعلقة باتخاذ القرارات، مثل الإنذارات والتحذيرات
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 أشارت اللجنة إلى أن الشبكة (GEO-NETCast)ريق المعني برصد الأرض وفيما يتعلق بشبكة معلومات الف 9.1.3
، وأنها تنشر بالدرجة الأولى (Fengyuncast) و(EUMETCast)تتألف حالياً من شبكة مرافق الأرصاد الجوية الأوروبية 

نة أيضاً أنه عند وأشارت اللج. (WMO)البيانات والنواتج الساتلية للأرصاد الجوية لكي يستخدمها أعضاء المنظمة 
توسيع شبكة معلومات الفريق لتلبية احتياجات المجالات ذات الفائدة للمجتمع خارج احتياجات أعضاء المنظمة، فإن  
نظام معلومات الفريق والمنظومة العالمية لنظم رصد الأرض سيتعين عليه أداء وظائف متعلقة بإدارة البيانات مماثلة 

وبالتالي، آانت اللجنة متحمسة لرأيها بأنه ينبغي لخطة عمل  . المراقبة العالمية للطقسللوظائف المشمولة حالياً ضمن 
 مكوناً أساسياً   (WlS) أن تستفيد من العرض الذي قدمته المنظمة بأن يصبح نظام معلوماتها 2007-2009الفريق للفترة 

أيضاً العرض الذي قدمته سابقاً بأن وأآدت اللجنة مرة أخرى . لمنظومة نظم معلومات الفريق المعني برصد الأرض
 . وما بعده2007 خلال عام (WlS)، ولاسيما في فرق خبراء تنفيذ (WlS)يشارك الفريق في برنامج معلومات المنظمة 

 
. واتفقت اللجنة أيضاً على أن الدعم اللغوي سيكون مسألة سوف يتعين على الفريق معالجتها بصورة عاجلة 9.1.4

فإذا تقرر أن تصدر وثائق الفريق أو مداخله الشبكية . ها أصدرت جميع وثائقها المرجعية بأربع لغاتوذآّرت اللجنة بأن
 .بالإنكليزية فقط، فإن هذا الإجراء سيمثل عائقاً آبيراً وغير لازم بالنسبة للمنظومة العالمية لنظم رصد الأرض

 
فسوف يوفر . يكون مهماً للغاية لأعضاء المنظمةواتفقت اللجنة على أن تنفيذ مفهوم المنظومة العالمية س  9.1.5

وستؤدي إلى زيادة . (SBAs)مخرجاً لتدفق بيانات المنظمة ونواتجها لدعم معظم المجالات ذات الفائدة للمجتمع 
الاعتراف بقيمة المرافق الوطنية للأرصاد الجوية والهيدرولوجيا للاحتياجات المجتمعية، وبالتالي ستظل المنظمة  

ويضاف إلى ذلك أن وضع النظم المكوِّنة للمراقبة العالمية للطقس آأساس للمنظومة . في هذه المبادرة الكبيرةمشارآة 
.  مفيدة للجميع (WlS)العالمية لنظم رصد الأرض من شأنه أن يجعل القدرات الجديدة والناشئة المتوقعة نتيجة لنظام   

 المعني برصد الأرض، وآذلك أعضاء المنظمة على أن ترآز في ولهذا شجعت اللجنة الأمين العام وجميع أعضاء الفريق
 .منتديات الفريق على ضرورة الاستفادة بشكل آامل من نظم المنظمة بجعلها مكوِّنات للمنظومة العالمية لنظم رصد الأرض

 
انة المنظمة  أن يواصلا العمل مع أم(GEO)لفريق المخصص باوطلبت اللجنة من المقررين الاثنين المعنيين  9.1.6

(WMO)المنظمة   والأعضاء لإسداء المشورة بشأن مشارآة(WMO)لفريق المخصص  في ا(GEO). 
 

 ) من جدول الأعمال9.2البند ( الوقایة من الكوارث والتخفيف من آثارها 9.2
 

 دور اللجنة في برنامج الوقایة من الكوارث والتخفيف من آثارها
 

م الذي تؤديه النظم الأساسية للمراقبة العالمية للطقس في المساهمة في أهداف  استذآرت اللجنة الدور الحاس 9.2.1
وأقرت اللجنة أيضاً بأن هذه  . برنامج الوقاية من الكوارث والتخفيف من آثارها التابع للمنظمة العالمية للأرصاد الجوية

نظام العالمي للرصد، والنظام العالمي النظم التطبيقية التي تشمل المكونات السطحية القاعدة والفضائية القاعدة لل
 وتقديم الخدمات (GDPFS)، وبرنامج النظام العالمي لمعالجة البيانات والتنبؤ )نظام معلومات المنظمة(للاتصالات 

العامة في مجال الطقس، آلها توفر الأساس الضروري الذي يدعم المرافق الوطنية للأرصاد الجوية والهيدرولوجيا في 
 .قاية بولايتها النهائية في مجال خدمات سلامة الحياة وأمن الممتلكاتجهودها للو

 
 تغطي آامل (NMHSs)وأشارت اللجنة إلى أن مساهمات المرافق الوطنية للأرصاد الجوية والهيدرولوجيا  9.2.2

مستوى الوطني  نطاق إدارة مخاطر الكوارث، بما فيها أنشطة تحديد المخاطر والحد من المخاطر ونقل المخاطر على ال
 :بما في ذلك

 
 المشارآة في التخطيط الوطني لإدارة المخاطر؛ •
 
 توفير قواعد البيانات الخاصة بالأخطار وتحليلها؛ •
 
 توفير الكشف المبكر عن الأخطار والإنذارات التشغيلية المتصلة بها؛ •
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 ها وعمليات الإغاثة؛تقديم خدمات الأرصاد الجوية لدعم الاستجابة للطوارئ قبل الكوارث وبعد •
 
 واستخدامها في عمليات اتخاذ القرار بالتعاون مع (NMHSs)تعزيز نواتج وخدمات المرافق الوطنية  •

 الوآالات الأخرى؛
 
 والجهات المعنية الرئيسية من مثل (NMHSs)برامج ووحدات التعليم والتدريب لدى المرافق الوطنية  •

لطات ذات الصلة والقائمين على الاستجابة للطوارئ، ووسائط  الوزارات ومديري مخاطر الكوارث والس
 الإعلام؛

 
 .برامج ومواد التوعية العامة •
 

 بالمشارآة مع الوآالات الوطنية الأخرى لضمان الاعتراف  (NMHSs)وأآدت اللجنة على أهمية عمل المرافق الوطنية 
خطيط الوطني، والتأهب، والتصدي للطوارئ  بدور هذه المرافق في إدارة مخاطر الكوارث، وذلك للنهوض بالت

 . والإنعاش، وتعزيز دور هذه المرافق في تلك العمليات
 

ولاحظت اللجنة أيضاً أن جزءاً آبيراً من عمل فرقة الخبراء التابعة لها له صلة بأهداف برنامج الوقاية من  9.2.3
. ولكن الحافز على أداء أنشطتها أوسع بكثير. هدافالكوارث والتخفيف من آثارها، ويقدم مساهمة قيّمة لبلوغ هذه الأ

 :الأوسع" الأساسي"ومن الأنشطة التي يمكن أن تقع تحت هذا الدور 
 
تطوير النظام العالمي للرصد ليوفر أساساً رصدياً مستداماً للكشف عن الظواهر الجوية المتطرفة ورصدها،  )أ(

الفريق المفتوح العضوية المعني بالمجال البرنامجي (وأساساً للتجاوب مع الاحتياجات الرصدية الجديدة 
 ؛)(OPAG-lOS)الخاص بنظم الرصد المتكاملة 

 
تنسيق تطوير وتنفيذ نظم معالجة البيانات والتنبؤ التي تدعم عمليات التنبؤ بالطقس في المرافق الوطنية   )ب(

التنبؤ الرقمية المتخصصة ضمن للأرصاد الجوية والهيدرولوجيا، والتي تكون أيضاً أساساً لإقامة نظم 
برنامج النظام العالمي لمعالجة البيانات والتنبؤ، وهي النظم المطلوبة لتخفيف مختلف الأخطار التي تكون 

الفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص بنظام معالجة  (الأرصاد الجوية عاملاً فيها 
 ؛)(OPAG-DPFS)البيانات والتنبؤ 

 
تقوية النظام العالمي للاتصالات بما يضمن توزيع البيانات والنواتج والتنبؤات والإنذارات توزيعاً فعالاً على  )ج(

المرافق الوطنية للأرصاد الجوية والهيدرولوجيا لمساعدتها على تقديم خدمات الوقاية من الكوارث 
عضوية المعني بالمجال البرنامجي الفريق المفتوح ال(والتخفيف من آثارها إلى مجتمعات تلك المرافق 

 ؛)(OPAG-lSS)الخاص بنظم وخدمات المعلومات 
 
تعزيز قدرة المرافق الوطنية للأرصاد الجوية والهيدرولوجيا على تسليم خدمات الطقس العامة المصممة  )د(

خدمات الأرصاد تصميماً جيداً مع توصيلها توصيلاً جيداً وتناول القضايا الاجتماعية والاقتصادية المتصلة ب
الفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص بالخدمات العامة في (الجوية والهيدرولوجيا 

 ).(OPAG-PWS)مجال الطقس 
 

ولاحظت اللجنة بوجه خاص أن الأفرقة المفتوحة العضوية المعنية بالمجالات البرنامجية تعمل أيضاً في  9.2.4
 التي تنفذ على وجه الخصوص بهدف مساعدة المرافق الوطنية للأرصاد الجوية  عدد من الأنشطة المرآزة

 :وهذه الأنشطة تشمل على سبيل المثال. والهيدرولوجيا في أعمالها بشأن الوقاية من الكوارث والتخفيف من آثارها
 
الطقس القاسي في المشروع الإيضاحي بشأن التنبؤ بالطقس القاسي، الذي يهدف إلى تحسين خدمات التنبؤ ب )أ(

الفريق المفتوح   ((NWP)البلدان التي لا يستعمل فيها في الوقت الحاضر نتاج التنبؤ العددي بالطقس 
 ؛)(OPAG-DPFS)العضوية المعني بالمجال البرنامجي الخاص بنظام معالجة البيانات والتنبؤ 
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لإبقاء عليها لاستخدام أدوات نمذجة برنامج أنشطة التصدي للطوارئ، الذي يشمل وضع ترتيبات تشغيلية وا )ب(
التشتت في الغلاف الجوي والخبرة بها في مواجهة الطوارئ النووية وغير النووية، مثل الفورانات 
البرآانية، والعواصف الترابية، وحرائق البراري، والحوادث الكيميائية والبيولوجية، والأخطار الأخرى  

 ؛)(OPAG-DPFS) البرنامجي الخاص الفريق المفتوح العضوية المعني بالمجال(
 
مساعدة المرافق الوطنية للأرصاد الجوية والهيدرولوجيا في البلدان النامية على أنشطة تقليل الأخطار، مثل   )ج(

حلقة عمل عن نواحي التقدم في التنبؤ الآني وتطبيقاته في الإنذارات المبكرة بالأخطار الأرصادية 
 ؛ )(OPAG-PWS) العضوية المعني بالمجال البرنامجي الخاص الفريق المفتوح(والهيدرولوجية 

 
الفريق المفتوح (تنفيذ جمع بيانات من قواعد السواتل وفي الوقت الحقيقي من عوامات الأمواج السنامية  )د(

 ؛)(OPAG-lSS)العضوية المعني بالمجال البرنامجي الخاص بنظم وخدمات المعلومات 
 
ة للأرصاد الجوية والهيدرولوجيا ضمن الاستراتيجيات الوطنية للحد من مخاطر تعزيز دور المرافق الوطني )ه(

الفريق المفتوح (الكوارث وذلك بالتوسع في تنفيذ وتقبل النظام العالمي للاتصالات ونظام معلومات المنظمة 
دول  من ج7انظر أيضاً البند ) (العضوية المعني بالمجال البرنامجي الخاص بنظم وخدمات المعلومات

 ).7.9الأعمال، الفقرة 
 

 التقدم في أنشطة اللجنة للوقایة من الكوارث والتخفيف من آثارها
 

لاحظت اللجنة التفاعل بين المنسق التابع لها والمعني بالوقاية من الكوارث والتخفيف من آثارها ومكتب  9.2.5
نة وأهداف البرنامج، وشجعت اللجنة آلاً  بهدف وضع خرائط مشترآة لأنشطة اللج(DPM)برنامج الوقاية من الكوارث 

منهما على الاستمرار في التعرف على مجالات تستطيع فيها اللجنة والبرنامج أن يدعم أحدهما الآخر، وذلك من خلال  
 ، والبرنامج الفضائي للمنظمة وبرنامج الخدمات العامة في مجال الطقس(WWW)تعزيز تشغيل المراقبة العالمية للطقس 

(PWS)أخذت اللجنة علماً بأن مختلف عمليات المسح التي يجري تنفيذها بواسطة مكتب برنامج الوقاية من الكوارث   و
 .والتخفيف من آثارها على المستوى القطري واللجان الفنية سوف توفر معلومات عن هذا التفاعل

 
عززة لمتطلبات برنامج الوقاية  ورحبت اللجنة بالفرصة المتاحة لها لأن تبني داخل خطط عملها استجابة م 9.2.6

من الكوارث والتخفيف من آثارها، وطلبت في الوقت نفسه من هذا البرنامج أن يعكس في برنامج أنشطته متطلبات  
ولهذا الغرض، طلبت اللجنة من مكتب البرنامج أن يقدم إلى آل الأفرقة المفتوحة  . اللجنة ذات الصلة بهذا البرنامج

الات البرنامجية وإلى فرق الخبراء المعنية تقريراً عن المتطلبات الخاصة التي يمكن لتلك الأفرقة  العضوية المعنية بالمج
وعلمت اللجنة أن الأفرقة المفتوحة العضوية المعنية بالمجالات البرنامجية ستواصل   . والفرق أن تساعد على تناولها

من الكوارث والتخفيف من آثارها ولغيرها من البرامج عمل تقييم منتظم لمدى المساعدة التي تقدمها أنشطتها للوقاية 
 .الشاملة، وأنها ستقدم بناء على ذلك تقريراً عن إنجازاتها

 
وأقرت اللجنة بفائدة أسلوب تعدد الأخطار في الوقاية من الكوارث والتخفيف من آثارها ولاحظت أن برامج  9.2.7

 مجال الطقس تعكس أسلوب تعدد المخاطر من خلال تشغيل نظمها المراقبة العالمية للطقس وبرامج الخدمات العامة في
وأآدت اللجنة ضرورة الاستمرار في تقوية تلك  . الأساسية للرصد والاتصالات وتجهيز البيانات والتنبؤ وتقديم الخدمات

 وأآثر نوعية في النظم والخدمات الأساسية والتأآد من تشغيلها بطريقة مستدامة ومتينة، مع استكمالها بمكونات هادفة
 .تعدد الأخطار لتناول المتطلبات المحددة

 
واعترفت اللجنة بأن بلوغ آثير من أهداف برنامج الوقاية من الكوارث والتخفيف من آثارها يتطلب اتباع  9.2.8

منهج يشمل عدة لجان وطلبت من منسق برنامج الوقاية من الكوارث والتخفيف من آثارها التابع لها أن يستكشف 
 واللجنة الفنية المشترآة بين (ClMO)إمكانات العمل مع نظرائه في اللجان الأخرى، مثل لجنة أدوات وطرق الرصد 

 والمعنية بعلوم المحيطات والأرصاد (lOC)المنظمة العالمية للأرصاد الجوية واللجنة الدولية الحكومية لعلوم المحيطات 
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لة، ومنها تطوير بيانات وأنساق تبليغ موحدة عن جميع أنواع الأخطار ، في القضايا ذات الص(JCOMM)الجوية البحرية 
 .وعن جميع النظم

 
ولاحظت اللجنة أن برنامج الوقاية من الكوارث والتخفيف من آثارها ينوي عقد اجتماع للمنسقين الفنيين   9.2.9

 نتائج هذا الاجتماع التنسيقي وستعرض.  للاستمرار في استكشاف فرص جديدة لبرامج شاملة2006للبرنامج في أواخر 
على الاجتماع الثاني للفريق الاستشاري التابع للمجلس التنفيذي والمعني بالوقاية من الكوارث والتخفيف من آثارها في  

دعماً ) المشترآة بين اللجان( حيث يدعى رؤساء اللجان الفنية إلى مناقشة الأنشطة 2007يناير / أواخر آانون الثاني
ومن بين القضايا التي ستناقش   . وقاية من الكوارث والتخفيف من آثارها في المنظمة العالمية للأرصاد الجويةلبرنامج ال

تلك المتعلقة بوضع مبادئ توجيهية لنواتج بيانات الأخطار ومنهجيات وتحليلات إحصائية لخصائص الأخطار ورسم  
.  المفتوحة العضوية المعنية بالمجالات البرنامجيةخرائطها، مما له صلة بعمل آثير من فرق الخبراء ضمن الأفرقة

وطلبت اللجنة إلى ممثلها المعني ببرنامج الوقاية من الأخطار والتخفيف من آثارها أن يعمل بصورة وثيقة مع مكتب هذا 
 .لمتطلباتالبرنامج في التعرف على المجالات الرئيسية ذات الصلة بعمل اللجنة وطلبت إلى فرق خبرائها النظر في هذه ا

 
 ) من جدول الأعمال9.3البند (  المنظمة إدارة الجودة فيإطار 9.3

 
 وقيام  ،(QMF)أحاطت اللجنة علماً بقرارات المجلس التنفيذي بشأن وضع إطار إدارة الجودة في المنظمة  9.3.1

المنظمة رى التعاون مع  وتوثيق ع(QMS)المرافق الوطنية للأرصاد الجوية والهيدرولوجيا بإدخال نظم إدارة الجودة  
 وبتنقيح الوثائق المتعلقة بإدارة الجودة من جانب اللجان الفنية وتنسيق المصطلحات (ISO)القياسي  للتوحيدالدولية 

 .المتعلقة بإدارة الجودة
 

مجال بمفتوح العضوية معني ووفقاً لقرارات المجلس التنفيذي، قررت اللجنة أن تطلب إلى آل فريق  9.3.2
وبوجه خاص إدارة الجودة ومراقبة الجودة ( استعراض الأجزاء من مطبوعاته التي تتناول مسائل الجودة يبرنامج

لضمان أن تكون المصطلحات المستخدمة فيها متوافقة مع تعاريف المصطلحات المتعلقة بالجودة ) وضمان الجودة
 /قتضاء، لوضع إجراءات لضمان الجودةوعند الا) ISO 9000:2005 (2005 لسنة 9000 -معيار الأيزو الواردة في 

مراقبة الجودة، وطلبت اللجنة إلى مقررها المعني بإطار إدارة الجودة استعراض النصوص المنقحة لضمان الاتساق 
. فيما بين الأفرقة المفتوحة العضوية المعنية بالمجالات البرنامجية الخاصة، والتوافق مع مطبوعات اللجان الأخرى 

 علماً باقتراح المقرر بأن يُستعرض، على سبيل الأولوية، المرجعان التاليان اللذان وردا آتذييلين للوائح وأحاطت اللجنة
 وفيما يتعلق .مرجع النظام العالمي للرصد، ومرجع النظام العالمي للاتصالات السلكية واللاسلكية: الفنية للمنظمة

ءات تصف تمثيل البيانات، إضافة إلى إجراءات بشأن الرصد بمرجع المدونات فإن اللجنة أشارت إلى أنه يتضمن إجرا
وطلبت اللجنة من الفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص بدراسة النظام  . وتفسير الرصدات

  والفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص بنظم (OPAG-lSS)المتكامل للمراقبة العالمية للطقس 
وطلبت .  ضمان أن يرد وصف إجراءات الرصد وتفسير الرصدات في وثيقة منفصلة(OPAG-lOS)الرصد المتكامل 

اللجنة من الأمانة أن تعمل مع الأفرقة المفتوحة العضوية المعنية بالمجالات البرنامجية ومع فريق الإدارة لتوفير  
 .الموارد اللازمة لإجراء هذا الاستعراض

 
 إدارة سليمة  اللازمةحالة تنقيح الوثائقإدارة إلى أنه يلزم، في ظل أي نظام لإدارة الجودة، لجنة ت الأشارو 9.3.3

وبغية مساعدة الدول الأعضاء في أداء مهامها وآذلك لضمان أن تتيسر على أوسع نطاق  . لكفالة استخدام آخر نسخ منها
 تطبيق هذه الوثائق، طلبت اللجنة إلى الأمانة ممكن وثائق إرشادية فنية صحيحة خاصة بلجنة النظم الأساسية و  

الويب، فيما يخص الوثائق الفنية والأدلة والمراجع المتعلقة بلجنة النظم الأساسية المتيسرة على موقع المنظمة على شبكة 
 .وملحقوأن يشار بوضوح إلى تاريخ وعدد آخر طبعة ) بما في ذلك آخر الملاحق، إن وجدت(ألا تتاح سوى آخر طبعة لها 

 
وأشارت اللجنة إلى توصية المجلس التنفيذي التي مفادها أن أنشطة بناء القدرات التي تتعلق بتنفيذ نظام  9.3.4

 عن  (VCP) في البلدان النامية يمكن تناولها على أفضل وجه من خلال برنامج التعاون الطوعي (QMS)إدارة الجودة 
 من المجالات ذات الأولوية العالية وتعزيز الشراآات وأوجه التعاون  آمجال" تنفيذ نظام إدارة الجودة"طريق إدراج 

 .بدلاً من تنفيذ مشروع إيضاحي
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وأشارت اللجنة إلى أنه بالنظر إلى التطورات الأخيرة بالنسبة للطيران المدني الدولي يتوقع أن يصبح تطبيق  9.3.5
 إلزامياً خلال السنوات القليلة القادمة بالنسبة لأجزاء 9000 - نظام لإدارة الجودة استناداً إلى سلسلة معايير الأيزو

 التي تقدم للملاحة الجوية الدولية خدمات الأرصاد (NMHSs)المرافق الوطنية المعنية بالأرصاد الجوية والهيدرولوجيا 
 .الجوية

 
  من   11 البند  انظر(ووافقت اللجنة على الاختصاصات المتعلقة بمقررها المعني بإطار إدارة الجودة  9.3.6

 ).جدول الأعمال
 

 ) من جدول الأعمال9.4البند ( (THORPEX)تجربة البحوث الخاصة بنظم الرصد وبإمكانية التنبؤ  9.4
 

 .(THORPEX)استعرضت اللجنة التقدم المحرز في تنفيذ التجربة  9.4.1
 

 الذي سلّط الأضواء على تطوير (THORPEX)وأحاطت اللجنة علماً مع التقدير بالتقرير المقدم عن أنشطة  9.4.2
وأعربت اللجنة أيضاً عن شكرها للكثير من العلميين الذين ساهموا . 2002 منذ بدايتها في عام (THORPEX)تجربة 

ومازالوا يساهمون بخبراتهم الفنية في تحقيق النجاح المستمر للبرنامج، ووجهت اللجنة الانتباه بوجه خاص إلى آندا 
رنسا والنرويج والولايات المتحدة والمملكة المتحدة لدعمها المالي المستمر، وإلى الصين للخبير والصين واليابان وف

وأعربت اللجنة عن تقديرها لاعتزام جمهورية آوريا أن تقدم مساهمة . (lPO)الذي أعارته إلى مكتب البرنامج الدولي 
 .2006للصندوق الاستئماني الخاص بالتجربة أثناء سنة 

 
اطت اللجنة علماً أيضاً بالمسائل الملحة المتعلقة بالميزانية، وحثت المزيد من الأعضاء على تقديم الدعم  وأح 9.4.3

 .إلى الصندوق الاستئماني الخاص بالتجربة
 

وأحاطت اللجنة علماً آذلك بتعليقات الدورة السابعة والخمسين للمجلس التنفيذي التي وجهت الاهتمام إلى   9.4.4
، أي الأنشطة الشاملة وتطوير  (THORPEX) في تجربة (WMO)ة التي تقوم بها غالبية برامج المنظمة الأدوار الواضح

التعاون، آما أحاطت اللجنة علماً بأن توصيات الدورة السادسة والخمسين للمجلس التنفيذي قد تم اتباعها، وعلى سبيل  
لأفرقة المفتوحة العضوية المعنية بمجالات برنامجية    دعمها الكامل لجميع ا(CBS)المثال، قدمت لجنة النظم الأساسية 

 وفريق الإدارة، والخبراء المعينين  (CBS) ويجري تنسيق هذا الدعم عن طريق نائب رئيس اللجنة (OPAGs)خاصة 
 . والعكس بالعكس(THORPEX)للتجربة 

 
لتفاعلية العالمية الكبرى  وآان من دواعي سرور اللجنة بوجه خاص التقدم المحرز في تطوير المجموعة ا 9.4.5

(TlGGE) للتجربة (THORPEX) وهي نموذج أولي لنظام تنبؤ المجموعات المتعدد النماذج الذي سيسترشد به في ،
 في مرحلتها الأولى (TlGGE)وسوف تتيح المجموعة العالمية . (GlFS)تطوير نظام عالمي محتمل للتنبؤات التفاعلية 

 خدمة  (WMO) المجموعات قرب الوقت الحقيقي بالنسبة لجميع أعضاء المنظمة إمكانية الحصول على نواتج تنبؤ
وأآدت  . (WlS)ولوحظ أن طلبات اآتشاف البيانات ستُلبى في سياق نظام معلومات المنظمة . لأغراض إجراء البحوث

 تجربة  اللجنة مجدداً أن المتوخى بوجه عام هو الاضطلاع بمشاريع وتجارب إقليمية وعالمية، تحت إشراف
(THORPEX)من أجل تحقيق ما يلي ،: 

 
تحسين مهارة التنبؤ وذلك عن طريق تطوير المعارف المتعلقة بالتأثيرات من العالمية إلى الإقليمية على بدء  )أ(

 النظم الخاصة بالطقس وتطورها وقابليتها للتنبؤ؛
 
والرصد التفاعليين، والمساهمة بذلك  استهداف رصدات ساتلية وموقعية لتصميم استراتيجية من أجل التنبؤ  )ب(

 والذي يشكل مكوناً أساسياً من مكونات (WMO) التابع للمنظمة (GOS)في تطور النظام العالمي للرصد 
 ؛(GEOSS)المنظومة العالمية لنظم رصد الأرض 

 
 إنشاء وتقييم نظم لتمثُّل الرصدات الموجهة من السواتل والقياسات الموقعية؛ )ج(
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 بإدخال تحسينات في دقة التنبؤ العددي بالطقس، والتنبؤ الاحتمالي، ووصف عدم التيقن في الأحوال التعجيل )د(
 الأولية؛

 
 اختبار وإيضاح فعالية نظام عالمي لتنبؤ المجموعات متعدد الجنسيات ومتعدد النماذج ومتعدد التحليلات؛ )ه(
 
نة، من خلال تحسين أدوات دعم القرار، التي تستخدم توضيح الفوائد المجتمعية والاقتصادية للتنبؤات المحس )و(

 .نواتج متقدمة للتنبؤات لتحقيق منافع مباشرة للقطاعين الاجتماعي والاقتصادي
 

ولاحظت اللجنة أن الأنشطة البحثية المذآورة أعلاه تنطوي على إمكانية أن تكون لها تأثيرات هامة على     9.4.6
وطلبت إلى فريق الإدارة أن ينظر في التأثيرات المحتملة لبحوث تجربة  . (WWW)أداء المراقبة العالمية للطقس 

(THORPEX)  على العمليات في خطط العمل المستقبلية، وأن يواصل حواراً مع القائمين عن التجربة لكفالة أن تحقق 
ولاحظت . (WWW)س  الأنشطة البحثية المضطلع بها عن طريق البرنامج أقصى فائدة لتشغيل المراقبة العالمية للطق 

  تشمل تحديداً تقديم إرشاد (THORPEX) لتجربة (TAB)اللجنة أيضاً أن اختصاصات المجلس الاستشاري الفني 
 .فيما يتعلق بتحويل نتائج البحوث إلى عمليات

 
 في الاتحادات الإقليمية الثاني والرابع (THORPEX)وأحاطت اللجنة علماً بالتنظيم الإقليمي لتجربة  9.4.7

 (THORPEX) فيما يتعلق بالتجربة WWRPوالسادس، بمن في ذلك المقررون التابعون للبرنامج العالمي لبحوث الطقس 
والذين عينتهم الاتحادات الإقليمية التي يتبعونها، آما أحاطت علماً بالجهود الخاصة المبذولة لبدء مشاريع إيضاحية  

وأبدت اللجنة سرورها للإحاطة علماً بالتطور السريع للشراآة . لأولتتعلق بالصحة والزراعة داخل الاتحاد الإقليمي ا
 في نصف الكرة الأرضية الجنوبي بقيادة استراليا وجنوب أفريقيا، وبمشارآة                  (THORPEX)الخاصة بتجربة     

ل   إيجابية من نيوزيلندا وشيلي والبرازيل وجزر آوك والتي ينبغي أن تضم بلداناً من الاتحادات الإقليمية الأو                       
 على المنافع الاجتماعية والاقتصادية        (THORPEX)وأحاطت اللجنة علماً بأهمية ترآيز تجربة        . والثالث والخامس 

، وبالأنشطة الجارية التي ترمي إلى بيان فائدة التنبؤات المحسَّنة بالنسبة                     (WMO)التي تعود على أعضاء المنظمة      
 .للمستخدمين 

 
 :وآان من دواعي سرور اللجنة 9.4.8

 
  (AMMA) والتحليل المتعدد التخصصات للموسميات الأفريقية (THORPEX)التعاون الذي نشأ بين تجربة  )أ(

 والذي أدى مؤخراً إلى نشوء برنامج ناجح للمسابير المتحرآة من أجل مراقبة الموجات الشرقية؛
 
 ؛(GEO) في خطط عمل الفريق المخصص المعني برصدات الأرض (THORPEX)مشارآة  )ب(
 
 .(lPY) فيما يتعلق بالسنة القطبية الدولية (THORPEX)تطوير أنشطة  )ج(
 

المرآز الأوروبي للتنبؤات الجوية  (W. Zwieflhoferولاحظت اللجنة مع الارتياح أن تعيين آل من السيد   9.4.9
من لجنة النظم ، مرشحاً (THORPEX) رئيساً متشارآاً للمجلس الاستشاري الفني لتجربة   (ECMWF)) المتوسطة المدى

رئيس الفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص بنظم وخدمات   (Shi Peiliangالأساسية، والسيد 
،  (DPM) والمعني بالسياسة المتعلقة بالبيانات وإدارتها (THORPEX)رئيساً للفريق العامل التابع لتجربة ) المعلومات

مفتوح العضوية المعني بالمجال البرنامجي الخاص بالنظام العالمي لرصد         رئيس الفريق ال    (J. Purdomوالسيد  
 والمعني بنظم الرصد قد ضمن       (THORPEX) رئيساً متشارآاً للفريق العامل التابع لتجربة           (OPAG-lOS) المناخ

  اللجنة     ولاحظت. توفير خبرة لجنة النظم الأساسية الملائمة ويسهم في التخطيط لتلك التجربة وتنفيذها بنجاح                          
أيضاً علاقات العمل الوثيقة التي نشأت بين الفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص بالخدمات                        

 والفريق العامل التابع للتجربة والمعني بالبحوث والتطبيقات الاجتماعية                (PWS)العامة في مجال الطقس      
 .(SERA)والاقتصادية   
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 ) من جدول الأعمال9.5لبند ا( السنة القطبية الدولية 9.5
 

 (WMO)بين المنظمة  (JC)علماً مع التقدير بالتقدم الكبير الذي أحرزته اللجنة المشترآة أحاطت اللجنة  9.5.1
 . 2008-2007 (IPY) والمعنية بالسنة القطبية الدولية في الإعداد للسنة القطبية الدولية     (ICSU)والمجلس الدولي للعلوم 

نوفمبر / جنيف، تشرين الثاني( قد رحبت في دورتها الثانية (JC)ورها لملاحظة أن اللجنة المشترآة آما أعربت عن سر
بمشارآة اللجان الفنية في تطوير وتنفيذ السنة القطبية الدولية، ولاسيما في الأنشطة التي تتناول بيانات ونواتج ) 2005

 .الرصد وإدارة البيانات وخدمات المعلومات
 

 تتصل (IPY) للسنة القطبية الدولية (JC)اللجنة بأن معظم المشاريع التي اعتمدتها اللجنة المشترآة وأقرت  9.5.2
  (NMHSs)، وبأن عدداً آبيراً من المرافق الوطنية للأرصاد الجوية والهيدرولوجيا (WMO)اتصالاً وثيقاً ببرامج المنظمة 

آما أشارت  .  بلداً المشارآة في تنفيذها52شاريع، وينوي قد قام بدور نشط في إعداد أآثر من نصف مقترحات هذه الم
 واللجان الفنية في السنة القطبية (NMHSs)إلى أنه نظراً إلى دور المرافق الوطنية للأرصاد الجوية والهيدرولوجيا 

ا ستقوم بدور  إلى أنه) 2006يونيو / حزيران(، فإن المجلس التنفيذي قد خلص في دورته الثامنة والخمسين (IPY)الدولية 
هام في تنفيذ السنة القطبية الدولية عندما تُستخدم العناصر الحالية الخاصة بنظم الرصد العالمية المندرجة في نطاق  

 تراث نظم آفالة المحافظة على الرئيسي في هاعندما يتمثل دور، (IPY)مسؤوليتها، وآذلك فيما بعد السنة القطبية الدولية 
 وشددت اللجنة على ضرورة إبقاء الأعضاء على علم   .أة خلال السنة القطبية الدوليةالرصد المحسنة أو المنش

وأوصت بضرورة استخدام الرسالة الإخبارية للجنة . بالتطورات الحاصلة في نظم الرصد المتعلقة بالسنة القطبية الدولية
.  لهذا الغرض)org.ipy.www://http(لية  النظم الأساسية على نطاق واسع بالإضافة إلى صفحة الويب للسنة القطبية الدو

 اللجنة في جملة أمور بضرورة توسيع نطاق السنة القطبية الدولية، إن أمكن، لتشمل أيضاً بعض السمات الفريدة وأبلغت
 . مثل الغطاء الثلجي لذروتي جبلي الكليمانجارو وآينيا

 
لدولية التي تتقيد بالقرارات التي اعتمدها مؤتمر وأيدت اللجنة بقوة سياسة تبادل بيانات السنة القطبية ا 9.5.3

وشجعت اللجنة بقوة جميع مشروعات السنة القطبية الدولية الرامية إلى  . المنظمة العالمية للأرصاد الجوية، قبل ذلك
ة أعضاء تبادل بيانات الرصد المتعلقة بالنظام العالمي للاتصالات السلكية واللاسلكية في الوقت الفعلي بهدف دعم أنشط

 . المنظمة العالمية للأرصاد الجوية
 

، (IPY)السنة القطبية الدولية ورأت اللجنة من المستصوب تماماً أن يقوم منسقو المشاريع التي تنفذ في إطار  9.5.4
، فضلاً عن الضرورة، وفي إطار مواصلة الإعداد للسنة القطبية الدولية، بتقديم احتياجاتهم من البيانات والنواتج الساتلية

، من خلال نظام معلومات  (IPY)عن الاحتياجات المتصلة بتبادل البيانات والمعلومات المتعلقة بالسنة القطبية الدولية 
 للاستفادة منه في (CBS)لجنة النظم الأساسية  الذي سيتعين تطويره على سبيل الأولوية العليا وتقديمه ل(WIS)المنظمة 
السياق على تعزيز الاتصالات بين اللجنة الفرعية المعنية بالرصدات واللجنة الفرعية  وشددت اللجنة في هذا . التخطيط

لفريق المفتوح العضوية التابع للجنة النظم ، من جهة، وا(JC)للجنة المشترآة المعنية بسياسة وإدارة البيانات التابعتين 
لفريق المفتوح العضوية التابع  وا(IOS)ملة والمعني بالمجال البرنامجي الخاص بنظم الرصد المتكا (CBS) لأساسيةا

، (lSS)لنظم وخدمات المعلومات  بالجوانب الإقليمية والمعني بالمجال البرنامجي الخاص (CBS) لأساسيةاللجنة النظم 
 .من جهة أخرى، في المسائل ذات الأهمية المشترآة

 
 

 ) الأعمال من جدول10البند (التخطيط الطویل الأجل فيما یتعلق باللجنة   10
 

 (6LTP)مراقبة وتقييم تنفيذ الخطة الطویلة الأجل السادسة للمنظمة 
 

 (CBS)طلبت اللجنة إلى فريق الإدارة التابع لها أن يقدم المساهمة الملائمة المتوقعة من لجنة النظم الأساسية  10.1
 .سع الت(WMO)في عملية التقييم، خصوصاً فيما يتعلق بتحقيق استراتيجيات المنظمة 
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 2008-2011إعداد الخطة الاستراتيجية للمنظمة للفترة 
 

 أحاطت اللجنة علماً بقرارات المجلس التنفيذي المتعلقة بإعداد الخطة الاستراتيجية للمنظمة للفترة 10.2
وطلبت اللجنة إلى فريق الإدارة التابع لها ضمان تقديم  . (WMO)، وإعداد الخطة التشغيلية للمنظمة  2011-2008

 .مساهمة الملائمة المتوقعة من لجنة النظم الأساسية في إعداد هذه الخططال
 

، من أن تكون أهداف  (WMO)وطلبت اللجنة من الأمانة أن تتأآد، لدى إعداد مساهماتها في خطط المنظمة  10.3
، محددة  (PWS) والخدمات العامة في مجال الطقس (WWW)، وبرامج المراقبة العالمية للطقس (CBS)خطط اللجنة 

 .وقابلة للقياس وذات صلة ولها حدود زمنية
 

 ستكون واسعة النطاق، وأنه سيلزم إجراء تعديلات منتظمة  (WMO)وأشارت اللجنة إلى أن خطط المنظمة  10.4
ولذا، طلبت من فريق الإدارة التأآد من أن هذه الخطط لا تقتصر على تناول المخرجات  . إذا أريد لهذه الخطط أن تنفذ

آما طلبت من الأمانة تزويد فريق الإدارة بالمعلومات المالية  . نية، وإنما تتناول أيضاً التمويل النسبي اللازم لتحقيقهاالف
 .اللازمة لتحقيق ذلك

 
 

 ) من جدول الأعمال11البند (برنامج العمل المستقبلي  11
 

نامج عملها الذي يستغرق سنتين آخذة  استعرضت اللجنة التقدم المحرز منذ الدورة الثالثة عشرة ودعمت بر 11.1
في اعتبارها قرارات المجلس التنفيذي ذات الصلة، والمناقشات التفصيلية التي جرت أثناء الدورة، وبوجه خاص في    

 . من جدول الأعمال6إطار البند 
 

نية  وقامت اللجنة باستعراض اختصاصات ومهام فرق ومقرري آل من الأفرقة المفتوحة العضوية المع 11.2
بمجالات برنامجية التي أنشأتها الدورة الثالثة عشرة للجنة النظم الأساسية وقامت، عند الاقتضاء، بمواءمة هذه   

 والمهام المحددة التي عُيِّنت استكمالاً أو تعديلاً للاختصاصات الحالية للفرق والمقررين  . الاختصاصات والمهام
وطلبت اللجنة إلى آل رئيس لفريق . دة في المرفق الرابع بهذا التقريرأو للاختصاصات المنقحة، حسب الاقتضاء، معدَّ

وطلبت أيضاً من فريق . مفتوح العضوية معني بمجال برنامجي أن يضمن الاضطلاع على نحو ملائم بالمهام المحددة
الأفرقة المفتوحة  الإدارة التابع لها أن يبقي برنامج العمل قيد الاستعراض وأن يتخذ ترتيبات بشأن مقترحات رؤساء 

 .العضوية المعنية بالمجالات البرنامجية، عندما يلزم ذلك
 

وإذ أحاطت اللجنة علماً بقرارات الدورة الثامنة والخمسين للمجلس التنفيذي المتعلقة بمسألة التطوع في  11.3
 إعداد توصيات بشأن آيفية تحسين  أعمال اللجان الفنية والاتحادات الإقليمية، فإنها طلبت إلى الفريق الإداري التابع لها

 الحالة فيما يتعلق بالصعوبات التي تتم مواجهتها فيما يتعلق بإيجاد خبراء قانونيين دائمين للمشارآة آمقررين 
أو آأعضاء في الفرق الخاصة بكل فريق مفتوح العضوية معني بمجال برنامجي، بما في ذلك تقديم مقترحات من                   

آما طلبت اللجنة إلى الفريق الإداري التابع لها              .  القيمة لهؤلاء الخبراء الوطنيين      أجل التعرف على المساهمات   
تحليل الحالة فيما يتعلق بأداء المقررين والفرق آسبيل لتحديد المجالات موضع الاهتمام التي يمكن اقتراح                  

 .توصيات بشأنها 
 

العضوية المعني بالمجال البرنامجي الخاص ينبغي أن تتسم خطط عمل فرق الخبراء التابعة للفريق المفتوح  11.4
(OPAG) بالوضوح بشأن المسؤوليات، والنطاقات الزمنية المقترحة، والنتائج، وأن تتضمن إشارة إلى الموارد 

وأشارت اللجنة إلى الصعوبة المتزايدة المواجهة في تأمين وجود الخبرة . والخبرات التي ستلزم لتنفيذ تلك الخطط
داخل جميع الأفرقة المفتوحة العضوية المعنية بالمجالات البرنامجية الخاصة، فأوصت بإنشاء صندوق والدعم للأنشطة 

 .(CBS) التابعة للجنة النظم الأساسية (OPAGs)استئماني لفرق الخبراء التابعة للأفرقة  
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 مشارآة المرأة في أعمال اللجنة
 

 المعني بمشارآة المرأة في الأرصاد الجوية أحاطت اللجنة علماً بتوصيات مؤتمر المنظمة الثاني 11.5
 للمؤتمر العالمي الرابع عشر للأرصاد الجوية الذي يدعو إلى   33وبالقرار ) 2003مارس / جنيف، آذار(والهيدرولوجيا 

تكافؤ فرص مشارآة المرأة في الأرصاد الجوية والهيدرولوجيا، وأشارت إلى الجهود التي بذلتها في الماضي لتعزيز  
وإدراآاً من اللجنة بأن هذه الجهود تحتاج إلى تنقيح وتعزيز باتخاذ مبادرات جديدة  . ة المرأة في أعمال اللجنةمشارآ

) الولايات المتحدة الأمريكية (Vicki Nadolski وعينت السيدة (CBS-Ext.(06)) 1على أساس مستمر، فقد اعتمدت القرار 
 .ي المرفق الرابع بهذا التقرير اختصاصات هذا المسؤولويرد ف. مسؤولاً لتنسيق قضايا الجنسين باللجنة

 
 

 المجلس التنفيذي ذات  استعراض القرارات والتوصيات السابقة الصادرة عن اللجنة وقرارات 12
 ) من جدول الأعمال12البند ( الصلة

 
سارية  لاتزال لتي طبقاً للممارسة المتبعة بحثت اللجنة القرارات والتوصيات المعتمدة قبل دورتها الحالية وا 

 .(CBS-Ext.(06)) 9 التوصية و(CBS-Ext.(06)) 2واعتمدت القرار 
 
 

 ) من جدول الأعمال13البند ( مسائل أخرى 13
 

أحاطت اللجنة علماً بالتغيرات الكبيرة التي حدثت في جمع البيانات والنواتج وتوزيعها والحصول عليها،  13.1
 ومبادرات جديدة تستفيد من تكنولوجيات المعلومات والاتصالات الجديدة، مثل  والتي تحققت بسبب تخطيط وتنفيذ برامج

وطلبت إلى فريق إدارة لجنة النظم   . (GEOSS) والمنظومة العالمية لنظم رصد الأرض (WlS)نظام معلومات المنظمة 
 بالتأثيرات الممكنة من الأساسية النظر في القضية وطلبت إلى الرئيس اتخاذ الإجراء المناسب لضمان استمرار الوعي

سياسة البيانات، بما في ذلك مناقشة الموضوع في الاجتماع المقبل لرؤساء اللجان الفنية، وتقديم تقرير، على النحو 
 .المناسب، إلى الفريق الاستشاري التابع للمجلس التنفيذي والمعني بالتبادل الدولي للبيانات والنواتج

 
رنامج الخدمات العامة في مجال الطقس هو نشاط شامل يعمل بطريقة تعاونية وأآد عدد من الأعضاء أن ب 13.2

وأحاطت علماً بأن هناك عدة قضايا مثل تأثير تنبؤات الطقس  . (WMO)مع عدة برامج ولجان فنية في المنظمة 
س بهيكله الحالي، يمكن معالجتها بسهولة ولا بطريقة آاملة بواسطة برنامج الخدمات العامة في مجال الطق الموسمي، لا

مثل لجنة علوم الغلاف الجوي  (نظراً للانعكاسات التي ستظهر في لجان فنية أخرى ونظراً لاشتراآها في هذا العمل  
(CAS) ولجنة علم المناخ (CCl) .(  وطلبت إلى فريق إدارة لجنة النظم الأساسية النظر في هذه القضية وطلبت إلى

لجته، بما في ذلك إثارة الموضوع في الاجتماع المقبل لرؤساء اللجان الفنية وتقديم الرئيس اتخاذ الإجراء المناسب لمعا
تقرير، على النحو المناسب، إلى الفريق الاستشاري التابع للمجلس التنفيذي والمعني بتطوير المرافق الوطنية للأرصاد 

 .(WMO) والمنظمة (NMHSs)الجوية والهيدرولوجيا 
 

 ) من جدول الأعمال14البند (دورة الرابعة عشرة موعد ومكان انعقاد ال 14
 

نظراً لعدم تقديم الأعضاء الممثلين في الدورة أي دعوة رسمية، قررت اللجنة تحديد موعد ومكان انعقاد  
 .الدورة الخامسة عشرة في موعد لاحق، وطلبت من رئيسها أن يتخذ الترتيبات اللازمة بالتشاور مع الأمين العام

 
 

 ) من جدول الأعمال15البند ( الدورةاختتام  15
 

، في ملاحظاته الختامية النتائج الرئيسية للدورة، فأشار إلى  A. Gusevاستعرض رئيس اللجنة السيد  15.1
 خلال العقود الماضية، وقال إنه يعتقد أن المرافق الوطنية (NMHSs)التغييرات الهائلة التي حدثت في المرافق الوطنية 
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(NMHSs)لآن على أعتاب ثورة تكنولوجية جديدة ستقتضي أن تشارك اللجنة مرة أخرى على نطاق واسع   أصبحت ا
 في دعم عدد   (CBS)وأآد على المسؤولية الضخمة التي تتحملها اللجنة . لإيجاد حلول للتحديات التي سيواجهها الجميع

ية حيوية لكي تضطلع سائر البرامج من الأنشطة المتعددة التخصصات وفي توفير النظم الأساسية، التي تتسم بأهم
 في العالم الحديث، إذ توفر هذه المرافق الإسهامات (NMHSs)آما أشار إلى الدور المتطور للمرافق الوطنية . بعملها

الضرورية لحماية الأرواح والممتلكات وتوفير البيانات المتعلقة بالتنمية المستدامة وتأثير تغير المناخ والسلامة 
وأهاب بالأعضاء أن .  عاملاً اقتصادياً(NMHSs)وبهذا المعنى، فقد أصبحت الآن المرافق الوطنية . يةالهيدرولوج

وأخيراً، قال إنه يرى أن  . يجتذبوا متخصصين من الشباب وطلب منهم أن يزيدوا عدد العاملين منهم في فرق الخبراء
ء الوعي الجماهيري ببرنامج المراقبة العالمية للطقس  اللجنة في حاجة إلى النهوض بمهمة استراتيجية لتوسيع نطاق إذآا

(WWW)واختتم آلمته بتقديم الشكر لفرق الخبراء المفتوحة العضوية  .  وبرسالته وإنجازاته(OPAGs)   على ما قامت به 
انة من عمل، ولفريق الإدارة، والمقررين، وجميع من أسهموا بنشاط في أنشطة اللجنة على ما قاموا به من عمل، ولأم

 . على ما تقدمه من دعم ثابت، وللمترجمين الشفويين والموظفين المحليين على الترتيبات الممتازة(WMO)المنظمة 
 

، المدير العام لمكتب التنبؤ، عن سرور إدارة الأرصاد الجوية الكورية  Kwang-Joon Parkوأعرب السيد  15.2
عرب عن تقديره لنجاح المناقشات في هذا الاجتماع والتوافق في  آما أ. (CBS)لاستضافة هذه الدورة الاستثنائية للجنة 

وأآد أن إدارة الأرصاد الجوية الكورية ستبذل قصاراها لمواصلة دعم  . الآراء الذي تم التوصل إليه بشأن جميع البنود
 . (CBS)اللجنة 

 
جارو، فأعرب عن شكره . د م، ممثل الأمين العام، آلمة في الدورة نيابة عن السيJ. Hayesوألقى السيد  15.3

الحار لحكومة جمهورية آوريا ولإدارة الأرصاد الجوية الكورية على حسن الاستضافة والترتيبات المتميزة المتخذة 
ولخص التحديات الرئيسية التي سيتعين . لدعم عمل الدورة، آما قدم الشكر لجميع المشارآين على ما قدموه من أفكار

آما .  المستقبل، ونوه بضرورة دعم التعاون مع البرامج واللجان الأخرى لكفالة العمل بفاعليةعلى اللجنة مواجهتها في
رحب بنجاح الدورة وأعرب عن تقديره لمواصلة اللجنة الاضطلاع بعملها بروح التعاون بمراعاة احتياجات وقدرات 

 أو من الأمانة (WMO)مانة المنظمة واختتم آلمته بتقديم الشكر لجميع موظفي الدعم، سواء من أ. جميع الأعضاء
 .المحلية، الذين مكنوا من سريان أعمال الدورة بسلاسة

 
 /  تشرين الثاني16، يوم  10:40واختتمت الدورة الاستثنائية للجنة النظم الأساسية أعمالها الساعة  15.4

 .2006نوفمبر 
 

 
 



 
 
 

 القرارات التي اعتمدتها الدورة
 
 

 (CBS-Ext.(06)) 1القرار 
 

 مشارآة المرأة في أعمال اللجنة
 

 إن لجنة النظم الأساسية،   
 

 :إذ تشير إلى
 

 واعترافه بأهمية دور المرأة وإسهاماتها في مجال العلوم،) 1995بيجين، (مؤتمر الأمم المتحدة المعني بالمرأة  (1)
 

ريو دي جينيرو، (تدامة، برنامج العمل من أجل التنمية المس: 21النداءات الواردة في جدول أعمال القرن  (2)
 العمل العالمي من أجل المرأة تحقيقاً للتنمية المستدامة والمنصفة،: 24، الفصل )1992يونيو / حزيران

 
مارس / تقرير مؤتمر المنظمة الثاني عن مشارآة المرأة في الأرصاد الجوية والهيدرولوجيا، جنيف، آذار (3)

2003، 
 

رابع عشر للأرصاد الجوية الذي يدعو إلى تكافؤ فرص مشارآة المرأة في  للمؤتمر العالمي ال33القرار  (4)
 الأرصاد الجوية والهيدرولوجيا،

 
 :وإذ تضع في اعتبارها

 
 الحاجة إلى مهنيين مدربين ومؤهلين في اللجنة، بغض النظر عن نوع الجنس، (1)
 

 التي تستهدف بصفة خاصة الفتيات والنساء الحاجة إلى تشجيع برامج التعليم الوطنية في العلوم والتكنولوجيا (2)
 وتهيئتهن وتدريبهن للدخول في مجال الأرصاد الجوية والعلوم ذات الصلة،

 
الحاجة إلى زيادة الفرص والدوافع من أجل تعيين المرأة في جميع أقسام المرافق الوطنية للأرصاد الجوية  (3)

لرجل والمرأة في فرص الترقي الوظيفي إلى أعلى ، وإتاحة فرص المساواة بين ا(NMHSs)والهيدرولوجيا 
 المستويات،

 
  بالمشارآة النشيطة للمندوبات في هذه اللجنة، وتدعم هذه المشارآة،وإذ ترحب

 
  على زيادة مشارآة المرأة وإسهامها في أعمال هذه اللجنة؛تحث

 
 : أعضاء المنظمة بما يليتوصي

 
آة المرأة في العلوم والتكنولوجيا لإعدادها للالتحاق بالوظائف مواصلة تشجيع وتعزيز وتيسير فرص مشار (1)

 العلمية مثل الأرصاد الجوية والعلوم ذات الصلة؛
 

 تيسير مشارآة المرأة في أنشطة اللجنة؛ (2)
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توفير ما يلزم من التشجيع والدعم بنشاط لتحقيق تكافؤ فرص مشارآة المرأة في جميع ميادين الأرصاد  (3)
وم ذات الصلة على مستويات اتخاذ القرارات، وخاصة في لجنة النظم الأساسية وبرامجها الجوية والعل

 العاملة؛
 

بأن يشجع أعضاء المنظمة دعم الدراسات العلمية في المدارس آوسيلة لضمان مشارآة المرأة والرجل توصي أیضاً 
 على قدم المساواة في هذا الميدان من العمل؛

 
يم تقرير إلى الدورة الرابعة عشرة للجنة عن التقدم المحرز في الجوانب الرئيسية من تنفيذ  إلى رئيس اللجنة تقدتطلب 

 هذا القرار خلال فترة ما بين الدورتين؛
 

 .تعيين ودعم مسؤول معني بتنسيق القضايا الجنسانية يتمتع بالخبرة الكافية، يرفع تقاريره إلى رئيس اللجنةتقرر 
 

 ـــــــــــــــــــــ
 . الذي لم يعد سارياً (CBS-Ext.(98)) 1يحل هذا القرار محل القرار : ظةملاح

 
 
 

 (CBS-Ext.(06)) 2 القرار
 

 استعراض القرارات والتوصيات السابقة الصادرة عن لجنة النظم الأساسية
 

 إن لجنة النظم الأساسية،   
 

 ،(2006)ا اللجنة قبل دورتها الاستثنائية بالإجراءات المتخذة بشأن القرارات والتوصيات التي اعتمدتهإذ تحيط علماً 
 

 :تقرر
 

 (CBS-XIII)  2 و1القرارين و (2000) (CBS-XII) 1والقرار  (CBS-Ext.(98)) 2 الإبقاء على سريان القرار (1)
 ؛(2005)

 
 ؛(2005) (CBS-XIII) 1 التوصيةالإبقاء على سريان  (2)
 

 .(2006)ة قبل دورتها الاستثنائية  التوصيات المعتمد سائرعدم الإبقاء على سريان (3)
 
 
 



 
 

 
 التوصيات التي اعتمدتها الدورة

 
 

  )CBS-Ext.(06)( 1التوصية 
 

 اعتماد النظام الجيودیسي العالمي والنموذج الجيودیسي العالمي
 آمرجعين لتحدید موقع محطة الرصد

 
 إن لجنة النظم الأساسية،   

 
 :إذ تحيط علماً

 
 دد بواسطة خط الطول وخط العرض والارتفاع،بأن موقع محطة الطقس يتح )1(

 
  لم تقر أي نظام مرجعي معياري لاستخدامه في تحديد الموقع الأفقي والرأسي للمحطة،)WMO(وبأن المنظمة  )2(

 
 وبأن آلا من خطوط الطول والعرض تتطلب نظاماً معيارياً عالمياً لتحديد الموقع آمرجع، )3(

 
 )MSL (يعرف متوسط مستوى سطح البحر) 182مطبوع المنظمة رقم  (اد الجويةالمعجم الدولي للأرصوبأن  )4(

 عاماً، وهذا يتقرر 19على أنه متوسط مستوى سطح البحر في جميع مراحل المد والجزر على مدى فترة 
عادة من الارتفاعات التي ترصد آل ساعة فوق مستوى مرجعي ثابت، في حين أن المستوى المرجعي الثابت 

 مستوى سطح البحر لم يتحدد بعد،لمتوسط 
 

 :وإذ تضع في اعتبارها
 
 يستخدم على نطاق العالم )WGS 84( 1984أن النظام المرجعي المعياري وهو النظام الجيوديسي العالمي لعام  )1(

 في جميع التطبيقات المستخدمة في الأرصاد الجوية، 
 
 ،)WGS 84( وأن معظم النظم الإقليمية الوطنية تشير إلى النظام )2(

 
  أقرته هيئات دولية أخرى مثل منظمة الطيران المدني الدولي،WGS 84وأن النظام  )3(

 
  يستخدم في جميع التطبيقات الخاصة بالأرصاد الجوية، )EGM-96(وأن النموذج الجيوديسى الأرضي  )4(

 
 : بما یلييتوص

 
 حديد الموقع الأفقي؛ آمرجع أولي لت1984 يستخدم النظام الجيوديسى العالمي أن )1(

 
 على أنه المستوى المرجعي الثابت لتحديد متوسط سطح )EGM-96(أن يستخدم النموذج الجيوديسي الأرضي  )2(

 البحر؛
 
ومراجع وأدلة المنظمة الملائمة وفقاُ  ) 49مطبوع المنظمة رقم ( WMOاللائحة الفنية للمنظمة أن يتم تحديث  )3(

 .لذلك
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 )CBS-Ext.(06)( 2التوصية 
 

 )488مطبوع المنظمة رقم  (دليل النظام العالمي للرصداستعراض 
 

 إن لجنة النظم الأساسية،   
 

آما وافقت عليه الدورة الثانية ) 488مطبوع المنظمة رقم  (دليل النظام العالمي للرصد إلى ضرورة استعراض إذ تشير 
نية عشرة للجنة النظم الأساسية مع القرارات التقرير النهائي الموجز للدورة الثا(عشرة للجنة النظم الأساسية 

 ، )6.1.52 – 6.1.48، الملخص العام، الفقرات )923مطبوع المنظمة رقم (والتوصيات 
 

 :وإذ تحيط علماً
 
بأن العمل الذي قامت به فرقة العمل التابعة للجنة النظم الأساسية والمعنية بالمواد التنظيمية، وفرقة الخبراء  )1(

 ريق العامل المفتوح العضوية المعنى بالمجال البرنامجي الخاص بنظم الرصد المتكاملة التابعة للف
)OPAG-IOS(التنسيق التابعة للفريق المفتوح /  والمعنية بتطوير النظام العالمي للرصد، وفرقة التنفيذ

  والمعنية بالنظام المتكامل للرصد، في هذا الصدد، )OPAG-IOS(العضوية 
 
قد استكمل وفقاً لقرار الدورة  لدليل النظام العالمي للرصد ة الاستعراض الشامل للمسودة المنقحة وبأن عملي )2(

التقرير النهائي الموجز للدورة الثانية عشرة للجنة النظم الأساسية مع  ( الثانية عشرة للجنة النظم الأساسية
 ،)6.1.52رة ، الملخص العام، الفق)923مطبوع المنظمة رقم  (القرارات والتوصيات

 
  المنقح؛دليل النظام العالمي للرصدبنشر  يتوص

 
 . المنقح بأسرع وقت ممكنالدليل إلى الأمين العام اتخاذ الترتيبات لنشر تطلب

 
 
 

 (CBS-Ext.(06)) 3التوصية 
 

  دليل النظام العالمي للاتصالاتتعدیلات
 ، المجلد الأول،الجزآن الأول والثاني)386مطبوع المنظمة رقم (

 
 إن لجنة النُظم الأساسية،   

 
 :إذ تشير إلى

 
 ،2007-2004 برنامج المراقبة العالمية للطقس للفترة - 2 (Cg-XIV)القرار  (1)
 

المجلد الأول، الجوانب العالمية، الجزآن الأول  ،)386مطبوع المنظمة رقم (دليل النظام العالمي للاتصالات  (2)
 والثاني،

 
، المجلد الأول، الجوانب العالمية، الجزآن الأول والثاني، على النحو لعالمي للاتصالاتدليل النظام ا  بتعديل توصي

 ؛2007نوفمبر /  تشرين الثاني 7المبيَّن في مرفق هذه التوصية، اعتبار من
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، لاتلدليل النظام العالمي للاتصا إلى الأمين العام إجراء التعديلات على النحو المبيَّن في مرفق هذه التوصية، تطلب
 المجلد الأول، الجوانب العالمية، الجزءان الأول والثاني؛

 
، المجلد الأول، الجوانب دليل النظام العالمي للاتصالات للأمين العام بإجراء أي تعديلات تحريرية بحتة نتيجة في تأذن

 .العالمية، الجزآن الأول والثاني
 
 
 

Annex to Recommendation 3 (CBS-Ext.(06)) 
 

AMENDMENTS TO THE MANUAL ON THE GLOBAL TELECOMMUNICATION SYSTEM  
(WMO-No. 386), VOLUME I, PARTS I AND II 

 
 
PART I, ORGANIZATION OF THE GLOBAL TELECOMMUNICATION SYSTEM 
 
ATTACHMENT I–5, PLAN FOR MONITORING THE OPERATION OF THE WORLD WEATHER WATCH 
 
Read the beginning of paragraph 5.2 as follows: 

5.2  The responsibilities for carrying out the real-time and non-real-time monitoring activities are given in 
Tables A and B. An essential part of the monitoring plan is that information should be exchanged between 
adjacent centres on the GTS in order that telecommunication problems in particular may be readily identified. 
A special aspect of the exchange of information is that procedures should be developed to ensure that no 
doubts exist that a bulletin contains all the observations available for inclusion in it. In the case of standard 
bulletins containing routine observations, the contents of the bulletins should always conform to the list 
included in the appropriate WMO publication, as amended. When the observations from some stations 
included in the publication are not available for any reason, NIL should appear in place of the coded report 
the reports should be properly encoded as NIL reports. As a further check on completeness, NMCs should 
send messages to the associated RTH, preferably in advance, when it is known that observations from listed 
stations are not (or will not be) available. It is important that all WWW centres (NMCs, RSMCs, RTHs and 
WMCs) make a contribution to the overall monitoring effort. Obviously, centres having a multiple role will 
make more than one contribution. In the contributions, the following points should be taken into account: 
 
For the monitoring at bulletin level, additional or subsequent (RRx) and corrected (CCx) bulletins should be 
included; 
 
 
PART II, OPERATIONAL PROCEDURES FOR THE GLOBAL TELECOMMUNICATION SYSTEM 
 
Read paragraph 2.3.2.2 as follows for the parts related to ii and BBB: 

ii  It shall be a number with two digits. When an originator or compiler of bulletins issues two or more 
bulletins with the same T1T2A1A2 and CCCC the ii shall be used to differentiate the bulletins and will 
be unique to each bulletin. 

 Alphanumeric bulletins containing reports prepared at the main synoptic hours for the stations 
included in the Regional Basic Synoptic Networks or stations included in the Regional Basic 
Climatological Networks shall be compiled into bulletins with ii in the series 01 to 19. This does not 
apply to bulletins compiled in BUFR or CREX code. 

 Alphanumeric bulletins containing “additional” data as defined in Resolution 40 (Cg-XII) shall be 
compiled into bulletins with ii above 19. This does not apply to bulletins compiled in BUFR or CREX 
code. 

 For some bulletins such as those compiled in GRIB, BUFR or CREX code or containing pictorial 
information, the use of ii is defined in the tables contained in Attachment II-5. Originators or 
compilers of bulletins shall use the ii values from these tables when they are defined for the purpose 
for which a bulletin is being intended. 



 وصياتالت
 

77

 For all bulletins ii shall only be used to designate “additional” data as defined in Resolution 40 (Cg-
XII) if the same heading is never used for essential data and it complies with all the requirements 
above. If this is not the case, a unique CCCC be used as described below.  

BBB An abbreviated heading defined by T1T2A1A2 ii CCCC YYGGgg shall be used only once. 
Consequently, if this abbreviated heading has to be used again for an addition, a correction or an 
amendment, it shall be mandatory to add an appropriate BBB indicator, identified by a three-letter 
indicator which shall be added after the date-time group. 

 
The BBB indicator shall have the following forms 

RRx for additional or subsequent issuance of bulletins; 
CCx for corrections to previously relayed bulletins; 
AAx for amendments to previously relayed bulletins; 
where x is an alphabetic character of A through as described in Attachment II-12; 

 
Bulletins containing observational or climatic data (surface or upper-air) from land stations will be 

compiled from a defined list of stations. This does not apply to bulletins compiled in BUFR or CREX code. 
The abbreviated headings and the contents of bulletins shall be published in WMO Publication No. 9 Volume 
C1 – Catalogue of Meteorological Bulletins 
 
Read the title of paragraph 2.3.3 as follows: 

2.3.3 TextContents of meteorological bulletins 
 
Add new paragraph (d) in paragraph 2.3.3.1: 

(d) When all the reports normally contained in a routine message are not available at the normal 
time of transmission, the text NIL shall be sent. 

 
Read paragraph 2.3.3.2.7 as follows: 

2.3.3.2.7 NIL - In the case of routine messages containing meteorological reports, NIL shall be inserted 
following the appropriate station index number (which should however retain its proper place in the coded 
message) when the report from that station is included in the published contents of the bulletin (in the 
Catalogue of Meteorological Bulletins and elsewhere) but is not available at the time of transmission. The 
same procedures also apply to other coded information (such as CLIMAT, CLIMAT TEMP). 
 
When the whole bulletin for a routine message is not available at the normal time of transmission, the text 
NIL shall be sent. 
Note: For messages containing aerodrome forecasts in the TAF code, NIL should not be used. 
 
Insert paragraph 2.3.3.3.1 and 2.3.3.3.2 as follows: 

2.3.3.3.1 The text of meteorological bulletins in binary representation shall consist of one single 
message and start by the sequence….followed by the code indicator coded in International Alphabet No. 5. 
 
2.3.3.3.2  NIL - In the case of BUFR routine bulletins containing meteorological reports, all fields in the 
relevant subsets within Section 4 (Data Section) of the BUFR message, other than the station identifier and 
delayed replication factors, shall be set to the appropriate missing value, when the report from that station is 
included in the published contents of the bulletin (in the Catalogue of Meteorological Bulletins and elsewhere) 
but is not available at the time of transmission.  
 
Add new paragraph 2.5.7 

2.5.7 Acknowledgment messages 
 
Acknowledgment procedures from a centre receiving a bulletin to its originating centre or to other centre (e.g. 
a relaying centre) should comply with standard GTS addressed messages (reference: paragraph 2.4 of Part 
II of Volume I of the Manual on the GTS), as very urgent administrative messages transmitted as a service 
message. The format for the content of an addressed message for acknowledgment of receipt of bulletin 
should be as follows: 
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BMBB01 CaCaCaCa YYGGgg (BBB) 
CCCC  
QSL TTAAii YYGGgg CoCoCoCo (BBB) (DDHHMM) 
(optional text) 

Notes: 

CaCaCaCa = location indicator of the destination centre, usually the originating centre of the message being 
acknowledged 

CCCC = international location indicator of the centre sending the acknowledgement  
TTAAii CoCoCoCo YYGGgg (BBB) is the abbreviated heading of the message being acknowledged, prefixed 

by the word QSL 
DDHHMM is the day-time group (day, hour, minute in UTC) of actual reception of the acknowledged 

message at the centre CCCC and is inserted when required 
The third line of the text of the message is added as necessary 

 
Example: 

BMBB01 PHEB 051132 
AMMC 
QSL WEIO21 PHEB 051130 051132 

 
ATTACHMENT II–4 

 
Read the title of Attachment II-4 as follows: 
 
FORMAT OF METEOROLOGICAL MESSAGES  
 
Read paragraph 5 as follows: 

5.   EXAMPLES OF PRESENTATION OF NIL TEXTS: 

(a)  SYNOP bulletin 
   SMRS10 RUMS 220600 
   NIL 
(b)  TEMP bulletin 
   USSN01 ESWI 011200 
   NIL 
(c)  CREX bulletin 
   KOMS10 FAPR 220600 
   NIL 

(d)  BUFR bulletin 
   IUKN01 EGGR 221200 

   NIL 
 
ATTACHMENT II–5 

Table A 

In the column priority,  
Replace priority “3” by priority “2” for T1=I 
Read Note (1) as follows: 

“Priority level: 1 is allocated to service messages 
2 is allocated to data and request messages 
3 is allocated to seismic waveform data (T1T2 = SY) 
4 is allocated to administrative messages” 

Delete the column "Max length (octets)". 
 

Table B1 
Add for T1 =S, T2 = Z for sea level data and deep-ocean tsunami data (any alphanumeric format);  
Add for T1 = S, T2 = Y for seismic waveform data (any format) 

For T  1 = F, read as follows: 
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Designator Data type Code form (name) 
C Aerodrome (VT < 12 hours) FM 51 (TAF) 
 — — — — — — — —  
T Aerodrome (VT ≥ 12 hours) FM 51 (TAF) 

 
Read Table B3 as follows: 

Table B3 
Data type designator T2 when T1=I or J 

 
T2 Data type 
N Satellite data 
O Oceanographic/limnographic (water property) 
P Pictorial 
S Surface/sea level 
T Text (plain language information) 
U Upper air data 
X Other data types 

 
Tables C1 and C2 

 
Add: “Note: For T1T2=SZ, A1A2 areas designator from Table C1 should be used” 
 
Read Table C6 as follows: 

Table C6 
Data type designator A1 

(when T1 = I or J) 

Instructions for the proper application of the data type designators 

1.  The designators specified in this table should be used to the greatest extent possible to indicate the 
type of data contained within the body of the BUFR bulletin. 

2.  Where more than one data type is contained in the bulletin, the designators for only one of the data 
types should be used. 

3.  When the table does not contain a suitable designator for the data types, an alphabetic designator 
which is not assigned in the table should be introduced and the WMO Secretariat notified. 

 

T1T2 A1 Data type TAC 
Correspondence 

Data category/ 
sub-category 

(Common table C-13)
IO B Buoy observations BUOY 001/025 
 I Sea ice   
 P Sub-surface profiling floats TESAC 031/004 
 R Sea surface observations TRACKOB 031/001 

 S Sea surface and below 
Soundings BATHY, TESAC 031/005 

 T Sea surface temperature   
 W Sea surface waves WAVEOB 031/002 
 X Other sea environmental   

IP I Satellite imagery data   

 C Radar composite imagery 
Data   

 R Radar imagery data   
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T1T2 A1 Data type TAC 
Correspondence 

Data category/ 
sub-category 

(Common table C-13)
 X Not defined   

IS A 

Routinely scheduled observations for 
distribution from automatic (fixed or mobile) 
land stations 
(e.g. 0000, 0100, … or 0220, 0240, 0300, 
…, or 0715, 0745, ... UTC) 
ii = 01-29 

n/a 000/006 

 A 

N-minute observations 
from automatic (fixed or mobile) land 
stations 
ii = 30-59 

n/a 000/007 

 B Radar reports (parts A and B) RADOB 006/003 

 C Climatic observations from land stations 
ii = 01-45 CLIMAT 000/020 

 C Climatic observations from marine stations 
ii = 46-59 CLIMAT SHIP 001/020 

 D Radiological observation RADREP 010/001 
 E Ozone measurement at surface n/a 008/000 

 F Source of atmospherics SFAZI, SFLOC, 
SFAZU 000/030 

 I 
Intermediate synoptic observations from 
fixed land stations 
ii = 01-45 

SYNOP 
(SIxx) 000/001 

 I 
Intermediate synoptic observations from 
mobile land stations 
ii = 46-59 

SYNOP MOBIL 000/004 

 M 
Main synoptic observations from fixed land 
stations 
ii = 01-45 

SYNOP 
(SMxx) 000/002 

 M 
Main synoptic observations from mobile 
land stations 
ii = 46-59 

SYNOP MOBIL 000/005 

 N 

Synoptic observations from fixed land 
stations at non-standard time 
(i.e. 01, 02, 04, 05, ... UTC) 
ii = 01 – 45 

SYNOP 
(SNxx) 000/000 

 N 

Synoptic observations from mobile land 
stations at non-standard time 
(i.e. 01, 02, 04, 05, ... UTC) 
ii = 46-59 

SYNOP MOBIL 000/003 

 R Hydrologic reports  HYDRA 000/040 

 S Synoptic observations from marine stations 
ii = 01-19 SHIP 001/000 

 S 
One-hour observations from automatic 
marine stations 
ii = 20-39 

n/a 001/006 

 S 
N-minute observations from automatic 
marine stations 
ii = 40-59 

n/a 001/007 

 T Tide gauge observations n/a 001/030 
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T1T2 A1 Data type TAC 
Correspondence 

Data category/ 
sub-category 

(Common table C-13)
ii = 01-19 

 T Observed water level time series 
ii = 20-39 n/a 001/031 

 V Special aeronautical observations (SPECI) SPECI 000/011 

 W Aviation routine weather observations 
(METAR) METAR 000/010 

 X Other surface data IAC, IAC FLEET  

IT A Administrative message   
 B Service message   
 R Request for data (inclusive of type)   
 X Other text messages of information   

IU Single level aircraft reports (automatic) AMDAR 004/000 

 
A 
 Single level aircraft reports (manual) AIREP/PIREP 004/001 

 B Single level balloon reports n/a  

 C (used for single level satellite-derived 
reports – see Note 3) SAREP/SATOB 005/000 

 D Dropsonde/Dropwindsondes TEMP DROP 002/007 
 E Ozone vertical sounding n/a 008/001 
 I Dispersal and transport analysis n/a 009/000 

 J 
Upper wind from fixed land stations  
(entire sounding) 
ii = 01-19 

PILOT 
(parts A, B, C, 
D) 

002/001 

 J 
Upper wind from mobile land stations 
(entire sounding) 
ii = 20-39 

PILOT MOBIL 
(parts A, B, C, 
D) 

002/003 

 J 
Upper wind from marine stations  
(entire sounding) 
ii = 40-59 

PILOT SHIP 
(parts A, B, C, 
D) 

002/002 

 K 
Radio soundings from fixed land stations 
(up to 100 hPa) 
ii = 01-19 

TEMP 
(parts A, B) 002/004 

 K 
Radio soundings from mobile land stations 
(up to 100 hPa) 
ii = 20-39 

TEMP MOBIL 
(parts A, B) 002/006 

 K 
Radio soundings from marine stations  
(up to 100 hPa) 
ii = 40-59 

TEMP SHIP 
(parts A, B) 002/005 

 M Model derived sondes   
 N Rocketsondes   

 O Profiles of aircraft observations in 
ascending /descending AMDAR 002/020 

 P Profilers PILOT 002/010 
 Q RASS temperature profilers TEMP 002/011 
 R (used for radiance data – see Note 3)   

 S Radiosondes/pibal reports from fixed land 
stations (entire sounding) 

TEMP 
(parts A, B, C, 002/004 
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T1T2 A1 Data type TAC 
Correspondence 

Data category/ 
sub-category 

(Common table C-13)
ii = 01-19 D) 

 S 
Radio soundings from mobile land stations 
(entire sounding) 
ii = 20-39 

TEMP MOBIL 
(parts A, B, C, 
D) 

002/006 

 S 
Radio soundings from marine stations 
(entire sounding) 
ii = 40-59 

TEMP SHIP 
(parts A, B, C, 
D) 

002/005 

 T (used for satellite-derived sondes – see 
Note 3) 

SATEM 
SARAD 
SATOB 

 

 U 
Monthly statistics of data from upper-air 
stations 
ii = 01-45 

CLIMAT TEMP 002/025 

 U 
Monthly statistics of data from marine 
stations 
ii = 46-59 

CLIMAT TEMP 
SHIP 002/026 

 W 
Upper wind from fixed land stations  
(up to 100 hPa) 
ii = 01-19 

PILOT 
(parts A, B) 002/001 

 W 
Upper wind from mobile land stations  
(up to 100 hPa) 
ii = 20-39 

PILOT MOBIL 
(parts A, B) 002/003 

 W 
Upper wind from marine stations  
(up to 100 hPa) 
ii = 40-59 

PILOT SHIP 
(parts A, B) 002/002 

 X Other upper air reports   

JO I Sea ice   
 S Sea surface and below soundings   
 T Sea surface temperature   
 W Sea surface waves   
 X Other sea environmental data   

JS A Surface area forecast (e.g.airways)   
 D Radiological forecast RADOF  
 M Surface forecasts (e.g. MOS)   
 O Maritime forecast MAFOR  
 P Forecast amendments (airways)   
 R Hydrologic forecast HYFOR  
 S Forecast amendments (TAF)   
 T Aerodrome forecast (TAF)   
 X Other surface forecasts   

JT E Tsunami   

 H Hurricane, typhoon, tropical 
Storm warning   

 S Severe weather, SIGMET   
 T Tornado warning   
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T1T2 A1 Data type TAC 
Correspondence 

Data category/ 
sub-category 

(Common table C-13)
 X Other warnings   

JU A Forecast at single levels   

 B Binary coded SIGWX, Embedded 
Cumulonimbus   

 C Binary coded SIGWX, Clear air turbulence   
 F Binary coded SIGWX, Fronts   

 N Binary coded SIGWX, Other SIGWX 
parameters   

 O Binary coded SIGWX, Turbulence   
 S Forecast soundings   

 T Binary coded SIGWX, Icing/Tropopause   

 V Binary coded SIGWX, Tropical storms,  
sandstorms, volcanoes   

W Binary coded SIGWX, High-level winds   
 

X Other upper air forecasts   
 
Notes: 

Content of ISMx, ISIx, ISNx messages corresponds to the content of traditional SYNOP messages SMxx, 
SIxx, SNxx.  

Category/Subcategory = 000/000 identifies SYNOP data from 01, 02, 04, 05, 07, 08, 10, 11, 13, ..UTC). 
Thus SNxx in traditional SYNOP corresponds to ISNx in BUFR.  

Designators A1 for T1T2 already used for satellite data (e.g. IUC, IUR, IUT) are not allocated and 
reserved for future allocations, pending the allocation of A1 for T1T2 = IN (satellite data).  

 
Read Table C7 as follows:  

Table C7 
Data type designator T2 and A1 

(when T1 = K) 
 

T1T2 A1 Data type TAC 
Correspondence 

Data category/ 
sub-category 

(Common table C-13)
KO B Buoy observations BUOY 001/025 

 I Sea ice   
 P Sub-surface profiling floats TESAC 031/004 
 R Sea surface observations TRACKOB 031/001 

 S Sea surface and below 
Soundings BATHY, TESAC 031/005 

 T Sea surface temperature   
 W Sea surface waves WAVEOB 031/002 
 X Other sea environmental   

KS A 

Routinely scheduled observations 
for distribution from automatic 
(fixed or mobile) land stations 
(e.g. 0000, 0100, … or 0220, 

n/a 000/006 
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T1T2 A1 Data type TAC 
Correspondence 

Data category/ 
sub-category 

(Common table C-13)
0240, 0300, …, or 0715, 0745, ... 
UTC) 
ii = 01-29 

 A 

N-minute observations from 
automatic (fixed or mobile) land 
stations 
ii = 30-59 

n/a 000/007 

 B Radar reports (parts A and B) RADOB 006/003 

 C 
Climatic observations from land 
stations 
ii = 01-45 

CLIMAT 000/020 

 C 
Climatic observations from marine 
stations 
ii = 46-59 

CLIMAT SHIP 001/020 

 D Radiological observation RADREP 010/001 
 E Ozone measurement at surface n/a 008/000 

 F Source of atmospherics SFAZI, SFLOC, 
SFAZU 000/030 

 I 

Intermediate synoptic 
observations from fixed land 
stations 
ii = 01-45 

SYNOP 
(SIxx) 000/001 

 I 

Intermediate synoptic 
observations from mobile land 
stations 
ii = 46-59 

SYNOP MOBIL 000/004 

 M 
Main synoptic observations from 
fixed land stations 
ii = 01-45 

SYNOP 
(SMxx) 000/002 

 M 
Main synoptic observations from 
mobile land stations 
ii = 46-59 

SYNOP MOBIL 000/005 

 N 

Synoptic observations from fixed 
land stations at non-standard time
(i.e. 01, 02, 04, 05, 07, 08, 10, 11, 
13, ..,UTC) 
ii = 01 – 45 

SYNOP 
(SNxx) 000/000 

 N 

Synoptic observations from mobile 
land stations at non-standard time
(i.e. 01, 02, 04, 05, 07, 08, 10, 11, 
13, ..UTC) 
ii = 46-59 

SYNOP MOBIL 000/003 

 R Hydrologic reports  HYDRA 000/040 

 S 
Synoptic observations from 
marine stations 
ii = 01-19 

SHIP 001/000 

 S 
One-hour observations from 
automatic marine stations 
ii = 20-39 

n/a 001/006 

 S N-minute observations from 
automatic marine stations n/a 001/007 
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T1T2 A1 Data type TAC 
Correspondence 

Data category/ 
sub-category 

(Common table C-13)
ii = 40-59 

 V Special aeronautical observations 
(SPECI) SPECI 000/011 

 W Aviation routine weather 
observations (METAR) METAR 000/010 

 X Other surface data IAC, IAC FLEET  

KU Single level aircraft reports 
(automatic) AMDAR 004/000 

 

A 
 Single level aircraft reports 

(manual) AIREP/PIREP 004/001 

 B Single level balloon reports n/a  

 C Single level satellite-derived 
reports SAREP 005/000 

 D Dropsonde/dropwindsondes TEMP DROP 002/007 
 I Dispersal and transport analysis n/a 009/000 

 J 
Upper wind from fixed land 
stations (parts A, B, C and D) 
ii = 01-19 

PILOT 002/001 

 J 
Upper wind from mobile land 
stations (parts A, B, C and D) 
ii = 20-39 

PILOT MOBIL 002/003 

 J 
Upper wind from marine stations 
(parts A, B, C and D) 
ii = 40-59 

PILOT SHIP 002/002 

 K 
Radio soundings from fixed land 
stations (parts A and B) 
ii = 01-19 

TEMP 002/004 

 K 
Radio soundings from mobile land 
stations (parts A and B) 
ii = 20-39 

TEMP MOBIL 002/006 

 K 
Radio soundings from marine 
stations (parts A and B) 
ii = 40-59 

TEMP SHIP 002/005 

 L Ozone vertical profile n/a 008/001 
 M Model derived sondes   
 N Rocketsondes   

 O Profiles of aircraft observations in 
ascending /descending AMDAR 002/020 

 P Profilers PILOT 002/010 
 Q RASS temperature profilers TEMP 002/011 

 S 

Radiosondes/pibal reports from 
fixed land stations (parts A, B, C 
and D) 
ii = 01-19 

TEMP 002/004 

 S 
Radio soundings from mobile land 
stations (parts A, B, C and D) 
ii = 20-39 

TEMP MOBIL 002/006 

 S Radio soundings from marine TEMP SHIP 002/005 
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T1T2 A1 Data type TAC 
Correspondence 

Data category/ 
sub-category 

(Common table C-13)
stations (parts A, B, c and d) 
ii = 40-59 

 T Satellite derived sondes   

 U 
Monthly statistics of data from 
upper-air stations 
ii = 01-45 

CLIMAT TEMP 002/025 

 U 
Monthly statistics of data from 
marine stations 
ii = 46-59 

CLIMAT TEMP 
SHIP 

002/026 

 W 
Upper wind from fixed land 
stations (parts A and B) 
ii = 01-19 

PILOT 002/001 

 W 
Upper wind from mobile land 
stations (parts A and B) 
ii = 20-39 

PILOT MOBIL 002/003 

 W 
Upper wind from marine stations 
(parts A and B) 
ii = 40-59 

PILOT SHIP 002/002 

 X Other upper air reports   

KF A Surface area forecast (e.g. 
airways) 

  

 D Radiological forecast RADOF  
 M Surface forecasts (e.g. MOS)   
 O Maritime forecast MAFOR  
 P Forecast amendments (airways)   
 R Hydrologic forecast HYFOR  
 S Forecast amendments (TAF)   
 T Aerodrome forecast (TAF)   
 X Other surface forecasts   

KP I Sea ice   
 S Sea surface and below soundings   
 T Sea surface temperature   
 W Sea surface waves   
 X Other sea environmental   

KT E Tsunami   

 H 
Hurricane, typhoon, tropical storm 
warning   

 S Severe weather, SIGMET   
 T Tornado warning   
 X Other warnings   

KV A Forecast at single levels   



 وصياتالت
 

87

T1T2 A1 Data type TAC 
Correspondence 

Data category/ 
sub-category 

(Common table C-13)

 B 
Coded SIGWX, Embedded 
Cumulonimbus   

 C 
CREX coded SIGWX, Clear air 
turbulence 

  

 F CREX coded SIGWX, Fronts   

 N 
CREX coded SIGWX, Other  
SIGWX parameters   

 O CREX coded SIGWX, Turbulence   
 S Forecast soundings   

 T CREX coded SIGWX,  
Icing/Tropopause 

  

 V 
CREX coded SIGWX, Tropical 
storms, sandstorms, volcanoes   

 W 
CREX coded SIGWX, High-level 
winds 

  

 X Other upper air forecasts   

Note: T1T2=SZ is allocated to sea level data and deep-ocean tsunami data in any alphanumeric 
form, including CREX.  

 
 
Add new Table D3 
 

Table D3 
Designator ii 

(when T1T2 = FA, UA) 
 

T1T2 Designator ii DATA TYPE CODE FORM (NAME) 
01 TO 49 AVIATION AREA /ADVISORIES FM 53 (ARFOR)/[TEXT] 
50 TO 59 GAMET [TEXT] 

FA 

60 TO 99 NOT ASSIGNED 
01 TO 59 ROUTINE AIRCRAFT REPORTS 
60 TO 69 SPECIAL AIRCRAFT REPORTS, 

EXCEPT FOR VOLCANIC ASH 
70 TO 79 SPECIAL AIRCRAFT REPORTS 

RELATED TO VOLCANIC ASH 

UA 

80 TO 99 ROUTINE AIRCRAFT REPORTS 
(SEE NOTE) 

ICAO AIREP 

 
Note: Noting that there is no known use of the series 80-99, these series are allocated to routine aircraft 
reports up to 1 September 2008. After 1 September 2008, the series should be reserved for future use. 
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ATTACHMENT II–1 
 
Read Attachment II-12 as follows: 
 

INSTRUCTIONS FOR THE USE OF THE INDICATOR BBB 
 
1.  The BBB indicator should only shall be included in the abbreviated heading lines of delayed 
additional, subsequent, corrected or amended bulletins by those centres which are responsible for preparing 
or compiling the bulletins concerned. 
 
2.  The BBB indicator should only shall be added when the abbreviated heading line defined by 
T1T2A1A2ii CCCC YYGGgg has already been used for the transmission of the a corresponding initial bulletin. 
Once the initial bulletin has been transmitted, the centre responsible for preparing or compiling the bulletin 
uses the BBB indicator to transmit additional, subsequent, or corrected reports or amended information 
messages for the same abbreviated T1T2A1A2ii CCCC YYGGgg, but appended with the appropriate form of 
BBB indicator, following these guidelines:  
 

(a) To transmit weather information or reports which are normally contained in the an initial bulletin but 
which were received after the initial bulletin has been transmitted or for a subsequent or additional 
issuance of a bulletin whose T1T2A1A2II CCCC YYGGgg would not be unique without a BBB field 
and CCx or AAx does not apply. The form of the BBB indicator to be used is then RRx, where x =:  
A, for the first bulletin containing delayed reports after the issuance of the initial bulletin; 
B, if a second bulletin another bulletin containing delayed reports is subsequently necessary needs 

to be issued; 
and so on up to and including x = X; 
 

(b) To transmit a bulletin containing corrected to information or reports that have already been included 
issued in a previous bulletin which has previously been transmitted. The form of the BBB indicator to 
be used is then CCx, where x =: 
A, for the first bulletin containing only corrected reports or information; 
B, if a second bulletin containing corrected reports or information is subsequently necessary issued; 
and so on up to including x = X;  

 
 To transmit a bulletin containing amendments to the processed information included in a previously 

issued bulletin which has previously been sent. The form of the BBB indicator to be used is AAx, 
where x = :  
A, for the first bulletin containing amendments to processed information;  
B, for a second bulletin containing amended processed amendments to information;  
and so on up to and including x = X; 

 
(d) If more than 24 BBB indicators or have to be used for the sequences detailed in (a), (b) and (c) 

above have to be used, then x = X should continue to be used subsequently;  
 
(e) For each of (a), (b) and (c) above, the characters x = Y and x = Z are to be used for the special 

purposes as indicated below: 
(i) x = Y should be used for the encoding of BBB when a system failure causes loss of the 

record of the sequence of character values assigned to x; 
(ii) x = Z should be used for the encoding of BBB when bulletins are prepared or compiled more 

than 24 hours after the time of observation. 
3. The indicator BBB should also be included in the abbreviated headings of bulletins used for the 

transmission of large sets of information which need to be segmented into several bulletins. The 
form of the indicator BBB to be used is then Pxx, where xx =AA for the first bulletin containing the 
first segment of the set of information; 

AB for the second bulletin containing the second segment; 
and so on including AX, AY, AZ, BA etc., as required. 

xx = Zx for the last bulletin containing the last segment 

(e.g.: AA = part 1, AB = part 2, ZC = third and last part) 

The values of the first x can be A through Y and the values of the second x can be A through Z. 
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4.  For every bulletin that a centre is responsible for preparing or compiling and for each corresponding 
abbreviated heading defined by T1T2A1A2ii CCCC YYGGgg each centre should establish and update the 
sequence of the forms of BBB indicator used in accordance with the specifications above. 

3.  An RTH on the GTS should ensure the relay of the bulletins received in accordance with its routeing 
directories even if the bulletins containing BBB indicators have not been received in the correct sequence. 

 
ATTACHMENT II–15 
 
In FOREWORD, Read the three last paragraphs as follows: 

Considerable efforts have been applied in defining the framework for applying TCP/IP to the GTS and for the 
orderly transition from the OSI/X.25 based origin of the GTS. Furthermore, it is understood that TCP/IP will 
be the basis for all new telecommunication functions implemented in support of the Wmo Information 
Systems (WIS). 
 
Procedures are defined to ensure that the primary function of the GTS in carrying real time operational traffic 
with minimum delay is preserved. The issue of securing the GTS from interference via the Internet is also 
addressed in general terms. Reliance must however be placed on all Members with a TCP/IP based 
connection to the GTS, who are also connected to the Internet, to implement and maintain thorough security 
practices. 
 
This Attachment was originally written as the culmination of work undertaken by CBS during 1997 and 1998. 
The TCP/IP procedures have since been implemented by most national Centres. The opportunity has been 
taken to capture the practical experiences gained in the use of TCP/IP and update material accordingly. In 
addition, a World Wide Web resource has been set-up which gives further details of the technical 
implementation of many of the concepts and procedures introduced within this Attachment. This is available 
on the following WMO web pages:  

http://www.wmo.int/web/www/manuals.html 
http://www.wmo.int/web/www/documents.html 

 
Read Chapter 1 as follows: 

1. Introduction 
 
Historical perspective 
 
The GTS at present is predominantly used to support the message switching application using message 
exchange in WMO format. This exchange is done using: 

the TCP/IP protocol suite, 
limited OSI transport service based on point to point X.25, 

and is supplemented by broadcasts. 
 
This implementation is adequate for the legacy application of message switching but it is recognized that it 
requires continuous improvements to fully support the various WMO programs and the new requirements of 
the WIS. For example, the GTS should support: 

Distributed Data Bases (DDB); 
Data exchange between non adjacent centres; 
Exchange of information that cannot readily be handled by message switching systems (MSSs). 
 

Purpose of this Attachment 
 
This Attachment is intended to assist Centres to implement Transmission Control Protocol/Internet Protocol 
(TCP/IP) based services on the GTS. Throughout this document, it is understood that the implementation of 
TCP/IP protocols include all essential protocols that are normally part of the TCP/IP protocol suite, as 
described in the Internet Engineering Task Force (IETF) reference documents RFC112 and RFC1123. 
These documents are available from the IETF website at 

http://www.ietf.org/rfc/ 
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The aim of this Attachment is to describe those aspects of the application of TCP/IP that apply specifically to 
the GTS to meet new requirements and also the long established routine data exchange undertaken by 
Message Switching Systems (MSSs). The Attachment takes account of the technical evolution of the GTS 
from an X.25 based network, and maintains the philosophy that Centres continue to be autonomous as far 
as possible. It is recognised that the timing for implementation of new systems is determined by individual 
Members in the light of their available resources and relative priorities, but it is also understood that new WIS 
functionality is expected to be achieved mostly via TCP/IP protocols. 
 
This Attachment does not cover fundamentals of TCP/IP but focuses on those aspects that are essential for 
successful application on the GTS. Such aspects include appropriate use of the GTS compared with the 
Internet, co-existence of the GTS and the Internet, IP and X.25 and Autonomous System addressing, router 
management, TCP/IP application services (such as FTP) and fault management. The Attachment also gives 
an overview of recommended security practices with TCP/IP, but does not address security issues and 
practices in detail, this being a highly complex subject in itself. Some references on TCP/IP and on computer 
security are given in Appendix 4. A more comprehensive discussion on security can be found in the “WMO 
Guide on Information Technology Security”, which is available on the WMO website at 

http://www.wmo.int/web/www/manuals.html  
 
Relationship of the Internet and GTS 
 
The Internet has grown rapidly in capacity, penetration and diversity of applications. As well, day to day 
performance of the Internet, which used to be recognized as a weakness, is now reaching acceptable levels 
of reliability in many countries. It should be noted however that the very nature of the Internet will always 
mean that no one can build a system using the Internet for which specific service levels can be guaranteed, 
since the Internet is the result of the amalgamation of numerous telecommunication systems, for which no 
operator has complete responsibility. 
 
It is therefore recognized that the Internet can be used as: 

an underlying technology for some components of the GTS in special conditions, 
as a backup to the GTS, and 
as a complement to the GTS. 

 
Table 1 Usage of GTS and Internet 

Communication 
Component 

Underlying 
Technologies 

Function 

GTS Dedicated links, high 
availability network 
clouds, VPN via 
Internet for backup 
or when no other 
technology is 
available 

Delivery of time critical communication for 
weather, water and climate operations 

Internet As provided by 
supplier 

Communication for less critical requirements 
and possibly for large volumes of data 

 
Coexistence with the Internet also brings some special security problems that must be addressed to ensure 
the GTS can fulfil its function. In particular, the networks must be engineered in such a way that the GTS is 
protected from general Internet traffic and is secured against inappropriate use and unauthorised access. For 
example, the use of IP and dynamic routing protocols such as BGP4 (Border Gateway Protocol) on the GTS 
will have to be managed in such a way as to allow communication between non-adjacent Centres only with 
the knowledge and concurrence of all intermediate Centres. Otherwise there is a danger that large amounts 
of GTS capacity could be consumed by non-routine traffic, to the detriment of real time operational data 
exchange. 
 
Evolution of the GTS 
 
The use of the ISO/ITU standard X.25 was adopted by WMO in the early 1980's to facilitate the exchange of 
data and products encoded in WMO binary code forms (GRIB, BUFR etc) and to act as a base for higher 
level OSI applications. Although OSI was regarded at the time as the strategic direction for the evolution of 
data communications, this has changed. Today, there is no doubt TCP/IP protocols are the most accepted 
and widespread protocols for exchange of data. 
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TCP/IP is still appropriate because: 
it is the dominant protocol suite in everyday use being now packaged with virtually all 

implementations of Unix and many PC operating systems; 
it offers a wide range of standard applications (file transfer, electronic mail, remote logon, World 

Wide Web, etc.) that will greatly reduce the need for the WMO community to develop special 
procedures and protocols as it has had to do in the past. 

it provides useful features such as automatic alternate routing (in a meshed network) which could 
improve the reliability of the GTS. 

 
This Attachment however takes account of the fact that centres have based plans and developed systems in 
line with the OSI standards, particularly X.25, as endorsed by WMO and specified in the Manual on the GTS. 
the transition to TCP/IP based services must continue in an orderly fashion from the X.25 based links in such 
a way that operation of the gts is not disrupted or put at risk. 
 
The Attachment provides for this by defining procedures for: 

an interim hybrid based on: 
carrying TCP/IP based services over an X.25 network service; or 
carrying X.25 data over IP based network service via directly connected routers; 

subsequent transition to pure IP utilising directly connected routers, together with TCP/IP based 
application services, such as TCP sockets or File Transfer Protocol (FTP). 

 
The transition to the second step (pure IP) is desirable because: 

Operating TCP/IP over X.25 may not provide expected throughput because of router processing 
overheads involved in packet encapsulation of IP frames within X.25 packets. This appears to 
become worse as line speeds increases. Limited tests which have been done between 
Centres in Region VI indicate efficiency less than 70% at 64Kbps. 

The management and maintenance activities required for the X.25 network and associated packet 
switches can be avoided. 

Carrying X.25 over IP requires use of proprietary features of specific router brands. 
 
In order to move to pure IP, it is necessary to modify MSSs at each Centre to make use of TCP/IP services 
such as FTP and Sockets. This is covered in some detail in Chapter 4. 
 
Other related issues 
 
Many Centres now have experience of TCP/IP on the GTS. Experience has shown that the main technical 
issues, which need to be addressed to establish widespread use of TCP/IP on the GTS, are: 

agreed methods for the message switching application to use TCP/IP either directly or via higher 
level applications e.g. FTP; 

an agreed file naming convention and standard for metadata associated with files; 
a community wide Naming and Addressing agreement. 

 
It is the aim of this Attachment to make some progress with these issues, some of which lie in the domain of 
Data Management as much as Telecommunications. It must also be recognised that overall, the existing 
GTS is not a homogenous network in the true sense of the word, but a collection of regional networks and 
discrete point-to-point links. Also managed networks using Frame Relay and MPLS (Multi Protocol Label 
Switching) technology are now part of the GTS. These developments introduce new issues regarding multi 
lateral co-operation in operating the GTS. While these issues are raised, they are beyond the scope of this 
Attachment. 
 
In Chapter 2 “Principles governing the use of TCP/IP on the GTS” read the following sections as 
follows: 
 
Management of traffic on GTS and Internet 
 
The TCP/IP protocol suite is an enabler to: 

simplify interconnectivity between computer systems by allowing several telecommunication 
technologies to be integrated into a coherent network which may include automatic redundant 
backup routes, 

lower costs by providing standard telecommunication solutions, 
build modern applications not just limited to strict, fixed store and forward traffic rules. 
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However, some care must be taken to address the counter effects of these benefits and in particular, more 
flexibility in interconnection and in applications comes at the price of less control on where traffic can go. For 
example, a general purpose link to a GTS cloud network might get flooded with less critical traffic requested 
by a site that doesn’t normally request data through a given link. It may also mean that traffic has trouble 
reaching its destination because there are several ill-defined routes (through both the GTS and the Internet) 
to get there. 
 
This care can be achieved through traffic control and segregation, which would address three basic issues: 

traffic management (ensuring timely delivery of critical data, controlling limited bandwidth availability in 
some areas) 

security (protecting centres from unwanted threatening events) 
routing coherence (ensuring that the overall resulting network can deliver traffic without difficulty to any 

given location) 
 
To achieve traffic control and segregation, there are several important aspects to consider: 

IP addressing: using universally recognizable and coherent network addresses so that all systems only 
have one unique reference number, which is valid not only within the GTS but across the Internet 
and any other network which may eventually be interconnected to the GTS 

IP network routing rules: using a common set of routing protocols and rules to ensure that any traffic 
can be consistently sent to its destination without delay or confusion 

Zoning of each Centre’s network elements: creating different network zones with different security levels, 
to isolate a Centre’s critical elements from publicly available areas and ensuring that data can still 
flow between zones of differing security levels 

 
Overall topology of interconnection 
 
A general view of the possible interconnectivity between Centers using the GTS and the Internet is given in 
Appendix 1, as well a typical data flows.  
 
Actual device configuration details to implement these functions in the Cisco family of routers are given in 
Appendix 2. 
 
Traffic management 
 
Traffic management is an area which is unfortunately not limited to networks, but also involves data 
management and application configurations. Several groups are therefore involved in this matter. 
 
In general, it can be said that some applications such as file transfer, World Wide Web have potential to 
place heavy loads on the limited bandwidth circuits that comprise the GTS. Limits need to be applied to 
ensure that the GTS carries only important traffic such as the real time data and products currently 
exchanged on the GTS plus data to be carried to fulfil new requirements such as Distributed Data Bases 
(DDBs), and routinely exchanged large data files such as satellite imagery. 
 
Less important traffic such as ad hoc file exchange, e-mail, general World Wide Web and suchlike should be 
carried on the Internet. To protect the GTS, the full capabilities of TCP/IP connectivity and information 
exchange must be restricted. In practical terms, TCP/IP traffic carried on the GTS could be restricted on the 
basis of 

protocol type (e.g. FTP, HTTP, SMTP etc); 
originating and destination IP address;  
a combination of the above. 

 
If the measures adopted are to be successful, it is necessary that they be: 

not confined to a single router brand since it cannot be assumed that all centres will have the 
same brand of router; and 

be reasonably straightforward to configure, so that there is minimum risk that configuration errors 
or omissions will endanger the GTS. 

 
Security issues and segregation of Internet and GTS traffic 
 
Any Centre which has a TCP/IP based GTS connection and a connection to the Internet, is a potential weak 
point where the GTS could be exposed to deliberate or inadvertent interference through unwanted traffic or 
unauthorised connection to GTS hosts. 
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Centres are strongly encouraged to implement protective barriers such as firewall systems on the connection 
of their Centre with the Internet. It is important that every practical step is taken to prevent accidental or 
deliberate use of GTS links or unauthorised access to GTS Centres, by Internet users. 
 
When setting up IP on the GTS, it is vital to ensure that the GTS does NOT become part of the Internet or an 
unintended transmission path for Internet traffic. Each Centre must consider the GTS and the Internet as two 
separate networks and ensure that inappropriate flow of traffic from one to the other cannot occur. This will 
ensure that the GTS is used only for transferring bona fide meteorological data between authorised hosts.  
(Figures 2.1 and 2.2 are deleted) 
 
Some basic principles for implementing basic security measures for the GTS are shown in figure A1.2 in 
Appendix 1. It illustrates in a general way, how a Centre …… 
(rest of section unchanged) 
…./… 
 
Routing and traffic management 
…./…. 
 
Registered and private addresses 
 
It is recommended that Centres strive to use officially registered IP addresses issued by the Internet 
Assigned Numbers Authority (IANA) or the relevant Regional Internet Registry. Official IP addresses are 
required for all systems which communicate through the Internet. Their use is also strongly recommended for 
systems which communicate on any inter-organization network, including of course the GTS. 
 
Since it is recognized that official IP addresses sometimes difficult to obtain in certain areas of the world, 
some compromise options have been developed to mitigate this problem. 
 
Appendix 7 describes IP addresses in further detail and the recommended options for the use of IP 
addresses over the GTS. 
 
If Centres use private IP addresses on their internal networks, then Network Address Translation (NAT) must 
be adopted …. 
 
(rest of section unchanged) 
…./… 
 
Implementation of GTS links via Internet 
 
CBS has expressed the view that the use of Internet for GTS links can be considered in circumstances 
where they are cost effective, offer an acceptable level of service and where adequate security measures are 
implemented. In general, the same principles for routing and security described above, apply where Internet 
links are used instead of dedicated links. Further details applying to the use of Internet based links, 
especially related to small GTS Centres, are given in Appendix 4. 
 
Summary of tasks to ensure proper use of IP on the GTS 
 
Use only official IP addresses for external communication on the GTS. 
Establish an IP connection with one or more Centres. This connection will be pure IP using PPP as a level 2 
protocol on the link, (or a proprietary protocol such as Cisco HDLC by bilateral agreement) or IP over X.25 
(RFC 1356). In this case use X.121 addresses as defined in Chapter 3. 
Configure dynamic routing with BGP (unless you are a Centre with only one GTS connection and have 
agreed with your neighbouring Centre to use static routing) 
Check the barrier between Internet and the GTS (prevent routing from the Internet to the GTS.) 
Filter incoming and outgoing traffic in accordance with the requirements described above. 
 
In Chapter 3 “Implementation Guidelines” read the following sections as follows: 
 
       Introduction 
 
IP based services on the GTS may be implemented with direct IP connections or by using a mixture of X.25 
and IP because of the technical evolution of the GTS described in chapter 1. IP services may be carried over 
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an X.25 network by encapsulating IP packets within X.25 packets. An appropriately configured router at each 
GTS Centre carries out this function. Alternatively, where routers of the same brand are used in adjacent 
Centres, X.25 data may be carried on an IP link using X.25 switching capability of the routers. 
…. 
(rest of section unchanged) 
 
…./… 
 
 
Addressing for IP over X.25 
 
In order to carry IP traffic over X.25, two globally co-ordinated address SCHEMES ARE NECESSARY: 

an X.25 scheme as described above; and 
an IP address scheme to apply to the interface between the router and packet switch to enable 

the router to encapsulate the IP packets into X.25 packets. 
 
The general arrangement is shown in figure 3.1. 
 
For IP over X.25 to function correctly, it is necessary for the underlying X.25 network to be allocated a single 
IP network address and for each Centre to have an address within this network for the connection point 
between its router and its packet switch. Each IP node on the network can be assigned a sequential host 
address within a single Class C IP address as illustrated in Figure 3.1. The Class C address can provide for 
254 Centres to be connected using a subnet mask of 255.255.255.0. 

…. 
(rest of section unchanged) 
 
Addressing for Direct IP 
 
The preferred connection for the future is to use direct IP links. Centres already using IP over X.25 
should consider updating the links to use direct IP. This transition should be considered in the near 
future. Figure 3.2 below illustrates how a pair of Centres have agreed to implement a direct IP 
connection using the first available pair of ‘host’ numbers using the 193.105.178.0 network as an 
example.  
….(rest of section unchanged) 
 
Management and allocation of addresses and AS numbers 
 
X.25 addresses 
 
The framework described above allows Centres full autonomy in allocating X.25 numbers. The WMO 
Secretariat will maintain a current list of X.25 addresses which Centres have allocated for use on the GTS. 
Centres are requested to notify the Chief of the Information Systems and Services Division of the WWW 
Department, WMO Secretariat by E-mail or fax of X.25 addresses allocated. 
 
IP addresses 
 
IP addresses should be acquired or agreed on as per the instructions in Appendix 7. 
 
AS numbers 
 
AS numbers for use on the GTS will be co-ordinated and issued by the WMO Secretariat as required. 
Centres should direct their requests for AS numbers to WMO as described above. 
 
In Chapter 4 read the following section as follows: 
 
General file naming conventions 
 
The following file naming convention should be implemented with a transition period not exceeding 2008. 
The implementation date is subject to review by CBS. 
The procedure is based on transmission of file pairs, one file being the information file and the other being 
the associated metadata file. The concept of file pairs allows the communications function to be implemented 
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independently of data management requirements for structure of metadata, yet provides for the carriage of 
whatever metadata is required. It is not compulsory to always have a .met file, such as when the information 
file itself is self-specifying or when a single .met file can describe several information files (for example as in 
the case of same data type for different times). There is always however a clear relation between the 
Information File Name and the Metadata File Name, which should only differ from their Extension field and 
possible wildcards. 
File names for new message types (no existing AHL) shall follow the following format. It should be noted that 
file names for existing message types (existing AHL) can also follow the following format. 
The File Name format is a predetermined combination of fields, delimited by the _ (underscore) character 
except for the last 2 fields, which are delimited by the . (period) character. 
Each field can be of variable length, except for the Date/time stamp field which is predetermined. 
The order of the fields is mandatory. 
The File Name fields are as follows:  
 

pflag_productidentifier_oflag_originator_yyyyMMddhhmmss[_freeformat].type[.compression] 
 
where the mandatory fields are: 
pflag is a character or combination of characters indicating how to decode the productidentifier field. At 

this time, the pflag field has only the following acceptable value: 
 

Table 4.1 Accepted pflag values 

pflag Meaning 
T The productidentifier field will be decoded as a standard T1T2A1A2ii 

data designator (The WMO standard data designators are given in 
Attachment II-5) 

A The productidentifier field will be decoded as a standard Abbreviated 
Heading, including BBB as appropriate, space characters being 
discarded, e.g. T1T2A1A2iiCCCCYYGGgg[BBB] 

W WMO Product Identifier 
Z Originating centre’s local product identifier 

 
productidentifier is a variable length field containing information that describes the nature of the data in the 

file. The productidentifier field should be decoded according to the pflag. 
 
 The WMO Product Identifier to be used with pflag = W shall be decoded as follows: 

 
<location indicator>,<data designator>,<free description>,<International date-time group 
>,<BBB modification header> 
 
The WMO Product Identifier is composed of two parts: 

the “static part” for description of the product and the "optional part" to define the time stamp and 
status of the product (correction, amendment). 

 
The WMO Product Identifier is not case sensitive. These two parts are defined as follows: 
 
Static part: <location indicator>,<data designator>,<free description> 
<location indicator> defines the producer: Country, organization and the production centre; The 

country shall be represented by the official ISO 3166 standard 2 letter code. Example: <gb-
metoffice-exeter>. Each field shall be separated by “-” symbol. 

<data designator> specifies the type of data with reference to the categories and sub-categories 
defined in the Common Table C-13 of the Manual on Codes, e.g. <SYNOP>, <TAF>, <MODEL>, 
<RADAR>, <SATELLITE>, etc. When the type of data is a composite type, use the sign ”+” for 
concatenation.  

<free description> is determined by the production centre to characterize the product. 
 
Optional part: [,<International date-time group>,<BBB modification header>] 
<International date-time group 
> is a YYYYMMDDHHMMSS time stamp of the product, full format without substitution characters 

(only decimal digits). This field is optional because it can be recovered from the file name field: 
yyyyMMddhhmmss 
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<BBB modification header> is a complementary group with a similar purpose as the current BBB 
group of AHL 

 
Note: in order to facilitate the identification of each field of the product identifier, the static part, as well 

as the optional part if used, shall comprise two symbols “,” separating the fields. Each field shall 
not contain any symbol “,”. If a field is empty, no character shall be inserted between the 
relevant field delimiters “_” or “,”. 

 
oflag is a character or combination of characters indicating how to decode the originator field. At this time, the 

oflag field has only the following acceptable value: 
 

Table 4.2 Accepted oflag values 

ofl
ag Meaning 

C The originator field will be decoded as a standard CCCC country 
code 

 
originator is a variable length field containing information that states where the file originated from. The 

originator field should be decoded according to the oflag 
yyyyMMddhhmmss is a fixed length date and time stamp field. The interpretation of this field should be in 

accordance with the standard rules set for specific data description and types. Therefore it may have 
various significance such as date of creation or the file, or date of collection of data. If a particular date 
and time stamp field is not specified, it should be replaced by a `-` (minus) character. For example: ------
311500-- represents a stamp that specifies only the day (31st), hours (15) and minutes (00). If there are 
no rules for a specific data type, this field should represent the date and time of creation of the file by the 
originator. 

 
Type is a variable length field that describes the general format type of the file. Although this information could 

be considered somewhat redundant to the productidentifier field, it is kept as such for industry accepted 
standard compatibility. It should be noted that the delimiter before the type field is a . (period). This is to 
help parse the file name for fields, since the freeformat field could make use of further _ (underscore) to 
delimit subfields. 

 
Table 4.3 Accepted type values 

type Meaning 
met The file is a metadata file pair which describes the content and format of 

the corresponding information file with the same name 
tif TIFF file 
gif GIF file 
png PNG file 
ps Postscript file 
mpg MPEG file 
jpg JPEG file 
txt text file 
htm HTML file 
bin a file containing data encoded in a WMO binary code form such as GRIB 

or BUFR 
doc a Microsoft Word file 
wpd a Corel WordPerfect file 

 
And the non mandatory fields are: 

freeformat is a variable length field containing further descriptors as required by a given originator. 
This field can be further divided in sub-fields. Originating countries should strive to make their freeformat 
descriptions available to others. 

compression is a field that specifies if the file uses industry standard compression techniques 
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Table 4.4 Accepted compression values 

compression Meaning 
Z The file has been compressed using the Unix COMPRESS technique 
zip The file has been compressed using the PKWare zip technique 
gz The file has been compressed using the Unix gzip technique 
bz2 The file has been compressed using the Unix bzip2 technique 

 
Maximum file name length: Although no maximum length is specified for the entire file name, the mandatory 

fields shall not exceed 128 characters (including all delimiters) to allow processing by all international 
systems. 

Character set: The filenames shall be composed of any combination of the standard character set (ITU-T Rec. 
X.4) with the exceptions noted in Table 4.5. Case insensitivity shall be used as it is widely accepted and 
implemented in the industry (for example email addresses and URLs). However, it is recommended to 
use the "canonical form" of file names when files are being processed in a system. In this manner it 
would be expected that: 

File names be saved in their original form as received (with any combination of upper-lower case characters 
or any character set) 

Files would be saved with lower case characters only for internal processing, comparison, name searches, 
etc. 

Files would be retransmitted with the original saved name to preserve character set and the upper lower case 
differences. 

This keeps the benefits of readability of upper lower case throughout the systems, but provides case 
independence for processing and reference. 

 
Table 4.5 Symbols for filenames 

Symbol Allowed Meaning 
_ yes The underscore symbol is used has a delimiter symbol. To be 

used only as a delimiter of fields. The underscore is also 
accepted in the freeformat field, but not in other fields. 

- yes The minus symbol shall be used only as a field delimiter inside 
the “location indicator” and “free description” fields of the WMO 
Product Identifier in the productidentifier field. For example, in 
the case of location indicator: gb-metoffice-exeter. This symbol 
shall not appear in the "data designator" field. 

+ yes The plus symbol shall be used to concatenate several words in a 
field of the WMO Product Identifier in the productidentifier field. 
For example, in the “data designator” field: TEMP+MOBIL or 
CLIMAT+TEMP+SHIP 

. yes The period symbol is used has a delimiter symbol. To be used 
only before the type and compression fields. 

/ no Forward stroke often has special meaning for the full path 
specification of a filename in some operating systems 

\ no Backward stroke often has special meaning for the full path 
specification of a filename in some operating systems 

> no Greater than symbol shall not be used since it often represents 
special file manipulation in some operating systems 

< no Less than symbol shall not be used since it often represents 
special file manipulation in some operating systems 

| no Vertical bar (pipe) symbol shall not be used since it often 
represents special file manipulation in some operating systems 

? no Question mark symbol shall not be used 
‘ no Single quote shall not be used. 
“ no Double quotes shall not be used 
* no The star symbol is often used for wildcard specification in 
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Symbol Allowed Meaning 
procedures that process filenames. 

Space no The space symbol shall not be used 
, yes The comma symbol shall be used as a field delimiter in the WMO 

Product Identifier of the productidentifier field. For example, in 
the static part: <location indicator>,<data designator>,<free 
description>. The comma symbol can be also used in the 
freeformat field 

A-Z a-z 
0-9 

yes  

 
The structure of the ‘.met’ file, related to the WMO Metadata standard, is not defined in this guide.  

 
Examples 

 
A possible imagery file (Sig Weather Chart) that would have originated from the USA: 
T_PGBE07_C_KWBC_20020610180000_D241_SIG_WEATHER_250-600_VT_06Z.tif 
 
A possible model output file from France: 
A_HPWZ89LFPW131200RRA_C_LFPW_20020913160300.bin  
 
A possible synoptic surface observations file from France: 
W_fr-meteofrance- 
Toulouse,SYNOP,MAIN+HOURS,,RRA_C_LFPW_20060913030000.txt  
 
A possible model output file from France: 

W_fr-meteofrance-toulouse,GRIB,ARPEGE-75N10N- 
60W65E_C_LFPW_200610000000.bin  

 
A possible image from Australia: 
Z_IDN60000_C_AMMC_20020617000000.gif 
Note that this shows that the date and time stamp is to be interpreted to be 00 hours, 00 minutes and 00 
seconds. 
 
A possible compressed TOVS satellite data file from the United Kingdom: 
Z_LWDA_C_EGRR_20020617000000_LWDA16_0000.bin.Z 
 
A possible image (radar) from Canada: 
T_SDCN50_C_CWAO_200204201530--_WKR_ECHOTOP,2-0,100M,AGL,78,N.gif 
 
A possible single-record GRIB file from Canada: 
Z__C_CWAO_2002032812----_CMC_reg_TMP_ISBL_500_ps60km_2002032812_P036.bin 
 
A possible multiple record batch file from China: 
Z_SM_C_BABJ_20020520101502.txt 

 
In Appendices, insert a new Appendix 1, renumber Appendices 1 to 5 into 2 to 6 (including 
references) and insert a new Appendix 7 as follows: 

 
1. High Level TCP/IP Topology and TCP/IP Data Flows 
 
The following diagrams show a high level view of the topology of a simple Centre and the main data flows 
regarding GTS and Internet telecommunication. More detailed X.25 over IP configurations can be found 
in the following appendices. 
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Figure A1.1 – General interconnectivity between Centres 
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Figure A1.2 – Topology of TCP/IP network in a simple Centre 
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Figure A1.3 – Data flow of traffic over the GTS – IP only 
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Figure A1.4 – Data flow of traffic over the GTS – X.25 over IP 
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Figure A1.5 – Data flow of traffic using VPN over the Internet 
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7. IP addresses for use on the GTS 
 
Introduction 
 
The current “Recommended practices and procedures for the implementation, use and application of the 
Transmission Control Protocol/Internet Protocol (TCP/IP) on the GTS” as given in the Manual on the GTS, 
Volume II, Attachment II.15 (also known as “Guide on Use of TCP/IP on the GTS”) describes guidelines and 
a procedure for assigning IP addresses to GTS links which is no longer adequate. In particular, it states that 
a number of official class C IP addresses were available through the WMO Secretariat to be assigned for 
GTS links. These sets of IP addresses are no longer officially available, as a consequence of a strict 
application of Internet standards (RFCs) by Internet Authorities and Services Providers, and unfortunately 
cannot be used on the GTS, as they may now be assigned to other organizations on the Internet. The WMO 
Secretariat has therefore been instructed to discontinue the assignment of such IP addresses. 
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The Expert Team on Communication Techniques and Structure (ET-CTS) has been tasked to provide 
alternate solutions to solve this issue. 
 
This document is a provisional description of the available options and related guidance to mitigate this 
problem and assist Members in their implementation. The included guidelines only concern the IP 
addressing. They do not change the existing recommendations on how IP relates to X.25 or other IP 
functionality. 
 
The ET-CTS will proceed with developing the proposed amendments to Attachment II.15 to reflect the new 
recommended practices for allocating IP addresses.  
 
Who can provide official IP addresses? 
 
In order to build a network that interconnects many organizations from various countries in the world, it is 
essential to maintain a standard in the addressing scheme, and to maintain uniqueness in the allocation of 
addresses to the various organizations. The Internet community has identified this basic principle and 
created some official bodies to coordinate the distribution of official IP addresses. Today, this responsibility 
belongs to the Internet Assigned Numbers Authority (IANA), and its regional delegates, the relevant Regional 
Internet Registries: 

AfriNIC (African Network Information Centre) – Africa region  
APNIC (Asia Pacific Network Information Centre) – Asia Pacific region  
ARIN (American Registry for Internet Numbers) – Americas and Southern Africa  
LACNIC (Regional Latin-American and Caribbean IP Address Registry) – Latin America and some 

Caribbean islands  
RIPE NCC (Réseaux IP Européens Network Coordination Centre) – Europe and surrounding areas  

These organizations further delegate the allocation of addresses to their regional Internet and 
telecommunications suppliers through national Internet registries. 
 
In this scheme, it is not the WMO’s business to allocate IP addresses. Since the GTS is not built as a unique 
network under the complete authority of a single organization, the allocation of addresses must therefore go 
through the respective national Internet registry or the appropriate Regional Internet Registry. 
 
However, several countries now face the issue of the restriction of allocation of IP version 4 (IPv4) addresses 
and may have difficulty obtaining official addresses. This problem is not an easy one to solve in the short 
term and provisional measures may have to be taken to allow the further development of the GTS. The 
following guidelines explain how to interconnect networks with and without the use of official IP addresses. 
 
Connecting networks with official IP addresses 

 
Using official IP addresses assigned directly to an organization (e.g. the NMS) 
 
This remains the preferred option if it is feasible. It is basically the main procedure described in the existing 
“Guide on Use of TCP/IP on the GTS”. It follows all the Internet rules and allows an organization to build a 
coherent network with interconnections to the Internet, GTS and possibly other partner organizations. It is 
also the easiest configuration to maintain. 
 
In interconnecting two countries to form a GTS link, the two National Meteorological Services should decide 
which one actually provides the address to the interconnecting link. The decision remains one of practicality 
for the countries. There are no general rules that would favour one set of addresses over another one. 

 
Using official IP addresses provided by a telecommunications supplier 
 
This option is very similar to the previous one. The addresses supplied would be official and all the rules 
would of course be followed. 
 
It may require that a common telecommunications supplier be used between the two interconnecting 
organizations. 
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This option however has the draw back that a change in telecommunication suppliers may require a change 
in IP addressing as original incumbent reclaims “his” addresses. Each organization should plan for this 
possibility ahead of time and evaluate its impact on future operations. If these addresses are only used for 
link purposes and not for an organization’s internal purposes, then this draw back may be of minimal impact. 
 
Using IP version 6 (IPv6) addresses 
 
The new IP version 6 (IPv6) protocol standard was designed in great part to address the shortage of IPv4 
addresses. Although the IPv6 protocol is available and supported in many telecommunication equipments 
available today, its implementation requires much planning. In particular, IPv4 and IPv6 are not compatible 
without the use of gateways and there are several operational tools still missing to make IPv6 usable for the 
GTS at this time. Converting to IPv6 would be a major task that can not be imposed on our members until 
the industry is ready to take this step as a whole. 
 
This option is therefore not available today. It is only mentioned here for completeness and will be further 
studied over the next years. 
 
Connecting networks without official IP addresses 
 
Using the “ip unnumbered” feature 
 
Several network equipment suppliers (Cisco, 3Com, Juniper) have now introduced a feature in their 
configurations which allows the implementation of links without the need for allocation of IP addresses. This 
feature is usually called the “ip unnumbered“ feature. For example, Cisco provides a document on 
“Understanding and Configuring the ip unnumbered Command“ (see reference section for details). 
 
This feature is not a standard IP protocol feature, so it requires compatible equipment at both ends of the link 
to work (most frequent situation anyhow). 
 
Routing between the two networks can be accomplished by binding the unnumbered interface to another 
existing interface in the router (either a real LAN or virtual loopback interface). The use of this feature may 
introduce limitations in routing flexibility. 
 
Using RFC1918 – Addresses for private internets 
 
The Internet Engineering Task Force (IETF) document “RFC1918 – Addresses for private 
internets“ describes a set of addresses reserved for use by organizations for sole intra-enterprise 
communications, without any intention to ever directly connect to other enterprises or the Internet itself. 
 
Therefore the use of these addresses does not require official registration. The main purpose of this scheme 
is to allow a big organization to make use of a larger address space for its internal operations. As soon as 
the organization needs to exchange with others, a gateway must be traversed to enter an area of officially 
assigned addresses to maintain overall network coherence. This gateway must translate the internal 
RFC1918 addresses into official external IP addresses, which must be obtained via the official bodies. The 
function (usually performed by a router or firewall) that does this translation is called “Network Address 
Translation” (NAT). This address translation will also have the effect of concentrating several RFC1918 
internal addresses into a very small number of official addresses, thus preserving official address space. 
 
Although this scheme might seem attractive at first for our issue, the GTS is not the network of a single 
enterprise. At this time, any number of the WMO Member NMHSs and related organizations may already 
make use of the RFC1918 in their own networks, which may result in conflicting address allocations if the 
networks interconnect. A recommendation from WMO for the use of RFC1918 is almost an impossible task, 
as the NMHSs may already be under guidelines of their own government, which might conflict with a 
directive of WMO. However, interconnecting countries may find adequate address space within RFC1918 in 
a bilateral agreement. 
 
This option is therefore feasible as long as the following points are carefully considered, planned, maintained 
and monitored: 
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Great care should be taken in selecting a proper RFC1918 set of addresses for links between 
organizations. It is important that the selected addresses are not already in use by any of the 
involved organizations. 

Great care should be taken to ensure that routing configurations do not allow the leaking of RFC1918 
addresses into other organization’s network or worse, into the Internet. 

Although this solution will work quite satisfactorily between a few countries, it cannot be expanded to 
many directly interconnected countries, as the choice of RFC1918 addresses will get more and 
more complicated. 

The IANA has reserved the following blocks in RFC1918. 
 10.0.0.0 - 10.255.255.255 (10/8 prefix) 
 172.16.0.0 - 172.31.255.255 (172.16/12 prefix) 
 192.168.0.0 - 192.168.255.255 (192.168/16 prefix) 
Since many organizations already use the 10.0.0.0/8 block internally and since the 192.168.0.0/16 
block is often used as default addresses by several equipment manufacturers, it is recommended 
that GTS links be used out of the 172.16.0.0/12 block only if possible. 

Furthermore, it is also recommended that the 172.16.0.0/12 be subnetted in a way to maximize the 
usage of the address space. To that effect, GTS links can be subnetted to /30 bits. This allows 4 
hosts per link (leaving the hosts addresses 1 and 2 available to designate the 2 ends of a given link). 

NMHS that consider using the RFC1918 addresses should consult with all potential NMHS with whom 
they might establish a link in order to coordinate and plan the use of these subnets ahead of time. In 
the case of address conflicts, other address schemes within RFC1918 might be used by bilateral 
agreement. The ET-CTS would like to be informed of such issues if they arise to further develop this 
recommendation. 

 
The use of RFC1918 addresses should not introduce security problems as long as the above points are well 
managed. 
 
Recommendation 
 
All the options described above can be used in the GTS. The order of preference is as follows: 

1- Using official IP addresses assigned directly to an organization, e.g. the NMHS (preferred) 
2- Using official IP addresses provided by a telecommunications supplier 
3- Using the “ip unnumbered” feature 
4- Using RFC1918 – Addresses for private internets 

 
The use of IPv6 on the GTS is not recommended at this time. 
 
It should be understood that all options that do not require official IP addresses are workarounds to mitigate 
the shortage of addresses and must be used with care. 

 
Configuration Examples 
 
Option 1 – Using existing organization (NMHS) official IP addresses or Option 2 – Using 

Telecommunication Supplier official IP addresses 
 
This is the standard way to configure an interface between two networks. 
  

Router A: 
 
! 
interface Ethernet0 
 ip address 131.238.17.11 255.255.255.0 
! 
interface Serial0 
 description 64Kbps leased line to router B 
 ip address 131.238.18.01 255.255.255.252 
 encapsulation ppp 
 bandwidth 64 
! 
ip route 142.47.43.0 255.255.255.0 131.238.18.2  
! 
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Router B: 
 
! 
interface Ethernet0 
 ip address 142.47.43.201 255.255.255.0 
! 
interface Serial0 
 description 64Kbps leased line to router A 
 ip address 131.238.18.02 255.255.255.252 
 encapsulation ppp 
 bandwidth 64 
! 
ip route 131.238.17.0 255.255.255.0 131.238.18.1  

 
Insert the following new section in Appendix 4 (former Appendix 3) 
 
Virtual Private Network – secure GTS connections over the Internet 
 
A virtual private network (VPN) is a private network implementation among organizations to communicate 
over a publicly accessible network. VPN message traffic can be carried over the Internet on top of the 
standard TCP/IP protocols. Secure VPNs use cryptographic tunneling protocols to provide the sender 
authentication, message integrity and confidentiality to achieve privacy. This is considered suitable for use 
for the transmission and exchange of meteorological data among centres.  
 
The most common Secure VPN protocol is IPSec. IPSec is designed to provide interoperable high quality, 
cryptographically-based security for IP. The set of security services offered includes access control, 
connectionless integrity, data origin authentication, protection against replays, as well as confidentiality. 
 
IPSec is an end-to-end security protocol: all the functionality and intelligence of the VPN connection reside at 
the end points, either in a gateway or in the end-host. Through IPSec, it is possible to establish a tunnel 
between two gateways. An IPSec gateway would typically consist of an access router, a firewall or a VPN 
gateway on which the IPSec protocol is implemented. The IPSec gateway locates between the user’s private 
network and the carrier’s shared network. 
 
IPSec tunnels are established dynamically and released automatically when they are not in use. To establish 
an IPSec tunnel, two gateways must authenticate themselves and define which security algorithms and keys 
they will use for the tunnel. The entire original IP packet is encrypted and wrapped inside IPSec 
authentication and encryption headers. Figure 5 shows an implementation of a VPN connection using IPSec 
between two GTS centres. 
 
 
 

Figure 5 - The use of VPN over the Internet to connect two GTS centres. 
 
The VPN gateway is connected to a firewall and a router. The VPN gateway can establish a VPN tunnel with 
other VPN gateways through the interface of the router. The flow of traffic into the internal network will be 
through the firewall and will be controlled by an access list defined by the user.  
 
IPSec makes use of the Authentication Header (AH) and the Encapsulation Security Payload 
(ESP) to achieve data integrity and confidentiality. 
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The most common encryption algorithm used in ESP is Triple Data Encryption Standard (3DES) and 
Advanced Encryption Standard (AES). They have encryption key sizes from 128 bits to 256 bits, providing 
sufficient protection for data traffic along the trunk. 
 
Further details on VPN implementation can be found in the Guide on Virtual Private Network (VPN) via the 
Internet between GTS centres. This Guide is available on the WMO web page at 

http://www.wmo.int/web/www/manuals.html 
 
 

 
 

 (CBS-Ext.(06)) 4 التوصية
 

 فيما یخص الشفرات، 2 – المجلد الأول ، مرجع الشفراتتعدیلات
FM XIII GRIB 2و FM XIII BUFRو FM XIII CREX 

 
 إن لجنة النظم الأساسية،

 
 :إذ تشير إلى

 
  ديسمبر/ آانون الأول 5-8، عمان، مسقط(تقرير اجتماع فرقة الخبراء المعنية بتمثيل البيانات والشفرات  (1)

2005(، 
 

فرقة التنسيق المعنية  وتمثيل البيانات والشفراتير الاجتماع المشترك بين فرقة الخبراء المعنية بتقر (2)
 ،)2006مايو /  أيار8-12منظمة الطيران المدني الدولي، مونتريال، (بالارتحال إلى نماذج الشفرات الجدولية 

 
 ،)2006سبتمبر /  أيلول18-22جنيف، (التنسيق المعنية بنظم وخدمات المعلومات / تقرير فرقة التنفيذ (3)

 
 :مما يليالمتطلبات المختلفة  وإذ تضع في اعتبارها

 
 :GRIB من الشفرة 2فيما يخص الطبعة  (1)

 
مجالات المجموعة العالمية التفاعلية العظمى لتجربة البحث الخاصة بنظم الرصد وبإمكانية التنبؤ  )أ(

(THORPEX TIGGE)عن الحرائق وإشعاعية السماء الصافية ومجال  والبيانات الساتلية للكشف 
 ؛ GRIB من الشفرة 2دليل الأشعة فوق البنفسجية ومجالات إضافية لهطول الأمطارفي الطبعة 

 
 جديدة لتجميع البيانات دون فقدان المعلومات وتجميع البيانات البسيط بقوالبإضافات متعلقة  )ب(

 ؛(IEEE)الخاصة بالمحطات الطافية الغاطسة من نموذج 
 

 من 2معالم جديدة وقاعدة جديدة لضمان توافر بنية متعامدة خاصة بتحديد المعالم في الطبعة  )ج(
 .GRIBالشفرة 

 
 :CREXو BUFRوالشفرتين  (2)
 

 (SYNOP)متتاليات مشترآة إضافية لقوالب تقارير الرصد السطحي الصادرة من محطة أرضية  )أ(
تقارير الرصد السطحي الصادرة والرصدات في ) الإقليميةبما في ذلك الاحتياجات للممارسات (
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تقارير  وبيانات (BUOY)، وتقارير الرصد من المحطات العائمة )SHlP(من محطات بحرية 
، وتقارير المتوسطات )CLlMAT(المتوسطات والمجاميع الشهرية الصادرة من محطات أرضية 

متوسطات  وتقارير )(CLlMAT SHlP يطيةوالمجاميع الشهرية الصادرة من محطات أرصاد جوية مح
متوسطات الهواء  وتقارير (CLlMAT TEMP) الهواء العلوي الشهرية الصادرة من محطات أرضية

 ؛)CLlMAT TEMP SHlP( العلوي الشهرية الصادرة من محطة أرصاد جوية محيطية
 
 المدار القطبي باستخدام بيانات ساتلية جديدة ولاسيما البيانات من الساتل الأوروبي الجديد في )ب(

 ومقياس تداخل لسبر الغلاف الجوي  )(MHS أدوات مسبار الرطوبة العامل بالموجات الصغرية
 ؛(ASCAT) ومقياس التشتت المتطور (IASI)بالأشعة تحت الحمراء 

 
 لرصدات الأعاصير المدارية الصادرة من السواتل والرادارات BUFRإعداد تقارير بشفرات  )ج(

تقارير التفسير السينوبتيكي لبيانات السحب المتحصل عليها بواسطة ساتل للأرصاد الجوية بيانات (
(SAREP) والتقارير عن أرصاد الطقس باستخدام الرادار (RADOB) (و)  بيانات تقارير الرصدات

 ؛)من على متن السفن(TRACKOB) البحرية السطحية بطول الطرق البحرية 
 
رجات الاضطرابات الموسعة في شكل رسائل عن الطقس ذي الدلالة أجهزة وصف للإبلاغ عن د )د(

(SIGWX) معلومات الأرصاد الجوية ذات الدلالة  وإرسالSIGMET)( بشفرات BUFR؛ 
 
 ؛BUFRتوضيحات لبعض القواعد التنظيمية الخاصة بشفرات  )ه(
 
درجة حرارة سطح  إضافات فيما يخص ارتفاع جهاز الاستشعار لقياس الحرارة في عملية قياس  )و(

 على متن السفن وآذلك لتمثيل القيم الاسمية ولملامح الحرارة والملوحة المسجلة (SST)البحر 
 .بواسطة عوامات القياس

 
 :2007نوفمبر /  تشرين الثاني7اعتباراً من العملي  باعتماد التعديلات التالية لاستخدامها توصي

 
 هذه التوصية؛ ل1محددة في المرفق  الFM 92-Xll GRlBلشفرة إلى االإضافات  (1)
 

 هذه التوصية؛ل 2 المحددة في المرفق FM 95-XllI CREX وFM 94-XllI BUFR تينلشفرإلى االإضافات  (2)
 

 ؛ الشفراتمرجعفي  إلى الأمين العام اتخاذ الترتيبات اللازمة لإدراج هذه التعديلات تطلب
 

 
 

Annex 1 to Recommendation 4 (CBS-Ext.(06)) 
 

ADDITIONS TO FM 92-XIII GRIB 
 

For Fire Detection from Space: 
 
Code Table 4.2, Product Discipline 3 – Space products, Parameter category 0: image format products 

 
Add:  9, Parameter = Fire detection indicator, Units = Code table (4.223) 
Change:  9 – 191, Parameter = Reserved 
to: 10 – 191, Parameter = Reserved 

 
And add a new Code Table, 4.223 as follows: 
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Code Table 4.223 - Fire detection indicator  
 
Code figure Meaning 
  0 No fire detected 
  1 Possible fire detected 
  2 Probable fire detected 
  3 Missing 

 
For Clear Sky Reflectance: 
 
Code Table 4.2, Product Discipline 3 – Space products, Parameter category 1: quantitative products 

Add:  Number 6, Parameter = Number of pixels used, Units = numeric 
Add:  Number 7, Parameter = Solar zenith angle, Units = degrees 
Add:  Number 8, Parameter = Relative azimuth angle, Units = degrees 
Add:  Number 9, Parameter = Reflectance in 0.6 micron channel, Units = % 
Add:  Number 10, Parameter = Reflectance in 0.8 micron channel, Units = % 
Add:  Number 11, Parameter = Reflectance in 1.6 micron channel, Units = % 
Add:  Number 12, Parameter = Reflectance in 3.9 micron channel, Units = % 
Change:  Number 6 – 191, Parameter = Reserved 
to: Number 13 – 191, Parameter = Reserved 

 
Add in Table 1.3 on Production Status of Data: 
 
Number Meaning 
====== ====== 

4 THORPEX Interactive Grand Global Ensemble (TIGGE) 
5 THORPEX Interactive Grand Global Ensemble (TIGGE) test 

 
Add in Code Table 4.2, Discipline 0 – category 1 - moisture 
 
51 Total column water kg m-2 Vertically integrated total water (vapour + cloud water/ice) 
 
Amendments needed: 
 
In octets 6-7 of Section 1: 
 
Change Common Code Table reference to C-11: 
 
6-7 Identification of originating/generating centre (see Common Code Table C-11) 
 
In Common Code Table C5 – Satellite identifier 
 
An additional column for GRIB edition 2 should be added with 65535 for the missing value and other 
currently unused entries reserved for future use. 
 
Additions to GRIB Edition 2 Code table 5.0 
 

4 Grid point data – IEEE floating point data 
5-39 Reserved 
   
52-60 Reserved 
61 Grid point data - simple packing with logarithm pre-processing 
62-49151 Reserved 

49152-65534 Reserved for local use 
65535 Missing 

 
For Packing: 

 
Note to be added at start of template definitions used in sections 5 and 7. 
 

Note: For most templates, details of the packing process are described in regulation 92.9.4 
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For UV index add new parameters as follows: 
 
In Code table 4.2, Product discipline 0 - Meteorological products, parameter category 4: short-wave radiation, 
add: 
 
Number Parameter Units 

 
50 UV index *(under clear sky) Numeric 
51 UV index * Numeric 
 
Add: 

Note:   
The Global Solar UVI is formulated using the International Commission on Illumination (CIE) reference 
action spectrum for UV-induced erythema on the human skin (ISO 17166:1999/CIE S 007/E-1998). It is 
a measure of the UV radiation that is relevant to and defined for a horizontal surface. The UVI is a 
unitless quantity defined by the formula: 
 

 
 
where Eλ  is the solar spectral irradiance expressed in W·/ (m2·nanometer) at wavelength λ  and dλ is 
the wavelength interval used in the summation. Ser λ is the erythema reference action spectrum, and ker 
is a constant equal to 40 m2 / W. 

 
Add a note to Code table 3.11: 
 

Note: 
For entry 1, it should be noted that depending on values of extreme (first/last) coordinates, and 
regardless of bit-map, effective number of points per row may be less than the number of points on the 
current circle. 
 

Duplicate Note (3) within Grid Definition Template (GDT) 3.0 for all other GDTs 
 

Note (3) within Grid Definition Template (GDT) 3.0 should be duplicated for all other GDTs which might be 
associated to quasi-regular grids. It is then recommended to:  
 

- duplicate Note (3) of GDT 3.0 into GDT 3.40 (by adding there a Note (4)) 
- insert a “pointer” to Note (3) of GDT 3.0 into GDTs 3.[1 to 3]  
- do the same to new Note (4) of GDT 3.40 into GDTs 3.[41 to 43] 

 
For template GDT 3.0: 
 
Also add to Octet list: 
 
73-nn List of number of points along each meridian or parallel (These octets are only present for 

quasi-regular grids as described in notes 2 and 3) 
 
Similar changes are needed for Grid definition templates 3.1, 3.2, 3.3, 3.10, 3.40, 3.41, 3.42, 3.43. 
 
Add entries in Table 4.2, discipline 0, category 1: moisture 
 
47 Large scale water precipitation (non-convective) kg m-2 
48 Convective water precipitation   kg m-2 
49 Total water precipitation    kg m-2 
50 Total snow precipitation    kg m-2 
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Add: 

 Note: Entries 9 and 10 include all phases of precipitation. 

 
Add new templates: 
 
Data representation template 5.4 Grid point data – IEEE floating point data 
--------- 
  Octet No.       Content 
=========     ====== 
   12                Precision (See Code table 5.7) 
 

 
Data template 7.4 Grid point data - IEEE floating point data 
--------- 
  Octet No.       Content 
=========     ======= 
   6-nn             Binary data values (See Code table 5.1) 
 
 
Data representation template 5.61: Grid point data - simple packing with logarithm pre-processing 
Preliminary Note: This template is experimental, was not validated at the time of publication and should be used only 

for bi-lateral previously agreed tests. 
 
Octet Number(s)  Contents 

      12-15  Reference value (R) (IEEE 32-bit floating-point value) 
      16-17  Binary scale factor (E)  
      18-19  Decimal scale factor (D)  
        20   Number of bits used for each packed value  
      21-24 Pre-processing parameter (B) (IEEE 32- bit floating-point value) 
 
 
Notes: 
 
(1) This template is appropriately designed for data sets with all non-negative values and a wide variability range 

(more then 5 orders of magnitude). It must not be used for data sets with negative values or smaller 
variability range. 

(2) A logarithm pre-processing algorithm is used to fit the variability range into one or two order of magnitudes before 
using the simple packing algorithm. It requires a parameter (B) to assure that all values passed to the 
logarithm function are positive. Thus scaled values are Z=log(Y+B), where Y are the original values, log 
is the natural logarithm function and B is chosen so that Y+B>0.  

(3) Best practice follows for choosing the B pre-processing parameter.  
a. If the data set minimum value is positive, B can be safely put to zero. 
b. If the data set minimum is zero, all values must be scaled to become greater than zero and B can be 

equal to the minimum positive value in the data set. 
(4) Data shall be packed using Data template 7. 

 
Modifications to Code table 3.11 

 
Code table 3.11 - Interpretation of list of numbers at end of section 3 
 
Code figure  Meaning 
 
 0 There is no appended list 
 

1 Numbers define number of points corresponding to full coordinate circles (i.e. parallels), 
coordinate values on each circle are multiple of the circle mesh, and extreme 
coordinate values given in grid definition (i.e. extreme longitudes) may not be reached 
in all rows 
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2 Numbers define number of points corresponding to coordinate lines delimited by 
extreme coordinate values given in grid definition (i.e. extreme longitudes) which are 
present in each row 

 
3 Numbers define the actual latitudes for each row in the grid. The list of numbers are 

integer values of the valid latitudes in microdegrees (scaled by 106) or in unit equal to 
the ratio of the basic angle and the subdivisions number for each row, in the same order 
as specified in the "scanning mode flag" (bit no. 2). (see Note 1) 

 
 4-254 Reserved 

 
255 Missing 
 

Note:  
The value for the constant direction increment Di (or Dx) in the accompanying Grid Definition 
Template should be set to all ones (missing). 

 
Changes implied by additional entry in Code Table 3.11: 

 
- contents definition of octets 11 and 12 of Section 3 specification: delete “defining number of points” 
- Notes (2) to (4) of Section 3 to modify as follows: 
 

1. (unchanged) 
 

2. An optional list of numbers may be used to document a quasi-regular grid In such a case, octet 11 is non zero, and 
gives the number of octets used per item in the list. For all other cases, such as regular grids, octets 11 and 12 are 
zero and no list is appended to the Grid Definition Template. 

 
3. If a list of numbers is present, it is appended at the end of Grid Definition Template (or directly after Grid Definition 

Template Number if template is missing), the length of the list is given by the grid definition. When the Grid 
Definition Template is present, the length is given according to bit 3 of scanning mode flag octet (length is Nj or Ny 
for flag value 0). List ordering is implied by data scanning. 

 
4. Depending on code value given in octet 12, the list of numbers either: 

- corresponds to the coordinate lines as given in the grid definition, or 
- corresponds to a full circle, or 
- does not apply 

 
- Notes (2) and (3) of GDT 3.0 to read as follows: 

 
(2) For data on a quasi-regular grid where all the rows or columns do not necessarily have the 

same number of grid points, either Ni (Octets 31-34) or Nj (Octets 35-38) and the 
corresponding Di (Octets 64-67) or Dj (Octets 68-71) shall be coded with all bits set to 1 
(missing). The actual number of points along each parallel or meridian shall be coded 
in the octets immediately following the Grid Definition Template (Octets [xx+1] – nn), 
as described in the description of the Grid Definition Section. 

(3) A quasi-regular grid is only defined for appropriate grid scanning modes. Either rows or 
columns, but not both simultaneously, may have variable numbers of points or variable 
spacing. The first point in each row (column) shall be positioned at the meridian 
(parallel) indicated by Octets 47-54. The grid points shall be evenly spaced in latitude 
(longitude). 

 
 

MODIFICATIONS TO CODE TABLE 1.0: 
 

Code Table 1.0: GRIB Master Tables Version Number 
0 Experimental 
1 Version implemented on 7 November 2001 
2 Version implemented on 4 November 2003 
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3 Version implemented on 2 November 2005 
4 Version implemented on 7 November 2007 
5 Pre-operational to be implemented by next amendment 

6 -254 Future version 
255 Missing value 

 
 
TO MAINTAIN ORTHOGONAL STRUCTURE OF GRIB EDITION 2: 
 
Add new regulation:  
 
92.6.2 To maintain orthogonal structure of GRIB Edition 2, parameter names in the Code table 4.2 should 

not contain surface type and statistical process as part of the name. 
 
 
1) Add new parameters 
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Proposed name of the parameter class  Unit  

0 4 9 Net short wave radiation flux W m-2 
0 5 5 Net long wave radiation flux W m-2 

 
 
2) Deprecate: 
 

Name of the parameter 
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 Short wave radiation flux* 0 4 2 
 Long wave radiation flux*  0 5 2 

Note: * Parameter deprecated - See Regulation 92.6.2 and use another parameter instead. 
 
 
3) Add parameters: 
 

Name Unit Discipline Category 
Proposed 
Parameter 

number 
Soil moisture kg m-3 2 0 22 
Cloud cover % 0 6 22 
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4) Parameters, which contain statistical process: 
 
Deprecate parameters: 
 

Parameter to be deprecated 
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Maximum temperature* 0 0 4 
Minimum temperature*  0 0 5 

Minimum dew point depression* 0 0 14 
Maximum relative humidity* 0 1 27 
Maximum absolute humidity* 0 1 28 
Maximum wind speed* 0 2 21 
Time-integrated air concentration of 
caesium pollutant* 

0 18 6 

Time-integrated air concentration of 
iodine pollutant* 

0 18 7 

Time-integrated air concentration of 
radioactive pollutant* 

0 18 8 

Note: * Parameter deprecated - See Regulation 92.6.2 and use another parameter instead. 
 
5) Deprecate parameters, which contain the surface type 
 

Parameter to be deprecated 

 

D
is

ci
pl

in
e

 

C
at

eg
or

y
 Pa

ra
m

et
er

 
N

um
be

r
 

Net short wave radiation flux 
(surface)* 

0 4 0 

Net short wave radiation flux  
(top of atmosphere)* 

0 4 1 

Net long wave radiation flux 
(surface)* 

0 5 0 

Net long wave radiation flux  
(top of atmosphere)* 

0 5 1 

Upper layer soil temperature* 2 3 1 
Lower layer soil temperature* 2 3 4 
Upper layer soil moisture* 2 3 2 
Lower layer soil moisture* 2 3 3 
Low Cloud cover* 0 6 3 
Medium Cloud cover* 0 6 4 
High Cloud Cover* 0 6 5 

Note: *Parameter deprecated - See Regulation 92.6.2 and use another parameter instead. 
 
6) Deprecate: 
 

Parameter name Discipline Category Parameter 
number 

Precipitation rate* 0 1 7 
Snowfall rate water equivalent* 0 1 12 

Note: *Parameter deprecated - See Regulation 92.6.2 and use another parameter instead. 
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7) Add new parameters: 
 

Parameter name Discipline Category Parameter 
number 

Total(1) precipitation rate 0 1 52 
Total(1) snowfall rate water equivalent 0 1 53 

Note:  (1) Total precipitation/snowfall rate stands for the sum of convective and large-scale 
precipitation/snowfall rate 

 
 
8) Add new parameters: 
 

Parameter name Unit Discipline Category Proposed parameter 
number 

Large scale precipitation rate kg m-2 s-1 0 1 54 
Convective snowfall rate 
water equivalent 

kg m-2 s-1 0 1 55 

Large scale snowfall rate 
water equivalent 

kg m-2 s-1 0 1 56 

Total snowfall rate m s-1 0 1 57 
Convective snowfall rate m s-1 0 1 58 
Large scale snowfall rate m s-1 0 1 59 

 
9) Deprecate: 
 

Parameter to be 
deprecated 
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Total precipitation* 0 1 8 
Large scale 
precipitation* 

0 1 9 

Convective 
precipitation* 

0 1 10 

Convective snow* 0 1 14 
Large scale snow* 0 1 15 
Total snowfall* 0 1 29 
Note: *Parameter deprecated - See Regulation 92.6.2 and use another parameter instead. 
 
10) Deprecate: 
 

Name of parameter 
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Soil moisture content* 2 0 3 
Maximum snow albedo* 0 19 17 
Ground heat flux* 2 0 10 
Water equivalent of 
accumulated snow 
depth* 

0 1 13 

Note: *Parameter deprecated - See Regulation 92.6.2 and use another parameter instead. 
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11) Add new parameters: 
 

Proposed 
parameter 

name D
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Unit 

Column-
integrated 
soil water 

2 0 23 kg m-2 

Snow albedo 0 19  
  

% 

Heat Flux 2 0 24 W m-2 
Snow depth 
water 
equivalent 

0 1 60 kg m-2 

 
12) Add new parameter: 
 
Standard 
deviation of 
sub-grid 
scale 
orography 

0 3 20 m 

 
13) Add new parameter 
 
Cloud ice 
mixing ratio 

0 6 23 kg kg-1 

 
14) Add new parameter 
 
Total 
column 
integrated 
ozone 

0 14 2 Dobson  

 
15) Add new parameters 
 

Name Unit Discipline Category Proposed Parameter 
number 

Skin temperature K 0 0 17 
Sunshine  Numeric 0 6 24 
Snow density kg m-3 0 1 61 
Ice temperature K 10 2 8 
Snow evaporation kg m-2 0 1 62 
Large scale precipitation fraction s 0 1 63 
Downward UV radiation W m-2 0 4 12 
Photosynthetically active radiation  W m-2 0 4 10 
Total column integrated water 
vapour 

kg m-2 0 1 64 

Anisotropy of sub-gridscale Numeric 0 3 24 
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Name Unit Discipline Category Proposed Parameter 
number 

orography 
Angle of sub-gridscale orography Rad 0 3 21 
Slope of sub-gridscale orography Numeric 0 3 22 
Gravity wave dissipation W m-2 0 3 23 
Net short-wave radiation flux clear 
sky 

W m-2 0 4 11 

Net long-wave radiation flux, clear 
sky 

W m-2 0 5 6 

 

 
Annex 2 to Recommendation 4 (CBS-Ext.(06)) 

 
ADDITIONS TO FM 94-XIII BUFR 

 
 

FOR REPORTING DEGREE OF TURBULENCE IN WAFS SIGWX MESSAGES  
 
Add: 

 
F  X    Y Element name BUFR CREX 

0 11 030 Extended degree of turbulence Code table 0 0 6 Code table 0 2 

 
 
 

0 11 030 
Extended degree of turbulence 

 
Code figure  

0 Nil    
1 Light      in cloud 
2 Moderate    
3 Severe    
4 Nil    
5 Light      in clear air 
6 Moderate    
7 Severe    
8 Nil    
9 Light      cloud/clear air not specified 

10 Moderate (MOD)  
11 Severe (SEV)   
12 Extreme, in clear air 
13 Extreme, in cloud 
14 Extreme, cloud/clear air not specified (EXTREME) 
15 Light, isolated moderate (ISOL MOD) 
16 Light, occasional moderate (OCNL MOD) 
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Code figure  

17 Light, frequently moderate (FRQ MOD) 
18 Moderate, isolated severe (MOD ISOL SEV) 
19 Moderate, occasional severe (MOD OCNL SEV) 
20 Moderate, frequently severe (MOD FRQ SEV) 
21 Severe, isolated extreme (SEV ISOL EXTREME) 
22 Severe, occasional extreme (SEV OCNL EXTREME) 
23 Severe, frequently extreme (SEV FRQ EXTREME) 

24-62 Reserved 
63 Missing value 

 
 
 
SEQUENCE DESCRIPTORS FOR SYNOPTIC REPORTS FROM LAND AND SEA STATIONS (SUITABLE 
FOR SYNOP, SYNOP MOBIL AND SHIP OBSERVATION DATA)  
New sequence descriptors 3 02 046, 3 02 047 and 3 02 048  

3 02 046 is proposed to express the data of the SYNOP group 54g0sndT, where 
        g0  is “Period of time, in hours, between the time of observation and the temperature change”, 
        sn   is “Sign of the temperature change” – Code table 3845, 
            dT  is “ Amount of temperature change, the sign of the change given by sn “– Code table 0822. 

 

       (Temperature change) 
3 02 046 0 04 024 Time period or displacement  
   0 04 024 Time period or displacement  
   0 12 049 Temperature change over period specified  

 

3 02 047 is proposed to express data of SYNOP group 56DLDMDH, where 
        DL  is  “True direction from which CL clouds are moving” – Code table 0700,  
        DM  is  “True direction from which CM clouds are moving” – Code table 0700, 
            DH  is  “True direction from which CH clouds are moving”  – Code table 0700. 
 

      (Direction of cloud drift)  
3 02 047 1 02 003 Replicate 2 descriptors 3 times  

   0 08 002 Vertical significance  
   0 20 054 True direction from which clouds are moving  

 

3 02 048 is proposed to express data of SYNOP group 57CDaeC, where 
        C  is  “Genus of cloud” – Code table 0500,  
        Da  is  “True direction in which the phenomenon indicated is observed” – Code table 0700, 
            eC is  “Elevation angle of the top of the cloud indicated by C”  – Code table 1004. 
 

      (Direction and elevation of cloud) 
3 02 048 0 05 021 Bearing or azimuth 
   0 07 021 Elevation angle 
   0 20 012 Cloud type 
   0 05 021 Bearing or azimuth ( = missing to cancel the previous 

value) 
   0 07 021 Elevation angle ( = missing to cancel the previous value) 
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For data representation of groups 54g0sndT and 56DLDMDH of SYNOP Section 3, following BUFR/CREX 
Table B entries are proposed (0 12 049 for representation of sndT, 0 20 054 for DL, DM and DH):  

F  X    Y Element name BUFR CREX 

0 12 049 Temperature change over 
specified period  

K 0 -30 6 oC 0 2 

0 20 054 True direction from which a 
phenomenon or clouds are 
moving 

Degree true 0 0 9 Degree true 0 3 

Note: By naming descriptor 0 20 054 “True direction from which a phenomenon or clouds are moving” it 
will allow its usage for data representation of groups 919MWDa (type of water spout, tornado, whirlwind, 
dustdevils and direction from which they approach the station) and 918sqDp (type of squall and direction from 
which it approaches the station). 
 
 
NEW DESCRIPTORS FOR REGIONAL PRACTICES 
 

F  X    Y Element name BUFR CREX 

0 12 121 Ground minimum temperature K 2 0 16 oC 2 4 

0 12 122 Ground minimum temperature of 
the preceding night 

K 2 0 16 oC 2 4 

0 13 056 Character and intensity of 

precipitation 

Code table 0 0 4 Code table 0 2 

0 13 057 Time of beginning or end of 
precipitation 

Code table 0 0 4 Code table 0 2 

0 20 040 Evolution of drift of snow Code table 0 0 4 Code table 0 2 

0 20 055 State of sky in tropics Code table 0 0 4 Code table 0 2 

0 20 066 Maximum diameter of hailstones m 3 0 8 m 3 3 

0 20 067 Diameter of deposit m 3 0 9 m 3 3 

0 20 101 Locust (acridian) name Code table 0 0 4 Code table 0 2 

0 20 102 Locust (maturity) color Code table 0 0 4 Code table 0 2 

0 20 103 Stage of development of locusts Code table 0 0 4 Code table 0 2 

0 20 104 Organization state of swarm or 
band of locusts 

Code table 0 0 4 Code table 0 2 

0 20 105 Size of swarm or band of locusts 
and duration of passage of swarm 

Code table 0 0 4 Code table 0 2 

0 20 106 Locust population density Code table 0 0 4 Code table 0 2 

0 20 107 Direction of movements of locust 
swarm 

Code table 0 0 4 Code table 0 2 

0 20 108 Extent of vegetation Code table 0 0 4 Code table 0 2 
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Proposed new Code tables:  
 
  Manual on Codes, 

WMO-No. 306, Vol. II 

0 13 056  - Character and intensity of precipitation Code table 167 

0 13 057  - Time of beginning or end of precipitation Code table 168 

0 20 055  - State of sky in tropics Code table 430 

0 20 101  - Locust (acridian) name Code table 162 

0 20 102  - Locust (maturity) color Code table 159 

0 20 103  - Stage of development of locusts Code table 160 

0 20 104  - Organization state of swarm or band of locusts Code table 161 

0 20 105 
 
- 

Size of swarm or band of locusts and duration  
of passage of swarm 

Code table 173 

0 20 106  - Locust population density Code table 139  

0 20 107  - Direction of movements of locust swarm Code table 140 

0 20 108  - Extent of vegetation Code table 182 

 
The existing extent of the above listed Code tables from the Manual on Codes, WMO-No. 306, Volume II, is 
to be supplemented by code figures 10-14 Reserved and by code figure15 Missing value.  
 
Code Table 0 20 040 is proposed to express code figures for S’8 (Code table 3776, Manual on Codes, WMO-
No. 306, Volume I.1). 
 
                  0 20 040 

Evolution of drift of snow 
Code figure  

0 Drift snow ended before the hour of observation 
1 Intensity diminishing 
2 No change 
3 Intensity increasing 
4 Continues, apart from interruption lasting less than 30 minutes  
5 General drift snow has become drift snow near the ground 
6 Drift snow near the ground has become general drift snow  
7 Drift snow has started again after an interruption of more than 30 minutes 

8 -14 Reserved 
15 Missing value 

 

Additions to the existing Flag tables: 
 
 

Bit No. 
                   0 20 023 
Other weather phenomena 

12 Water-spout 

 
Bit No. 

                   0 20 027 
Phenomenon occurrence 

6 Below station level 
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ADD COMMON SEQUENCES OF BUFR TEMPLATE FOR SYNOPTIC REPORTS FROM FIXED LAND 
STATIONS SUITABLE FOR SYNOP OBSERVATION DATA 
 

  Sequence for representation of synoptic reports from a fixed land station 
suitable for SYNOP data 

3 07 080 3 01 090 Fixed surface station identification, time, horizontal and vertical coordinates 
 3 02 031 Pressure data 
 3 02 035 Basic synoptic “instantaneous” data  
 3 02 036 Clouds with bases below station level 
 3 02 047 Direction of cloud drift  
 0 08 002 Vertical significance  
 3 02 048 Direction and elevation of cloud  
 3 02 037 State of ground, snow depth, ground minimum temperature  
 3 02 043 Basic synoptic “period” data 
 3 02 044 Evaporation data 
 1 01 002 Replicate next descriptor 2 times 
 3 02 045 Radiation data (from 1 hour and/or 24 hour period) 
 3 02 046 Temperature change  

New sequences for BUFR template for synoptic reports from fixed land stations: 
 

  Pressure data 
3 02 031 3 02 001 Pressure  

 0 10 062 24-hour pressure change                     p24p24p24 
 0 07 004 Pressure (standard level)                                a3 
 0 10 009 Geopotential height of the standard level     hhh 
   
  Basic synoptic “instantaneous” data  

3 02 035 3 02 032 Temperature and humidity data 
 3 02 033 Visibility data 
 3 02 034 Precipitation past 24 hours 
 0 07 032 Height of sensor above local ground 

(set to missing to cancel the previous value) 
 3 02 004 General cloud information 
 1 01 000 Delayed replication of 1 descriptor  
 0 31 001 Delayed descriptor replication factor 
 3 02 005 Cloud data 
   
  Temperature and humidity data 

3 02 032 0 07 032 Height of sensor above local ground 
(for temperature and humidity measurement) 

 0 12 101 Temperature/dry-bulb temperature(sc.2)  snTTT  
 0 12 103 Dew-point temperature (scale 2)          snTdTdTd 
 0 13 003 Relative humidity 

   
  Visibility data  
3 02 033 0 07 032 Height of sensor above local ground 

(for visibility measurement) 
 0 20 001 Horizontal visibility                                       VV 
   

 
  Precipitation past 24 hours 

3 02 034 0 07 032 Height of sensor above local ground 
(for precipitation measurement) 

 0 13 023 Total precipitation past 24 hours     R24R24R24R24 
   
  Clouds with bases below station level 

3 02 036 1 05 000 Delayed replication of 5 descriptors  
 0 31 001 Delayed descriptor replication factor 
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 0 08 002 Vertical significance 
 0 20 011 Cloud amount                                                 N’ 
 0 20 012 Cloud type                                                      C’ 
 0 20 014 Height of top of cloud                                  H’H’ 
 0 20 017 Cloud top description                                      Ct 
   
  State of ground, snow depth, ground minimum 

temperature 
3 02 037 0 20 062 State of ground (with or without snow)     E or E’ 

 0 13 013 Total snow depth                                         sss 
 0 12 113 Ground minimum temperature (scale2), past 12 hours   

snTgTg 
   
  Basic synoptic “period” data 

3 02 043 3 02 038 Present and past weather 
 1 01 002 Replicate 1 descriptors 2 times 
 3 02 039 Sunshine data (from 1 hour and 24 hour period) 
 3 02 040 Precipitation measurement 
 3 02 041 Extreme temperature data 
 3 02 042 Wind data 
 0 07 032 Height of sensor above local ground 

(set to missing to cancel the previous value) 
 

  Present and past weather  
3 02 038 0 20 003 Present weather                                            ww 

 0 04 024 Time period in hours 
 0 20 004 Past weather (1)                                              W1 
 0 20 005 Past weather (2)                                                                        W2 

 
  Sunshine data (from 1 hour and 24 hour period) 
3 02 039 0 04 024 Time period in hours 

 0 14 031 Total sunshine                                SS and SSS 
 

  Precipitation measurement 
3 02 040 0 07 032 Height of sensor above local ground 

(for precipitation measurement) 
 1 02 002 Replicate next 2 descriptors 2 times 
 0 04 024 Time period in hours                                      tR 
 0 13 011 Total precipitation / total water equivalent of snow          

RRR 
 

   
  Extreme temperature data 

3 02 041 0 07 032 Height of sensor above local ground 
(for temperature measurement) 

 0 04 024 Time period or displacement                           
 0 04 024 Time period or displacement (see Notes 1 and 2) 
 0 12 111 Maximum temperature (scale 2) at height and over 

period specified                             snTxTxTx 
 0 04 024 Time period or displacement                           
 0 04 024 Time period or displacement (see Note 2) 
 0 12 112 Minimum temperature (scale 2) at height and over 

period specified                             snTnTnTn 
   
  Wind data 

3 02 042 0 07 032 Height of sensor above local ground 
(for wind measurement) 

 0 02 002 Type of instrumentation for wind measurement   
                                                                       iw 
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 0 08 021 Time significance (= 2 (time averaged)) 
 0 04 025 Time period  (=  - 10 minutes, or number of minutes 

after a significant change of wind) 
 0 11 001 Wind direction                                               dd 
 0 11 002 Wind speed                                                    ff 
 0 08 021 Time significance (= missing value) 
 1 03 002 Replicate next 3 descriptors 2 times 
 0 04 025 Time period in minutes     
 0 11 043 Maximum wind gust direction 
 0 11 041 Maximum wind gust speed        910fmfm, 911fxfx 

 
  Evaporation data 

3 02 044 0 04 024 Time period in hours 
 0 02 004 Type of instrument for evaporation or crop type for 

evapotranspiration                                   iE 
 0 13 033 Evaporation/evapotranspiration                EEE 
   

 
 

  Radiation data (from 1 hour and 24 hour period) 
3 02 045 0 04 024 Time period in hours 

 0 14 002 Long-wave radiation, integrated over period specified    
553SS 4FFFF or 553SS 5FFFF,  
                           55SSS 4F24F24F24F24  or  
                           55SSS 5F24F24F24F24 

 0 14 004 
Short-wave radiation, integrated over period specified   
553SS 6FFFF, 
                                      55SSS 6F24F24F24F24 

 0 14 016 Net radiation, integrated over period specified 
                           553SS 0FFFF or 553SS 1FFFF, 
                           55SSS 0F24F24F24F24 or  
                           55SSS 1F24F24F24F24 

 0 14 028 Global solar radiation (high accuracy), integrated over 
period specified           553SS 2FFFF, 
                                             55SSS 2F24F24F24F24 

 0 14 029 Diffuse solar radiation (high accuracy), integrated over 
period specified          553SS 3FFFF,  
                                           55SSS 3F24F24F24F24 

 0 14 030 Direct solar radiation (high accuracy), integrated over 
period specified           55408 4FFFF, 
                                            55508 5F24F24F24F24 

   
  Temperature change                group 54g0sndT   

3 02 046 0 04 024 Time period or displacement                           
 0 04 024 Time period or displacement (see Note 3)         
 0 12 049 Temperature change over period specified  sndT 

 

Notes:  
1) Within RA-IV, the maximum temperature at 1200 UTC is reported for the previous calendar day (i.e. 
the ending time of the period is not equal to the nominal time of the report). To construct the required time 
range, descriptor 004024 has to be included two times. If the period ends at the nominal time of the report, 
value of the second 004024 shall be set to 0. 
2) Within RA-III, the maximum day-time temperature and the minimum night-time temperature is 
reported (i.e. the ending time of the period may not be equal to the nominal time of the report). To construct 
the required time range, descriptor 004024 has to be included two times. If the period ends at the nominal 
time of the report, value of the second 004024 shall be set to 0. 
3) To construct the required time range, descriptor 004024 has to be included two times. 
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NEW SEQUENCES TO FOLLOW REGIONAL REGULATIONS FOR REPORTING SYNOP DATA IN 
BUFR/CREX: 

3 07 081: BUFR template for synoptic reports from fixed land stations suitable for SYNOP data in 
compliance with reporting practices in RA I 

3 01 090 Fixed surface station identification, time, horizontal and vertical 
coordinates 

3 02 031 Pressure data 
3 02 035 Basic synoptic “instantaneous” data  
3 02 036 Clouds with bases below station level 
3 02 047 Direction of cloud drift                   
0 08 002 Vertical significance (= missing to cancel the previous value) 
3 02 048 Direction and elevation of cloud     
3 02 037 State of ground, snow depth, ground minimum temperature (past 

12 hours) 
0 12 122 Ground minimum temperature of the preceding night  snTgTg 
0 13 056 Character and intensity of precipitation                          Rc         
0 13 057 Time of beginning or end of precipitation                        Rt       
0 20 101 Locust (acridian) name                                                   Ln 
0 20 102 Locust (maturity) color                                                    Lc 
0 20 103 Stage of development of locusts                                     Ld 
0 20 104 Organization state of swarm or band of locusts              Lg 
0 20 105 Size of swarm or band of locusts and duration of  

passage of swarm                                                            sL 
0 20 106 Locust population density                                                dL 
0 20 107 Direction of movements of locust swarm                         DL 
0 20 108 Extent of vegetation                                                         ve 
3 02 043 Basic synoptic “period” data 
3 02 044 Evaporation data 
1 01 002 Replicate next descriptor 2 times 
3 02 045 Radiation data (from 1 hour and/or 24 hour period) 
3 02 046 Temperature change                    

 
3 07 082: BUFR template for synoptic reports from fixed land stations suitable for SYNOP data in 

compliance with reporting practices in RA II 

3 01 090 Fixed surface station identification, time, horizontal and vertical 
coordinates 

3 02 031 Pressure data 
3 02 035 Basic synoptic “instantaneous” data  
3 02 036 Clouds with bases below station level 
3 02 047 Direction of cloud drift                   
0 08 002 Vertical significance (= missing to cancel the previous value) 
3 02 048 Direction and elevation of cloud     
3 02 037 State of ground, snow depth, ground minimum temperature (past 

12 hours) 
0 12 121 Ground minimum temperature (at the time of observation)  

                                                                                 snT’gT’g 
0 12 122 Ground minimum temperature of the preceding night     

                                                                                    snTgTg 
3 02 043 Basic synoptic “period” data 
3 02 044 Evaporation data 
1 01 002 Replicate next descriptor 2 times 
3 02 045 Radiation data (from 1 hour and/or 24 hour period) 
3 02 046 Temperature change  
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3 07 083: BUFR template for synoptic reports from fixed land stations suitable for SYNOP data in 
compliance with reporting practices in RA III 

3 01 090 Fixed surface station identification, time, horizontal and vertical 
coordinates 

3 02 031 Pressure data 
3 02 035 Basic synoptic “instantaneous” data  
3 02 036 Clouds with bases below station level 
3 02 047 Direction of cloud drift                   
0 08 002 Vertical significance (= missing to cancel the previous value) 
3 02 048 Direction and elevation of cloud     
3 02 037 State of ground, snow depth, ground minimum temperature (past 

12 hours) 
0 12 122 Ground minimum temperature of the preceding night  

                                                                                 snTgTg 
3 02 043 Basic synoptic “period” data 
3 02 044 Evaporation data 
1 01 002 Replicate next descriptor 2 times 
3 02 045 Radiation data (from 1 hour and/or 24 hour period) 
3 02 046 Temperature change                    

 

3 07 084: BUFR template for synoptic reports from fixed land stations suitable for SYNOP data in 
compliance with reporting practices in RA IV 

3 01 090 Fixed surface station identification, time, horizontal and vertical 
coordinates 

3 02 031 Pressure data 
3 02 035 Basic synoptic “instantaneous” data  
3 02 036 Clouds with bases below station level 
3 02 047 Direction of cloud drift                   
0 08 002 Vertical significance (= missing to cancel the previous value) 
3 02 048 Direction and elevation of cloud     
3 02 037 State of ground, snow depth, ground minimum temperature (past 

12 hours) 
0 20 055 State of sky in tropics                                                   CS 
1 01 000 Delayed replication of 1 descriptor   
0 31 001 Delayed descriptor replication factor 
2 05 001 Character field of 1 character 
3 02 043 Basic synoptic “period” data 
3 02 044 Evaporation data 
1 01 002 Replicate next descriptor 2 times 
3 02 045 Radiation data (from 1 hour and/or 24 hour period) 
3 02 046 Temperature change                    

3 07 086: BUFR template for synoptic reports from fixed land stations suitable for SYNOP data in 
compliance with reporting practices in RA VI 

3 07 086 3 01 090 Fixed surface station identification, time, horizontal and vertical 
coordinates 

Unit, scale 

 3 02 031 Pressure data  
 3 02 035 Basic synoptic “instantaneous” data   
 3 02 036 Clouds with bases below station level  
 0 08 002 Vertical significance (= missing to cancel the previous value)  
 3 02 037 State of ground, snow depth, ground minimum temperature   
 3 02 066 Dangerous weather phenomena   
 3 02 043 Basic synoptic “period” data  
 3 02 044 Evaporation data  
 1 01 002 Replicate next descriptor 2 times  
 3 02 045 Radiation data (from 1 hour and/or 24 hour period)  
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3 02 066  Dangerous weather phenomena   
  Groups 919MWDa and 96119 in SYNOP  
 0 20 023 Other weather phenomena                                          MW 

(1= Dust/sand whirl, 9= Funnel clouds not touching surface, 10 = 
Funnel clouds touching surface, 12 = Water-spout) 

Flag table, 0 

 0 20 024 Intensity of phenomena  
(1= Light, 2 = Moderate, 3 = Heavy, 4 = Violent) 

Code table, 0 

 0 20 027 Phenomenon occurrence  
(1=At time of observation, 3=In time period for past weather)  

Flag table, 0 

 0 20 054 True direction from which a phenomenon or clouds are moving        
Da 

Degree true, 0 

  Group 918sqDp in SYNOP  
 0 20 023 Other weather phenomena (2 = Squalls)                        sq Flag table, 0 
 0 20 027 Phenomenon occurrence  

(1=At time of observation, 3=In time period for past weather)  
Flag table, 0 

 0 20 054 True direction from which a phenomenon or clouds are moving        
Dp 

Degree true, 0 

  Group 929S8S’8 in SYNOP   
 0 20 025 Obscuration (13 = Snow)                     Flag table, 0 
 0 20 026 Character of obscuration (5= Low drifting, 6= Blowing)   S8  Code table, 0 
 0 20 027 Phenomenon occurrence  

(1=At time of observation, 3=In time period for past weather)  
Flag table, 0 

 0 20 040 Evolution of drift of snow                                                  S’8 Code table, 0 
  Group 932RR   
 0 20 066 Maximum diameter of hailstones                                    RR m, 3 
 0 20 027 Phenomenon occurrence  

(1=At time of observation, 3=In time period for past weather)  
Flag table, 0 

  Groups 934RR- 937RR in SYNOP  
 0 20 021 Type of precipitation (15=Glaze, 16=Rime, 20=Wet snow) Flag table, 0 
 0 20 067 Diameter of deposit                                                        RR m, 3 
 0 20 027 Phenomenon occurrence  

(1=At time of observation, 3=In time period for past weather)  
Flag table, 0 

 
Note: 
Groups 56DLDMDH, 57CDaeC and 54g0sndT are not used in RA VI and therefore the corresponding sequence 
descriptors 3 02 047, 3 02 048 and 3 02 046 are not included in the RA VI regional template for SYNOP data.  
 
 

  Sequence for representation of synoptic reports from a mobile land station 
suitable for SYNOP  MOBIL data 

3 07 090 3 01 092 Mobile surface station identification, time, horizontal and vertical coordinates 
 3 02 031 Pressure data 
 3 02 035 Basic synoptic “instantaneous” data  
 3 02 036 Clouds with bases below station level 
 3 02 047 Direction of cloud drift                   
 0 08 002 Vertical significance  
 3 02 048 Direction and elevation of cloud                 
 3 02 037 State of ground, snow depth, ground minimum temperature  
 3 02 043 Basic synoptic “period” data 
 3 02 044 Evaporation data 
 1 01 002 Replicate next descriptor 2 times 
 3 02 045 Radiation data (from 1 hour and/or 24 hour period) 
 3 02 046 Temperature change                                          

 
 

   Mobile surface station identification, time,   
horizontal and vertical coordinates 

3 01 092 0 01 011  Mobile land station identifier                    D….D  
 0 01 003  WMO Region number                                     A1 
 0 02 001  Type of station                                             (ix) 
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   Mobile surface station identification, time,   
horizontal and vertical coordinates 

 3 01 011 0 04 001 Year     
  0 04 002 Month  
  0 04 003 Day                                                              YY 
 3 01 012 0 04 004 Hour                                                            GG 
  0 04 005 Minute                                                          gg 
 3 01 021 0 05 001 Latitude (high accuracy)                          LaLaLa  
  0 06 001 Longitude (high accuracy)                    LoLoLoLo 
 0 07 030  Height of station ground above mean sea level 
 0 07 031  Height of barometer above mean sea level 
 0 33 024  Station elevation quality mark                         im 
    

 

FOR SEA SURFACE TEMPERATURE MEASUREMENT 
New entries (shaded) are proposed for addition in code/flag table 002038  

 
0 02 038 

 
Method of water temperature and/or salinity measurement 

 Code 
 figure 

 0 Ship intake 
 1 Bucket 
 2 Hull contact sensor 
 3 Reversing Thermometer 
 4 STD/CTD sensor 
 5 Mechanical BT 
 6 Expendable BT 
 7 Digital BT 
 8 Thermistor chain 
 9 Infrared scanner 
 10 Micro-wave scanner 
 11 Infrared radiometer 
 12 In line thermosalinograph 
 13 Towed body 
 14 Other 
 15 Missing value 

 
Proposed new descriptor for Depth below sea water surface (High resolution) 
 

BUFR CREX  
TABLE 

REFERENCE 
 

F X Y 

 
TABLE 

ELEMENT NAME 
UNIT SCALE REF. 

VALUE 
DATA 
WIDTH 
(Bits) 

 

 
UNIT 

 
SCALE 

DATA  
WIDTH 

(Charac.) 

0 07 063 Depth below 
sea/water surface 

m 2 0 20 m 2 7 

 
NEW TABLE ENTRIES FOR MARINE DATA 
0 08 080 - Qualifier for GTSPP quality class 

New Code figure  

5-9  Reserved  
10 Water pressure at a level  
11 Water temperature at a level  
12 Salinity at a level 
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13-19 Reserved 
20 Position  
21-62  Reserved  

 
New table entries to describe profiling float identifier and vertical coordinate below sea/water surface in 
pressure are necessary as follows.  

 
Table reference Table element name  Unit Scale  Ref.  Data width 

001087 WMO Marine observing platform 
 extended identifier  Numeric 0 0 23 
007065  Water pressure  Pa -3 0 17 
 
 
 
SEQUENCE FOR REPRESENTATION OF SYNOPTIC REPORTS FROM A SEA STATION SUITABLE 
FOR SHIP DATA 

  Sequence for representation of synoptic reports from a sea station suitable 
for SHIP data 

3 08 009 3 01 093 Ship identification, movement, date/time, horizontal and vertical coordinates 
 3 02 001 Pressure data 
 3 02 054 SHIP “instantaneous” data  
 0 08 002 Vertical significance  
 3 02 055 Icing and ice 
 3 02 057 SHIP marine data 
 3 02 060 SHIP “period” data 

 
  Ship identification, movement, date/time, 

horizontal and vertical coordinates 
3 01 093 3 01 036 Ship 

 0 07 030 Height of station platform above mean sea level 
 0 07 031 Height of barometer above mean sea level 
   
  SHIP “instantaneous” data  

3 02 054 3 02 052 Temperature and humidity data 
 3 02 053 Visibility data 
 0 07 033 Height of sensor above water surface 

(set to missing to cancel the previous value) 
 3 02 034 Precipitation past 24 hours 
 0 07 032 Height of sensor above marine deck platform 

(set to missing to cancel the previous value) 
 3 02 004 General cloud information 
 1 01 000 Delayed replication of 1 descriptor   
 0 31 001 Delayed descriptor replication factor 
 3 02 005 Cloud data 
   
   
  Temperature and humidity data 

3 02 052 0 07 032 Height of sensor above marine deck platform 
(for temperature and humidity measurement) 

 0 07 033 Height of sensor above water surface 
(for temperature and humidity measurement) 

 0 12 101 Temperature/dry-bulb temperature(sc.2)    snTTT  
 0 02 039 Method of wet-bulb temperature measurement  
 0 12 102 Wet-bulb temperature (scale 2)            swTbTbTb 
 0 12 103 Dew-point temperature (scale 2)          snTdTdTd 
 0 13 003 Relative humidity 
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  Visibility data  
3 02 053 0 07 032 Height of sensor above marine deck platform 

(for visibility measurement) 
 0 07 033 Height of sensor above water surface 

(for visibility measurement) 
 0 20 001 Horizontal visibility                                            VV 
   
  Icing and ice  

3 02 055 0 20 031 Ice deposit (thickness)                                   EsEs 
 0 20 032 Rate of ice accretion                                          Rs 
 0 20 033 Cause of ice accretion                                        Is 
 0 20 034 Sea ice concentration                                         ci 
 0 20 035 Amount and type of ice                                       bi 
 0 20 036 Ice situation                                                         zi 
 0 20 037 Ice development                                                 Si 
 0 20 038 Bearing of ice edge                                            Di 
   
  SHIP marine data 

3 02 057 3 02 056 Sea surface temperature, method of measurement, 
and depth below sea surface 

 3 02 021 Waves 
 3 02 024 Direction of wind waves 
   
  Sea surface temperature, method of 

measurement, and depth below sea surface 
3 02 056 0 02 038 Method of sea/water temperature measurement 

 0 07 063 Depth below sea/water surface  
(for sea surface temperature measurement) 

 0 22 043 Sea/water temperature                           ssTwTwTw 
 0 07 063 Depth below sea/water surface (set to missing to 

cancel the previous value) 
   

3 02 060  SHIP “period” data 
 3 02 038 Present and past weather 
 3 02 058 Extreme temperature data 
 3 02 059 Wind data 
   
  Extreme temperature data 

3 02 058 0 07 032 Height of sensor above marine deck platform 
(for temperature measurement) 

 0 07 033 Height of sensor above water surface 
(for temperature measurement) 

 0 04 024 Time period or displacement                           
 0 04 024 Time period or displacement (see Notes 1 and 2) 
 0 12 111 Maximum temperature (scale 2) at height and over 

period specified                               snTxTxTx 
 0 04 024 Time period or displacement                           
 0 04 024 Time period or displacement (see Note 2) 
 0 12 112 Minimum temperature (scale 2) at height and over 

period specified                               snTnTnTn 
 

  Wind data 
3 02 059 0 07 032 Height of sensor above marine deck platform 

(for wind measurement) 
 0 07 033 Height of sensor above water surface 

(for wind measurement) 
 0 02 002 Type of instrumentation for wind measurement 

                                                                         iw 
 0 08 021 Time significance (= 2; time averaged) 
 0 04 025 Time period  (=  - 10 minutes, or number of minutes 
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  Wind data 
after a significant change of wind) 

 0 11 001 Wind direction                                                  dd 
 0 11 002 Wind speed                                                       ff 
 0 08 021 Time significance (= missing value) 
 1 03 002 Replicate next 3 descriptors 2 times 
 0 04 025 Time period in minutes  
 0 11 043 Maximum wind gust direction 
 0 11 041 Maximum wind gust speed          910fmfm, 911fxfx 

 
 
SEQUENCES FOR REPRESENTATION OF MONTHLY VALUES SUITABLE FOR CLIMAT DATA 
 

  Sequence for representation of monthly values suitable 
for CLIMAT data 

3 07 073 3 07 071 Monthly values from a land station 
 3 07 072 Monthly normals for a land station 

 

  Monthly values from a land station  
(data of CLIMAT Sections 0, 1, 3 and 4)  

3 07 071 3 01 090 Surface station identification, date/time(1), horizontal 
and vertical co-ordinates  

  Monthly mean values of pressure, temperature, extreme 
temperatures and vapour pressure 

 0 04 074 Short time displacement (= UTC – LST)(1) 
 0 04 023 Time period  ( =  number of days in the month) 
 0 08 023 First order statistics        (= 4; mean value) 

  0 10 004 
                                                                                     __________ 
Pressure                                                PoPoPoPo   

  0 10 051 
                                                                                           ______ 
Pressure reduced to msl                            PPPP  

 0 07 004 Pressure (standard level) 
           (for lowland  stations = missing value)  

  0 10 009 Geopotential height of the standard level 
                                                                  _____ 
                                                                   PPPP  
           (for lowland  stations = missing value) 

 0 07 032 Height of sensor above local ground        
  0 12 101 

                                                                                               _____ 
Temperature/dry-bulb temperature            snTTT 
                                                                

 0 02 051 Indicator to specify observing method for extreme 
temperatures                                                iy  

 0 04 051 Principal time of daily reading of maximum temperature 
                                                                    GxGx   

 0 12 118 Maximum temperature at height specified, past 24 hours         
snTxTxTx  

 0 04 052 Principal time of daily reading of minimum temperature 
                                                                    GnGn  

 0 12 119 Minimum temperature at height specified, past 24 hours          
snTnTnTn   

 0 13 004 
                                                                                               ____ 
Vapour pressure                                           eee  

 0 08 023 First order statistics         ( = 63; missing value) 
 0 12 151 Standard deviation of daily mean temperature 

                                                                    ststst  
 0 07 032 Height of sensor above local ground 

     (set to missing to cancel the previous value) 
   
 1 02 005 Replicate 2 descriptors 5 times 
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 0 08 050 Qualifier for number of missing values in calculation of 

statistic                   (= 1; pressure) 
                               (= 2; temperature) 
                               (= 4; vapour pressure) 
                               (= 7; maximum temperature) 
                               (= 8; minimum temperature) 

 0 08 020 Total number of missing entities (days) 
                          mpmp (for pressure) 
                          mTmT (for temperature) 
                          meme (for vapour pressure) 
                          mTx (for maximum temperature) 
                           mTn (for minimum temperature) 

  Monthly sunshine duration 
 0 14 032 Total sunshine                                        S1S1S1  
 0 14 033 Total sunshine                                         pspsps  
 0 08 050 Qualifier for number of missing values in calculation of 

statistic    (= 6; sunshine duration) 
 0 08 020 Total number of missing entities (days)     mSmS   
  Number of days with parameters beyond 

certain thresholds or with hail or thunderstorm 
 1 02 018 Replicate 2 descriptors 18 times 
 0 08 052 Conditions for which number of days of occurrence follows    

(= 0; wind ≥ 10 m/s) 
               (= 1; wind ≥ 20 m/s) 
               (= 2; wind ≥ 30 m/s) 
               (= 3; max. T <273.15 K) 
               (= 4; max. T ≥ 298.15 K) 
               (= 5; max. T ≥ 303.15 K) 
               (= 6; max. T ≥ 308.15 K) 
               (= 7; max. T ≥ 313.15 K) 
               (= 8; min. T < 273.15 K) 
               (= 16; sss > 0.00 m) 
               (= 17; sss > 0.01 m ) 
               (= 18; sss > 0.10 m) 
               (= 19; sss > 0.50 m )  
               (= 20; horizontal visibility < 50 m) 
               (= 21; horizontal visibility < 100 m) 
               (= 22; horizontal visibility < 1000 m) 
               (= 23; hail) 
               (= 24;  thunderstorm) 

 0 08 022 Total number (of days) 
                                 f10f10 (wind ≥10 m/s) 
                                 f20f20 (wind ≥ 20 m/s) 
                                 f30f30 (wind ≥ 30 m/s) 
                                 Tx0Tx0 (Tx < 273.15 K) 
                                 T25T25 (Tx ≥ 298.15 K) 
                                 T30T30 (Tx ≥ 303.15 K) 
                                 T35T35 (Tx ≥ 308.15 K) 
                                 T40T40 (Tx ≥ 313.15 K) 
                                 Tn0Tn0  (Tn < 273.15 K) 
                                  s0s0 (sss > 0.00 m) 
                                  s1s1 (sss > 0.01 m ) 
                                  s10s10 (sss > 0.10 m) 
                                  s50s50 (sss > 0.50 m )  
                                  V1V1 (h. viz. < 50 m) 
                                  V2V2 (h. viz. < 100 m) 
                                  V3V3 (h. viz. < 1000 m) 
                                  DgrDgr  (hail)  
                                  DtsDts ( thunderstorm)                              
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  Occurrence of extreme values of temperature and 
wind speed 

 0 07 032 Height of sensor above local ground  
 0 08 053 Day of occurrence qualifier  (= 0; on 1 day only) 

                                      (= 1; on 2 or more days) 
 0 04 003 Day                                                              yxyx  
 0 12 152 Highest daily mean temperature     

                                                         snTxdTxdTxd  
 0 08 053 Day of occurrence qualifier  (= 0; on 1 day only) 

                                      (= 1; on 2 or more days) 
 0 04 003 Day                                                             ynyn  
 0 12 153 Lowest daily mean temperature          

                                                        snTndTndTnd  
 0 08 053 Day of occurrence qualifier  (= 0; on 1 day only) 

                                      (= 1; on 2 or more days) 
 0 04 003 Day                                                           yaxyax  
 0 08 023 First order statistics      ( = 2; maximum value)  
 0 12 101 Temperature/dry-bulb temperature    

                                                         snTaxTaxTax  
 0 08 053 Day of occurrence qualifier  (= 0; on 1 day only) 

                                      (= 1; on 2 or more days) 
 0 04 003 Day                                                         yanyan  
 0 08 023 First order statistics         (= 3; minimum value)  
 0 12 101 Temperature/dry-bulb temperature         

                                                         snTanTanTan  
 0 08 023 First order statistics         (= 63; missing value)  
 0 07 032 Height of sensor above local ground             
 0 02 002 Type of instrumentation for wind measurement  
 0 08 053 Day of occurrence qualifier  (= 0; on 1 day only) 

                                             (= 1; on 2 or more days) 
 0 04 003 Day                                                              yfxyfx  
 0 11 046 Maximum instantaneous wind speed           fxfxfx  
 0 08 053 Day of occurrence qualifier 

(set to missing to cancel the previous value) 
  Monthly values of precipitation 
 0 04 003 Day               (= 1) (2) 
 0 04 004 Hour              (= 6) (2) 
 0 04 023 Time period  (= number of days in the month) (2) 

 0 07 032 Height of sensor above local ground        
 0 13 060 Total accumulated precipitation             R1R1R1R1  
 0 13 051  Frequency group; precipitation                       Rd  
 0 04 053 Number of days with precipitation equal to or more than 1 

mm                                                      nrnr   
 0 08 050 Qualifier for number of missing values in calculation of 

statistic       (= 5; precipitation) 
 0 08 020 Total number of missing entities (days) 

                                               mRmR  (for precipitation) 
  Number of days with precipitation beyond certain 

thresholds 
 1 02 006 Replicate 2 descriptors 6 times 
 0 08 052 Conditions for which number of days of occurrence follows      

            (= 10; precipitation ≥  1.0 kg m-2) 
            (= 11; precipitation ≥  5.0 kg m-2) 
            (= 12; precipitation ≥ 10.0 kg m-2) 
            (= 13; precipitation ≥ 50.0 kg m-2) 
            (= 14; precipitation ≥ 100.0 kg m-2) 
            (= 15; precipitation ≥ 150.0 kg m-2) 
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 0 08 022 Total number (of days) 
             R1R1 (precipitation ≥  1.0 kg m-2) 
             R5R5 (precipitation ≥  5.0 kg m-2) 
             R10R10 (precipitation ≥ 10.0 kg m-2) 
             R50R50 (precipitation ≥ 50.0 kg m-2) 
             R100R100 (precipitation ≥ 100.0 kg m-2) 
             R150R150 (precipitation ≥ 150.0 kg m-2) 

  Occurrence of extreme precipitation 
 0 08 053 Day of occurrence qualifier  (= 0; on 1 day only) 

                                      (= 1; on 2 or more days) 
 0 04 003 Day                                                              yryr  
 0 13 052 Highest daily amount of precipitation      RxRxRx  

 0 07 032 Height of sensor above local ground 
(set to missing to cancel the previous value) 

Notes:  
1) The time identification refers to the beginning of the one-month period. 
2) In case of precipitation measurements, the one-month period begins at 06 UTC on the 

first day of the month and ends at 06 UTC on the first day of the following month. 
3) If the height of the sensor was changed during the period specified, the value shall be that 

which existed for the greater part of the period. 

  
Monthly normals for a land station  
(data of CLIMAT Section 2) 

3 07 072 0 04 001 Year (of beginning of the reference period) 
 0 04 001 Year (of ending of the reference period) 
 0 04 002 Month 
 0 04 003 Day                            (= 1) (1) 
 0 04 004 Hour                           (= 0) (1) 
 0 04 074 Short time displacement (= UTC – LST)(1) 
 0 04 022 Time period                (= 1) 

  Normals of monthly mean pressure, temperatures, 
vapour pressure and of standard deviation  

 0 08 023 First order statistics    (= 4; mean value)  

  0 10 004 
                                                                        __________ 
Pressure                                            PoPoPoPo  

  0 10 051 
                                                                               _______ 
Pressure reduced to msl                         PPPP  

 0 07 004 Pressure (standard level)  
 0 10 009 Geopotential height of the standard level _____ 

                                                                  PPPP  
 0 07 032 Height of sensor above local ground        
  0 12 101 Temperature/dry-bulb temperature            _____ 

                                                                snTTT  
 0 02 051 Indicator to specify observing method for extreme 

temperatures                                                   iy  
 0 04 051 Principal time of daily reading of maximum temperature 

                                                                      GxGx   
 0 12 118 Maximum temperature at height specified, past 24 h. 

                                                                _______ 
                                                             snTxTxTx   

 0 04 052 Principal time of daily reading of minimum temperature 
                                                               GnGn   

  
0 12 119 

Minimum temperature at height specified, past 24 h.   
                                                                  ______ 
                                                             snTnTnTn  

 0 13 004 
                                                                                    ____ 
Vapour pressure                                        eee  

  
0 12 151 Standard deviation of daily mean temperature                 

                                                                                   _____ 
                                                                  ststst  
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 0 07 032 Height of sensor above local ground 
(set to missing to cancel the previous value) 

  Normal of sunshine duration 
 0 14 032 Total sunshine                                         S1S1S1  
 0 08 023 First order statistics          (= 63; missing value)  
  Normals of precipitation 
 0 04 001 Year (of beginning of the reference period) 
 0 04 001 Year (of ending of the reference period) 
 0 04 002 Month 
 0 04 003 Day                                   (= 1) (2) 
 0 04 004 Hour                                  (= 6) (2) 
 0 04 022 Time period                       (= 1) 

 0 07 032 Height of sensor above local ground        
 0 08 023 First order statistics              (= 4; mean value)  
 0 13 060 Total accumulated precipitation  

                                                                  R1R1R1R1 
 0 04 053 Number of days with precipitation equal to or more than 1 

mm                                                     nrnr  
 0 08 023 First order statistics              (= 63; missing value)  
  Number of missing years 
 1 02 008 Replicate 2 descriptors 8 times 
 0 08 050 Qualifier for number of missing values in calculation of 

statistic    
                (= 1; pressure) 
                (= 2; temperature) 
                (= 3; extreme temperatures)(4) 

                (= 4; vapour pressure) 
                (= 5; precipitation) 
                (= 6; sunshine duration) 
                (= 7; maximum temperature) (4) 

                (= 8; minimum temperature) (4) 

 0 08 020 Total number of missing entities (years) 
                 ypyp  (for pressure) 
                 yTyT  (for temperature) 
                 yTxyTx (for extreme temperatures)(4) 

                 yeye (for vapour pressure) 
                 yRyR  (for precipitation) 
                 ySyS  (for sunshine duration)  
                 for maximum temperature (4) 

                 for minimum temperature (4) 

Notes:  
1) The time identification refers to the beginning of the one-month period. 
2) In case of precipitation measurements, the one-month period begins at 06 UTC on the first day of 

the month and ends at 06 UTC on the first day of the following month. 
3) If the height of the sensor was changed during the period specified, the value shall be that which   

existed for the greater part of the period. 
4) The number of missing years within the reference period from the calculation of normal for mean 

extreme air temperature should be given, if available, for both the calculation of normal maximum 
temperature and for the calculation of normal minimum temperature in addition to the number of 
missing years for the extreme air temperatures reported under 0 08 020 preceded by 0 08 050 in 
which Figure 3 is used. 

 
SEQUENCES FOR REPRESENTATION OF MONTHLY VALUES SUITABLE FOR CLIMAT SHIP DATA 
 

  Sequence for representation of monthly values suitable 
for CLIMAT SHIP data 

3 08 013 3 08 011 Monthly values from an ocean weather station 
 3 08 012 Monthly normals for an ocean weather station 
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  Monthly values from an ocean weather station 
(data of CLIMAT SHIP Section 1) 

3 08 011 0 01 011 Ship's call sign 
 0 02 001 Type of station 
 3 01 011 Year(1), month(1), day (= 1) (1) 
 3 01 012 Hour (= 0) (1) , Minute (= 0) (1) 
 3 01 023 Latitude, Longitude (coarse accuracy) 
 0 07 030 Height of station platform above mean sea level  
 0 07 031 Height of barometer above mean sea level  
  Monthly mean values of pressure, temperature, vapour 

pressure and sea/water temperature 
 0 04 074 Short time displacement (= UTC – LST)(1) 
 0 04 023 Time period  (=  number of days in the month) 
 0 08 023 First order statistics  (= 4; mean value)  
 0 10 051 Pressure reduced to mean sea level 
 0 07 032 Height of sensor above marine deck platform 

(for temperature measurement) 
 0 07 033 Height of sensor above water surface 

(for temperature measurement) 
 0 12 101  Temperature/dry-bulb temperature  
 0 13 004 Vapour pressure  

  0 07 032 Height of sensor above marine deck platform 
(set to missing to cancel the previous value) 

 0 07 033 Height of sensor above water surface 
(set to missing to cancel the previous value) 

 3 02 056 Sea surface temperature, method of measurement, and 
depth below sea surface 

 0 08 023 First order statistics  (= 63; missing value)  
  Monthly precipitation data 
 0 04 003 Day (= 1) (2) 
 0 04 004 Hour (= 6) (2) 
 0 04 023 Time period  (=  number of days in the month) (2) 

  0 07 032 Height of sensor above marine deck platform 
 0 13 060 Total accumulated precipitation 
 0 13 051  Frequency group; precipitation 
 0 04 053 Number of days with precipitation equal to or more than 1 

mm 
 0 07 032 Height of sensor above marine deck platform 

(set to missing to cancel the previous value) 
Notes:  
1) The time identification refers to the beginning of the one-month period. 
2) In case of precipitation measurements, the one-month period begins at 06 UTC on 

the first day of the month and ends at 06 UTC on the first day of the following 
month. 

3) If the height of the sensor was changed during the period specified, the value shall 
be that which existed for the greater part of the period. 

  Monthly normals for an ocean weather station  
(data of CLIMAT SHIP Section 2) 

3 08 012 0 04 001 Year (of beginning of the reference period) 
 0 04 001 Year (of ending of the reference period) 
 0 04 002 Month 
 0 04 003 Day  (= 1) (1) 
 0 04 004 Hour (= 0) (1) 
 0 04 074 Short time displacement (= UTC – LST)(1) 
 0 04 022 Time period  (= 1) 
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  Normals of monthly mean pressure, temperature, vapour 
pressure and sea/water temperature  

 0 08 023 First order statistics  (= 4; mean value)  
 0 10 051 Pressure reduced to mean sea level 
 0 07 032 Height of sensor above marine deck platform 

(for temperature measurement) 
 0 07 033 Height of sensor above water surface 

(for temperature measurement) 
 0 12 101 Temperature/dry-bulb temperature  
 0 13 004 Vapour pressure  

  0 07 032 Height of sensor above marine deck platform 
(set to missing to cancel the previous value 

 0 07 033 Height of sensor above water surface 
(set to missing to cancel the previous value) 

 3 02 056 Sea surface temperature, method of measurement, and 
depth below sea surface 

 0 08 023 First order statistics  (= 63; missing value)  
   
 0 04 001 Year (of beginning of the reference period) 
 0 04 001 Year (of ending of the reference period) 
 0 04 002 Month 
 0 04 003 Day  (= 1) (2) 
 0 04 004 Hour (= 6) (2) 
 0 04 022 Time period  (= 1) 
  Normals of precipitation 

  0 07 032 Height of sensor above marine deck platform 
(for precipitation measurement) 

 0 08 023 First order statistics  (= 4; mean value)  
 0 13 060 Total accumulated precipitation 
 0 04 053 Number of days with precipitation equal to or more than 1 

mm 
 0 08 023 First order statistics  (= 63; missing value)  

 
Notes:  

1) The time identification refers to the beginning of the one-month period. 

2) In case of precipitation measurements, the one-month period begins at 06 UTC on the first day of the 
month and ends at 06 UTC on the first day of the following month. 

3) If the height of the sensor was changed during the period specified, the value shall be that which existed 
for the greater part of the period. 

ADD TABLE D DESCRIPTOR FOR CLIMAT TEMP AND CLIMAT TEMP SHIP DATA 

  Sequence for representation CLIMAT TEMP and 
CLIMAT TEMP SHIP data 

3 09 054 3 01 001 Identification of launch site   
 0 01 011 Ship's call sign 
 3 01 011 Date (1) 
 3 01 012 Time(1) 
 3 01 021 Horizontal and vertical coordinates 
 0 07 030 Height of station ground above mean sea level  
 0 07 031 Height of barometer above mean sea level 
 0 07 007 Height release of sonde above mean sea level 
  Monthly mean data 
 0 04 023 Time period  (=  number of days in the month) 
 0 04 059 Times of observations used to compute the reported mean 

values  
 1 15 000 Delayed replication of 15 descriptors  
 0 31 001 Delayed descriptor replication factor 
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 0 08 001 Vertical sounding  significance 
 0 08 023 First order statistics  (= 4; mean value)  
 0 07 004 Pressure 
 0 10 009 Geopotential height 
 0 12 101 Temperature/dry-bulb temperature 
 0 12 103 Dew-point temperature 
 0 08 023 First order statistics  (= 32; vector mean)  
 0 11 001 Wind direction 
 0 11 002 Wind speed 
 0 08 023 First order statistics  (= 63; missing value)  
 0 11 019 Steadiness of wind 
 0 08 050 Qualifier for number of missing values in calculation of 

statistic (= 2; temperature) 
 0 08 020 Total number of missing entities (days) 
 0 08 050 Qualifier for number of missing values in calculation of 

statistic (= 9; wind) 
 0 08 020 Total number of missing entities (days) 

Note:  
(1)  The time identification refers to the beginning of the one-month period.  

 
ADDITIONAL ENTRY: 

Add the following new entry to existing BUFR/CREX code table 0-02-169/B-02-169 (i.e. “type of 
anemometer”): 

3 Sonic 
 
PROPOSED ADDITIONS TO THE EXISTING FLAG TABLE 0 08 042:    

 
Bit No. 

                   0 08 042 
Extended vertical sounding significance 

14 Top of wind sounding 
15 Level determined by regional decision 
17 Pressure level originally indicated by height as the vertical coordinate 

IN CODE TABLE 0-02-163 
Change:  13, Parameter = Reserved 
to:  13, Parameter = IR / two WV channel ratioing method 

For RADOB, TRACKOB and SAREP 

I.   Add descriptors  
I-1   For RADOB 

Class 02 - Instrumentation 
0 02 160 Wave length of the radar Code 

table 0 0 4 Code 
table 0 2 

 
Class 19 - Synoptic features 

0 19 100 
Time interval to calculate the 
movement of the tropical 
cyclone 

Code 
table 0 0 4 Code 

table 0 2 

0 19 101 Accuracy of the position of the 
centre of the tropical cyclone 

Code 
table 0 0 4 Code 

table 0 2 

0 19 102 Shape and definition of the eye 
of the tropical cyclone 

Code 
table 0 0 3 Code 

table 0 1 

0 19 103 Diameter of major axis of the 
eye of the tropical cyclone 

Code 
table 0 0 4 Code 

table 0 2 

0 19 104 Change in character of the eye 
during the 30 minutes 

Code 
table 0 0 4 Code 

table 0 2 

0 19 105 Distance between the end of 
spiral band and the centre 

Code 
table 0 0 4 Code 

table 0 2 



  للجنة النظم الأساسية(2006)التقرير النهائي الموجز للدورة الاستثنائية 
 

136

I-2   For TRACKOB 
Class 02 - Instrumentation 

0 02 042 Indicator for sea surface current 
speed 

Code 
table 0 0 2 Code 

table 0 1 

 
Class 04 - Location (time) 

0 04 080 Averaging period for following 
value 

Code 
table 0 0 4 Code 

table 0 2 

 
Class 22 - Oceanographic elements 

0 22 005 Direction of sea surface current Degree 
true 0 0 9 Degree 

true 0 3 

0 22 032 Speed of sea surface current m s-1 2 0 13 m s-1 2 4 
0 22 049 Sea surface temperature K 2 0 15 K 2 5 

0 22 059 Sea surface salinity Part per 
thousand 2 0 14 Part per 

thousand 2 5 

 
I-3   For SAREP 

Class 19 - Synoptic features 

0  19 106 Identification number of tropical 
cyclone Numeric 0 0 7 Numeric 0 3 

0 19 107 Time interval of the tropical 
cyclone analysis 

Code 
table 0 0 4 Code 

table 0 2 

0 19 108 Accuracy of geographical 
position of the tropical cyclone 

Code 
table 0 0 3 Code 

table 0 1 

0 19 109 Mean diameter of the overcast 
cloud of the tropical cyclone 

Code 
table 0 0 4 Code 

table 0 2 

0 19 110 Apparent 24-hour change in 
intensity of the tropical cyclone 

Code 
table 0 0 4 Code 

table 0 2 

0 19 111 Current Intensity (CI) number of 
the tropical cyclone Numeric 1 0 7 Numeric 1 3 

0 19 112 Data tropical (DT) number of the 
tropical cyclone Numeric 1 0 7 Numeric 1 3 

0 19 113 Cloud pattern type of the DT-
number 

Code 
table 0 0 4 Code 

table 0 2 

0 19 114 Model Expected tropical (MET) 
number of the tropical cyclone Numeric 1 0 7 Numeric 1 3 

0 19 115 Trend of past 24-hour change 
(+: Developed, -: Weakened) Numeric 1 -30 6 Numeric 1 2 

0 19 116 Pattern tropical (PT) number of 
the tropical cyclone Numeric 1 0 7 Numeric 1 3 

0 19 117 Cloud picture type of the PT-
number 

Code 
table 0 0 3 Code 

table 0 1 

0 19 118 Final tropical (T) number of the 
tropical cyclone Numeric 1 0 7 Numeric 1 3 

0 19 119 Type of the final T-number Code 
table 0 0 3 Code 

table 0 1 

0 19 150 Typhoon International Common 
Number (Typhoon Committee) CCITTIA5 0 0 32 Character 0 4 

 
Class 25 - Processing information 

0 25 150 
Method of tropical cyclone 
intensity analysis using satellite 
data 

Code table 0 0 4 Code table 0 2 

 
Category 01 - Location and identification sequence 

3 01 005 0 01 035 
0 01 034 

Originating centre 
Identification of originating/generating sub-centre 
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II.   Code Tables  
II-1   For RADOB 

 
0 02 160 

Wave length of the radar 
Code figure  

0 Reserved 
1 10 to less than 20 mm 
2 Reserved 
3 20 to less than 40 mm 
4 Reserved 
5 40 to less than 60 mm 
6 Reserved 
7 60 to less than 90 mm 
8 90 to less than 110 mm 
9 110 mm and greater 

10-14 Not used 
15 Missing value 

 
 

0 19 100 
Time interval to calculate the movement of the tropical cyclone 

Code figure  
0-2 Not used 
3 During the preceding 15 minutes 
4 During the preceding 30 minutes 
5 During the preceding 1 hour 
6 During the preceding 2 hours 
7 During the preceding 3 hours 
8 During the preceding 6 hours 
9 During a period of more than 6 hours 

10 Undetermined 
11-14 Not used 

15 Missing value 
 

 
0 19 101 

Accuracy of the position of the centre of the tropical cyclone 
Code figure  

0 Reserved 
1 Eye visible on radar scope, accuracy good (within 10 km) 
2 Eye visible on radar scope, accuracy fair (within 30 km) 
3 Eye visible on radar scope, accuracy poor (within 50 km) 
4 Position of the centre within the area covered by the radar scope, 

determination by means of the spiral-band overlay, accuracy good 
(within 10 km) 

5 Position of the centre within the area covered by the radar scope, 
determination by means of the spiral-band overlay, accuracy fair 
(within 30 km) 

6 Position of the centre within the area covered by the radar scope, 
determination by means of the spiral-band overlay, accuracy poor 
(within 50 km) 

7 Position of the centre outside the area covered by the radar scope, 
extrapolation by means of the spiral-band overlay 

8-9 Reserved 
10 Accuracy undetermined 

11-14 Not used 
15 Missing value 
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0 19 102 
Shape and definition of the eye of the tropical cyclone 

Code figure  
0 Circular 
1 Elliptical — the minor axis is at least 3/4 the length 

 of the major axis 
2 Elliptical — the minor axis is less than 3/4 the length    well defined 

 of the major axis 
3 Apparent double eye 
4 Other shape 
5 Ill defined 
6 Undetermined 
7 Missing 

 
 

0 19 103 
Diameter of major axis of the eye of the tropical cyclone 

Code figure  
0 Less than 5 km 
1 5 to less than 10 km 
2 10 to less than 15 km 
3 15 to less than 20 km 
4 20 to less than 25 km 
5 25 to less than 30 km 
6 30 to less than 35 km 
7 35 to less than 40 km 
8 40 to less than 50 km 
9 50 km and greater 

10 Undetermined 
11-14 Not used 

15 Missing value 
 

0 19 104 
Change in character of the eye during the 30 minutes 

Code figure  
0 Eye has first become visible during the past 30 minutes 
1 No significant change in the characteristics or size of the eye 
2 Eye has become smaller with no other significant change in 

characteristics 
3 Eye has become larger with no other significant change in 

characteristics 
4 Eye has become less distinct with no significant change in size 
5 Eye has become less distinct and decreased in size 
6 Eye has become less distinct and increased in size 
7 Eye has become more distinct with no significant change in size 
8 Eye has become more distinct and decreased in size 
9 Eye has become more distinct and increased in size 
10 Change in character and size of eye cannot be determined 

11-14 Not used 
15 Missing value 

 
 

0 19 105 
Distance between the end of spiral band and the centre 

Code figure  
0 0 to less than 100 km 
1 100 to less than 200 km 
2 200 to less than 300 km 
3 300 to less than 400 km 
4 400 to less than 500 km 



 وصياتالت
 

139

Code figure  
5 500 to less than 600 km 
6 600 to less than 800 km 
7 800 km or more 

8-9 Reserved 
10 Doubtful or undetermined 

11-14 Not used 
15 Missing value 

 
II-2   For TRACKOB 

0 02 042 
Indicator for sea surface current speed 

Code figure  
0 Value originally reported in m/s 
1 Value originally reported in knots 
2 No sea current data available  
3 Missing 

 
0 04 080 

Averaging period for following value 
Code figure  

0 Spot values 
1 Less than 15 minutes 
2 From 15 to 45 minutes 
3 More than 45 minutes 

4-8 Reserved 
9 Data not available 

10-14 Not used 
15 Missing 

 
II-3   For SAREP 
 

0 19 107 
Time interval of the tropical cyclone analysis 

Code figure  
0 Less than 1 hour 
1 1 to less than 2 hours 
2 2 to less than 3 hours 
3 3 to less than 6 hours 
4 6 to less than 9 hours 
5 9 to less than 12 hours 
6 12 to less than 15 hours 
7 15 to less than 18 hours 
8 18 to less than 21 hours 
9 21 to less than 30 hours 

10-14 Not used 
15 Missing value 

 
 

0 19 108 
Accuracy of geographical position of the tropical cyclone 

Code figure  
0 Cyclone centre within 10 km of the transmitted position 
1 Cyclone centre within 20 km of the transmitted position 
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Code figure  
2 Cyclone centre within 50 km of the transmitted position 
3 Cyclone centre within 100 km of the transmitted position 
4 Cyclone centre within 200 km of the transmitted position 
5 Cyclone centre within 300 km of the transmitted position 
6 Cyclone centre undetermined 
7 Missing value 

 
0 19 109 

Mean diameter of the overcast cloud of the tropical cyclone 
Code figure  

0 Less than 1° of latitude 
1 1° to less than 2° of latitude 
2 2° to less than 3° of latitude 
3 3° to less than 4° of latitude 
4 4° to less than 5° of latitude 
5 5° to less than 6° of latitude 
6 6° to less than 7° of latitude 
7 7° to less than 8° of latitude 
8 8° to less than 9° of latitude 
9 9° of latitude or more 
10 Undetermined 

11-14 Not used 
15 Missing value 

 
0 19 110 

Apparent 24-hour change in intensity of the tropical cyclone 
Code figure  

0 Much weakening 
1 Weakening 
2 No change 
3 Intensification 
4 Strong Intensification 

5-8 Reserved 
9 Not observed previously 
10 Undetermined 

11-14 Not used 
15 Missing value 

 

0 19 113 
Cloud pattern type of the DT-number 

Code figure Type 
1 Curved Band 
2 Shear 
3 Eye 
4 Banding Eye 
５ Central Dense Overcast (CDO) 
6 Embedded Center 
7 Center Cold Cover (CCC) 

8-14 Reserved 
15 Missing value 
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0 19 117 
Cloud picture type of the PT-number 

Code figure Type 
1 A (Curved Band) 
2 B (CDO) 
3 C (Shear) 

4-6 Reserved 
7 Missing value 

 
 

0 19 119 
Type of the final T-number 

Code figure Type 
1 DT-number 
2 PT-number 
3 MET-number 

4-6 Reserved 
7 Missing value 

 
 

0 25 150 
Satellite intensity analysis method of tropical cyclone 

Code figure Method 
1 The Dvorak’s VIS (visual imagery) intensity analysis 
2 The Dvorak’s EIR (Enhanced Infrared imagery) intensity analysis 

3-14 Reserved 
15 Missing value 

 
 
Table D descriptors which correspond with whole sequences of RADOB, TRACKOB and SAREP: 
 
 
1.   RADOB Template (part A: Information on tropical cyclone) 
 
 3 16 050 3 01 001 WMO block and station number 
  3 01 011 Date 
  3 01 012 Time 
  0 02 160 Wave length of the radar 
  0 08 005 Meteorological attribute significance (=1) 
  0 05 002 Latitude (coarse accuracy) 
  0 06 002 Longitude (coarse accuracy) 
  0 08 005 Cancel Meteorological attribute significance 
  0 19 100 Time interval to calculate the movement of the tropical cyclone 
  0 19 005 Direction of motion of feature 
  0 19 006 Speed of motion of feature 
  0 19 101 Accuracy of the position of the centre of the tropical cyclone 
  0 19 102 Shape and definition of the eye of the tropical cyclone 
  0 19 103 Diameter of major axis of the eye of the tropical cyclone 
  0 19 104 Change in character of the eye during the 30 minutes 
  0 19 105 Distance between the end of spiral band and the centre 
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2.   TRACKOB Template 
 
BUFR template 
 
 3 08 010 0 01 011 Ship or mobile land station identifier 
  1 13 000 Delayed replication of 13 descriptors 
  0 31 001 Delayed descriptor replication factor 
  3 01 011 Date 
  3 01 012 Time 
  3 01 021 Latitude/Longitude (high accuracy) 
  0 04 080 Averaging period for following value 
  0 22 049 Sea surface temperature 
  0 04 080 Averaging period for following value 
  0 22 059 Sea surface salinity 
  0 04 080 Averaging period for following value 
  0 22 005 Direction of sea surface current 
  0 02 042 Indicator for sea surface current speed 
  0 22 032 Speed of sea surface current 
  0 02 042 Indicator for sea surface current speed (cancel) 
  0 04 080 Averaging period for following value (cancel) 
 
CREX template 
 
 D 08 010 B 01 011 Ship or mobile land station identifier 
  R 13 000 Delayed replication of 13 descriptors 
  D 01 011 Date 
  D 01 012 Time 
  D 01 021 Latitude/Longitude (high accuracy) 
  B 04 080 Averaging period for following value 
  B 22 049 Sea surface temperature 
  B 04 080 Averaging period for following value 
  B 22 059 Sea surface salinity 
  B 04 080 Averaging period for following value 
  B 22 005 Direction of sea surface current 
  B 02 042 Indicator for sea surface current speed 
  B 22 032 Speed of sea surface current 
  B 02 042 Indicator for sea surface current speed (cancel) 
  B 04 080 Averaging period for following value (cancel) 
 
 
3.   SAREP Template (part A: Information on tropical cyclone) 
 
BUFR template 
 
 3 16 052 3 01 005 Originating centre/sub-centre 
  3 01 011 Date 
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  3 01 012 Time 
  0 01 007 Satellite identifier 
  0 25 150 Satellite intensity analysis method of tropical cyclone 
  1 22 000 Delayed replication of 22 descriptors 
  0 31 001 Delayed descriptor replication factor 
  0 01 027 WMO long storm name 
  0 19 150 Typhoon International Common Number (Typhoon Committee) 
  0 19 106 Identification number of tropical cyclone 
  0 08 005 Meteorological attribute significance (=1) 
  0 05 002 Latitude (coarse accuracy) 
  0 06 002 Longitude (coarse accuracy) 
  0 08 005 Cancel Meteorological attribute significance 
  0 19 107 Time interval of the tropical cyclone analysis 
  0 19 005 Direction of motion of feature 
  0 19 006 Speed of motion of feature 
  0 19 108 Accuracy of geographical position of the tropical cyclone 
  0 19 109 Mean diameter of the overcast cloud of the tropical cyclone 
  0 19 110 Apparent 24-hour change in intensity of the tropical cyclone 
  0 19 111 Current Intensity (CI) number of the tropical cyclone 
  0 19 112 Data tropical (DT) number of the tropical cyclone 
  0 19 113 Cloud pattern type of the DT-number 
  0 19 114 Model Expected tropical (MET) number of the tropical cyclone 
  0 19 115 Trend of the past 24-hour change (+: Developed, -: Weakened) 
  0 19 116 Pattern tropical (PT) number of the tropical cyclone 
  0 19 117 Cloud picture type of the PT-number 
  0 19 118 Final tropical (T) number of the tropical cyclone 
  0 19 119 Type of the final T-number 
 
CREX template 
 
 D 16 052 D 01 005 Originating centre/sub-centre 
  D 01 011 Date 
  D 01 012 Time 
  B 01 007 Satellite identifier 
  B 25 150 Satellite intensity analysis method of tropical cyclone 
  R 22 000 Delayed replication of 22 descriptors 
  B 01 027 WMO long storm name 
  B 19 150 Typhoon International Common Number (Typhoon Committee) 
  B 19 106 Identification number of tropical cyclone 
  B 08 005 Meteorological attribute significance (=1) 
  B 05 002 Latitude (coarse accuracy) 
  B 06 002 Longitude (coarse accuracy) 
  B 08 005 Cancel Meteorological attribute significance 
  B 19 107 Time interval of the tropical cyclone analysis 
  B 19 005 Direction of motion of feature 
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  B 19 006 Speed of motion of feature 
  B 19 108 Accuracy of geographical position of the tropical cyclone 
  B 19 109 Mean diameter of the overcast cloud of the tropical cyclone 
  B 19 110 Apparent 24-hour change in intensity of the tropical cyclone 
  B 19 111 Current Intensity (CI) number of the tropical cyclone 
  B 19 112 Data tropical (DT) number of the tropical cyclone 
  B 19 113 Cloud pattern type of the DT-number 
  B 19 114 Model Expected tropical (MET) number of the tropical cyclone 
  B 19 115 Trend of the past 24-hour change (+: developed, -: weakened) 
  B 19 116 Pattern tropical (PT) number of the tropical cyclone 
  B 19 117 Cloud picture type of the PT-number 
  B 19 118 Final tropical (T) number of the tropical cyclone 
  B 19 119 Type of the final T-number 
 
 
For SIGMET: 
 
Proposed Table B entries 
 
Table 
Reference 

Element name BUFR CREX 

F  X    Y  Unit Scale Ref. 
value 

Data 
width 

Unit Scale Data 
width 

0 01 037 SIGMET sequence 
identifier 

CCITT IA5 0 0 24 Character 0 3 

0 01 065 ICAO region identifier CCITT IA5 0 0 256 Character 0 32 
0 08 019 Qualifier for following 

centre identifier 
Code table 0 0 4 Code table 0 2 

0 08 079 Product status Code table 0 0 4 Code table 0 2 
0 10 064 SIGMET cruising level Code table 0 0 3 Code table 0 1 
0 20 028 Expected change in 

intensity 
Code table 0 0 3 Code table 0 1 

 
 
Add the following new categories to Table A within BUFR and CREX: 
 

13 Forecasts 
14 Warnings 

 
 
Add the following new code table values for BUFR/CREX Table B descriptors: 
 

0 08 011 
21  Thunderstorm 
22  Tropical Cyclone 
23  Mountain Wave 
24  Duststorm 
25  Sandstorm 

 
 

0 20 008 
15  Obscured (OBSC) 
16  Embedded (EMBD) 
 

0 20 024  
5  Severe 
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Code tables for proposed new Table B descriptors: 
 

Code 
figure 

0 08 019 
Qualifier for following centre identifier 

0 Reserved 
1 ATS (Air Traffic Service) unit serving FIR (Flight Information Region) 
2 FIR (Flight Information Region) 
3 UIR (Upper Information Region) 
4 CTA (Control Area) 
5 VAAC (Volcanic Ash Advisory Centre) 
6 MWO (Meteorological Watch Office) issuing SIGMET 
7-14 Reserved 
15 Missing value 
 
 
Code 
figure 

0 08 079 
Product status 

0 NORMAL ISSUE 
1 CORRECTION TO A PREVIOUSLY ISSUED PRODUCT (COR) 
2 AMENDMENT TO A PREVIOUSLY ISSUED PRODUCT (AMD) 
3 CORRECTION TO A PREVIOUSLY ISSUED AMENDED PRODUCT (COR 

AMD) 
4 CANCELLATION OF A PREVIOUSLY ISSUED PRODUCT (CNL) 
5 NO PRODUCT AVAILABLE (NIL) 
6-14 RESERVED 
15 MISSING 

 
 

Code 
figure 

0 10 064 
SIGMET cruising level 

0 Subsonic 
1 Transonic 
2 Supersonic 
3-6 Reserved 
7 Missing value 

 
 

Code 
figure 

0 20 028 
Expected change in intensity 

0 No change (NC) 
1 Forecast to weaken (WKN) 
2 Forecast to intensify (INTSF) 
3 Unknown (*) 

4-6 Reserved 
7 Missing value 

Note: (*) This entry is not allowed in SIGMET messages. 
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New Table D descriptors: 
 

  (Time period) 
3 01 014 1 02 002 Replication of 2 descriptors 2 times 
 3 01 011 Year, Month, Day 
 3 01 012 Hour, Minute 
   
  (Description of a feature in 3-D or 2-D) 
3 01 027 0 08 007 Dimensional significance, 0=Point, 1=Line, 2=Area, 3=Volume 
 1 01 000 Delayed replication of 1 descriptor 
 0 31 001 Replication factor 1 
 3 01 028 Description of horizontal section 
 0 08 007 Dimensional significance, Missing=Cancel 
   
  (Horizontal section of a feature described as a polygon, circle, line or point) 
3 01 028 0 08 040 Flight level significance 
 0 33 042 Type of limit represented by following (flight level) value 
 0 07 010 Flight level 
 1 01 000 Delayed replication of 1 descriptor 

 0 31 002 Extended replication factor 2 
 3 01 023 Location 
 0 19 007 Radius of feature 3 
 0 08 040 Flight level significance, Missing=Cancel 
 
  (SIGMET header) 
3 16 030 3 01 014 Time period (for which SIGMET is valid) 
 0 01 037 SIGMET sequence identifier 
 0 10 064 SIGMET cruising level 
 0 08 019 Qualifier for location identifier, 1=ATS unit serving FIR 
 0 01 062 Short ICAO location identifier 

                                                      
1  This replication factor shall have a value of “1” when a 2-D feature is being described, whereas 3-D features may be 
described via any one of the following methods: 
 

(a) Via two or more horizontal sections in successive ascending flight levels.   In this case, each section shall be 
described by an identical number of latitude/longitude points listed in identical order (i.e. where each point x of section 
n is to be joined via a straight line to point x of section n+1), in order to ensure that the overall shape of the 3-D feature 
is unambiguously described.  In this case, all values reported for 0 33 042 shall be “missing”. 

(b) Via a single horizontal section with an appropriate value reported for 0 33 042, as follows.  In all such cases, the 
corresponding horizontal section description applies throughout the entire region. 

a. A value of  “0” to indicate a region above (but not including) the reported flight level and with unspecified 
upper bound. 

b. A value of  “1” to indicate a region above (and including) the reported flight level and with unspecified upper 
bound.  

c. A value of  “2” to indicate a region below (but not including) the reported flight level and extending to the 
surface. 

d. A value of  “3” to indicate a region below (and including) the reported flight level and extending to the 
surface. 

(c) Via two replications of the same horizontal section at the same reported flight level, in order to indicate a region 
extending both below and above (and including!) the reported flight level.  In this case, the values reported for the two 
replications of 0 33 042 shall be as follows: 

a. Values of  “3” and “1”, respectively, to indicate a region beginning from below a reported flight level, but 
continuing through that level upward to some unspecified point above (e.g. TOP ABV FL100). 

b. Values of  “1” and “3”, respectively, to indicate a region beginning from above a reported flight level, but 
continuing through that level downward to some unspecified point below (e.g. CIGS BLW FL010). 

 
2  This replication factor shall have a value of  “1” when a circle or point is being described, and it shall have a value of  “2” when 
a line is being described.  A polygon, on the other hand, shall be described via a sequence of three or more contiguous points in 
accordance with the note to code table 0 08 007. 
 
3  The value reported for 0 19 007 shall be “missing” unless the horizontal section being described is a circle. 
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 0 08 019 Qualifier for location identifier, 2=FIR, 3=UIR, 4=CTA 
 0 01 065 ICAO region identifier 
 0 08 019 Qualifier for location identifier, 6=MWO 
 0 01 062 Short ICAO location identifier 
 0 08 019 Qualifier for location identifier, Missing=Cancel 
 
  (SIGMET, Observed or forecast location and motion) 
3 16 031 0 08 021 Time Significance, 16=Analysis, 4=Forecast 
 3 01 011 Year, Month, Day 
 3 01 012 Hour, Minute 
 3 01 027 Description of feature 
 0 19 005 Direction of motion 
 0 19 006 Speed of motion 
 0 20 028 Expected change in intensity 
 0 08 021 Time significance, Missing=Cancel 
   
  (SIGMET, Forecast position) 
3 16 032 0 08 021 Time Significance, 4=Forecast 
 3 01 011 Year, Month, Day 
 3 01 012 Hour, Minute 
 3 01 027 Description of feature 
 0 08 021 Time significance, Missing=Cancel 
   
  (SIGMET, Outlook) 
3 16 033 0 08 021 Time Significance, 4=Forecast 
 3 01 011 Year, Month, Day 
 3 01 012 Hour, Minute 
 1 01 000 Delayed replication of 1 descriptor 
 0 31 001 Replication factor 
 3 01 027 Description of feature 
 0 08 021 Time significance, Missing=Cancel 
 
   
  (Volcanic Ash SIGMET) 
3 16 034  0 08 079 Product status, 0=Normal Issue, 1=Correction 
  3 16 030 SIGMET Header 
 0 08 011 Meteorological feature, 17=Volcano 
 0 01 022 Name of feature 
 0 08 007 Dimensional significance, 0=Point 
 3 01 023 Location 
 0 08 007 Dimensional significance, Missing=Cancel 
 0 20 090 Special Clouds, 5=Clouds from volcanic eruptions 
 3 16 031 SIGMET Observed or forecast location and motion 
 1 01 000  Delayed replication of 1 descriptor 
 0 31 000 Short replication factor 
 3 16 032 SIGMET Forecast position 
 1 01 000  Delayed replication of 1 descriptor 
 0 31 001 Replication factor 
 3 16 033 SIGMET Outlook 
 0 08 011 Meteorological feature, Missing=Cancel 
 0 08 079 Product status, Missing=Cancel 
   
  (Thunderstorm SIGMET) 
3 16 035 0 08 079 Product status, 0=Normal Issue, 1=Correction 
  3 16 030 SIGMET Header 
 0 08 011  Meteorological feature, 21=Thunderstorm 
 0 20 023 Other weather phenomenon, bit 2=Squalls or all 18 bits = Missing 
 0 20 021 Type of precipitation, bit 14=Hail or all 30 bits=Missing 
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 0 20 008 Cloud distribution 15=OBSC, 16=EMBD, 12=FRQ, 31=Missing 
 3 16 031 SIGMET Observed or forecast location and motion 
 0 08 011 Meteorological feature, Missing=Cancel 
 0 08 079 Product status, Missing=Cancel 
 
  (Tropical Cyclone SIGMET) 
3 16 036  0 08 079 Product status, 0=Normal Issue, 1=Correction 
  3 16 030 SIGMET Header 
 0 08 011 Meteorological feature, 22=Tropical Cyclone 
 0 01 027 WMO storm name 
 3 16 031 SIGMET Observed or forecast location and motion 
 1 01 000  Delayed replication of 1 descriptor 
 0 31 000 Short replication factor 
 3 16 032 SIGMET Forecast position 
 1 01 000  Delayed replication of 1 descriptor 
 0 31 001 Replication factor 
 3 16 033 SIGMET Outlook 
 0 08 011 Meteorological feature, Missing=Cancel 
 0 08 079 Product status, Missing=Cancel 
 
 
   
  (Turbulence SIGMET) 
3 16 037 0 08 079 Product status, 0=Normal Issue, 1=Correction  
  3 16 030 SIGMET Header 
 0 08 011 Meteorological feature, 13=Turbulence 
 0 11 031 Degree of turbulence, 10=Moderate, 11=Severe 
 3 16 031 SIGMET Observed or forecast location and motion 
 0 08 011 Meteorological feature, Missing=Cancel 
 0 08 079 Product status, Missing=Cancel 
   
  (Icing SIGMET) 
3 16 038 0 08 079 Product status, 0=Normal Issue, 1=Correction 
  3 16 030 SIGMET Header 
 0 08 011 Meteorological feature, 15=Airframe Icing 
 0 20 041 Airframe icing, 7=Severe 
 0 20 021 Type of precipitation, bit 3=Liquid freezing or all 30 bits = Missing 
 3 16 031 SIGMET Observed or forecast location and motion 
 0 08 011 Meteorological feature, Missing=Cancel 
 0 08 079 Product status, Missing=Cancel 
   
  (Mountain Wave, Duststorm or Sandstorm SIGMET) 
3 16 039 0 08 079 Product status, 0=Normal Issue, 1=Correction 
  3 16 030 SIGMET Header 
 0 08 011 Meteorological feature, 23=MountainWave, 24=Duststorm, 25=Sandstorm 
 0 20 024 Intensity of phenomena, 3=Heavy, 5=Severe 
 3 16 031 SIGMET Observed or forecast location and motion 
 0 08 011 Meteorological feature, Missing=Cancel 
 0 08 079 Product status, Missing=Cancel 
 
  (Cancellation of SIGMET)    
3 16 040 3 16 030 SIGMET header 
 0 08 079 Product status, 4=Cancellation 
 3 01 014  Time period (of the SIGMET to be cancelled) 
 0 01 037 SIGMET sequence identifier (of the SIGMET to be cancelled) 
 0 10 064 SIGMET cruising level (of the SIGMET to be cancelled)  
 0 08 079 Product status, Missing=Cancel 
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FOR POLLUTANT 
 
Add the following new entry to BUFR/CREX Class 15: 

 
BUFR CREX TABLE 

REFERENCE 
F X Y 

 
TABLE 

ELEMENT NAME 
 

UNIT 
 

SCALE 
REFERENCE 

VALUE 
DATA 
WIDTH 
(Bits) 

 
UNIT 

 
SCALE 

DATA 
WIDTH 

(Characters)
0 15 027 Concentration of pollutant Kg m-3 9 0 10 Kg m-3 9 4 

 

Add the following new entries to existing BUFR/CREX code table 0-15-025/B-15-025 (i.e. “type of 
pollutant”): 

 
11 Fine particulate matter (diameter < 2.5 microns) 
12 
13  Fine particulate matter (diameter < 10 microns) 

 
Correct the following typographical errors in the English version of the current WMO Manual 306, 
Part B for BUFR/CREX Class 15: 
 

• For both 0-15-025 and 0-15-026, the “ELEMENT NAME” contains the word “pollutant” 
misspelled as “polluant”. 

 
The units of 0-15-026 should be “mol mol-1” (i.e. one included space) rather than “molmol-1”, which seems to 
imply the reciprocal of some heretofore-unknown unit of measure! 
 

REPRESENTATION OF NOMINAL VALUES 
 
To represent any nominal value in BURF a new descriptor in class 8 of the BURF table b is to be used to 
indicate the cause of nominal value.  
 
Ref number Name Unit Scale Reference Data width 
008083  Nominal value indicator   Flag table  0         0     15 
 

008083  Nominal value indicator 
Bit No. Meaning 
1 Adjusted with respect to representative height of sensor above local ground (or Deck of marine 

platform) 
2 Adjusted with respect to representative height of sensor above water surface 
3 Adjusted with respect to standard surface roughness 
4 Adjusted with respect to wind speed 
5 Adjusted with respect to temperature 
6 Adjusted with respect to pressure 
7 Adjusted with respect to humidity 
8 Adjusted with respect to evaporation 
9 Adjusted with respect to wetting losses 
10-14 Reserved 
All 15 Missing value 
 
ADD THE FOLLOWING NEW ENTRIES TO BUFR/CREX CLASS 0: 
 
0 00 004 BUFR/CREX Master Table CCITT IA5 0 0 16 
 (see Note (2)) Character 0  2 
      
0 00 006 BUFR Master Table Version Number CCITT IA5 0 0 16 
 (see Note (3)) Character 0  2 
      
0 00 007 CREX Master Table Version Number CCITT IA5 0 0 16 
 (see Note (4)) Character 0  2 
      
0 00 008 BUFR Local Table Version Number CCITT IA5 0 0 16 
 (see Note (5)) Character 0  2 
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Add the following new notes to BUFR/CREX Class 0: 
 

(2) Master Tables are described in Note (2) to Section 1 of the BUFR regulations. 
(3) BUFR Master Table Version Numbers are described in Notes (2) and (4) to Section 1 of the 

BUFR regulations for edition 3, and in Notes (2) and (5) to Section 1 of the BUFR regulations for 
edition 4. 

(4) CREX Master Table Version Numbers are described in Note (1) to Section 1 of the CREX 
regulations. 

(5) Local Table version number (see Note (2) to Section 1 of the BUFR regulations 
 
 
Revise Note (2) under Section 1 of the BUFR regulations (for both editions 3 and 4) to read: 
 
A BUFR master table may be defined for a scientific discipline other than meteorology.  This shall be 
indicated by a non-zero numeric value in octet 4.  Such a table will be developed, in coordination with the 
ET/DR+C, when a recognized organization exists with the necessary expertise to maintain such a master 
table, and when at least one of the following situations also exists: 

 Requirements cannot be met using Master Table 0. 
 There is expected to be a minimal amount of overlap with respect to the entries in Master Table 0. 

The current list of master tables, along with their associated values in octet 4, is as follows: 
  0 Meteorology maintained by World Meteorological Organization (WMO) 
 10 Oceanography maintained by International Oceanographic Commission (IOC) 
 
Whenever a new master table is developed, the following criteria shall apply: 

 Table C may not be changed, nor may Classes 00 and 31 of Table B.  These would remain identical 
for any of the master tables. 

 For Classes 01 through 09 (coordinate classes) and Class 33 of Table B, and for Categories 00 and 
01 of Table D, these Classes and Categories must have the same name and be used for the same 
types of descriptors as in Master Table 0; however, individual descriptors within these Classes and 
Categories would be left to the discretion of the organization defining the particular master table in 
question. 

 For Table A and all remaining Classes of Table B and Categories of Table D, these would be left to 
the discretion of the organization defining the particular master table in question. 

 
For all master tables (including Master Table 0): 

 Each revision of the master table shall be given a new version number. 
 Local tables shall define those parts of the master table which are reserved for local use, thus 

version numbers of local tables may be changed at will by the originating centre. 
 
 
Revise octet 11 under Section 1 of the BUFR regulations for edition 3 to read: 
 

11  Version number of master table used – see Notes (2) and (4) 
 
 
Revise octet 14 under Section 1 of the BUFR regulations for edition 4 to read: 
 

14  Version number of master table used – see Notes (2) and (5) 
 
 
Add the following as new Note (4) under Section 1 of the BUFR regulations for edition 3 (and as new 
Note (5) for edition 4): 
 
For Master Table 0, the master table version numbers are as follows: 
 

0 Experimental 
     1 Version implemented on 1 November 1988 
     2 Version implemented on 1 November 1993 
     3 Version implemented on 2 November 1994 
     4 Version implemented on 8 November 1995 
     5 Version implemented on 6 November 1996 
     6 Version implemented on 5 November 1997 
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     7 Version implemented on 4 November 1998 
     8 Version implemented on 3 May 2000 
     9 Version implemented on 8 November 2000 
    10 Version implemented on 7 November 2001 
    11 Version implemented on 5 November 2003 
    12 Version implemented on 2 November 2005 
    13 Pre-operational to be implemented by next amendment 

 
 
Change vv definition in CREX Section 1 Edition 1 and Edition 2 to: 
vv: CREX Master Table version number (see Note 1) 
 
Change bb definition in CREX Section 1 Edition 2 to: 
bb: BUFR Master Table version number (see Note (5) under Section 1 of the BUFR regulations for Edition 4)   
 
 
Add the following as new Note (1) under Section 1 of the CREX regulations: 
 
For Master Table 0, the master table version numbers are as follows: 

0  Experimental 
     1 Version implemented on 3 May 2000 
     2 Version implemented on 7 November 2001 
     3 Version implemented on 4 November 2003 
     4 Version implemented on 2 November 2005 
     5 Pre-operational to be implemented by next amendment 

 
 

FOR ENCODING MORE SATELLITE DATA: 
 
Add class in BUFR Table B — Classification of elements: 

 
0 40 Satellite data 

 
 
Add a new Category of sequences in BUFR Table D: 
 
3 40 Additional satellite report sequences 

 
 
For data of ENVISAT Satellite:  

 
Add: 

 
021093 Ku band peakiness             numeric     3   0  16 
021094 S   band peakines               numeric     3   0  16 
 
Flag table 033047 " Measurement confidence data " should be amended with the addition of: 
 
Bit number         Meaning 
 
   8                S band anomaly error detected 
 
 

NEW CODE TABLE ENTRIES FOR POLAR SATELLITE DATA 
 

1 MHS 
 
The MHS instrument replaces the AMSU-B instrument in the ATOVS package operated by EUMETSAT and 
NOAA. The level 1b data from the MHS can be represented in BUFR using exactly the same sequence of 
descriptors, which was used for AMSU-B. 
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The following changes are required to standardize the representation of MHS data: 
 
Code Table 0-02-048 

Add:   11, Parameter = MHS 
Change:  11 to 14, Parameter = Reserved 
to:  12 to 14, Parameter = Reserved 

 
Code Table 0-02-150 

Change:  43, Parameter = AMSU-B 1 
to:  43, Parameter = AMSU-B 1 / MHS 1 
Change:  44, Parameter = AMSU-B 2 
to:  44, Parameter = AMSU-B 2 / MHS 2 
Change:  45, Parameter = AMSU-B 3 
to:  45, Parameter = AMSU-B 3 / MHS 3 
Change:  46, Parameter = AMSU-B 4 
to:  46, Parameter = AMSU-B 4 / MHS 4 
Change:  47, Parameter = AMSU-B 5 
to:  47, Parameter = AMSU-B 5 / MHS 5 

 
Code Table 0-02-151 

Add:   9, Parameter = MHS 
Change:  8 to 2046, Parameter = Reserved 
to:  10 to 2046, Parameter = Reserved 

 
Sequence Descriptor 3-10-010 
 Change: Title = "ATOVS AMSU-B report" 
 to:  Title = "ATOVS AMSU-B / MHS report" 
 
 
2 IASI 
 
The IASI instrument is a hyperspectral sounder, which will fly on the Metop spacecraft operated by 
EUMETSAT.  The level 1c data from IASI will be exchanged in BUFR.  The details of the representation of 
the data have been discussed by many parties (ECMWF, UK Met Office, NOAA, MeteoFrance, DWD) in 
great detail and presented at several international meetings (including the 14th International TOVS Study 
Conference in Beijing).  Synthetic IASI data are being generated in near real time by NOAA using the 
descriptors proposed here.  These data have been successfully encoded and decoded by independent 
software. 
 
The new element and sequence descriptors given here are from the range of local values and are 
shown in parentheses. It is proposed to assign descriptors from Classes and Categories 40, 41 
and 42 of BURF Tables B and D. 
 
The following changes are required to standardize the representation of IASI data: 
 
New Sequence Descriptor (3-40-001): " IASI Level 1c data" 
 

0-01-007 Satellite identifier 
0-01-031 Identification of originating/generating centre 
0-02-019 Satellite instruments 
0-02-020 Satellite classification 
0-04-001 Year 
0-04-002 Month 
0-04-003 Day 
0-04-004 Hour 
0-04-005 Minute 
2-02-131 Add 3 to scale 
2-01-138 Add 10 to width 
0-04-006 Second 
2-01-000 Reset width 
2-02-000 Reset scale 
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0-05-001 Latitude (high accuracy) 
0-06-001 Longitude (high accuracy) 
0-07-024 Satellite zenith angle 
0-05-021 Bearing or azimuth 
0-07-025 Solar zenith angle 
0-05-022 Solar azimuth 
0-05-043 Field of view number 
0-05-040 Orbit number 
2-01-133 Add 5 to width 
0-05-041 Scan line number 
2-01-000 Reset width 
2-01-132 Add 4 to width 
0-25-070 Major frame count 
2-01-000 Reset width 
2-02-126 Subtract 2 from scale 
0-07-001 Height of station 
2-02-000 Reset scale 

(0-33-060) GQisFlagQual 
(0-33-061) QGisQualIndex 
(0-33-062) QGisQualIndexLoc 
(0-33-063) QGisQualIndexRad 
(0-33-064) QGisQualIndexSpect 
(0-33-065) GQisSysTecSondQual 
1-01-010 Repeat next 1 descriptor 10 times 

(3-40-002) IASI Level 1c band description 
1-01-087 Repeat next 1 descriptor 87 times 

(3-40-003) IASI Level 1c 100 channel sequence 
0-02-019 Satellite instruments 
0-25-051 AVHRR channel combination 
1-01-007 Repeat next 1 descriptor 7 times 

(3-40-004) IASI Level 1c AVHRR single scene sequence 
 
 
New Sequence Descriptor: (3-40-002) "IASI Level 1c band description" 
 

(0-25-140) Start channel 
(0-25-141) End channel 
(0-25-142) Channel scale factor 

 
New Sequence Descriptor: (3-40-003) " IASI Level 1c 100 channel sequence" 
 

1-04-100 Repeat next 4 descriptor 100 times 
2-01-136 Add 8 to width 
0-05-042 Channel number 
2-01-000 Reset width 
(0-14-046) Scaled IASI radiance 

 
New Sequence Descriptor: (3-40-004) " IASI Level 1c AVHRR single scene sequence" 
 

(0-05-060) Y angular position from centre of gravity 
(0-05-061) Z angular position from centre of gravity 
0-25-085 Fraction of clear pixels in HIRS FOV 
1-05-006 Repeat next 5 descriptor 6 times 
0-05-042 Channel number 
(0-25-142) Channel scale factor 
(0-14-047) Scaled mean AVHRR radiance 
(0-25-142) Channel scale factor 
(0-14-048) Scaled std dev AVHRR radiance 
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New Element Descriptors: 
 
Descriptor Name Units Scale Reference Width 
(0-05-060) Y angular position from centre of gravity Degree 6 -8000000 24 
(0-05-061) Z angular position from centre of gravity Degree 6 -8000000 24 
(0-14-046) Scaled IASI radiance Wm-2sr-1m-1 0 -5000 16 
(0-14-047) Scaled mean AVHRR radiance Wm-2sr-1m-1 0 0 31 
(0-14-048) Scaled std dev AVHRR radiance Wm-2sr-1m-1 0 0 31 
(0-25-140) Start channel Numeric 0 0 14 
(0-25-141) End channel Numeric 0 0 14 
(0-25-142) Channel scale factor Numeric 0 0 6 
(0-33-060) GqisFlagQual - individual IASI-System 

quality flag 
Code Table 0 0 2 

(0-33-061) GqisQualIndex - indicator for instrument 
noise performance (contributions from 
spectral and radiometric) 

% 0 0 7 

(0-33-062) GqisQualIndexLoc - indicator for 
geometric quality index 

% 0 0 7 

(0-33-063) GqisQualIndexRad - indicator for 
instrument noise performance 
(contributions from radiometric 
calibration) 

% 0 0 7 

(0-33-064) GqisQualIndexSpect - indicator for 
instrument noise performance 
(contributions from spectral calibration) 

% 0 0 7 

(0-33-065) GqisSysTecSondQual - output of 
system TEC (Technical Expertise 
Centre) quality function 

Numeric 0 0 24 

 
New Code Table (0-33-060) "GQisFlagQual - individual IASI-System quality flag" 

0,    Parameter = Good 
1,    Parameter = Bad 
2,    Parameter = Reserved 
3,    Parameter = Missing 

 
3 ASCAT 
 
EUMETSAT will produce level 1b ASCAT products at its headquarters in Darmstadt, Germany.  These data 
will be encoded in BUFR and disseminated via EUMETCast (DVB satellite multicast service) and on the GTS.  
EUMETSAT's Ocean and Sea Ice Satellite Application Facility (OSI-SAF), hosted by KNMI, will produce level 
2 products from the level 1b data.  It is also foreseen to add soils moisture to the level 2 ASCAT product in 
the future. 
 
The new element and sequence descriptors given here have been developed by close co-operation between 
EUMETSAT, the OSI-SAF and the ASCAT Science Advisory Group (SAG).  The proposed sequence will 
accommodate both the level 1b and the level 2 data simultaneously.  When the level 1b data leave 
EUMETSAT, the parts of the sequence relating to level 2 processing will be set to "missing".  This approach 
will allow users to ingest the same sequence, whether they are receiving level 1b data or level 2 data. 
 
The new element and sequence descriptors are from the range of local values and are shown in 
parentheses.   It is proposed to assign descriptors from Classes and Categories 40, 41 and 42 of BUFR 
Tables B and D within Master Tables 0, as per Section 3.5 of the Final Report of the 2004 meeting of the 
ET/DR&C. 
 
The following changes are required to standardize the representation of ASCAT data: 
 
New Sequence Descriptor: (3-12-061) "ASCAT Level 1b and level 2 data sequence" 
 

(3-12-058) ASCAT level 1b data 
(3-12-060) Scatterometer soil moisture data 
(3-12-059) Scatterometer wind data 
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New Sequence Descriptor: (3-12-058) "ASCAT level 1b data sequence" 
 

(3-01-125) ASCAT header information 
3-01-011 Date information 
3-01-013 Time information 
3-01-021 Position information 
(3-12-055) ASCAT level 1b cell information 
(0-21-150) Beam co-location 
1-01-003 Repeat next 1 descriptor 3 times 
(3-21-030) ASCAT sigma-0 information 

 
New Sequence Descriptor: (3-12-060) "Scatterometer soil moisture data sequence" 
 

0-25-060 Software identification 
(0-25-062) Database identification 
(0-40-001) Surface soil moisture (ms) 
(0-40-002) Estimated error in surface soil moisture 
0-21-062 Extrapolated backscatter at 40deg incidence angle 

(sigma0_40) 
(0-21-151) Estimated error in sigma0 at 40deg incidence 

angle 
(0-21-152) Slope at 40deg incidence angle 
(0-21-153) Estimated error in slope at 40deg incidence angle 
(0-21-154) Soil moisture sensitivity 
0-21-062 Dry backscatter 
(0-21-088) Wet backscatter 
(0-40-003) Mean surface soil moisture  
(0-40-004) Rain fall detection 
(0-40-005)  Soil moisture correction flag 
(0-40-006) Soil moisture processing flag 
(0-40-007) Soil moisture quality 
0-20-065 Snow cover 
(0-40-008) Frozen land surface fraction 
(0-40-009) Inundation and wetland fraction 
(0-40-010) Topographic complexity 

 
New Sequence Descriptor: (3-12-059) "Scatterometer wind data sequence" 
 

(3-12-056) Scatterometer wind cell information 
1-01-000 Delayed replication of next 1 descriptor 
0-31-001 Delayed replication factor 
(3-12-057) Ambiguous wind data 

 
New Sequence Descriptor: (3-01-125) "ASCAT header information sequence" 
 

0-01-033 Identification of originating/generating centre 
0-01-034 Identification of originating/generating sub-centre 
0-25-060 Software identification 
0-01-007 Satellite identifier 
0-02-019 Satellite instruments 
0-01-012 Direction of motion of moving observing platform 

 
New Sequence Descriptor: (3-12-055) " ASCAT level 1b cell information" 
 

0-05-033 Pixel size on horizontal-1 
0-05-040 Orbit number 
0-06-034 Cross track cell number 
(0-10-095) Height of atmosphere used 
(0-21-157) Loss per unit length of atmosphere used 
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New Sequence Descriptor: (3-21-030) "ASCAT sigma-0 information" 
 

(0-08-085) Beam identifier 
2-02-129 Increase scaling by 10^1 
2-01-131 Increase data width by 3 bits 
0-02-111 Radar incidence angle 
2-01-000 Cancel change data width 
2-02-000 Cancel change scaling 
0-02-134 Antenna beam azimuth  
0-21-062 Backscatter 
0-21-063 Radiometric resolution (noise value) 
(0-21-158) ASCAT kp estimate quality 
(0-21-159) ASCAT sigma-0 usability 
(0-21-160) ASCAT synthetic data quality 
(0-21-161) ASCAT synthetic data quantity 
(0-21-162) ASCAT satellite orbit and attitude quality 
(0-21-163) ASCAT solar array reflection contamination 
(0-21-164) ASCAT telemetry presence and quality 
(0-21-165) ASCAT extrapolated reference function 
(0-21-166) ASCAT land fraction 

 
New Sequence Descriptor: (3-12-056) "Scatterometer wind cell information sequence" 
 

0-25-060 Software identification 
0-01-032 Generating application 
0-11-082 Model wind speed at 10 m 
0-11-081 Model wind direction at 10 m 
(0-20-095) Ice probability 
(0-20-096) Ice age (a-parameter) 
(0-21-155) Wind vector cell quality 
2-01-133 Increase data width by 5 bits 
0-21-101 Number of vector ambiguities 
0-21-102 Index of selected wind vector 
2-01-000 Cancel change data width 

 
New Sequence Descriptor: (3-12-057) "Ambiguous wind data" 
 

2-01-130 Increase data width by 2 bits 
2-02-129 Increase scaling by 10^1 
0-11-012 Wind speed at 10 m 
2-02-000 Cancel change scaling 
2-01-000 Cancel change data width 
2-01-131 Increase data width by 3 bits 
2-02-129 Increase scaling by 10^1 
0-11-011 Wind direction at 10 m 
2-02-000 Cancel change scaling 
2-01-000 Cancel change data width 
(0-21-156) Backscatter distance 
0-21-104 Likelihood computed for solution 

 
New Element Descriptors: 
 
Descriptor Name Units Scale Reference Width 
(0-10-095) Height of atmosphere used m 0 0 16 
(0-08-085) Beam identifier Code 

table 
0 0 3 

(0-20-095) Ice probability Numeric 3 0 10 
(0-20-096) Ice age ("A" parameter) dB 2 -4096 13 
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Descriptor Name Units Scale Reference Width 
(0-21-088) Wet backscatter dB 2 -5000 13 
(0-21-150) Beam collocation Code 

table 
0 0 2 

(0-21-151) Estimated error in sigma0 at 40deg 
incidence angle 

dB 2 0 9 

(0-21-152) Slope at 40deg incidence angle dB/Deg 2 -80 7 
(0-21-153) Estimated error in slope at 40deg 

incidence angle 
dB/Deg 2 -40 6 

(0-21-154) Soil moisture sensitivity dB 2 0 12 
(0-21-155) Wind vector cell quality Flag table 0 0 24 
(0-21-156) Backscatter distance Numeric 1 -4096 13 
(0-21-157) Loss per unit length of atmosphere used dB m-1 10 0 22 
(0-21-158) ASCAT kp estimate quality Code 

table 
0 0 2 

(0-21-159) ASCAT sigma-0 usability Code 
table 

0 0 2 

(0-21-160) ASCAT use of synthetic data Numeric 3 0 10 
(0-21-161) ASCAT synthetic data quality Numeric 3 0 10 
(0-21-162) ASCAT satellite orbit and attitude quality Numeric 3 0 10 
(0-21-163) ASCAT solar array reflection 

contamination 
Numeric 3 0 10 

(0-21-164) ASCAT telemetry presence and quality Numeric 3 0 10 
(0-21-165) ASCAT extrapolated reference function 

presence 
Numeric 3 0 10 

(0-21-166) ASCAT land fraction Numeric 3 0 10 
(0-25-062) Database identification Numeric 0 0 14 
(0-40-001) Surface soil moisture (ms) % 1 0 10 
(0-40-002) Estimated error in surface soil moisture % 1 0 10 
(0-40-003) Mean surface soil moisture  Numeric 3 0 10 
(0-40-004) Rain fall detection Numeric 3 0 10 
(0-40-005) Soil moisture correction flag Flag table 0 0 8 
(0-40-006) Soil moisture processing flag Flag table 0 0 16 
(0-40-007) Soil moisture quality % 1 0 10 
(0-40-008) Frozen land surface fraction % 1 0 10 
(0-40-009) Inundation and wetland fraction % 1 0 10 
(0-40-010) Topographic complexity % 1 0 10 
 
New Code Table (0-08-085) "Beam identified" 

0,    Parameter = Fore beam 
1,    Parameter = Mid beam 
2,    Parameter = Aft beam 
3 to 6,    Parameter = Reserved 
7,    Parameter = Missing 

 
 
New Code Table (0-21-150) "Beam co-location" 

0,    Parameter = Data from single ground station (no co-location) 
1,    Parameter = Data from multiple ground station (co-located data) 
2,    Parameter = Reserved 
3,    Parameter = Missing 

 
New Flag Table (0-21-155) "Wind vector cell quality" 

Bit 1:    Not enough good sigma-0 available for wind retrieval 
Bit 2:    Poor azimuth diversity among sigma-0 for wind retrieval 
Bit 3:    Any beam noise content above threshold 
Bit 4:    Product monitoring not used 
Bit 5:    Product monitoring flag 
Bit 6:    KNMI quality control fails 
Bit 7:    Variational quality control fails 
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Bit 8:    Some portion of wind vector cell is over land 
Bit 9:    Some portion of wind vector cell is over ice 
Bit 10:    Wind retrieval not performed for wind vector cell 
Bit 11:    Reported wind speed is greater than 30 m/s 
Bit 12:    Reported wind speed is less than or equal to 3 m/s 
Bit 13:    Rain flag for the wind vector cell is not usable 
Bit 14:    Rain flag algorithm detects rain 
Bit 15:    No meteorological background used 
Bit 16:    Data are redundant 
Bit 17-23:   Reserved 
All 24:    Missing 

 
New Code Table (0-21-158) "ASCAT KP quality estimate" 

0,    Parameter = Acceptable 
1,    Parameter = Not acceptable 
2,    Parameter = Reserved 
3,    Parameter = Missing 

 
New Code Table (0-21-159) "ASCAT sigma-0 usability" 

0,    Parameter = Good 
1,    Parameter = Usable 
2,    Parameter = Bad 
3,    Parameter = Missing 

 
New Flag Table (0-40-005) "Soil moisture correction flags" 

Bit 1:   Soil moisture between -20% and 0% 
Bit 2:    Soil moisture between 100% and 120% 
Bit 3:    Correction of wet backscatter reference 
Bit 4:    Correction of dry backscatter reference 
Bit 5:    Correction of volume scattering in sand 
Bits 6-7:   Reserved 
All 8:    Missing 

 
New Flag Table (0-40-006) "Soil moisture processing flags" 

Bit 1:    Not soil 
Bit 2:    Sensitivity to soil moisture below limit 
Bit 3:    Azimuthal noise above limit 
Bit 4:    Backscatter Fore-Aft beam out of range 
Bit 5:    Slope Mid-Fore beam out of range 
Bit 6:    Slope Mid-Aft beam out of range 
Bit 7:    Soil moisture below -20% 
Bit 8:    Soil moisture above 120% 
Bits 9-16:   Reserved 

 
Code Table 0-02-048 

Add:   12, Parameter = ASCAT 
Change:  12 to 14, Parameter = Reserved 
to:  13 to 14, Parameter = Reserved 

 
 
ADDITION IN CODE TABLE 0 02 152 SATELLITE INSTRUMENT DATA USED IN PROCESSING 
 
12 Multi-channel scanning radiometer 
 
 
ADD THE FOLLOWING TABLE B ENTRY FOR NUMERICAL MODEL IDENTIFIER: 
 
0 01 030 Numerical model identifier, CCITTIA5, Scale=0, Reference=0,Data bit width=128 
 
Note: The value of this feature could be a string of characters which contains the name of the model 

and other useful elements such as the model mesh. 



 وصياتالت
 

159

“EDITORIAL” CORRECTIONS 
 
1. Compression of CCITT IA5 elements 

Current version of regulation 94.6.3, in particular sub-notes (iv) and (v) to Note (2), results into increasing of 
the data volume if character data are compressed.   
 
It is recommended to change the current text of 94.6.3 Note (2), sub-note (iv) 
“...or for character data, specifying number of octets representing the character string.” 
to read  
“...or for character data, specifying number of octets needed for representing the character string in the 
data subsets.” 
Moreover, it is proposed change the current text of 94.6.3 Note (2), sub-note (v) 
“Actual values, V, will then be obtained ...” 
to read  

“Actual values, V, other than character values, will then be obtained ...”. 
 

2. Indirect reference to descriptors – Reg. 94.5.6.2 

Current Regulation 94.5.6.2 reads: 
“A sequence descriptor shall be equivalent to the corresponding list of descriptors in Table D.” 
This statement is fully valid when data are being expanded. Data producers and authors of data templates, 
however, have to pay attention to the fact that if a sequence descriptor is located under a replication 
descriptor 1 X Y, the X has to be modified when the sequence descriptor is replaced by the corresponding 
list of descriptors from Table D. 

 
It is proposed to add a Note under Regulation 94.5.6.2: 

If a sequence descriptor is included within the scope of a replication descriptor 1 X Y, the number of 
descriptors to be repeated shall be modified if the sequence descriptor is replaced by the 
corresponding list of descriptors from Table D.   

 

3. Definition of operator 2 02 Y 

The current definition of 2 02 Y reads: 
“Add Y-128 to scale in Table B for elements which are not code or flag tables.” 
CCITT IA5 elements, however, should always have their scale = 0. Therefore, 2 02 Y should not apply to 
CCITT IA5 data. 

 
It is proposed to modify the definition of 2 02 Y to read: 
“Add (Y-128) to the scale given for each data element in Table B, other than CCITT IA5 (character) 
data, code or flag tables.” 
 

4. Note (7) under the BUFR Table C 

The Note (7) referring to 2 04 YYY reads: 
“The data description operator 2 04 YYY shall be followed immediately by the descriptor 0 31 021 to indicate 
the meaning of the associated field”. 
According to this Note, 2 04 000 should be also followed by the descriptor 0 31 021. According to Note (9), 
however, inclusion of the descriptor 0 31 021, defined or redefined within the scope of a 2 04 YYY, is 
pointless outside the scope of this 2 04 YYY. 

 
It is proposed to modify Note (7) to read: 
“The data description operator 2 04 YYY, other then 2 04 000, shall be followed immediately by the 
descriptor 0 31 021 to indicate the meaning of the associated field”. 
 

5. Code figure 6 in the code table 0 31 021 

The code figure 6 in 0 31 021 is defined as “Quality control flag according to GTSPP”. The entries of the 
detailed description of the associated field (0 = unqualified to 9 = missing) are values, not bit numbers. 
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It is proposed to rename code figure 6 to read:   
“4-bit indicator of quality control class according to GTSPP”. 
 

6. Note (5) under BUFR Table C 

The Note (5)(a) specifies that each new definition adds to the currently defined associated field.  It does not 
specify, however, the order of the included associated information. The order might either correspond with 
the order of the associated field significance or it might be reversed to it, i.e. the first included associated 
information would be related to the most recently defined associated field.  The later approach would be in 
compliance with the procedure of cancellation in Note (5)(b), according to which cancellation 2 04 000 
applies to the most recently defined addition to the associated field.  The former alternative is reflected in the 
proposal below. 
 
It is proposed to supplement Note (5)(a) with the following text:  
“The order of the included associated information shall correspond with the order in which the 
associated fields have been defined.”   
 

7. Addition of a Note under Class 20  
Cloud cover (total) 0 20 010 is defined in BUFR/CREX Table B with UNIT = %. The corresponding Code 
table 2700 for N (Total cloud cover) in [1] allows to make a difference between N = 9 “Sky obscured by fog 
and/or other meteorological phenomena”  and N = /  (Cloud cover is indiscernible for reasons other than fog 
or other meteorological phenomena, or observation is not made).  In the Regulations for reporting TAC data 
in TDCF, Cloud cover (total) 0 20 010 is recommended to be set to a missing value in both cases, which has 
been found not satisfactory. 
 
It is proposed to add a Note under Class 20: 
A cloud cover (total) value 113 shall indicate “Sky obscured by fog and/or other meteorological phenomena”.   

 

8. Modification of the text of entry 62 in 0 08 002  
In Regulation B/C 1.4.4.2 (e) for reporting SYNOP data in TDCF (and elsewhere), Vertical significance 0 
08 002 is recommended to be set to “63 (Missing value)” if sky clear is observed.  This might be confusing as 
the actual meaning is “not applicable”. 
 
It is proposed to modify the text of the code figure 62 in 0 08 002 to read: 

62 Value not applicable. 
 
9. Addition of another Note under Class 20 

Bearing of ice edge 0 20 038 is defined in BUFR/CREX Table B with UNIT = Degree true.  The Regulations 
for reporting SHIP data in TDCF require usage 0 20 038 set to 0, corresponding to the code figure 0 = “Ship 
in shore or flaw lead” in the Code table 0739 for Di (True bearing of principal ice edge). 
 
It is proposed to add a Note under Class 20: 

A bearing of ice edge value 0 shall indicate “Ship in shore or flaw lead”.    
 
10. Changes entries in Code Table 0 08 052: 

 3 Maximum temperature less than 273.15 K 
 4 Maximum temperature equal to or more than 298.15 K 
 5 Maximum temperature equal to or more than 303.15 K 
 6 Maximum temperature equal to or more than 308.15 K 
 7 Maximum temperature equal to or more than 313.15 K 
 8 Minimum temperature less than 273.15 K 
 9 Maximum temperature equal to or more than 273.15 K 
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PROPOSAL FOR REGIONAL PRACTICES  

New descriptors and a Note under the Class 13 

F  X    Y Element name BUFR CREX 

0 11 054 Mean wind direction for 1500 m – 
3000 m  

Degree 
true 

0 0 9 Degree 
true 

0 3 

0 11 055 Mean wind speed for 1500 m     – 
3000 m  

m s-1 1 0 12 m s-1 1 4 

0 13 047 Modified Showalter stability index K 0 -60 6 ºC 0 2 
 

It is proposed to add a Note under Class 13: 

The “Modified Showalter stability index” is defined as the temperature difference between the ambient 500 
hPa temperature and the temperature a parcel of air, initially at a selected base level, would have if brought 
from its condensation level to the 500 hPa surface by a moist adiabatic process.  Positive values denote 
stable conditions, while negative values denote unstable conditions.  The base level is 850 hPa, 800hPa or 
750 hPa if the station elevation is less than 1000, 1000 to 1400 or 1401 to 2000 gpm above mean sea level, 
respectively.    

 
ADD CREX SEQUENCES FOR CODING OF SQUALL LINES IN WEST AFRICA IN CREX 

 
 Definition of squall line (by 3 points) 
D16060 D01011 Date of observation 
 D01012 Hour of observation 
 Position of Squall Line Centre: 
 B05002 Latitude 
 B06002 Longitude 
 B19005 Direction of moving feature 
 B19006 Speed of moving feature 
 Amplitude of feature, from most external point to centre point: 
 North side:  
 B05002 Latitude: 
 B06002 Longitude: 
 South side:  
 B05002 Latitude 
 B06002 Longitude 

Evolution of feature: 
B04074 Period of validity 

 B20028 Expected change in intensity 
 B11041 Maximum burst expected 
 B13055 Intensity of rain expected 
 
 Definition of squall line (by more than 3 points) 
D16061 D01011 Date of observation 
 D01012 Hour of observation 
 Position of Squall Line Centre: 
 B05002 Latitude 
 B06002 Longitude 
 B19005 Direction of moving feature 
 B19006 Speed of moving feature 
 Amplitude of feature, from most external point to centre point: 
 North side:  
 R02000 Define delayed replication of next 2 descriptors: 
 B05002 Latitude 
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 B06002 Longitude 
 South side:  
 R02000 Define delayed replication of next 2 descriptors: 
 B05002 Latitude 
 B06002 Longitude 
 Evolution of feature: 
 B04074 Period of validity 
 B20028 Expected change in intensity 
 B11041 maximum burst expected 
 B13055 intensity of rain expected 
 
FOR EXCHANGE IN BUFR OF TEMPERATURE AND SALINITY PROFILE DATA OBSERVED 
BY PROFILING FLOATS: 
 
Three ADMT members of the Argo Data Management Team (ADMT): the Japan Meteorological Agency 
(JMA), Canadian Marine Environmental Data Service (MEDS) and the US Naval Oceanographic Office, 
successfully completed the validation test of the following sequence for exchange in BUFR of temperature 
and salinity profile data observed by profiling floats. 
 
Common sequence, Category 15 — Oceanographic report sequences  
 (Temperature and salinity profile observed by profile floats) 
3 15 003   001087 - WMO Marine observing platform extended identifier 

001085 - Observing platform manufacturers model 
001086 - Observing platform manufacturers serial number 
002036 - Buoy type 
002148 - Data collection and/or location system 
002149 - Type of data buoy 
022055 - Float cycle number 
022056 - Direction of profile  
022067 - Instrument type for water temperature profile measurement  
301011 - Date  
301012 - Time  
301021 - Latitude and longitude (high accuracy)  
008080 - Qualifier for quality class  
033050 - GTSPP quality class  
109000 - Delayed replication of 9 descriptors  
031002 - Extended delayed descriptor replication factor  
007065 - Water pressure  
008080 - Qualifier for quality class  
033050 - GTSPP quality class  
022045 - Subsurface sea temperature  
008080 - Qualifier for quality class  
033050 - GTSPP quality class  
022064 - Salinity  
008080 - Qualifier for quality class  
033050 - GTSPP quality class   

ADDITIONS TO COMMON CODE TABLES (OPERATIONAL) 
 
Common Code Table C 1 and Common Code Table C 11 

63 IRI (International Research Institute for Climate and Society) 
 
Common Code Table C 2 

Modify: 
 58        AVK-BAR (Russian Federation) 
 68        AVK-MRZ-UAP (Russian Federation) 
 69        AVK-BAR-UAP (Russian Federation) 
 88        MARL-A-MRZ (Russian Federation) 
 89        MARL-A-BAR (Russian Federation) 
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To use alternative words for their definition: 
 58        AVK - MRZ* (Russian Federation) 
 68        AVK - RZM-2 (Russian Federation) 
 69        MARL-A or Vektor-M - RZM-2 (Russian Federation) 
 88        MARL-A or Vektor-M - MRZ (Russian Federation) 
 89        MARL-A or Vektor-M - MRZ* (Russian Federation) 
 
Note: MRZ* is the new brand-name for BAR radiosonde.  
 
Common Code Table C 3:  Instrument type for water temperature profile measurement with fall rate 
equation coefficients 

 
081 Sippican AXBT(300 m probes)  coefficients: 1.52, 0.0 
859 Profiling Float, NEMO, no conductivity      
860 Profiling Float, NEMO, SBE conductivity sensor      
861 Profiling Float, NEMO, FSI conductivity sensor      
 
Change meaning of  900 for:  LMP-5 XBT (previously named T-12) 
 
Entries for animal instruments as listed below: 
995 Mammal animals 
996 Other animals 
 
Common Code Table C 4: Water temperature profile recorder types 
 
08 Sippican MK-10 
 
64 Iridium communications, sampling on up transit  
65 Iridium communications, sampling on down transit  
 
Common Code Table C-5: Satellite identifier 

172 MTSAT-2 
257 GOES 13 
258 GOES 14 
259 GOES 15 
283 CORIOLIS 
785 AURA 

 
In Common Table C-12: 
 
Add the following 2 new sub-centres to existing Common Code Table C-12 for originating center number 254 
(EUMETSAT): 

140  Lannion, France 
150  Svalbard, Norway 

 
Add the following 2 new sub-centres to existing Common Code Table C-12 for originating center number 7 
(U.S/NCEP): 

15 North American Regional Reanalysis Project 
16 Space Environment Center 

 
Rename the following entry in Common Code Table C-12, in order to reflect the changed name of the 
underlying sub-center: 

6  Ocean Prediction Center 
 
Common Code Table C-13: Data sub-categories of categories defined by entries in BUFR Table A 
 
Add in:  007 Synoptic features 
             001  Squall Line 
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 (CBS-Ext.(06)) 5التوصية 
 

 1 – المجلد الأول  مرجع الشفراتتعدیلات
 

 إن لجنة النظم الأساسية،   
 

 :إذ تشير إلى
 

 ،)2005 ديسمبر/ ن الأولآانو 5-8، عمان، مسقط( فرقة الخبراء المعنية بتمثيل البيانات والشفرات  اجتماعتقرير (1)
 

فرقة التنسيق المعنية  وتمثيل البيانات والشفراتتقرير الاجتماع المشترك بين فرقة الخبراء المعنية ب (2)
 ،)2006مايو /  أيار8-12منظمة الطيران المدني الدولي، مونتريال، (بالارتحال إلى نماذج الشفرات الجدولية 

 
 ،)2006سبتمبر /  أيلول18-22جنيف، (المعنية بنظم وخدمات المعلومات التنسيق / تقرير فرقة التنفيذ (3)
 

 : يليالحاجة إلى ما وإذ تضع في اعتبارها
 

خدمات الأرصاد الجوية  - 3 الملحق في 74رات المقابلة للتعديل يتعديلات لشفرات الطيران ناجمة عن التغي (1)
 ، ]3.1 –جيم [منظمة العالمية للأرصاد الجوية واللائحة الفنية لل/ المقدمة للملاحة الجوية الدولية

 
 :2008نوفمبر /  تشرين الثاني5 باعتماد التعديلات التالية لاستخدامها اعتباراً من توصي

 
  المحددة في مرفق هذه التوصية؛FM 51-XllI TAFو FM 16-XllI SPECIو FM 15-XllI METAR تعديلات الشفرات (1)
 

 . الشفراتمرجع من  1- في المجلد الأول الترتيبات اللازمة لإدراج هذه التعديلات  إلى الأمين العام اتخاذتطلب
 
 

Annex to Recommendation 5 (CBS-Ext.(06)) 
 

AMENDMENTS TO FM 15–XIII METAR, FM 16-XIII SPECI AND FM 51-XIII TAF 
 
FM 15–XIII Ext. METAR Aerodrome routine meteorological report (with or without trend forecast) 
 
FM 16-XIII Ext. SPECI Aerodrome special meteorological report (with or without trend forecast) 

CODE FORM: 
 

       

COR CCCC YYGGggZ NIL AUTO dddffGfmfm dndndnVdxdxdx 
 

 
METAR 
or 
SPECI 

 

      

 KMH 
or 

KT or 
MPS  
 

 

 
 
 

VVVV 
or 
VVVVNDV 
or 
CAVOK 

 
 
 
VNVNVNVNDv 

  
 
RDRDR/VRVRVRVRi 
or 
RDRDR/VRVRVRVRVVRVRVRVRi 

  
 
 
w'w' 

 NsNsNshshshs 
or 
VVhshshs 
or 
NSC 
or 
NCD 
 

 

T'T /T'dT d QPHPHPHPH REw'w' WS RDRDR 
or 
WS ALL RWY 

(WTSTS/SS') (RDRDRERCRe ReRBRBR) 
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(TTTTT 
or 
NOSIG) 
 
 

 
 
TTGGgg 

 
 
dddffGfmfm 

 
KMH or  
KT or 
MPS 

 
VVVV 
or  
CAV OK 

 
w'w' 
or 
NSW 

NsNsNshshshs 
or 

VVhshshs  
or 
NSC 

 
(RMK ..……………) 
 
 
Changes to FM 15 and FM 16 Regulations: 
 
Delete second sentence of Note of 15.6: 
 
15.6 Groups VVVV  VVVVNDV  VNVNVNVNDv 
 

N O T E: The coding of visibility is based on the use of the metre and kilometre, in accordance 
with the units specified in ICAO Annex 5. However, some Members in Region IV use statute 
miles and fractions thereof in accordance with national coding procedures as indicated in 
Volume II of this Manual. 
 

In 15.6.2, insert after “50% of the prevailing visibility”: and less than 5 000 metres 
 

15.6.2 Directional variation in visibility VNVNVNVNDv 
 

When the horizontal visibility is not the same in different directions and when the 
minimum visibility is different from the prevailing visibility, and less than 1 500 
metres, or less than 50% of the prevailing visibility and less than 5 000 metres, the 
group VNVNVNVNDv shall also be used to report the minimum visibility and its 
general direction in relation to the aerodrome indicated by reference to one of the 
eight points of the compass.  If the minimum visibility is observed in more than one 
direction, the Dv shall represent the most operationally significant direction. 

 
Delete last sentence in Note of 15.7. 
… 

RDRDR/VRVRVRVRi 
15.7 Groups or 

RDRDR/VRVRVRVRVVRVRVRVRi 
 

N O T E: The coding of runway visual range is based on the use of the metre in accordance 
with the unit specified in ICAO Annex 5. However, some Members in Region IV use feet in 
accordance with national coding procedures as indicated in Volume II of this Manual. 

 
Delete third sentence of 15.7.3 to read: 
 

15.7.3 Runway designator DRDR/ 
The designator of each runway for which runway visual range is reported shall be 
indicated by DRDR.  Parallel runways should be distinguished by appending to DRDR 
letters L, C or R indicating the left, central or right parallel runway, respectively. A 
suitable combination of these letters is used for up to, and including, five parallel 
runways (i.e. LL, L, C, R, RR). The letter(s) shall be appended to DRDR as necessary 
in accordance with the standard practice for runway designation, as laid down by 
ICAO in Annex 14 – Aerodromes, Volume I – Aerodrome design and operations, 
paragraphs 5.2.2.4 and 5.2.2.5. 
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Add a sentence to 1815.8.6 
… 
15.8.6 If more than one significant weather phenomenon is observed, separate w’w' groups 

shall be included in the report in accordance with Code table 4678.  However, if 
more than one form of precipitation is observed, the appropriate letter abbreviations 
shall be combined in a single group with the dominant type of precipitation being 
reported first.  In such a single group, the intensity shall refer to the total precipitation 
and be reported with one or no indicator as appropriate. 

 
When an automatic observing system is used and when the type of the precipitation 
cannot be identified by this system, the abbreviation UP shall be used for 
precipitation. The abbreviation UP may be combined, as necessary, with the 
following characteristics of present weather: FZ, SH and TS.  

 
… 
Change Note (1) of 15.8.10 as: 

 
15.8.10 The qualifier VC shall be used to indicate the following significant weather 

phenomena observed in the vicinity of the aerodrome: TS, DS, SS, FG, FC, SH, PO, 
BLDU, BLSA, BLSN and VA.  Regulations referring to the combination of VC and FG 
are given in Regulation 15.8.17. 
NOTES: 
(1) Such weather phenomena should be reported with the qualifier VC only when observed 

within eight kilometres of the aerodrome perimeter but not at the aerodrome between 
approximately 8 km and 16 km from the aerodrome reference point. 

(2) See Regulation 15.8.7. 
 
Delete SKC in 15.9:  
 
  NSNSNshshshs 
 
  or 
 
15.9 Group VVhshshs 

   or SKC 
  or NSC 
 
  or NCD 
 
Change 15.9.1.1 as: 
 
15.9.1 Cloud amount and cloud height NSNSNshshshs 
 
15.9.1.1 Cloud amount, cloud type and height of cloud base shall be reported to describe the clouds of 
operational significance, i.e. clouds with the height of base below 1500 meters (5000 ft) or below the highest 
minimum sector altitude, whichever is greater, or Cumulonimbus or towering Cumulus at any height. The 
cloud amount NSNSNs shall be reported as few (1 to 2 oktas), scattered (3 to 4 oktas), broken (5 to 7 oktas) 
or overcast (8 oktas), using the three-letter abbreviations FEW, SCT, BKN and OVC followed, without a 
space, by the height of the base of the cloud layer (mass) hshshs. If there are no clouds and no restriction on 
vertical visibility and the abbreviation CAVOK is not appropriate, the abbreviation SKC shall be used. If SKC 
is reported but visibility is restricted by FG, SS, DS, BR, FU, HZ, DU, IC and SA, vertical visibility shall not be 
reported. If there are no clouds below 1 500 m (5 000 ft) or below the highest minimum sector altitude, 
whichever is greater, no Cumulonimbus and no towering cumulus and no restriction on vertical visibility and 
the abbreviation CAVOK and SKC areis not appropriate, then the abbreviation NSC shall be used. When an 
automatic observing system is used and no clouds are detected by that system, the abbreviation NCD shall 
be used. 
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… 
Modify 15.9.1.5 as: 
 
“The height of cloud base shall be reported in steps of 30 m (100 ft) up to 3 000 m (10 000 ft). Any 
observed value which does not fit the reporting scale in use shall be rounded down to the nearest 
lower step in the scale.”    
 
Change 15.9.1.6 as: 
 

15.9.1.6 At mountain stations, when the cloud base is below station level, the cloud group shall read 
NSNsNs///.When cumulonimbus clouds or towering cumulus clouds are detected by the 
automatic observing system and the cloud amount and the height of cloud base cannot be 
observed, the cloud amount and the height of cloud base should be replaced by “//////”  

 
Add after “Cumulonimbus” in (b) of 15.10: 
… 
15.10 Code word CAVOK 

 
The code word CAVOK shall be included in place of the groups under Regulations 
15.6, 15.8 and 15.9, when the following conditions occur simultaneously at the time 
of observation: 

 
(a) Visibility: 10 km or more; 
(b) No cloud below 1 500 metres (5 000 ft) or below the highest minimum sector 

altitude, whichever is greater, and no Cumulonimbus and no towering cumulus; 
(c) No significant weather phenomena (see Code table 4678). 

 
N O T E: Highest minimum sector altitude is defined in ICAO PANS-OPS, Part 
1 - Definitions, as the lowest altitude which may be used under emergency conditions which 
will provide a minimum clearance of 300 metres (1 000 ft) above all objects located in an 
area contained within a sector of a circle of 46 km (25 nautical miles) radius centred on a 
radio aid to navigation. 

… 
Keep only the first sentence of Note (2) of 15.12.2: 
 
15.12.2 If the value of QNH is less than 1000 hPa, it shall be preceded by 0; for example, 

QNH 995.6 shall be reported as Q0995. 
NOTES: 
(1) When the first digit following the letter indicator Q is either 0 or 1, the QNH value is 

reported in the unit hectopascal (hPa). 
(2) The unit prescribed by ICAO Annex 5 for pressure is the hectopascal. However, if, by 

national decision and in accordance with requirements established by the authorities 
concerned, inches of mercury are used as the unit for QNH, the group shall be preceded 
by the letter A (instead of Q), followed by the value in inches, tenths and hundredths of 
inch, but without the decimal point. For example, QNH 29.1 in. shall by given as A2991, 
QNH 30.27 in. shall be given as A3027. When the QNH value is reported in the unit of 
inches of mercury, the first digit following the letter indicator A is either 2 or 3. 

 
Change 15.13 as: 
 
15.13 Supplementary information – groups 
 

WS RWYDRDR 
 

REw'w' or (WTSTS/SS') (RDRDRERCRe ReRBRBR)  
 
WS ALL RWY 
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Add a sentence to 15.13.2.1: 
 
15.13.2.1 Up to three groups of information on recent weather shall be given by the indicator 

letters RE followed, without a space, by the appropriate abbreviations, in accordance 
with Regulation 15.8 (but no intensity of the recent weather phenomena shall be 
indicated) if the following weather phenomena were observed during the period 
since the last routine report, or last hour, whichever is shorter, but not at the time of 
observation: 

 - Freezing precipitation; 
 - Moderate or heavy drizzle, rain or snow; 
 - Moderate or heavy: ice pellets, hail, small hail and/or snow pellets; 
 - Blowing snow; 
 - Sandstorm or duststorm; 
 - Thunderstorm; 
 - Funnel cloud(s) (tornado or water-spout); 
 - Volcanic ash. 

When an automatic observing system is used and when the type of the precipitation 
cannot be identified by this system, the abbreviation REUP shall be used for recent 
precipitation. It may be combined with the characteristics of the present weather in 
accordance with Regulation 15.8.6.   

 
… 
Change 15.13.3 as: 

WS RWYDRDR 
 
15.13.3 Wind shear in the lower layers or 
 

WS ALL RWY 
 
Replace in the paragraph WS RWYDRDR  by WS RWYDRDR. 
 
Change 15.3.6 and 15.13.6.1 and add a Note: 
… 
15.13.6 State of the runway (RRRRRDRDRERCRe ReRBRBR)  
15.13.6.1 Subject to regional air navigation agreement, information on the state of the runway provided 
by the appropriate airport authority shall be included. The runway designator RRRR shall be reported in 
accordance with the relevant ICAO regional Air Navigation Plan.The runway deposits ER, the extent of 
runway contamination CR, the depth of deposit eReR and the friction coefficient/braking action BRBR shall be 
indicated in accordance with code tables 0919, 0519, 1079 and 0366, respectively.  The state of the runway 
group shall be replaced by the abbreviation SNOCLO when the aerodrome is closed due to extreme deposit 
of snow.  If contaminations on a single runway or on all runways at an aerodrome have ceased to exist, this 
should be reported by replacing the last six digits of the group by "CLRD//". 

 
Note.- Concerning runway designator DRDR, Regulation 15.7.3 applies.  Additional code 
figures 88 and 99 are reported in accordance with the European Air Navigation Plan, FASID, 
Part III-AOP, Attachment A.  

 
Change 15.14.12 as: 
… 
15.14.12 Inclusion of significant forecast weather w’w’, using the appropriate abbreviations in 

accordance with Regulation 15.8, shall be restricted to indicate: 
(1) the onset, cessation or change in intensity of the following weather phenomena: 

- Freezing precipitation; 
- Moderate or heavy precipitation (including showers); 
- Duststorm; 
- Sandstorm; 
- Thunderstorm (with precipitation) 
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(2) the onset or cessation of the following weather phenomena:  
 - Freezing fog;  
 - Ice crystals;  
 - Low drifting dust, sand or snow;  
 - Blowing dust, sand or snow;  
 - Thunderstorm without precipitation;  
 - Squall;  
 - Funnel cloud (tornado or waterspout).  

 
Modify 15.14.14 as  

15.14.14 To indicate a change to clear sky, the abbreviation SKC (sky clear) shall replace the groups 
N1NSNshshsh, or VVhshshs.When no cloud below 1 500 metres (5 000 ft) or the highest minimum sector 
altitude, whichever is greater, and no Cumulonimbus and no towering cumulus are forecast, and CAVOK or 
SKB areis not appropriate, the abbreviation NSC shall be used. 
 
 
FM 51-XIII Ext. TAF Aerodrome forecast 
 
CODE FORM: 
 
 TAF AMD or   NIL     

TAF COR or 
TAF 

CCCC  YYGGggZ or 
Y1Y1G1G1/Y2Y2G2G2 

dddffGfmfm 
or  

or MPS

   

 

CNL 

 

 

 

  

 

     

 
 
   NSNSNShShShS 

or VVhShShS 
 VVVV w’w’  or NSC
 or   
 CAVOK   
 
 
(TXTFTF/YFYFGFGFZ  TNTFTF/YFYFGFGFZ) 
 

 PROB C2C2 or 
PROB C2C2 TTTTT 
or TTTTT 

 
YYGG/YeYeGeGe 

 

 
dddffGfmfm 

 
KMH 
or KT  

 
VVVV 

w’w’ 
or 
NSW 

NSNSNShShShS 
or VVhShShS 
or NSC 

 or 
TTYYGGgg 

   or MPS or   

     CAVOK   

 

 
CHANGES to REGULATIONS: 
 
51.1.4 The forecast shall cover the period Y1Y1G1G1 to Y2Y2G2G2. The forecast period may 

be divided into two or more self-contained parts by the use of the time indicator 
group TTYYGGgg in the form of FMYYGGgg. A complete description of the forecast 
prevailing conditions shall be given at the beginning of the forecast or the self-
contained parts designated by FMYYGGgg. If any element is expected to change 
significantly during the forecast period or a self-contained part thereof, one or more 
sets of change groups TTTTT YYGG/YeYeGeGe shall be added after the complete 
description of the conditions prevailing before the change. Each change group shall 
be followed by the modified elements subject to Regulation 51.1.5. 
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NOTES: 
(1) The governing criteria for inclusion of change groups are specified in publication 

WMO-No. 49 – Technical Regulations [C.3.1]. 
(2) See Regulation 51.8.1. 
 

51.1.5 The group w’w’ and/or the group NSNSNShShShS, or VVhShShS shall be omitted if the 
corresponding element(s) is (are) expected to be absent or not significant.  After change 
groups TTTTT YYGG/YeYeGeGe, elements shall be omitted if they are not expected to differ 
significantly from the preceding values they possessed in the coded forecast (see Regulations 
51.5.2, 51.6.1.7 and 51.6.3).  However, in case of significant change of the clouds, all cloud 
groups, including any significant layer(s) or masses not expected to change, shall be given 

 
… 
 
Delete second sentence of note in 51.4: 
 
51.4 Group VVVV 
 

NOTE: The coding of visibility is based on the use of the metre and kilometre, in accordance 
with the units specified in ICAO Annex 5. . However, in Region VI, statute miles and 
fractions thereof are used in accordance with national coding procedures as indicated in 
Volume II of this Manual. 

… 
Change 51.5.1 to read: 
 
51.5.1 Inclusion of significant forecast weather w'w', using the appropriate abbreviations in 

accordance with Regulation 15.8, shall be restricted to indicate: 
 

 (1) the occurrence, cessation or change in intensity of the following weather 
phenomena: 
 - Freezing precipitation; 
 - Moderate or heavy precipitation (including showers); 
 - Duststorm; 
 - Sandstorm; 
 - Thunderstorm (with precipitation); 

 
(2) the occurrence or cessation of the following weather phenomena:  

 - Ice crystals;  
 - Freezing fog;  
 - Low drifting dust, sand or snow;  
 - Blowing dust, sand or snow;  
 - Thunderstorm without precipitation;  
 - Squall;  
 - Funnel cloud (tornado or waterspout).  

… 
 
Change 51.6 as: 
 
  NSNSNShShShS 
 
  or 
 
51.6 Group VVhShShS 
 
 or 
  SKC(or NSC) 
 
  
Delete 51.6.1.7: 
 

51.6.1.7 When clear sky is forecast, the cloud group shall be replaced by the abbreviation SKC. 
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Modify 51.8 to 51.10.1 as follows: 
 

TTTTT YYGG/ YeYeGeGe 
51.8 Groups  or 

TTYYGGgg 
 
51.8.1 These groups shall be used when, during the period Y1Y1G1G1 to Y2Y2G2G2, a 

change in some or all of the elements forecast is expected to occur at some 
intermediate time YYGGgg or during the period YYGG to YeYeGeGe.  Such groups 
shall not be introduced until all the data groups necessary to describe the elements 
forecast in the period Y1Y1G1G1 to Y2Y2 G2G2 or YYGGgg have been given. 

 
NOTES: 
(1) If the end of the forecast period is midnight, YeYe should be the date 
before midnight and GeGe should be indicated as 24. 
(2) See Note (1) to Regulation 51.1.4. 

 
51.8.2 The time indicator group TTYYGGgg in the form of FMYYGGgg (from YYGGgg) 

shall be used to indicate the beginning of a self-contained part of the forecast 
indicated by YYGGgg.  When the group FMYYGGgg is used, all forecast conditions 
given before the group FMYYGGgg are superseded by the conditions indicated after 
the group. 

 
51.8.3 The change groups TTTTT YYGG/ YeYeGeGe in the form of BECMG YYGG/ 

YeYeGeGe shall indicate a change to forecast meteorological conditions expected to 
occur at either a regular or irregular rate at an unspecified time within the period 
YYGG to YeYeGeGe.  The duration of the period YYGG to YeYeGeGe shall normally 
not exceed two hours and in any case shall not exceed four hours.  The change 
groups shall be followed by a description of all the elements for which a change is 
forecast.  When an element is not described in data groups which follow the change 
groups, the description of this element for the period between Y1Y1G1G1 and Y2Y2 
G2G2 shall be considered to remain valid subject to Regulation 51.1.5. 

 
N O T E : The conditions described after the groups BECMG YYGG/ YeYeGeGe are those 
expected to prevail from YeYeGeGe until Y2Y2G2G2, unless a further change is expected, in 
which case a further set of change groups BECMG YYGG/ YeYeGeGe or FMYYGGgg must 
be used. 

 
51.8.4 The change groups TTTTT YYGG/ YeYeGeGe in the form of TEMPO YYGG/ 

YeYeGeGe shall indicate frequent or infrequent temporary fluctuations to forecast 
meteorological conditions which are expected to last less than one hour in each 
instance and, in the aggregate cover, less than half of the period indicated by YYGG/ 
YeYeGeGe. 

 
NOTES: 
(1) If the modified forecast condition is expected to last one hour or more, Regulation 51.8.2 

or 51.8.3 applies, i.e. the change groups BECMG YYGG/ YeYeGeGe or FMYYGGgg must 
be used at the beginning and end of the period during which conditions are expected to 
depart from those forecast prior to YYGG or YYGGgg. 

(2) To keep forecasts clear and unambiguous, the use of change indicators should be 
carefully considered and kept to a minimum.  In particular, the overlapping of change 
periods should be avoided.  At any time during the period of validity of the TAF, only one 
possible variation to the prevailing forecast conditions should normally be indicated.  The 
subdivision of the forecast period by FMYYGGgg should be used to avoid too complex 
forecasts in cases where many significant changes to weather conditions are expected to 
occur throughout the forecast period. 
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51.9 Groups PROBC2C2 YYGG/ YeYeGeGe 
 
51.9.1 In order to indicate the probability of occurrence of alternative value(s) of forecast 

element(s), during a defined period of time, the PROBC2C2 YYGG/ YeYeGeGe shall 
be placed directly before the alternative value(s).  For C2C2, only the values 30 and 
40 shall be used to indicate the probabilities 30 and 40%, respectively. 
 
N O T E: A probability of less than 30% of actual values deviating from those forecast is not 
considered to justify the use of the group PROB. When the possibility of an alternative value 
is 50% or more, this should be indicated by the use of BECMG, TEMPO or FM as 
appropriate. 

 
51.9.2 A probability statement may also be related to the occurrence of temporary 

fluctuations.  In this case, the group PROBC2C2 shall be placed immediately before 
the change group TEMPO and the group YYGG/ YeYeGeGe shall be placed after 
TEMPO (for example PROB30 TEMPO 2922/3001). 

 
51.9.3 The group PROBC2C2 shall not be used in combination with the change indicator 

group BECMG or the time indicator group FMYYGGgg. 
 
51.10 Groups (TXTFTF/YFYFGFGFZ  TNTFTF/YFYFGFGFZ) 
 
51.10.1 To indicate forecast maximum and minimum temperatures expected to occur at the 

time indicated by YFYFGFGFZ, the letter indicator TX for the maximum forecast 
temperature and TN for the minimum forecast temperature shall precede TFTF 
without a space. 

 
Changes to Specification of symbolic letters: 
 

1. Entry for YY 
 

Delete FM 51 from subparagraph (b) 
 

Add subparagraphs: 

  (d) On which the forecast was issued (FM 51) 

(e) Indicating the date (day) on which part of the forecast commences or a forecast     
change commences (FM 51) 

 
2. Entry for YFYF 
 
Add paragraph 

Valid day of the month (UTC) of the temperature forecast (FM 51) 
 

3. Entry for YeYe 
 

Add paragraph: 

Day of month (UTC) of end of forecast change 
 

4. Entry for Y2Y2 
 

Add FM51 to the list of code forms. 
 

5. Change DRDR to: 
 

“Runway designator reported in accordance with ICAO Annex 14.” 
 (FM 15, FM 16) 
6. Delete RRRR. 
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Change in Notes to Code Table 4678 
 
(10) The descriptor SH shall be used only in combination with one or more of the letter 
abbreviations RA, SN, PL, GS, GR and UP to ….. 
 
(11) The descriptor TS, if not used on its own, shall be used only in combination with one or 
more of the letter abbreviations RA, SN, GS, GR and UP to indicate thunderstorm ……. 
 
(12) The descriptor FZ shall be used only in combination with the letter abbreviations FG, DZ, 
RA and UP for example FZRA. 

 

 
 

 (CBS-Ext.(06)) 6 التوصية
 

 ، الجزء جيم،2 –المجلد الأول ، مرجع الشفراتتعدیلات 
  للشفرات الثنائية والشفرات الأبجدیة العددیةالسمات المشترآة

 
 إن لجنة النظم الأساسية،   

 
 :إذ تشير إلى

 
مطبوع المنظمة (والتوصيات التقرير النهائي الموجز للدورة الثالثة عشرة للجنة النظم الأساسية مع القرارات   (1)

 ،5.2.73الملخص العام، الفقرة ) 985رقم 
 

/  تشرين الثاني1-4جنيف، (تقرير اجتماع فرقة التنسيق المعنية بالارتحال إلى نماذج الشفرات الجدولية  (2)
 ،)2005نوفمبر 

 
 ،)2005 ديسمبر/ آانون الأول 5-8، عمان، مسقط(تقرير اجتماع فرقة الخبراء المعنية بتمثيل البيانات والشفرات  (3)
 

فرقة التنسيق المعنية  وتمثيل البيانات والشفراتتقرير الاجتماع المشترك بين فرقة الخبراء المعنية ب (4)
 ،)2006مايو /  أيار8-12منظمة الطيران المدني الدولي، مونتريال، (بالارتحال إلى نماذج الشفرات الجدولية 

 
 ،)2006سبتمبر /  أيلول18-22جنيف، (لتنسيق المعنية بنظم وخدمات المعلومات ا/ تقرير فرقة التنفيذ (5)
 

 الشفرات الأبجدية الحالية بالانتقال من إعداد التقاريرتحديث ممارسات الحاجة إلى تكييف و وإذ تضع في اعتبارها
 ،BUFRة في قوالب شفرات وطني/  إلى نماذج الشفرات الجدولية وإدراج ممارسات إقليمية)TAC( التقليدية العددية

 
 :2007نوفمبر /  تشرين الثاني7اعتباراً من العملي  باعتماد التعديلات التالية لاستخدامها توصي

 
 الجزء جيم، السمات المشترآة للشفرات الثنائية والأبجدية 2 –المجلد الأول الإضافات إلى مرجع الشفرات  (1)

لإعداد تقارير عن بيانات الرصدات التقليدية في نماذج الشفرات دال القواعد التنظيمية "العددية من الفصل 
  ؛المحددة في مرفق هذه التوصية" CREX أو BUFRشفرات : الجدولية

 
 على أن توضع على وحدة  الشفراتفي مرجع إلى الأمين العام اتخاذ الترتيبات اللازمة لإدراج هذه التعديلات تطلب

 .خدمة المنظمة على شبكة الويب فقط
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Annex to Recommendation 6 (CBX-Ext.(06)) 
 

PART C – COMMON FEATURES TO BINARY AND ALPHANUMERIC CODES 
d. Regulations for reporting traditional observations data in Table Driven Code Forms (TDCF): 

BUFR or CREX 
 
 
B/C1   – Regulations for reporting SYNOP data in TDCF 

ANNEX: Regional regulations for reporting SYNOP data in BUFR/CREX  
for RA I – RA II – RA III – RA IV – RA VI 

 
 
B/C5   – Regulations for reporting SYNOP MOBIL data in TDCF 
 
 
B/C10 – Regulations for reporting SHIP data in TDCF 
 
 
B/C20 – Regulations for reporting PILOT, PILOT SHIP and PILOT MOBIL data in TDCF 
 
 
B/C25 – Regulations for reporting TEMP, TEMP SHIP and TEMP MOBIL data in TDCF 

ANNEX   I: RA IV BUFR template for TEMP, TEMP SHIP and TEMP MOBIL data 

ANNEX  II: List of parameters for representation of additional information on sounding 
instrumentation 

 
 
B/C26 – Regulations for reporting TEMP DROP data in TDCF 
 
 
B/C30 – Regulations for reporting CLIMAT data in TDCF 
 
 
B/C32 – Regulations for reporting CLIMAT SHIP data in TDCF 
 
 
B/C35 – Regulations for reporting CLIMAT TEMP and CLIMAT TEMP SHIP data in TDCF 

 

Regulations for reporting traditional observations data in TDCF 
 

B/C1   – Regulations for reporting SYNOP data in TDCF 
B/C5   – Regulations for reporting SYNOP MOBIL data in TDCF 
B/C10 – Regulations for reporting SHIP data in TDCF 
B/C20 – Regulations for reporting PILOT, PILOT SHIP and PILOT MOBIL data in TDCF 
B/C25 – Regulations for reporting TEMP, TEMP SHIP and TEMP MOBIL data in TDCF 
B/C26 – Regulations for reporting TEMP DROP data in TDCF 
B/C30 – Regulations for reporting CLIMAT data in TDCF 
B/C32 – Regulations for reporting CLIMAT SHIP data in TDCF 
B/C35 – Regulations for reporting CLIMAT TEMP and CLIMAT TEMP SHIP data in TDCF 
 

General 
(i) The regulations for reporting data of traditional observations in BUFR or CREX are intended to 

provide a link between the Manual on Codes, Volume I.1 and Volume II, containing traditional 
alphanumeric codes (TAC) regulations with detailed description of reporting practices and the 
Volume I.2, where the code forms FM 94 BUFR and FM 95 CREX are defined.  

(ii) A BUFR/CREX template has been developed for each traditional observation that is considered 
suitable for migration to table driven code forms (TDCF).  Templates presented prior the 
regulations are BUFR templates; if used for CREX, relevant modifications have to be introduced.  
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(iii) The regulations for reporting data of each traditional observation in TDCF are numbered in the 
increasing order in compliance with a standard BUFR/CREX template recommended for the data 
type.  For reference, the number of the corresponding TAC regulation is included at the end of the 
regulation, written in square brackets. 

(iv) BUFR/CREX templates defined for traditional observation data contain not only the elements 
reported in the corresponding TAC, but also other important information.  The regulations for 
reporting traditional observations data in BUFR/CREX address also these additional entries (e.g. 
horizontal and vertical coordinates of the observation site, position of sensors, significance 
qualifiers). 

(v) With each element introduced within the regulations, the unit and the required precision are 
specified.  If different units are used in BUFR and CREX, the unit in which the element value is 
reported in CREX is also mentioned.  Scaling is expected to be executed by the encoding BUFR 
or CREX software; in case of manual encoding of a CREX message, however, the scaling shall be 
included in the reporting procedure. 

(vi) If the unit of the element is defined as a flag table, the element values shall be reported in octal 
representation in CREX. 

(vii) Reporting practices primarily refer to the procedures relevant for producing of the data in BUFR or 
CREX at the observing site.  When data are collected in TAC and converted into BUFR or CREX 
in the centre, the differences in the reporting procedures, if any, are mentioned.  

(viii) If regional or national reporting practices require inclusion of additional parameters, the regulations 
provide guidance for addition of the relevant descriptors.   

(ix) A NIL report shall be represented by setting all values to “missing value” except for the 
identification of the station or observing site and delayed replication factors.  

Note: Texts in italic within the regulations indicate that special attention should be given to this aspect 
of the regulation. 

 
References: 

[1] Manual on Codes, WMO-No. 306, Volume I.1 and I.2 
[2] Manual on Codes, WMO-No. 306, Volume II 
[3] Final Report, ET DR&C, Kuala Lumpur, 21 – 26 June 2004 
[4] Final Report, ET DR&C, Muscat, 5 – 8 December 2005 
[5] Guide to Climatological Practices, WMO-No. 100  
[6] Technical Regulations, WMO-No. 49  
[7] Handbook on CLIMAT and CLIMAT TEMP reporting, WMO/TD No.1188 

 
B/C1 – Regulations for reporting SYNOP data in TDCF 

TM 307080 -  BUFR template for synoptic reports from fixed land stations suitable for SYNOP data  

3 07 080  Sequence for representation of synoptic reports from a fixed land station 
suitable for SYNOP data 

 3 01 090 Fixed surface station identification, time, horizontal and vertical coordinates 
 3 02 031 Pressure data 
 3 02 035 Basic synoptic “instantaneous” data  
 3 02 036 Clouds with bases below station level 
 3 02 047 Direction of cloud drift                   
 0 08 002 Vertical significance  
 3 02 048 Direction and elevation of cloud                 
 3 02 037 State of ground, snow depth, ground minimum temperature  
 3 02 043 Basic synoptic “period” data 
 3 02 044 Evaporation data 
 1 01 002 Replicate next descriptor 2 times 
 3 02 045 Radiation data (from 1 hour and/or 24 hour period) 
 3 02 046 Temperature change                                          
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This BUFR template for synoptic reports from fixed land stations further expands as follows: 
 
 
3 01 090   Fixed surface station identification, time,   

horizontal and vertical coordinates 
Unit, scale 

 3 01 004 0 01 001 WMO block number                                       II  Numeric, 0 
  0 01 002 WMO station number                                    iii Numeric, 0 
  0 01 015 Station or site name  CCITT IA5, 0 
  0 02 001 Type of station                                             (ix) Code table, 0 
 3 01 011 0 04 001 Year     Year, 0 
  0 04 002 Month  Month, 0 
  0 04 003 Day                                                              YY Day, 0 
 3 01 012 0 04 004 Hour                                                            GG Hour, 0 
  0 04 005 Minute                                                          gg Minute, 0 
 3 01 021 0 05 001 Latitude (high accuracy) Degree, 5 
  0 06 001 Longitude (high accuracy) Degree, 5 
 0 07 030  Height of station ground above mean sea level m, 1 
 0 07 031  Height of barometer above mean sea level m, 1 

3 02 031   Pressure data  
 3 02 001 0 10 004 Pressure                                               P0P0P0P0 Pa, –1 
  0 10 051 Pressure reduced to mean sea level        PPPP Pa,  –1 
  0 10 061 3-hour pressure change                              ppp Pa,  –1 
  0 10 063 Characteristic of pressure tendency                a Code table, 0 
 0 10 062  24-hour pressure change                    p24p24p24 Pa,  –1 
 0 07 004  Pressure (standard level)                                a3 Pa, –1 
 0 10 009  Geopotential height of the standard level     hhh gpm, 0 

3 02 035   Basic synoptic “instantaneous” data   
   Temperature and humidity data  
 3 02 032 0 07 032 Height of sensor above local ground 

(for temperature and humidity measurement) 
m, 2 

  0 12 101 Temperature/dry-bulb temperature(sc.2)  snTTT  K,  2 
  0 12 103 Dew-point temperature (scale 2)          snTdTdTd K,  2 
  0 13 003 Relative humidity %, 0 

   Visibility data   

 
3 02 033 0 07 032 Height of sensor above local ground 

(for visibility measurement) 
m, 2 

  0 20 001 Horizontal visibility                                       VV m,  –1 
   Precipitation past 24 hours  
 3 02 034 0 07 032 Height of sensor above local ground 

(for precipitation measurement) 

m, 2 

  0 13 023 Total precipitation past 24 hours     R24R24R24R24 kg m-2, 1 
 0 07 032  Height of sensor above local ground 

(set to missing to cancel the previous value) 

m, 2 

   Cloud data  
 3 02 004 0 20 010 Cloud cover (total)                                           N %, 0 
  0 08 002 Vertical significance Code table, 0 
  0 20 011 Cloud amount (of low or middle clouds)          Nh Code table, 0 
  0 20 013 Height of base of cloud                                    h m, –1 
  0 20 012 Cloud type (low clouds CL)                              CL Code table, 0 
  0 20 012 Cloud type (middle clouds CM)                        CM Code table, 0 
  0 20 012 Cloud type (high clouds CH)                            CH Code table, 0 
   Individual cloud layers or masses  
 1 01 000  Delayed replication of 1 descriptor    
 0 31 001  Delayed descriptor replication factor Numeric, 0 
 3 02 005 0 08 002 Vertical significance Code table, 0 
  0 20 011 Cloud amount (Ns)                                           Ns Code table, 0 
  0 20 012 Cloud type (C)                                                  C Code table, 0 
  0 20 013 Height of base of cloud (hshs)                       hshs m, -1 
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   Clouds with bases below station level  
3 02 036 1 05 000  Delayed replication of 5 descriptors    

 0 31 001  Delayed descriptor replication factor Numeric, 0 
 0 08 002  Vertical significance Code table, 0 
 0 20 011  Cloud amount                                                 N’ Code table, 0 
 0 20 012  Cloud type                                                      C’ Code table, 0 
 0 20 014  Height of top of cloud                                  H’H’ m, -1 
 0 20 017  Cloud top description                                      Ct Code table, 0 
   Direction of cloud drift                  gr. 56DLDMDH  

3 02 047 1 02 003  Replicate 2 descriptors 3 times  
 0 08 002  Vertical significance             = 7 (low cloud) 

                                            = 8 (middle cloud) 
                                            = 9 (high cloud) 

Code table, 0 

 0 20 054  True direction from which clouds are moving 
                                                              DL, DM, DH 

Degree true, 0 

0 08 002   Vertical significance    
(set to missing to cancel the previous value) 

Code table, 0 

   Direction and elevation of cloud    gr. 57CDaeC  
3 02 048 0 05 021  Bearing or azimuth                                            Da Degree true, 2 

 0 07 021  Elevation angle                                                  eC Degree, 2 
 0 20 012  Cloud type                                                          C Code table, 0 
 0 05 021  Bearing or azimuth 

(set to missing to cancel the previous value) 
Degree true, 2 

 0 07 021  Elevation angle 
(set to missing to cancel the previous value) 

Degree, 2 

   State of ground, snow depth, ground minimum 
temperature 

 

3 02 037 0 20 062  State of ground (with or without snow)     E or E’ Code table, 0 
 0 13 013  Total snow depth                                         sss m, 2 
 0 12 113  Ground minimum temperature (scale2), past 12 hours   

snTgTg 
K, 2 

3 02 043   Basic synoptic “period” data  
   Present and past weather   
 3 02 038 0 20 003 Present weather                                            ww Code table, 0 
  0 04 024 Time period in hours Hour, 0 
  0 20 004 Past weather (1)                                              W1 Code table, 0 
  0 20 005 Past weather (2)                                                                        W2 Code table, 0 

   Sunshine data (from 1 hour and 24 hour period)  

 1 01 002  Replicate 1 descriptors 2 times  
 3 02 039 0 04 024 Time period in hours Hour, 0 
  0 14 031 Total sunshine                                SS and SSS Minute, 0 
   Precipitation measurement  
 3 02 040 0 07 032 Height of sensor above local ground 

(for precipitation measurement) 
m,  2 

  1 02 002 Replicate next 2 descriptors 2 times  
  0 04 024 Time period in hours                                      tR Hour, 0 
  0 13 011 Total precipitation / total water equivalent of snow          

RRR 
kg m-2, 1 

   Extreme temperature data  
 3 02 041 0 07 032 Height of sensor above local ground 

(for temperature measurement) 
m, 2 

  0 04 024 Time period or displacement                           Hour, 0 
  0 04 024 Time period or displacement (see Notes 1 and 2) Hour, 0 
  0 12 111 Maximum temperature (scale 2) at height and over 

period specified                             snTxTxTx 
 K, 2 

  0 04 024 Time period or displacement                           Hour, 0 
  0 04 024 Time period or displacement (see Note 2) Hour, 0 
  0 12 112 Minimum temperature (scale 2) at height and over 

period specified                             snTnTnTn 
 K, 2 
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   Wind data  
 3 02 042 0 07 032 Height of sensor above local ground 

(for wind measurement) 
m, 2 

  0 02 002 Type of instrumentation for wind measurement  iw Flag table, 0 
  0 08 021 Time significance (= 2 (time averaged)) Code table, 0 
  0 04 025 Time period  (=  - 10 minutes, or number of minutes 

after a significant change of wind) 
Minute, 0 

  0 11 001 Wind direction                                               dd Degree true, 0 
  0 11 002 Wind speed                                                    ff m s-1, 1 
  0 08 021 Time significance (= missing value) Code table, 0 
  1 03 002 Replicate next 3 descriptors 2 times  
  0 04 025 Time period in minutes     Minute, 0 
  0 11 043 Maximum wind gust direction Degree true, 0 
  0 11 041 Maximum wind gust speed        910fmfm, 911fxfx m s-1, 1 
 0 07 032 

 
Height of sensor above local ground 
(set to missing to cancel the previous value) 

m, 2 

  
 

Evaporation data  

3 02 044 0 04 024  Time period in hours Hour, 0 
 0 02 004  Type of instrument for evaporation or crop type for 

evapotranspiration                                   iE 
Code table, 0 

 0 13 033  Evaporation /evapotranspiration                EEE kg m-2, 1 
  

 
Radiation data (from 1 hour and 24 hour period)  

1 01 002   Replicate next descriptor 2 times  
3 02 045 0 04 024  Time period in hours Hour, 0 

 0 14 002  Long-wave radiation, integrated over period specified    
553SS 4FFFF or 553SS 5FFFF,  
                           55SSS 4F24F24F24F24  or  
                           55SSS 5F24F24F24F24 

J m-2,  -3 

 
0 14 004 

 
Short-wave radiation, integrated over period specified   
553SS 6FFFF, 
                                      55SSS 6F24F24F24F24 

J m-2,  -3 

 0 14 016  Net radiation, integrated over period specified 
                           553SS 0FFFF or 553SS 1FFFF, 
                           55SSS 0F24F24F24F24 or  
                           55SSS 1F24F24F24F24 

J m-2,  -4 

 0 14 028  Global solar radiation (high accuracy), integrated over 
period specified           553SS 2FFFF, 
                                             55SSS 2F24F24F24F24 

J m-2,  -2 

 0 14 029  Diffuse solar radiation (high accuracy), integrated over 
period specified          553SS 3FFFF,  
                                           55SSS 3F24F24F24F24 

J m-2,  -2 

 0 14 030  Direct solar radiation (high accuracy), integrated over 
period specified           55408 4FFFF, 
                                            55508 5F24F24F24F24 

J m-2,  -2 

   Temperature change                group 54g0sndT    
3 02 046 0 04 024  Time period or displacement                           Hour, 0 

 0 04 024  Time period or displacement (see Note 3)         Hour, 0     
 0 12 049  Temperature change over period specified  sndT K, 0 

 

Notes:  
1) Within RA-IV, the maximum temperature at 1200 UTC is reported for the previous calendar day (i.e. 
the ending time of the period is not equal to the nominal time of the report). To construct the required time 
range, descriptor 004024 has to be included two times. If the period ends at the nominal time of the report, 
value of the second 004024 shall be set to 0. 
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2) Within RA-III, the maximum day-time temperature and the minimum night-time temperature is 
reported (i.e. the ending time of the period may not be equal to the nominal time of the report). To construct 
the required time range, descriptor 004024 has to be included two times. If the period ends at the nominal 
time of the report, value of the second 004024 shall be set to 0. 
3) To construct the required time range, descriptor 004024 has to be included two times. 
 

Regulations: 
B/C 1.1  Section 1 of BUFR or CREX 
B/C 1.2    Fixed station identification, time, horizontal and vertical coordinates  
B/C 1.3   Pressure data 
B/C 1.4    Basic synoptic “instantaneous” data  
B/C 1.4.1  Temperature and humidity data  
B/C 1.4.2  Visibility data 
B/C 1.4.3  Precipitation past 24 hours 
B/C 1.4.4  Cloud data 
B/C 1.4.5 Individual cloud layers or masses 
B/C 1.5   Clouds with bases below station level 
B/C 1.6   Direction of cloud drift 
B/C 1.7  Direction and elevation of cloud 
B/C 1.8  State of ground, snow depth, ground minimum temperature 
B/C 1.9   “Instantaneous” data required by regional or national reporting practices 
B/C 1.10  Basic synoptic “period” data  
B/C 1.10.1  Present and past weather  
B/C 1.10.2  Sunshine data  
B/C 1.10.3  Precipitation measurement 
B/C 1.10.4  Extreme temperature data 
B/C 1.10.5 Wind data 
B/C 1.11 Evaporation data  
B/C 1.12  Radiation data  
B/C 1.13  Temperature change 
B/C 1.14 “Period” data required by regional or national reporting practices 
 
B/C 1.1  Section 1 of BUFR or CREX 
 
B/C 1.1.1  Entries required in Section 1 of BUFR 

The following entries shall be included in BUFR Section 1: 
- BUFR master table, 
- identification of originating/generating centre, 
- identification of originating/generating sub-centre, 
- update sequence number, 
- identification of inclusion of optional section, 
- data category (= 000 for SYNOP data), 
- international data sub-category (1), (2), 
- local data subcategory, 
- version number of master table, 
- version number of local tables, 
- year (year of the century up to BUFR edition 3), 
- month (standard time), 
- day (standard time = YY in the abbreviated telecommunication header for SYNOP data), 
- hour (standard time = GG in the abbreviated telecommunication header for SYNOP data), 
- minute (standard time = 00 for SYNOP data). 

Notes: 
(1) Inclusion of this entry is required starting with BUFR edition 4. 
(2) If required, the international data sub-category shall be included for SYNOP data as 

= 002 at main synoptic times 00, 06, 12, 18 UTC, 
= 001 at intermediate synoptic times 03, 09, 15, 21 UTC, 
= 000 at observation times 01, 02, 04, 05, 07, 08, 10, 11, 13, 14, 16, 17, 
   19, 20, 22 and 23 UTC. 
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B/C 1.1.2  Entries required in Section 1 of CREX 

The following entries shall be included in CREX Section 1: 
- CREX master table, 
- CREX edition number, 
- CREX table version number, 
- version number of BUFR master table (1), 
- version number of local tables (1), 
- data category (= 000 for SYNOP data),  
- international data sub-category (1), (2), 
- identification of originating/generating centre (1), 
- identification of originating/generating sub-centre (1), 
- update sequence number (1), 
- number of subsets (1), 
- year ( standard time) (1), 
- month (standard time) (1), 
- day (standard time = YY in the abbreviated telecommunication header for SYNOP data) (1), 
- hour (standard time = GG in the abbreviated telecommunication header for SYNOP data) (1), 
- minute (standard time = 00 for SYNOP data) (1). 

Notes: 
(1) Inclusion of these entries is required starting with CREX edition 2. 
(2) If inclusion of international data sub-category is required, Note (2) under B/C 1.1.1 applies. 

 
B/C 1.2 Fixed station identification, time, horizontal and vertical coordinates <3 01 090> 

B/C 1.2.1 Fixed station identification  

WMO block number station (0 01 001) and WMO station number (0 01 002) shall be always 
reported as a non-missing value. 

Station or site name (0 01 015) shall be reported as published in WMO-No. 9, Volume A, 
Observing Stations, provided that the station name does not exceed 20 characters.  A shortened 
version of the name shall be reported otherwise.  

Type of station (0 02 001) shall be reported to indicate the type of the station operation (manned, 
automatic or hybrid). 
Note: 
(1) If a station operates as a manned station for a part of the day and as an automatic station for 

the rest of the day, code figure 2 (Hybrid) may be used in all reports.  It is preferable, however, 
to use code figure 1 (Manned) in reports produced under the supervision of an observer, and a 
code figure 0 (Automatic) in reports produced while the station operates in the automatic mode. 

 

B/C 1.2.2 Time of observation  

Year (0 04 001), month (0 04 002), day (0 04 003), hour (0 04 004) and minute (0 04 005) of the 
actual time of observation shall be reported. 
Note: 
(1) The actual time of observation shall be the time at which the barometer is read. [12.1.6] 

 
B/C 1.2.2.1 
 

If the actual time of observation differs by 10 minutes or less from the standard time reported in 
Section 1, the standard time may be reported instead of the actual time of observation. [12.2.8] 

 

B/C 1.2.3 Horizontal and vertical coordinates 

Latitude (0 05 001) and longitude (0 06 001) of the station shall be reported in degrees with 
precision in 10-5 of a degree. 

Height of station ground above mean sea level (0 07 030) and height of barometer above mean 
sea level (0 07 031) shall be reported in meters with precision in tenths of a meter.  
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B/C 1.3 Pressure data <3 02 031> 
 
B/C 1.3.1 Pressure at the station level 

Pressure at the station level (0 10 004), i.e. at the level defined by 0 07 031 (height of barometer 
above mean sea level), shall be reported in pascals (with precision in tens of a pascal).  

B/C 1.3.1.1 

The station pressure shall be included in reports for global exchange from land stations, together 
with either the mean sea level pressure or, in accordance with Regulation B/C 1.3.5.1, with the 
geopotential height of a standard pressure level. [12.2.4] 
Note: 
(1)   Inclusion of the station pressure at other times is left to the decision of individual Members. 

B/C 1.3.2 Pressure reduced to mean sea level   

Pressure reduced to mean sea level (0 10 051) shall be reported in pascals (with precision in tens 
of a pascal). 

B/C 1.3.2.1  
Whenever air pressure at mean sea level can be computed with reasonable accuracy, this 
pressure shall be reported. [12.2.3.4.1] 
Notes:  
(1) For a station situated in a region of normal synoptic network density, the pressure at mean sea 

level is considered not to be computed with reasonable accuracy when it introduces a 
deformation into the analysis of the horizontal pressure field, which is purely local and recurring. 

(2) For a station lying in a data-sparse area of the synoptic network, reasonable accuracy will be 
obtained when using a reduction method, which has proved to be satisfactory in a region of 
normal network density and under similar geographic conditions. 

 
B/C 1.3.3 Three-hour pressure change and characteristic of pressure tendency 

Amount of pressure change at station level, during the three hours preceding the time of 
observation (0 10 061), either positive, zero or negative, shall be reported in pascals (with precision 
in tens of a pascal).  

B/C 1.3.3.1  
Unless specified otherwise by regional decision, pressure tendency shall be included whenever the 
three-hourly pressure tendency is available. [12.2.3.5.1] 

B/C 1.3.3.2  
The characteristic of pressure tendency (Code table 0 10 063) over the past three hours shall, 
whenever possible, be determined on the basis of pressure samples at equi-spaced intervals not 
exceeding one hour. [12.2.3.5.2] 
Note:  
(1) Algorithms for selecting the appropriate code figure are included in publication WMO–No.8, 

Guide to Meteorological Instruments and Methods of Observation. 
B/C 1.3.3.3  

Where it is not possible to apply the algorithms specified in Regulation B/C 1.3.3.2 in reports from 
automatic weather stations, the characteristic of pressure tendency shall be reported as 2 when the 
tendency is positive, as 7 when the tendency is negative, and as 4 when the atmospheric pressure 
is the same as three hours before. [12.2.3.5.3] 

B/C 1.3.4  24-hour pressure change 
If specified by regional decision, amount of surface pressure change at station level, during 24 
hours preceding the time of observation (0 10 062), either positive, zero or negative, shall be 
reported in pascals (with precision in tens of a pascal). [12.4.7.1.2(k), (l)]  

B/C 1.3.5 Geopotential height of the standard level 
Geopotential height of the standard level (0 10 009) shall be reported in geopotential meters. The 
standard isobaric level is specified by the preceding entry Pressure (0 07 004). 
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B/C 1.3.5.1  
By regional decision, a high-level station, which cannot give pressure at mean sea level to a 
satisfactory degree of accuracy, shall report both the station-level pressure and the geopotential 
height of an agreed standard isobaric surface. [12.2.3.4.2] 

 
B/C 1.4 Basic synoptic “instantaneous” data <3 02 035> 
 
B/C 1.4.1 Temperature and humidity data <3 02 032> 
 
B/C 1.4.1.1 Height of sensor above local ground  

Height of sensor above local ground (0 07 032) for temperature and humidity measurement shall 
be reported in meters (with precision in hundredths of a meter). 
This datum represents the actual height of temperature and humidity sensors above ground at the 
point where the sensors are located. 

 
B/C 1.4.1.2 Dry-bulb air temperature 

Dry-bulb air temperature (0 12 101) shall be reported in degrees Kelvin (with precision in 
hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius)  
Notes: 
(1) Temperature data shall be reported with precision in hundredths of a degree even if they are 

measured with the accuracy in tenths of a degree. This requirement is based on the fact that 
conversion from the Kelvin to the Celsius scale has often resulted into distortion of the data 
values.  

(2) Temperature t (in degrees Celsius) shall be converted into temperature T (in degrees Kelvin) 
using equation: T = t + 273.15. 

B/C 1.4.1.2.1 
When the data are not available as a result of a temporary instrument failure, this quality shall be 
included as a missing value. [12.2.3.2] 
  

B/C 1.4.1.3 Dew-point temperature 

Dew-point temperature (0 12 103) shall be reported in degrees Kelvin (with precision in hundredths 
of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in hundredths of a 
degree Celsius).  
Note:  
(1) Notes (1) and (2) under Regulation B/C 1.4.1.2 shall apply. 

B/C 1.4.1.3.1 
When the data are not available as a result of a temporary instrument failure, this quality shall be 
included as a missing value. [12.2.3.3.2]  

 
B/C 1.4.1.4 Relative humidity 

Relative humidity (0 13 003) shall be reported in units of a percent. 
B/C 1.4.1.4.1 

Both dew point temperature and relative humidity shall be reported when available. 
 
B/C 1.4.2 Visibility data <3 02 033> 
 
B/C 1.4.2.1 Height of sensor above local ground 

Height of sensor above local ground (0 07 032) for visibility measurement shall be reported in 
meters (with precision in hundredths of a meter). 
This datum represents the actual height of visibility sensors above ground at the point where the 
sensors are located. If visibility is estimated by a human observer, average height of observer’s 
eyes above station ground shall be reported. 

 
B/C 1.4.2.2 Horizontal visibility 

Horizontal visibility (0 20 001) at surface shall be reported in meters (with precision in tens of a 
meter). 
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B/C 1.4.2.2.1 

When the horizontal visibility is not the same in different directions, the shortest distance shall be 
given for visibility. [12.2.1.3.1] 

 
B/C 1.4.3 Precipitation past 24 hours <3 02 034> 

 
B/C 1.4.3.1 Height of sensor above local ground 

Height of sensor above local ground (0 07 032) for precipitation measurement shall be reported in 
meters (with precision in hundredths of a meter). 
This datum represents the actual height of the rain gauge rim above ground at the point where the 
rain gauge is located. 

 
B/C 1.4.3.2 Total amount of precipitation during the 24-hour period  

Total amount of precipitation during the 24-hour period ending at the time of observation (0 13 023) 
shall be reported in kilograms per square meter (with precision in tenths of a kilogram per square 
meter). [12.4.9]  

B/C 1.4.3.2.1 
The precipitation over the past 24 hours shall be included (not missing) at least once a day at one 
appropriate time of the main standard times (0000, 0600, 1200, 1800 UTC). [12.4.1]   

B/C 1.4.3.2.2 
Precipitation, when it can be and has to be reported, shall be reported as 0.0 kgm-2 if no 
precipitation were observed during the referenced period. [12.2.5.4] 

B/C 1.4.3.2.3  
Trace shall be reported as “- 0.1 kgm-2 “. 
 

B/C 1.4.4 Cloud data <3 02 004> 
 

B/C 1.4.4.1 Total cloud cover 

Total cloud cover (0 20 010) shall embrace the total fraction of the celestial dome covered by 
clouds irrespective of their genus. It shall be reported in units of a percent. 
Note: 
(1) Total cloud cover shall be reported as 113 when sky is obscured by fog and/or other 

meteorological phenomena. 
B/C 1.4.4.1.1 

Total cloud cover shall be reported as actually seen by the observer during the observation. 
[12.2.2.2.1] 

B/C 1.4.4.1.2 
Altocumulus perlucidus or Stratocumulus perlucidus (“mackerel sky”) shall be reported as 99% or 
less  (unless overlying clouds appear to cover the whole sky) since breaks are always present in 
this cloud form even if it extends over the whole celestial dome. [12.2.2.2.2] 

B/C 1.4.4.1.3 
Total cloud cover shall be reported as zero when blue sky or stars are seen through existing fog or 
other analogous phenomena without any trace of cloud being seen. [12.2.2.2.3] 

B/C 1.4.4.1.4 
When clouds are observed through fog or analogous phenomena, their amount shall be evaluated 
and reported as if these phenomena were non-existent. [12.2.2.2.4] 

B/C 1.4.4.1.5 
Total cloud cover shall not include the amount resulting from rapidly dissipating condensation trails. 
[12.2.2.2.5] 

B/C 1.4.4.1.6 
Persistent condensation trails and cloud masses which have obviously developed from 
condensation trails shall be reported as cloud. [12.2.2.2.6] 

 
B/C 1.4.4.2 Vertical significance – Code table 0 08 002 

To specify vertical significance (0 08 002) within the sequence 3 02 004, a code figure shall be 
selected in the following way: 

(a) If low clouds are observed, then code figure 7 (Low cloud) shall be used. 
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(b) If there are no low clouds but middle clouds are observed, then code figure 8 (Middle 
clouds) shall be used. 

(c) If there are no low and there are no middle clouds but high clouds are observed, then code 
figure 0 shall be used. 

(d) If sky is obscured by fog and/or other phenomena, then code figure 5 (Ceiling) shall be 
used. 

(e) If there are no clouds (clear sky), then code figure 62 (Value not applicable) shall be used. 
(f) If the cloud cover is not discernible for reasons other than (d) above or observation is not 

made, then code figure 63 (Missing value) shall be used. 
 
B/C 1.4.4.3 Cloud amount (of low or middle clouds) – Code table 0 20 011 

Amount of all the low clouds (clouds of the genera Stratocumulus, Stratus, Cumulus, and 
Cumulonimbus) present or, if no low clouds are present, the amount of all the middle clouds 
(clouds of the genera Altocumulus, Altostratus, and Nimbostratus) present. 

B/C 1.4.4.3.1 
Cloud amount shall be reported as follows:  

(g) If there are low clouds, then the total amount of all low clouds, as actually seen by the 
observer during the observation shall be reported for the cloud amount. 

(h) If there are no low clouds but there are middle clouds, then the total amount of the middle 
clouds shall be reported for the cloud amount. 

(i) If there are no low clouds and there are no middle clouds but there are high clouds (clouds 
of the genera Cirrus, Cirrocumulus, and Cirrostratus), then the cloud amount shall be 
reported as zero. [12.2.7.2.1] 

B/C 1.4.4.3.2 
Amount of Altocumulus perlucidus or Stratocumulus perlucidus (“mackerel sky”) shall be reported 
using code figure 7 or less since breaks are always present in this cloud form even if it extends 
over the whole celestial dome. [12.2.7.2.2] 

B/C 1.4.4.3.3 
When the clouds reported for cloud amount are observed through fog or an analogous 
phenomenon, the cloud amount shall be reported as if these phenomena were not present. 
[12.2.7.2.3] 

B/C 1.4.4.3.4 
If the clouds reported for cloud amount include contrails, then the cloud amount shall include the 
amount of persistent contrails.  Rapidly dissipating contrails shall not be included in the value for 
the cloud amount. [12.2.7.2.4] 

 
B/C 1.4.4.4 Height of base of lowest cloud  

Height above surface of the base (0 20 013) of the lowest cloud seen shall be reported in meters 
(with precision in tens of a meter). 
Note:  
(1) The term “height above surface” shall be considered as being the height above the official 

aerodrome elevation or above station elevation at a non-aerodrome station. 
B/C 1.4.4.4.1   

When the station is in fog, a sandstorm or in blowing snow but the sky is discernable, the base of 
the lowest cloud shall refer to the base of the lowest cloud observed, if any.  When, under the 
above conditions, the sky is not discernible, the base of the lowest cloud shall be reported as 
missing.  [12.2.1.2] 

B/C 1.4.4.4.2 
When no cloud are reported (Total cloud cover = 0) the base of the lowest cloud shall be reported 
as a missing value. 

B/C 1.4.4.4.3 
When, by national decision, clouds with bases below the station are reported from the station and 
clouds with bases below and tops above the station are observed, the base of the lowest cloud 
shall be reported having a negative value if the base of cloud is discernible, or as a missing value. 
 

B/C 1.4.4.5 Cloud type of low, middle and high clouds - Code table 0 20 012  
Clouds of the genera Stratocumulus, Stratus, Cumulus, and Cumulonimbus (low clouds) shall be 
reported for the first entry 0 20 012, clouds of the genera Altocumulus, Altostratus, and 
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Nimbostratus (middle clouds) shall be reported for the second entry 0 20 012 and clouds of the 
genera Cirrus, Cirrocumulus, and Cirrostratus (high clouds) shall be reported for the third entry 0 
20 012. 

B/C 1.4.4.5.1 
The reporting of type of low, middle and high clouds shall be as specified in publication WMO-NO. 
407 – International Cloud Atlas, Volume I. [12.2.7.3] 

 
B/C 1.4.5 Individual cloud layers or masses 
 
B/C 1.4.5.1 Number of individual cloud layers or masses 

The number of individual cloud layers or masses shall be indicated by  Delayed descriptor 
replication factor 0 31 001 in BUFR and by a four-digit number in the Data Section corresponding 
to the position of the replication descriptor in the Data Description Section of CREX.  
Note: 

(1) The number of cloud layers or masses shall never be set to   missing value. 
(2) The number of cloud layers or masses shall be set to a positive value in a NIL report. 

B/C 1.4.5.1.1 
The number of individual cloud layers or masses shall in the absence of Cumulonimbus clouds not 
exceed three.  Cumulonimbus clouds, when observed, shall always be reported, so that the total 
number of individual cloud layers or masses can be four.  The selection of layers (or masses) to be 
reported shall be made in accordance with the following criteria: 

(a) The lowest individual layer (or mass) of any amount (cloud amount at least one octa or less, 
but not zero); 

(b) The next higher individual layer (or mass) the amount of which is greater than two octas; 
(c) The next higher individual layer (or mass) the amount of which is greater than four octas; 
(d) Cumulonimbus clouds, whenever observed and not reported under (a), (b) and (c) above. 

[12.4.10.1] 
B/C 1.4.5.1.2 

When the sky is clear, the number of individual cloud layers or masses shall be set to zero. 
B/C 1.4.5.1.3 

The order of reporting the individual cloud layers or masses shall always be from lower to higher 
levels. [12.4.10.2] 

 
B/C 1.4.5.2 Individual cloud layer or mass <3 02 005> 

Each cloud layer or mass shall be represented by the following four parameters: Vertical 
significance (0 08 002), amount of individual cloud layer or mass (0 20 011), type of cloud layer or 
mass (0 20 012) and height of base of individual cloud layer or mass (0 20 013). 

 
B/C 1.4.5.2.1 Vertical significance – Code table 0 08 002 

To specify vertical significance (0 08 002) within the sequence 3 02 005, a code figure shall be 
selected in the following way: 

(a) Code figure 1 shall be used in the first non-Cumulonimbus layer. 
(b) Code figure 2 shall be used in the second non-Cumulonimbus layer. 
(c) Code figure 3 shall be used in the third non-Cumulonimbus layer.  
(d) Code figure 4 shall be used in any Cumulonimbus layer. 
(e) If sky is obscured by fog and/or other phenomena, then code figure 5 (Ceiling) shall be 

used. 
(f) If the cloud cover is not discernible for reasons other than (e) above or observation is not 

made, then code figure 63 (Missing value) shall be used. 
 
B/C 1.4.5.2.2 Cloud amount, type and height of base  

B/C 1.4.5.2.2.1 
When the sky is clear, in accordance with Regulation B/C 1.4.5.1.2 cloud amount, genus, and 
height shall not be included. [12.4.10.4] 

B/C 1.4.5.2.2.2 

In determining cloud amounts (Code table 0 20 011) to be reported for individual layers or masses, 
the observer shall estimate, by taking into consideration the evolution of the sky, the cloud amounts 
of each individual layer or mass at the different levels, as if no other clouds existed. [12.4.10.3] 
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B/C 1.4.5.2.2.3 
Type of a cloud layer or mass (Code table 0 20 012) shall be reported using code figures 0, 1, 2, 3, 
4, 5, 6, 7, 8, 9, 59 and 63. 

B/C 1.4.5.2.2.4 
If, notwithstanding the existence of fog, sandstorm, duststorm, blowing snow or other obscuring 
phenomena, the sky is discernible, the partially obscuring phenomena shall be disregarded.  If, 
under the above conditions, the sky is not discernible, the cloud type shall be reported using code 
figure 59 and the cloud height shall be replaced by vertical visibility. [12.4.10.5] 
Note: 
(1) The vertical visibility is defined as the vertical visual range into an obscuring medium. 

B/C 1.4.5.2.2.5 
If two or more types of cloud occur with their bases at the same level and this level is one to be 
reported in accordance with Regulation B/C 1.4.5.1.1, the selection for cloud type and amount shall 
be made with the following criteria: 

(a) If these types do not include Cumulonimbus then cloud genus shall refer to the cloud type 
that represents the greatest amount, or if there are two or more types of cloud all having 
the same amount, the highest applicable code figure for cloud genus shall be reported.  
Cloud amount shall refer to the total amount of cloud whose bases are all at the same level; 

(b) If these types do include Cumulonimbus then one layer shall be reported to describe only 
this type with cloud genus indicated as Cumulonimbus and the cloud amount as the 
amount of the Cumulonimbus.  If the total amount of the remaining type(s) of cloud 
(excluding Cumulonimbus) whose bases are all at the same level is greater than that 
required by Regulation B/C 1.4.5.1.1, then another layer shall be reported with type being 
selected in accordance with (a) and amount referring to the total amount of the remaining 
cloud (excluding Cumulonimbus). [12.4.10.6] 

B/C 1.4.5.2.2.6 
Regulations B/C1.4.4.1.3 to B/C1.4.4.1.6, inclusive, shall apply. [12.4.10.7] 

B/C 1.4.5.2.2.7 
Height above surface of the cloud base (0 20 013) shall be reported in meters (with precision in 

tens of a meter). 
Note:  
(1) The term “height above surface” shall be considered as being the height above the official 

aerodrome elevation or above station elevation at a non-aerodrome station. 
 
B/C 1.5 Clouds with bases below station level <3 02 036> 
 
B/C 1.5.1 Number of cloud layers with bases below station level 

The number of cloud layers with bases below station level shall be indicated by Delayed descriptor 
replication factor 0 31 001 in BUFR and by a four-digit number in the Data Section corresponding 
to the position of the replication descriptor in the Data Description Section of CREX.  
Notes: 
(1) The number of cloud layers with bases below station level shall never be set to a missing value. 
(2) The number of cloud layers with bases below station level shall be set to a positive value in a 

NIL report. 
B/C 1.5.1.1 

Inclusion of these data shall be determined by national decision. The number of cloud layers with 
bases below station level shall be always set to zero in reports from a station at which observations 
of clouds with bases below station level are not executed.  

B/C 1.5.1.2 

When no cloud layers with bases below station are observed, the number of cloud layers with 
bases below station level shall be set to zero. 

B/C 1.5.1.3 

If the station is in continuous or almost continuous cloud, the number of cloud layers with bases 
below station level shall be set to one, with all parameters reported as missing except for vertical 
significance 0 08 002 that shall be set to 10 (cloud layer with a base below and tops above station 
level). [12.5.4] 

B/C 1.5.1.4 
If clouds with bases below station level are not discernible due to fog and/or other phenomena or 
observation is not made, then the number of cloud layers with bases below station level shall be 
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set to one, with all parameters reported as missing except for vertical significance 0 08 002 that 
shall be set to 11. 

B/C 1.5.1.5 

When two or more cloud layers with their bases below station level occur at different levels, two or 
more cloud layers shall be reported. [12.5.5] 

B/C 1.5.1.6 
Clouds with bases below and tops above station level shall be reported as the first layer within the 
sequence 3 02 036, provided that the station is out of cloud sufficiently frequently to enable the 
various features to be recognized.  Other low clouds present with tops below station level shall be 
reported as the following layers (one or more) within the sequence 3 02 036. [12.5.3] 

Notes: 

Clouds with bases below and tops above station level shall be reported also in sequences 3 02 004 
and 3 02 005. [12.5.3] 

Clouds with tops below station level shall be reported only in sequence 3 02 036, and any co-
existent clouds with bases above station level shall be reported only in sequences 3 02 004 and 3 
02 005. [12.5.2] 

 
B/C 1.5.2 Individual cloud layer with base below station level 

Each cloud layer with base below station level shall be represented by the following five 
parameters: Vertical significance (0 08 002), amount of clouds with base below station level (0 
20 011), type of clouds with base below station level (0 20 012), altitude of the upper surface of 
clouds (0 20 014) and cloud top description (0 20 017). 

 
B/C 1.5.2.1 Vertical significance - Code table 0 08 002 

Code figure 10 shall be used for cloud layers with bases below and tops above station level; code 
figure 11 shall be used for cloud layers with bases and tops below station level. 

 
B/C 1.5.2.2 Amount of clouds with base below station level - Code table 0 20 011 
B/C 1.5.2.2.1 

Regulations B/C1.4.4.1.1 to B/C1.4.4.1.6, inclusive, shall apply. [12.5.8] 
B/C 1.5.2.2.2 

Spaces occupied by mountains emerging from the cloud layers shall be counted as occupied by 
clouds. [12.5.9] 

 
B/C 1.5.2.3 Type of clouds with base below station level - Code table 0 20 012 

Type of clouds with bases below station level shall be reported using code figures 0, 1, 2, 3, 4, 5, 6, 
7, 8, 9 and 63. 

B/C 1.5.2.4 Height of top of clouds above mean sea level 

Height of top of clouds (0 20 014) shall be used to report the height above mean sea level of the 
upper surface of clouds, and shall be expressed in meters (with precision in tens of a meter). 

B/C 1.5.2.4.1 
Height of top of clouds with bases below and tops above station level shall be reported, provided 
that the upper surface of clouds can be observed. [12.5.3 (b)] 
 

B/C 1.5.2.5 Cloud top description - Code table 0 20 017 
B/C 1.5.2.5.1 

Description of top of clouds with bases below and tops above station level shall be reported, 
provided that the station is out of cloud sufficiently frequently to enable the features to be 
recognized.  

B/C 1.5.2.5.2 

Rapidly dissipating condensation trails shall not be reported.  However, the top of persistent 
condensation trails and cloud masses which have obviously developed from condensation trails 
(and whose bases are below station level) shall be reported in Sequence 3 02 036. [12.5.6], [12.5.7] 

B/C 1.6 Direction of cloud drift <3 02 047> 

This information is required from land stations mainly in the tropics. [12.4.7.5] 
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B/C 1.6.1 Vertical significance – Code table 0 08 002 

To specify vertical significance (0 08 002) within the sequence 3 02 047, code figures shall be 
selected in the following way: 
Code figure 7 (Low cloud) shall be used in the first replication. 
Code figure 8 (Middle clouds) shall be used in the second replication. 
Code figure 9 (High cloud) shall be used in the third replication. 

 
B/C 1.6.2 True direction from which clouds are moving 

True direction from which low, middle, or high clouds are moving (0 20 054) shall be reported in 
degrees true as follows: 
True direction from which the low clouds are moving shall be included in the first replication. 
True direction from which the middle clouds are moving shall be included in the second replication. 
True direction from which the high clouds are moving shall be included in the third replication. 

 
B/C 1.7 Direction and elevation of cloud <3 02 048> 

This information is required from land stations mainly in the tropics. [12.4.7.5] 
 
B/C 1.7.1 Direction of cloud 

True direction (0 05 021), from which orographic clouds or clouds with vertical development are 
seen, shall be reported in degrees true.  The cloud genus shall be specified by the third entry of the 
sequence 3 02 048, i.e. by Cloud type – Code table 0 20 012. 
Note: 

(1)   It is considered sufficient to report direction of cloud in degrees true, although 0 05 021 
(Bearing or azimuth) is defined with higher accuracy (hundredths of a degree true).  

 
B/C 1.7.2 Elevation of cloud 

Elevation angle (0 07 021) of the top of the cloud shall be reported in degrees. The cloud genus 
shall be specified by the following entry, i.e. by Cloud type – Code table 0 20 012. 
Note:  

(1) It is considered sufficient to report elevation of the top of cloud in degrees, although 0 
07 021 (Elevation angle) is defined with higher accuracy (hundredths of a degree).  

 
B/C 1.8 State of ground, snow depth, ground minimum temperature <3 02 037> 
 
B/C 1.8.1 State of ground (with or without snow) - Code table 0 20 062. 

State of ground without snow or with snow shall be reported using Code table 0 20 062. The 
synoptic hour at which this datum is reported shall be determined by regional decision.  

 
B/C 1.8.2 Total snow depth 

Total snow depth (0 13 013) shall be reported in meters (with precision in hundredths of a meter). 
The synoptic hour at which this datum is reported shall be determined by regional decision. 

B/C 1.8.2.1 
When total snow depth has to be reported, it is reported as 0.00 m if no snow, ice and other forms 
of solid precipitation on the ground are observed at the time of observation.  A snow depth value of 
“– 0.01 m” shall indicate a little (less than 0.005 m) snow. A snow depth value of “– 0.02 m” shall 
indicate “snow cover not continuous”.  

B/C 1.8.2.2 
The measurement shall include snow, ice and all other forms of solid precipitation on the ground at 
the time of observation. [12.4.6.1] 

B/C 1.8.2.3 
When the depth is not uniform, the average depth over a representative area shall be reported. 
[12.4.6.2] 
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B/C 1.8.3 Ground minimum temperature, past 12 hours 

Ground minimum temperature from the previous 12 hours (0 12 113) shall be reported in degrees 
Kelvin (with precision in hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius 
(with precision in hundredths of a degree Celsius).  
Notes: 
(1) Ground minimum temperature shall be reported with precision in hundredths of a degree 

even if they are measured with the accuracy in tenths of a degree. This requirement is based 
on the fact that conversion from the Kelvin to the Celsius scale has often resulted into 
distortion of the data values. 

(2) Ground minimum temperature t (in degrees Celsius) shall be converted into ground minimum 
temperature T (in degrees Kelvin) using equation: T = t + 273.15. 

(3) The period of time covered by ground minimum temperature and the synoptic hour at which 
this temperature is reported shall be determined by regional decision.  If ground minimum 
temperature is to be reported from the period of previous night, then “ground minimum 
temperature, past 12 hours” (0 12 113) shall be reported as a missing value.  In this case, 
ground minimum temperature of the previous night (0 12 122) shall be reported as shown in 
Common sequences 3 07 081, 3 07 082 and 3 07 083 suitable for SYNOP data in 
compliance with reporting practices in RA I, RA II and RA III, respectively.    

 
B/C 1.9 “Instantaneous” data required by regional or national reporting practices 

If regional or national reporting practices require inclusion of additional “instantaneous” parameters, 
the sequence descriptor 3 07 080 shall not be used.  In this case BUFR/CREX template for 
SYNOP data shall be used in its first level expanded form and the descriptors, corresponding to the 
required “instantaneous” parameters, shall be inserted to precede 3 02 043 (Basic synoptic “period” 
data).  
Note: 
(1) “Instantaneous” parameter is a parameter that is not coupled to a time period descriptor, e.g. 0 

04 024, 0 04 025. 

B/C 1.9.1 “Instantaneous” data required by reporting practices in RA I 

Regulations for reporting additional “instantaneous” parameters, required by regional reporting 
practices in RA I, are shown in the Annex.  

 
B/C 1.9.2 “Instantaneous” data required by reporting practices in RA II 

Regulations for reporting additional “instantaneous” parameters, required by regional reporting 
practices in RA II, are shown in the Annex.  

 
B/C 1.9.3 “Instantaneous” data required by reporting practices in RA III 

Regulations for reporting additional “instantaneous” parameters, required by regional reporting 
practices in RA III, are shown in the Annex.  

 
B/C 1.9.4 “Instantaneous” data required by reporting practices in RA IV 

Regulations for reporting additional “instantaneous” parameters, required by regional reporting 
practices in RA IV, are shown in the Annex.  

 
B/C 1.9.5 “Instantaneous” data required by reporting practices in RA V 

No regional requirements are indicated for reporting SYNOP data in RA V. 
 
B/C 1.9.6 “Instantaneous” data required by reporting practices in RA VI 

Regulations for reporting additional “instantaneous” parameters, required by regional reporting 
practices in RA VI, are shown in the Annex.  

 

B/C 1.10 Basic synoptic “period” data <3 02 043> 
 
B/C 1.10.1 Present and past weather <3 02 038> 
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B/C 1.10.1.1 
Present weather (Code table 0 20 003) and past weather (1) (Code table 0 20 004) and past 
weather (2) (Code table 0 20 005) shall be reported as non-missing values if present and past 
conditions are known. In case of a report from a manually operated station after a period of closure 
or at start up, when past weather conditions for the period applicable to the report are unknown, 
past weather (1) and past weather (2) reported as missing shall indicate that previous conditions 
are unknown. This regulation shall also apply to automatic reporting stations with the facility to 
report present and past weather. [12.2.6.1] 

B/C 1.10.1.2 
Code figures 0, 1, 2, 3, 100, 101, 102 and 103 for present weather and code figures 0, 1, 2 and 10 
for past weather (1) and past weather (2) shall be considered to represent phenomena without 
significance. [12.2.6.2]  

B/C 1.10.1.3 
Present and past weather shall be reported if observation was made (data available), regardless 
significance of the phenomena. 
Note: 

(1) If data are produced and collected in traditional codes and present weather and past 
weather is omitted in a SYNOP report (no significant phenomena  observed), code figure 
508 shall be used for present weather and code figure 10 for past weather (1) and past 
weather (2) when converted into BUFR or CREX.  

B/C 1.10.1.4 
If no observation was made (data not available), code figure 509 shall be used for present weather 
and both past weather (1) and past weather (2) shall be reported as missing.  

 
B/C 1.10.1.5 Present weather from a manned weather station  

B/C 1.10.1.5.1 
If more than one form of weather is observed, the highest applicable code figure from the range 
<00 to 99> shall be selected for present weather. Code figure 17 shall have precedence over code 
figures 20 – 49. Other weather may be reported using additional entries 0 20 003 or 0 20 021 to 0 
20 026 applying Regulation B/C 1.9. [12.2.6.4.1] 

B/C 1.10.1.5.2 
In coding 01, 02, or 03, there is no limitation on the magnitude of the change of the cloud amount.  
Code figures 00, 01, and 02 can each be used when the sky is clear at the time of observation.  In 
this case, the following interpretation of the specifications shall apply: 

• 00 is used when the preceding conditions are not known, 
• 01 is used when the clouds have dissolved during the past hour, 
• 02 is used when the sky has been continuously clear during the past hour. [12.2.6.4.2] 

B/C 1.10.1.5.3 
When the phenomenon is not predominantly water droplets, the appropriate code figure shall be 
selected without regard to visibility. [12.2.6.4.3] 

B/C 1.10.1.5.4 
The code figure 05 shall be used when the obstruction to vision consists predominantly of 
lithometeors. [12.2.6.4.4] 

B/C 1.10.1.5.5 
National instructions shall be used to indicate the specifications for code figures 07 and 09. 
[12.2.6.4.5] 

B/C 1.10.1.5.6 
The visibility restrictions on code figure 10 shall be 1000 meters or more. The specification refers 
only to water droplets and ice crystals. [12.2.6.4.6] 

B/C 1.10.1.5.7 
For code figures 11 or 12 to be reported, the apparent visibility shall be less than 1000 meters. 
[12.2.6.4.7] 

B/C 1.10.1.5.8 
For code figure 18, the following criteria for reporting squalls shall be used: 

(a) When wind speed is measured: A sudden increase of wind speed of at least eight meters per 
second, the speed rising to 11 meters per second or more and lasting for at least one minute; 

(b) When the Beaufort scale is used for estimating wind speed: A sudden increase of wind 
speed by at least three stages of the Beaufort scale, the speed rising to force 6 or more and 
lasting for at least one minute. [12.2.6.4.8] 
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B/C 1.10.1.5.9 
Code figures 20 – 29 shall never be used when precipitation is observed at the time of observation. 
[12.2.6.4.9] 
 

B/C 1.10.1.5.10 
For code figure 28, visibility shall have been less than 1000 meters.  
Note:  

(1) The specification refers only to visibility restrictions which occurred as a result of water 
droplets or ice crystals. [12.2.6.4.10] 

B/C 1.10.1.5.11 
For synoptic coding purposes, a thunderstorm shall be regarded as being at the station from the 
time thunder is first heard, whether or not lightning is seen or precipitation is occurring at the station. 
A thunderstorm shall be reported if thunder is heard within the normal observational period 
preceding the time of the report.  A thunderstorm shall be regarded as having ceased at the time 
thunder is first heard and the cessation is confirmed if thunder is not heard for 10 – 15 minutes 
after this time. [12.2.6.4.11] 

B/C 1.10.1.5.12 
The necessary uniformity in reporting code figures 36, 37, 38, and 39, which may be desirable 
within certain regions, shall be obtained by means of national instructions.  [12.2.6.4.12] 

B/C 1.10.1.5.13 
A visibility restriction “less than 1000 meters” shall be applied to code figures 42 – 49.  In the case 
of code figures 40 or 41, the apparent visibility in the fog or ice fog patch or bank shall be less than 
1000 meters.  Code figures 40 – 47 shall be used when the obstructions to vision consist 
predominantly of water droplets or ice crystals, and 48 or 49 when the obstructions consist 
predominantly of water droplets. [12.2.6.4.13] 

B/C 1.10.1.5.14 
When referring to precipitation, the phrase “at the station” in the code table shall mean “at the point 
where the observation is normally taken”. [12.2.6.4.14] 

B/C 1.10.1.5.15 
The precipitation shall be encoded as intermittent if it has been discontinuous during the preceding 
hour, without presenting the character of a shower. [12.2.6.4.15] 

B/C 1.10.1.5.16 
The intensity of precipitation shall be determined by the intensity at the time of the observation. 
[12.2.6.4.16] 

B/C 1.10.1.5.17 
Code figures 80 – 89 shall be used only when the precipitation is of the shower type and takes 
place at the time of the observation. 
Note: 

(1) Showers are produced by convective clouds.  They are characterized by their abrupt 
beginning and end and by the generally rapid and sometimes great variations in the intensity 
of the precipitation.  Drops and solid particles falling in a shower are generally larger than 
those falling in non-showery precipitation.  Between showers openings may be observed 
unless stratiform clouds fill the intervals between the cumuliform clouds. [12.2.6.4.17] 

B/C 1.10.1.5.18 
In reporting code figure 98, the observer shall be allowed considerable latitude in determining 
whether precipitation is or is not occurring, if it is not actually visible. [12.2.6.4.18] 

 
B/C 1.10.1.6 Present weather from an automatic weather station 

 B/C 1.10.1.6.1 
The highest applicable code figure shall be selected. [12.2.6.5.1] 

B/C 1.10.1.6.2 
In coding code figures 101, 102, and 103, there is no limitation on the magnitude of the change of 
the cloud amount.  Code figures 100, 101, and 102 can each be used when the sky is clear at the 
time of observation. In this case, the following interpretation of the specifications shall apply: 

• Code figure 100 is used when the preceding conditions are not known; 
• Code figure 101 is used when the clouds have dissolved during the past hour; 
• Code figure 102 is used when the sky has been continuously clear during the past hour. 

[12.2.6.5.2] 
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B/C 1.10.1.6.3 
When the phenomenon is not predominantly water droplets, the appropriate code figure shall be 
selected without regard to the visibility.  [12.2.6.5.3] 

B/C 1.10.1.6.4 
The code figures 104 and 105 shall be used when the obstruction to vision consists predominantly 
of lithometeors.  [12.2.6.5.4] 

B/C 1.10.1.6.5 
The visibility restriction on code figure 110 shall be 1000 meters or more. The specification refers 
only to water droplets and ice crystals. [12.2.6.5.5] 

B/C 1.10.1.6.6 
For code figure 118, the following criteria for reporting squalls shall be used: 
A sudden increase of wind speed of at least eight meters per second, the speed rising to 11 meters 
per second or more and lasting for at least one minute. [12.2.6.5.6] 

B/C 1.10.1.6.7 
Code figures 120 – 126 shall never be used when precipitation is observed at the time of 
observation. [12.2.6.5.7] 

B/C 1.10.1.6.8 
For code figure 120, visibility shall have been less than 1000 meters. 
Note: The specification refers only to visibility restrictions which occurred as a result of water 
droplets or ice crystals. [12.2.6.5.8] 

B/C 1.10.1.6.9 
For synoptic coding purposes, a thunderstorm shall be regarded as being at the station from the 
time thunder is first detected, whether or not lightning is detected or precipitation is occurring at the 
station. A thunderstorm shall be reported in present weather if thunder is detected within the 
normal observational period preceding the time of the report.  A thunderstorm shall be regarded as 
having ceased at the time thunder is last detected and the cessation is confirmed if thunder is not 
detected for 10 – 15 minutes after this time. [12.2.6.5.9] 

B/C 1.10.1.6.10 
A visibility restriction “less than 1000 meters” shall be applied to code figures 130 – 135. 
[12.2.6.5.10] 

B/C 1.10.1.6.11 
The precipitation shall be encoded as intermittent if it has been discontinuous during the preceding 
hour, without presenting the character of a shower. [12.2.6.5.11] 

B/C 1.10.1.6.12 
The intensity of precipitation shall be determined by the intensity at the time of observation. 
[12.2.6.5.12] 

B/C 1.10.1.6.13 
Code figures 180 – 189 shall be used only when the precipitation is intermittent or of the shower 
type and takes place at the time of observation.  
Note:  

(1) Showers are produced by convective clouds.  They are characterized by their abrupt 
beginning and end and by the generally rapid and sometimes great variations in the intensity 
of the precipitation.  Drops and solid particles falling in a shower are generally larger than 
those falling in non-showery precipitation.  Between showers openings may be observed 
unless stratiform clouds fill the intervals between the cumuliform clouds. [12.2.6.5.13] 

 
B/C 1.10.1.7 Past weather reported from a manned weather station 

B/C 1.10.1.7.1 Time period 
The time period (0 04 024) covered by past weather (1) and past weather (2) shall be expressed as 
a negative value in hours: 

(a) Six hours, for observations at 0000, 0600, 1200, and 1800 UTC; 
(b) Three hours for observations at 0300, 0900, 1500, and 2100 UTC; 
(c) Two hours for intermediate observations if taken every two hours. 
(d) One hour for intermediate observations if taken every hour. [12.2.6.6.1] 

B/C 1.10.1.7.2  
The code figures for past weather (1) and past weather (2) shall be selected in such a way that 
past and present weather together give as complete a description as possible of the weather in the 
time interval concerned.  For example, if the type of weather undergoes a complete change during 
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the time interval concerned, the code figures selected for past weather (1) and past weather (2) 
shall describe the weather prevailing before the type of weather indicated by present weather 
began. [12.2.6.6.2] 

B/C 1.10.1.7.3 
When the past weather (1) and past weather (2) are used in hourly reports, Regulation B/C 
1.10.1.7.1 (d) shall apply. [12.2.6.6.3] 

B/C 1.10.1.7.4 
If, using Regulation B/C 1.10.1.7.2, more than one code figure may be given to past weather (1), 
the highest figure shall be reported for past weather (1) and the second highest code figure shall be 
reported for past weather (2). [12.2.6.6.4] 

B/C 1.10.1.7.5 
If the weather during the period has not changed so that only one code figure may be selected for 
past weather, then that code figure shall be reported for both past weather (1) and past weather (2). 
[12.2.6.6.5] 

 
B/C 1.10.1.8 Past weather reported from an automatic weather station 

B/C 1.10.1.8.1 Time period 
The time period (0 04 024) covered by past weather (1) and past weather (2) shall be expressed as 
a negative value in hours: 

(a) Six hours for observations at 0000, 0600, 1200, and 1800 UTC; 
(b) Three hours for observations at 0300, 0900, 1500, and 2100 UTC; 
(c) Two hours for intermediate observations if taken every two hours. 
(d) One hour for intermediate observations if taken every hour. [12.2.6.7.1] 

B/C 1.10.1.8.2  
The code figures for past weather (1) and past weather (2) shall be selected so that the maximum 
capability of the automatic station to discern past weather is utilized, and so that past and present 
weather together give as complete a description as possible of the weather in the time interval 
concerned. [12.2.6.7.2] 

B/C 1.10.1.8.3 
In cases where the automatic station is capable only of discerning very basic weather conditions, 
the lower code figures representing basic and generic phenomena may be used.  If the automatic 
station has higher discrimination capabilities, the higher code figures representing more detailed 
explanation of the phenomena shall be used.  For each basic type of phenomenon, the highest 
code figure within the discrimination capability of the automatic station shall be reported. [12.2.6.7.3] 

B/C 1.10.1.8.4 
If the type of weather during the time interval concerned undergoes complete and discernible 
changes, the code figures selected for past weather (1) and past weather (2) shall describe the 
weather prevailing before the type of weather indicated by present weather began.  The highest 
figure shall be reported for past weather (1) and the second highest code figure shall be reported 
for past weather (2). [12.2.6.7.4] 

B/C 1.10.1.8.5 
If a discernible change in weather has not occurred during the period, so that only one code figure 
may be selected for the past weather, then that code figure shall be reported for both past weather 
(1) and past weather (2).  For example, rain during the entire period shall be reported as code 
figure 14 for both past weather (1) and past weather (2) in the case of an automatic station 
incapable of differentiating types of precipitation, or code figure 16 for both past weather (1) and 
past weather (2) in the case of a station with the higher discrimination capability. [12.2.6.7.5] 

 
B/C 1.10.2 Sunshine data <1 01 002><3 02 039> 
 
B/C 1.10.2.1 Period of reference for sunshine duration  

Time period in hours (0 04 024) shall be included as follows: 
(a) one hour in the first replication (reported as -1); 
(b) 24 hours in the second replication (reported as -24). 

B/C 1.10.2.2 Duration of sunshine  
Duration of sunshine from the time period specified by the preceding parameter 0 07 024, shall be 
reported in minutes. 
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B/C 1.10.2.2.1 
The duration of sunshine over the previous hour shall be reported by national decision. When 
reported, it shall be included in the first replication.  

B/C 1.10.2.2.2 
The duration of sunshine over the previous 24 hours shall, by regional decision, be reported at all 
stations capable of doing so and included at either 0000 UTC, 0600 UTC, 1200 UTC or 1800 UTC.  
When reported, it shall be included in the second replication.  [12.4.7.4.2]   

 
B/C 1.10.3 Precipitation measurement <3 02 040> 
 
B/C 1.10.3.1 Height of sensor above local ground 

Height of sensor above local ground (0 07 032) for precipitation measurement shall be reported in 
meters (with precision in hundredths of a meter). 
This datum represents the actual height of the rain gauge rim above ground at the point where the 
rain gauge is located. 

B/C 1.10.3.2 Period of reference for amount precipitation  
Time period (0 04 024) for amount of precipitation shall be reported as a negative value in hours. It 
shall be determined  

(a) by regional decision (e.g. -6, -12, -24) in the first replication, 
(b) by national decision (e.g. -1, -3) in the second replication. 

B/C 1.10.3.3 Total amount of precipitation 

Total amount of precipitation, which has fallen during the period of reference for amount of 
precipitation, shall be reported in kilograms per square meter (with precision in tenths of a kilogram 
per square meter). 

B/C 1.10.3.3.1 
Precipitation, when it can be and has to be reported, shall be reported as 0.0  kgm-2 if no 
precipitation were observed during the referenced period. [12.2.5.4] 

B/C 1.10.3.3.2 
Trace shall be reported as “- 0.1 kgm-2 “. 

 
B/C 1.10.4 Extreme temperature data <3 02 041> 
 
B/C 1.10.4.1 Height of sensor above local ground 

Height of sensor above local ground (0 07 032) for temperature measurement shall be reported in 
meters (with precision in hundredths of a meter). 
This datum represents the actual height of temperature sensor(s) above ground at the point where 
the sensors are located. 

B/C 1.10.4.2 Periods of reference for extreme temperatures 
Time period for maximum temperature and time period for minimum temperature (0 04 024) shall 
be determined by regional decision and reported as negative values in hours. [12.4.4] 
Notes: 

(1) If the period for maximum temperature or the period for minimum temperature ends at the 
nominal time of report, the second value of 0 04 024 shall be reported as 0. 

(2) If the period for maximum temperature or the period for minimum temperature does not end 
at the nominal time of report, the first value of 0 04 024 shall indicate the beginning of the 
period of reference and the second value of 0 04 024 shall indicate the end of the period of 
reference.  E.g. to report the maximum temperature for the previous calendar day from a 
station in RA IV, value of the first 0 04 024 shall be set to – 30 and value of the second 0 
04 024 shall be set to – 6, provided that the nominal time of the report 12 UTC corresponds 
to 6 a.m. local time.  

B/C 1.10.4.3 Maximum and minimum temperature 
Maximum and minimum temperature shall be reported in degrees Kelvin (with precision in 
hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius).  Extreme temperature data shall be reported with precision in 
hundredths of a degree even if they are measured with the accuracy in tenths of a degree. 
Note:  

(1) Notes (1) and (2) under Regulation B/C 1.4.1.2 shall apply.  
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B/C 1.10.5 Wind data <3 02 042> 
 
B/C 1.10.5.1 Height of sensor above local ground 

Height of sensor above local ground (0 07 032) for wind measurement shall be reported in meters 
(with precision in hundredths of a meter). 
This datum represents the actual height of the sensors above ground at the point where the 
sensors are located. 

 
B/C 1.10.5.2 Type of instrumentation for wind measurement - Flag table 0 02 002 

This datum shall be used to specify whether the wind speed was measured by certified instruments 
(bit No. 1 set to 1) or estimated on the basis of the Beaufort wind scale (bit No. 1 set to 0), and to 
indicate the original units for wind speed measurement.  Bit No. 2 set to 1 indicates that wind speed 
was originally measured in knots and bit No. 3 set to 1 indicates that wind speed was originally 
measured in kilometers per hour.  Setting both bits No.2 and No.3 to 0 indicates that wind speed 
was originally measured in meters per second. 

In CREX, type of instrumentation for wind measurement (0 02 002) shall be reported in octal 
representation.  For example, if wind speed was measured by instruments in knots (bit No.1 and bit 
No.2 set to 1), then this datum shall be reported as 14. 

 
B/C 1.10.5.3 Wind direction and speed  

The mean direction and speed of the wind over the 10-minute period immediately preceding the 
observation shall be reported.  The time period (0 04 025) shall be included as -10.  However, 
when the 10-minute period includes a discontinuity in the wind characteristics, only data obtained 
after the discontinuity shall be used for reporting the mean values, and hence the period (0 04 025) 
in these circumstances shall be correspondingly reduced. [12.2.2.3.1] 
The time period is preceded by a time significance qualifier (0 08 021) that shall be set to 2 (Time 
averaged). 
The wind direction (0 11 001) shall be reported in degrees true and the wind speed (0 11 002) shall 
be reported in meters per second (with precision in tenths of a meter per second).    

B/C 1.10.5.3.1 
In the absence of wind instruments, the wind speed shall be estimated on the basis of the Beaufort 
wind scale.  The Beaufort number obtained by estimation is converted into meters per second by 
use of the relevant wind speed equivalent column on the Beaufort scale, and this speed is reported 
for wind speed. [12.2.2.3.2] 

 
B/C 1.10.5.4 Maximum wind gust direction and speed 

Time period for maximum wind gust direction and speed (0 04 025) shall be determined by regional 
or national decision and reported as a negative value in minutes.  
Direction of the maximum wind gust (0 11 043) shall be reported in degrees true and speed of the 
maximum wind gust (0 11 041) shall be reported in meters per second (with precision in tenths of 
meters per second).  

 
B/C 1.11 Evaporation data <3 02 044> 
 
B/C 1.11.1 Period of reference for evaporation data  

Evaporation or evapotranspiration during the previous 24 hours shall be reported.  Time period in 
hours (0 04 024) shall be included as -24. 

 
B/C 1.11.2 Indicator of type of instrument for evaporation measurement or the type of crops – Code 

table 0 02 004 
B/C 1.11.3 Evaporation or evapotranspiration 

Amount of either evaporation or evapotranspiration (0 13 033) shall be reported in kilograms per 
square meter (with precision in tenths of a kilogram per square meter) at 0000 UTC, 0600 UTC or 
1200 UTC. [12.4.7.2.2] 

 
B/C 1.12 Radiation data <1 01 002><3 02 045> 
 
B/C 1.12.1 Period of reference for radiation data  

Radiation integrated over the previous hour and over the previous 24 hours may be reported. Time 
period in hours (0 04 024) shall be included as follows: 
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(a) one hour in the first replication (reported as -1); 
(b) 24 hours in the second replication (reported as -24). 

 
B/C 1.12.2 Amount of radiation 

If included, amount of radiation integrated over the time period specified by the 
preceding parameter 0 07 024 shall be reported in joules per square meter (with 
precision in thousands of a joule per square meter for radiation type (1) and (2); 
with precision in ten-thousands of a joule per square meter for radiation type (3); 
with precision in hundreds of a joule per square meter for radiation types (4) to (6)). 

 
B/C 1.12.2.1 

The radiation data may take one or more of the following forms: 
(a) Long-wave radiation (0 14 002); the positive sign shall be used to specify downward long-

wave radiation and the negative sign to specify upward long-wave radiation; 
(b) Short-wave radiation (0 14 004); 
(c) Net radiation (0 14 016); the corresponding sign shall be used to specify positive and 

negative net radiation); 
(d) Global solar radiation (0 14 028); 
(e) Diffuse solar radiation (0 14 029); 
(f) Direct solar radiation (0 14 030). 

             [12.4.7.4.3], [12.4.7.4.4] 

 
B/C 1.13 Temperature change <3 02 046> 

This information is required by regional or national decision from islands or other widely separated 
stations. 

 
B/C 1.13.1 Period of reference for temperature change  

The temperature change shall be reported for the period of time between the time of the 
observation and the time of the occurrence of temperature change.  To construct the required 
period, time period 0 04 024 shall be included twice; the first one corresponding to period covered 
by past weather (1) and past weather (2), the second one specified by the time of the occurrence of 
temperature change.  Both values of 0 04 024 shall be negative and expressed in hours.  
Note: 
(1) The period is the number of whole hours, disregarding the minutes.  For example, if the time of 

occurrence is 45 minutes after the time of the observation, the time period is considered to be 
zero hours.  If the time of occurrence is 1 hour or more, but less than 2 hours after the 
observation, the time period go shall be considered to be 1 hour, etc. 

 
B/C 1.13.2 Temperature change over period specified 

Temperature change (0 12 049) shall be reported in degrees Kelvin in BUFR, in degrees Celsius in 
CREX.   

B/C 1.13.2.1 
For a change of temperature to be reported, the change shall be equal to or more than 5o C and 
occur in less than 30 minutes during the period covered by past weather (1) and past weather (2). 
[12.4.7.3] 
 

B/C 1.14 “Period” data required by regional or national reporting practices 

If regional reporting practices in a Region require inclusion of additional “period” parameters, the 
corresponding “regional” common sequence (see the Annex) shall be supplemented by relevant 
descriptors.  If national reporting practices require inclusion of additional “period” parameters, either 
the common sequence 3 07 080 or any of the common sequences 3 07 081 to 3 07 086, whichever 
is the most convenient, shall be supplemented by relevant descriptors  
Note: 
(1) “Period” parameter is a parameter that is coupled to a time period descriptor, e.g. 0 04 024, 0 

04 025. 
(2) No additional “period” parameters are currently required by regional regulations for SYNOP 

data in the Manual on Codes, WMO-No. 306, Volume II. 
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ANNEX to B/C1 – Regulations for reporting SYNOP data in TDCF 
 
Regional regulations for reporting SYNOP data in BUFR/CREX 
 
TM 307081 - BUFR template for synoptic reports from fixed land stations suitable for SYNOP data 

in compliance with reporting practices in RA I 
 
3 07 081: 

3 01 090 Fixed surface station identification, time, horizontal and vertical 
coordinates 

Unit, scale 

3 02 031 Pressure data  
3 02 035 Basic synoptic “instantaneous” data   
3 02 036 Clouds with bases below station level  
3 02 047 Direction of cloud drift                    
0 08 002 Vertical significance (= missing to cancel the previous value) Code table, 0 
3 02 048 Direction and elevation of cloud      
3 02 037 State of ground, snow depth, ground minimum temperature (past 

12 hours) 
 

0 12 122 Ground minimum temperature of the preceding night  snTgTg K, 2 
0 13 056 Character and intensity of precipitation                          Rc         Code table, 0 
0 13 057 Time of beginning or end of precipitation                        Rt       Code table, 0 
0 20 101 Locust (acridian) name                                                   Ln Code table, 0 
0 20 102 Locust (maturity) color                                                    Lc Code table, 0 
0 20 103 Stage of development of locusts                                     Ld Code table, 0 
0 20 104 Organization state of swarm or band of locusts              Lg Code table, 0 
0 20 105 Size of swarm or band of locusts and duration of  

passage of swarm                                                            sL 
Code table, 0 

0 20 106 Locust population density                                                dL Code table, 0 
0 20 107 Direction of movements of locust swarm                         DL Code table, 0 
0 20 108 Extent of vegetation                                                         ve Code table, 0 
3 02 043 Basic synoptic “period” data  
3 02 044 Evaporation data  
1 01 002 Replicate next descriptor 2 times  
3 02 045 Radiation data (from 1 hour and/or 24 hour period)  
3 02 046 Temperature change                     

 
 
Regulations: 
 
General 

(i) BUFR template TM 307081 shall not be mandatory for Member States in Region I. Either the 
template TM 307080 or any of the templates TM 307081 to TM 307086, whichever is the most 
convenient, may be used. 

(ii) Regulations B/C 1.1 to B/C 1.9, inclusive, shall apply. 
(iii) Regulations B/C 1.10 to B/C 1.14, inclusive, shall apply. 

 
B/C 1.9.1 “Instantaneous” data required by reporting practices in RA I 
 
B/C 1.9.1.1 Ground minimum temperature of the preceding night     

Ground minimum temperature of the preceding night (0 12 122) shall be reported in degrees Kelvin 
(with precision in hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with 
precision in hundredths of a degree Celsius).  

Notes (1), (2) and (3) under Regulation B/C 1.8.3 shall apply. 

This datum shall be reported by all Members at 0600 UTC. [1/12.6.1] 
 
B/C 1.9.1.2 Character, intensity and time of beginning or end of precipitation 

Character and intensity of precipitation (Code table 0 13 056) and Time of beginning or end of 
precipitation (Code table 0 13 057) shall be reported by all Members at 0600 UTC to meet 
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requirements of agrometerological monitoring in the Region. [1/12.6.1] Inclusion of these data into 
reports at 0000 and 1200 UTC shall be left to national decision. [1/12.6.3]  

 
B/C 1.9.1.3 Locust control-related observations 

Following data shall be reported by all Members capable of doing so: 
(a) Locust (acridian) name (Code table 0 20 101), 
(b) Locust (maturity) color (Code table 0 20 102), 
(c) Stage of development of locusts (Code table 0 20 103), 
(d) Organization state of swarm or band of locusts (Code table 0 20 104), 
(e) Size of swarm or band of locusts and duration of passage of swarm (Code table 0 20 105), 
(f) Locust population density (Code table 0 20 106), 
(g) Direction of movements of locust swarm (Code table 0 20 107), 
(h) Extent of vegetation (Code table 0 20 108). [1/12.14.1] 

 

TM 307082 -  BUFR template for synoptic reports from fixed land stations suitable for SYNOP data 
in compliance with reporting practices in RA II  

3 07 082: 

3 01 090 Fixed surface station identification, time, horizontal and vertical 
coordinates 

Unit, scale 

3 02 031 Pressure data  
3 02 035 Basic synoptic “instantaneous” data   
3 02 036 Clouds with bases below station level  
3 02 047 Direction of cloud drift                    
0 08 002 Vertical significance (= missing to cancel the previous value) Code table, 0 
3 02 048 Direction and elevation of cloud      
3 02 037 State of ground, snow depth, ground minimum temperature (past 

12 hours) 
 

0 12 121 Ground minimum temperature (at the time of observation)  
                                                                                 snT’gT’g 

K, 2 

0 12 122 Ground minimum temperature of the preceding night     
                                                                                    snTgTg 

K, 2 

3 02 043 Basic synoptic “period” data  
3 02 044 Evaporation data  
1 01 002 Replicate next descriptor 2 times  
3 02 045 Radiation data (from 1 hour and/or 24 hour period)  
3 02 046 Temperature change                     

 
 
Regulations: 
 
General 

(i) BUFR template TM 307082 shall not be mandatory for Member States in Region II. Either the 
template TM 307080 or any of the templates TM 307081 to TM 307086, whichever is the most 
convenient, may be used. 

(ii) Regulations B/C 1.1 to B/C 1.9, inclusive, shall apply. 
(iii) Regulations B/C 1.10 to B/C 1.14, inclusive, shall apply. 

 
B/C 1.9.2 “Instantaneous” data required by reporting practices in RA II 
 
B/C 1.9.2.1 Ground minimum temperature at the time of observation     

Ground minimum temperature measured at the time of observation (0 12 121) shall be reported in 
degrees Kelvin (with precision in hundredths of a degree Kelvin); if produced in CREX, in degrees 
Celsius (with precision in hundredths of a degree Celsius).  
Notes (1) and (2) under Regulation B/C 1.8.3 shall apply. 
Inclusion of this datum into reports at least at 0000 and 1200 UTC shall be left to national decision. 
[2/12.6.1]  
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B/C 1.9.2.2 Ground minimum temperature of the preceding night     

Ground minimum temperature of the preceding night (0 12 122) shall be reported in degrees Kelvin 
(with precision in hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with 
precision in hundredths of a degree Celsius).  
Notes (1), (2) and (3) under Regulation B/C 1.8.3 shall apply. 

 

TM 307083 -  BUFR template for synoptic reports from fixed land stations suitable for SYNOP data 
in compliance with reporting practices in RA III 

3 07 083:  
3 01 090 Fixed surface station identification, time, horizontal and vertical 

coordinates 
Unit, scale 

3 02 031 Pressure data  
3 02 035 Basic synoptic “instantaneous” data   
3 02 036 Clouds with bases below station level  
3 02 047 Direction of cloud drift                    
0 08 002 Vertical significance (= missing to cancel the previous value) Code table, 0 
3 02 048 Direction and elevation of cloud      
3 02 037 State of ground, snow depth, ground minimum temperature (past 

12 hours) 
 

0 12 122 Ground minimum temperature of the preceding night  
                                                                                 snTgTg 

K, 2 

3 02 043 Basic synoptic “period” data  
3 02 044 Evaporation data  
1 01 002 Replicate next descriptor 2 times  
3 02 045 Radiation data (from 1 hour and/or 24 hour period)  
3 02 046 Temperature change                     

 
Regulations: 
 
General 

(i) BUFR template TM 307083 shall not be mandatory for Member States in Region III. Either the 
template TM 307080 or any of the templates TM 307081 to TM 307086, whichever is the most 
convenient, may be used. 

(ii) Regulations B/C 1.1 to B/C 1.9, inclusive, shall apply. 
(iii) Regulations B/C 1.10 to B/C 1.14, inclusive, shall apply. 

 
 
B/C 1.9.3 “Instantaneous” data required by reporting practices in RA III 
 
B/C 1.9.3.1 Ground minimum temperature of the preceding night     

Ground minimum temperature of the preceding night (0 12 122) shall be reported in degrees Kelvin 
(with precision in hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with 
precision in hundredths of a degree Celsius).  

Notes (1), (2) and (3) under Regulation B/C 1.8.3 shall apply. 

This datum shall be included into reports at 1200 UTC, if possible. [3/12.7.2] 
 

TM 307084 - BUFR template for synoptic reports from fixed land stations suitable for SYNOP data 
in compliance with reporting practices in RA IV 

3 07 084: 

3 01 090 Fixed surface station identification, time, horizontal and vertical 
coordinates 

Unit, scale 

3 02 031 Pressure data  
3 02 035 Basic synoptic “instantaneous” data   
3 02 036 Clouds with bases below station level  
3 02 047 Direction of cloud drift                    
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0 08 002 Vertical significance (= missing to cancel the previous value) Code table, 0 
3 02 048 Direction and elevation of cloud      
3 02 037 State of ground, snow depth, ground minimum temperature (past 

12 hours) 
 

0 20 055 State of sky in tropics                                                   CS Code table, 0 
1 01 000 Delayed replication of 1 descriptor    
0 31 001 Delayed descriptor replication factor Numeric, 0 
2 05 001 Character field of 1 character CCITT IA5, 0 
3 02 043 Basic synoptic “period” data  
3 02 044 Evaporation data  
1 01 002 Replicate next descriptor 2 times  
3 02 045 Radiation data (from 1 hour and/or 24 hour period)  
3 02 046 Temperature change                     

 
Regulations: 
 
General 

(i) BUFR template TM 307084 shall not be mandatory for Member States in Region IV. Either the 
template TM 307080 or any of the templates TM 307081 to TM 307086, whichever is the most 
convenient, may be used. 

(ii) Regulations B/C 1.1 to B/C 1.9, inclusive, shall apply. 
(iii) Regulations B/C 1.10 to B/C 1.14, inclusive, shall apply. 

 

B/C 1.9.4 “Instantaneous” data required by reporting practices in RA IV 
 

B/C 1.9.4.1 State of sky in tropics     
State of sky in tropics (Code table 0 02 055) shall be reported only by stations in the southern part 
of Region IV, below 1000 m elevation and within 500 kilometers of the shore, and only during the 
part of the year in which tropical weather is observed. Direction of cloud drift shall be reported 
using sequence 3 02 047. [4/12.4.2]  

 
B/C 1.9.4.2 Additional information in plain language 

Information in plain language shall be reported as a character field, using delayed replication of the 
operator descriptor 2 05 001. The value of the delayed replication factor 0 31 001 shall correspond 
with the number of characters required for the reported information (space characters included). 
For example, if the word TORNADO is included in the report (tornado has been observed at, or 
within sight of, the station [4/12.14.1]), delayed replication factor 0 31 001 shall be set to 7. 

 
M 307086 -  BUFR template for synoptic reports from fixed land stations suitable for SYNOP data 

in compliance with reporting practices in RA VI 
3 07 086: 

3 01 090  Fixed surface station identification, time, horizontal and vertical 
coordinates 

Unit, scale 

3 02 031  Pressure data  
3 02 035  Basic synoptic “instantaneous” data   
3 02 036  Clouds with bases below station level  
0 08 002  Vertical significance (= missing to cancel the previous value)  
3 02 037  State of ground, snow depth, ground minimum temperature   
3 02 066  Dangerous weather phenomena   

  Groups 919MWDa and 96119 in SYNOP  
 0 20 023 Other weather phenomena                                          MW 

(1= Dust/sand whirl, 9= Funnel clouds not touching surface, 10 = 
Funnel clouds touching surface, 12 = Water-spout) 

Flag table, 0 

 0 20 024 Intensity of phenomena  
(1= Light, 2 = Moderate, 3 = Heavy, 4 = Violent) 

Code table, 0 

 0 20 027 Phenomenon occurrence  
(1=At time of observation, 3=In time period for past weather)  

Flag table, 0 

 0 20 054 True direction from which a phenomenon or clouds are moving        
Da 

Degree true, 0 
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  Group 918sqDp in SYNOP  
 0 20 023 Other weather phenomena (2 = Squalls)                        sq Flag table, 0 
 0 20 027 Phenomenon occurrence  

(1=At time of observation, 3=In time period for past weather)  
Flag table, 0 

 0 20 054 True direction from which a phenomenon or clouds are moving        
Dp 

Degree true, 0 

  Group 929S8S’8 in SYNOP   
 0 20 025 Obscuration (13 = Snow)                     Flag table, 0 
 0 20 026 Character of obscuration (5= Low drifting, 6= Blowing)   S8  Code table, 0 
 0 20 027 Phenomenon occurrence  

(1=At time of observation, 3=In time period for past weather)  
Flag table, 0 

 0 20 040 Evolution of drift of snow                                                  S’8 Code table, 0 
  Group 932RR   
 0 20 066 Maximum diameter of hailstones                                    RR m, 3 
 0 20 027 Phenomenon occurrence  

(1=At time of observation, 3=In time period for past weather)  
Flag table, 0 

  Groups 934RR- 937RR in SYNOP  
 0 20 021 Type of precipitation (15=Glaze, 16=Rime, 20=Wet snow) Flag table, 0 
 0 20 067 Diameter of deposit                                                        RR m, 3 
 0 20 027 Phenomenon occurrence  

(1=At time of observation, 3=In time period for past weather)  
Flag table, 0 

3 02 043  Basic synoptic “period” data  
3 02 044  Evaporation data  
1 01 002  Replicate next descriptor 2 times  
3 02 045  Radiation data (from 1 hour and/or 24 hour period)  

 
Note: 
Groups 56DLDMDH, 57CDaeC and 54g0sndT are not used in RA VI and therefore the corresponding sequence 
descriptors 3 02 047, 3 02 048 and 3 02 046 are not included in the RA VI regional template for SYNOP data.  

 
Regulations: 
 
General 

(i) BUFR template TM 307086 shall not be mandatory for Member States in Region VI. Either the 
template TM 307080 or any of the templates TM 307081 to TM 307086, whichever is the most 
convenient, may be used. 

(ii) Regulations B/C 1.1 to B/C 1.9, inclusive, shall apply. 
(iii) Regulations B/C 1.10 to B/C 1.14, inclusive, shall apply. 

 
 
B/C 1.9.6 “Instantaneous” data required by reporting practices in RA VI 
 
B/C 1.9.6.1 Dangerous weather phenomena    

Sequence 3 02 066 should be used for regional exchange of data on dangerous phenomena. 
Reporting of other phenomena shall be left to national decision. [6/12.12.2]  

 
B/C 1.9.6.1.1 Tornado, water spout, whirlwinds and dust devils     

Tornadoes, water spouts, whirlwinds and dust devils between observation times shall be reported 
using two parameters: Other weather phenomena (Flag table 0 20 023) and Intensity of 
phenomena (Code table 0 20 024).  Occurrence of the phenomenon (Flag table 0 20 027) shall be 
specified by setting bit No. 3 to 1 (In time period for past weather). 

 
B/C 1.9.6.1.2 Squall 

Squalls between observation times shall be reported using Flag table 0 20 023 (bit No.2 set to 1).  
Occurrence of the phenomenon (Flag table 0 20 027) shall be specified by setting bit No. 3 to 1 (In 
time period for past weather).  True direction from which the squall approaches the station (0 
20 054) shall be reported in degrees true. 
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B/C 1.9.6.1.3 Drifting and blowing snow 
Drifting and blowing snow shall be reported using two parameters: Obscuration (Flag table 0 
20 025) and Character of obscuration (Code table 0 26 026).  Occurrence of the phenomenon 
(Flag table 0 20 027) shall be specified by setting to 1 either bit No. 1 (At time of observation) or bit 
No. 3 (In time period for past weather) or both.  Evolution of drift of snow shall be reported using 
Code table 0 20 040. 

 
B/C 1.9.6.1.4 Maximum diameter of hailstones 

Maximum diameter of hailstones (0 20 066) shall be reported in meters (with precision in 
thousandths of a meter).  Occurrence of the phenomenon (Flag table 0 20 027) shall be specified 
by setting to 1 either bit No. 1 (At time of observation) or bit No. 3 (In time period for past weather) 
or both. 
 

B/C 1.9.6.1.5 Frozen deposit 
Diameter of frozen deposit (0 20 067) shall be reported in meters (with precision in thousandths of 
a meter).  The preceding entry Type of precipitation (Flag table 0 20 021) shall specify type of the 
frozen deposit, i.e. bit No. 15 set to 1 shall indicate deposit of glaze, bit No. 16 set to 1 shall 
indicate deposit of rime and bit No. 20 set to 1 shall indicate deposit of wet snow; compound 
deposit shall be indicated by at least two of the above mentioned bits set to 1.  Occurrence of the 
phenomenon (Flag table 0 20 027) shall be specified by setting to 1 either bit No. 1 (At time of 
observation) or bit No. 3 (In time period for past weather) or both. 
 

 
B/C5 – Regulations for reporting SYNOP MOBIL data in TDCF 
 
TM 307090 - BUFR template for synoptic reports from mobile land stations suitable for SYNOP 

MOBIL data  

3 07 090  Sequence for representation of synoptic reports from a mobile land station 
suitable for SYNOP  MOBIL data 

 3 01 092 Mobile surface station identification, time, horizontal and vertical coordinates 
 3 02 031 Pressure data 
 3 02 035 Basic synoptic “instantaneous” data  
 3 02 036 Clouds with bases below station level 
 3 02 047 Direction of cloud drift                   
 0 08 002 Vertical significance  
 3 02 048 Direction and elevation of cloud                 
 3 02 037 State of ground, snow depth, ground minimum temperature  
 3 02 043 Basic synoptic “period” data 
 3 02 044 Evaporation data 
 1 01 002 Replicate next descriptor 2 times 
 3 02 045 Radiation data (from 1 hour and/or 24 hour period) 
 3 02 046 Temperature change                                          

 
This BUFR template for synoptic reports from mobile land stations further expands as follows: 
 
3 01 092   Mobile surface station identification, time,   

horizontal and vertical coordinates 
Unit, scale 

 0 01 011  Mobile land station identifier                    D….D  CCITT IA5, 0 
 0 01 003  WMO Region number                                     A1 Code table, 0 
 0 02 001  Type of station                                             (ix) Code table, 0 
 3 01 011 0 04 001 Year     Year, 0 
  0 04 002 Month  Month, 0 
  0 04 003 Day                                                              YY Day, 0 
 3 01 012 0 04 004 Hour                                                            GG Hour, 0 
  0 04 005 Minute                                                          gg Minute, 0 
 3 01 021 0 05 001 Latitude (high accuracy)                          LaLaLa  Degree, 5 
  0 06 001 Longitude (high accuracy)                    LoLoLoLo Degree, 5 
 0 07 030  Height of station ground above mean sea level m, 1 
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 0 07 031  Height of barometer above mean sea level m, 1 
 0 33 024  Station elevation quality mark                         im Code table, 0 

3 02 031   Pressure data  
 3 02 001 0 10 004 Pressure                                               P0P0P0P0 Pa, –1 
  0 10 051 Pressure reduced to mean sea level        PPPP Pa,  –1 
  0 10 061 3-hour pressure change                              ppp Pa,  –1 
  0 10 063 Characteristic of pressure tendency                a Code table, 0 
 0 10 062  24-hour pressure change                    p24p24p24 Pa,  –1 
 0 07 004  Pressure (standard level)                                a3 Pa, –1 
 0 10 009  Geopotential height of the standard level     hhh gpm, 0 

3 02 035   Basic synoptic “instantaneous” data   
   Temperature and humidity data  
 3 02 032 0 07 032 Height of sensor above local ground 

(for temperature and humidity measurement) 
m, 2 

  0 12 101 Temperature/dry-bulb temperature(sc.2)  snTTT  K,  2 
  0 12 103 Dew-point temperature (scale 2)          snTdTdTd K,  2 
  0 13 003 Relative humidity %, 0 

   Visibility data   

 3 02 033 0 07 032 
Height of sensor above local ground 
(for visibility measurement) 

m, 2 

  0 20 001 Horizontal visibility                                       VV m,  –1 
   Precipitation past 24 hours  
 3 02 034 0 07 032 Height of sensor above local ground 

(for precipitation measurement) 

m, 2 

  0 13 023 Total precipitation past 24 hours     R24R24R24R24 kg m-2, 1 
 0 07 032  Height of sensor above local ground 

(set to missing to cancel the previous value) 

m, 2 

   Cloud data  
 3 02 004 0 20 010 Cloud cover (total)                                           N %, 0 
  0 08 002 Vertical significance Code table, 0 
  0 20 011 Cloud amount (of low or middle clouds)          Nh Code table, 0 
  0 20 013 Height of base of cloud                                    h m, –1 
  0 20 012 Cloud type (low clouds CL)                              CL Code table, 0 
  0 20 012 Cloud type (middle clouds CM)                        CM Code table, 0 
  0 20 012 Cloud type (high clouds CH)                            CH Code table, 0 
   Individual cloud layers or masses  
 1 01 000  Delayed replication of 1 descriptor    
 0 31 001  Delayed descriptor replication factor Numeric, 0 
 3 02 005 0 08 002 Vertical significance Code table, 0 
  0 20 011 Cloud amount (Ns)                                           Ns Code table, 0 
  0 20 012 Cloud type (C)                                                  C Code table, 0 
  0 20 013 Height of base of cloud (hshs)                       hshs m, -1 
   Clouds with bases below station level  

3 02 036 1 05 000  Delayed replication of 5 descriptors    
 0 31 001  Delayed descriptor replication factor Numeric, 0 
 0 08 002  Vertical significance Code table, 0 
 0 20 011  Cloud amount                                                 N’ Code table, 0 
 0 20 012  Cloud type                                                      C’ Code table, 0 
 0 20 014  Height of top of cloud                                  H’H’ m, -1 
 0 20 017  Cloud top description                                      Ct Code table, 0 
   Direction of cloud drift                  gr. 56DLDMDH  

3 02 047 1 02 003  Replicate 2 descriptors 3 times  
 0 08 002  Vertical significance             = 7 (low cloud) 

                                            = 8 (middle cloud) 
                                            = 9 (high cloud) 

Code table, 0 

 0 20 054  True direction from which clouds are moving 
                                                              DL, DM, DH 

Degree true, 0 
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0 08 002   Vertical significance    
(set to missing to cancel the previous value) 

Code table, 0 

   Direction and elevation of cloud    gr. 57CDaeC  
3 02 048 0 05 021  Bearing or azimuth                                            Da Degree true, 2 

 0 07 021  Elevation angle                                                  eC Degree, 2 
 0 20 012  Cloud type                                                          C Code table, 0 
 0 05 021  Bearing or azimuth 

(set to missing to cancel the previous value) 
Degree true, 2 

 0 07 021  Elevation angle 
(set to missing to cancel the previous value) 

Degree, 2 

   State of ground, snow depth, ground minimum 
temperature 

 

3 02 037 0 20 062  State of ground (with or without snow)     E or E’ Code table, 0 
 0 13 013  Total snow depth                                         sss m, 2 
 0 12 113  Ground minimum temperature (scale2), past 12 hours   

snTgTg 
K, 2 

3 02 043   Basic synoptic “period” data  
   Present and past weather   
 3 02 038 0 20 003 Present weather                                            ww Code table, 0 
  0 04 024 Time period in hours Hour, 0 
  0 20 004 Past weather (1)                                              W1 Code table, 0 
  0 20 005 Past weather (2)                                                                      W2 Code table, 0 

   Sunshine data (from 1 hour and 24 hour period)  

 1 01 002  Replicate 1 descriptors 2 times  
 3 02 039 0 04 024 Time period in hours Hour, 0 
  0 14 031 Total sunshine                                SS and SSS Minute, 0 
   Precipitation measurement  
 3 02 040 0 07 032 Height of sensor above local ground 

(for precipitation measurement) 
m,  2 

  1 02 002 Replicate next 2 descriptors 2 times  
  0 04 024 Time period in hours                                      tR Hour, 0 
  0 13 011 Total precipitation / total water equivalent of snow          

RRR 
kg m-2, 1 

   Extreme temperature data  
 3 02 041 0 07 032 Height of sensor above local ground 

(for temperature measurement) 
m, 2 

  0 04 024 Time period or displacement                           Hour, 0 
  0 04 024 Time period or displacement (see Notes 1 and 2) Hour, 0 
  0 12 111 Maximum temperature (scale 2) at height and over 

period specified                             snTxTxTx 
 K, 2 

  0 04 024 Time period or displacement                           Hour, 0 
  0 04 024 Time period or displacement (see Note 2) Hour, 0 
  0 12 112 Minimum temperature (scale 2) at height and over 

period specified                             snTnTnTn 
 K, 2 

   Wind data  
 3 02 042 0 07 032 Height of sensor above local ground 

(for wind measurement) 
m, 2 

  0 02 002 Type of instrumentation for wind measurement 
                                                                        iw 

Flag table, 0 

  0 08 021 Time significance (= 2 (time averaged)) Code table, 0 
  0 04 025 Time period  (=  - 10 minutes, or number of minutes 

after a significant change of wind) 
Minute, 0 

  0 11 001 Wind direction                                               dd Degree true, 0 
  0 11 002 Wind speed                                                    ff m s-1, 1 
  0 08 021 Time significance (= missing value) Code table, 0 
  1 03 002 Replicate next 3 descriptors 2 times  
  0 04 025 Time period in minutes     Minute, 0 
  0 11 043 Maximum wind gust direction Degree true, 0 
  0 11 041 Maximum wind gust speed        910fmfm, 911fxfx m s-1, 1 
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 0 07 032 
 

Height of sensor above local ground 
(set to missing to cancel the previous value) 

m, 2 

  
 

Evaporation data  

3 02 044 0 04 024  Time period in hours Hour, 0 
 0 02 004  Type of instrument for evaporation or crop type for 

evapotranspiration                                   iE 
Code table, 0 

 0 13 033  Evaporation /evapotranspiration                EEE kg m-2, 1 
  

 
Radiation data (from 1 hour and 24 hour period)  

1 01 002   Replicate next descriptor 2 times  
3 02 045 0 04 024  Time period in hours Hour, 0 

 0 14 002  Long-wave radiation, integrated over period specified    
553SS 4FFFF or 553SS 5FFFF,  
                           55SSS 4F24F24F24F24  or  
                           55SSS 5F24F24F24F24 

J m-2,  -3 

 0 14 004  
Short-wave radiation, integrated over period specified   
553SS 6FFFF, 
                                      55SSS 6F24F24F24F24 

J m-2,  -3 

 0 14 016  Net radiation, integrated over period specified 
                           553SS 0FFFF or 553SS 1FFFF, 
                           55SSS 0F24F24F24F24 or  
                           55SSS 1F24F24F24F24 

J m-2,  -4 

 0 14 028  Global solar radiation (high accuracy), integrated over 
period specified           553SS 2FFFF, 
                                             55SSS 2F24F24F24F24 

J m-2,  -2 

 0 14 029  Diffuse solar radiation (high accuracy), integrated over 
period specified          553SS 3FFFF,  
                                           55SSS 3F24F24F24F24 

J m-2,  -2 

 0 14 030  Direct solar radiation (high accuracy), integrated over 
period specified           55408 4FFFF, 
                                            55508 5F24F24F24F24 

J m-2,  -2 

3 02 046   Temperature change                group 54g0sndT    
 0 04 024  Time period or displacement                           Hour, 0 
 0 04 024  Time period or displacement (see Note 3)         Hour, 0     
 0 12 049  Temperature change over period specified  sndT K, 0 

Notes:  
1) Within RA-IV, the maximum temperature at 1200 UTC is reported for the previous calendar day (i.e. 
the ending time of the period is not equal to the nominal time of the report). To construct the required time 
range, descriptor 004024 has to be included two times. If the period ends at the nominal time of the report, 
value of the second 004024 shall be set to 0. 
2) Within RA-III, the maximum day-time temperature and the minimum night-time temperature is 
reported (i.e. the ending time of the period may not be equal to the nominal time of the report). To construct 
the required time range, descriptor 004024 has to be included two times. If the period ends at the nominal 
time of the report, value of the second 004024 shall be set to 0. 
3) To construct the required time range, descriptor 004024 has to be included two times. 
 
Regulations: 
 
B/C 5.1 Section 1 of BUFR or CREX 
B/C 5.2 Mobile station identification, time, horizontal and vertical coordinates  
B/C 5.3 Pressure data 
B/C 5.4 Basic synoptic “instantaneous” data 
B/C 5.4.1 Temperature and humidity data  
B/C 5.4.2 Visibility data 
B/C 5.4.3   Precipitation past 24 hours 
B/C 5.4.4 Cloud data 
B/C 5.4.5 Individual cloud layers or masses  
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B/C 5.5 Clouds with bases below station level 
B/C 5.6 Direction of cloud drift 
B/C 5.7 Direction and elevation of cloud 
B/C 5.8 State of ground, snow depth, ground minimum temperature 
B/C 5.9 “Instantaneous” data required by regional or national reporting practices 
B/C 5.10 Basic synoptic “period” data  
B/C 5.10.1 Present and past weather  
B/C 5.10.2 Sunshine data  
B/C 5.10.3 Precipitation measurement 
B/C 5.10.4 Extreme temperature data 
B/C 5.10.5 Wind data 
B/C 5.11 Evaporation data  
B/C 5.12  Radiation data  
B/C 5.13 Temperature change 
B/C 5.14  “Period” data required by regional or national reporting practices 
 
 
B/C 5.1  Section 1 of BUFR or CREX 
 
B/C 5.1.1  Entries required in Section 1 of BUFR 

The following entries shall be included in BUFR Section 1: 
- BUFR master table, 
- identification of originating/generating centre, 
- identification of originating/generating sub-centre, 
- update sequence number, 
- identification of inclusion of optional section, 
- data category (= 000 for SYNOP MOBIL data), 
- international data sub-category (1), (2), 
- local data subcategory, 
- version number of master table, 
- version number of local tables, 
- year (year of the century up to BUFR edition 3), 
- month (standard time), 
- day (standard time = YY in the abbreviated telecommunication header for SYNOP MOBIL 

data), 
- hour (standard time = GG in the abbreviated telecommunication header for SYNOP MOBIL 

data), 
- minute (standard time = 00 for SYNOP MOBIL data). 

Notes: 
(1) Inclusion of this entry is required starting with BUFR edition 4. 
(2) If required, the international data sub-category shall be included for SYNOP MOBIL data as 

= 005 at main synoptic times 00, 06, 12, 18 UTC, 
= 004 at intermediate synoptic times 03, 09, 15, 21 UTC, 
= 003 at observation times 01, 02, 04, 05, 07, 08, 10, 11, 13, 14, 16, 17, 
   19, 20, 22 and 23 UTC. 

 
B/C 5.1.2  Entries required in Section 1 of CREX 

The following entries shall be included in CREX Section 1: 
- CREX master table, 
- CREX edition number, 
- CREX table version number, 
- version number of BUFR master table (1), 
- version number of local tables (1), 
- data category (= 000 for SYNOP MOBIL data),  
- international data sub-category (1), (2), 
- identification of originating/generating centre (1), 
- identification of originating/generating sub-centre (1), 
- update sequence number (1), 



 وصياتالت
 

207

- number of subsets (1), 
- year ( standard time) (1), 
- month (standard time) (1), 
- day (standard time = YY in the abbreviated telecommunication header for SYNOP MOBIL data) 

(1), 
- hour (standard time = GG in the abbreviated telecommunication header for SYNOP MOBIL 

data) (1), 
- minute (standard time = 00 for SYNOP MOBIL data) (1). 

Notes: 
(1) Inclusion of these entries is required starting with CREX edition 2. 
(2) If inclusion of international data sub-category is required, Note (2) under B/C 5.1.1 applies. 

 
B/C 5.2 Mobile station identification, time, horizontal and vertical coordinates <3 01 092> 
 
B/C 5.2.1 Mobile station identification  

Mobile land station identifier (0 01 011) shall be always reported as a non-missing value. In the 
absence of a suitable call sign, the word MOBIL shall be used for mobile land station identifier. 
[12.1.7(c)] 

WMO regional number (0 01 003) shall be reported to indicate the geographical area in which the 
mobile station has been deployed. 

Type of station (Code table 0 02 001) shall be reported to indicate the type of the station operation 
(manned, automatic or hybrid). 
Note: 
(1) If a station operates as a manned station for a part of the day and as an automatic station for 

the rest of the day, code figure 2 (Hybrid) may be used in all reports. It is preferable, however, 
to use code figure 1 (Manned) in reports produced under the supervision of an observer, and a 
code figure 0 (Automatic) in reports produced while the station operates in the automatic mode. 

 
B/C 5.2.2 Time of observation  

Year (0 04 001), month (0 04 002), day (0 04 003), hour (0 04 004) and minute (0 04 005) of the 
actual time of observation shall be reported. 
Note: 
(1) The actual time of observation shall be the time at which the barometer is read. [12.1.6] 

B/C 5.2.2.1 
If the actual time of observation differs by 10 minutes or less from the standard time reported in 
Section 1, the standard time may be reported instead of the actual time of observation. [12.2.8] 

 
B/C 5.2.3 Horizontal and vertical coordinates 

Latitude (0 05 001) and longitude (0 06 001) of the station shall be reported in degrees with 
precision in 10-5 of a degree. 

Height of station ground above mean sea level (0 07 030) and height of barometer above mean 
sea level (0 07 031) shall be reported in meters with precision in tenths of a meter.  

 
B/C 5.2.4 Station elevation quality mark – Code table 0 33 024 

Station elevation quality mark shall be reported to indicate the accuracy of the vertical coordinates 
of the mobile station. 

 
B/C 5.3 Pressure data <3 02 031> 
 
B/C 5.3.1 Pressure at the station level 

Pressure at the station level (0 10 004), i.e. at the level defined by 0 07 031 (height of barometer 
above mean sea level), shall be reported in pascals (with precision in tens of a pascal). 
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B/C 5.3.1.1 
The station pressure shall be included in reports for global exchange from land stations, together 
with either the mean sea level pressure or, in accordance with Regulation B/C 5.3.5.1, with the 
geopotential height of a standard pressure level. [12.2.4] 
Note: 

  (1)  Inclusion of the station pressure at other times is left to the decision of individual Members. 
 
B/C 5.3.2 Pressure reduced to mean sea level   

Pressure reduced to mean sea level (0 10 051) shall be reported in pascals (with precision in tens 
of a pascal). 

B/C 5.3.2.1  
Whenever air pressure at mean sea level can be computed with reasonable accuracy, this 
pressure shall be reported. [12.2.3.4.1] 
Notes: 
(1) For a station situated in a region of normal synoptic network density, the pressure at mean sea 

level is considered not to be computed with reasonable accuracy when it introduces a 
deformation into the analysis of the horizontal pressure field, which is purely local and recurring. 

(2) For a station lying in a data-sparse area of the synoptic network, reasonable accuracy will be 
obtained when using a reduction method,which has proved to be satisfactory in a region of 
normal network density and under similar geographic conditions. 

 
B/C 5.3.3 Three-hour pressure change and characteristic of pressure tendency 

Amount of pressure change at station level, during the three hours preceding the time of 
observation (0 10 061), either positive, zero or negative, shall be reported in pascals (with precision 
in tens of a pascal).  

B/C 5.3.3.1  
Unless specified otherwise by regional decision, pressure tendency shall be included whenever the 
three-hourly pressure tendency is available. [12.2.3.5.1] 

B/C 5.3.3.2  
The characteristic of pressure tendency (Code table 0 10 063) over the past three hours shall, 
whenever possible, be determined on the basis of pressure samples at equi-spaced intervals not 
exceeding one hour. [12.2.3.5.2] 
Note:  
(1) Algorithms for selecting the appropriate code figure are included in publication WMO–No.8, 

Guide to Meteorological Instruments and Methods of Observation. 
B/C 5.3.3.3  

Where it is not possible to apply the algorithms specified in Regulation B/C 5.3.3.2 in reports from 
automatic weather stations, the characteristic of pressure tendency shall be reported as 2 when the 
tendency is positive, as 7 when the tendency is negative, and as 4 when the atmospheric pressure 
is the same as three hours before. [12.2.3.5.3] 

 
B/C 5.3.4  24-hour pressure change 

If specified by regional decision, amount of surface pressure change at station level, during 24 
hours preceding the time of observation (0 10 062), either positive, zero or negative, shall be 
reported in pascals (with precision in tens of a pascal). [12.4.7.1.2(k), (l)]  

 
B/C 5.3.5 Geopotential height of the standard level 

Geopotential height of the standard level (0 10 009) shall be reported in geopotential meters.  The 
standard isobaric level is specified by the preceding entry Pressure (0 07 004). 

B/C 5.3.5.1  
By regional decision, a high-level station which cannot give pressure at mean sea level to a 
satisfactory degree of accuracy shall report both the station-level pressure and the geopotential 
height of an agreed standard isobaric surface. [12.2.3.4.2] 
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B/C 5.4 Basic synoptic “instantaneous” data <3 02 035> 
 

B/C 5.4.1 Temperature and humidity data <3 02 032> 
 

B/C 5.4.1.1 Height of sensor above local ground  

Height of sensor above local ground (0 07 032) for temperature and humidity measurement shall 
be reported in meters (with precision in hundredths of a meter). 
This datum represents the actual height of temperature and humidity sensors above ground at the 
point where the sensors are located. 

 
B/C 5.4.1.2 Dry-bulb air temperature 

Dry-bulb air temperature (0 12 101) shall be reported in degrees Kelvin (with precision in 
hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius)  
Notes: 
(1) Temperature data shall be reported with precision in hundredths of a degree even if they are 

measured with the accuracy in tenths of a degree. This requirement is based on the fact that 
conversion from the Kelvin to the Celsius scale has often resulted into distortion of the data 
values.  

(2) Temperature t (in degrees Celsius) shall be converted into temperature T (in degrees Kelvin) 
using equation: T = t + 273.15.  

B/C 5.4.1.2.1 
When the data are not available as a result of a temporary instrument failure, this quality shall be 
included as a missing value. [12.2.3.2] 
  

B/C 5.4.1.3 Dew-point temperature 

Dew-point temperature (0 12 103) shall be reported in degrees Kelvin (with precision in hundredths 
of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in hundredths of a 
degree Celsius).  
Note:  
(1) Notes (1) and (2) under Regulation B/C 5.4.1.2 shall apply. 

B/C 5.4.1.3.1 
When the data are not available as a result of a temporary instrument failure, this quality shall be 
included as a missing value. [12.2.3.3.2]  

 
B/C 5.4.1.4 Relative humidity 

Relative humidity (0 13 003) shall be reported in units of a percent. 
B/C 5.4.1.4.1 

Both dew point temperature and relative humidity shall be reported when available. 
B/C 5.4.2 Visibility data <3 02 033> 

 
B/C 5.4.2.1 Height of sensor above local ground 

Height of sensor above local ground (0 07 032) for visibility measurement shall be reported in 
meters (with precision in hundredths of a meter). 
This datum represents the actual height of visibility sensors above ground at the point where the 
sensors are located.  If visibility is estimated by a human observer, average height of observer’s 
eyes above station ground shall be reported. 

 
B/C 5.4.2.2 Horizontal visibility 

Horizontal visibility (0 20 001) at surface shall be reported in meters (with precision in tens of a 
meter). 

B/C 5.4.2.2.1 
When the horizontal visibility is not the same in different directions, the shortest distance shall be 
given for visibility. [12.2.1.3.1] 
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B/C 5.4.3 Precipitation past 24 hours <3 02 034> 
 

B/C 5.4.3.1 Height of sensor above local ground 
Height of sensor above local ground (0 07 032) for precipitation measurement shall be reported in 
meters (with precision in hundredths of a meter). 
This datum represents the actual height of the rain gauge rim above ground at the point where the 
rain gauge is located. 

 
B/C 5.4.3.2 Total amount of precipitation during the 24-hour period  

Total amount of precipitation during the 24-hour period ending at the time of observation (0 13 023) 
shall be reported in kilograms per square meter (with precision in tenths of a kilogram per square 
meter). [12.4.9]  

B/C 5.4.3.2.1 
The precipitation over the past 24 hours shall be included (not missing) at least once a day at one 
appropriate time of the main standard times (0000, 0600, 1200, 1800 UTC). [12.4.1]   

B/C 5.4.3.2.2 
Precipitation, when it can be and has to be reported, shall be reported as 0.0 kgm-2 if no 
precipitation were observed during the referenced period. [12.2.5.4] 

B/C 5.4.3.2.3  
Trace shall be reported as “- 0.1 kgm-2 “. 
 

B/C 5.4.4 Cloud data <3 02 004> 
 

B/C 5.4.4.1 Total cloud cover 

Total cloud cover (0 20 010) shall embrace the total fraction of the celestial dome covered by 
clouds irrespective of their genus. It shall be reported in units of a percent. 
Note: 
(1) Total cloud cover shall be reported as 113 when sky is obscured by fog and/or other 

meteorological phenomena. 
B/C 5.4.4.1.1 

Total cloud cover shall be reported as actually seen by the observer during the observation. 
[12.2.2.2.1] 

B/C 5.4.4.1.2 

Altocumulus perlucidus or Stratocumulus perlucidus (“mackerel sky”) shall be reported as 99% or 
less  (unless overlying clouds appear to cover the whole sky) since breaks are always present in 
this cloud form even if it extends over the whole celestial dome. [12.2.2.2.2] 

B/C 5.4.4.1.3 

Total cloud cover shall be reported as zero when blue sky or stars are seen through existing fog or 
other analogous phenomena without any trace of cloud being seen. [12.2.2.2.3] 

B/C 5.4.4.1.4 

When clouds are observed through fog or analogous phenomena, their amount shall be evaluated 
and reported as if these phenomena were non-existent. [12.2.2.2.4] 

B/C 5.4.4.1.5 

Total cloud cover shall not include the amount resulting from rapidly dissipating condensation trails. 
[12.2.2.2.5] 

B/C 5.4.4.1.6 

Persistent condensation trails and cloud masses which have obviously developed from 
condensation trails shall be reported as cloud. [12.2.2.2.6] 

 
B/C 5.4.4.2 Vertical significance – Code table 0 08 002 

To specify vertical significance (0 08 002) within the sequence 3 02 004, a code figure shall be 
selected in the following way: 
(a) If low clouds are observed, then code figure 7 (Low cloud) shall be used. 
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(b) If there are no low clouds but middle clouds are observed, then code figure 8 (Middle 
clouds) shall be used. 

(c) If there are no low and there are no middle clouds but high clouds are observed, then code 
figure 0 shall be used. 

(d) If sky is obscured by fog and/or other phenomena, then code figure 5 (Ceiling) shall be 
used. 

(e) If there are no clouds (clear sky), then code figure 62 (Value not applicable) shall be used. 
(f) If the cloud cover is not discernible for reasons other than (d) above or observation is not 

made, then code figure 63 (Missing value) shall be used. 
 
B/C 5.4.4.3 Cloud amount (of low or middle clouds) – Code table 0 20 011 

Amount of all the low clouds (clouds of the genera Stratocumulus, Stratus, Cumulus, and 
Cumulonimbus) present or, if no low clouds are present, the amount of all the middle clouds 
(clouds of the genera Altocumulus, Altostratus, and Nimbostratus) present. 

B/C 5.4.4.3.1 
Cloud amount shall be reported as follows:  
(a) If there are low clouds, then the total amount of all low clouds, as actually seen by the 

observer during the observation shall be reported for the cloud amount. 
(b) If there are no low clouds but there are middle clouds, then the total amount of the middle 

clouds shall be reported for the cloud amount. 
(c) If there are no low clouds and there are no middle clouds but there are high clouds (clouds 

of the genera Cirrus, Cirrocumulus, and Cirrostratus), then the cloud amount shall be 
reported as zero. [12.2.7.2.1] 

B/C 5.4.4.3.2 
Amount of Altocumulus perlucidus or Stratocumulus perlucidus (“mackerel sky”) shall be reported 
using code figure 7 or less since breaks are always present in this cloud form even if it extends 
over the whole celestial dome. [12.2.7.2.2] 

B/C 5.4.4.3.3 
When the clouds reported for cloud amount are observed through fog or an analogous 
phenomenon, the cloud amount shall be reported as if these phenomena were not present. 
[12.2.7.2.3] 

B/C 5.4.4.3.4 
If the clouds reported for cloud amount include contrails, then the cloud amount shall include the 
amount of persistent contrails.  Rapidly dissipating contrails shall not be included in the value for 
the cloud amount. [12.2.7.2.4] 

 
B/C 5.4.4.4 Height of base of lowest cloud  

Height above surface of the base (0 20 013) of the lowest cloud seen shall be reported in meters 
(with precision in tens of a meter). 
Note:  
(1) The term “height above surface” shall be considered as being the height above the official 

aerodrome elevation or above station elevation at a non-aerodrome station. 
B/C 5.4.4.4.1  

When the station is in fog, a sandstorm or in blowing snow but the sky is discernable, the base of 
the lowest cloud shall refer to the base of the lowest cloud observed, if any.  When, under the 
above conditions, the sky is not discernible, the base of the lowest cloud shall be reported as 
missing.  [12.2.1.2] 

B/C 5.4.4.4.2 
When no cloud are reported (Total cloud cover = 0) the base of the lowest cloud shall be reported 
as a missing value. 

B/C 5.4.4.4.3 
When, by national decision, clouds with bases below the station are reported from the station and 
clouds with bases below and tops above the station are observed, the base of the lowest cloud 
shall be reported having a negative value if the base of cloud is discernible, or as a missing value. 
 

B/C 5.4.4.5 Cloud type of low, middle and high clouds - Code table 0 20 012  

Clouds of the genera Stratocumulus, Stratus, Cumulus, and Cumulonimbus (low clouds) shall be 
reported for the first entry 0 20 012, clouds of the genera Altocumulus, Altostratus, and 
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Nimbostratus (middle clouds) shall be reported for the second entry 0 20 012 and clouds of the 
genera Cirrus, Cirrocumulus, and Cirrostratus (high clouds) shall be reported for the third entry 0 
20 012. 

B/C 5.4.4.5.1 
The reporting of type of low, middle and high clouds shall be as specified in publication WMO-NO. 
407 – International Cloud Atlas, Volume I. [12.2.7.3] 

 
B/C 5.4.5 Individual cloud layers or masses 

 
B/C 5.4.5.1 Number of individual cloud layers or masses 

The number of individual cloud layers or masses shall be indicated by  Delayed descriptor 
replication factor 0 31 001 in BUFR and by a four-digit number in the Data Section corresponding 
to the position of the replication descriptor in the Data Description Section of CREX.  
Notes: 

(1) The number of cloud layers or masses shall never be set to a missing value. 
(2) The number of cloud layers or masses shall be set to a positive value in a NIL report. 

B/C 5.4.5.1.1 

The number of individual cloud layers or masses shall in the absence of Cumulonimbus clouds not 
exceed three.  Cumulonimbus clouds, when observed, shall always be reported, so that the total 
number of individual cloud layers or masses can be four.  The selection of layers (or masses) to be 
reported shall be made in accordance with the following criteria: 
(a) The lowest individual layer (or mass) of any amount (cloud amount at least one octa or less, 

but not zero); 
(b) The next higher individual layer (or mass) the amount of which is greater than two octas; 
(c) The next higher individual layer (or mass) the amount of which is greater than four octas; 
(d) Cumulonimbus clouds, whenever observed and not reported under (a), (b) and (c) above. 

[12.4.10.1] 
B/C 5.4.5.1.2 

When the sky is clear, the number of individual cloud layers or masses shall be set to zero. 
B/C 5.4.5.1.3 

The order of reporting the individual cloud layers or masses shall always be from lower to higher 
levels. [12.4.10.2] 

 
B/C 5.4.5.2 Individual cloud layer or mass <3 02 005> 

Each cloud layer or mass shall be represented by the following four parameters: Vertical 
significance (0 08 002), amount of individual cloud layer or mass (0 20 011), type of cloud layer or 
mass (0 20 012) and height of base of individual cloud layer or mass (0 20 013). 

 
B/C 5.4.5.2.1 Vertical significance – Code table 0 08 002 

To specify vertical significance (0 08 002) within the sequence 3 02 005, a code figure shall be 
selected in the following way: 

(a) Code figure 1 shall be used in the first non-Cumulonimbus layer. 
(b) Code figure 2 shall be used in the second non-Cumulonimbus layer. 
(c) Code figure 3 shall be used in the third non-Cumulonimbus layer.  
(d) Code figure 4 shall be used in any Cumulonimbus layer. 
(e) If sky is obscured by fog and/or other phenomena, then code figure 5 (Ceiling) shall be 

used. 
(f) If the cloud cover is not discernible for reasons other than (e) above or observation is not 

made, then code figure 63 (Missing value) shall be used. 
 
B/C 5.4.5.2.2 Cloud amount, type and height of base  

B/C 5.4.5.2.2.1 
When the sky is clear, in accordance with Regulation B/C 5.4.5.1.2 cloud amount, genus, and 
height shall not be included. [12.4.10.4] 
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B/C 5.4.5.2.2.2 

In determining cloud amounts (Code table 0 20 011) to be reported for individual layers or masses, 
the observer shall estimate, by taking into consideration the evolution of the sky, the cloud amounts 
of each individual layer or mass at the different levels, as if no other clouds existed. [12.4.10.3] 

B/C 5.4.5.2.2.3 
Type of a cloud layer or mass (Code table 0 20 012) shall be reported using code figures 0, 1, 2, 3, 
4, 5, 6, 7, 8, 9, 59 and 63. 

B/C 5.4.5.2.2.4 
If, notwithstanding the existence of fog, sandstorm, duststorm, blowing snow or other obscuring 
phenomena, the sky is discernible, the partially obscuring phenomena shall be disregarded.  If, 
under the above conditions, the sky is not discernible, the cloud type shall be reported using code 
figure 59 and the cloud height shall be replaced by vertical visibility. [12.4.10.5] 
Note: 
(1) The vertical visibility is defined as the vertical visual range into an obscuring medium. 

B/C 5.4.5.2.2.5 
If two or more types of cloud occur with their bases at the same level and this level is one to be 
reported in accordance with Regulation B/C 5.4.5.1.1, the selection for cloud type and amount shall 
be made with the following criteria: 
(a) If these types do not include Cumulonimbus then cloud genus shall refer to the cloud type 

that represents the greatest amount, or if there are two or more types of cloud all having 
the same amount, the highest applicable code figure for cloud genus shall be reported.  
Cloud amount shall refer to the total amount of cloud whose bases are all at the same level; 

(b) If these types do include Cumulonimbus then one layer shall be reported to describe only 
this type with cloud genus indicated as Cumulonimbus and the cloud amount as the 
amount of the Cumulonimbus.  If the total amount of the remaining type(s) of cloud 
(excluding Cumulonimbus) whose bases are all at the same level is greater than that 
required by Regulation B/C 5.4.5.1.1, then another layer shall be reported with type being 
selected in accordance with (a) and amount referring to the total amount of the remaining 
cloud (excluding Cumulonimbus). [12.4.10.6] 

B/C 5.4.5.2.2.6 
Regulations B/C5.4.4.1.3 to B/C5.4.4.1.6, inclusive, shall apply. [12.4.10.7] 

B/C 5.4.5.2.2.7 

Height above surface of the cloud base (0 20 013) shall be reported in meters (with precision in 
tens of a meter). 
Note:  
(1) The term “height above surface” shall be considered as being the height above the official 

aerodrome elevation or above station elevation at a non-aerodrome station. 
 
B/C 5.5 Clouds with bases below station level <3 02 036> 
 
B/C 5.5.1 Number of cloud layers with bases below station level 

The number of cloud layers with bases below station level shall be indicated by Delayed descriptor 
replication factor 0 31 001 in BUFR and by a four-digit number in the Data Section corresponding 
to the position of the replication descriptor in the Data Description Section of CREX.  
Notes: 
(1) The number of cloud layers with bases below station level shall never be set to a missing value. 
(2) The number of cloud layers with bases below station level shall be set to a positive value in a 

NIL report. 
B/C 5.5.1.1 

Inclusion of these data shall be determined by national decision. The number of cloud layers with 
bases below station level shall be always set to zero in reports from a station at which observations 
of clouds with bases below station level are not executed.  

B/C 5.5.1.2 
When no cloud layers with bases below station are observed, the number of cloud layers with 
bases below station level shall be set to zero. 

B/C 5.5.1.3 
If the station is in continuous or almost continuous cloud, the number of cloud layers with bases 
below station level shall be set to one, with all parameters reported as missing except for vertical 
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significance 0 08 002 that shall be set to 10 (cloud layer with a base below and tops above station 
level). [12.5.4] 

B/C 5.5.1.4 
If clouds with bases below station level are not discernible due to fog and/or other phenomena or 
observation is not made, then the number of cloud layers with bases below station level shall be 
set to one, with all parameters reported as missing except for vertical significance 0 08 002 that 
shall be set to 11. 

B/C 5.5.1.5 
When two or more cloud layers with their bases below station level occur at different levels, two or 
more cloud layers shall be reported. [12.5.5] 

B/C 5.5.1.6 
Clouds with bases below and tops above station level shall be reported as the first layer within the 
sequence 3 02 036, provided that the station is out of cloud sufficiently frequently to enable the 
various features to be recognized.  Other low clouds present with tops below station level shall be 
reported as the following layers (one or more) within the sequence 3 02 036. [12.5.3] 

Notes: 
(1) Clouds with bases below and tops above station level shall be reported also in sequences 3 

02 004 and 3 02 005. [12.5.3] 
(2) Clouds with tops below station level shall be reported only in sequence 3 02 036, and any co-

existent clouds with bases above station level shall be reported only in sequences 3 02 004 
and 3 02 005. [12.5.2] 

 
B/C 5.5.2 Individual cloud layer with base below station level 

Each cloud layer with base below station level shall be represented by the following five 
parameters: Vertical significance (0 08 002), amount of clouds with base below station level (0 
20 011), type of clouds with base below station level (0 20 012), altitude of the upper surface of 
clouds (0 20 014) and cloud top description (0 20 017). 

 
B/C 5.5.2.1 Vertical significance - Code table 0 08 002 

Code figure 10 shall be used for cloud layers with bases below and tops above station level; code 
figure 11 shall be used for cloud layers with bases and tops below station level. 

 
B/C 5.5.2.2 Amount of clouds with base below station level - Code table 0 20 011 

B/C 5.5.2.2.1 
Regulations B/C 5.4.4.1.1 to B/C 5.4.4.1.6, inclusive, shall apply. [12.5.8] 

B/C 5.5.2.2.2 
Spaces occupied by mountains emerging from the cloud layers shall be counted as occupied by 
clouds. [12.5.9] 

 
B/C 5.5.2.3 Type of clouds with base below station level - Code table 0 20 012 

Type of clouds with bases below station level shall be reported using code figures 0, 1, 2, 3, 4, 5, 6, 
7, 8, 9 and 63. 

 
B/C 5.5.2.4 Height of top of clouds above mean sea level 

Height of top of clouds above mean sea level (0 20 014) shall be reported in meters (with precision 
in tens of a meter). 

B/C 5.5.2.4.1 
Height of top of clouds with bases below and tops above station level shall be reported, provided 
that the upper surface of clouds can be observed. [12.5.3 (b)] 
 

B/C 5.5.2.5 Cloud top description - Code table 0 20 017 

B/C 5.5.2.5.1 
Description of top of clouds with bases below and tops above station level shall be reported, provided 
that the station is out of cloud sufficiently frequently to enable the features to be recognized. 

 
B/C 5.5.2.5.2 

Rapidly dissipating condensation trails shall not be reported. However, the top of persistent 
condensation trails and cloud masses which have obviously developed from condensation trails 
(and whose bases are below station level) shall be reported in Sequence 3 02 036. [12.5.6], [12.5.7] 
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B/C 5.6 Direction of cloud drift <3 02 047> 

This information is required from land stations mainly in the tropics. [12.4.7.5] 
 
B/C 5.6.1 Vertical significance – Code table 0 08 002 

To specify vertical significance (0 08 002) within the sequence 3 02 047, code figures shall be 
selected in the following way: 
(a) Code figure 7 (Low cloud) shall be used in the first replication. 
(b) Code figure 8 (Middle clouds) shall be used in the second replication. 
(c) Code figure 9 (High cloud) shall be used in the third replication. 

 
B/C 5.6.2 True direction from which clouds are moving 

True direction from which low, middle, or high clouds are moving (0 20 054) shall be reported in 
degrees true as follows: 
(a) True direction from which the low clouds are moving shall be included in the first 

replication. 
(b) True direction from which the middle clouds are moving shall be included in the second 

replication. 
(c) True direction from which the high clouds are moving shall be included in the third 

replication. 
 
B/C 5.7 Direction and elevation of cloud <3 02 048> 

This information is required from land stations mainly in the tropics. [12.4.7.5] 
 
B/C 5.7.1 Direction of cloud 

True direction (0 05 021), from which orographic clouds or clouds with vertical development are 
seen, shall be reported in degrees true.  The cloud genus shall be specified by the third entry of the 
sequence 3 02 048, i.e. by Cloud type – Code table 0 20 012. 
Note: 

(1) It is considered sufficient to report direction of cloud in degrees true, although 0 05 021 
(Bearing or azimuth) is defined with higher accuracy (hundredths of a degree true).  

 
B/C 5.7.2 Elevation of cloud 

Elevation angle (0 07 021) of the top of the cloud shall be reported in degrees. The cloud genus 
shall be specified by the following entry, i.e. by Cloud type – Code table 0 20 012. 
Note: 

(1) It is considered sufficient to report elevation of the top of cloud in degrees, although 0 07 021 
(Elevation angle) is defined with higher accuracy (hundredths of a degree).  

 
B/C 5.8 State of ground, snow depth, ground minimum temperature <3 02 037> 
 
B/C 5.8.1 State of ground (with or without snow) - Code table 0 20 062. 

State of ground without snow or with snow shall be reported using Code table 0 20 062. The 
synoptic hour at which this datum is reported shall be determined by regional decision.  

 
B/C 5.8.2 Total snow depth 

Total snow depth (0 13 013) shall be reported in meters (with precision in hundredths of a meter). 
The synoptic hour at which this datum is reported shall be determined by regional decision. 

B/C 5.8.2.1 
When total snow depth has to be reported, it is reported as 0.00 m if no snow, ice and other forms 
of solid precipitation on the ground are observed at the time of observation.  A snow depth value of 
“– 0.01 m” shall indicate a little (less than 0.005 m) snow.  A snow depth value of “– 0.02 m” shall 
indicate “snow cover not continuous”.  

B/C 5.8.2.2 
The measurement shall include snow, ice and all other forms of solid precipitation on the ground at 
the time of observation. [12.4.6.1] 
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B/C 5.8.2.3 
When the depth is not uniform, the average depth over a representative area shall be reported. 
[12.4.6.2] 
 

B/C 5.8.3 Ground minimum temperature, past 12 hours 
Ground minimum temperature from the previous 12 hours (0 12 113) shall be reported in degrees 
Kelvin (with precision in hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius 
(with precision in hundredths of a degree Celsius).  
Notes: 
(1) Ground minimum temperature data shall be reported with precision in hundredths of a degree 

even if they are measured with the accuracy in tenths of a degree. Notes (1) and (2) under 
Regulation B/C 5.4.1.2 shall apply. 

(2) The period of time covered by ground minimum temperature and the synoptic hour at which 
this temperature is reported shall be determined by regional decision.  If ground minimum 
temperature is to be reported from the period of previous night, then “ground minimum 
temperature, past 12 hours” (0 12 113) shall be reported as a missing value.  In this case, 
ground minimum temperature of the previous night (0 12 122) shall be reported in compliance 
with Regulation B/C 5.9.    

 
B/C 5.9 “Instantaneous” data required by regional or national reporting practices 

If regional or national reporting practices require inclusion of additional “instantaneous” parameters, 
the sequence descriptor 3 07 090 shall not be used.  In this case BUFR/CREX template for 
SYNOP MOBIL data shall be used in its first level expanded form and the descriptors, 
corresponding to the required “instantaneous” parameters, shall be inserted to precede 3 02 043 
(Basic synoptic “period” data).   
Notes: 
(1) “Instantaneous” parameter is a parameter that is not coupled to a time period descriptor, e.g. 0 

04 024, 0 04 025. 
(2) No regional requirements are currently indicated for reporting SYNOP MOBIL data in the 

Manual on Codes, WMO-No. 306, Volume II. 
 

B/C 5.10 Basic synoptic “period” data <3 02 043> 
 
B/C 5.10.1 Present and past weather <3 02 038> 

B/C 5.10.1.1 
Present weather (Code table 0 20 003) and past weather (1) (Code table 0 20 004) and past 
weather (2) (Code table 0 20 005) shall be reported as non-missing values if present and past 
conditions are known.  In case of a report from a manually operated station after a period of closure 
or at start up, when past weather conditions for the period applicable to the report are unknown, 
past weather (1) and past weather (2) reported as missing shall indicate that previous conditions 
are unknown. This regulation shall also apply to automatic reporting stations with the facility to 
report present and past weather. [12.2.6.1] 

B/C 5.10.1.2 
Code figures 0, 1, 2, 3, 100, 101, 102 and 103 for present weather and code figures 0, 1, 2 and 10 
for past weather (1) and past weather (2) shall be considered to represent phenomena without 
significance. [12.2.6.2]  

B/C 5.10.1.3 
Present and past weather shall be reported if observation was made (data available), regardless 
significance of the phenomena. 
Note: 

(1) If data are produced and collected in traditional codes and present weather and past 
weather is omitted in a SYNOP report (no significant phenomena observed), code figure 508 
shall be used for present weather and code figure 10 for past weather (1) and past weather 
(2) when converted into BUFR or CREX.  

B/C 5.10.1.4 
If no observation was made (data not available), code figure 509 shall be used for present weather 
and both past weather (1) and past weather (2) shall be reported as missing.  
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B/C 5.10.1.5 Present weather from a manned weather station  

B/C 5.10.1.5.1 
If more than one form of weather is observed, the highest applicable code figure from the range 
<00 to 99> shall be selected for present weather.  Code figure 17 shall have precedence over code 
figures 20 – 49.  Other weather may be reported using additional entries 0 20 003 or 0 20 021 to 0 
20 026 applying Regulation B/C 5.9. [12.2.6.4.1] 

B/C 5.10.1.5.2 
In coding 01, 02, or 03, there is no limitation on the magnitude of the change of the cloud amount.  
Code figures 00, 01, and 02 can each be used when the sky is clear at the time of observation.  In 
this case, the following interpretation of the specifications shall apply: 

• 00 is used when the preceding conditions are not known, 
• 01 is used when the clouds have dissolved during the past hour, 
• 02 is used when the sky has been continuously clear during the past hour. [12.2.6.4.2] 

B/C 5.10.1.5.3 
When the phenomenon is not predominantly water droplets, the appropriate code figure shall be 
selected without regard to visibility. [12.2.6.4.3] 

B/C 5.10.1.5.4 
The code figure 05 shall be used when the obstruction to vision consists predominantly of 
lithometeors. [12.2.6.4.4] 

B/C 5.10.1.5.5 
National instructions shall be used to indicate the specifications for code figures 07 and 09. 
[12.2.6.4.5] 

B/C 5.10.1.5.6 
The visibility restrictions on code figure 10 shall be 1000 meters or more. The specification refers 
only to water droplets and ice crystals. [12.2.6.4.6] 

B/C 5.10.1.5.7 
For code figures 11 or 12 to be reported, the apparent visibility shall be less than 1000 meters. 
[12.2.6.4.7] 

B/C 5.10.1.5.8 
For code figure 18, the following criteria for reporting squalls shall be used: 
(a) When wind speed is measured: A sudden increase of wind speed of at least eight meters 

per second, the speed rising to 11 meters per second or more and lasting for at least one 
minute; 

(b) When the Beaufort scale is used for estimating wind speed:  A sudden increase of wind 
speed by at least three stages of the Beaufort scale, the speed rising to force 6 or more 
and lasting for at least one minute. [12.2.6.4.8] 

B/C 5.10.1.5.9 
Code figures 20 – 29 shall never be used when precipitation is observed at the time of observation. 
[12.2.6.4.9] 

B/C 5.10.1.5.10 
For code figure 28, visibility shall have been less than 1000 meters.  
Note:  

(1) The specification refers only to visibility restrictions which occurred as a result of water 
droplets or ice crystals. [12.2.6.4.10] 

B/C 5.10.1.5.11 
For synoptic coding purposes, a thunderstorm shall be regarded as being at the station from the 
time thunder is first heard, whether or not lightning is seen or precipitation is occurring at the station.  
A thunderstorm shall be reported if thunder is heard within the normal observational period 
preceding the time of the report.  A thunderstorm shall be regarded as having ceased at the time 
thunder is first heard and the cessation is confirmed if thunder is not heard for 10 – 15 minutes 
after this time. [12.2.6.4.11] 

B/C 5.10.1.5.12 
The necessary uniformity in reporting code figures 36, 37, 38, and 39, which may be desirable 
within certain regions, shall be obtained by means of national instructions.  [12.2.6.4.12] 

B/C 5.10.1.5.13 
A visibility restriction “less than 1000 meters” shall be applied to code figures 42 – 49.  In the case 
of code figures 40 or 41, the apparent visibility in the fog or ice fog patch or bank shall be less than 
1000 meters.  Code figures 40 – 47 shall be used when the obstructions to vision consist 
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predominantly of water droplets or ice crystals, and 48 or 49 when the obstructions consist 
predominantly of water droplets. [12.2.6.4.13] 

B/C 5.10.1.5.14 
When referring to precipitation, the phrase “at the station” in the code table shall mean “at the point 
where the observation is normally taken”. [12.2.6.4.14] 

B/C 5.10.1.5.15 
The precipitation shall be encoded as intermittent if it has been discontinuous during the preceding 
hour, without presenting the character of a shower. [12.2.6.4.15] 

B/C 5.10.1.5.16 
The intensity of precipitation shall be determined by the intensity at the time of the observation. 
[12.2.6.4.16] 

B/C 5.10.1.5.17 
Code figures 80 – 89 shall be used only when the precipitation is of the shower type and takes 
place at the time of the observation. 
Note: 

(1) Showers are produced by convective clouds.  They are characterized by their abrupt 
beginning and end and by the generally rapid and sometimes great variations in the intensity 
of the precipitation.  Drops and solid particles falling in a shower are generally larger than 
those falling in non-showery precipitation.  Between showers openings may be observed 
unless stratiform clouds fill the intervals between the cumuliform clouds. [12.2.6.4.17] 

B/C 5.10.1.5.18 
In reporting code figure 98, the observer shall be allowed considerable latitude in determining 
whether precipitation is or is not occurring, if it is not actually visible. [12.2.6.4.18] 

 
B/C 5.10.1.6 Present weather from an automatic weather station 

 B/C 5.10.1.6.1 
The highest applicable code figure shall be selected. [12.2.6.5.1] 

B/C 5.10.1.6.2 
In coding code figures 101, 102, and 103, there is no limitation on the magnitude of the change of 
the cloud amount.  Code figures 100, 101, and 102 can each be used when the sky is clear at the 
time of observation. In this case, the following interpretation of the specifications shall apply: 

• Code figure 100 is used when the preceding conditions are not known; 
• Code figure 101 is used when the clouds have dissolved during the past hour; 
• Code figure 102 is used when the sky has been continuously clear during the past hour. 

[12.2.6.5.2] 
B/C 5.10.1.6.3 

When the phenomenon is not predominantly water droplets, the appropriate code figure shall be 
selected without regard to the visibility.  [12.2.6.5.3] 

B/C 5.10.1.6.4 
The code figures 104 and 105 shall be used when the obstruction to vision consists predominantly 
of lithometeors.  [12.2.6.5.4] 

B/C 5.10.1.6.5 
The visibility restriction on code figure 110 shall be 1000 meters or more. The specification refers 
only to water droplets and ice crystals. [12.2.6.5.5] 

B/C 5.10.1.6.6 
For code figure 118, the following criteria for reporting squalls shall be used: 
A sudden increase of wind speed of at least eight meters per second, the speed rising to 11 meters 
per second or more and lasting for at least one minute. [12.2.6.5.6] 

B/C 5.10.1.6.7 
Code figures 120 – 126 shall never be used when precipitation is observed at the time of 
observation. [12.2.6.5.7] 

B/C 5.10.1.6.8 
For code figure 120, visibility shall have been less than 1000 meters. 
Note: 
(1) The specification refers only to visibility restrictions, which occurred as a result of water 

droplets or ice crystals. [12.2.6.5.8] 
B/C 5.10.1.6.9 

For synoptic coding purposes, a thunderstorm shall be regarded as being at the station from the 
time thunder is first detected, whether or not lightning is detected or precipitation is occurring at the 
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station.  A thunderstorm shall be reported in present weather if thunder is detected within the 
normal observational period preceding the time of the report.  A thunderstorm shall be regarded as 
having ceased at the time thunder is last detected and the cessation is confirmed if thunder is not 
detected for 10 – 15 minutes after this time. [12.2.6.5.9] 

B/C 5.10.1.6.10 
A visibility restriction “less than 1000 meters” shall be applied to code figures 130 – 135. 
[12.2.6.5.10] 

B/C 5.10.1.6.11 
The precipitation shall be encoded as intermittent if it has been discontinuous during the preceding 
hour, without presenting the character of a shower. [12.2.6.5.11] 

B/C 5.10.1.6.12 
The intensity of precipitation shall be determined by the intensity at the time of observation. 
[12.2.6.5.12] 

B/C 5.10.1.6.13 
Code figures 180 – 189 shall be used only when the precipitation is intermittent or of the shower 
type and takes place at the time of observation.  
Note:  

(1) Showers are produced by convective clouds.  They are characterized by their abrupt 
beginning and end and by the generally rapid and sometimes great variations in the intensity 
of the precipitation.  Drops and solid particles falling in a shower are generally larger than 
those falling in non-showery precipitation.  Between showers openings may be observed 
unless stratiform clouds fill the intervals between the cumuliform clouds. [12.2.6.5.13] 

 
B/C 5.10.1.7 Past weather reported from a manned weather station 

B/C 5.10.1.7.1 Time period 
The time period (0 04 024) covered by past weather (1) and past weather (2) shall be expressed as 
a negative value in hours: 

(a) Six hours, for observations at 0000, 0600, 1200, and 1800 UTC; 
(b) Three hours for observations at 0300, 0900, 1500, and 2100 UTC; 
(c) Two hours for intermediate observations if taken every two hours. 
(d) One hour for intermediate observations if taken every hour. [12.2.6.6.1] 

B/C 5.10.1.7.2  
The code figures for past weather (1) and past weather (2) shall be selected in such a way that 
past and present weather together give as complete a description as possible of the weather in the 
time interval concerned. For example, if the type of weather undergoes a complete change during 
the time interval concerned, the code figures selected for past weather (1) and past weather (2) 
shall describe the weather prevailing before the type of weather indicated by present weather 
began. [12.2.6.6.2] 

B/C 5.10.1.7.3 
When the past weather (1) and past weather (2) are used in hourly reports, Regulation B/C 
5.10.1.7.1 (d) shall apply. [12.2.6.6.3] 

B/C 5.10.1.7.4 
If, using Regulation B/C 5.10.1.7.2, more than one code figure may be given to past weather (1), 
the highest figure shall be reported for past weather (1) and the second highest code figure shall be 
reported for past weather (2). [12.2.6.6.4] 

B/C 5.10.1.7.5 
If the weather during the period has not changed so that only one code figure may be selected for 
past weather, then that code figure shall be reported for both past weather (1) and past weather (2). 
[12.2.6.6.5] 

B/C 5.10.1.8 Past weather reported from an automatic weather station 

B/C 5.10.1.8.1 Time period 
The time period (0 04 024) covered by past weather (1) and past weather (2) shall be expressed as 
a negative value in hours: 

(a) Six hours for observations at 0000, 0600, 1200, and 1800 UTC; 
(b) Three hours for observations at 0300, 0900, 1500, and 2100 UTC; 
(c) Two hours for intermediate observations if taken every two hours. 
(d) One hour for intermediate observations if taken every hour. [12.2.6.7.1] 
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B/C 5.10.1.8.2  
The code figures for past weather (1) and past weather (2) shall be selected so that the maximum 
capability of the automatic station to discern past weather is utilized, and so that past and present 
weather together give as complete a description as possible of the weather in the time interval 
concerned. [12.2.6.7.2] 

B/C 5.10.1.8.3 
In cases where the automatic station is capable only of discerning very basic weather conditions, 
the lower code figures representing basic and generic phenomena may be used.  If the automatic 
station has higher discrimination capabilities, the higher code figures representing more detailed 
explanation of the phenomena shall be used.  For each basic type of phenomenon, the highest 
code figure within the discrimination capability of the automatic station shall be reported. [12.2.6.7.3] 

B/C 5.10.1.8.4 
If the type of weather during the time interval concerned undergoes complete and discernible 
changes, the code figures selected for past weather (1) and past weather (2) shall describe the 
weather prevailing before the type of weather indicated by present weather began.  The highest 
figure shall be reported for past weather (1) and the second highest code figure shall be reported 
for past weather (2). [12.2.6.7.4] 

B/C 5.10.1.8.5 
If a discernible change in weather has not occurred during the period, so that only one code figure 
may be selected for the past weather, then that code figure shall be reported for both past weather 
(1) and past weather (2).  For example, rain during the entire period shall be reported as code 
figure 14 for both past weather (1) and past weather (2) in the case of an automatic station 
incapable of differentiating types of precipitation, or code figure 16 for both past weather (1) and 
past weather (2) in the case of a station with the higher discrimination capability. [12.2.6.7.5] 

 
B/C 5.10.2 Sunshine data <1 01 002><3 02 039> 
 
B/C 5.10.2.1 Period of reference for sunshine duration  

Time period in hours (0 04 024) shall be included as follows: 
(a) one hour in the first replication (reported as -1); 
(b) 24 hours in the second replication (reported as -24). 

B/C 5.10.2.2 Duration of sunshine  
Duration of sunshine from the time period specified by the preceding parameter 0 07 024, shall be 
reported in minutes. 

B/C 5.10.2.2.1 
The duration of sunshine over the previous hour shall be reported by national decision. When 
reported, it shall be included in the first replication.  

B/C 5.10.2.2.2 
The duration of sunshine over the previous 24 hours shall, by regional decision, be reported at all 
stations capable of doing so and included at either 0000 UTC, 0600 UTC, 1200 UTC or 1800 UTC.  
When reported, it shall be included in the second replication.  [12.4.7.4.2]   

B/C 5.10.3 Precipitation measurement <3 02 040> 
 
B/C 5.10.3.1 Height of sensor above local ground 

Height of sensor above local ground (0 07 032) for precipitation measurement shall be reported in 
meters (with precision in hundredths of a meter). 
This datum represents the actual height of the rain gauge rim above ground at the point where the 
rain gauge is located. 

 
B/C 5.10.3.2 Period of reference for amount precipitation  

Time period (0 04 024) for amount of precipitation shall be reported as a negative value in hours. It 
shall be determined  

(a) by regional decision (e.g. -6, -12, -24) in the first replication, 
(b) by national decision (e.g. -1, -3) in the second replication. 

 
B/C 5.10.3.3 Total amount of precipitation 

Total amount of precipitation, which has fallen during the period of reference for amount of 
precipitation, shall be reported in kilograms per square meter (with precision in tenths of a kilogram 
per square meter). 
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B/C 5.10.3.3.1 
Precipitation, when it can be and has to be reported, shall be reported as 0.0 kgm-2 if no 
precipitation were observed during the referenced period. [12.2.5.4] 

B/C 5.10.3.3.2 
Trace shall be reported as  “- 0.1 kgm-2 “. 

 
B/C 5.10.4 Extreme temperature data <3 02 041> 
 
B/C 5.10.4.1 Height of sensor above local ground 

Height of sensor above local ground (0 07 032) for temperature measurement shall be reported in 
meters (with precision in hundredths of a meter). 
This datum represents the actual height of temperature sensor(s) above ground at the point where 
the sensors are located. 

 
B/C 5.10.4.2 Periods of reference for extreme temperatures 

Time period for maximum temperature and time period for minimum temperature (0 04 024) shall 
be determined by regional decision and reported as negative values in hours. [12.4.4] 
Notes: 
(1) If the period for maximum temperature or the period for minimum temperature ends at the 

nominal time of report, the second value of 0 04 024 shall be reported as 0. 
(2) If the period for maximum temperature or the period for minimum temperature does not end at 

the nominal time of report, the first value of 0 04 024 shall indicate the beginning of the period 
of reference and the second value of 0 04 024 shall indicate the end of the period of reference. 
E.g. to report the maximum temperature for the previous calendar day from a station in RA IV, 
value of the first 0 04 024 shall be set to – 30 and value of the second 0 04 024 shall be set to 
– 6, provided that the nominal time of the report 12 UTC corresponds to 6 a.m. local time.  

 
B/C 5.10.4.3 Maximum and minimum temperature 

Maximum and minimum temperature shall be reported in degrees Kelvin (with precision in 
hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius).   
Note:  

(1) Notes (1) and (2) under Regulation B/C 5.4.1.2 shall apply. 
 
B/C 5.10.5 Wind data <3 02 042> 
 
B/C 5.10.5.1 Height of sensor above local ground 

Height of sensor above local ground (0 07 032) for wind measurement shall be reported in meters 
(with precision in hundredths of a meter). 
This datum represents the actual height of the sensors above ground at the point where the 
sensors are located. 

 
B/C 5.10.5.2 Type of instrumentation for wind measurement - Flag table 0 02 002 

This datum shall be used to specify whether the wind speed was measured by certified instruments 
(bit No. 1 set to 1) or estimated on the basis of the Beaufort wind scale (bit No. 1 set to 0), and to 
indicate the original units for wind speed measurement. Bit No. 2 set to 1 indicates that wind speed 
was originally measured in knots and bit No. 3 set to 1 indicates that wind speed was originally 
measured in kilometers per hour.  Setting both bits No.2 and No.3 to 0 indicates that wind speed 
was originally measured in meters per second. 

 
B/C 5.10.5.3 Wind direction and speed  

The mean direction and speed of the wind over the 10-minute period immediately preceding the 
observation shall be reported.  The time period (0 04 025) shall be included as -10. However, when 
the 10-minute period includes a discontinuity in the wind characteristics, only data obtained after 
the discontinuity shall be used for reporting the mean values, and hence the period (0 04 025) in 
these circumstances shall be correspondingly reduced. [12.2.2.3.1] 
The time period is preceded by a time significance qualifier (0 08 021) that shall be set to 2 (Time 
averaged). 
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The wind direction (0 11 001) shall be reported in degrees true and the wind speed (0 11 002) shall 
be reported in meters per second (with precision in tenths of a meter per second).    

 
B/C 5.10.5.3.1 

In the absence of wind instruments, the wind speed shall be estimated on the basis of the Beaufort 
wind scale.  The Beaufort number obtained by estimation is converted into meters per second by 
use of the relevant wind speed equivalent column on the Beaufort scale, and this speed is reported 
for wind speed. [12.2.2.3.2] 

 
B/C 5.10.5.4 Maximum wind gust direction and speed 

Time period for maximum wind gust direction and speed (0 04 025) shall be determined by regional 
or national decision and reported as a negative value in minutes.  
Direction of the maximum wind gust (0 11 043) shall be reported in degrees true and speed of the 
maximum wind gust (0 11 041) shall be reported in meters per second (with precision in tenths of 
meters per second).  

 
B/C 5.11 Evaporation data <3 02 044> 
 
B/C 5.11.1 Period of reference for evaporation data  

Evaporation or evapotranspiration during the previous 24 hours shall be reported.  Time period in 
hours (0 04 024) shall be included as -24. 

 
B/C 5.11.2 Indicator of type of instrument for evaporation measurement or the type of crops – Code 
table 0 02 004 
 
B/C 5.11.3 Evaporation or evapotranspiration 

Amount of either evaporation or evapotranspiration (0 13 033) shall be reported in kilograms per 
square meter (with precision in tenths of a kilogram per square meter) at 0000 UTC, 0600 UTC or 
1200 UTC. [12.4.7.2.2] 

 
B/C 5.12 Radiation data <1 01 002><3 02 045> 
 
B/C 5.12.1 Period of reference for radiation data  

Radiation integrated over the previous hour and over the previous 24 hours may be reported. Time 
period in hours (0 04 024) shall be included as follows: 

(a) one hour in the first replication (reported as -1); 
(b) 24 hours in the second replication (reported as -24). 

 
B/C 5.12.2 Amount of radiation 

If included, amount of radiation integrated over the time period specified by the preceding 
parameter 0 07 024 shall be reported in joules per square meter (with precision in thousands of a 
joule per square meter for radiation type (1) and (2); with precision in ten-thousands of a joule per 
square meter for radiation type (3); with precision in hundreds of a joule per square meter for 
radiation types (4) to (6)). 

 
B/C 5.12.2.1 

The radiation data may take one or more of the following forms: 
(a) Long-wave radiation (0 14 002); the positive sign shall be used to specify downward long-

wave radiation and the negative sign to specify upward long-wave radiation; 
(b) Short-wave radiation (0 14 004); 
(c) Net radiation (0 14 016); the corresponding sign shall be used to specify positive and 

negative net radiation); 
(d) Global solar radiation (0 14 028); 
(e) Diffuse solar radiation (0 14 029); 
(f) Direct solar radiation (0 14 030). 

[12.4.7.4.3], [12.4.7.4.4] 
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B/C 5.13 Temperature change <3 02 046> 

This information is required by regional or national decision from islands or other widely separated 
stations. 

 
B/C 5.13.1 Period of reference for temperature change  

The temperature change shall be reported for the period of time between the time of the 
observation and the time of the occurrence of temperature change.  To construct the required 
period, time period 0 04 024 shall be included twice; the first one corresponding to period covered 
by past weather (1) and past weather (2), the second one specified by the time of the occurrence of 
temperature change. Both values of 0 04 024 shall be negative and expressed in hours.  
Note: 
(1) The period is the number of whole hours, disregarding the minutes.  For example, if the time of 

occurrence is 45 minutes after the time of the observation, the time period is considered to be 
zero hours.  If the time of occurrence is 1 hour or more, but less than 2 hours after the 
observation, the time period go shall be considered to be 1 hour, etc. 

 
B/C 5.13.2 Temperature change over period specified  

Temperature change (0 12 049) shall be reported in degrees Kelvin in BUFR, in degrees Celsius in CREX.  
B/C 5.13.2.1 

For a change of temperature to be reported, the change shall be equal to or more than 5o C and 
occur in less than 30 minutes during the period covered by past weather (1) and past weather (2). 
[12.4.7.3] 
 

B/C 5.14 “Period” data required by regional or national reporting practices 

If regional or national reporting practices require inclusion of additional “period” parameters, the 
common sequence 3 07 090 shall be supplemented by relevant descriptors.   
Notes: 
(1) “Period” parameter is a parameter that is coupled to a time period descriptor, e.g. 0 04 024, 

0 04 025. 
(2) No regional requirements are currently indicated for reporting SYNOP MOBIL data in the  

Manual on Codes, WMO-No. 306, Volume II. 
 
B/C10 – Regulations for reporting SHIP data in TDCF 
 
TM 308009 -  BUFR template for synoptic reports from sea stations suitable for SHIP data  
 

3 08 009  Sequence for representation of synoptic reports from a sea station suitable 
for SHIP data 

 3 01 093 Ship identification, movement, date/time, horizontal and vertical coordinates 
 3 02 001 Pressure data 
 3 02 054 SHIP “instantaneous” data  
 0 08 002 Vertical significance  
 3 02 055 Icing and ice 
 3 02 057 SHIP marine data 
 3 02 060 SHIP “period” data 

 
This BUFR template for synoptic reports from sea stations further expands as follows: 
 
3 01 093   Ship identification, movement, date/time, 

horizontal and vertical coordinates 
Unit, scale 

 3 01 036 0 01 011 Ship or mobile land station identifier            D….D CCITT IA5, 0 
  0 01 012 Direction of motion of moving observing platform(3)             

Ds
 

Degree true, 0 

  0 01 013 Speed of motion of moving observing platform(4)   

                                                                                                                    vs
 

m s-1, 0 

  0 02 001 Type of station                                                  (ix) Code table, 0 
  0 04 001 Year Year, 0 
  0 04 002 Month Month, 0 
  0 04 003 Day                                                                   YY Day, 0 
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  0 04 004 Hour                                                                 GG Hour, 0 
  0 04 005 Minute                                                               gg Minute, 0 
  0 05 002 Latitude (coarse accuracy)                          LaLaLa Degree,  2 
  0 06 002 Longitude (coarse accuracy)                   LoLoLoLo Degree, 2 
 0 07 030  Height of station platform above mean sea level m, 1 
 0 07 031  Height of barometer above mean sea level m, 1 
   Pressure data  

3 02 001 0 10 004  Pressure                                                 P0P0P0P0 Pa, –1 
 0 10 051  Pressure reduced to mean sea level          PPPP Pa,  –1 
 0 10 061  3-hour pressure change                                  ppp Pa,  –1 
 0 10 063  Characteristic of pressure tendency                    a Code table, 0 

3 02 054   SHIP “instantaneous” data   
   Temperature and humidity data  
 3 02 052 0 07 032 Height of sensor above marine deck platform 

(for temperature and humidity measurement) 
m, 2 

  0 07 033 Height of sensor above water surface 
(for temperature and humidity measurement) 

m, 1 

  0 12 101 Temperature/dry-bulb temperature(sc.2)    snTTT  K,  2 
  0 02 039 Method of wet-bulb temperature measurement  Code table, 0 
  0 12 102 Wet-bulb temperature (scale 2)            swTbTbTb K,  2 
  0 12 103 Dew-point temperature (scale 2)          snTdTdTd K,  2 
  0 13 003 Relative humidity %, 0 

 
   Visibility data   

 3 02 053 0 07 032 
Height of sensor above marine deck platform 

(for visibility measurement) 
m, 2 

  0 07 033 Height of sensor above water surface 
(for visibility measurement) 

m, 1 

  0 20 001 Horizontal visibility                                            VV m,  –1 
 0 07 033  Height of sensor above water surface 

(set to missing to cancel the previous value) 
m, 1 

   Precipitation past 24 hours  
 3 02 034 0 07 032 Height of sensor above marine deck platform 

(for precipitation measurement) 

m, 2 

  0 13 023 Total precipitation past 24 hours       R24R24R24R24 kg m-2, 1 
 0 07 032  Height of sensor above marine deck platform 

(set to missing to cancel the previous value) 

m, 2 

   Cloud data  
 3 02 004 0 20 010 Cloud cover (total)                                             N %, 0 
  0 08 002 Vertical significance Code table, 0 
  0 20 011 Cloud amount (of low or middle clouds)            Nh Code table, 0 
  0 20 013 Height of base of cloud                                      h m, –1 
  0 20 012 Cloud type (low clouds)                                     CL Code table, 0 
  0 20 012 Cloud type (middle clouds)                               CM Code table, 0 
  0 20 012 Cloud type (high clouds)                                   CH Code table, 0 
 1 01 000  Delayed replication of 1 descriptor    
 0 31 001  Delayed descriptor replication factor Numeric, 0 
 3 02 005 0 08 002 Vertical significance Code table, 0 
  0 20 011 Cloud amount                                                    Ns Code table, 0 
  0 20 012 Cloud type                                                          C Code table, 0 
  0 20 013 Height of base of cloud                                  hshs m, -1 

0 08 002   Vertical significance    
(set to missing to cancel the previous value) 

Code table, 0 

   Icing and ice   
3 02 055 0 20 031 

 
Ice deposit (thickness)                                   EsEs m, 2 
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 0 20 032 
 

Rate of ice accretion                                          Rs Code table, 0 

 0 20 033  Cause of ice accretion                                        Is Flag table, 0 
 0 20 034  Sea ice concentration                                         ci Code table, 0 
 0 20 035  Amount and type of ice                                       bi Code table, 0 
 0 20 036  Ice situation                                                         zi Code table, 0 
 0 20 037  Ice development                                                 Si Code table, 0 
 0 20 038  Bearing of ice edge                                            Di Degree true, 0 

3 02 057   SHIP marine data  
 3 02 056  Sea surface temperature, method of measurement, 

and depth below sea surface 
 

  0 02 038 Method of sea/water temperature measurement Code table, 0 
  0 07 063 Depth below sea/water surface  

(for sea surface temperature measurement) 
m, 2 

  0 22 043 Sea/water temperature                           ssTwTwTw K, 2 
  0 07 063 Depth below sea/water surface (set to missing to 

cancel the previous value) 
m, 2 

   Waves  
 3 02 021 0 22 001 Direction of waves Degree true 
  0 22 011 Period of waves                                          PwaPwa s, 0 
  0 22 021 Height of waves                                         HwaHwa m, 1 
 3 02 024 0 22 002 Direction of wind waves Degree true, 0 
  0 22 012 Period of wind waves                                    PwPw s, 0 
  0 22 022 Height of wind waves                                    HwHw m, 1 
  1 01 002 Replicate 1 descriptor 2 times  
  3 02 023 Swell waves (2 systems of swell)   

                                         dw1dw1, Pw1Pw1, Hw1Hw1 

                                                            dw2dw2, Pw2Pw2, Hw2Hw2  

 

3 02 060   SHIP“period” data  
   Present and past weather   
 3 02 038 0 20 003 Present weather                                              ww Code table, 0 
  0 04 024 Time period in hours Hour, 0 
  0 20 004 Past weather (1)                                                W1 Code table, 0 
  0 20 005 Past weather (2)                                                                           W2 Code table, 0 
   Precipitation measurement   
 3 02 040 0 07 032 Height of sensor above marine deck platform 

(for precipitation measurement) 
m, 2 

  1 02 002 Replicate next 2 descriptors 2 times  
  0 04 024 Time period in hours                                          tR Hour, 0 
  0 13 011 Total precipitation / total water equivalent of snow          

RRR 
kg m-2, 1 

   Extreme temperature data  
 3 02 058 0 07 032 Height of sensor above marine deck platform 

(for temperature measurement) 
m, 2 

  0 07 033 Height of sensor above water surface 
(for temperature measurement) 

m, 1 

  0 04 024 Time period or displacement                           Hour, 0 
  0 04 024 Time period or displacement (see Notes 1 and 2) Hour, 0 
  0 12 111 Maximum temperature (scale 2) at height and over 

period specified                               snTxTxTx 
 K, 2 

  0 04 024 Time period or displacement                           Hour, 0 
  0 04 024 Time period or displacement (see Note 2) Hour, 0 
  0 12 112 Minimum temperature (scale 2) at height and over 

period specified                               snTnTnTn 
 K, 2 

   Wind data  
 3 02 059 0 07 032 Height of sensor above marine deck platform 

(for wind measurement) 
m, 2 

  0 07 033 Height of sensor above water surface 
(for wind measurement) 

m, 1 
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  0 02 002 Type of instrumentation for wind measurement 
                                                                         iw 

Flag table, 0 

  0 08 021 Time significance (= 2 (time averaged)) Code table, 0 
  0 04 025 Time period  (=  - 10 minutes, or number of minutes 

after a significant change of wind) 
Minute, 0 

  0 11 001 Wind direction                                                  dd Degree true, 0 
  0 11 002 Wind speed                                                       ff m s-1, 1 
  0 08 021 Time significance (= missing value) Code table, 0 
  1 03 002 Replicate next 3 descriptors 2 times  
  0 04 025 Time period in minutes     Minute, 0 
  0 11 043 Maximum wind gust direction Degree true, 0 
  0 11 041 Maximum wind gust speed          910fmfm, 911fxfx m s-1, 1 

Notes:  

1) Within RA-IV, the maximum temperature at 1200 UTC is reported for the previous calendar day (i.e. 
the ending time of the period is not equal to the nominal time of the report). To construct the required time 
range, descriptor 004024 has to be included two times. If the period ends at the nominal time of the report, 
value of the second 004024 shall be set to 0. 

2) Within RA-III, the maximum day-time temperature and the minimum night-time temperature is 
reported (i.e. the ending time of the period may not be equal to the nominal time of the report). To construct 
the required time range, descriptor 004024 has to be included two times. If the period ends at the nominal 
time of the report, value of the second 004024 shall be set to 0. 

3) 0 01 012: Means course made good (average course over the ground) during the three hours 
preceding the time of observation. 

4) 0 01 013: Means speed made good (average speed over the ground) during the three hours 
preceding the time of observation. 

5) If “plain language” text is reported within Section 2, this information can be conveyed in BUFR via 
the use of an appropriate 205YYY field as an extra descriptor following the above basic template.  
 
 
Regulations: 
 
B/C 10.1  Section 1 of BUFR or CREX 
B/C 10.2   Ship identification, movement, date/time, horizontal and vertical coordinates  
B/C 10.3  Pressure data 
B/C 10.4   SHIP “instantaneous” data  
B/C 10.4.1  Temperature and humidity data  
B/C 10.4.2  Visibility data 
B/C 10.4.3  Precipitation past 24 hours 
B/C 10.4.4  Cloud data 
B/C 10.4.5 Individual cloud layers or masses 
B/C 10.5   Icing and ice 
B/C 10.6   SHIP marine data 
B/C 10.7  Instantaneous” data required by regional or national reporting practices 
B/C 10.8  SHIP “period” data  
B/C 10.8.1  Present and past weather  
B/C 10.8.2  Precipitation measurement 
B/C 10.8.3  Extreme temperature data 
B/C 10.8.4  Wind data 
B/C 10.9    “Period” data required by regional or national reporting practices 
 
 
B/C 10.1  Section 1 of BUFR or CREX 
 
B/C 10.1.1  Entries required in Section 1 of BUFR 

The following entries shall be included in BUFR Section 1: 
- BUFR master table, 
- identification of originating/generating centre, 
- identification of originating/generating sub-centre, 
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- update sequence number, 
- identification of inclusion of optional section, 
- data category (= 001 for SHIP data), 
- international data sub-category (1), (2), 
- local data subcategory, 
- version number of master table, 
- version number of local tables, 
- year (year of the century up to BUFR edition 3), 
- month (standard time), 
- day (standard time = YY in the abbreviated telecommunication header for SHIP data), 
- hour (standard time = GG in the abbreviated telecommunication header for SHIP data), 
- minute (standard time = 00 for SHIP data). 

Notes: 
(1) Inclusion of this entry is required starting with BUFR edition 4. 
(2) If required, the international data sub-category shall be included for SHIP data as 000 at all 

observation times 00, 01, 02, ..., 23 UTC. 
  

B/C 10.1.2  Entries required in Section 1 of CREX 

The following entries shall be included in CREX Section 1: 
- CREX master table, 
- CREX edition number, 
- CREX table version number, 
- version number of BUFR master table (1), 
- version number of local tables (1), 
- data category (= 001 for SHIP data),  
- international data sub-category (1), (2), 
- identification of originating/generating centre (1), 
- identification of originating/generating sub-centre (1), 
- update sequence number (1), 
- number of subsets (1), 
- year ( standard time) (1), 
- month (standard time) (1), 
- day (standard time = YY in the abbreviated telecommunication header for SHIP data) (1), 
- hour (standard time = GG in the abbreviated telecommunication header for SHIP data) (1), 
- minute (standard time = 00 for SHIP data) (1). 

Notes: 
(1) Inclusion of these entries is required starting with CREX edition 2. 
(2) If inclusion of international data sub-category is required, Note (2) under B/C 10.1.1 applies. 

 
B/C 10.2 Ship identification, movement, date/time, horizontal and vertical coordinates <3 01 093> 
 
B/C 10.2.1 Ship identification, movement, type of station  

Ship identifier (0 01 011) shall be always reported as a non-missing value. In the absence of a 
suitable call sign, the word SHIP shall be used for ship identifier in reports of sea stations other 
then buoys, drilling rigs and oil- and gas-production platforms. [12.1.7(b)] 

B/C 10.2.2 Ship movement 

Direction of motion of moving observing platform (0 01 012) shall be reported in degrees true to 
indicate course made good (average course over the ground) during the three hours preceding the 
time of observation.    

Speed of motion of moving observing platform (0 01 013) shall be reported in meters per second to 
indicate speed made good (average speed over the ground) during the three hours preceding the 
time of observation. 

B/C 10.2.2.1   
Direction and speed of motion of moving observing platform shall always be included in reports 
from stations, which have observed maritime conditions, and in reports from ships being requested 
to include this information as a routine procedure. [12.3.1.1] 
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B/C 10.2.2.2   
Direction and speed of motion of moving observing platform may be included as missing values in 
reports from a supplementary or auxiliary ship, except when reporting from an area for which the 
ship report collecting centre, in order to meet a requirement of a search and rescue centre, has 
requested inclusion of direction and speed of ship motion as a routine procedure. [12.3.1.2(b)] 

B/C 10.2.3 Type of station  
Type of station (0 02 001) shall be reported to indicate the type of the station operation (manned, 
automatic or hybrid). 
Note: 
(1) If a station operates as a manned station for a part of the day and as an automatic station for 

the rest of the day, code figure 2 (Hybrid) may be used in all reports.  It is preferable, however, 
to use code figure 1 (Manned) in reports produced under the supervision of an observer, and a 
code figure 0 (Automatic) in reports produced while the station operates in the automatic mode.    

 
B/C 10.2.4 Time of observation  

Year (0 04 001), month (0 04 002), day (0 04 003), hour (0 04 004) and minute (0 04 005) of the 
actual time of observation shall be reported. 
Note: 
(1) The actual time of observation shall be the time at which the barometer is read. [12.1.8] 

B/C 10.2.4.1 
If the actual time of observation differs by 10 minutes or less from the standard time reported in 
Section 1, the standard time may be reported instead of the actual time of observation. [12.2.6] 

 
B/C 10.2.5 Horizontal and vertical coordinates 

Latitude (0 05 002) and longitude (0 06 002) of the station shall be reported in degrees with 
precision in hundredths of a degree. 

Height of station ground above mean sea level (0 07 030) and height of barometer above mean 
sea level (0 07 031) shall be reported in meters with precision in tenths of a meter.  

 
B/C 10.3 Pressure data <3 02 001> 
 
B/C 10.3.1 Pressure at the station level 

Pressure at the station level (0 10 004), i.e. at the level defined by 0 07 031 (height of barometer 
above mean sea level), shall be reported in pascals (with precision in tens of a pascal).   

 Note: 
(1) Inclusion of the station pressure in reports from sea stations is left to the decision of individual 

Members. 
 
B/C 10.3.2 Pressure reduced to mean sea level   

Pressure reduced to mean sea level (0 10 051) shall be reported in pascals (with precision in tens 
of a pascal). 

B/C 10.3.2.1  
In reports from ships, air pressure at mean sea level shall be reported. [12.1.3.6], [12.1.3.7] 

 
B/C 10.3.3 Three-hour pressure change and characteristic of pressure tendency 

Amount of pressure change at station level, during the three hours preceding the time of 
observation (0 10 061), either positive, zero or negative, shall be reported in pascals (with precision 
in tens of a pascal).  

B/C 10.3.3.1  
Unless specified otherwise by regional decision, pressure tendency shall be included whenever the 
three-hourly pressure tendency is available. [12.2.3.5.1] 

B/C 10.3.3.2  
The characteristic of pressure tendency (Code table 0 10 063) over the past three hours shall, 
whenever possible, be determined on the basis of pressure samples at equi-spaced intervals not 
exceeding one hour. [12.2.3.5.2] 
Note:  
(1) Algorithms for selecting the appropriate code figure are included in publication WMO–No.8, 

Guide to Meteorological Instruments and Methods of Observation. 
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B/C 10.3.3.3  
Where it is not possible to apply the algorithms specified in Regulation B/C 10.3.3.2 in reports from 
automatic weather stations, the characteristic of pressure tendency shall be reported as 2 when the 
tendency is positive, as 7 when the tendency is negative, and as 4 when the atmospheric pressure 
is the same as three hours before. [12.2.3.5.3] 

 
B/C 10.4 SHIP “instantaneous” data <3 02 054> 
 
B/C 10.4.1 Temperature and humidity data <3 02 052> 
 
B/C 10.4.1.1 Height of sensor above marine deck platform and height of sensor above water surface 

Height of sensor above marine deck platform (0 07 032) for temperature and humidity 
measurement shall be reported in meters (with precision in hundredths of a meter). 
This datum represents the actual height of temperature and humidity sensors above marine deck 
platform at the point where the sensors are located. 
Height of sensor above water surface (0 07 033) for temperature and humidity measurement shall 
be reported in meters (with precision in hundredths of a meter). 
This datum represents the actual height of temperature and humidity sensors above marine water 
surface of sea or lake. 

 
B/C 10.4.1.2 Dry-bulb air temperature 

Dry-bulb air temperature (0 12 101) shall be reported in degrees Kelvin (with precision in 
hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius).  Temperature data shall be reported with precision in hundredths 
of a degree even if they are measured with the accuracy in tenths of a degree. 
Notes: 
(1) This requirement is based on the fact that conversion from the Kelvin to the Celsius scale has 

often resulted into distortion of the data values. 
(2) Temperature t (in degrees Celsius) shall be converted into temperature T (in degrees Kelvin) 

using equation: T = t + 273.15.  
B/C 10.4.1.2.1 

When the data are not available as a result of a temporary instrument failure, this quality shall be 
included as a missing value. [12.2.3.2] 
 

B/C 10.4.1.3 Wet-bulb temperature and method of its measurement 

Wet-bulb temperature (0 12 102) shall be reported in degrees Kelvin (with precision in hundredths 
of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in hundredths of a 
degree Celsius).  Method of wet-bulb temperature measurement shall be reported by the preceding 
entry (Code table 0 02 039).  Wet-bulb temperature data shall be reported with precision in 
hundredths of a degree even if they are available with the accuracy in tenths of a degree. 
Note:  
(1) Notes (1) and (2) under Regulation B/C 10.4.1.2 shall apply. 

B/C 10.4.1.3.1 
When wet-bulb temperature is used to derive dew-point value in a ship report, 0 12 102 shall be 
included to report the wet-bulb temperature measurement. [12.3.6] 

 
B/C 10.4.1.4 Dew-point temperature 

When available, dew-point temperature (0 12 103) shall be reported in degrees Kelvin (with 
precision in hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with 
precision in hundredths of a degree Celsius).  
Note:  
(1) Notes (1) and (2) under Regulation B/C 10.4.1.2 shall apply. 

 
B/C 10.4.1.5 Relative humidity 

Relative humidity (0 13 003) shall be reported in units of a percent. 
B/C 10.4.1.5.1 

Both dew point temperature and relative humidity shall be reported when available. 
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B/C 10.4.2 Visibility data <3 02 053> 
 
B/C 10.4.2.1 Height of sensor above marine deck platform and height of sensor above water surface 

Height of sensor above marine deck platform (0 07 032) for visibility measurement shall be 
reported in meters (with precision in hundredths of a meter). 
This datum represents the actual height of visibility sensors above marine deck platform at the 
point where the sensors are located.  If visibility is estimated by a human observer, the average 
height of observer’s eyes above marine deck platform shall be reported. 

Height of sensor above water surface (0 07 033) for visibility measurement shall be reported in 
meters (with precision in hundredths of a meter). 
This datum represents the actual height of visibility sensors above the level of water surface of sea 
or lake.  If visibility is estimated by a human observer, the average height of observer’s eyes above 
the level of water surface of sea or lake at the time of observation shall be reported. 

 
B/C 10.4.2.2 Horizontal visibility 

Horizontal visibility (0 20 001) at surface shall be reported in meters (with precision in tens of a 
meter). 

B/C 10.4.2.2.1 
When the horizontal visibility is not the same in different directions, the shortest distance shall be 
given for visibility. [12.2.1.3.1] 

 
B/C 10.4.3 Precipitation past 24 hours <3 02 034> 
 
B/C 10.4.3.1 Height of sensor above marine deck platform 

Height of sensor above marine deck platform (0 07 032) for precipitation measurement shall be 
reported in meters (with precision in hundredths of a meter). 
This datum represents the actual height of the rain gauge rim above marine deck platform at the 
point where the rain gauge is located. 
Note: 
(1) Height of sensor above water surface (0 07 033) is not required for precipitation 

measurement. Therefore, there is an entry 0 07 033, directly preceding the sequence 3 
02 034, that is set to a missing value to cancel the previous value. 

 
B/C 10.4.3.2 Total amount of precipitation during the 24-hour perio 
 

Total amount of precipitation during the 24-hour period ending at the time of observation (0 13 023) 
shall be reported in kilograms per square meter (with precision in tenths of a kilogram per square 
meter). [12.4.9]  

B/C 10.4.3.2.1 
The precipitation over the past 24 hours shall be included (not missing) at least once a day at one 
appropriate time of the main standard times (0000, 0600, 1200, 1800 UTC). [12.4.1]   

B/C 10.4.3.2.2 
Precipitation, when it can be and has to be reported, shall be reported as 0.0 kgm-2 if no 
precipitation were observed during the referenced period. [12.2.5.4] 

B/C 10.4.3.2.3  
Trace shall be reported as “- 0.1 kgm-2 “. 
 

B/C 10.4.4 Cloud data <3 02 004> 
 
B/C 10.4.4.1 Total cloud cover 

Total cloud cover (0 20 010) shall embrace the total fraction of the celestial dome covered by 
clouds irrespective of their genus. It shall be reported in units of a percent. 
Note: 
(1) Total cloud cover shall be reported as 113 when sky is obscured by fog and/or other 

meteorological phenomena. 
B/C 10.4.4.1.1 

Total cloud cover shall be reported as actually seen by the observer during the observation. 
[12.2.2.2.1] 
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B/C 10.4.4.1.2 

Altocumulus perlucidus or Stratocumulus perlucidus (“mackerel sky”) shall be reported as 99% or 
less  (unless overlying clouds appear to cover the whole sky) since breaks are always present in 
this cloud form even if it extends over the whole celestial dome. [12.2.2.2.2] 

B/C 10.4.4.1.3 

Total cloud cover shall be reported as zero when blue sky or stars are seen through existing fog or 
other analogous phenomena without any trace of cloud being seen. [12.2.2.2.3] 

B/C 10.4.4.1.4 

When clouds are observed through fog or analogous phenomena, their amount shall be evaluated 
and reported as if these phenomena were non-existent. [12.2.2.2.4] 

B/C 10.4.4.1.5 

Total cloud cover shall not include the amount resulting from rapidly dissipating condensation trails. 
[12.2.2.2.5] 

B/C 10.4.4.1.6 

Persistent condensation trails and cloud masses, which have obviously developed from 
condensation trails, shall be reported as cloud. [12.2.2.2.6] 

 
B/C 10.4.4.2 Vertical significance – Code table 0 08 002 

To specify vertical significance (0 08 002) within the sequence 3 02 004, a code figure shall be 
selected in the following way: 

(a) If low clouds are observed, then code figure 7 (Low cloud) shall be used. 
(b) If there are no low clouds but middle clouds are observed, then code figure 8 (Middle 

clouds) shall be used. 
(c) If there are no low and there are no middle clouds but high clouds are observed, then code 

figure 0 shall be used. 
(d) If sky is obscured by fog and/or other phenomena, then code figure 5 (Ceiling) shall be 

used. 
(e) If there are no clouds (clear sky), then code figure 62 (Value not applicable) shall be used. 
(f) If the cloud cover is not discernible for reasons other than (d) above or observation is not 

made, then code figure 63 (Missing value) shall be used. 
 
B/C 10.4.4.3 Cloud amount (of low or middle clouds) – Code table 0 20 011 

Amount of all the low clouds (clouds of the genera Stratocumulus, Stratus, Cumulus, and 
Cumulonimbus) present or, if no low clouds are present, the amount of all the middle clouds 
(clouds of the genera Altocumulus, Altostratus, and Nimbostratus) present. 

B/C 10.4.4.3.1 
Cloud amount shall be reported as follows:  
(a) If there are low clouds, then the total amount of all low clouds, as actually seen by the 

observer during the observation shall be reported for the cloud amount. 
(b) If there are no low clouds but there are middle clouds, then the total amount of the middle 

clouds shall be reported for the cloud amount. 
(c) If there are no low clouds and there are no middle clouds but there are high clouds (clouds 

of the genera Cirrus, Cirrocumulus, and Cirrostratus), then the cloud amount shall be 
reported as zero. [12.2.7.2.1] 

B/C 10.4.4.3.2 
Amount of Altocumulus perlucidus or Stratocumulus perlucidus (“mackerel sky”) shall be reported 
using code figure 7 or less since breaks are always present in this cloud form even if it extends 
over the whole celestial dome. [12.2.7.2.2] 

B/C 10.4.4.3.3 
When the clouds reported for cloud amount are observed through fog or an analogous 
phenomenon, the cloud amount shall be reported as if these phenomena were not present. 
[12.2.7.2.3] 

B/C 10.4.4.3.4 
If the clouds reported for cloud amount include contrails, then the cloud amount shall include the 
amount of persistent contrails.  Rapidly dissipating contrails shall not be included in the value for 
the cloud amount. [12.2.7.2.4] 
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B/C 10.4.4.4 Height of base of lowest cloud  

Height above surface of the base (0 20 013) of the lowest cloud seen shall be reported in meters 
(with precision in tens of a meter). 
Note:  
(1) The term “height above surface” shall be considered as being the height above water surface 

of sea or lake. 
B/C 10.4.4.4.1   

When clouds are observed through fog or analogous phenomena but the sky is discernable, the 
base of the lowest cloud shall refer to the base of the lowest cloud observed, if any.  When, under 
the above conditions, the sky is not discernible, the base of the lowest cloud shall be reported as 
missing.  [12.2.1.2] 

B/C 10.4.4.4.2 
When no cloud are reported (Total cloud cover = 0) the base of the lowest cloud shall be reported 
as a missing value. 
 

B/C 10.4.4.5 Cloud type of low, middle and high clouds - Code table 0 20 012  
 

Clouds of the genera Stratocumulus, Stratus, Cumulus, and Cumulonimbus (low clouds) shall be 
reported for the first entry 0 20 012, clouds of the genera Altocumulus, Altostratus, and 
Nimbostratus (middle clouds) shall be reported for the second entry 0 20 012 and clouds of the 
genera Cirrus, Cirrocumulus, and Cirrostratus (high clouds) shall be reported for the third entry 0 
20 012. 

B/C 10.4.4.5.1 
The reporting of type of low, middle and high clouds shall be as specified in publication WMO-NO. 
407 – International Cloud Atlas, Volume I. [12.2.7.3] 

 
B/C 10.4.5 Individual cloud layers or masses 
 
B/C 10.4.5.1 Number of individual cloud layers or masses 

The number of individual cloud layers or masses shall be indicated by  Delayed descriptor 
replication factor 0 31 001 in BUFR and by a four-digit number in the Data Section corresponding 
to the position of the replication descriptor in the Data Description Section of CREX.  
Note: 
(1) The number of cloud layers or masses shall never be set to   missing value. 
(2) The number of cloud layers or masses shall be set to a positive value in a NIL report. 

B/C 10.4.5.1.1 

The number of individual cloud layers or masses shall in the absence of Cumulonimbus clouds not 
exceed three. Cumulonimbus clouds, when observed, shall always be reported, so that the total 
number of individual cloud layers or masses can be four.  The selection of layers (or masses) to be 
reported shall be made in accordance with the following criteria: 
(a) The lowest individual layer (or mass) of any amount (cloud amount at least one octa or less, 

but not zero); 
(a) The next higher individual layer (or mass) the amount of which is greater than two octas; 
(b) The next higher individual layer (or mass) the amount of which is greater than four octas; 
(c) Cumulonimbus clouds, whenever observed and not reported under (a), (b) and (c) above. 

[12.4.10.1] 
B/C 10.4.5.1.2 

When the sky is clear, the number of individual cloud layers or masses shall be set to zero. 
B/C 10.4.5.1.3 

The order of reporting the individual cloud layers or masses shall always be from lower to higher 
levels. [12.4.10.2] 

 
B/C 10.4.5.2 Individual cloud layer or mass <3 02 005> 

Each cloud layer or mass shall be represented by the following four parameters: Vertical 
significance (0 08 002), amount of individual cloud layer or mass (0 20 011), type of cloud layer or 
mass (0 20 012) and height of base of individual cloud layer or mass (0 20 013). 
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B/C 10.4.5.2.1 Vertical significance – Code table 0 08 002 

To specify vertical significance (0 08 002) within the sequence 3 02 005, a code figure shall be 
selected in the following way: 

(a) Code figure 1 shall be used in the first non-Cumulonimbus layer. 
(b) Code figure 2 shall be used in the second non-Cumulonimbus layer. 
(c) Code figure 3 shall be used in the third non-Cumulonimbus layer.  
(d) Code figure 4 shall be used in any Cumulonimbus layer. 
(e) If sky is obscured by fog and/or other phenomena, then code figure 5 (Ceiling) shall be 

used. 
(f) If the cloud cover is not discernible for reasons other than (e) above or observation is not 

made, then code figure 63 (Missing value) shall be used. 
 
B/C 10.4.5.2.2 Cloud amount, type and height of base  
B/C 10.4.5.2.2.1  

When the sky is clear, in accordance with Regulation B/C 10.4.5.1.2 cloud amount, genus, and 
height shall not be included. [12.4.10.4] 

B/C 10.4.5.2.2.2 
In determining cloud amounts (Code table 0 20 011) to be reported for individual layers or masses, 
the observer shall estimate, by taking into consideration the evolution of the sky, the cloud amounts 
of each individual layer or mass at the different levels, as if no other clouds existed. [12.4.10.3] 

B/C 10.4.5.2.2.3 
Type of a cloud layer or mass (Code table 0 20 012) shall be reported using code figures 0, 1, 2, 3, 
4, 5, 6, 7, 8, 9, 59 and 63. 

B/C 10.4.5.2.2.4 
If, notwithstanding the existence of fog or other obscuring phenomena, the sky is discernible, the 
partially obscuring phenomena shall be disregarded.  If, under the above conditions, the sky is not 
discernible, the cloud type shall be reported using code figure 59 and the cloud height shall be 
replaced by vertical visibility. [12.4.10.5] 
Note: 

(1) The vertical visibility is defined as the vertical visual range into an obscuring medium. 
B/C 10.4.5.2.2.5 

If two or more types of cloud occur with their bases at the same level and this level is one to be 
reported in accordance with Regulation B/C 10.4.5.1.1, the selection for cloud type and amount 
shall be made with the following criteria: 
(a) If these types do not include Cumulonimbus then cloud genus shall refer to the cloud type 

that represents the greatest amount, or if there are two or more types of cloud all having 
the same amount, the highest applicable code figure for cloud genus shall be reported.  
Cloud amount shall refer to the total amount of cloud whose bases are all at the same level; 

(b) If these types do include Cumulonimbus then one layer shall be reported to describe only 
this type with cloud genus indicated as Cumulonimbus and the cloud amount as the 
amount of the Cumulonimbus.  If the total amount of the remaining type(s) of cloud 
(excluding Cumulonimbus) whose bases are all at the same level is greater than that 
required by Regulation B/C 10.4.5.1.1, then another layer shall be reported with type being 
selected in accordance with (a) and amount referring to the total amount of the remaining 
cloud (excluding Cumulonimbus). [12.4.10.6] 

B/C 10.4.5.2.2.6 
Regulations B/C 10.4.4.1.3 to B/C 10.4.4.1.6, inclusive, shall apply. [12.4.10.7] 

B/C 10.4.5.2.2.7 
Height above surface of the cloud base (0 20 013) shall be reported in meters (with precision in 
tens of a meter). 
Note:  
(1) The term “height above surface” shall be considered as being the height above water surface 

of sea or lake. 
 
B/C 10.5 Icing and ice <3 02 055> 
 
B/C 10.5.1 Icing 

Thickness of ice deposit (0 20 031) shall be reported in meters (with precision in hundredths of a meter). 
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Rate of ice accretion (0 20 032) shall be reported using corresponding Code table. 
Cause of ice accretion (0 20 033) shall be reported using corresponding Flag table. 

B/C 10.5.1.1 
When the ice accretion on ships is reported in plain language, this information shall be conveyed in 
BUFR/CREX via the use of an appropriate 205YYY field as an extra descriptor following the basic 
template. 

B/C 10.5.1.2 
When the ice accretion on ships is reported in plain language, it shall be preceded by the word 
ICING. [12.3.5]  

 
B/C 10.5.2 Ice  

Sea ice concentration (0 20 034) shall be reported using corresponding Code table. 
Amount and type of ice (0 20 035) shall be reported using corresponding Code table. 
Ice situation (0 20 036) shall be reported using corresponding Code table. 
Ice development (0 20 037) shall be reported using corresponding Code table. 
Bearing of ice edge (0 20 038) shall be reported in degrees true. 

B/C 10.5.2.1 
The reporting of sea ice and ice of land origin using the sequence <0 20 034, 0 20 035, 0 20 036, 0 
20 037, 0 20 038> shall not supersede the reporting of sea ice and icebergs in accordance with the 
International Convention for the Safety of Life at Sea. [12.3.7.1] 

B/C 10.5.2.2 
The sequence <0 20 034, 0 20 035, 0 20 036, 0 20 037, 0 20 038> shall be reported whenever sea 
ice and/or ice of land origin are observed from the ship’s position at the time of observation, unless 
the ship is required to report ice conditions by means of a special sea-ice code. [12.3.7.2] 

B/C 10.5.2.3 
 When an ice edge is crossed or sighted between observational hours, it shall be reported as a 
plain-language addition in the form “ice edge lat. long.” (with position in degrees and minutes). This 
information shall be conveyed in BUFR/CREX via the use of an appropriate 205YYY field as an 
extra descriptor following the basic template. [12.3.7.3] 

B/C 10.5.2.4 
 If the ship is in the open sea reporting an ice edge, the sea ice concentration (0 20 034) and ice 
development (0 20 037) shall be reported only if the ship is close to the ice (i.e. within 0.5 nautical 
mile). [12.3.7.4] 

B/C 10.5.2.5 
If the ship is in an open lead more than 1.0 nautical mile wide, sea ice concentration (0 20 034) 
shall be set to 1 and bearing of ice edge (0 20 038) to 0. If the ship is in fast ice with ice boundary 
beyond limit of visibility, sea ice concentration (0 20 034) shall be set to 1 and bearing of ice edge 
(0 20 038) to missing. [12.3.7.5] 

B/C 10.5.2.6 
If no sea ice is visible and the sequence <0 20 034, 0 20 035, 0 20 036, 0 20 037, 0 20 038> is 
used to report ice of land origin only, 0 20 035 shall be used to report the amount of ice of land 
origin, and 0 20 034 and 0 20 036 shall be set to 0, and 0 20 037 and 0 20 038 shall be set to 
missing; e.g. <0,2,0, missing, missing> would mean 6-10 icebergs in sight, but no sea ice. [12.3.7.6] 

B/C 10.5.2.7 
In coding concentration or arrangement of sea ice (0 20 034) that condition shall be reported which 
is of the most navigational significance. [12.3.7.7] 

B/C 10.5.2.8 
The bearing of the principal ice edge reported shall be to the closest part of that edge. [12.3.7.8] 

B/C 10.5.2.9 
The requirements for sea-ice reporting are covered in the following way by the associated 
parameters: 

Sea ice concentration - Code table 0 20 034 

(a) The purpose of the code figure 0 in code table 0 20 034 is to establish in relation to code 
figure 0 in code table 0 20 036 and code table 0 20 035 whether the floating ice that is 
visible is only ice of land origin; 

(b) The possible variation in sea-ice concentration and arrangement within an area of 
observation are almost infinite.  However, the field of reasonably accurate observation 
from a ship’s bridge is limited.  For this reason, and also because minor variations are of 
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temporary significance, the choice of concentrations and arrangements has been 
restricted for reporting purposes to those representing significantly different conditions 
from a navigational point of view.  The code figures 2-9 have been divided into two 
sections depending on: 
(i) Whether sea-ice concentration within the area of observation is more or less 

uniform (code figures 2-5); or 
(ii) Whether there are marked contrasts in concentration or arrangement (code 

figures 6-9). 

Amount and type of ice - Code table 0 20 035 

(a) This code provides a scale of increasing navigational hazard; 
(b) Growlers and bergy bits, being much smaller and lower in the water than icebergs, are 

more difficult to see either by eye or radar. This is especially so if there is heavy sea 
running.  For this reason, code figures 4 and 5 represent more hazardous conditions than 
code figures 1 to 3. 

Ice situation - Code table 0 20 036 

(b) The purpose of this parameter is to establish: 
(i) Whether the ship is in pack ice or is viewing floating ice (i.e. sea ice and/or ice of 

land origin) from the open sea; and 
(ii) A qualitative estimate, dependent on the sea-ice navigation capabilities of the 

reporting ship, of the penetrability of the sea ice and of the recent trend in 
conditions; 

(c) The reporting of the conditions represented by code figures 1-9 in Code table 0 20 
036 can be used to help in the interpretation of reports from the two code tables (ice 
concentration 0 20 034 and ice development 0 20 037). 

 Ice development - Code table 0 20 037 

(a) This code table represents a series of increasing navigational difficulties for any given 
concentration; i.e. if the concentration is, for example, 8/10ths, then new ice would hardly 
have any effect on navigation while predominantly old ice would provide difficult conditions 
requiring reductions in speed and frequent course alternations; 

(b) The correlation between the stage of development of sea ice and its thickness is 
explained in publication WMO-No.8 – Guide to Meteorological Instruments and Methods 
of Observation. 

Bearing of ice edge – 0 20 038 

There is no provision in this code for the reporting of distance from the ice edge.  It will be assumed 
by those receiving the report that the bearing has been given to the closest part of the ice edge.  
From the reported code figures for ice concentration 0 20 034 and ice development 0 20 037, it will 
be clear whether the ship is in ice or within 0.5 nautical mile of the ice edge. If the ship is in open 
water and more than 0.5 nautical mile from the ice edge, the ice edge will be assumed to be 
aligned at right angles to the bearing which is reported. 

 
B/C 10.6 SHIP marine data <3 02 057> 

 
B/C 10.6.1 Sea surface temperature, method of its measurement and depth below sea/water surface 
<3 02 056> 

Method of sea/water temperature measurement shall be reported by Code table 0 02 038; depth 
bellow sea/water surface (0 07 063) shall be reported in meters (with precision in hundredths of a 
meter).  Sea/water temperature (0 22 043) shall be reported in degrees Kelvin (with precision in 
hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius).  Sea/water temperature data shall be reported with precision in 
hundredths of a degree even if they are available with the accuracy in tenths of a degree. 
Note:  
(1) Notes (1) and (2) under Regulation B/C 10.4.1.2 shall apply. 

B/C 10.6.1.1 
Sea/water temperature shall always be included in reports from ocean weather stations, when data 
are available. [12.3.2] 
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B/C 10.6.2 Instrumental wave data <3 02 021>  

Direction of waves (0 22 001) shall be used to reported true direction (direction from which the 
waves are coming) in degrees true. 

Period of waves (0 22 011) shall be reported in seconds. 

Height of waves (0 22 021) shall be reported in meters with precision in tenths of a meter. 
Note: 
(1) Height of waves shall be reported with precision in tenths of a meter even if the data are 

available with lower accuracy and reported in TAC in units of 0.5 meter. [12.3.3.2] 
B/C 10.6.2.1 

These data shall always be included in reports from ocean weather stations, when data are 
available. [12.3.3.1] 

B /C 10.6.2.2 
The sequence 3 02 021 shall be used to report instrumental wave data. [12.3.3.2] 

B/C 10.6.2.3 
When the sea is calm (no waves and no swell) direction of waves, period of waves and height of 
waves shall be reported as 0. [12.3.3.4(a)] [12.3.3.5(a)] 

B/C 10.6.2.4 
If instrumental wave data are not available for direction, period or height of waves, as the case may 
be, 0 22 001, 0 22 011 or 0 22 021shall be set to missing. [12.3.3.4(c)] 

 
B/C 10.6.3 Wind waves and swell waves <3 02 024>  
 

Direction of wind waves (0 22 002) shall be used to reported true direction (direction from which the 
waves are coming) in degrees true. 
Period of wind waves (0 22 012) shall be reported in seconds. 
Height of wind waves (0 22 022) shall be reported in meters with precision in tenths of a meter. 
Direction of swell waves (0 22 003) shall be used to reported true direction (direction from which 
the waves are coming) in degrees true. 
Period of swell waves (0 22 013) shall be reported in seconds. 
Height of swell waves (0 22 023) shall be reported in meters with precision in tenths of a meter. 

B/C 10.6.3.1 
Wind wave data and swell wave data shall always be included in reports from ocean weather 
stations, when data are available. [12.3.3.1] [12.3.4.4]  

B /C 10.6.3.2 
The sequence <0 22 002, 0 22 012, 0 22 022> shall be used to report wind waves, when 
instrumental wave data are not available. [12.3.3.3] 

B/C 10.6.3.3 
When the sea is calm (no waves and no swell) direction, period and height of wind waves shall be 
reported as 0. [12.3.3.4(a)] 

B/C 10.6.3.4 
If wind wave data are not available (owing to confused sea or for any other reason) for direction, 
period or height of wind waves, as the case may be, 0 22 002, 0 22 012 or 0 22 022 shall be set to 
missing. [12.3.3.4(b), (d)] 

B/C 10.6.3.5 
Swell wave data shall be reported only when swell waves can be distinguished from wind waves. 
[12.3.4.1] 

B/C 10.6.3.6 
When the sea is calm (no waves and no swell) direction, period and height of swell waves shall be 
reported as 0.  

B/C 10.6.3.7 
If swell waves cannot be distinguished from wind waves, direction 0 22 003, period 0 22 013 and 
height 0 22 023 of swell waves shall be set to missing.  

B/C 10.6.3.8 
If only one system of swell is observed, direction, period and height of swell waves shall be 
reported in the first replication of <3 02 023> = <0 22 003, 0 22 013, 0 22 023>. All elements in the 
second replication of <3 02 023> shall be set to missing. [12.3.4.2] 

B/C 10.6.3.9 
If a second system of swell is observed, its direction, period and height shall be reported in the 
second replication of <3 02 023> = <0 22 003, 0 22 013, 0 22 023>. The corresponding data for the 
first system of swell shall be reported as prescribed by Regulation B/C 10.6.3.8. [12.3.4.3] 
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B/C 10.7 “Instantaneous” data required by regional or national reporting practices 

If regional or national reporting practices require inclusion of additional “instantaneous” parameters, 
the sequence descriptor 3 08 009 shall not be used. In this case BUFR/CREX template for SHIP 
data shall be used in its first level expanded form and the descriptors, corresponding to the 
required “instantaneous” parameters, shall be inserted to precede 3 02 060 (SHIP “period” data).   
Notes: 
(1) “Instantaneous” parameter is a parameter that is not coupled to a time period descriptor, e.g. 0 

04 024, 0 04 025. 
(2) No regional requirements are currently indicated for reporting SHIP data from sea stations in  

the Manual on Codes, WMO-No. 306, Volume II. 
 

B/C 10.8 SHIP “period” data <3 02 060> 
B/C 10.8.1 Present and past weather <3 02 038> 

B/C 10.8.1.1 
Present weather (Code table 0 20 003) and past weather (1) (Code table 0 20 004) and past 
weather (2) (Code table 0 20 005) shall be reported as non-missing values if present and past 
conditions are known. In case of a report from a manually operated station after a period of closure 
or at start up, when past weather conditions for the period applicable to the report are unknown, 
past weather (1) and past weather (2) reported as missing shall indicate that previous conditions 
are unknown. This regulation shall also apply to automatic reporting stations with the facility to 
report present and past weather. [12.2.6.1] 

B/C 10.8.1.2 
Code figures 0, 1, 2, 3, 100, 101, 102 and 103 for present weather and code figures 0, 1, 2 and 10 
for past weather (1) and past weather (2) shall be considered to represent phenomena without 
significance. [12.2.6.2]  

B/C 10.8.1.3 
Present and past weather shall be reported if observation was made (data available), regardless 
significance of the phenomena. 
Note: 

(1) If data are produced and collected in traditional codes and present weather and past 
weather is omitted in a SHIP report (no significant phenomena  observed), code 
figure 508 shall be used for present weather and code figure 10 for past weather (1) 
and past weather (2) when converted into BUFR or CREX.  

B/C 10.8.1.4 
If no observation was made (data not available), code figure 509 shall be used for present weather 
and both past weather (1) and past weather (2) shall be reported as missing.  

 
B/C 10.8.1.5 Present weather from a manned weather station  

B/C 10.8.1.5.1 
If more than one form of weather is observed, the highest applicable code figure from the range 
<00 to 99> shall be selected for present weather. Code figure 17 shall have precedence over code 
figures 20 – 49. Other weather may be reported using additional entries 0 20 003 or 0 20 021 to 0 
20 026 applying Regulation B/C 10.7. [12.2.6.4.1] 

B/C 10.8.1.5.2 
In coding 01, 02, or 03, there is no limitation on the magnitude of the change of the cloud amount.  
Code figures 00, 01, and 02 can each be used when the sky is clear at the time of observation.  In 
this case, the following interpretation of the specifications shall apply: 

• 00 is used when the preceding conditions are not known, 
• 01 is used when the clouds have dissolved during the past hour, 
• 02 is used when the sky has been continuously clear during the past hour. [12.2.6.4.2] 

B/C 10.8.1.5.3 
When the phenomenon is not predominantly water droplets, the appropriate code figure shall be 
selected without regard to visibility. [12.2.6.4.3] 

B/C 10.8.1.5.4 
The code figure 05 shall be used when the obstruction to vision consists predominantly of 
lithometeors. [12.2.6.4.4] 

B/C 10.8.1.5.5 
National instructions shall be used to indicate the specifications for code figures 07 and 09. 
[12.2.6.4.5] 
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B/C 10.8.1.5.6 
The visibility restrictions on code figure 10 shall be 1000 meters or more. The specification refers 
only to water droplets and ice crystals. [12.2.6.4.6] 

B/C 10.8.1.5.7 
For code figures 11 or 12 to be reported, the apparent visibility shall be less than 1000 meters. 
[12.2.6.4.7] 

B/C 10.8.1.5.8 
For code figure 18, the following criteria for reporting squalls shall be used: 
(a) When wind speed is measured: A sudden increase of wind speed of at least eight meters 

per second, the speed rising to 11 meters per second or more and lasting for at least one 
minute; 

(b) When the Beaufort scale is used for estimating wind speed: A sudden increase of wind 
speed by at least three stages of the Beaufort scale, the speed rising to force 6 or more 
and lasting for at least one minute. [12.2.6.4.8] 

B/C 10.8.1.5.9 
Code figures 20 – 29 shall never be used when precipitation is observed at the time of observation. 
[12.2.6.4.9] 

B/C 10.8.1.5.10 
For code figure 28, visibility shall have been less than 1000 meters.  
Note:  

(1) The specification refers only to visibility restrictions which occurred as a result of water 
droplets or ice crystals. [12.2.6.4.10] 

B/C 10.8.1.5.11 
For synoptic coding purposes, a thunderstorm shall be regarded as being at the station from the 
time thunder is first heard, whether or not lightning is seen or precipitation is occurring at the station.  
A thunderstorm shall be reported if thunder is heard within the normal observational period 
preceding the time of the report.  A thunderstorm shall be regarded as having ceased at the time 
thunder is first heard and the cessation is confirmed if thunder is not heard for 10 – 15 minutes 
after this time. [12.2.6.4.11] 

B/C 10.8.1.5.12 
The necessary uniformity in reporting code figures 36, 37, 38, and 39, which may be desirable 
within certain regions, shall be obtained by means of national instructions.  [12.2.6.4.12] 

B/C 10.8.1.5.13 
A visibility restriction “less than 1000 meters” shall be applied to code figures 42 – 49.  In the case 
of code figures 40 or 41, the apparent visibility in the fog or ice fog patch or bank shall be less than 
1000 meters.  Code figures 40 – 47 shall be used when the obstructions to vision consist 
predominantly of water droplets or ice crystals, and 48 or 49 when the obstructions consist 
predominantly of water droplets. [12.2.6.4.13] 

B/C 10.8.1.5.14 
When referring to precipitation, the phrase “at the station” in the code table shall mean “at the point 
where the observation is normally taken”. [12.2.6.4.14] 

B/C 10.8.1.5.15 
The precipitation shall be encoded as intermittent if it has been discontinuous during the preceding 
hour, without presenting the character of a shower. [12.2.6.4.15] 

B/C 10.8.1.5.16 
The intensity of precipitation shall be determined by the intensity at the time of the observation. 
[12.2.6.4.16] 

B/C 10.8.1.5.17 
Code figures 80 – 89 shall be used only when the precipitation is of the shower type and takes 
place at the time of the observation. 
Note: 
(1) Showers are produced by convective clouds.  They are characterized by their abrupt 

beginning and end and by the generally rapid and sometimes great variations in the 
intensity of the precipitation.  Drops and solid particles falling in a shower are generally 
larger than those falling in non-showery precipitation.  Between showers openings may 
be observed unless stratiform clouds fill the intervals between the cumuliform clouds. 
[12.2.6.4.17] 
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B/C 10.8.1.5.18 
In reporting code figure 98, the observer shall be allowed considerable latitude in determining 
whether precipitation is or is not occurring, if it is not actually visible. [12.2.6.4.18] 

 
B/C 10.8.1.6 Present weather from an automatic weather station 

B/C 10.8.1.6.1 
The highest applicable code figure shall be selected. [12.2.6.5.1] 

B/C 10.8.1.6.2 
In coding code figures 101, 102, and 103, there is no limitation on the magnitude of the change of 
the cloud amount.  Code figures 100, 101, and 102 can each be used when the sky is clear at the 
time of observation. In this case, the following interpretation of the specifications shall apply: 

• Code figure 100 is used when the preceding conditions are not known; 
• Code figure 101 is used when the clouds have dissolved during the past hour; 
• Code figure 102 is used when the sky has been continuously clear during the past hour. 

[12.2.6.5.2] 
B/C 10.8.1.6.3 

When the phenomenon is not predominantly water droplets, the appropriate code figure shall be 
selected without regard to the visibility.  [12.2.6.5.3] 

B/C 10.8.1.6.4 
The code figures 104 and 105 shall be used when the obstruction to vision consists predominantly 
of lithometeors.  [12.2.6.5.4] 

B/C 10.8.1.6.5 
The visibility restriction on code figure 110 shall be 1000 meters or more. The specification refers 
only to water droplets and ice crystals. [12.2.6.5.5] 

B/C 10.8.1.6.6 
For code figure 118, the following criteria for reporting squalls shall be used: 
A sudden increase of wind speed of at least eight meters per second, the speed rising to 11 meters 
per second or more and lasting for at least one minute. [12.2.6.5.6] 

B/C 10.8.1.6.7 
Code figures 120 – 126 shall never be used when precipitation is observed at the time of 
observation. [12.2.6.5.7] 

B/C 10.8.1.6.8 
For code figure 120, visibility shall have been less than 1000 meters. 
Note: The specification refers only to visibility restrictions, which occurred as a result of water 
droplets or ice crystals. [12.2.6.5.8] 

B/C 10.8.1.6.9 
For synoptic coding purposes, a thunderstorm shall be regarded as being at the station from the 
time thunder is first detected, whether or not lightning is detected or precipitation is occurring at the 
station.  A thunderstorm shall be reported in present weather if thunder is detected within the 
normal observational period preceding the time of the report.  A thunderstorm shall be regarded as 
having ceased at the time thunder is last detected and the cessation is confirmed if thunder is not 
detected for 10 – 15 minutes after this time. [12.2.6.5.9] 

B/C 10.8.1.6.10 
A visibility restriction “less than 1000 meters” shall be applied to code figures 130 – 135. 
[12.2.6.5.10] 

B/C 10.8.1.6.11 
The precipitation shall be encoded as intermittent if it has been discontinuous during the preceding 
hour, without presenting the character of a shower. [12.2.6.5.11] 

B/C 10.8.1.6.12 
The intensity of precipitation shall be determined by the intensity at the time of observation. 
[12.2.6.5.12] 

B/C 10.8.1.6.13 
Code figures 180 – 189 shall be used only when the precipitation is intermittent or of the shower 
type and takes place at the time of observation.  
Note:  
(1) Showers are produced by convective clouds.  They are characterized by their abrupt beginning 

and end and by the generally rapid and sometimes great variations in the intensity of the 
precipitation.  Drops and solid particles falling in a shower are generally larger than those 
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falling in non-showery precipitation. Between showers openings may be observed unless 
stratiform clouds fill the intervals between the cumuliform clouds. [12.2.6.5.13] 

 
B/C 10.8.1.7 Past weather reported from a manned weather station 

B/C 10.8.1.7.1 Time period 
The time period (0 04 024) covered by past weather (1) and past weather (2) shall be expressed as 
a negative value in hours: 

(a) Six hours, for observations at 0000, 0600, 1200, and 1800 UTC; 
(b) Three hours for observations at 0300, 0900, 1500, and 2100 UTC; 
(c) Two hours for intermediate observations if taken every two hours. 
(d) One hour for intermediate observations if taken every hour. [12.2.6.6.1] 

B/C 10.8.1.7.2  
The code figures for past weather (1) and past weather (2) shall be selected in such a way that 
past and present weather together give as complete a description as possible of the weather in the 
time interval concerned.  For example, if the type of weather undergoes a complete change during 
the time interval concerned, the code figures selected for past weather (1) and past weather (2) 
shall describe the weather prevailing before the type of weather indicated by present weather 
began. [12.2.6.6.2] 

B/C 10.8.1.7.3 
When the past weather (1) and past weather (2) are used in hourly reports, Regulation B/C 
10.8.1.7.1 (d) shall apply. [12.2.6.6.3] 

B/C 10.8.1.7.4 
If, using Regulation B/C 10.8.1.7.2, more than one code figure may be given to past weather (1), 
the highest figure shall be reported for past weather (1) and the second highest code figure shall be 
reported for past weather (2). [12.2.6.6.4] 

B/C 10.8.1.7.5 
If the weather during the period has not changed so that only one code figure may be selected for 
past weather, then that code figure shall be reported for both past weather (1) and past weather (2). 
[12.2.6.6.5] 

 
B/C 10.8.1.8 Past weather reported from an automatic weather station 

B/C 10.8.1.8.1 Time period 
The time period (0 04 024) covered by past weather (1) and past weather (2) shall be expressed as 
a negative value in hours: 

(a) Six hours for observations at 0000, 0600, 1200, and 1800 UTC; 
(b) Three hours for observations at 0300, 0900, 1500, and 2100 UTC; 
(c) Two hours for intermediate observations if taken every two hours. 
(d) One hour for intermediate observations if taken every hour. [12.2.6.7.1] 

B/C 10.8.1.8.2  
The code figures for past weather (1) and past weather (2) shall be selected so that the maximum 
capability of the automatic station to discern past weather is utilized, and so that past and present 
weather together give as complete a description as possible of the weather in the time interval 
concerned. [12.2.6.7.2] 

B/C 10.8.1.8.3 
In cases where the automatic station is capable only of discerning very basic weather conditions, 
the lower code figures representing basic and generic phenomena may be used.  If the automatic 
station has higher discrimination capabilities, the higher code figures representing more detailed 
explanation of the phenomena shall be used.  For each basic type of phenomenon, the highest 
code figure within the discrimination capability of the automatic station shall be reported. [12.2.6.7.3] 

B/C 10.8.1.8.4 
If the type of weather during the time interval concerned undergoes complete and discernible 
changes, the code figures selected for past weather (1) and past weather (2) shall describe the 
weather prevailing before the type of weather indicated by present weather began.  The highest 
figure shall be reported for past weather (1) and the second highest code figure shall be reported 
for past weather (2). [12.2.6.7.4] 

B/C 10.8.1.8.5 
If a discernible change in weather has not occurred during the period, so that only one code figure 
may be selected for the past weather, then that code figure shall be reported for both past weather 
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(1) and past weather (2).  For example, rain during the entire period shall be reported as code 
figure 14 for both past weather (1) and past weather (2) in the case of an automatic station 
incapable of differentiating types of precipitation, or code figure 16 for both past weather (1) and 
past weather (2) in the case of a station with the higher discrimination capability. [12.2.6.7.5] 

 
B/C 10.8.2 Precipitation measurement <3 02 040> 
 
B/C 10.8.2.1 Height of sensor above marine deck platform 

Height of sensor above marine deck platform (0 07 032) for precipitation measurement shall be 
reported in meters (with precision in hundredths of a meter). 
This datum represents the actual height of the rain gauge rim above marine deck platform at the 
point where the rain gauge is located. 

 
B/C 10.8.2.2 Period of reference for amount precipitation  
 

Time period (0 04 024) for amount of precipitation shall be reported as a negative value in hours. It 
shall be determined  

(a) by regional decision (e.g. -6, -12, -24) in the first replication, 
(b) by national decision (e.g. -1, -3) in the second replication. 
 

B/C 10.8.2.3 Total amount of precipitation 

Total amount of precipitation, which has fallen during the period of reference for amount of 
precipitation, shall be reported in kilograms per square meter (with precision in tenths of a kilogram 
per square meter). 

B/C 10.8.2.3.1 
Precipitation, when it can be and has to be reported, shall be reported as 0.0  kgm-2 if no 
precipitation were observed during the referenced period. [12.2.5.4] 

B/C 10.8.2.3.2 
Trace shall be reported as “- 0.1 kgm-2 “. 

 
B/C 10.8.3 Extreme temperature data <3 02 058> 
 
B/C 10.8.3.1 Height of sensor above marine deck platform and height of sensor above water surface 

Height of sensor above marine deck platform (0 07 032) for temperature measurement shall be 
reported in meters (with precision in hundredths of a meter). 
This datum represents the actual height of temperature sensors above marine deck platform at the 
point where the sensors are located. 

Height of sensor above water surface (0 07 033) for temperature measurement shall be reported in 
meters (with precision in hundredths of a meter). 
This datum represents the actual height of temperature sensors above marine water surface of sea 
or lake. 

 
B/C 10.8.3.2 Periods of reference for extreme temperatures 

Time period for maximum temperature and time period for minimum temperature (0 04 024) shall 
be determined by regional decision and reported as negative values in hours. [12.4.4] 
Notes: 

(1) If the period for maximum temperature or the period for minimum temperature ends at the 
nominal time of report, the second value of 0 04 024 shall be reported as 0. 

(2) If the period for maximum temperature or the period for minimum temperature does not end 
at the nominal time of report, the first value of 0 04 024 shall indicate the beginning of the 
period of reference and the second value of 0 04 024 shall indicate the end of the period of 
reference. E.g. to report the maximum temperature for the previous calendar day from a 
station in RA IV, value of the first 0 04 024 shall be set to – 30 and value of the second 0 
04 024 shall be set to – 6, provided that the nominal time of the report 12 UTC corresponds 
to 6 a.m. local time.  

 
B/C 10.8.3.3 Maximum and minimum temperature 

Maximum and minimum temperature shall be reported in degrees Kelvin (with precision in 
hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius).   
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Note:  
(1) Notes (1) and (2) under Regulation B/C 10.4.1.2 shall apply.  

 
B/C 10.8.4 Wind data <3 02 059> 

 
B/C 10.8.4.1 Height of sensor above marine deck platform and height of sensor above water surface 

Height of sensor above marine deck platform (0 07 032) for wind measurement shall be reported in 
meters (with precision in hundredths of a meter). 
This datum represents the actual height of wind sensors above marine deck platform at the point 
where the sensors are located. 

Height of sensor above water surface (0 07 033) for wind measurement shall be reported in meters 
(with precision in hundredths of a meter). 
This datum represents the actual height of wind sensors above marine water surface of sea or lake. 

 
B/C 10.8.4.2 Type of instrumentation for wind measurement - Flag table 0 02 002 

This datum shall be used to specify whether the wind speed was measured by certified instruments 
(bit No. 1 set to 1) or estimated on the basis of the Beaufort wind scale (bit No. 1 set to 0), and to 
indicate the original units for wind speed measurement.  Bit No. 2 set to 1 indicates that wind speed 
was originally measured in knots and bit No. 3 set to 1 indicates that wind speed was originally 
measured in kilometers per hour.  Setting both bits No.2 and No.3 to 0 indicates that wind speed 
was originally measured in meters per second. 

 
B/C 10.8.4.3 Wind direction and speed  

The mean direction and speed of the wind over the 10-minute period immediately preceding the 
observation shall be reported.  The time period (0 04 025) shall be included as -10. However, when 
the 10-minute period includes a discontinuity in the wind characteristics, only data obtained after 
the discontinuity shall be used for reporting the mean values, and hence the period (0 04 025) in 
these circumstances shall be correspondingly reduced. [12.2.2.3.1] 
The time period is preceded by a time significance qualifier (0 08 021) that shall be set to 2 (Time 
averaged). 
The wind direction (0 11 001) shall be reported in degrees true and the wind speed (0 11 002) shall 
be reported in meters per second (with precision in tenths of a meter per second).    

B/C 10.8.4.3.1 
In the absence of wind instruments, the wind speed shall be estimated on the basis of the Beaufort 
wind scale.  The Beaufort number obtained by estimation is converted into meters per second by 
use of the relevant wind speed equivalent column on the Beaufort scale, and this speed is reported 
for wind speed. [12.2.2.3.2] 

B/C 10.8.4.4 Maximum wind gust direction and speed 
Time period for maximum wind gust direction and speed (0 04 025) shall be determined by regional 
or national decision and reported as a negative value in minutes.  
Direction of the maximum wind gust (0 11 043) shall be reported in degrees true and speed of the 
maximum wind gust (0 11 041) shall be reported in meters per second (with precision in tenths of 
meters per second).  

B/C 10.9 “Period” data required by regional or national reporting practices 
If regional reporting practices in a Region require inclusion of additional “period” parameters, the 
corresponding “regional” common sequence (see the Annex) shall be supplemented by relevant 
descriptors.  If national reporting practices require inclusion of additional “period” parameters, the 
common sequence 3 08 009 shall be supplemented by relevant descriptors.  
Note: 
(1) “Period” parameter is a parameter that is coupled to a time period descriptor, e.g. 0 04 024, 0 

04 025. 
(2) No additional “period” parameters are currently required by regional regulations for SHIP data 

in the Manual on Codes, WMO-No. 306, Volume II. 
 

B/C20 – Regulations for reporting PILOT, PILOT SHIP and PILOT MOBIL data in TDCF 
 

General 

A BUFR (or CREX) message should be sent when level the 100 hPa is reached.  In any case, a BUFR (or 
CREX) message shall be produced when the sounding is completed containing data from the entire sounding. 
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BUFR templates for wind vertical profiles suitable for PILOT, PILOT SHIP and PILOT MOBIL 
observation data: 

TM 309050 -  BUFR template for wind vertical profiles with pressure as the vertical coordinate   
 

3 09 050  Sequence for representation PILOT, PILOT SHIP and PILOT MOBIL 
observation type data with pressure as the vertical coordinate 

 3 01 110 Identification of launch site and instrumentation for wind measurement 
 3 01 113 Date/time of launch 
 3 01 114 Horizontal and vertical coordinates of launch site 
 1 01 000 Delayed replication of 1 descriptor  
 0 31 002 Extended delayed descriptor replication factor 
 3 03 050 Wind data at a pressure level  
 1 01 000 Delayed replication of 1 descriptor  
 0 31 001 Delayed descriptor replication factor 
 3 03 051 Wind shear data at a pressure level 

 
TM 309051 - BUFR template for wind vertical profiles with height as the vertical coordinate 
 

3 09 051  Sequence for representation PILOT, PILOT SHIP and PILOT MOBIL 
observation type data with height as the vertical coordinate 

 3 01 110 Identification of launch site and instrumentation for wind measurement 
 3 01 113 Date/time of launch 
 3 01 114 Horizontal and vertical coordinates of launch site 
 1 01 000 Delayed replication of 1 descriptor  
 0 31 002 Extended delayed descriptor replication factor 
 3 03 052 Wind data at a height level  
 1 01 000 Delayed replication of 1 descriptor  
 0 31 001 Delayed descriptor replication factor 
 3 03 053 Wind shear data at a height level 

 

BUFR template TM 309050 for wind vertical profiles (with pressure as the vertical coordinate) is 
further expanded as follows: 
 
3 01 110  Identification of launch site and instrumentation   

 3 01 001 WMO block number Numeric 
  WMO station number Numeric 
 0 01 011 Ship or mobile land station identifier CCITT IA5 
 0 02 011 Radiosonde type Code table 
 0 02 014 Tracking technique/status of system used Code table 
 0 02 003 Type of measuring equipment used Code table 

3 01 113  Date/time of launch  
 0 08 021 Time significance   ( = 18 (launch time)) Code table 
 3 01 011 Year Year 
  Month Month 
  Day Day 
 3 01 013 Hour Hour 
  Minute Minute 
  Second Second 

3 01 114  Horizontal and vertical coordinates of launch site  
 3 01 021 Latitude (high accuracy) Degree, scale 5 
  Longitude (high accuracy) Degree, scale 5 
 0 07 030 Height of station ground above mean sea level  m, scale 1 
 0 07 031 Height of barometer above mean sea level m, scale 1 
 0 07 007 Height of release of sonde above mean sea level m 
 0 33 024 Station elevation quality mark (for mobile stations) Code table 
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  Wind data at pressure levels   
1 01 000  Delayed replication of 1 descriptor   
0 31 002  Extended delayed descriptor replication factor Numeric 
3 03 050  Wind data at a pressure level   

 0 04 086 Long time period or displacement (since launch time) Second 
 0 08 042 Extended vertical sounding significance Flag table 
 0 07 004 Pressure  Pa, scale –1 
 0 05 015 Latitude displacement since launch site  

 (high accuracy) 
Degree, scale 5 

 0 06 015 Longitude displacement since launch site 
 (high accuracy) 

Degree, scale 5 

 0 11 001 Wind direction Degree true 
 0 11 002 Wind speed m s-1, scale 1 
  Wind shear data   

1 01 000  Delayed replication of 1 descriptor   
0 31 001  Delayed descriptor replication factor Numeric 
3 03 051  Wind shear data at a pressure level  

 0 04 086 Long time period or displacement (since launch time) Second 
 0 08 042 Extended vertical sounding significance Flag table 
 0 07 004 Pressure  Pa, scale –1 
 0 05 015 Latitude displacement since launch site 

 (high accuracy) 
Degree, scale 5 

 0 06 015 Longitude displacement since launch site 
 (high accuracy) 

Degree, scale 5 

 0 11 061 Absolute wind shear in 1 km layer below m s-1, scale 1 
 0 11 062 Absolute wind shear in 1 km layer above m s-1, scale 1 

Notes: 
 (1) Time of launch 3 01 013 shall be reported with the highest possible accuracy available.  If 

the launch time is not available with second accuracy, the entry for seconds shall be put 
to zero.  

 (2) Long time displacement 0 04 086 represents the time offset from the launch time 3 01 
013 (in seconds). 

 (3) Latitude displacement 0 05 015 represents the latitude offset from the latitude of the 
launch site.  Longitude displacement 0 06 015 represents the longitude offset from the 
longitude of the launch site. 

 (4) If maximum wind data and/or wind shear data are reported with height as the vertical 
coordinate in Parts A or C of Pilot report, while the whole vertical wind profile is reported 
with pressure as the vertical coordinate, the data may be converted into BUFR using 
sequence 3 09 050 because the maximum wind data are as significant levels also 
included in Parts B or D (being identified by pressure as the vertical coordinate), provided 
that Part B and D are available when the entire wind profile is produced in BUFR or 
CREX.  

 
BUFR template 3 09 051 for wind vertical profiles (with height as the vertical coordinate) is further 
expanded as follows: 
 
3 01 110  Identification of launch site and instrumentation for 

wind measurements 
 

 3 01 001 WMO block number Numeric 
  WMO station number Numeric 
 0 01 011 Ship or mobile land station identifier CCITT IA5 
 0 02 011 Radiosonde type Code table 
 0 02 014 Tracking technique/status of system used Code table 
 0 02 003 Type of measuring equipment used Code table 

3 01 113  Date/time of launch  
 0 08 021 Time significance   ( = 18 (launch time)) Code table 
 3 01 011 Year Year 
  Month Month 
  Day Day 
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 3 01 013 Hour Hour 
  Minute Minute 
  Second Second 

3 01 114  Horizontal and vertical coordinates of launch site  
 3 01 021 Latitude (high accuracy) Degree, scale 5 
  Longitude (high accuracy) Degree, scale 5 
 0 07 030 Height of station ground above mean sea level  m, scale 1 
 0 07 031 Height of barometer above mean sea level m, scale 1 
 0 07 007 Height of release of sonde above mean sea level m 
 0 33 024 Station elevation quality mark (for mobile stations) Code table 
  Wind data at heights  

1 01 000  Delayed replication of 1 descriptor   
0 31 002  Extended delayed descriptor replication factor Numeric 
3 03 052  Wind data at a height level  

 0 04 086 Long time period or displacement (since launch time) Second 
 0 08 042 Extended vertical sounding significance Flag table 
 0 07 009 Geopotential height  gpm 
 0 05 015 Latitude displacement since launch site (high accuracy) Degree, scale 5 
 0 06 015 Longitude displacement since launch site (high accuracy) Degree, scale 5 
 0 11 001 Wind direction Degree true 
 0 11 002 Wind speed m s-1, scale 1 
  Wind shear data at heights  

1 01 000  Delayed replication of 1 descriptor   
0 31 001  Delayed descriptor replication factor Numeric 
3 03 053  Wind shear data at a height level  

 0 04 086 Long time period or displacement (since launch time) Second 
 0 08 042 Extended vertical sounding significance Flag table 
 0 07 009 Geopotential height  gpm 
 0 05 015 Latitude displacement since launch site (high accuracy) Degree, scale 5 
 0 06 015 Longitude displacement since launch site (high accuracy) Degree, scale 5 
 0 11 061 Absolute wind shear in 1 km layer below m s-1, scale 1 
 0 11 062 Absolute wind shear in 1 km layer above m s-1, scale 1 

 

Notes: (1) Time of launch 3 01 013 shall be reported with the highest possible accuracy available.  If 
the launch time is not available with second accuracy, the entry for seconds shall be put 
to zero.  

 (2) Long time displacement 0 04 086 represents the time offset from the launch time 3 01 
013 (in seconds) 

 (3) Latitude displacement 0 05 015 represents the latitude offset from the latitude of the 
launch site.  Longitude displacement 0 06 015 represents the longitude offset from the 
longitude of the launch site. 

 
 
Regulations: 
 
B/C 20.1   Section 1 of BUFR or CREX 
B/C 20.2  Identification of launch site and instrumentation  
B/C 20.3  Date/time of launch 
B/C 20.4  Horizontal and vertical coordinates of launch site  
B/C 20.5   Wind data at pressure levels 
B/C 20.6   Wind data at height levels 
B/C 20.7    Criteria for reporting standard and significant levels 
B/C 20.8    Wind shear data at pressure levels 
B/C 20.9    Wind shear data at pressure levels 
B/C 20.10  Data required by regional or national reporting practices 
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B/C 20.1  Section 1 of BUFR or CREX 
 
B/C 20.1.1  Entries required in Section 1 of BUFR 

The following entries shall be included in BUFR Section 1: 
- BUFR master table, 
- identification of originating/generating centre, 
- identification of originating/generating sub-centre, 
- update sequence number, 
- identification of inclusion of optional section, 
- data category (= 002 for all PILOT type data), 
- international data sub-category (1), (2), 
- local data subcategory, 
- version number of master table, 
- version number of local tables, 
- year (year of the century up to BUFR edition 3), 
- month (standard time), 
- day (standard time = YY in the abbreviated telecommunication header for all PILOT type 

data), 
- hour (standard time = GG in the abbreviated telecommunication header for all PILOT type 

data), 
- minute (standard time = 00 for all PILOT type data). 

- Notes: 
(1) Inclusion of this entry is required starting with BUFR edition 4. 
(2) If required, the international data sub-category shall be included at all observation times as 

follows: 
  = 001 for PILOT data, 
 = 002 for PILOT SHIP data, 
 = 003 for PILOT MOBIL data.  

 
B/C 20.1.2  Entries required in Section 1 of CREX 

The following entries shall be included in CREX Section 1: 
- CREX master table, 
- CREX edition number, 
- CREX table version number, 
- version number of BUFR master table (1), 
- version number of local tables (1), 
- data category (= 002 for all PILOT type data),  
- international data sub-category (1), (2), 
- identification of originating/generating centre (1), 
- identification of originating/generating sub-centre (1), 
- update sequence number (1), 
- number of subsets (1), 
- year ( standard time) (1), 
- month (standard time) (1), 
- day (standard time = YY in the abbreviated telecommunication header for all PILOT 

type data) (1), 
- hour (standard time = GG in the abbreviated telecommunication header for all PILOT 

type data) (1), 
- minute (standard time = 00 for all PILOT type data) (1). 

Notes: 
(1) Inclusion of these entries is required starting with CREX edition 2. 
(2) If inclusion of international data sub-category is required, Note (2) under B/C 20.1.1 applies. 

  

B/C 20.2 Identification of launch site and instrumentation <3 01 110> 
 
B/C 20.2.1 Identification of launch site   

WMO block number station (0 01 001) and WMO station number (0 01 002) shall be always 
reported as a non-missing value in reports from a fixed land station. 
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Ship or mobile land station identifier (0 01 011) shall be always reported not exceeding 9 
characters in reports from ships or mobile stations. [32.2.1] 

 
B/C 20.2.1 Instrumentation for wind measurement  

Radiosonde type (Code table 0 02 011), tracking techniques/status of system used (Code table 0 
02 014) and type of measuring equipment used (Code table 0 02 003) shall be reported.  

  
B/C 20.3 Date/time of launch <3 01 113> 

Time significance (0 08 021) shall be always set to 18 to indicate that the following entries specify 
the date and time of launching the radiosonde. 

Date of launch <3 01 011> and time of launch <3 01 013> shall be reported, i.e. year (0 04 001), 
month (0 04 002), day (0 04 003)> and hour (0 04 004), minute (0 04 005) and second (0 04 006) 
of the actual time of launch shall be reported.  
Note: 
(1) Time of launch <3 01 013> shall be reported with the highest possible accuracy available.  If 

the launch time is not available with second accuracy, the entry 0 04 006 for seconds shall be 
set to zero. 

 
B/C 20.4 Horizontal and vertical coordinates of launch site <3 01 114> 

Latitude (0 05 001) and longitude (0 06 001) of the launch site shall be reported in degrees with 
precision in 10-5 of a degree. 

Height of station ground above mean sea level (0 07 030) and height of barometer above mean 
sea level (0 07 031) shall be reported in meters with precision in tenths of a meter.  

Height of release of sonde above mean sea level (0 07 007) shall be reported in meters. 

Station elevation quality mark (Code table 0 33 024) shall be reported to indicate the accuracy of 
the vertical coordinates of the mobile land station.  Fixed land stations and sea stations shall 
report this datum as a missing value. [32.2.1] 

 

B/C 20.5 Wind data at pressure levels 

Wind data at pressure levels shall be always reported using template TM 309050 and shall be 
included in descending order with respect to pressure. Data at each pressure level shall be 
included only once.  For example, if a significant level with respect to wind and a standard level 
coincide, data for that level shall be included only once, the multiple attributes being indicated by 
Extended vertical sounding significance (Flag table 0 08 042) as specified in Regulation B/C 
20.5.2.2.  
Note: 
(1) If data are produced and collected in traditional PILOT codes, the order of pressure levels may 

correspond to the order of levels in Parts A, B, C and D, when converted into BUFR or CREX. 
In this case, data at a level may be included more than once. 

 
B/C 20.5.1 Number of reported pressure levels 

The number of reported pressure levels shall be indicated by Extended delayed descriptor 
replication factor 0 31 002 in BUFR and by a four-digit number in the Data Section corresponding 
to the position of the replication descriptor in the Data Description Section of CREX.  
Notes: 

(1) The number of pressure levels shall never be set to a missing value. 
(2) The number of pressure levels shall be set to a positive value in a NIL report. 

B/C 20.5.1.1 
All required data from the entire ascent shall be reported in a BUFR (or CREX) message that shall 
be produced when the sounding is completed.  In interest of timely data delivery, however, a 
BUFR (or CREX) message should be sent when level 100 hPa is reached.   
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B/C 20.5.2 Wind data at a pressure level <3 03 050> 
 

B/C 20.5.2.1 Long time displacement (since launch time) 
Long time displacement (0 04 086) represents the time offset from the launch time specified in 
Regulation 20.3, and shall be reported in seconds if available. 

 
B/C 20.5.2.2 Extended vertical sounding significance – Flag table 0 08 042 

This datum shall be used to specify vertical sounding significance in the following way: 
(a) Bit No. 1 set to 1 indicates surface (see Regulation B/C 20.7.1). 
(b) Bit No. 2 set to 1 indicates a standard level (see Regulation B/C 20.7.2). 
(c) Bit No. 4 set to 1 indicates a maximum wind level (see Regulation B/C 20.7.3).  
(d) Bit No. 7 set to 1 indicates a level significant with respect to wind (see Regulation B/C 

20.7.4). 
(e) Bit No. 12 set to 1 indicates beginning of missing wind data bit No. 13 set to 1 indicates end 

of missing wind data (see Regulation B/C 20.7.5). 
(f) Bit No. 14 set to 1 indicates the top of wind sounding. 
(g) Bit No. 15 set to 1 indicates a level determined by regional decision. 
(h) Bit No. 17 set to 1 indicates a pressure level originally identified by height as the vertical 

coordinate.  
(i) All bits set to 0 indicate a level determined by national decision. 
(j) All bits set to 1 indicate a missing value. 

 
B/C 20.5.2.3 Pressure  

Pressure (0 07 004) shall be reported in pascals (with precision in tens of a pascal). 
Notes: 
(1) Pressure as the vertical coordinate shall be used when template TM 309050 is applied. 
(2) Pressure as the only vertical coordinate shall be used in a report. [32.3.1.4] 

 
B/C 20.5.2.4 Latitude and longitude displacements  

Latitude displacement (0 05 015) represents the latitude offset from the latitude of the launch site 
specified in Regulation 20.4, and shall be reported in degrees with precision in 10-5 of a degree if 
available.  Longitude displacement 0 06 015 represents the longitude offset from the longitude of 
the launch site specified in Regulation 20.4, and shall be reported in degrees with precision in 10-5 
of a degree if available. 
 

B/C 20.5.2.5 Wind direction and speed  
The wind direction (0 11 001) shall be reported in degrees true and the wind speed (0 11 002) 
shall be reported in meters per second (with precision in tenths of a meter per second). 

    

B/C 20.6 Wind data at height levels 

Wind data at height levels shall be always reported using template TM 309051 and shall be 
included in ascending order with respect to altitude.  Data at each height level shall be included 
only once.  For example, if a significant level with respect to wind and a standard level coincide, 
data for that level shall be included only once, the multiple attributes being indicated by Extended 
vertical sounding significance (Flag table 0 08 042) as specified in Regulation B/C 20.5.2.2.  
Note: 

(1) If data are produced and collected in traditional PILOT codes, the order of height levels 
may correspond to the order of levels in Parts A, B, C and D, when converted into BUFR 
or CREX. In this case, data at a level may be included more than once. 

 
B/C 20.6.1 Number of reported height levels 

The number of reported height levels shall be indicated by Extended delayed descriptor 
replication factor 0 31 002 in BUFR and by a four-digit number in the Data Section corresponding 
to the position of the replication descriptor in the Data Description Section of CREX.  
Notes: 

(1) The number of height levels shall never be set to a missing value. 
(2) The number of height levels shall be set to a positive value in a NIL report. 
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B/C 20.6.1.1 
Regulation B/C 20.5.1.1 shall apply.   

B/C 20.6.2 Wind data at a height level <3 03 052> 
 

B/C 20.6.2.1 Long time displacement (since launch time) 
Long time displacement (0 04 086) represents the time offset from the launch time specified in 
Regulation 20.3, and shall be reported in seconds if available. 

 
B/C 20.6.2.2 Extended vertical sounding significance – Flag table 0 08 042 

Regulation B/C 20.5.2.2 shall apply.   
 
B/C 20.6.2.3 Geopotential height  

Geopotential height of the level (0 07 009) shall be reported in geopotential meters.   
Notes: 
(1) Geopotential height as the vertical coordinate shall be used when template TM 309051 is 

applied. 
(2) Geopotential height as the only vertical coordinate shall be used in a report. [32.3.1.4]  

 
B/C 20.6.2.4 Latitude and longitude displacements  

Regulation B/C 20.5.2.4 shall apply. 
 

B/C 20.6.2.5 Wind direction and speed  
Regulation B/C 20.5.2.5 shall apply. 

B/C 20.7 Criteria for reporting standard and significant levels 

B/C 20.7.1 Surface  
The surface level shall be always reported.  
Note: 
(1) The value of Extended vertical sounding significance 0 08 042 at the surface level shall 

indicate that this level is also a level significant with respect to wind, i.e. bit No.1 and also bit 
No. 7 shall be set to 1. 

B/C 20.7.2 Standard levels 
B/C 20.7.2.1 

The standard levels of 850, 700, 500, 400, 300, 250, 200, 150, 100, 70, 50, 30, 20 and 10 hPa 
shall be reported in descending order with respect to pressure (in ascending order with respect to 
altitude). [32.2.2.1]  

B/C 20.7.2.2 
When pressure measurements are not available, wind data shall be reported using geopotential 
approximations to the standard isobaric surfaces. [32.2.2.2]  

B/C 20.7.2.3 
When wind data at a standard level are not available, the corresponding entries for that level shall 
be reported as missing values. [32.2.2.3] 

B/C 20.7.2.4 
When the standard levels are located by means of pressure equipment and if the pressure 
element failed during the ascent, the remaining standard levels to be reported shall be indicated 
by 0 08 042 - bit No. 2 set to 1 (standard level) and by bit No. 17 set to 1 (a pressure level 
originally identified by height as the vertical coordinate) [32.2.2.4] 

 
B/C 20.7.3 Maximum wind level(s) 
B/C 20.7.3.1 

When a maximum wind level (one or more) is reported, the corresponding number of levels shall 
be included in the report indicated by 0 08 042 - bit No. 4 set to 1. [32.2.3.3] 
Notes: 
(1) Criteria for determining maximum wind levels are given in Regulations B/C 20.7.3.3 and B/C 

20.7.3.4 below.  
(2) As a maximum wind level is also a level significant with respect to wind, bit No. 7 as well as 

bit No. 4 shall be set to 1 in the Extended vertical sounding significance 0 08 042. 
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B/C 20.7.3.2 
When no maximum wind level is observed, no level shall be indicated by bit No. 4 of 0 08 042 set 
to 1. [32.2.3.4.5] 

B/C 20.7.3.3 
A maximum wind level: 
(a) Shall be determined by consideration of the list of significant levels for wind speed, as 

obtained by means of the relevant recommended or equivalent national method (see Note 
under Regulation B/C 20.7.4.2) and not by consideration of the original wind-speed curve; 

(b) Shall be located above the 500-hPa isobaric surface and shall correspond to a speed of 
more than 30 meters per second. 
Note:  
(1) A maximum wind level is defined as a level at which the wind speed is greater than that 
observed immediately above and below that level. [32.2.3.1] 

B/C 20.7.3.4 
Whenever more than one maximum wind level exists, these levels shall be reported as follows: 
(a) The level of greatest maximum wind speed shall be always included; 
(b) The other levels shall be included in the report only if their speed exceeds those of the two 

adjacent minima by at least 10 meters per second; 
(c) Furthermore, the highest level attained by the sounding shall be indicated as a maximum 

wind level, provided:  
(i) It satisfies the criteria set forth in Regulation B/C 20.7.3.3 above; 
(ii) It constitutes the level of the greatest speed of the whole sounding. [32.2.3.2] 

B/C 20.7.3.5 
When the greatest wind speed observed throughout the sounding occurred at the top of the 
sounding, this level shall be indicated by 0 08 042 - bit No. 4 set to 1 (maximum wind level), bit No. 
7 set to 1 (level significant with respect to wind) and bit No. 14 set to 1 (top of wind sounding). 
[32.2.3.4.3], [32.2.3.4.4] 

B/C 20.7.3.6 
In compliance with Regulation B/C 20.5.2.3 or B/C 20.6.2.3, maximum wind level data shall be 
reported with the same vertical coordinate as the other data in the profile, using template TM 
309050 or template TM 309051 for the entire sounding. 
Note: 

(1) If data are produced and collected in traditional PILOT codes, maximum wind data may be 
reported with height as the vertical coordinate in Parts A or C of Pilot report, while the whole 
vertical wind profile is reported with pressure as the vertical coordinate.  Even in this case, 
the maximum wind data may be converted into BUFR using sequence 3 09 050 because 
the maximum wind data were selected from the list of significant levels with respect to wind.  
And these significant levels are included in Parts B or D of Pilot report, identified by 
pressure as the vertical coordinate. [32.3.1.4]  

 
B/C 20.7.4 Levels significant with respect to wind 
B/C 20.7.4.1 

Significant wind levels shall be chosen so that the data from them alone shall make it possible to 
reconstruct the wind profile with sufficient accuracy for practical use. [32.3.1.1]  

B/C 20.7.4.2 
Criteria for determining significant levels with respect to changes in wind speed and direction: 
(a) The direction of speed curves (in function of the log of pressure or altitude) can be 

reproduced with their prominent characteristics; 
(b) These curves can be reproduced with the accuracy of at least 10 for direction and five 

meters per second for speed; 
Note: 
To satisfy these criteria, the following method of successive approximations is recommended, 
but other methods of attaining equivalent results may suit some national practices better and 
may be used: 
(i) The surface level and highest level for which wind data are available constitute the first and 

the last significant levels.  
 The deviation from the linearly interpolated values between these two levels is then 

considered.  If no direction deviates by more than 10 and no speed by more than five meters 
per second, no other significant level need be reported.  Whenever one parameter deviates 
by more than the limit specified in paragraph (b) above the level of greatest deviation 
becomes a supplementary significant level for both parameters. 
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(ii) The additional significant levels so introduced divide the sounding into two layers.  In each 
separate layer, the deviation from the linearly interpolated values between the base and the 
top are then considered.  The process used in paragraph (i) above is repeated and yields 
other significant levels.  These additional levels in turn modify the layer distribution, and the 
method is applied again until any level is approximated to the above-mentioned specified 
values. [32.3.1.1] 

 
B/C 20.7.5 Beginning and end of missing wind data  
B/C 20.7.5.1 

If wind profile data are reported with pressure as the vertical coordinate, a layer for which wind 
data are missing shall be indicated by reporting the boundary levels of the layer, provided that the 
layer is at least 50 hPa thick.  The boundary levels are the levels closest to the bottom and the top 
of the layer for which the observed data are available.  The boundary levels are not required to 
meet “significant wind level” criteria. [32.3.1.5.2] 

B/C 20.7.5.2 
If wind profile data are reported with height as the vertical coordinate, a layer for which wind data 
are missing shall be indicated by reporting the boundary levels of the layer, provided that the layer 
is at least 1 500 geopotential meters thick.  The boundary levels are the levels closest to the 
bottom and the top of the layer for which the observed data are available.  The boundary levels 
are not required to meet “significant wind level” criteria. [32.3.1.5.1] 

 

B/C 20.8 Wind shear data at pressure levels  

B/C 20.8.1 Number and order of levels for which wind shear is reported 

B/C 20.8.1.1 
The number of levels with wind shear data shall be indicated by Delayed descriptor replication 
factor 0 31 001 in BUFR and by a four-digit number in the Data Section corresponding to the 
position of the replication descriptor in the Data Description Section of CREX.  
Notes: 

(1) The number of levels with wind shear data shall never be set to a missing value. 
(2) The number of levels with wind shear data shall be set to a positive value in a NIL report. 
(3) The number of levels with wind shear data shall be set to zero if data for vertical wind shear 

are not computed and required. [32.2.3.5]  
B/C 20.8.1.2 

Whenever wind shear data are reported for more than one level, these maximum wind levels shall 
be included in the same order as in the sequence <3 03 050>, i.e. in descending order with 
respect to pressure. 
 

B/C 20.8.2 Wind shear data at a pressure level <3 03 051> 

B/C 20.8.2.1 Long time displacement (since launch time) 
Long time displacement (0 04 086) represents the time offset from the launch time specified in 
Regulation 20.3, and shall be reported in seconds if available. 

 
B/C 20.8.2.2 Extended vertical sounding significance – Flag table 0 08 042 

A level, for which wind shear data are reported, shall be indicated by vertical sounding 
significance 0 08 042 - bit No. 4 set to 1 (maximum wind level) and by bit No. 7 set to 1 (level 
significant with respect to wind).  Moreover, if the top of the wind sounding corresponds to the 
highest wind speed observed throughout the ascent, this level shall be indicated also by bit No. 14 
set to 1 (top of wind sounding). 

 
B/C 20.8.2.3 Pressure  

Pressure (0 07 004) shall be reported in pascals with precision in tens of a pascal. 
 

B/C 20.8.2.4 Latitude and longitude displacements  
Latitude displacement (0 05 015) represents the latitude offset from the latitude of the launch site 
specified in Regulation 20.4, and shall be reported in degrees with precision in 10-5 of a degree if 
available.  Longitude displacement 0 06 015 represents the longitude offset from the longitude of 
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the launch site specified in Regulation 20.4, and shall be reported in degrees with precision in 10-5 
of a degree if available. 
 

B/C 20.8.2.5 Wind shear data   
Absolute wind shear in 1 km layer below (0 11 061) and absolute wind shear in 1 km layer above 
(0 11 062) shall be reported in meters per second (with precision in tenths of a meter per second), 
if data for vertical wind shear are computed and required. [32.2.3.5] 

 

B/C 20.9 Wind shear data at heights   

B/C 20.9.1 Number and order of levels for which wind shear is reported 

B/C 20.9.1.1 
Regulation B/C 20.8.1.1 shall apply.  

B/C 20.9.1.2 
Whenever wind shear data are reported for more than one level, these maximum wind levels shall 
be included in the same order as in the sequence <3 03 052>, i.e. in ascending order with respect 
to altitude. 
 

B/C 20.9.2 Wind shear data at a height level <3 03 053> 

B/C 20.9.2.1 Long time displacement (since launch time) 
Long time displacement (0 04 086) represents the time offset from the launch time specified in 
Regulation 20.3, and shall be reported in seconds if available. 

 
B/C 20.9.2.2 Extended vertical sounding significance – Flag table 0 08 042 

Regulation B/C 20.8.2.2 shall apply. 
 
B/C 20.9.2.3 Geopotential height  

Geopotential height of the level (0 07 009) shall be reported in geopotential meters.   
 

B/C 20.9.2.4 Latitude and longitude displacements  
Regulation B/C 20.8.2.4 shall apply. 
 

B/C 20.9.2.5 Wind shear data   

Regulation B/C 20.8.2.5 shall apply. 
 

B/C 20.10 Data required by regional or national reporting practices 

If regional or national reporting practices require inclusion of wind data at additional levels, these 
data shall be reported using sequence <3 03 050> for wind data at a pressure level or sequence 
<3 03 052> for wind data at a height level. Regulation B/C 20.5 or Regulation B/C 20.6 shall apply. 
Notes: 

(1) A level determined by regional decision shall be indicated by Extended vertical sounding 
significance 0 08 042 - bit No. 15 set to 1. 

(2) A level determined by national decision shall be indicated by Extended vertical sounding 
significance 0 08 042 – all bits set to 0.   

 
B/C 20.10.1 Additional data required by reporting practices in RA I 

Wind data at additional levels 600, 900, 2 100, 3 900, 4 500, 5 100, 21 000, and all successive 
levels at 3 000 m intervals, shall be reported in compliance with Regulation B/C 20.10 and Note (1) 
under this regulation. [1/32.2] [1/32.4.1] 

 
B/C 20.10.2 Additional data required by reporting practices in RA II 

B/C 20.10.2.1 
Wind data at additional levels 300, 600, 900, 2 100, 3 600, 4 500, 6 000 m shall be reported in 
compliance with Regulation B/C 20.10 and Note (1) under this regulation. [2/32.3]  

B/C 20.10.2.2 
The inclusion of wind shear data shall be left to national decision. Members are recommended to 
include these data as often as possible. [2/32.2]  
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B/C 20.10.3 Additional data required by reporting practices in RA III 

Wind data at additional levels 300, 600, 900, 2 100, 2 400, 4 200, 6 000, 8 100, 33 000 m, and all 
successive levels at 3 000 m intervals, shall be reported in compliance with Regulation B/C 20.10 
and Note (1) under this regulation. [3/32.2] [3/32.4.1]  

 
B/C 20.10.4 Additional data required by reporting practices in RA IV 

Wind data at additional levels 300, 600, 900, 1 200, 1 800, 2 100, 2 400, 2 700, 3 600, 4200, 
4 800, 6 000, 7 500, 9 000, 15 000 m, and all successive levels at 3 000 m intervals, shall be 
reported in compliance with Regulation B/C 20.10 and Note (1) under this regulation. [4/32.2] 
[4/32.4.1] 

 
B/C 20.10.5 Additional data required by reporting practices in RA V 

Wind data at additional levels 900, 2 100, 4 200 m shall be reported in compliance with 
Regulation B/C 20.10 and Note (1) under this regulation. [5/32.3] 

 
B/C 20.10.6 Additional data required by reporting practices in RA VI 

B/C 20.10.6.1 
Wind data at additional levels 900, 800, 600 hPa (with pressure as the vertical coordinate) and at 
levels 1 000, 2 000, 4 000 m or 900, 2 100, 4 200 m (with height as the vertical coordinate), shall 
be reported in compliance with Regulation B/C 20.10 and Note (1) under this regulation. [6/32.3.1]  

B/C 20.10.6.2 
The inclusion of wind shear data shall be left to national decision. Members are recommended to 
include these data as often as possible. [6/32.2] [6/32.5] 

 
B/C25 – Regulations for reporting TEMP, TEMP SHIP and TEMP MOBIL data in TDCF 
General 
 
A BUFR (or CREX) message should be sent when level the 100 hPa is reached.  In any case, a BUFR (or 
CREX) message shall be produced when the sounding is completed containing data from the entire 
sounding. 
 
TM 309052 - BUFR template for P, T, U and wind vertical profiles suitable for TEMP, TEMP SHIP 

and TEMP MOBIL observation data 
 

3 09 052  Sequence for representation TEMP, TEMP SHIP and TEMP MOBIL observation 
type data 

 3 01 111 Identification of launch site and instrumentation 
 3 01 113 Date/time of launch 
 3 01 114 Horizontal and vertical coordinates of launch site 
 3 02 049 Cloud information reported with vertical soundings 
 0 22 043 Sea/water temperature (for ship stations) 
 1 01 000 Delayed replication of 1 descriptor  
 0 31 002 Extended delayed descriptor replication factor 
 3 03 054 Temperature, dew-point and wind data at a pressure level  
 1 01 000 Delayed replication of 1 descriptor  
 0 31 001 Delayed descriptor replication factor 
 3 03 051 Wind shear data at a pressure level 

 

This BUFR template for P, T, U and wind profiles further expands as follows: 
 
3 01 111  Identification of launch site and instrumentation   

 3 01 001 WMO block number Numeric 
  WMO station number Numeric 
 0 01 011 Ship or mobile land station identifier CCITT IA5 
 0 02 011 Radiosonde type Code table 
 0 02 013 Solar and infrared radiation correction Code table 
 0 02 014 Tracking technique/status of system used Code table 
 0 02 003 Type of measuring equipment used Code table 
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3 01 113  Date/time of launch  
 0 08 021 Time significance   ( = 18 (launch time)) Code table 
 3 01 011 Year Year 
  Month Month 
  Day Day 
 3 01 013 Hour Hour 
  Minute Minute 
  Second Second 

3 01 114  Horizontal and vertical coordinates of launch site  
 3 01 021 Latitude (high accuracy) Degree, scale 5 
  Longitude (high accuracy) Degree, scale 5 
 0 07 030 Height of station ground above mean sea level  m, scale 1 
 0 07 031 Height of barometer above mean sea level m, scale 1 
 0 07 007 Height of release of sonde above mean sea level m 
 0 33 024 Station elevation quality mark (for mobile stations) Code table 

 
3 02 049  Cloud information reported with vertical soundings  

 0 08 002 Vertical significance Code table 
 0 20 011 Cloud amount (of low or middle clouds Nh) Code table 
 0 20 013 Height of base of cloud (h) m, scale –1 
 0 20 012 Cloud type (low clouds CL) Code table 
 0 20 012 Cloud type (middle clouds CM) Code table 
 0 20 012 Cloud type (high clouds CH) Code table 
 0 08 002 Vertical significance ( = missing value) Code table 

0 22 043  Sea/water temperature (for ship stations) K, scale 2 
  Temperature, dew-point and wind data at pressure 

levels  
 

1 01 000  Delayed replication of 1 descriptor   
0 31 002  Extended delayed descriptor replication factor Numeric 
3 03 054  Temperature, dew-point and wind data at  

a pressure level with radiosonde position  
 

 0 04 086 Long time period or displacement (since launch time) Second 
 0 08 042 Extended vertical sounding significance Flag table 
 0 07 004 Pressure  Pa, scale –1 
 0 10 009 Geopotential height  gpm 
 0 05 015 Latitude displacement since launch site 

 (high accuracy) 
Degree, scale 5 

 0 06 015 Longitude displacement since launch site 
 (high accuracy) 

Degree, scale 5 

 0 12 101 Temperature/dry-bulb temperature (scale 2)  K, scale 2 
 0 12 103 Dew-point temperature (scale 2) K, scale 2 
 0 11 001 Wind direction Degree true 
 0 11 002 Wind speed m s-1, scale 1 
  Wind shear data   

1 01 000  Delayed replication of 1 descriptor   
0 31 001  Delayed descriptor replication factor Numeric 
3 03 051  Wind shear data at a pressure level  

 0 04 086 Long time period or displacement (since launch time) Second 
 0 08 042 Extended vertical sounding significance Flag table 
 0 07 004 Pressure  Pa, scale –1 
 0 05 015 Latitude displacement since launch site 

 (high accuracy) 
Degree, scale 5 

 0 06 015 Longitude displacement since launch site 
 (high accuracy) 

Degree, scale 5 

 0 11 061 Absolute wind shear in 1 km layer below m s-1, scale 1 
 0 11 062 Absolute wind shear in 1 km layer above m s-1, scale 1 
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Notes: (1) Time of launch 3 01 013 shall be reported with the highest possible accuracy available.  If 
the launch time is not available with second accuracy, the entry for seconds shall be put to 
zero.  

 (2) Long time displacement 0 04 086 represents the time offset from the launch time 3 01 013 
(in seconds) 

(3) Latitude displacement 0 05 015 represents the latitude offset from the latitude of the launch 
site.  Longitude displacement 0 06 015 represents the longitude offset from the longitude of 
the launch site. 

(4) If additional information on sounding instrumentation is required, the sequence <3 09 052> 
may be supplemented by one or more additional parameters to allow data representation of 
this information, e.g. Radiosonde serial number (0 01 081). 

 
 
Regulations: 
 
B/C 25.1  Section 1 of BUFR or CREX 
B/C 25.2  Identification of launch site and instrumentation  
B/C 25.3  Date/time of launch 
B/C 25.4   Horizontal and vertical coordinates of launch site  
B/C 25.5   Cloud information reported with vertical soundings 
B/C 25.6  Sea/water temperature (for ship stations) 
B/C 25.7   Temperature, dew-point and wind data at pressure levels 
B/C 25.8  Criteria for reporting standard and significant levels 
B/C 25.9    Wind shear data  
B/C 25.10  Data required by regional or national reporting practices 
B/C 25.11  Other additional data 

B/C 25.1  Section 1 of BUFR or CREX 
 
B/C 25.1.1  Entries required in Section 1 of BUFR 

The following entries shall be included in BUFR Section 1: 
- BUFR master table, 
- identification of originating/generating centre, 
- identification of originating/generating sub-centre, 
- update sequence number, 
- identification of inclusion of optional section, 
- data category (= 002 for all TEMP type data), 
- international data sub-category (1), (2), 
- local data subcategory, 
- version number of master table, 
- version number of local tables, 
- year (year of the century up to BUFR edition 3), 
- month (standard time), 
- day (standard time = YY in the abbreviated telecommunication header for TEMP, 

TEMP SHIP and TEMP MOBIL type data), 
- hour (standard time = GG in the abbreviated telecommunication header for TEMP, 

TEMP SHIP and TEMP MOBIL type data), 
- minute (standard time = 00 for TEMP, TEMP SHIP and TEMP MOBIL type data). 

Notes: 
(1) Inclusion of this entry is required starting with BUFR edition 4. 
(2) If required, the international data sub-category shall be included at all observation times as 
follows: 

 = 004 for TEMP data, 
= 005 for TEMP SHIP data, 
= 006 for TEMP MOBIL data.  

B/C 25.1.2  Entries required in Section 1 of CREX 

The following entries shall be included in CREX Section 1: 
- CREX master table, 
- CREX edition number, 
- CREX table version number, 
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- version number of BUFR master table (1), 
- version number of local tables (1), 
- data category (= 002 for all TEMP type data),  
- international data sub-category (1), (2), 
- identification of originating/generating centre (1), 
- identification of originating/generating sub-centre (1), 
- update sequence number (1), 
- number of subsets (1), 
- year ( standard time) (1), 
- month (standard time) (1), 
- day (standard time = YY in the abbreviated telecommunication header for TEMP, 

TEMP SHIP and TEMP MOBIL type data) (1), 
- hour (standard time = GG in the abbreviated telecommunication header for TEMP, 

TEMP SHIP and TEMP MOBIL type data) (1), 
- minute (standard time = 00 for TEMP, TEMP SHIP and TEMP MOBIL type data) (1). 

Notes: 
(1) Inclusion of these entries is required starting with CREX edition 2. 
(2) If inclusion of international data sub-category is required, Note (2) under B/C 25.1.1 applies. 

 

B/C 25.2 Identification of launch site and instrumentation <3 01 111>   
 
B/C 25.2.1 Identification of launch site   

WMO block number station (0 01 001) and WMO station number (0 01 002) shall be always 
reported as a non-missing value in reports from a fixed land station. 

Ship or mobile land station identifier (0 01 011) shall be always reported not exceeding 9 
characters in reports from ships or mobile land stations. [35.2.1] 

 
B/C 25.2.1 Instrumentation for P, T, U and wind measurement  

Radiosonde type (Code table 0 02 011), solar and infrared radiation correction (Code table 0 
02 013), tracking techniques/status of system used (Code table 0 02 014) and type of measuring 
equipment used (Code table 0 02 003) shall be reported. [35.2.5]  

  
B/C 25.3 Date/time of launch <3 01 113> 

Time significance (0 08 021) shall be always set to 18 to indicate that the following entries specify 
the date and time of launching the radiosonde. 

Date of launch <3 01 011> and time of launch <3 01 013> shall be reported, i.e. year (0 04 001), 
month (0 04 002), day (0 04 003)> and hour (0 04 004), minute (0 04 005) and second (0 04 006) 
of the actual time of launch shall be reported. [35.2.5] 
Note: 

(1) Time of launch <3 01 013> shall be reported with the highest possible accuracy available.  
If the launch time is not available with second accuracy, the entry 0 04 006 for seconds 
shall be set to zero. 

 
B/C 25.4 Horizontal and vertical coordinates of launch site <3 01 114> 

Latitude (0 05 001) and longitude (0 06 001) of the launch site shall be reported in degrees with 
precision in 10-5 of a degree. 

Height of station ground above mean sea level (0 07 030) and height of barometer above mean 
sea level (0 07 031) shall be reported in meters with precision in tenths of a meter.  

Height of release of sonde above mean sea level (0 07 007) shall be reported in meters. 

Station elevation quality mark (Code table 0 33 024) shall be reported to indicate the accuracy of 
the vertical coordinates of the mobile land station.  Fixed land stations and sea stations shall 
report this datum as a missing value. [35.2.1] 
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B/C 25.5 Cloud information reported with vertical sounding <3 02 049> 
 
B/C 25.5.1 Vertical significance – Code table 0 08 002 

To specify vertical significance (0 08 002) within the sequence 3 02 049, a code figure shall be 
selected in the following way: 

(a) If low clouds are observed, then code figure 7 (Low cloud) shall be used. 
(b) If there are no low clouds but middle clouds are observed, then code figure 8 (Middle 

clouds) shall be used. 
(c) If there are no low and there are no middle clouds but high clouds are observed, then code 

figure 0 shall be used. 
(d) If sky is obscured by fog and/or other phenomena, then code figure 5 (Ceiling) shall be 

used. 
(e) If there are no clouds (clear sky), then code figure 62 (Value not aplicable) shall be used. 
(f) If the cloud cover is not discernible for reasons other than (d) above or observation is not 

made, then code figure 63 (Missing value) shall be used. 
 
B/C 25.5.2 Cloud amount (of low or middle clouds) – Code table 0 20 011 
 

Amount of all the low clouds (clouds of the genera Stratocumulus, Stratus, Cumulus, and 
Cumulonimbus) present or, if no low clouds are present, the amount of all the middle clouds 
(clouds of the genera Altocumulus, Altostratus, and Nimbostratus) present. 

B/C 25.5.2.1 
Cloud amount shall be reported as follows:  

(a) If there are low clouds, then the total amount of all low clouds, as actually seen by the 
observer during the observation shall be reported for the cloud amount. 

(b) If there are no low clouds but there are middle clouds, then the total amount of the middle 
clouds shall be reported for the cloud amount. 

(c) If there are no low clouds and there are no middle clouds but there are high clouds (clouds 
of the genera Cirrus, Cirrocumulus, and Cirrostratus), then the cloud amount shall be 
reported as zero. [35.3.4.1] [12.2.7.2.1] 

B/C 25.5.2.2 
Amount of Altocumulus perlucidus or Stratocumulus perlucidus (“mackerel sky”) shall be reported 
using code figure 7 or less since breaks are always present in this cloud form even if it extends 
over the whole celestial dome. [35.3.4.1] [12.2.7.2.2] 

B/C 25.5.2.3 
When the clouds reported for cloud amount are observed through fog or an analogous 
phenomenon, the cloud amount shall be reported as if these phenomena were not present. 
[35.3.4.1] [12.2.7.2.3] 

B/C 25.5.2.4 
If the clouds reported for cloud amount include contrails, then the cloud amount shall include the 
amount of persistent contrails.  Rapidly dissipating contrails shall not be included in the value for 
the cloud amount. [35.3.4.1] [12.2.7.2.4] 

 
B/C 25.5.3 Height of base of lowest cloud  
 

Height above surface of the base (0 20 013) of the lowest cloud seen shall be reported in meters 
(with precision in tens of a meter). 
Note: 
(1) The term ” height above surface » shall be considered as being the height above the official 

aerodrome elevation or above station elevation at a non-aerodrome station. 
B/C 25.5.3.1   

When the station is in fog, a sandstorm or in blowing snow but the sky is discernable, the base of 
the lowest cloud shall refer to the base of the lowest cloud observed, if any.  When, under the 
above conditions, the sky is not discernible, the base of the lowest cloud shall be reported as 
missing. [35.3.4.1] [12.2.1.2] 
 

B/C 25.5.3.2 
When no cloud are reported (Total cloud cover = 0) the base of the lowest cloud shall be reported 
as a missing value. 
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B/C 25.5.3.3 
When, by national decision, clouds with bases below the station are reported from the station and 
clouds with bases below and tops above the station are observed, the base of the lowest cloud 
shall be reported having a negative value if the base of cloud is discernible, or as a missing value. 

 
B/C 25.5.4. Cloud type of low, middle and high clouds - Code table 0 20 012  
 

Clouds of the genera Stratocumulus, Stratus, Cumulus, and Cumulonimbus (low clouds) shall be 
reported for the first entry 0 20 012, clouds of the genera Altocumulus, Altostratus, and 
Nimbostratus (middle clouds) shall be reported for the second entry 0 20 012 and clouds of the 
genera Cirrus, Cirrocumulus, and Cirrostratus (high clouds) shall be reported for the third entry 0 
20 012. 

B/C 25.5.4.1 
The reporting of type of low, middle and high clouds shall be as specified in publication WMO-NO. 
407 – International Cloud Atlas, Volume I. [35.3.4.1], [12.2.7.3] 

 
B/C 25.6 Sea/water temperature 

Sea/water temperature (0 22 043) shall be reported in degrees Kelvin (with precision in 
hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius).  Sea/water temperature data shall be reported with precision in 
hundredths of a degree even if they are available with the accuracy in tenths of a degree. 
Note: 
(1) Notes (1) and (2) under Regulation B/C 25.7.2.6 shall apply. 

B/C 25.6.1 
Sea/water temperature shall always be included in reports from sea stations, when data are 
available. [35.2.5] 

 
B/C 25.7 Temperature, dew-point and wind data at pressure levels 

Temperature, dew-point and wind data at pressure levels obtained during the radiosonde ascent 
shall be included in descending order with respect to pressure.  Data at each pressure level shall 
be included only once. For example, if a significant level with respect to air temperature and 
relative humidity and a standard isobaric surface coincide, data for that level shall be included 
only once, the multiple attributes being indicated by Extended vertical sounding significance (Flag 
table 0 08 042) as specified in Regulation B/C 25.7.2.2.  
Note: 
(1) If data are produced and collected in traditional TEMP codes, the order of pressure levels may 

correspond to the order of levels in Parts A, B, C and D, when converted into BUFR or CREX. 
In this case, data at a level may be included more than once. 

 
B/C 25.7.1 Number of reported pressure levels 

The number of reported pressure levels shall be indicated by Extended delayed descriptor 
replication factor 0 31 002 in BUFR and by a four-digit number in the Data Section corresponding 
to the position of the replication descriptor in the Data Description Section of CREX.  
Notes: 

(1) The number of pressure levels shall never be set to a missing value. 
(2) The number of pressure levels shall be set to a positive value in a NIL report. 

B/C 25.7.1.1 
 All required data from the entire radiosonde ascent shall be reported in a BUFR (or CREX) 
message that shall be produced when the sounding is completed. In interest of timely data 
delivery, however, a BUFR (or CREX) message should be sent when level 100 hPa is reached.   
 

B/C 25.7.2 Temperature, dew-point and wind data at a pressure level <3 03 054> 
 

B/C 25.7.2.1 Long time displacement (since launch time) 
Long time displacement (0 04 086) represents the time offset from the launch time specified in 
Regulation 25.3, and shall be reported in seconds if available. 

 
B/C 25.7.2.2 Extended vertical sounding significance – Flag table 0 08 042 

This datum shall be used to specify vertical sounding significance in the following way: 
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(a) Bit No. 1 set to 1 indicates surface (see Regulation B/C 25.8.1). 
(b) Bit No. 2 set to 1 indicates a standard level (see Regulation B/C 25.8.2). 
(c) Bit No. 3 set to 1 indicates a tropopause level (see Regulation B/C 25.8.3). 
(d) Bit No. 4 set to 1 indicates a maximum wind level (see Regulation B/C 25.8.4).  
(e) Bit No. 5 set to 1 indicates a level significant with respect to temperature (see Regulation 

B/C 25.8.5). 
(f) Bit No. 6 set to 1 indicates a level significant with respect to relative humidity (see 

Regulation B/C 25.8.6). 
(g) Bit No. 7 set to 1 indicates a level significant with respect to wind (see Regulation B/C 

25.8.7). 
(h) Bit No. 8 set to 1 indicates beginning of missing temperature data and bit No. 9 set to 1 

indicates end of missing temperature data (see Regulation B/C 25.8.8). 
(i) Bit No. 10 set to 1 indicates beginning of missing humidity data and bit No. 11 set to 1 

indicates end of missing humidity data (see Regulation B/C 25.8.9). 
(j) Bit No. 12 set to 1 indicates beginning of missing wind data bit No. 13 set to 1 indicates end 

of missing wind data (see Regulation B/C 25.8.10). 
(k) Bit No. 14 set to 1 indicates the top of wind sounding. 
(l) Bit No. 15 set to 1 indicates a level determined by regional decision. 
(m) All bits set to 0 indicate a level determined by national decision. 
(n) All bits set to 1 indicate a missing value. 

 
B/C 25.7.2.3 Pressure  

Pressure (0 07 004) shall be reported in pascals (with precision in tens of a pascal). 
 
B/C 25.7.2.4 Geopotential height  

Geopotential height of the level (0 10 009) shall be reported in geopotential meters.    
 
B/C 25.7.2.5 Radiosonde drift - latitude and longitude displacements  

Latitude displacement (0 05 015) represents the latitude offset from the latitude of the launch site 
specified in Regulation 25.4, and shall be reported in degrees with precision in 10-5 of a degree if 
available.  Longitude displacement 0 06 015 represents the longitude offset from the longitude of 
the launch site specified in Regulation 25.4, and shall be reported in degrees with precision in 10-5 
of a degree if available. 

 
B/C 25.7.2.6 Temperature  

Temperature (0 12 101) shall be reported in degrees Kelvin (with precision in hundredths of a 
degree Kelvin); if produced in CREX, in degrees Celsius (with precision in hundredths of a degree 
Celsius).  Temperature data shall be reported with precision in hundredths of a degree even if 
they are measured with the accuracy in tenths of a degree.   
Notes: 
(1) This requirement is based on the fact that conversion from the Kelvin to the Celsius scale 

has often resulted into distortion of the data values. 
(2) Temperature t (in degrees Celsius) shall be converted into temperature T (in degrees Kelvin) 

using equation: T = t + 273.15.  
 
B/C 25.7.2.7 Dew-point temperature 

Dew-point temperature (0 12 103) shall be reported in degrees Kelvin (with precision in 
hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius).  
Note: 
(1) Notes (1) and (2) under Regulation B/C 25.7.2.6 shall apply. 

B/C 25.7.2.7.1  
Dew-point temperature data shall be derived using the function (or a near equivalent) for a 
relationship between saturation vapour pressure over water and air temperature (specified in 
publication WMO-No. 49 – Technical Regulations).  Dew-point temperature data shall not be 
reported when the air temperature is outside the range stated by WMO for the application of the 
function; a lesser range may be used as a national practice. [35.3.1.1] 

 
B/C 25.7.2.8 Wind direction and speed  

The wind direction (0 11 001) shall be reported in degrees true and the wind speed (0 11 002) shall 
be reported in meters per second (with precision in tenths of a meter per second). 
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B/C 25.7.2.8.1 
When during an ascent the pressure data can no longer be obtained, but wind data can be obtained, 
the wind data so obtained shall not be reported in the BUFR (or CREX) message in which data are 
described by the common sequence 3 09 052.  These wind data so obtained may be reported using 
BUFR template TM 309051 suitable PILOT, PILOT SHIP or PILOT MOBIL data. [35.1.5] 

B/C 25.7.2.8.2 
Only wind data obtained from the radiosonde ascent by either visual or electronic means shall be 
included in the BUFR (or CREX) message in which data are described by the common sequence 
3 09 052.  Wind data obtained by means other than a radiosonde-type ascent shall not be 
included in a message under common sequence 3 09 052. [35.1.6] 

    
B/C 25.8 Criteria for reporting standard and significant levels 

B/C 25.8.1 Surface  
The surface level shall be always reported.  
Note: 
(1) The value of Extended vertical sounding significance 0 08 042 at the surface level shall 

indicate that this level is also a level significant with respect to temperature, relative humidity 
and wind, i.e. not only bit No.1 but also bits No. 5, 6 and 7 shall be set to 1. 

B/C 25.8.2 Standard levels 
B/C 25.8.2.1 

The standard levels of 1 000, 925, 850, 700, 500, 400, 300, 250, 200, 150, 100, 70, 50, 30, 20 
and 10 hPa shall be reported in ascending order with respect to altitude. [35.2.2.1]  

B/C 25.8.2.2 
When the geopotential of a standard level is lower than the altitude of the reporting station, the 
time displacement, latitude displacement and longitude displacement for that level shall be set to 
zero and the air temperature, dew-point temperature and wind data for that level shall be reported 
as missing values. [35.2.2.2]  

B/C 25.8.2.3 
When air temperature, dew-point temperature or wind data at a standard level are not available, 
the corresponding entries for that level shall be reported as missing values.  

 
B/C 25.8.2.4 

Whenever it is desired to extrapolate a sounding for the computation of the geopotential at a 
standard level, the following rules shall apply: 
(a) Extrapolation is permissible if, and only if, the pressure difference between the minimum 

pressure of the sounding and the isobaric surface for which the extrapolated value is being 
computed does not exceed one quarter of the pressure at which the extrapolated value is 
desired, provided the extrapolation does not extend through a  pressure interval exceeding 
25 hPa; 

(b) For the purpose of geopotential calculation, and for this purpose only, the sounding will be 
extrapolated, using two points only of the sounding curve on a T-log p diagram, namely that 
at the minimum pressure reached by the sounding and that at the pressure given by the sum 
of this minimum pressure and the pressure difference, mentioned in (a) above. [35.2.2.4] 

B/C 25.8.3 Tropopause level(s) 
B/C 25.8.3.1 

When a tropopause (one or more) is observed, the corresponding number of levels shall be 
included (indicated by 0 08 042 - bit No. 3 set to 1). 
Note: 
(1) For a definition of tropopause, see publication WMO-No. 100 – Guide to Climatological 

Practices. [35.2.3.1] 
B/C 25.8.3.2 

When no tropopause data are observed, no level shall be indicated by bit No. 3 of 0 08 042 set to 
1. [35.2.3.2] 

 

B/C 25.8.4 Maximum wind level(s) 
B/C 25.8.4.1 

When a maximum wind level (one or more) is reported, the corresponding number of levels shall 
be included in the report indicated by 0 08 042 - bit No. 4 set to 1. 
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Notes: 
(1) Criteria for determining maximum wind levels are given in Regulations B/C 25.8.4.3 and 

B/C 25.8.4.4 below. [35.2.4.1] 
(2) As a maximum wind level is also a level significant with respect to wind, bit No. 7 as well 

as bit No. 4 shall be set to 1 in the Extended vertical sounding significance 0 08 042. 
B/C 25.8.4.2 

When no maximum wind level is observed, no level shall be indicated by bit No. 4 of 0 08 042 set 
to 1. [35.2.4.2] 

B/C 25.8.4.3 
A maximum wind level: 

(a) Shall be determined by consideration of the list of significant levels for wind speed, as 
obtained by means of the relevant recommended or equivalent national method (see Note 
under Regulation B/C 25.8.7.2) and not by consideration of the original wind-speed curve; 

(b) Shall be located above the 500-hPa isobaric surface and shall correspond to a speed of 
more than 30 meters per second. 
Note:  
(1) A maximum wind level is defined as a level at which the wind speed is greater than that 
observed immediately above and below that level. [35.2.4.1], [32.2.3.1] 

B/C 25.8.4.4 
Whenever more than one maximum wind level exists, these levels shall be reported as follows: 

(a) The level of greatest maximum wind speed shall be always included; 
(b) The other levels shall be included in the report only if their speed exceeds those of the two 

adjacent minima by at least 10 meters per second; 
(c) Furthermore, the highest level attained by the sounding shall be indicated as a maximum 

wind level, provided:  
(i) It satisfies the criteria set forth in Regulation B/C 25.8.4.3 above; 
(ii) It constitutes the level of the greatest speed of the whole sounding. [35.2.4.1], 

[32.2.3.2] 
B/C 25.8.4.5 

If the top of the wind sounding corresponds to the highest wind speed observed throughout the 
ascent, this level shall be indicated by 0 08 042 - bit No. 4 set to 1 (maximum wind level), bit No. 7 
set to 1 (level significant with respect to wind) and bit No. 14 set to 1 (top of wind sounding). 
Note:  
(1) For the purpose of the above regulation, the “top of the wind sounding” is to be understood 

as the highest level for which wind data are available. [35.2.4.3] 
 
B/C 25.8.5 Levels significant with respect to temperature 
B/C 25.8.5.1 

The reported significant levels alone shall make it possible to reconstruct the air temperature 
profile within the limits of the criteria specified. 
If the criteria for determination of significant levels with respect to air temperature are satisfied at a 
particular point of altitude, data for all variables (if available) shall be reported for that level. 
[35.3.1.1] 

B/C 25.8.5.2 
The following shall be included as “mandatory” significant temperature levels: 
(a) Surface level and the highest level of the sounding; 
(b) A level between 110 and 100 hPa; 
(c) Bases and tops of inversions and isothermal layers which are at least 20 hPa thick, provided 

that the base of the layer occurs below the 300-hPa level or the first tropopause, whichever is 
the higher; 

(d) Bases and tops of inversion layers which are characterized by a change in temperature of at 
least 2.5ºC, provided that the base of the layer occurs below the 300-hPa level or the first 
tropopause, whichever is the higher. 

Note:  
(1) The inversion layers of (c) and (d) may be comprised of several thinner inversion layers 

separated by thin layers of temperature lapse.  To allow for this situation, the tops of the 
inversion layers of (c) and (d) shall each be at a level such that no further inversion layers, 
whether thick or thin, shall occur for at least 20 hPa above the level. [35.3.1.2] 
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B/C 25.8.5.3 
The following shall be included as “additional” significant levels.  They shall be selected in the 
order given, thereby giving priority to representing the temperature profile.  As far as possible, 
these additional levels shall be the actual levels at which prominent changes in the lapse rate of 
air temperature occur: 
(a) Levels which are necessary to ensure that the temperature obtained by linear interpolation 

(on a T-log P or essentially similar diagram) between adjacent significant levels shall not 
depart from the observed temperature by more than 1ºC below the first significant level 
reported above the 300-hPa level or the first tropopause, whichever  level is the lower, or by 
more than 2ºC thereafter; 

(b) Levels which are necessary to limit the interpolation error on diagrams other than T-log P.  
These levels shall be such that the pressure at one significant level divided by the pressure 
of the preceding significant layer shall exceed 0.6 for levels up to the first tropopause and 
shall be determined by use of the method for selecting additional levels but with application of 
tighter criteria. [35.3.1.3] 

B/C 25.8.5.4 
When a significant level with respect to air temperature and a standard level coincide, data for 
that level shall be reported only once.  

 

B/C 25.8.6 Levels significant with respect to relative humidity 
B/C 25.8.6.1 

The reported significant levels alone shall make it possible to reconstruct the relative humidity 
profiles within the limits of the criteria specified.  
If the criteria for determination of significant levels with respect to relative humidity are satisfied at 
a particular point of altitude, data for all variables (if available) shall be reported for that level. 
[35.3.1.1] 

B/C 25.8.6.2 
The following shall be included as “mandatory” significant humidity levels: 
(a) Surface level and the highest level of the sounding; 
(b) A level between 110 and 100 hPa; 
(c) Bases and tops of inversions and isothermal layers which are at least 20 hPa thick, provided 

that the base of the layer occurs below the 300-hPa level or the first tropopause, whichever is 
the higher; 

(d) Bases and tops of inversion layers which are characterized by a change in relative humidity 
of at least 20 per cent, provided that the base of the layer occurs below the 300-hPa level or 
the first tropopause, whichever is the higher. 

Note:  
Note (1) under Regulation B/C 25.8.5.2 shall apply. [35.3.1.2] 

B/C 25.8.6.3 
The following shall be included as “additional” significant levels.  They shall be selected in the 
order given, thereby giving priority to representing the temperature profile.  As far as possible, 
these additional levels shall be the actual levels at which prominent changes in the lapse rate of 
air temperature occur: 
(a) Levels which are necessary to ensure that the relative humidity obtained by linear 

interpolation between adjacent significant levels shall not depart by more than 15 per cent 
from the observed values. (The criterion of 15 per cent refers to an amount of relative 
humidity and NOT to the percentage of the observed value, e.g. if an observed value is 50 
per cent, the interpolated value shall lie between 35 per cent and 65 per cent.); 

(b) Levels which are necessary to limit the interpolation error on diagrams other than T-log P. 
These levels shall be such that the pressure at one significant level divided by the pressure 
of the preceding significant layer shall exceed 0.6 for levels up to the first tropopause and 
shall be determined by use of the method for selecting additional levels but with application 
of tighter criteria. [35.3.1.3] 

B/C 25.8.6.4 
When a significant layer with respect to relative humidity and a standard level coincide, data for 
that level shall be reported only once. 

 
B/C 25.8.7 Levels significant with respect to wind 
B/C 25.8.7.1 

Significant wind levels shall be chosen so that the data from them alone shall make it possible to 
reconstruct the wind profile with sufficient accuracy for practical use. [35.3.2.1] 
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If the criteria for determination of significant levels with respect to wind speed and direction are 
satisfied at a particular point of altitude, data for all variables (if available) shall be reported for that 
level.  

B/C 25.8.7.2 
Criteria for determining significant levels with respect to changes in wind speed and direction: 
(a) The direction of speed curves (in function of the log of pressure or altitude) can be 

reproduced with their prominent characteristics; 
(b) These curves can be reproduced with the accuracy of at least 10  for direction and five 

meters per second for speed; 
Note: 
To satisfy these criteria, the following method of successive approximations is recommended, 
but other methods of attaining equivalent results may suit some national practices better and 
may be used: 
(i) The surface level and highest level for which wind data are available constitute the first 

and the last significant levels. 
The deviation from the linearly interpolated values between these two levels is then 
considered.  If no direction deviates by more than 10 and no speed by more than five 
meters per second, no other significant level need be reported.  Whenever one 
parameter deviates by more than the limit specified in paragraph (b) above the level of 
greatest deviation becomes a supplementary significant level for both parameters. 

(ii) The additional significant levels so introduced divide the sounding into two layers. In 
each separate layer, the deviation from the linearly interpolated values between the 
base and the top are then considered.  The process used in paragraph (i) above is 
repeated and yields other significant levels.  These additional levels in turn modify the 
layer distribution, and the method is applied again until any level is approximated to the 
above-mentioned specified values. [35.3.2.1], [32.3.1.1] 

B/C 25.8.8 Beginning and end of missing temperature data  
B/C 25.8.8.1 

A layer for which temperature data are missing shall be indicated by reporting the boundary levels 
of the layer, provided that the layer is at least 20 hPa thick.  The boundary levels are the levels 
closest to the bottom and the top of the layer for which temperature data are available.  The 
boundary levels are not required to meet “significant temperature level” criteria. [35.3.1.6] 

B/C 25.8.9 Beginning and end of missing humidity data  
B/C 25.8.9.1 

A layer for which dew-point temperature data are missing shall be indicated by reporting the 
boundary levels of the layer, provided that the layer is at least 20 hPa thick.  The boundary levels 
are the levels closest to the bottom and the top of the layer for which dew-point temperature data 
are available.  The boundary levels are not required to meet “significant humidity level” criteria. 
[35.3.1.6] 

 
B/C 25.8.10 Beginning and end of missing wind data  
B/C 25.8.10.1 

A layer for which wind data are missing shall be indicated by reporting the boundary levels of the 
layer, provided that the layer is at least 50 hPa thick.  The boundary levels are the levels closest 
to the bottom and the top of the layer for which the observed data are available.  The boundary 
levels are not required to meet “significant wind level” criteria. [35.3.2.2] 

 
B/C 25.9 Wind shear data  
 
B/C 25.9.1 Number and order of levels for which wind shear is reported 

B/C 25.9.1.1 
The number of levels with wind shear data shall be indicated by Delayed descriptor replication 
factor 0 31 001 in BUFR and by a four-digit number in the Data Section corresponding to the 
position of the replication descriptor in the Data Description Section of CREX.  
Notes: 
(1) The number of levels with wind shear data shall never be set to a missing value. 
(2) The number of levels with wind shear data shall be set to a positive value in a NIL report. 
(3) The number of levels with wind shear data shall be set to zero if data for vertical wind shear 

are not computed and required. [35.2.4.4]  
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B/C 25.9.1.2 
Whenever wind shear data are reported for more than one level, these maximum wind levels shall 
be included in the same order as in the sequence <3 03 054>, i.e. in descending order with 
respect to pressure. 
 

B/C 25.9.2 Wind shear data at a pressure level <3 03 051> 

B/C 25.9.2.1 Long time displacement (since launch time) 
Long time displacement (0 04 086) represents the time offset from the launch time specified in 
Regulation 25.3, and shall be reported in seconds if available. 

 
B/C 25.9.2.2 Extended vertical sounding significance – Flag table 0 08 042 

A level, for which wind shear data are reported, shall be indicated by vertical sounding 
significance 0 08 042 - bit No. 4 set to 1 (maximum wind level) and by bit No. 7 set to 1 (level 
significant with respect to wind).  Moreover, if the top of the wind sounding corresponds to the 
highest wind speed observed throughout the ascent, this level shall be indicated also by bit No. 14 
set to 1 (top of wind sounding). 

 
B/C 25.9.2.3 Pressure  

Pressure (0 07 004) shall be reported in pascals with precision in tens of a pascal. 
 

B/C 25.9.2.4 Latitude and longitude displacements  
Latitude displacement (0 05 015) represents the latitude offset from the latitude of the launch site 
specified in Regulation 25.4, and shall be reported in degrees with precision in 10-5 of a degree if 
available.  Longitude displacement 0 06 015 represents the longitude offset from the longitude of 
the launch site specified in Regulation 25.4, and shall be reported in degrees with precision in 10-5 
of a degree if available. 

 
B/C 25.9.2.5 Wind shear data   

Absolute wind shear in 1 km layer below (0 11 061) and absolute wind shear in 1 km layer above 
(0 11 062) shall be reported in meters per second (with precision in tenths of a meter per second), 
if data for vertical wind shear are computed and required. [35.2.4.4] 

 
B/C 25.10  Data required by regional or national reporting practices 

If regional or national reporting practices require inclusion of temperature, humidity and/or wind 
data at additional levels, these data shall be reported using sequence <3 03 054> for 
Temperature, dew-point, wind at a pressure level. Regulation B/C 25.7 shall apply. 
Notes: 
(1) A level determined by regional decision shall be indicated by Extended vertical sounding 

significance 0 08 042 - bit No. 15 set to 1. 
(2) A level determined by national decision shall be indicated by Extended vertical sounding 

significance 0 08 042 – all bits set to 0.   

B/C 25.10.1 Additional data required by reporting practices in RA I 
Temperature, dew-point, wind data at additional levels shall be reported in compliance with 
Regulation B/C 25.10.  

 
B/C 25.10.2 Additional data required by reporting practices in RA II 

B/C 25.10.2.1 
No additional data are required by regional reporting practices in RA II.  

B/C 25.10.2.2 
The inclusion of wind shear data shall be left to national decision.  Members are recommended to 
include these data as often as possible. [2/35.2]  

 
B/C 25.10.3 Additional data required by reporting practices in RA III 

No regional requirements are indicated for reporting TEMP, TEMP SHIP and TEMP MOBIL data 
in RA III.  
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B/C 25.10.4 Additional data required by reporting practices in RA IV 

B/C 25.10.4.1 
When available, temperature, dew-point, wind data for levels 7, 5, 3, 2 and 1 hPa shall be 
reported in compliance with Regulation B/C 25.10. [4/35.2.1] 

B/C 25.10.4.2 
When required, additional information shall be reported using RA IV BUFR template for data 
representation of TEMP, TEMP SHIP and TEMP MOBIL data as shown in the Annex. [4/35.1] 
[4/35.2.2] 

 
B/C 25.10.5 Additional data required by reporting practices in RA V 

No regional requirements are indicated for reporting TEMP, TEMP SHIP and TEMP MOBIL data 
in RA V. 

 
B/C 25.10.6 Additional data required by reporting practices in RA VI 

B/C 25.10.6.1  
The inclusion of wind shear data shall be left to national decision.  Members are recommended to 
include these data as often as possible. [6/35.1]  

B/C 25.10.6.2 
Wind direction and speed shall be reported: 
(i) For 900 or 1000 meters above the surface; 
(ii) For 800 hPa level; 
(iii) For 600 hPa level.   
       [6/35.2.2] 

B/C 25.11  Other additional data  

If additional information on sounding instrumentation is required, the sequence <3 09 052> for 
representation of TEMP, TEMP SHIP and TEMP MOBIL data may be supplemented by one or 
more additional parameters to allow data representation of this information. The list of such 
parameters is shown in Annex II, others may be added in compliance with the future 
requirements. 

 
 
ANNEX I TO B/C25 – Regulations for reporting TEMP, TEMP SHIP and TEMP MOBIL data in TDCF 
 
RA IV BUFR template for TEMP, TEMP SHIP and TEMP MOBIL data 

The RA IV Regional coding procedures for TEMP and TEMP SHIP data require data representation of 
additional information that is specified in the Manual on Codes, WMO-No. 306, Volume II, by supplementary 
groups 101AdfAdf (code table 421 for AdfAdf – Form of additional data reported). The sequence <3 09 052> for 
representation of TEMP, TEMP SHIP and TEMP MOBIL data is supplemented by additional parameters to 
allow data representation of this information, if it is required. 

3 09 052 Sequence for representation of TEMP, TEMP SHIP and TEMP 
MOBIL observation type data 

 

   
 Reason for no report or incomplete report  

0 35 035 Reason for termination Code table 
 Corrected data  

1 04 000 Delayed replication of 4 descriptors   
0 31 001 Delayed descriptor replication factor Numeric 
2 04 001 Add associated field of 1 bit in length  
0 31 021 Associated field significance = 21 (indicator of correction)  Code table 

 Associated field set to 1 (corrected value)  
3 03 054 Temperature, dew-point, wind at a pressure level with 

 radiosonde position 
 

2 04 000 Cancel Add associated field  
0 08 042 Extended vertical sounding significance  

                               = missing (to cancel the previous value) 
Flag table 
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 Stability index and mean wind data  
0 13 047 Modified Showalter stability index K 
0 11 044 Mean wind direction for surface – 1500 m  Degree true 
0 11 045 Mean wind speed for surface – 1500 m m s-1, scale 1 
0 11 054 Mean wind direction for 1500 m – 3000 m  Degree true 
0 11 055 Mean wind speed for 1500 m  – 3000 m  m s-1, scale 1 

 Doubtful data  

1 12 000 Delayed replication of 12 descriptors   
0 31 001 Delayed descriptor replication factor Numeric 
1 11 002 Replicate next 11 descriptors 2 times   
0 04 086 Long time period or displacement (since launch time) Second 
0 08 040 Flight level significance  

In the 1st replication = 4 (Begin doubtful temperature, height data); 
In the 2nd replication = 9 (End doubtful temperature, height data). 

Code table 

0 07 004 Pressure  Pa, scale –1 
0 05 015 Latitude displacement since launch site (high accuracy) Degree, scale 5 
0 06 015 Longitude displacement since launch site (high accuracy) Degree, scale 5 
1 01 000 Delayed replication of 1 descriptor   
0 31 000 Short delayed descriptor replication factor Numeric 
0 10 009 Geopotential height  gpm 
1 01 000 Delayed replication of 1 descriptor   
0 31 000 Short delayed descriptor replication factor Numeric 
0 12 101 Temperature/dry-bulb temperature (scale 2)  K, scale 2 

 Extrapolated geopotential data  
1 08 000 Delayed replication of 8 descriptors   
0 31 001 Delayed descriptor replication factor Numeric 
0 04 086 Long time period or displacement (since launch time) Second 
0 08 040 Flight level significance  

                           = 31 (Incremented height level (generated)) 
Code table 

0 07 004 Pressure  Pa, scale –1 
0 05 015 Latitude displacement since launch site (high accuracy) Degree, scale 5 
0 06 015 Longitude displacement since launch site (high accuracy) Degree, scale 5 
0 10 009 Geopotential height  gpm 
0 11 001 Wind direction   Degree true 
0 11 002 Wind speed  m s-1, scale 1 

Note: 
The “Modified Showalter stability index” 0 13 047 is defined as the temperature difference between the 
ambient 500 hPa temperature and the temperature a parcel of air, initially at a selected base level, would 
have if brought from its condensation level to the 500 hPa surface by a moist adiabatic process.  Positive 
values denote stable conditions, while negative values denote unstable conditions.  The base level is 850 
hPa, 800hPa or 750 hPa, if the station elevation is less than 1000, 1000 to 1400 or 1401 to 2000 gpm above 
mean sea level, respectively. 
 
 
ANNEX II TO B/C25 – Regulations for reporting TEMP, TEMP SHIP and TEMP MOBIL data in TDCF 

List of parameters for representation of additional information on sounding instrumentation 
 

TABLE 
REFERENCE 

ELEMENT NAME UNIT, SCALE 

0 01 081 Radiosonde serial number CCITT IA5, 0 
0 01 082 Radiosonde ascension number Numeric, 0 
0 02 067 Radiosonde operating frequency Hz, -5 
0 02 081 Type of balloon Code table, 0 
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0 02 082 Weight of balloon kg, 3 
0 02 084 Type of gas used in balloon Code table, 0 
0 02 095 Type of pressure sensor Code table, 0 
0 02 096 Type of temperature sensor Code table, 0 
0 02 097 Type of humidity sensor Code table, 0 
0 25 061 Software identification and version number CCITT IA5, 0 
2 05 Y Signify character (to allow insertion of Y 

characters as a data field of Y x 8 bits in length) 
 

 
 
B/C26 – Regulations for reporting TEMP DROP data in TDCF 
 
TM 309053 -  BUFR template for P, T, U and wind vertical profiles suitable for TEMP DROP 

observation data 
 

3 09 053  Sequence for representation TEMP DROP observation type data 

 3 01 112 Identification of launch point and instrumentation of dropsonde 
 3 01 113 Date/time of launch 
 3 01 114 Horizontal and vertical coordinates of launch site 
 1 01 000 Delayed replication of 1 descriptor  
 0 31 002 Extended delayed descriptor replication factor 
 3 03 054 Temperature, dew-point and wind data at a pressure level  
 1 01 000 Delayed replication of 1 descriptor  
 0 31 001 Delayed descriptor replication factor 
 3 03 051 Wind shear data at a pressure level 

 

This BUFR template for P, T, U and wind profiles further expands as follows: 
 
3 01 112  Identification of launch point and instrumentation 

of dropsonde  
 

 0 01 006 Aircraft identifier CCITT IA5 
 0 02 011 Radiosonde type Code table 
 0 02 013 Solar and infrared radiation correction Code table 
 0 02 014 Tracking technique/status of system used Code table 
 0 02 003 Type of measuring equipment used Code table 

3 01 113  Date/time of launch  
 0 08 021 Time significance   ( = 18 (launch time)) Code table 
 3 01 011 Year Year 
  Month Month 
  Day Day 
 3 01 013 Hour Hour 
  Minute Minute 
  Second Second 

3 01 114  Horizontal and vertical coordinates of launch site  
 3 01 021 Latitude (high accuracy) Degree, scale 5 
  Longitude (high accuracy) Degree, scale 5 
 0 07 030 Height of station ground above mean sea level  m, scale 1 
 0 07 031 Height of barometer above mean sea level m, scale 1 
 0 07 007 Height of release of sonde above mean sea level m 
 0 33 024 Station elevation quality mark  Code table 
  Temperature, dew-point and wind data at pressure 

levels  
 

1 01 000  Delayed replication of 1 descriptor   
0 31 002  Extended delayed descriptor replication factor Numeric 
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3 03 054  Temperature, dew-point and wind data at  
a pressure level with radiosonde position  

 

 0 04 086 Long time period or displacement (since launch time) Second 
 0 08 042 Extended vertical sounding significance Flag table 
 0 07 004 Pressure  Pa, scale –1 
 0 10 009 Geopotential height  gpm 
 0 05 015 Latitude displacement since launch site 

 (high accuracy) 
Degree, scale 5 

 0 06 015 Longitude displacement since launch site 
 (high accuracy) 

Degree, scale 5 

 0 12 101 Temperature/dry-bulb temperature (scale 2)  K, scale 2 
 0 12 103 Dew-point temperature (scale 2) K, scale 2 
 0 11 001 Wind direction Degree true 
 0 11 002 Wind speed m s-1, scale 1 
  Wind shear data   

1 01 000  Delayed replication of 1 descriptor   
0 31 001  Delayed descriptor replication factor Numeric 
3 03 051  Wind shear data at a pressure level  

 0 04 086 Long time period or displacement (since launch time) Second 
 0 08 042 Extended vertical sounding significance Flag table 
 0 07 004 Pressure  Pa, scale –1 
 0 05 015 Latitude displacement since launch site 

 (high accuracy) 
Degree, scale 5 

 0 06 015 Longitude displacement since launch site 
 (high accuracy) 

Degree, scale 5 

 0 11 061 Absolute wind shear in 1 km layer below m s-1, scale 1 
 0 11 062 Absolute wind shear in 1 km layer above m s-1, scale 1 

 
Notes: (1) Time of launch 3 01 013 shall be reported with the highest possible accuracy available.  If 

the launch time is not available with second accuracy, the entry for seconds shall be put 
to zero.  

 (2) Long time displacement 0 04 086 represents the time offset from the launch time 3 01 
013 (in seconds) 

 (3) Latitude displacement 0 05 015 represents the latitude offset from the latitude of the 
launch site.  Longitude displacement 0 06 015 represents the longitude offset from the 
longitude of the launch site. 

 
 
Regulations: 
 
B/C 26.1  Section 1 of BUFR or CREX 
B/C 26.2  Identification of launch point and instrumentation of dropsonde 
B/C 26.3  Date/time of launch 
B/C 26.4   Horizontal and vertical coordinates of launch site  
B/C 26.5  Temperature, dew-point and wind data at pressure levels 
B/C 26.6  Criteria for reporting standard and significant levels 
B/C 26.7   Wind shear data  
B/C 26.8  Data required by regional or national reporting practices 
 
 
B/C 26.1  Section 1 of BUFR or CREX 
 
B/C 26.1.1  Entries required in Section 1 of BUFR 

The following entries shall be included in BUFR Section 1: 
- BUFR master table, 
- identification of originating/generating centre, 
- identification of originating/generating sub-centre, 
- update sequence number, 
- identification of inclusion of optional section, 
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- data category (= 002 for all TEMP type data), 
- international data sub-category (1), (2), 
- local data subcategory, 
- version number of master table, 
- version number of local tables, 
- year (year of the century up to BUFR edition 3), 
- month (standard time), 
- day (standard time = YY in the abbreviated telecommunication header for TEMP DROP type 

data), 
- hour (standard time = GG in the abbreviated telecommunication header for TEMP DROP type 

data), 
- minute (standard time = 00 for TEMP DROP type data). 

Notes: 
(1) Inclusion of this entry is required starting with BUFR edition 4. 
(2) If required, the international data sub-category shall be included at all observation times as 

follows: 
  = 007 for TEMP DROP data. 

 
B/C 26.1.2  Entries required in Section 1 of CREX 

The following entries shall be included in CREX Section 1: 
- CREX master table, 
- CREX edition number, 
- CREX table version number, 
- version number of BUFR master table (1), 
- version number of local tables (1), 
- data category (= 002 for all TEMP type data),  
- international data sub-category (1), (2), 
- identification of originating/generating centre (1), 
- identification of originating/generating sub-centre (1), 
- update sequence number (1), 
- number of subsets (1), 
- year ( standard time) (1), 
- month (standard time) (1), 
- day (standard time = YY in the abbreviated telecommunication header for TEMP DROP type 

data) (1), 
- hour (standard time = GG in the abbreviated telecommunication header for TEMP DROP type 

data) (1), 
- minute (standard time = 00 for TEMP DROP type data) (1). 

Notes: 
(1) Inclusion of these entries is required starting with CREX edition 2. 
(2) If inclusion of international data sub-category is required, Note (2) under B/C 26.1.1 applies. 

  

B/C 26.2 Identification of launch point and instrumentation of dropsonde <3 01 112>   
 
B/C 26.2.1 Identification of launch point of dropsonde   

Aircraft identifier (0 01 006) shall be always reported. 
 
B/C 26.2.1 Instrumentation for P, T, U and wind measurement  

Radiosonde type (Code table 0 02 011), solar and infrared radiation correction (Code table 0 
02 013), tracking techniques/status of system used (Code table 0 02 014) and type of measuring 
equipment used (Code table 0 02 003) shall be reported. [35.2.5]  

  
B/C 26.3 Date/time of launch <3 01 113> 

Time significance (0 08 021) shall be always set to 18 to indicate that the following entries specify 
the date and time of launching the dropsonde. 
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Date of launch <3 01 011> and time of launch <3 01 013> shall be reported, i.e. year (0 04 001), 
month (0 04 002), day (0 04 003)> and hour (0 04 004), minute (0 04 005) and second (0 04 006) 
of the actual time of launch shall be reported. [35.2.5] 
Note: 

(1) Time of launch <3 01 013> shall be reported with the highest possible accuracy available.  If 
the launch time is not available with second accuracy, the entry 0 04 006 for seconds shall 
be set to zero. 

 
B/C 26.4 Horizontal and vertical coordinates of launch site <3 01 114> 

Latitude (0 05 001) and longitude (0 06 001) of the launch site shall be reported in degrees with 
precision in 10-5 of a degree. 

Height of station ground above mean sea level (0 07 030) shall be reported as a missing value.  

Height of barometer above mean sea level (0 07 031) shall be reported in meters with precision in 
tenths of a meter.  

Height of release of dropsonde above mean sea level (0 07 007) shall be reported in meters. 

Station elevation quality mark (Code table 0 33 024) shall be reported as a missing value. [35.2.1] 
 

B/C 26.5 Temperature, dew-point and wind data at pressure levels 

Temperature, dew-point and wind data at pressure levels obtained during the dropsonde descent 
shall be included in descending order with respect to pressure.  Data at each pressure level shall 
be included only once.  For example, if a significant level with respect to air temperature and 
relative humidity and a standard isobaric surface coincide, data for that level shall be included 
only once, the multiple attributes being indicated by Extended vertical sounding significance (Flag 
table 0 08 042) as specified in Regulation B/C 26.5.2.2.  
Note: 

(1) If data are produced and collected in traditional TEMP DROP code, the order of pressure 
levels may correspond to the order of levels in Parts A, B, C and D, when converted into 
BUFR or CREX.  In this case, data at a level may be included more than once. 

 
B/C 26.5.1 Number of reported pressure levels 

The number of reported pressure levels shall be indicated by Extended delayed descriptor 
replication factor 0 31 002 in BUFR and by a four-digit number in the Data Section corresponding 
to the position of the replication descriptor in the Data Description Section of CREX.  
Notes: 
(1) The number of pressure levels shall never be set to a missing value. 
(2) The number of pressure levels shall be set to a positive value in a NIL report. 
 

B/C 26.5.2 Temperature, dew-point and wind data at a pressure level <3 03 054> 
 

B/C 26.5.2.1 Long time displacement (since launch time) 
Long time displacement (0 04 086) represents the time offset from the launch time specified in 
Regulation 26.3, and shall be reported in seconds if available. 

 
B/C 26.5.2.2 Extended vertical sounding significance – Flag table 0 08 042 

This datum shall be used to specify vertical sounding significance in the following way: 
(a) Bit No. 1 set to 1 indicates a surface (see Regulation B/C 26.6.1) 
(b) Bit No. 2 set to 1 indicates a standard level (see Regulation B/C 26.6.2). 
(c) Bit No. 3 set to 1 indicates a tropopause level (see Regulation B/C 26.6.3). 
(d) Bit No. 4 set to 1 indicates a maximum wind level (see Regulation B/C 26.6.4).  
(e) Bit No. 5 set to 1 indicates a level significant with respect to temperature (see Regulation 

B/C 26.6.5). 
(f) Bit No. 6 set to 1 indicates a level significant with respect to relative humidity (see 

Regulation B/C 26.6.6). 
(g) Bit No. 7 set to 1 indicates a level significant with respect to wind (see Regulation B/C 

26.6.7). 



 وصياتالت
 

271

(h) Bit No. 8 set to 1 indicates beginning of missing temperature data and bit No. 9 set to 1 
indicates end of missing temperature data (see Regulation B/C 26.6.8). 

(i) Bit No. 10 set to 1 indicates beginning of missing humidity data and bit No. 11 set to 1 
indicates end of missing humidity data (see Regulation B/C 26.6.9). 

(j) Bit No. 12 set to 1 indicates beginning of missing wind data bit No. 13 set to 1 indicates end 
of missing wind data (see Regulation B/C 26.6.10). 

(k) Bit No. 14 set to 1 indicates the top of wind sounding (the lowest level for which wind data 
are available). 

(l) Bit No. 15 set to 1 indicates a level determined by regional decision. 
(m) All bits set to 0 indicate a level determined by national decision. 
(n) All bits set to 1 indicate a missing value. 

 
B/C 26.5.2.3 Pressure  

Pressure (0 07 004) shall be reported in pascals (with precision in tens of a pascal). 
 
B/C 26.5.2.4 Geopotential height  

Geopotential height of the level (0 10 009) shall be reported in geopotential meters.    
 

B/C 26.5.2.5 Radiosonde drift - latitude and longitude displacements  
Latitude displacement (0 05 015) represents the latitude offset from the latitude of the launch site 
specified in Regulation 26.4, and shall be reported in degrees with precision in 10-5 of a degree if 
available.  Longitude displacement 0 06 015 represents the longitude offset from the longitude of 
the launch site specified in Regulation 26.4, and shall be reported in degrees with precision in 10-5 
of a degree if available. 
 

B/C 26.5.2.6 Temperature  
Temperature (0 12 101) shall be reported in degrees Kelvin (with precision in hundredths of a 
degree Kelvin); if produced in CREX, in degrees Celsius (with precision in hundredths of a degree 
Celsius).  Temperature data shall be reported with precision in hundredths of a degree even if 
they are measured with the accuracy in tenths of a degree.   
Notes: 
(1) This requirement is based on the fact that conversion from the Kelvin to the Celsius scale 

has often resulted into distortion of the data values. 
(2) Temperature t (in degrees Celsius) shall be converted into temperature T (in degrees Kelvin) 

using equation: T = t + 273.15.  
 
B/C 26.5.2.7 Dew-point temperature 

Dew-point temperature (0 12 103) shall be reported in degrees Kelvin (with precision in 
hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius).  
Note: 
(1) Notes (1) and (2) under Regulation B/C 26.5.2.6 shall apply. 

B/C 26.5.2.7.1  
Dew-point temperature data shall be derived using the function (or a near equivalent) for a 
relationship between saturation vapour pressure over water and air temperature (specified in 
publication WMO-No. 49 – Technical Regulations).  Dew-point temperature data shall not be 
reported when the air temperature is outside the range stated by WMO for the application of the 
function; a lesser range may be used as a national practice. [35.3.1.1] 

 
B/C 26.5.2.8 Wind direction and speed  

The wind direction (0 11 001) shall be reported in degrees true and the wind speed (0 11 002) shall 
be reported in meters per second (with precision in tenths of a meter per second). 

B/C 26.5.2.8.1 
Only wind data obtained from the radiosonde descent by electronic means shall be included in the 
BUFR (or CREX) message in which data are described by the common sequence 3 09 053.  
Wind data obtained by means other than a radiosonde-type descent shall not be included in a 
message under common sequence 3 09 053. [35.1.7] 
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B/C 26.6 Criteria for reporting standard and significant levels 
B/C 26.6.1 Surface level 

If extrapolated surface data are included in the report, the level shall be indicated by bit No. 1 of 0 
08 042 set to 1.  

B/C 26.6.2 Standard levels 
B/C 26.6.2.1 

The standard levels of 1 000, 925, 850, 700, 500, 400, 300, 250, 200, 150, 100, 70, 50, 30, 20 
and 10 hPa shall be reported in descending order with respect to pressure. [35.2.2.1]  

B/C 26.6.2.2 
When air temperature, dew-point temperature or wind data at a standard level are not available, 
the corresponding entries for that level shall be reported as missing values.  

B/C 26.6.2.3 
Whenever it is desired to extrapolate a sounding for the computation of the geopotential at a 
standard level, the following rules shall apply: 

(a) Extrapolation is permissible if, and only if, the pressure difference between the minimum 
pressure of the sounding and the isobaric surface for which the extrapolated value is being 
computed does not exceed one quarter of the pressure at which the extrapolated value is 
desired, provided the extrapolation does not extend through a pressure interval exceeding 
25 hPa; 

(b) For the purpose of geopotential calculation, and for this purpose only, the sounding will be 
extrapolated, using two points only of the sounding curve on a T-log p diagram, namely that 
at the minimum pressure reached by the sounding and that at the pressure given by the 
sum of this minimum pressure and the pressure difference, mentioned in (a) above. 
[35.2.2.4] 

 
B/C 26.6.3 Tropopause level(s) 
B/C 26.6.3.1 

When a tropopause (one or more) is observed, the corresponding number of levels shall be 
included (indicated by 0 08 042 - bit No. 3 set to 1). 
Note: 
(1) For a definition of tropopause, see publication WMO-No. 100 – Guide to Climatological 

Practices. [35.2.3.1] 
B/C 26.6.3.2 

When no tropopause data are observed, no level shall be indicated by bit No. 3 of 0 08 042 set to 
1. [35.2.3.2] 

 

B/C 26.6.4 Maximum wind level(s) 
B/C 26.6.4.1 

When a maximum wind level (one or more) is reported, the corresponding number of levels shall 
be included in the report indicated by 0 08 042 - bit No. 4 set to 1. 
Notes: 

(1) Criteria for determining maximum wind levels are given in Regulations B/C 26.6.4.3 and 
B/C 26.6.4.4 below. [35.2.4.1] 

(2) As a maximum wind level is also a level significant with respect to wind, bit No. 7 as well as 
bit No. 4 shall be set to 1 in the Extended vertical sounding significance 0 08 042. 

B/C 26.6.4.2 
When no maximum wind level is observed, no level shall be indicated by bit No. 4 of 0 08 042 set 
to 1. [35.2.4.2] 

B/C 26.6.4.3 
A maximum wind level: 

(a) Shall be determined by consideration of the list of significant levels for wind speed, as 
obtained by means  of the relevant recommended or equivalent national method (see Note 
under Regulation B/C 26.6.7.2) and not by consideration of the original wind-speed curve; 

(b) Shall be located above the 500-hPa isobaric surface and shall correspond to a speed of 
more than 30 meters per second. 
Note:  
(1) A maximum wind level is defined as a level at which the wind speed is greater than that 
observed immediately above and below that level. [35.2.4.1] [32.2.3.1] 
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B/C 26.6.4.4 
Whenever more than one maximum wind level exists, these levels shall be reported as follows: 

(a) The level of greatest maximum wind speed shall be always included; 
(b) The other levels shall be included in the report only if their speed exceeds those of the two 

adjacent minima by at least 10 meters per second. [35.2.4.1] [32.2.3.2] 
B/C 26.6.4.5 

If the top of the wind sounding corresponds to the highest wind speed observed throughout the 
descent, this level shall be indicated by 0 08 042 - bit No. 4 set to 1 (maximum wind level), bit No. 
7 set to 1 (level significant with respect to wind) and bit No. 14 set to 1 (top of wind sounding). 
Notes:  
(1) For the purpose of the above regulation, the “top of the wind sounding” is to be understood 

as the lowest level (termination level of the sounding) for which wind data are available. 
[35.2.4.3] 

(2) Although not very probable, the situation described in the above regulation cannot be 
excluded. 

 
B/C 26.6.5 Levels significant with respect to temperature 
B/C 26.6.5.1 

The reported significant levels alone shall make it possible to reconstruct the air temperature 
profile within the limits of the criteria specified. 
If the criteria for determination of significant levels with respect to air temperature are satisfied at a 
particular point of altitude, data for all variables (if available) shall be reported for that level. 
[35.3.1.1] 

B/C 26.6.5.2 
The following shall be included as “mandatory” significant temperature levels: 
(a) Aircraft reference level and termination level of the sounding (the lowest level of the sounding); 
(b) A level between 110 and 100 hPa; 
(c) Bases and tops of inversions and isothermal layers which are at least 20 hPa thick, provided 

that the base of the layer occurs below the 300-hPa level or the first tropopause, whichever 
is the higher; 

(d) Bases and tops of inversion layers which are characterized by a change in temperature of at 
least 2.5ºC, provided that the base of the layer occurs below the 300-hPa level or the first 
tropopause, whichever is the higher. 

Note:  
(1) The inversion layers of (c) and (d) may be comprised of several thinner inversion layers 

separated by thin layers of temperature lapse.  To allow for this situation, the tops of the 
inversion layers of (c) and (d) shall each be at a level such that no further inversion layers, 
whether thick or thin, shall occur for at least 20 hPa above the level. [35.3.1.2] 

B/C 26.6.5.3 
The following shall be included as “additional” significant levels.  They shall be selected in the 
order given, thereby giving priority to representing the temperature profile.  As far as possible, 
these additional levels shall be the actual levels at which prominent changes in the lapse rate of 
air temperature occur: 
(a) Levels which are necessary to ensure that the temperature obtained by linear interpolation 

(on a T-log P or essentially similar diagram) between adjacent significant levels shall not 
depart from the observed temperature by more than 1ºC below the first significant level 
reported above the 300-hPa level or the first tropopause, whichever  level is the lower, or by 
more than 2ºC thereafter; 

(b) Levels which are necessary to limit the interpolation error on diagrams other than T-log P.  
These levels shall be such that the pressure at one significant level divided by the pressure 
of the preceding significant layer shall exceed 0.6 for levels up to the first tropopause and 
shall be determined by use of the method for selecting additional levels but with application of 
tighter criteria. [35.3.1.3] 

B/C 26.6.5.4 
When a significant level with respect to air temperature and a standard level coincide, data for 
that level shall be reported only once.  

 
B/C 26.6.6 Levels significant with respect to relative humidity 
B/C 26.6.6.1 

The reported significant levels alone shall make it possible to reconstruct the relative humidity 
profiles within the limits of the criteria specified.  
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If the criteria for determination of significant levels with respect to relative humidity are satisfied at 
a particular point of altitude, data for all variables (if available) shall be reported for that level. 
[35.3.1.1] 

B/C 26.6.6.2 
The following shall be included as “mandatory” significant humidity levels: 
(a) Aircraft reference level and termination level of the sounding (the lowest level of the 

sounding); 
(b) A level between 110 and 100 hPa; 
(c) Bases and tops of inversions and isothermal layers which are at least 20 hPa thick, provided 

that the base of the layer occurs below the 300-hPa level or the first tropopause, whichever is 
the higher; 

(d) Bases and tops of inversion layers which are characterized by a change in relative humidity 
of at least 20 per cent, provided that the base of the layer occurs below the 300-hPa level or 
the first tropopause, whichever is the higher. 

Note:  
Note (1) under Regulation B/C 26.6.5.2 shall apply. [35.3.1.2] 

B/C 26.6.6.3 
The following shall be included as “additional” significant levels.  They shall be selected in the 
order given, thereby giving priority to representing the temperature profile.  As far as possible, 
these additional levels shall be the actual levels at which prominent changes in the lapse rate of 
air temperature occur: 
(a) Levels which are necessary to ensure that the relative humidity obtained by linear 

interpolation between adjacent significant levels shall not depart by more than 15 per cent 
from the observed values. (The criterion of 15 per cent refers to an amount of relative 
humidity and NOT to the percentage of the observed value, e.g. if an observed value is 50 
per cent, the interpolated value shall lie between 35 per cent and 65 per cent.); 

(b) Levels which are necessary to limit the interpolation error on diagrams other than T-log P.  
These levels shall be such that the pressure at one significant level divided by the pressure 
of the preceding significant layer shall exceed 0.6 for levels up to the first tropopause and 
shall be determined by use of the method for selecting additional levels but with application 
of tighter criteria. [35.3.1.3] 

B/C 26.6.6.4 
When a significant layer with respect to relative humidity and a standard level coincide, data for 
that level shall be reported only once. 

 

B/C 26.6.7 Levels significant with respect to wind 
B/C 26.6.7.1 

Significant wind levels shall be chosen so that the data from them alone shall make it possible to 
reconstruct the wind profile with sufficient accuracy for practical use. [35.3.2.1] 
If the criteria for determination of significant levels with respect to wind speed and direction are 
satisfied at a particular point of altitude, data for all variables (if available) shall be reported for that 
level.  

B/C 26.6.7.2 
Criteria for determining significant levels with respect to changes in wind speed and direction: 
(a) The direction of speed curves (in function of the log of pressure or altitude) can be 

reproduced with their prominent characteristics; 
(b) These curves can be reproduced with the accuracy of at least 10 for direction and five 

meters per second for speed. 
Note: 
To satisfy these criteria, the following method of successive approximations is recommended, 
but other methods of attaining equivalent results may suit some national practices better and 
may be used: 
(i) The lowest level for which wind data are available and the aircraft reference level constitute 

the first and the last significant levels.  
The deviation from the linearly interpolated values between these two levels is then 
considered. If no direction deviates by more than 10 and no speed by more than five meters 
per second, no other significant level need be reported.  Whenever one parameter deviates 
by more than the limit specified in paragraph (b) above the level of greatest deviation 
becomes a supplementary significant level for both parameters. 

(ii) The additional significant levels so introduced divide the sounding into two layers. In each 
separate layer, the deviation from the linearly interpolated values between the base and the 
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top are then considered.  The process used in paragraph (i) above is repeated and yields 
other significant levels.  These additional levels in turn modify the layer distribution, and the 
method is applied again until any level is approximated to the above-mentioned specified 
values. [35.3.2.1] [32.3.1.1] 

 

B/C 26.6.8 Beginning and end of missing temperature data  
B/C 26.6.8.1 

A layer for which temperature data are missing shall be indicated by reporting the boundary levels 
of the layer, provided that the layer is at least 20 hPa thick.  The boundary levels are the levels 
closest to the bottom (beginning of the missing data) and the top (end of the missing data) of the 
layer for which temperature data are available.  The boundary levels are not required to meet 
“significant temperature level” criteria. [35.3.1.6] 

 
B/C 26.6.9 Beginning and end of missing humidity data  
B/C 26.6.9.1 

A layer for which dew-point temperature data are missing shall be indicated by reporting the 
boundary levels of the layer, provided that the layer is at least 20 hPa thick.  The boundary levels 
are the levels closest to the bottom (beginning of the missing data) and the top (end of the 
missing data) of the layer for which dew-point temperature data are available.  The boundary 
levels are not required to meet “significant humidity level” criteria. [35.3.1.6] 
 

B/C 26.6.10 Beginning and end of missing wind data  
B/C 26.6.10.1 

A layer for which wind data are missing shall be indicated by reporting the boundary levels of the 
layer, provided that the layer is at least 50 hPa thick.  The boundary levels are the levels closest 
to the bottom (beginning of the missing data) and the top (end of the missing data) of the layer for 
which the observed data are available.  The boundary levels are not required to meet “significant 
wind level” criteria. [35.3.2.2] 

B/C 26.7 Wind shear data  

B/C 26.7.1 Number and order of levels for which wind shear is reported 

B/C 26.7.1.1 
The number of levels with wind shear data shall be indicated by Delayed descriptor replication 
factor 0 31 001 in BUFR and by a four-digit number in the Data Section corresponding to the 
position of the replication descriptor in the Data Description Section of CREX.  
Notes: 

(1) The number of levels with wind shear data shall never be set to a missing value. 
(2) The number of levels with wind shear data shall be set to a positive value in a NIL report. 
(3) The number of levels with wind shear data shall be set to zero if data for vertical wind shear 

are not computed and required. [35.2.4.4]  
B/C 26.7.1.2 

Whenever wind shear data are reported for more than one level, these maximum wind levels shall 
be included in the same order as in the sequence <3 03 054>, i.e. in descending order with 
respect to pressure. 
 

B/C 26.7.2 Wind shear data at a pressure level <3 03 051> 

B/C 26.7.2.1 Long time displacement (since launch time) 
Long time displacement (0 04 086) represents the time offset from the launch time specified in 
Regulation 26.3, and shall be reported in seconds if available. 

B/C 26.7.2.2 Extended vertical sounding significance – Flag table 0 08 042 
A level, for which wind shear data are reported, shall be indicated by vertical sounding 
significance 0 08 042 - bit No. 4 set to 1 (maximum wind level) and by bit No. 7 set to 1 (level 
significant with respect to wind).  

B/C 26.7.2.3 Pressure  
Pressure (0 07 004) shall be reported in pascals with precision in tens of a pascal. 
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B/C 26.7.2.4 Latitude and longitude displacements  
Latitude displacement (0 05 015) represents the latitude offset from the latitude of the launch site 
specified in Regulation 26.4, and shall be reported in degrees with precision in 10-5 of a degree if 
available.  Longitude displacement 0 06 015 represents the longitude offset from the longitude of 
the launch site specified in Regulation 26.4, and shall be reported in degrees with precision in 10-5 
of a degree if available. 
 

B/C 26.7.2.5 Wind shear data   

Absolute wind shear in 1 km layer below (0 11 061) and absolute wind shear in 1 km layer above 
(0 11 062) shall be reported in meters per second (with precision in tenths of a meter per second), 
if data for vertical wind shear are computed and required. [35.2.4.4] 

 
B/C 26.8 Data required by regional or national reporting practices 

If regional or national reporting practices require inclusion of temperature, humidity and/or wind 
data at additional levels, these data shall be reported using sequence <3 03 054> for 
Temperature, dew-point, wind at a pressure level. Regulation B/C 26.5 shall apply. 
Notes: 

(1) A level determined by regional decision shall be indicated by Extended vertical sounding 
significance 0 08 042 - bit No. 15 set to 1. 

(2) A level determined by national decision shall be indicated by Extended vertical sounding 
significance 0 08 042 – all bits set to 0.   

 
B/C 26.8.1 Additional data required by reporting practices  

No regional requirements are indicated for reporting TEMP DROP data in the Manual on Codes, 
WMO-No. 306, Volume II.  

 
B/C30 – Regulations for reporting CLIMAT data in TDCF 
 
TM 307073 - BUFR template for reports of monthly values from a land station suitable for CLIMAT 

data 
 

3 07 073  Sequence for representation of monthly values  suitable for CLIMAT data 

 3 07 071 Monthly values from a land station 
 3 07 072 Monthly normals for a land station 

 
 

        Monthly values from a land station (data of CLIMAT Sections 0, 1, 3 and 4) 
        Sequence BUFR descriptor <3 07 071> expands as shown in the leftmost column below. 

3 01 090   Fixed surface station identification, time,   
horizontal and vertical coordinates 

Unit, scale 

 3 01 004  Surface station identification  
  0 01 001 WMO block number                       Numeric,0 
  0 01 002 WMO station number                     Numeric,0 
  0 01 015 Station or site name                       CCITT IA5, 0 
  0 02 001 Type of station                             Code table, 0 
 3 01 011 0 04 001 Year(1) Year, 0 
  0 04 002 Month(1) Month, 0 
  0 04 003 Day (= 1) (1) Day, 0 
 3 01 012 0 04 004 Hour (= 0) (1) Hour, 0 
  0 04 005 Minute (= 0) (1) Minute, 0 
 3 01 021 0 05 001 Latitude (high accuracy)                     Degree, 5 
  0 06 001 Longitude (high accuracy)                  Degree, 5 
 0 07 030  Height of station ground above msl           m, 1 
 0 07 031  Height of barometer above msl                m, 1 
   Monthly mean values of pressure, temperature, 

extreme temperatures and vapour pressure 
 

0 04 074   Short time displacement (= UTC - LST) (1) Hour, 0 
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0 04 023   Time period  ( =  number of days in the month) Day, 0 
0 08 023   First order statistics        (= 4; mean value) Code table, 0 

 0 10 004                                                                                   __________ 
Pressure                                             PoPoPoPo   Pa, –1 

 0 10 051                                                                                        ______ 
Pressure reduced to msl                       PPPP  Pa, –1 

0 07 004   Pressure (standard level) 
           (for lowland  stations = missing value)  

Pa, –1 

0 10 009   Geopotential height of the standard level 
                                                                _____ 
                                                                PPPP  
           (for lowland  stations = missing value) 

gpm, 0 

0 07 032   Height of sensor above local ground (3)       m, 2 
 

0 12 101 
                                                                                               _____ 

Temperature/dry-bulb temperature          snTTT 
                                                                

 
K, 2 

0 02 051   Indicator to specify observing method for extreme 
temperatures (3)                                   iy  

Code table, 0 

0 04 051   Principal time of daily reading of maximum 
temperature                                               GxGx   

Hour, 0 

0 12 118   Maximum temperature at height specified, past 24 
hours                                              snTxTxTx  

K, 2 

0 04 052   Principal time of daily reading of minimum 
temperature                                              GnGn  

Hour, 0 

0 12 119   Minimum temperature at height specified, past 24 
hours                                              snTnTnTn   

K, 2 

0 13 004                                                                                              ____ 
Vapour pressure                                         eee  Pa, -1 

0 08 023   First order statistics         
(set to missing to cancel the previous value) 

Code table, 0 

0 12 151   Standard deviation of daily mean temperature 
                                                                 ststst  

K, 2 

0 07 032   Height of sensor above local ground 
     (set to missing to cancel the previous value) 

m, 2 

   Number of days in the month for which values are 
missing 

 

1 02 005   Replicate 2 descriptors 5 times  
0 08 050   Qualifier for number of missing values in calculation 

of statistic      
                  (= 1; pressure) 
                  (= 2; temperature) 
                  (= 4; vapour pressure) 
                  (= 7; maximum temperature) 
                  (= 8; minimum temperature) 

Code table, 0 

0 08 020   Total number of missing entities (days) 
                          mpmp (for pressure) 
                          mTmT (for temperature) 
                          meme (for vapour pressure) 
                          mTx (for maximum temperature) 
                           mTn (for minimum temperature) 

Numeric, 0 

   Monthly duration of sunshine  
0 14 032   Total sunshine                                      S1S1S1  Hour, 0 
0 14 033   Total sunshine                                       pspsps  %, 0 
0 08 050   Qualifier for number of missing values in calculation 

of statistic    (= 6; sunshine duration) 
Code table, 0 

0 08 020   Total number of missing entities (days)   mSmS   Numeric, 0 
   Number of days with parameters beyond certain 

thresholds; number of days with thunderstorm 
and hail 

 

1 02 018   Replicate 2 descriptors 18 times  
0 08 052   Conditions for which number of days of occurrence 

follows    
Code table, 0 
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               (= 0; wind ≥ 10 m s-1) 
               (= 1; wind ≥ 20 m s-1) 
               (= 2; wind ≥ 30 m s-1) 
               (= 3; max. T <273.15 K) 
               (= 4; max. T ≥ 298.15 K) 
               (= 5; max. T ≥ 303.15 K) 
               (= 6; max. T ≥ 308.15 K) 
               (= 7; max. T ≥ 313.15 K) 
               (= 8; min. T < 273.15 K) 
               (= 16; sss > 0.00 m) 
               (= 17; sss > 0.01 m) 
               (= 18; sss > 0.10 m) 
               (= 19; sss > 0.50 m )  
               (= 20; horizontal visibility < 50 m) 
               (= 21; horizontal visibility < 100 m) 
               (= 22; horizontal visibility < 1000 m) 
               (= 23; hail) 
               (= 24;  thunderstorm) 

0 08 022   Total number (of days)  
                                 f10f10 (wind ≥10 m s-1) 
                                 f20f20 (wind ≥ 20 m s-1) 
                                 f30f30 (wind ≥ 30 m s-1) 
                                 Tx0Tx0 (Tx < 273.15 K) 
                                 T25T25 (Tx ≥ 298.15 K) 
                                 T30T30 (Tx ≥ 303.15 K) 
                                 T35T35 (Tx ≥ 308.15 K) 
                                 T40T40 (Tx ≥ 313.15 K) 
                                 Tn0Tn0  (Tn < 273.15 K) 
                                  s0s0 (sss > 0.00 m) 
                                  s1s1 (sss > 0.01 m) 
                                  s10s10 (sss > 0.10 m) 
                                  s50s50 (sss > 0.50 m)  
                                  V1V1 (h. viz. < 50 m) 
                                  V2V2 (h. viz. < 100 m) 
                                  V3V3 (h. viz. < 1000 m) 
                                  DgrDgr  (hail)  
                                  DtsDts ( thunderstorm) 

Numeric, 0 

   Occurrence of extreme values of 
 temperature and wind speed 

 

0 07 032   Height of sensor above local ground      m, 2 
0 08 053   Day of occurrence qualifier  (= 0; on 1 day only) 

                                      (= 1; on 2 or more days) 
Code table, 0 

0 04 003   Day                                                              yxyx  Day, 0 
0 12 152   Highest daily mean temperature     

                                                         snTxdTxdTxd  
K, scale 2 

0 08 053   Day of occurrence qualifier  (= 0; on 1 day only) 
                                      (= 1; on 2 or more days) 

Code table, 0 

0 04 003   Day                                                             ynyn  Day, 0 
0 12 153   Lowest daily mean temperature          

                                                        snTndTndTnd  
K, 2 

0 08 053   Day of occurrence qualifier  (= 0; on 1 day only) 
                                      (= 1; on 2 or more days) 

Code table, 0 

0 04 003   Day                                                           yaxyax  Day, 0 
0 08 023   First order statistics      ( = 2; maximum value)  Code table, 0 
0 12 101   Temperature/dry-bulb temperature    

                                                         snTaxTaxTax  
K, scale 2 

0 08 053   Day of occurrence qualifier  (= 0; on 1 day only) 
                                      (= 1; on 2 or more days) 

Code table, 0 

0 04 003   Day                                                         yanyan  Day, 0 
0 08 023   First order statistics         (= 3; minimum value)  Code table, 0 
0 12 101   Temperature/dry-bulb temperature         

                                                         snTanTanTan  
K, 2 
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0 08 023   First order statistics         
(set to missing to cancel the previous value) 

Code table, 0 

0 07 032   Height of sensor above local ground             m, 2 
0 02 002   Type of instrumentation for wind measurement  Flag table, 0 
0 08 053   Day of occurrence qualifier  (= 0; on 1 day only) 

                                      (= 1; on 2 or more days) 
Code table, 0 

0 04 003   Day                                                             yfxyfx  Day, 0 
0 11 046   Maximum instantaneous wind speed         fxfxfx  m s-1, 1 
0 08 053   Day of occurrence qualifier 

(set to missing to cancel the previous value) 
Code table, 0 

   Monthly precipitation data  
0 04 003   Day               (= 1) (2) Day, 0 
0 04 004   Hour              (= 6) (2) Hour, 0 
0 04 023   Time period  (= number of days in the month) (2) Day, 0 

0 07 032   Height of sensor above local ground(3)        m, 2 
0 13 060   Total accumulated precipitation          R1R1R1R1  kg m-2, 1 
0 13 051    Frequency group; precipitation                       Rd  Code table, 0 
0 04 053   Number of days with precipitation equal to or more 

than 1 mm                                           nrnr   
Numeric, 0 

0 08 050   Qualifier for number of missing values in calculation 
of statistic   (= 5; precipitation) 

Code table, 0 

0 08 020   Total number of missing entities (days) 
                                      mRmR  (for precipitation) 

Numeric, 0 

   Number of days with precipitation beyond 
Certain thresholds 

 

1 02 006   Replicate 2 descriptors 6 times  
0 08 052   Conditions for which number of days of occurrence 

follows      
            (= 10; precipitation ≥  1.0 kg m-2) 
            (= 11; precipitation ≥  5.0 kg m-2) 
            (= 12; precipitation ≥ 10.0 kg m-2) 
            (= 13; precipitation ≥ 50.0 kg m-2) 
            (= 14; precipitation ≥ 100.0 kg m-2) 
            (= 15; precipitation ≥ 150.0 kg m-2) 

Code table, 0 

0 08 022   Total number (of days) 
             R1R1 (precipitation ≥  1.0 kg m-2) 
             R5R5 (precipitation ≥  5.0 kg m-2) 
             R10R10 (precipitation ≥ 10.0 kg m-2) 
             R50R50 (precipitation ≥ 50.0 kg m-2) 
             R100R100 (precipitation ≥ 100.0 kg m-2) 
             R150R150 (precipitation ≥ 150.0 kg m-2) 

Numeric, 0 

   Occurrence of extreme precipitation  
0 08 053   Day of occurrence qualifier  (= 0; on 1 day only) 

                                      (= 1; on 2 or more days) 
Code table, 0 

0 04 003   Day                                                              yryr  Day, 0 
0 13 052   Highest daily amount of precipitation      RxRxRx  kg m-2, 1 

 0 07 032   Height of sensor above local ground 
(set to missing to cancel the previous value) 

m, 2 

      Monthly normals for a land station (data of CLIMAT Section 2) 

      Sequence BUFR descriptor <3 07 072> expands as shown in the leftmost column below. 

   Normals of pressure, temperatures, vapour 
pressure, standard deviation of daily mean 
temperature, and sunshine duration 

 
Unit, scale 

0 04 001   Year (of beginning of the reference period) Year, 0 
0 04 001   Year (of ending of the reference period) Year, 0 
0 04 002   Month Month, 0 
0 04 003   Day   (= 1) (1) Day, 0 
0 04 004   Hour  (= 0) (1) Hour, 0 
0 04 074   Short time displacement (= UTC - LST) (1) Hour, 0 
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0 04 022   Time period (= 1) Month, 0 
0 08 023   First order statistics      (= 4; mean value)  Code table, 0 

 0 10 004                                                                                  __________ 
Pressure                                            PoPoPoPo  Pa, –1 

 0 10 051                                                                                          _______ 
Pressure reduced to msl                         PPPP  Pa, –1 

0 07 004   Pressure (standard level)  Pa, –1 
0 10 009   Geopotential height of the standard level _____ 

                                                                  PPPP  
Gpm 

0 07 032   Height of sensor above local ground(3)        m, 2 
 

0 12 101 
  Temperature/dry-bulb temperature          _____ 

                                                             snTTT  
 
K, 2 

0 02 051   Indicator to specify observing method for extreme 
temperatures(3)                                  iy  

Code table, 0 

0 04 051   Principal time of daily reading of maximum 
temperature                                            GxGx   

Hour, 0 

 
0 12 118 

  Maximum temperature at height specified, past  
24 h.                                                       _______ 
                                                          snTxTxTx   

 
K,  2 

0 04 052   Principal time of daily reading of minimum temperature 
                                                               GnGn   

Hour, 0 

 
0 12 119 

  Minimum temperature at height specified, past 24 h.   
______ 
                                                         snTnTnTn  

 
K,  2 

0 13 004                                                                                          ____ 
Vapour pressure                                      eee  

Pa, -1 

 
0 12 151 

  Standard deviation of daily mean temperature             
                                                                                    ______ 
                                                              ststst  

 
K, 2 

0 07 032   Height of sensor above local ground 
(set to missing to cancel the previous value) 

m, 2 

0 14 032   Total sunshine                                       S1S1S1  Hour, 0 
0 08 023   First order statistics         

(set to missing to cancel the previous value) 
Code table, 0 

 
   Normals of precipitation  

0 04 001   Year (of beginning of the reference period) Year, 0 
0 04 001   Year (of ending of the reference period) Year, 0 
0 04 002   Month Month, 0 
0 04 003   Day                                   (= 1) (2) Day, 0 
0 04 004   Hour                                  (= 6) (2) Hour, 0 
0 04 022   Time period                       (= 1) Month, 0 

0 07 032   Height of sensor above local ground(3)        m, 2 
0 08 023   First order statistics              (= 4; mean value)  Code table, 0 
0 13 060   Total accumulated precipitation          R1R1R1R1 kg m-2, 1 
0 04 053   Number of days with precipitation equal to or more 

than 1 mm                                          nrnr   
Numeric, 0 

0 08 023   First order statistics         
(set to missing to cancel the previous value) 

Code table, 0 

   Number of missing years  
1 02 008   Replicate 2 descriptors 8 times  
0 08 050   Qualifier for number of missing values in calculation 

of statistic    
                (= 1; pressure) 
                (= 2; temperature) 
                (= 3; extreme temperatures)(4) 

                (= 4; vapour pressure) 
                (= 5; precipitation) 
                (= 6; sunshine duration) 
                (= 7; maximum temperature) (4) 

                (= 8; minimum temperature) (4) 

Code table, 0 
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0 08 020   Total number of missing entities (years) 
                 ypyp  (for pressure) 
                 yTyT  (for temperature) 
                 yTxyTx (for extreme temperatures)(4) 

                 yeye (for vapour pressure) 
                 yRyR  (for precipitation) 
                 ySyS  (for sunshine duration)  
                 for maximum temperature (4) 

                 for minimum temperature (4) 

Numeric, 0 

Notes:  
(1) The time identification refers to the beginning of the one-month period. Except for precipitation 

measurements, the one-month period is recommended to correspond to the local standard time 
(LST) month. [7]  

(2) In case of precipitation measurements, the one-month period begins at 06 UTC on the first day of 
the month and ends at 06 UTC on the first day of the following month. [5] 

(3) If the height of the sensor or observing method for extreme temperatures was changed during the 
period specified, the value shall be that which existed for the greater part of the period. 

(4) The number of missing years within the reference period from the calculation of normal for mean 
extreme air temperature should be given, if available, for both the calculation of normal maximum 
temperature and for the calculation of normal minimum temperature in addition to the number of 
missing years for the extreme air temperatures reported under 0 08 020 preceded by 0 08 050 in 
which Figure 3 is used. 

 
Regulations: 
 

B/C 30.1  Section 1 of BUFR or CREX 
B/C 30.2   Monthly values from a land station 
B/C 30.2.1  Station identification, date/time, horizontal and vertical coordinates  
B/C 30.2.2  Monthly mean values of pressure, temperature, extreme temperatures vapour pressure; 

standard deviation of daily mean temperature  
B/C 30.2.3 Monthly duration of sunshine  
B/C 30.2.4  Number of days with parameters beyond certain thresholds; number of  days with 

thunderstorm and hail 
B/C 30.2.5  Occurrence of extreme values of temperature and wind speed  
B/C 30.2.6  Monthly precipitation data  
B/C 30.2.7 Number of days with precipitation beyond certain thresholds  
B/C 30.2.8  Occurrence of extreme precipitation 
B/C 30.3  Monthly normals for a land station 
B/C 30.3.1  Normals of pressure, temperatures, vapour pressure, standard deviation of daily mean 

temperature, and sunshine duration   
B/C 30.3.2  Normals of precipitation 
B/C 30.3.3 Number of missing years 
B/C 30.4  Data required by regional or national reporting practices 
 
B/C 30.1  Section 1 of BUFR or CREX 
 
B/C 30.1.1  Entries required in Section 1 of BUFR 

The following entries shall be included in BUFR Section 1: 
- BUFR master table, 
- identification of originating/generating centre, 
- identification of originating/generating sub-centre, 
- update sequence number, 
- identification of inclusion of optional section, 
- data category (= 000 for CLIMAT data), 
- international data sub-category (1), (2), 
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- local data subcategory, 
- version number of master table, 
- version number of local tables, 
- year (year of the century up to BUFR edition 3) (3), 
- month (for which the monthly values are reported) (3), 
- day (= 1) (3), 
- hour (= 0) (3), 
- minute (= 0) (3). 

Notes: 
(1) Inclusion of this entry is required starting with BUFR edition 4. 
(2) If required, the international data sub-category shall be included for CLIMAT data as 020. 
(3) The time identification refers to the beginning of the month for which the monthly mean 

values are reported. 
 

B/C 30.1.2  Entries required in Section 1 of CREX 

The following entries shall be included in CREX Section 1: 
- CREX master table, 
- CREX edition number, 
- CREX table version number, 
- version number of BUFR master table (1), 
- version number of local tables (1), 
- data category (= 000 for CLIMAT data),  
- international data sub-category (1), (2), 
- identification of originating/generating centre (1), 
- identification of originating/generating sub-centre (1), 
- update sequence number (1), 
- number of subsets (1), 
- year (1), (3), 
- month (for which the monthly values are reported) (1), (3), 
- day (= 1) (1), (3), 
- hour (= 0) (1), (3), 
- minute (= 0) (1), (3). 

Notes: 
(1) Inclusion of these entries is required starting with CREX edition 2. 
(2) If inclusion of international data sub-category is required, Note (2) under B/C 30.1.1 applies. 
(3) Note (3) under B/C 30.1.1 applies. 

 

B/C 30.2 Monthly values from a land station <3 07 071>    
 
B/C 30.2.1 Station identification, date/time, horizontal and vertical coordinates <3 01 090> 

B/C 30.2.1.1 Station identification  

WMO block number station (0 01 001) and WMO station number (0 01 002) shall be always 
reported as a non-missing value. 

Station or site name (0 01 015) shall be reported as published in WMO-No. 9, Volume A, 
Observing Stations, provided that the station name does not exceed 20 characters. A shortened 
version of the name shall be reported otherwise.  

Type of station (0 02 001) shall be reported to indicate the type of the station operation (manned, 
automatic or hybrid).  

 
B/C 30.2.1.2 Date/time (of beginning of the month)  

Date <3 01 011> and time <3 01 012> shall be reported, i.e. year (0 04 001), month (0 04 002), 
day (0 04 003) and hour (0 04 004), minute (0 04 005) of beginning of the month for which the 
monthly values are reported. Day (0 04 003) shall be set to 1 and both hour (0 04 004) and minute 
(0 04 005) shall be set to 0. 
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B/C 30.2.1.3 Horizontal and vertical coordinates 

Latitude (0 05 001) and longitude (0 06 001) of the station shall be reported in degrees with 
precision in 10-5 of a degree. 

Height of station ground above mean sea level (0 07 030) and height of barometer above mean 
sea level (0 07 031) shall be reported in meters with precision in tenths of a meter.  

 

B/C 30.2.2 Monthly mean values of pressure, temperature, extreme temperatures and vapour 
pressure; standard deviation of daily mean temperature 

The monthly mean values of pressure, pressure reduced to mean sea level or geopotential height, 
temperature, extreme temperatures and vapour pressure shall be reported. Any missing element 
shall be reported as a missing value.  
 

B/C 30.2.2.1 Reference period for the data of the month  
Monthly data (with the exception of precipitation data) are recommended to be reported for one-
month period, corresponding to the local standard time (LST) month. In that case, short time 
displacement (0 04 074) shall specify the difference between UTC and LST (set to non-positive 
values in the eastern hemisphere, non-negative values in the western hemisphere).   
Time period (0 04 023) represents the number of days in the month for which the data are 
reported, and shall be expressed as a positive value in days.  
Note: 
(1) A BUFR (or CREX) message shall contain reports for one specific month only. [71.1.4] 

 
B/C 30.2.2.2 First order statistics – Code table 0 08 023 

This datum shall be set to 4 (mean value) to indicate that the following entries represent mean 
values of the elements (pressure, pressure reduced to mean sea level or geopotential height, 
temperature, extreme temperatures and vapour pressure) averaged over the one-month period.  

 
B/C 30.2.2.3 Monthly mean value of pressure  

Monthly mean value of pressure shall be reported using 0 10 004 (Pressure) in pascals (with 
precision in tens of a pascal). 

 
B/C 30.2.2.4 Monthly mean value of pressure reduced to mean sea level 

Monthly mean value of pressure reduced to mean sea level shall be reported using 0 10 051 
(Pressure reduced to mean sea level) in pascals (with precision in tens of a pascal), if the air 
pressure at mean sea level can be computed with reasonable accuracy. 

 
B/C 30.2.2.5 Monthly mean value of geopotential height   

Monthly mean value of geopotential height of a standard level shall be reported using 0 10 009 
(Geopotential height) in geopotential meters from high-level stations which cannot give pressure 
at mean sea level to a satisfactory degree of accuracy. The standard isobaric level is specified by 
the preceding entry Pressure (0 07 004).    
 

B/C 30.2.2.6 Height of sensor above local ground  

Height of sensor above local ground (0 07 032) for temperature and humidity measurement shall 
be reported in meters (with precision in hundredths of a meter). 
This datum represents the actual height of temperature and humidity sensors above ground at the 
point where the sensors are located. 
Note: 
(1) If the height of the sensor was changed during the period specified, the value shall be that 

which existed for the greater part of the period. 
  

B/C 30.2.2.7 Monthly mean value of temperature  
Monthly mean value of temperature shall be reported using 0 12 101 (Temperature/dry bulb 
temperature) in degrees Kelvin (with precision in hundredths of a degree Kelvin); if produced in 
CREX, in degrees Celsius (with precision in hundredths of a degree Celsius). Temperature data 
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shall be reported with precision in hundredths of a degree even if they are available with the 
accuracy in tenths of a degree.   
Notes: 
(1) This requirement is based on the fact that conversion from the Kelvin to the Celsius scale 

has often resulted into distortion of the data values. 
(2) Temperature t (in degrees Celsius) shall be converted into temperature T (in degrees Kelvin) 

using equation: T = t + 273.15. 
 

B/C 30.2.2.8  Indicator to specify observing method for extreme temperatures –  
                      Code table 0 02 051 

This datum shall be set to 1 (maximum/minimum thermometers) or to 2 (automated instruments) 
or to 3 (thermograph) to indicate observing method for extreme temperatures.  
Note: 
(1) If the observing method for extreme temperatures was changed during the period specified, 

the code figure shall be that which existed for the greater part of the period. 
 
B/C 30.2.2.9 Monthly mean value of maximum temperature 

Monthly mean value of maximum temperature shall be reported in degrees Kelvin (with precision 
in hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius).  
Notes: 
(1) Notes (1) and (2) under Regulation B/C 30.2.2.7 shall apply. 
(2) The monthly mean value of maximum temperature shall be reported using 0 12 118 

(Maximum temperature at height specified, past 24 hours). The height is specified by the 
preceding entry 0 07 032. Principal time of daily reading of maximum temperature (0 04 051) 
indicates the end of the 24 hour period to which the daily maximum temperature refers. 

 
B/C 30.2.2.10 Monthly mean value of minimum temperature 

Monthly mean value of minimum temperature shall be reported in degrees Kelvin (with precision 
in hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius).  
Notes: 
(1) Notes (1) and (2) under Regulation B/C 30.2.2.7 shall apply. 
(2) The monthly mean value of minimum temperature shall be reported using 0 12 119 

(Minimum temperature at height specified, past 24 hours). The height is specified by the 
preceding entry 0 07 032. Principal time of daily reading of minimum temperature (0 04 052) 
indicates the end of the 24 hour period to which the daily minimum temperature refers. 

 
B/C 30.2.2.11 Monthly mean value of vapour pressure  

Monthly mean value of vapour pressure shall be reported using 0 13 004 (Vapour pressure) in 
pascals (with precision in tens of a pascal). 

 
B/C 30.2.2.12 First order statistics – Code table 0 08 023 

This datum shall be set to missing to indicate that the following entries do not represent the 
monthly mean values.  

 
B/C 30.2.2.13 Standard deviation of daily mean temperature 

Standard deviation of daily mean temperature (0 12 151) shall be reported in degrees Kelvin (with 
precision in hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with 
precision in hundredths of a degree Celsius). [71.3.1] 

 
B/C 30.2.2.14 Number of days in the month for which values are missing 

Number of days in the month for which values are missing shall be reported using Total number of 
missing entities (0 08 020) being preceded by Qualifier for number of missing values in calculation 
of statistic (0 08 050) in each of the required five replications (1 02 005). 
Qualifier for number of missing values in calculation of statistic (0 08 050) is    - set to 1 (pressure) 
in the first replication, 

                - set to 2 (temperature) in the second replication, 
                - set to 4 (vapour pressure) in the third replication, 
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                 - set to 7 (maximum temperature) in the fourth replication, 
- set to 8 (minimum temperature) in the fifth replication. 
The number of days in the month for which values of the parameter are missing, shall be reported 
using 0 08 020 in the corresponding replication. 

 

B/C 30.2.3 Monthly duration of sunshine 
 

B/C 30.2.3.1 Total sunshine duration 
The monthly values of total duration of sunshine shall be reported in hours using Total sunshine 
(0 14 032) and the percentage of the normal that that value represents shall be reported using 
Total sunshine (0 14 033). Any missing element shall be reported as a missing value.  
Note: 
(1) If the percentage of the normal is 1% or less but greater than 0, Total sunshine 0 14 033 

shall be set to 1. 
(2) If the normal is zero hours, Total sunshine 0 14 033 shall be set to 510. 
(3) If the normal is not defined, Total sunshine 0 14 033 shall be set to missing. [71.3.3] 

 
B/C 30.2.3.2 Number of days in the month for which sunshine data are missing  

Number of days in the month for which sunshine data are missing shall be reported using Total 
number of missing entities (0 08 020) being preceded by Qualifier for number of missing values in 
calculation of statistic (0 08 050) set to 6 (sunshine duration). 

 
B/C 30.2.4 Number of days with parameters beyond certain thresholds and number of days with 

thunderstorm and hail 
Number of days in the month with parameters beyond certain thresholds and with thunderstorm 
and hail shall be reported using Total number (0 08 022) being preceded by Conditions for which 
number of days of occurrence follows (0 08 052) in each of the required eighteen replications (1 
02 018). 
Conditions for which number of days of occurrence follows (0 08 052) is    

                - set to 0 (mean wind speed over 10-minute period ≥ 10 m s-1), 
                - set to 1 (mean wind speed over 10-minute period ≥ 20 m s-1), 
                - set to 2 (mean wind speed over 10-minute period ≥ 30 m s-1),  
                - set to 3 (maximum temperature < 273.15 K), 
                - set to 4 (maximum temperature ≥ 298.15 K), 
                - set to 5 (maximum temperature ≥ 303.15 K), 
                - set to 6 (maximum temperature ≥ 308.15 K), 
                - set to 7 (maximum temperature ≥ 313.15 K), 
                - set to 8 (minimum temperature < 273.15 K), 
                - set to 16 (snow depth > 0.00 m), 
                - set to 17 (snow depth > 0.01 m), 
                - set to 18 (snow depth > 0.10 m), 
                - set to 19 (snow depth > 0.50 m),  
                - set to 20 (horizontal visibility < 50 m), 
                - set to 21 (horizontal visibility < 100 m), 
                - set to 22 (horizontal visibility < 1000 m), 
                - set to 23 (occurrence of hail), 

- set to 24 (occurrence of thunderstorm) in the last replication. 
The number of days in the month with parameters beyond the specified thresholds and with 
thunderstorm and hail shall be reported using 0 08 022 in the corresponding replication. 
Note: 
(1) Number of days in the month with horizontal visibility beyond the specified thresholds is the 

number of days with visibility less than 50, 100 and 1000 m, respectively, irrespective of the 
duration of the period during which horizontal visibility below the specified thresholds was 
observed or recorded.  
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B/C 30.2.5 Occurrence of extreme values of temperatures and wind speed  
 
B/C 30.2.5.1 Height of sensor above local ground (for temperature) 

Height of sensor above local ground (0 07 032) for temperature measurement shall be reported in 
meters (with precision in hundredths of a meter). 
This datum represents the actual height of temperature sensor above ground at the point where 
the sensor is located. 
 

B/C 30.2.5.2 Occurrence of the highest daily mean temperature 
The day on which the highest daily mean temperature occurred shall be reported using Day (0 
04 003). If the highest daily mean temperature occurred on only one day, the preceding entry 0 
08 053 (Day of occurrence qualifier) shall be set to 0. If the highest daily mean temperature 
occurred on more than one day, the first day shall be reported for 0 04 003 and the preceding 
entry 0 08 053 shall be set to 1. [71.6.1]   
Highest daily mean temperature (0 12 152) shall be reported in degrees Kelvin (with precision in 
hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius).  
Note: 
(1) Notes (1) and (2) under Regulation B/C 30.2.2.7 shall apply. 

 
B/C 30.2.5.3 Occurrence of the lowest daily mean temperature 

The day on which the lowest daily mean temperature occurred shall be reported using Day (0 
04 003). If the lowest daily mean temperature occurred on only one day, the preceding entry 0 
08 053 (Day of occurrence qualifier) shall be set to 0. If the lowest daily mean temperature 
occurred on more than one day, the first day shall be reported for 0 04 003 and the preceding 
entry 0 08 053 shall be set to 1. [71.6.1]   
Lowest daily mean temperature (0 12 152) shall be reported in degrees Kelvin (with precision in 
hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius).  
Note: 
(1) Notes (1) and (2) under Regulation B/C 30.2.2.7 shall apply. 

 
B/C 30.2.5.4 Occurrence of the highest air temperature of the month 

The day on which the highest air temperature occurred shall be reported using Day (0 04 003). If 
the highest air temperature occurred on only one day, the preceding entry 0 08 053 (Day of 
occurrence qualifier) shall be set to 0. If the highest air temperature occurred on more than one 
day, the first day shall be reported for 0 04 003 and the preceding entry 0 08 053 shall be set to 1. 
[71.6.1]   
The highest air temperature of the month shall be reported using 0 12 101 (Temperature/dry bulb 
temperature), preceded by First order statistics (0 08 023) set to 2 (maximum value). The 
temperature shall be reported in degrees Kelvin (with precision in hundredths of a degree Kelvin); 
if produced in CREX, in degrees Celsius (with precision in hundredths of a degree Celsius).  
Note: 
(1) Notes (1) and (2) under Regulation B/C 30.2.2.7 shall apply. 

 
B/C 30.2.5.5 Occurrence of the lowest air temperature of the month 

The day on which the lowest air temperature occurred shall be reported using Day (0 04 003). If 
the lowest air temperature occurred on only one day, the preceding entry 0 08 053 (Day of 
occurrence qualifier) shall be set to 0. If the lowest air temperature occurred on more than one 
day, the first day shall be reported for 0 04 003 and the preceding entry 0 08 053 shall be set to 1. 
[71.6.1]   
The lowest air temperature of the month shall be reported using 0 12 101 (Temperature/dry bulb 
temperature), preceded by First order statistics (0 08 023) set to 3 (minimum value). The 
temperature shall be reported in degrees Kelvin (with precision in hundredths of a degree Kelvin); 
if produced in CREX, in degrees Celsius (with precision in hundredths of a degree Celsius).  
Note: 
(1) Notes (1) and (2) under Regulation B/C 30.2.2.7 shall apply. 



 وصياتالت
 

287

B/C 30.2.5.6 Height of sensor above local ground (for wind measurement) 

Height of sensor above local ground (0 07 032) for wind measurement shall be reported in meters 
(with precision in hundredths of a meter). 
This datum represents the actual height of wind sensors above ground at the point where the 
sensors are located. 
 

B/C 30.2.5.7 Type of instrumentation for wind measurement - Flag table 0 02 002 

This datum shall be used to specify whether the wind speed was measured by certified instruments 
(bit No. 1 set to 1) or estimated on the basis of the Beaufort wind scale (bit No. 1 set to 0), and to 
indicate the original units for wind speed measurement. Bit No. 2 set to 1 indicates that wind speed 
was originally measured in knots and bit No. 3 set to 1 indicates that wind speed was originally 
measured in kilometers per hour. Setting both bits No.2 and No.3 to 0 indicates that wind speed 
was originally measured in meters per second. 

In CREX, type of instrumentation for wind measurement (0 02 002) shall be reported in octal 
representation. For example, if wind speed was measured by instruments in knots (bit No.1 and bit 
No.2 set to 1), then this datum shall be reported as 14. 

 
B/C 30.2.5.8 Occurrence of the highest instantaneous wind speed of the month 

The day on which the highest instantaneous wind speed occurred shall be reported using Day (0 
04 003). If the highest instantaneous wind speed occurred on only one day, the preceding entry 0 
08 053 (Day of occurrence qualifier) shall be set to 0. If the highest instantaneous wind speed 
occurred on more than one day, the first day shall be reported for 0 04 003 and the preceding 
entry 0 08 053 shall be set to 1. [71.6.1]   
The highest instantaneous wind speed of the month shall be reported using 0 11 046 (Maximum 
instantaneous wind speed) in meters per second (with precision in tenths of a meter per second).  
 

B/C 30.2.6 Monthly precipitation data  

B/C 30.2.6.1 Date/time (of beginning of the one-month period for precipitation data)  

Day (0 04 003) and hour (0 04 004) of the beginning of the one-month period for monthly 
precipitation data are reported. Day (0 04 003) shall be set to 1 and hour (0 04 004) shall be set to 6. 
Notes: 
(1) In case of precipitation measurements, a month begins at 0600 hours UTC on the first day of 

the month and ends at 0600 hours UTC on the first day of the following month [Guide to 
Climatoligical Practices, WMO-No. 100]. 

(2) Year (0 04 001), month (0 04 002) and minute (0 04 005) of the beginning of the one-month 
period specified in the Regulations B/C 30.2.1.2 apply.  

B/C 30.2.6.2 Period of reference for precipitation data of the month 
Time period (0 04 023) represents the number of days in the month for which the monthly mean 
data are reported, and shall be expressed as a positive value in days.  
Note: 
(1) A BUFR (or CREX) message shall contain reports for one specific month only. [71.1.4] 

B/C 30.2.6.3 Height of sensor above local ground 

Height of sensor above local ground (0 07 032) for precipitation measurement shall be reported in 
meters (with precision in hundredths of a meter). 
This datum represents the actual height of the rain gauge rim above ground at the point where the 
rain gauge is located. 
Note: 
(1) If the height of the sensor was changed during the period specified, the value shall be that 

which existed for the greater part of the period. 
 B/C 30.2.6.4 Total amount of precipitation of the month 
Total accumulated precipitation (0 13 060) which has fallen during the month shall be reported in 
kilograms per square meter (with precision in tenths of a kilogram per square meter). 
Note: 
(1)  Trace shall be reported as “- 0.1 kg m-2 “. 
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B/C 30.2.6.5 Indication of frequency group    
Frequency group in which the total amount of precipitation of the month falls shall be reported 
using Code table 0 13 051 (Frequency group; precipitation). 
Note: 
(1) If for a particular month the total amount of precipitation is zero, the code figure for 0 13 051 

shall be given by the highest number of quintile which has 0.0 as lower limit (e.g. in months 
with no rainfall in the 30-year period, 0 13 051 shall be set to 5). [71.3.2]   

B/C 30.2.6.6 Number of days with precipitation equal to or greater than 1 mm 
Number of days in the month with precipitation equal to or greater than 1 kilogram per square 
meter shall be reported using 0 04 053 (Number of days in the month with precipitation equal to or 
greater than 1 mm).  

 
B/C 30.2.6.7 Number of days in the month for which precipitation data is missing  

Number of days in the month for which precipitation is missing shall be reported using Total 
number of missing entities (0 08 020) being preceded by Qualifier for number of missing values in 
calculation of statistic (0 08 050) set to 5 (precipitation). 

 
B/C 30.2.7 Number of days with precipitation beyond certain thresholds  

Number of days in the month with precipitation beyond certain thresholds shall be reported using 
Total number (0 08 022) being preceded by Conditions for which number of days of occurrence 
follows (0 08 052) in each of the required six replications (1 02 006). 
Conditions for which number of days of occurrence follows (0 08 052) is    

                - set to 10 (precipitation ≥  1.0 kg m-2) in the first replication, 
                - set to 11 (precipitation ≥  5.0 kg m-2), 
                - set to 12 (precipitation ≥  10.0 kg m-2),  
                - set to 13 (precipitation ≥  50.0 kg m-2), 
                - set to 14 (precipitation ≥  100.0 kg m-2), 
                - set to 15 (precipitation ≥  150.0 kg m-2) in the last replication. 

The number of days in the month with precipitation beyond the specified thresholds shall be 
reported using 0 08 022 in the corresponding replication. 
 

B/C 30.2.8 Occurrence of extreme precipitation 
The day on which the highest daily amount of precipitation occurred shall be reported using Day 
(0 04 003). If the highest daily amount of precipitation occurred on only one day, the preceding 
entry 0 08 053 (Day of occurrence qualifier) shall be set to 0. If the highest daily amount of 
precipitation occurred on more than one day, the first day shall be reported for 0 04 003 and the 
preceding entry 0 08 053 shall be set to 1. [71.6.1]   

Highest daily amount of precipitation (0 13 052) shall be reported in kilograms per square meter 
(with precision in tenths of a kilogram per square meter). 
Note: 
 (1)  Trace shall be reported as “- 0.1 kg m-2 “. 

 
B/C 30.3  Monthly normals for a land station <3 07 072>  

Meteorological Services shall submit to the Secretariat complete normal data of the elements for 
stations to be included in the CLIMAT bulletins. The same shall apply when Services consider it 
necessary to make amendments to previously published normal values. [71.4.1]   

 
B/C 30.3.1 Normals of pressure, temperatures, vapour pressure, standard deviation of daily mean  

temperature, and sunshine duration   

Normal values of pressure, pressure reduced to mean sea level or geopotential height, temperature, 
extreme temperatures, vapour pressure, standard deviation of daily mean temperature, and 
sunshine duration shall be reported. Any missing element shall be reported as a missing value.  

B/C 30.3.1.1 Reference period for normal data 

Reference period for calculation of the normal values of the elements shall be reported using two 
consecutive entries 0 04 001 (Year). The first 0 04 001 shall express the year of beginning of the 
reference period and the second 0 04 001 shall express the year of ending of the reference period.  
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Note: 
(1) The normal data reported shall be deduced from observations made over a specific period 

defined by Technical Regulations. [71.4.2] 
 
B/C 30.3.1.2 Specification of the one-month period for which normals are reported  

The one-month period for which the normal values are reported shall be specified by month (0 
04 002), day (0 04 003) being set to 1, hour (0 04 004) being set to 0, short time displacement (0 
04 074) and time period (0 04 022) being set to 1, i.e. 1 month. 
Short time displacement (0 04 074) shall be set to non-positive values in the eastern hemisphere, 
negative values in the western hemisphere.   

B/C 30.3.1.3 First order statistics – Code table 0 08 023 
This datum shall be set to 4 (mean value) to indicate that the following entries represent mean 
values of the elements (pressure, pressure reduced to mean sea level or geopotential height, 
temperature, extreme temperatures, vapour pressure, standard deviation of daily mean temperature 
and sunshine duration) averaged over the reference period specified in Regulation B/C 30.3.1.1.  

B/C 30.3.1.4 Normal value of pressure  
Normal value of pressure shall be reported using 0 10 004 (Pressure) in pascals (with precision in 
tens of a pascal). 

B/C 30.3.1.5 Normal value of pressure reduced to mean sea level 
Normal value of pressure reduced to mean sea level shall be reported using 0 10 051 (Pressure 
reduced to mean sea level) in pascals (with precision in tens of a pascal), if the air pressure at 
mean sea level can be computed with reasonable accuracy. 

B/C 30.3.1.6 Normal value of geopotential height   
Normal value of geopotential height of a standard level shall be reported using 0 10 009 
(Geopotential height) in geopotential meters from high-level stations which cannot give pressure 
at mean sea level to a satisfactory degree of accuracy. The standard isobaric level is specified by 
the preceding entry Pressure (0 07 004).    

B/C 30.3.1.7 Height of sensor above local ground  
Regulation B/C 30.2.2.6 shall apply. 

B/C 30.3.1.8 Normal value of temperature  
Normal value of temperature shall be reported using 0 12 101 (Temperature/dry bulb temperature) 
in degrees Kelvin (with precision in hundredths of a degree Kelvin); if produced in CREX, in 
degrees Celsius (with precision in hundredths of a degree Celsius).   
Note: 
(1) Notes (1) and (2) under Regulation B/C 30.2.2.7 shall apply. 

B/C 30.3.1.9 Indicator to specify observing method for extreme temperatures – Code table 0 02 051 
Regulation B/C 30.2.2.8 shall apply. 

B/C 30.3.1.10 Normal value of maximum temperature 
Normal value of maximum temperature shall be reported in degrees Kelvin (with precision in 
hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius).  
Notes: 
(1) Notes (1) and (2) under Regulation B/C 30.2.2.7 shall apply. 
(2) Note (2) under Regulation B/C 30.2.2.9 shall apply. 

B/C 30.3.1.11 Normal value of minimum temperature 
Normal value of minimum temperature shall be reported in degrees Kelvin (with precision in 
hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 
hundredths of a degree Celsius).  
Notes: 
(1) Notes (1) and (2) under Regulation B/C 30.2.2.7 shall apply. 
(2) Note (2) under Regulation B/C 30.2.2.10 shall apply. 
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B/C 30.3.1.12 Normal value of vapour pressure  
Normal value of vapour pressure shall be reported using 0 13 004 (Vapour pressure) in pascals 
(with precision in tens of a pascal). 

B/C 30.3.1.13 Normal value of standard deviation of daily mean temperature 
Normal value of standard deviation of daily mean temperature shall be reported using 0 12 151 in 
degrees Kelvin (with precision in hundredths of a degree Kelvin); if produced in CREX, in degrees 
Celsius (with precision in hundredths of a degree Celsius).  

B/C 30.3.1.14 Normal of monthly sunshine duration 
Normal of monthly sunshine duration shall be reported in hours using 0 14 032 (Total sunshine).  

B/C 30.3.2 Normals of precipitation 
Normal values of monthly amount of precipitation and of number of days in the month with 
precipitation equal to or greater than 1 mm, shall be reported. Any missing element shall be 
reported as a missing value.  

B/C 30.3.2.1 Reference period for normal values of precipitation 
Reference period for calculation of the normal values of precipitation shall be reported using two 
consecutive entries 0 04 001 (Year). The first 0 04 001 shall express the year of beginning of the 
reference period and the second 0 04 001 shall express the year of ending of the reference period.  
Note: 
(1) Note (1) under Regulation B/C 30.3.1.1 shall apply. 

B/C 30.3.2.2 Specification of the one-month period for which normals are reported  
The one-month period for which the normals of precipitation are reported shall be specified by 
month (0 04 002), day (0 04 003) being set to 1, hour (0 04 004) being set to 6 and time period (0 
04 022) being set to 1, i.e. 1 month. 
Note: 
(1) Note (1) under Regulation B/C 30.2.6.1 shall apply. 

B/C 30.3.2.3 Height of sensor above local ground 
Regulation B/C 30.2.6.3 shall apply. 

B/C 30.3.2.4 First order statistics – Code table 0 08 023 
This datum shall be set to 4 (mean value) to indicate that the following entries represent mean 
values of precipitation data, averaged over the reference period specified in Regulation B/C 
30.3.2.1.  

B/C 30.3.2.5 Normal value of monthly amount of precipitation  
Normal value of monthly amount of precipitation shall be reported in kilograms per square meter 
(with precision in tenths of a kilogram per square meter) using 0 13 060 (Total accumulated 
precipitation). 
Note: 
(1)  Trace shall be reported as “- 0.1 kg m-2 “. 

B/C 30.3.2.6 Normal value of number of days with precipitation ≥ 1 mm 
Normal value of number of days in the month with precipitation equal to or greater than  
1 kilogram per square meter shall be reported using  0 04 053 (Number of days in the month with 
precipitation equal to or greater than 1 mm).  

B/C 30.3.3 Number of missing years  
Number of missing years within the reference period shall be reported using Total number of 
missing entities (0 08 020) being preceded by Qualifier for number of missing values in calculation 
of statistic (0 08 050) in each of the required eight replications  
(1 02 008). 
Qualifier for number of missing values in calculation of statistic (0 08 050) is     
- set to 1 (pressure) in the first replication, 
- set to 2 (temperature), 



 وصياتالت
 

291

- set to 3 (extreme temperatures), 
- set to 4 (vapour pressure), 
- set to 5 (precipitation), 
- set to 6 (sunshine duration), 
- set to 7 (maximum temperature), 
- set to 8 (minimum temperature) in the last replication. 
The number of missing years within the reference period for calculation of the normal values of 
the element shall be reported using 0 08 020 in the corresponding replication. 
Note: 
(1) The number of missing years within the reference period from the calculation of normal for 

mean extreme air temperature should be given, if available, for both the calculation of 
normal maximum temperature and for the calculation of normal minimum temperature in 
addition to the number of missing years for the extreme air temperatures reported under 0 
08 020 preceded by 0 08 050 in which Figure 3 is used. 

B/C 30.4  Data required by regional or national reporting practices 
No additional data are currently required by regional or national reporting practices for CLIMAT 
data in the Manual on Codes, WMO-No. 306, Volume II. 

B/C32 – Regulations for reporting CLIMAT SHIP data in TDCF 

TM 308013 -  BUFR template for reports of monthly values from an ocean weather station suitable 
for CLIMAT SHIP data 

3 08 013  Sequence for representation of monthly values  suitable for  
CLIMAT SHIP data 

 3 08 011 Monthly values from an ocean weather station 
 3 08 012 Monthly normals for an ocean weather station 

 
        Monthly values from an ocean weather station (data of CLIMAT SHIP Section 1) 
        Sequence BUFR descriptor <3 08 011> expands as shown in the leftmost column below. 

  Station identification, date/time, horizontal and vertical 
coordinates 

Unit, scale 

0 01 011  Ship's call sign CCITT IA5, 0 
0 02 001  Type of station Code table, 0 
3 01 011 0 04 001 Year(1) Year, 0 

 0 04 002 Month(1) Month, 0 
 0 04 003 Day (= 1) (1) Day, 0 

3 01 012 0 04 004 Hour (= 0) (1) Hour, 0 
 0 04 005 Minute (= 0) (1) Minute, 0 

3 01 023 0 05 002 Latitude (coarse accuracy)                       LaLaLa Degree, 2 
 0 06 002 Longitude (coarse accuracy)                    LoLoLoLo Degree, 2 

0 07 030  Height of station platform above mean sea level  m, 1 
0 07 031  Height of barometer above mean sea level  m, 1 

  Monthly mean values of pressure, temperature, vapour 
pressure and sea/water temperature 

 

0 04 074  Short time displacement (= UTC - LST) (1) Hour, 0 
0 04 023  Time period  (=  number of days in the month) Day, 0 
0 08 023  First order statistics  (= 4; mean value)  Code table, 0 

0 10 051                                                                                   ______ 
Pressure reduced to msl                          PPPP Pa, –1 

0 07 032  Height of sensor above marine deck platform 
(for temperature measurement) (3) 

m, 2 

0 07 033  Height of sensor above water surface 
(for temperature measurement) (3) 

m, 1 

 
0 12 101  

                                                                                      _____ 
Temperature/dry-bulb temperature          snTTT 
                                                                

 
K, 2 

0 13 004                                                                                       ____ 
Vapour pressure                                         eee Pa, -1 
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 0 07 032  Height of sensor above marine deck platform 
(set to missing to cancel the previous value) 

m, 2 

0 07 033  Height of sensor above water surface 
(set to missing to cancel the previous value) 

m, 1 

3 02 056  Sea surface temperature, method of measurement, and 
depth below sea surface 

 

 0 02 038 Method of sea/water temperature measurement(3) Code table, 0 
 0 07 063 Depth below sea/water surface  

(for sea surface temperature measurement) (3) 
m, 2 

 0 22 043                                                              ________  
Sea/water temperature                        snTwTwTw            K, 2 

 0 07 063 Depth below sea/water surface  
(set to missing to cancel the previous value) 

m, 2 

0 08 023  First order statistics  
(set to missing to cancel the previous value) 

Code table, 0 

  Monthly precipitation data  
0 04 003  Day (= 1) (2) Day, 0 
0 04 004  Hour (= 6) (2) Hour, 0 
0 04 023  Time period  (=  number of days in the month) (2) Day, 0 

 0 07 032  Height of sensor above marine deck platform(3) m, 2 
0 13 060  Total accumulated precipitation             R1R1R1R1  kg m-2, 1 
0 13 051   Frequency group; precipitation                        Rd  Code table, 0 
0 04 053  Number of days with precipitation equal to or more than 1 

mm                                                     nrnr   
Numeric, 0 

0 07 032  Height of sensor above marine deck platform 
(set to missing to cancel the previous value) 

m, 2 

      Monthly normals for an ocean weather station (data of CLIMAT SHIP Section 2) 
      Sequence BUFR descriptor <3 08 012> expands as shown in the leftmost column below. 

  Normals of pressure, temperature, vapour pressure 
and sea/water temperature  

Unit, scale 

0 04 001  Year (of beginning of the reference period) Year, 0 
0 04 001  Year (of ending of the reference period) Year, 0 
0 04 002  Month Month, 0 
0 04 003  Day  (= 1) (1) Day, 0 
0 04 004  Hour (= 0) (1) Hour, 0 
0 04 074  Short time displacement (= UTC - LST) (1) Hour, 0 
0 04 022  Time period  (= 1) Month, 0 
0 08 023  First order statistics  (= 4; mean value)  Code table, 0 

0 10 051                                                                                   ______ 
Pressure reduced to msl                          PPPP Pa, –1 

0 07 032  Height of sensor above marine deck platform 
(for temperature measurement) (3) 

m, 2 

0 07 033  Height of sensor above water surface 
(for temperature measurement) (3) 

m, 1 

 
0 12 101  

                                                                                       _____ 
Temperature/dry-bulb temperature          snTTT 
                                                                

 
K, 2 

0 13 004                                                                                       ____ 
Vapour pressure                                         eee Pa, -1 

 0 07 032  Height of sensor above marine deck platform 
(set to missing to cancel the previous value 

m, 2 

0 07 033  Height of sensor above water surface 
(set to missing to cancel the previous value) 

m, 1 

3 02 056  Sea surface temperature, method of measurement, and 
depth below sea surface 

 

 0 02 038 Method of sea/water temperature measurement(3) Code table, 0 
 0 07 063 Depth below sea/water surface  

(for sea surface temperature measurement) (3) 
m, 2 

 0 22 043                                                               ________  
Sea/water temperature                        snTwTwTw            

K, 2 
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 0 07 063 Depth below sea/water surface  
(set to missing to cancel the previous value) 

m, 2 

0 08 023  First order statistics   
(set to missing to cancel the previous value) 

Code table, 0 

  Normals of precipitation  
0 04 001  Year (of beginning of the reference period) Year, 0 
0 04 001  Year (of ending of the reference period) Year, 0 
0 04 002  Month Month, 0 
0 04 003  Day  (= 1) (2) Day, 0 
0 04 004  Hour (= 6) (2) Hour, 0 
0 04 022  Time period  (= 1) Month, 0 

 0 07 032  Height of sensor above marine deck platform 
(for precipitation measurement) (3) 

m, 2 

0 08 023  First order statistics  (= 4; mean value)  Code table, 0 
0 13 060  Total accumulated precipitation             R1R1R1R1 kg m-2, 1 
0 04 053  Number of days with precipitation equal to or more than 1 

mm                                                     nrnr   
Numeric, 0 

0 08 023  First order statistics   
(set to missing to cancel the previous value) 

Code table, 0 

 
Notes:  

(1) The time identification refers to the beginning of the one-month period. Except for precipitation 
measurements, the one-month period is recommended to correspond to the local standard time 
(LST) month [7].  

(2) In case of precipitation measurements, the one-month period begins at 06 UTC on the first day of 
the month and ends at 06 UTC on the first day of the following month [5]. 

(3) If the heights/depth of sensors or method of sea/water temperature measurement were changed 
during the period specified, the value shall be that which existed for the greater part of the period. 

 
 
Regulations: 
 
 
B/C 32.1   Section 1 of BUFR or CREX 
B/C 32.2   Monthly values from an ocean weather station 
B/C 32.2.1  Station identification, date/time, horizontal and vertical coordinates  
B/C 32.2.2  Monthly mean values of pressure, temperature, vapour pressure and sea/water temperature  
B/C 32.2.3  Monthly precipitation data  
B/C 32.3   Monthly normals for an ocean weather station 
B/C 32.3.1   Normals of pressure, temperature, vapour pressure and sea/water temperature 
B/C 32.3.2  Normals of precipitation 
B/C 32.4   Data required by regional or national reporting practices 
 
B/C 32.1  Section 1 of BUFR or CREX 

B/C 32.1.1  Entries required in Section 1 of BUFR 
The following entries shall be included in BUFR Section 1: 
- BUFR master table, 
- identification of originating/generating centre, 
- identification of originating/generating sub-centre, 
- update sequence number, 
- identification of inclusion of optional section, 
- data category (= 001 for CLIMAT SHIP data), 
- international data sub-category (1), (2), 
- local data subcategory, 
- version number of master table, 
- version number of local tables, 
- year (year of the century up to BUFR edition 3) (3), 
- month (for which the monthly values are reported) (3), 
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- day (= 1) (3), 
- hour (= 0) (3), 
- minute (= 0) (3). 

Notes: 
(1) Inclusion of this entry is required starting with BUFR edition 4. 
(2) If required, the international data sub-category shall be included for CLIMAT SHIP data as 

020.  
(3) The time identification refers to the beginning of the month for which the monthly mean 

values are reported. 

B/C 32.1.2  Entries required in Section 1 of CREX 
The following entries shall be included in CREX Section 1: 

- CREX master table, 
- CREX edition number, 
- CREX table version number, 
- version number of BUFR master table (1), 
- version number of local tables (1), 
- data category (= 001 for CLIMAT SHIP data),  
- international data sub-category (1), (2), 
- identification of originating/generating centre (1), 
- identification of originating/generating sub-centre (1), 
- update sequence number (1), 
- number of subsets (1), 
- year (1), (3), 
- month (for which the monthly values are reported) (1), (3), 
- day (= 1) (1), (3), 
- hour (= 0) (1), (3), 
- minute (= 0) (1), (3). 

Notes: 
(1) Inclusion of these entries is required starting with CREX edition 2. 
(2) If inclusion of international data sub-category is required, Note (2) under B/C 32.1.1 applies. 
(3) Note (3) under B/C 32.1.1 applies. 

  

B/C 32.2 Monthly values from an ocean weather station <3 08 011>    

B/C 32.2.1 Station identification, date/time, horizontal and vertical coordinates 

B/C 32.2.1.1 Station identification  

Ship identifier (0 01 011) shall be always reported as a non-missing value.  

Type of station (0 02 001) shall be reported to indicate the type of the station operation (manned, 
automatic or hybrid).  

B/C 32.2.1.2 Date/time (of beginning of the month)  

Date <3 01 011> and time <3 01 012> shall be reported, i.e. year (0 04 001), month (0 04 002), 
day (0 04 003) and hour (0 04 004), minute (0 04 005) of beginning of the month for which the 
monthly values are reported. Day (0 04 003) shall be set to 1 and both hour (0 04 004) and minute 
(0 04 005) shall be set to 0. 

B/C 32.2.1.3 Horizontal and vertical coordinates 

Latitude (0 05 002) and longitude (0 06 002) of the station shall be reported in degrees with 
precision in hundredths of a degree. 
Height of station platform above mean sea level (0 07 030) and height of barometer above mean 
sea level (0 07 031) shall be reported in meters with precision in tenths of a meter.  

B/C 32.2.2 Monthly mean values of pressure, temperature, vapour pressure and sea/water 
temperature 
The monthly mean values of pressure reduced to mean sea level, temperature, vapour pressure 
and sea/water temperature shall be reported. Any missing element shall be reported as a missing 
value.  
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B/C 32.2.2.1 Reference period for the data of the month  
Monthly data (with the exception of precipitation data) are recommended to be reported for one-
month period, corresponding to the local standard time (LST) month. In that case, short time 
displacement (0 04 074) shall specify the difference between UTC and LST (set to non-positive 
values in the eastern hemisphere, non-negative values in the western hemisphere).   
Time period (0 04 023) represents the number of days in the month for which the data are 
reported, and shall be expressed as a positive value in days.  
Note: 
(1) A BUFR (or CREX) message shall contain reports for one specific month only. [72.1.3] 

B/C 32.2.2.2 First order statistics – Code table 0 08 023 
This datum shall be set to 4 (mean value) to indicate that the following entries represent mean 
values of the elements (pressure reduced to mean sea level, temperature, vapour pressure and 
sea/water temperature) averaged over the one-month period.  

B/C 32.2.2.3 Monthly mean value of pressure reduced to mean sea level 
Monthly mean value of pressure reduced to mean sea level shall be reported using 0 10 051 
(Pressure reduced to mean sea level) in pascals (with precision in tens of a pascal). 

B/C 32.2.2.4 Height of sensor above marine deck platform and height of sensor above water surface 
Height of sensor above marine deck platform (0 07 032) for temperature and humidity 
measurement shall be reported in meters (with precision in hundredths of a meter). This datum 
represents the actual height of temperature and humidity sensors above marine deck platform at 
the point where the sensors are located. 
Height of sensor above water surface (0 07 033) for temperature and humidity measurement shall 
be reported in meters (with precision in hundredths of a meter). This datum represents the actual 
height of temperature and humidity sensors above water surface of sea or lake. 
Note: 
(1) If the heights of the sensors were changed during the period specified, the value shall be that 

which existed for the greater part of the period. 

B/C 32.2.2.5 Monthly mean value of temperature  
Monthly mean value of temperature shall be reported using 0 12 101 (Temperature/dry bulb 
temperature) in degrees Kelvin (with precision in hundredths of a degree Kelvin); if produced in 
CREX, in degrees Celsius (with precision in hundredths of a degree Celsius). Temperature data 
shall be reported with precision in hundredths of a degree even if they are available with the 
accuracy in tenths of a degree.   
Notes: 
(1) This requirement is based on the fact that conversion from the Kelvin to the Celsius scale 

has often resulted into distortion of the data values. 
(2) Temperature t (in degrees Celsius) shall be converted into temperature T (in degrees Kelvin) 

using equation: T = t + 273.15. 

B/C 32.2.2.6 Monthly mean value of vapour pressure  
Monthly mean value of vapour pressure shall be reported using 0 13 004 (Vapour pressure) in 
pascals (with precision in tens of a pascal). 

B/C 32.2.2.7 Monthly mean value of sea surface temperature, method of its measurement and depth 
below sea/water surface  

Method of sea/water temperature measurement shall be reported by Code table 0 02 038; depth 
below sea/water surface (0 07 063) shall be reported in meters (with precision in hundredths of a 
meter).  
Monthly mean value of sea surface temperature shall be reported using 0 22 043 (Sea/water 
temperature) in degrees Kelvin (with precision in hundredths of a degree Kelvin); if produced in 
CREX, in degrees Celsius (with precision in hundredths of a degree Celsius). Sea/water 
temperature data shall be reported with precision in hundredths of a degree even if they are 
available with the accuracy in tenths of a degree. 
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Notes: 
(1) If the method of sea/water temperature measurement or the depth of the sensor below 

sea/water surface was changed during the period specified, the value shall be that which 
existed for the greater part of the period. 

(2) Notes (1) and (2) under Regulation B/C 32.2.2.5 shall apply. 

B/C 32.2.2.8 First order statistics – Code table 0 08 023 
This datum shall be set to missing to indicate that the following entries do not represent the 
monthly mean values.  

B/C 32.2.3 Monthly precipitation data  

B/C 32.2.3.1 Date/time (of beginning of the one-month period for precipitation data)  
Day (0 04 003) and hour (0 04 004) of the beginning of the one-month period for monthly 
precipitation data are reported. Day (0 04 003) shall be set to 1 and hour (0 04 004) shall be set to 6. 
Notes: 
(1) In case of precipitation measurements, a month begins at 0600 hours UTC on the first day 

of the month and ends at 0600 hours UTC on the first day of the following month [Guide to 
Climatoligical Practices, WMO-No. 100]. 

(2) Year (0 04 001), month (0 04 002) and minute (0 04 005) of the beginning of the month 
specified in the Regulations B/C 32.2.1.2 apply.  

B/C 32.2.3.2 Period of reference for precipitation data of the month 
Time period (0 04 023) represents the number of days in the month for which the monthly mean 
data are reported, and shall be expressed as a positive value in days.  
Note: 
(1) A BUFR (or CREX) message shall contain reports for one specific month only. [72.1.3] 

B/C 32.2.3.3 Height of sensor above marine deck platform 
Height of sensor above marine deck platform (0 07 032) for precipitation measurement shall be 
reported in meters (with precision in hundredths of a meter). 
This datum represents the actual height of the rain gauge rim above marine deck platform at the 
point where the rain gauge is located. 
Note: 
(1) If the height of the sensor was changed during the period specified, the value shall be that 

which existed for the greater part of the period. 

B/C 32.2.3.4 Total amount of precipitation of the month 
Total accumulated precipitation (0 13 060) which has fallen during the month shall be reported in 
kilograms per square meter (with precision in tenths of a kilogram per square meter). 
Note: 
 (1)  Trace shall be reported as “- 0.1 kg m-2 “. 

B/C 32.2.3.5 Indication of frequency group    
Frequency group in which the total amount of precipitation of the month falls shall be reported 
using Code table 0 13 051 (Frequency group; precipitation). 
Note: 
(1) If for a particular month the total amount of precipitation is zero, the code figure for 0 13 051 

shall be given by the highest number of quintile which has 0.0 as lower limit (e.g. in months 
with no rainfall in the 30-year period, 0 13 051 shall be set to 5). [72.1.4.2]   

B/C 32.2.3.6 Number of days with precipitation equal to or greater than 1 mm 
Number of days in the month with precipitation equal to or greater than 1 kilogram per square 
meter shall be reported using  0 04 053 (Number of days in the month with precipitation equal to 
or greater than 1 mm).  
Note: 
(1) When the monthly total precipitation is not available, both 0 13 060 and 0 04 053 shall be set 

to missing. [72.1.4.1] 
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B/C 32.3  Monthly normals for an ocean weather station <3 08 012>  
Meteorological Services shall submit to the Secretariat complete normal data of the elements for 
stations to be included in the CLIMAT bulletins. The same shall apply when Services consider it 
necessary to make amendments to previously published normal values. [72.2.1]   

B/C 32.3.1 Normals of pressure, temperature, vapour pressure and sea/water temperature 
Normal values of pressure reduced to mean sea level, temperature, vapour pressure and 
sea/water temperature shall be reported. Any missing element shall be reported as a missing 
value.  

B/C 32.3.1.1 Reference period for normal data 
Reference period for calculation of the normal values of the elements shall be reported using two 
consecutive entries 0 04 001 (Year). The first 0 04 001 shall express the year of beginning of the 
reference period and the second 0 04 001 shall express the year of ending of the reference period.  
Note: 
(1) The normal data of pressure, temperature and sea/water temperature reported shall be 

deduced from observations made over a 30-year normal period. [72.2.2] 

B/C 32.3.1.2 Specification of the one-month period for which normals are reported  
The one-month period for which the normal values are reported shall be specified by month (0 
04 002), day (0 04 003) being set to 1, hour (0 04 004) being set to 0, short time displacement (0 
04 074) and time period (0 04 022) being set to 1, i.e. 1 month. 
Short time displacement (0 04 074) shall be set to non-positive values in the eastern hemisphere, 
non-negative values in the western hemisphere.   

B/C 32.3.1.3 First order statistics – Code table 0 08 023 
This datum shall be set to 4 (mean value) to indicate that the following entries represent mean 
values of the elements (pressure reduced to mean sea level, temperature, vapour pressure and 
sea/water temperature) averaged over the reference period specified in Regulation B/C 32.3.1.1.  

B/C 32.3.1.4 Normal value of pressure reduced to mean sea level 
Normal value of pressure reduced to mean sea level shall be reported using 0 10 051 (Pressure 
reduced to mean sea level) in pascals (with precision in tens of a pascal). 

B/C 32.3.1.5 Height of sensor above marine deck platform and height of sensor above water surface 
Regulation B/C 32.2.2.4 shall apply. 

B/C 32.3.1.6 Normal value of temperature  
Normal value of temperature shall be reported using 0 12 101 (Temperature/dry bulb temperature) 
in degrees Kelvin (with precision in hundredths of a degree Kelvin); if produced in CREX, in 
degrees Celsius (with precision in hundredths of a degree Celsius).   
Note: 
(1) Notes (1) and (2) under Regulation B/C 32.2.2.5 shall apply. 

B/C 32.3.1.7 Normal value of vapour pressure  
Normal value of vapour pressure shall be reported using 0 13 004 (Vapour pressure) in pascals 
(with precision in tens of a pascal). 

B/C 32.3.1.8 Normal value of sea surface temperature, method of measurement and depth below 
sea/water surface  
Method of sea/water temperature measurement shall be reported by Code table 0 02 038; depth 
below sea/water surface (0 07 063) shall be reported in meters (with precision in hundredths of a 
meter).  
Normal value of sea surface temperature shall be reported using 0 22 043 (Sea/water 
temperature) in degrees Kelvin (with precision in hundredths of a degree Kelvin); if produced in 
CREX, in degrees Celsius (with precision in hundredths of a degree Celsius).  
Notes: 
(1) Note (1) under Regulation B/C 32.2.2.7 shall apply. 
(2) Notes (1) and (2) under Regulation B/C 32.2.2.5 shall apply. 



  للجنة النظم الأساسية(2006)التقرير النهائي الموجز للدورة الاستثنائية 
 

298

B/C 32.3.2 Normals of precipitation 
Normal values of monthly amount of precipitation and of number of days in the month with 
precipitation equal to or greater than 1 mm, shall be reported. Any missing element shall be 
reported as a missing value.  

B/C 32.3.2.1 Reference period for normal values of precipitation 
Reference period for calculation of the normal values of precipitation shall be reported using two 
consecutive entries 0 04 001 (Year). The first 0 04 001 shall express the year of beginning of the 
reference period and the second 0 04 001 shall express the year of ending of the reference period.  

B/C 32.3.2.2 Specification of the one-month period for which normals are reported  
The one-month period for which the normals of precipitation are reported shall be specified by 
month (0 04 002), day (0 04 003) being set to 1, hour (0 04 004) being set to 6 and time period (0 
04 022) being set to 1, i.e. 1 month. 
Note: 
(1) Note (1) under Regulation B/C 32.2.3.1 shall apply. 

B/C 32.3.2.3 Height of sensor above local marine deck platform 
Regulation B/C 32.2.3.3 shall apply. 

B/C 32.3.2.4 First order statistics – Code table 0 08 023 
This datum shall be set to 4 (mean value) to indicate that the following entries represent mean 
values of precipitation data, averaged over the reference period specified in Regulation B/C 
32.3.2.1.  

B/C 32.3.2.5 Normal value of monthly amount of precipitation  
Normal value of monthly amount of precipitation shall be reported in kilograms per square meter 
(with precision in tenths of a kilogram per square meter) using 0 13 060 (Total accumulated 
precipitation). 
Note: 
 (1)  Trace shall be reported as “- 0.1 kg m-2 “. 

B/C 32.3.2.6 Normal value of number of days with precipitation ≥ 1 mm 
Normal value of number of days in the month with precipitation equal to or greater than  
1 kilogram per square meter shall be reported using 0 04 053 (Number of days in the month with 
precipitation equal to or greater than 1 mm).  

B/C 32.4  Data required by regional or national reporting practices 
No additional data are currently required by regional or national reporting practices for CLIMAT 
SHIP data in the Manual on Codes, WMO-No. 306, Volume II. 

 
 
B/C35 – Regulations for reporting CLIMAT TEMP and CLIMAT TEMP SHIP and data in TDCF 
 
General 
 

A BUFR (or CREX) message shall contain reports for one specific month only. [75.8] 
 
TM 309054 - BUFR template for reports of monthly aerological means suitable for CLIMAT TEMP and 

CLIMAT TEMP SHIP data 
 

3 09 054  Sequence for representation CLIMAT TEMP and CLIMAT TEMP SHIP data 

 
Sequence BUFR descriptor <3 09 054> expands as it is shown in the leftmost column below: 
 

  Identification of launch site   Unit, scale 
3 01 001 0 01 001 WMO block number Numeric, 0 

 0 01 002 WMO station number Numeric, 0 
0 01 011  Ship's call sign CCITT IA5, 0 

  Date/time(1)  
3 01 011 0 04 001 Year(1) Year, 0 
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 0 04 002 Month(1) Month, 0 
 0 04 003 Day (= 1) (1) Day, 0 

3 01 012 0 04 004 Hour (= 0) (1) Hour, 0 
 0 04 005 Minute (= 0) (1) Minute, 0 
  Horizontal and vertical coordinates  

3 01 021 0 05 001 Latitude (high accuracy) Degree, 5 
 0 06 001 Longitude (high accuracy) Degree, 5 

0 07 030  Height of station ground above mean sea level  m, 1 
0 07 031  Height of barometer above mean sea level m, 1 
0 07 007  Height release of sonde above mean sea level m, 0 

  Monthly mean data  
0 04 023  Time period  (=  number of days in the month) Day, 0 
0 04 059  Times of observations used to compute the reported mean 

values  
Flag table, 0 

1 15 000  Delayed replication of 15 descriptors   
0 31 001  Delayed descriptor replication factor Numeric, 0 
0 08 001  Vertical sounding  significance Flag table, 0 
0 08 023  First order statistics  (= 4; mean value)  Code table, 0 
0 07 004  Pressure Pa, –1 
0 10 009  Geopotential height gpm, 0 
0 12 101  Temperature/dry-bulb temperature K, 2 
0 12 103  Dew-point temperature K, 2 
0 08 023  First order statistics  (= 32; vector mean)  Code table, 0 
0 11 001  Wind direction Degree true, 0 
0 11 002  Wind speed m s-1, 1 
0 08 023  First order statistics  (= 63; missing value)  Code table, 0 
0 11 019  Steadiness of wind %, 0 
0 08 050  Qualifier for number of missing values in calculation of 

statistic (= 2; temperature) 
Code table, 0 

0 08 020  Total number of missing entities (days) Numeric, 0 
0 08 050  Qualifier for number of missing values in calculation of 

statistic (= 9; wind) 
Code table, 0 

0 08 020  Total number of missing entities (days) Numeric, 0 
 
Note:  
         (1)  The time identification refers to the beginning of the one-month period. 
 
Regulations: 
 
B/C 35.1  Section 1 of BUFR or CREX 
B/C 35.2   Identification of launch site   
B/C 35.3  Date/time (of the beginning of the one-month period) 
B/C 35.4   Horizontal and vertical coordinates of launch site  
B/C 35.5    Monthly mean data  
B/C 35.5.1 Period of reference for monthly mean data 
B/C 35.5.2  Times of observation used to compute the reported mean values 
B/C 35.5.3  Number of reported pressure levels 
B/C 35.5.4  Monthly mean data reported for a pressure level 
B/C 35.6 Data required by regional or national reporting practices 
 
 
B/C 35.1  Section 1 of BUFR or CREX 
 
B/C 35.1.1  Entries required in Section 1 of BUFR 

The following entries shall be included in BUFR Section 1: 
- BUFR master table, 
- identification of originating/generating centre, 
- identification of originating/generating sub-centre, 
- update sequence number, 
- identification of inclusion of optional section, 
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- data category (= 002 for CLIMAT TEMP and CLIMAT TEMP SHIP data), 
- international data sub-category (1), (2), 
- local data subcategory, 
- version number of master table, 
- version number of local tables, 
- year (year of the century up to BUFR edition 3) (3), 
- month (for which the monthly mean values are reported) (3), 
- day (= 1) (3), 
- hour (= 0) (3), 
- minute (= 0) (3). 

Notes: 
(1) Inclusion of this entry is required starting with BUFR edition 4. 
(2) If required, the international data sub-category shall be included as follows: 

= 025 for CLIMAT TEMP data, 
= 026 for CLIMAT TEMP SHIP data.  

(3) The time identification refers to the beginning of the one-month period for which the monthly 
mean values are reported. 

 
B/C 35.1.2  Entries required in Section 1 of CREX 

The following entries shall be included in CREX Section 1: 
- CREX master table, 
- CREX edition number, 
- CREX table version number, 
- version number of BUFR master table (1), 
- version number of local tables (1), 
- data category (= 002 for CLIMAT TEMP and CLIMAT TEMP SHIP data),  
- international data sub-category (1), (2), 
- identification of originating/generating centre (1), 
- identification of originating/generating sub-centre (1), 
- update sequence number (1), 
- number of subsets (1), 
- year (1), (3), 
- month (for which the monthly mean values are reported) (1), (3), 
- day (= 1) (1), (3), 
- hour (= 0) (1), (3), 
- minute (= 0) (1), (3). 

Notes: 
(1) Inclusion of these entries is required starting with CREX edition 2. 
(2) If inclusion of international data sub-category is required, Note (2) under B/C 35.1.1 applies. 
(3) Note (3) under B/C 35.1.1 applies. 

 B/C 35.2 Identification of launch site    
WMO block number station (0 01 001) and WMO station number (0 01 002) shall be always 
included as a non-missing value in reports from land stations. 
Ship identifier (0 01 011), if available, shall be included in reports from a sea station not exceeding 
9 characters.  

B/C 35.3 Date/time (of the beginning of the one-month period)  
Date <3 01 011> and time <3 01 012> shall be reported, i.e. year (0 04 001), month (0 04 002), 
day (0 04 003) and hour (0 04 004), minute (0 04 005) of the beginning of the one-month period 
for which the monthly mean values are reported.  Day (0 04 003) shall be set to 1 and both hour 
(0 04 004) and minute (0 04 005) shall be set to 0. 

B/C 35.4 Horizontal and vertical coordinates of launch site  
Latitude (0 05 001) and longitude (0 06 001) of the launch site shall be reported in degrees with 
precision in 10-5 of a degree. 
Height of station ground above mean sea level (0 07 030) and height of barometer above mean 
sea level (0 07 031) shall be reported in meters with precision in tenths of a meter.  
Height release of sonde above mean sea level (0 07 007) shall be reported in meters. 
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B/C 35.5 Monthly mean data  
The monthly mean values of temperature, dew-point and wind data shall include information for 
station level (surface) and for standard levels 850, 700, 500, 300, 200, 150, 100, 50, and 30 hPa. 
Each of the levels shall be reported even if the monthly mean data are not available. Any missing 
element shall be reported as a missing value. [75.4]  

B/C 35.5.1 Period of reference for monthly mean data 
Time period (0 04 023) represents the number of days in the month for which the monthly mean 
data are reported, and shall be expressed as a positive value in days.  
Note: 
(1) A BUFR (or CREX) message shall contain reports for one specific month only. [75.8] 

B/C 35.5.2 Times of observation used to compute the reported mean values – Flag table 0 08 059 

This datum shall be used to specify the observation times used to compute the reported mean 
values: 

(a) Bit No. 1 set to 1 indicates usage of data from 0000 UTC.  
(b) Bit No. 2 set to 1 indicates usage of data from 0600 UTC.  
(c) Bit No. 3 set to 1 indicates usage of data from 1200 UTC.  
(d) Bit No. 4 set to 1 indicates usage of data from 1800 UTC. 
(e) Bit No. 5 set to 1 indicates usage of data from other hours. 

B/C 35.5.3 Number of reported pressure levels 
The number of reported pressure levels shall be indicated by Delayed descriptor replication factor 
0 31 001 in BUFR and by a four-digit number in the Data Section corresponding to the position of 
the replication descriptor in the Data Description Section of CREX.  
Notes: 

(1) The number of pressure levels shall never be set to a missing value. 
(2) The number of pressure levels shall be set to a positive value in a NIL report. 
(3) In compliance with Regulation B/C 35.5, the number of pressure levels shall be set to 10. If 

reporting of monthly mean data for additional levels is requested, the number of pressure 
levels shall be modified accordingly.  

B/C 35.5.4 Monthly mean data reported for a pressure level  

B/C 35.5.4.1 Vertical sounding significance – Flag table 0 08 001 
This datum shall be used to specify vertical sounding significance in the following way: 

(a) Bit No. 1 set to 1 indicates surface (station level). 
(b) Bit No. 2 set to 1 indicates a standard level. 
(c) All bits set to 1 indicate a missing value. 

B/C 35.5.4.2 First order statistics – Code table 0 08 023 
This datum shall be set to 4 (mean value) to indicate that the following entries represent mean 
values of the elements (pressure, geopotential height, temperature and dew-point temperature).  

B/C 35.5.4.3 Monthly mean value of pressure  
Monthly mean value of pressure (0 07 004) shall be reported in pascals (with precision in tens of a 
pascal). 
Notes: 
(1) The mean value of station-level pressure shall be reported in the first replication. It shall be 

the monthly mean value of station-level pressure data measured at the time of release of 
the radiosonde. [75.5] 

(2)  The values 85000, 70000, 50000, 30000, 20000, 15000, 10000, 5000, and 3000 Pa shall 
be reported in the other replications in compliance with Regulation B/C 35.5. 

B/C 35.5.4.4 Monthly mean value of geopotential height  
Monthly mean value of geopotential height of the level (0 10 009) shall be reported in geopotential 
meters.    

B/C 35.5.4.5 Monthly mean value of temperature  
Monthly mean value of temperature (0 12 101) shall be reported in degrees Kelvin (with precision 
in hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with precision in 



  للجنة النظم الأساسية(2006)التقرير النهائي الموجز للدورة الاستثنائية 
 

302

hundredths of a degree Celsius).  Temperature data shall be reported with precision in 
hundredths of a degree even if they are measured with the accuracy in tenths of a degree.   
Notes: 

(1) This requirement is based on the fact that conversion from the Kelvin to the Celsius scale 
has often resulted into distortion of the data values. 

(2) Temperature t (in degrees Celsius) shall be converted into temperature T (in degrees 
Kelvin) using equation: T = t + 273.15. 

(3) The mean value of station-level temperature shall be the monthly mean value of station-
level temperature data measured at the time of release of the radiosonde. [75.5]  

B/C 35.5.4.6 Monthly mean value of dew-point temperature 
Monthly mean value of dew-point temperature (0 12 103) shall be reported in degrees Kelvin (with 
precision in hundredths of a degree Kelvin); if produced in CREX, in degrees Celsius (with 
precision in hundredths of a degree Celsius).  
Note: 
(1) Notes (1) and (2) under Regulation B/C 35.5.4.5 shall apply. 
(2) The mean value of station-level dew-point temperature shall be the monthly mean value of 

station-level dew-point temperature data measured at the time of release of the radiosonde. 
[75.5] 

B/C 35.5.4.7 First order statistics – Code table 0 08 023 
This datum shall be set to 32 (vector mean) to indicate that the two following entries wind direction 
(0 11 001) and wind speed (0 11 002) represent the monthly mean vector wind.  

B/C 35.5.4.8 Monthly mean vector wind   
The wind direction (0 11 001) of the monthly mean vector wind shall be reported in degrees true 
and the wind speed (0 11 002) of the monthly mean vector wind shall be reported in meters per 
second (with precision in tenths of a meter per second). 

Notes: 
(1) The mean vector wind data shall be reported for all standard levels specified in Regulation 

B/C 35.5. [75.7.1]  
(2) The mean vector wind data shall be reported as missing values for the station level. 

B/C 35.5.4.9 Steadiness of wind 
Steadiness of wind (0 11 019) at specified standard levels represents the ratio of speed of the 
monthly mean vector wind to the speed of the monthly mean scalar wind.  It shall be reported in 
units of a percent. 
Notes: 
Steadiness of wind shall be reported for all standard levels specified in Regulation B/C 35.5. 
(1) Steadiness of wind shall be reported as a missing value for the station level. 

B/C 35.5.4.10 Number of days in the month for which temperature observations are missing 
Number of days in the month for which temperature observations are missing for the specified 
standard level shall be reported using Total number of missing entities (0 08 020) being preceded 
by Qualifier for number of missing values in calculation of statistic (0 08 050) set to 2 
(temperature). 

B/C 35.5.4.11 Number of days in the month for which wind observations are missing 
Number of days in the month for which wind observations are missing for the specified standard 
level shall be reported using Total number of missing entities (0 08 020) being preceded by 
Qualifier for number of missing values in calculation of statistic (0 08 050) set to 9 (wind). 

B/C 35.6  Data required by regional or national reporting practices 
No regional requirements are indicated for reporting CLIMAT TEMP and CLIMAT TEMP SHIP 
data in the Manual on Codes, WMO-No. 306, Volume II. 
If national reporting practices require inclusion of monthly mean data at additional levels, these 
data shall be reported using sequence <3 09 054>. Note (3) under Regulation B/C 35.5.3 shall apply. 
Note: 

(1) A level determined by national decision shall be indicated by Vertical sounding significance 0 
08 001 – all bits set to 0.   
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 (CBS-Ext.(6)) 7التوصية 
 

 مرجع النظام العالمي لمعالجة البيانات والتنبؤتعدیلات على 
 )485مطبوع المنظمة رقم (

 
 إن لجنة النظم الأساسية،

 
 :إذ تشير إلى

 
مطبوع المنظمة رقم (التقرير النهائي الموجز للمؤتمر العالمي الرابع عشر للأرصاد الجوية مع القرارات  (1)

960(، 
 

 ،)988مطبوع المنظمة رقم (التقرير النهائي الموجز للدورة السابعة والخمسين للمجلس التنفيذي مع القرارات  (2)
 

 ، )1007مطبوع المنظمة رقم      (التقرير النهائي الموجز للدورة الثامنة والخمسين للمجلس التنفيذي مع القرارات                (3)
 

ين الاتحادين الإقليميين الثالث والرابع بشأن استخدام نواتج تقرير اجتماع حلقة العمل التدريبية المشترآة ب (4)
 ،)2005يناير / آانون الثاني ((EPS)نظام تنبؤ المجموعات 

 
تقرير اجتماع حلقة العمل التدريبية المشترآة بين الاتحادين الإقليميين الثاني والخامس بشأن استخدام نواتج  (5)

 ،)2005أبريل / نيسان(نظام تنبؤ المجموعات 
 

تقرير اجتماع حلقة العمل التي نظمها الاتحاد الإقليمي الأول للبلدان المستعدة لتنفيذ التنبؤ العددي التشغيلي  (6)
 ،)2005سبتمبر / أيلول ((NWP)بالطقس 

 
 والمعنية بنمذجة الانتقال في الغلاف الجوي (CBS)تقرير اجتماع فرقة الخبراء التابعة للجنة النظم الأساسية  (7)

 ،)2005سبتمبر / أيلول(لأغراض أنشطة التصدي للطوارئ غير النووية 
 

 ،)2005أآتوبر / تشرين الأول(تقرير حلقة العمل بشأن مراآز الإنتاج العالمية للتنبؤات طويلة المدى  (8)
 

 العالمي لمعالجة تقرير اجتماع حلقة العمل التابعة للاتحاد الإقليمي الأول بشأن الاستخدام العملي لنواتج النظام (9)
 ،)2005نوفمبر / تشرين الثاني(البيانات والتنبؤ من أجل البلدان الناطقة بالفرنسية 

 بشأن مفهوم عمليات مراآز الإنذار المبكر بالأخطار WMOتقرير اجتماع حلقة العمل التابعة للمنظمة  (10)
 ،)2005نوفمبر / تشرين الثاني(لهندي المتعددة فيما يتعلق بنظام الإنذار بالأمواج السنامية في المحيط ا

 ، )2005ديسمبر    / آانون الأول  (تقرير اجتماع فريق التوجيه الخاص بالمشروع الإيضاحي للتنبؤ بالطقس القاسي                 (11)
 

 ،)2006فبراير / شباط(تقرير اجتماع فرقة الخبراء المعنية بنظم تنبؤ المجموعات  (12)
 

 ،)2006أبريل / نيسان) (البنية التحتية والتحقق(رآة بشأن التنبؤات الطويلة المدى تقرير اجتماع فرق الخبراء المشت (13)
 

/ أيار(تقرير اجتماع فريق التنسيق التابع للجنة النظم الأساسية والمعني بأنشطة التصدي للطوارئ النووية  (14)
 ،)2006مايو 

لأساسية والمعنية بنظم معالجة البيانات والتنبؤ التنسيق التابعة للجنة النظم ا/ تقرير اجتماع فرقة التنفيذ (15)
 ،)2006يونيو / حزيران(
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/ آب( المشروع الفرعي للاتحاد الإقليمي الأول –تقرير اجتماع المشروع الإيضاحي للتنبؤ بالطقس القاسي  (16)
 ،)2006أغسطس 

 
قليميين الثاني والسادس بشأن نواتج تقرير الحلقة الدراسية التدريبية الإقليمية المشترآة بين الاتحادين الإ (17)

النظام العالمي لمعالجة البيانات والتنبؤ وتحسين برنامج الخدمات العامة في مجال الطقس من أجل الإنذارات 
 ،)2006سبتمبر / أيلول(المبكرة والتصدي للطوارئ 

 
 ،)485م مطبوع المنظمة رق ((GDPFS)مرجع النظام العالمي لمعالجة البيانات والتنبؤ  (18)

 
 :وإذ یضع في اعتباره

 
 والمتعلق بنظم مرجع النظام العالمي لمعالجة البيانات والتنبؤالحاجة إلى زيادة توضيح النص القائم الوارد في  (1)

 تنبؤ المجموعات،
 

تنبؤات  بشأن المرجع النظام العالمي لمعالجة البيانات والتنبؤالحاجة إلى زيادة توضيح النص القائم الوارد في  (2)
 الطويلة المدى،

 
 المعايير التي يتعين استخدامها لتسمية مرجع النظام العالمي لمعالجة البيانات والتنبؤالحاجة إلى أن تُدرج في  (3)

 مراآز الإنتاج العالمية للتنبؤات الطويلة المدى وآذلك المراآز التي سُميت مراآز من هذا القبيل،
 

 القائم الوارد في مرجع النظام العالمي لمعالجة البيانات والتنبؤ والمتعلق الحاجة إلى زيادة توضيح النص (4)
 بأنشطة التصدي للطوارئ،

 
 التسمية الجديدة للمراآز الإقليمية مرجع النظام العالمي لمعالجة البيانات والتنبؤالحاجة إلى أن تُدرج في  (5)

" التصدي للطوارئ البيئية" في مجال  المسماة للنشاط المتخصص(RSMCs)المتخصصة للأرصاد الجوية  
 ،"نمذجة الانتقال في الغلاف الجوي" ذات نشاط متخصص في مجال (RSMCs)بحيث تصبح مراآز 

 
 معايير وإجراءات طلب وتوفير رسم مرجع النظام العالمي لمعالجة البيانات والتنبؤالحاجة إلى أن تدرج في  (6)

ل في الغلاف الجوي، وتقديم الدعم من أجل التحقق من معاهدة الحظر  المسار المستعاد المتعلق بنمذجة الانتقا
 والمنظمات الدولية ذات (NMHSs)الشامل للتجارب، وتقديم الدعم بشأن الحوادث البيئية الأخرى إلى المرافق 

المسماة ( من أجل نمذجة الانتقال في الغلاف الجوي (RSMCs)الصلة آجزء من نشاط متخصص لمراآز 
 ،)نشطة التصدي للطوارئ البيئيةسابقاً أ

 
مطبوع  (مرجع النظام العالمي لمعالجة البيانات والتنبؤباعتماد التعديلات المدخلة على الأقسام ذات الصلة من  توصي

المجلد الأول، الجزء الأول والجزء الثاني والواردة في مرفقات هذه التوصية من أجل إدراجها في ) 485المنظمة رقم  
 ؛2007يوليو /  تموز1 على أن تسري اعتباراً من  العالمي لمعالجة البيانات والتنبؤمرجع النظام

 
مرجع النظام العالمي لمعالجة إلى الأمين العام إجراء التغييرات الملائمة، المبينة في مرفقات هذه التوصية، في  تطلب

 ؛)485مطبوع المنظمة رقم (، البيانات والتنبؤ
 

 الأساسية سلطة القيام، بالتشاور مع الأمين العام، بإجراء أية تعديلات تحريرية بحتة تترتب  رئيس لجنة النظمتُخوِّل 
 ).485مطبوع المنظمة رقم  (مرجع النظام العالمي لمعالجة البيانات والتنبؤعلى ذلك في 
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Annex 1 to Recommendation 7 (CBX-Ext.(06)) 
 

PART 1 

A. Ensemble Prediction Systems  

A.1 Recommended amendment (new) to Vol. I, Part II, APPENDIX II-6 
 
4.1 Ensemble prediction system products  
4.1.1 Products for short range and medium range  
 
New paragraph as follows: 

(c) Other graphical products  
Location-specific time series of Temperature, Precipitation, Wind speed, depicting the most likely 

solution and an estimation of uncertainty (“EPSgrams”). The definition, method of calculation, and the 
locations should be documented.  

PART 2 

A.2 Recommended amendment (revised) to Vol. I, Part II, Attachment II.7 (Table F)  
 
Revised entire section III – Standard Verification Measures of EPS, as follows:  
 
III – STANDARD VERIFICATION MEASURES OF EPS 

EXCHANGE OF SCORES 
Monthly exchanges: 

Ensemble mean 
For verification of ensemble mean, the specifications in this table of the attachment for variables, levels, 
areas and verifications should be used. 

Spread 
Standard deviation of the ensemble averaged over the same regions and variables as used for the ensemble 
mean. 

Probabilities 
Probabilistic scores are exchanged in the form of reliability tables. Details of the format of the reliability tables 
are provided on the website of the Lead Centre for verification of EPS. 

List of parameters 
PMSL anomaly ± 1, ± 1.5, ± 2 standard deviation with respect to a centre-specified climatology. Verified for 
areas defined for verification against analysis. 
 
Z500 with thresholds as for PMSL. Verified for areas defined for verification against analysis. 
 
850 hPa wind speed with thresholds of 10, 15, 25 m s–1. Verified for areas defined for verification against 
analysis. 
 
850 hPa u and v wind components with thresholds of 10th, 25th, 75th and 90th percentile points with respect to 
a centre-specified climatology. Verified for areas defined for verification against analysis. 
 
250 hPa u and v wind components with thresholds of 10th, 25th, 75th and 90th percentile points with respect to 
a centre-specified climatology. Verified for areas defined for verification against analysis. 
 
T850 anomalies with thresholds ± 1, ± 1.5, ± 2 standard deviation with respect to a centre-specified 
climatology. Verified for areas defined for verification against analysis. 
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Precipitation with thresholds 1, 5, 10, and 25 mm/24 hours every 24 hours verified over areas defined for 
deterministic forecast verification against observations. 
Observations for EPS verification should be based on the GCOS list of surface network (GSN). 
 
NOTE: Where thresholds are defined with respect to climatology, the daily climate should be estimated. 

Scores 
Brier Skill Score (with respect to climatology) (see definition below*) 
Relative Operating Characteristic (ROC) 
Relative economic value (C/L) diagrams 
Reliability diagrams with frequency distribution 

NOTE:  Annual and seasonal averages of the Brier Skill Score at 24, 72, 120, 168 and 240 hours for 
Z500 and T850 should be included in the yearly Technical Progress Report on the Global Data-
processing and Forecasting System. 

 
 
 

Annex 2 to Recommendation 7 (CBX-Ext.(06)) 
 

PART 1 

B. Long-Range Forecasts  

B.1 Recommended amendment (new) to Vo. I, Part II, paragraph 1.4.1.2 (b) 
 Add following note :  

1) Centres producing global long-range forecasts, and recognized as such by CBS, are called 
Global Producing Centres for Long-range forecasts (GPCs). The criteria to be recognized as a 
GPCs and the list of official recognized GPCs can found in APPENDIX II-8. 

 
PART 2 

B.2 Recommended amendment (new) to Vol. I, Part II, APPENDIX II-8 

In order to be officially recognized as a GPC (Global Producing Centre of Long-range forecasts), a centre 
must as a minimum adhere to the following criteria: 

• Fixed production cycles and time of issuance; 

• Provide a limited set of products as determined by the APPENDIX II-6 of this Manual; 

• Provide verifications as per the WMO SVSLRF; 

• Provide up-to-date information on methodology used by the GPC; 

• Make products accessible through the GPC Website and/or disseminated through the GTS and/or 
Internet. 

 Centres that are designated as Global Producing Centres for Long-range Forecasts are as follows: 
Melbourne, Montreal, Beijing, Toulouse, Tokyo, Seoul, Washington, Exeter, and ECMWF. 

PART 3 

B.3 Recommend amendment (revised) to Vol. I, Part II, APPENDIX II-6  

“Minimum list of LRF products to be made available by global scale producing centres” 
 
1. Forecast Products 
 
Note: it is recognized that some centres may provide more information than the list including for example daily 
data or hind cast data. 
 
Basic properties 
 
Temporal resolution. 
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Averages, accumulations or frequencies over 1-month or longer periods (seasons)  
 
Spatial resolution.  
2.5° x 2.5° (note: selected to match resolution of current verification data)  
 
Spatial coverage. Global  
(separate areas of interest to users, down to sub-regions of a continent or ocean basin, may be provided on 
special request from Members) 
 
Lead time. 0-4 months for seasonal forecasts. Any leadtimes between 0, and 4 months (definition of lead 
time: for example, a three-monthly forecast issued on 31 December has a lead time of 0 months for a January-to-
March forecast, and a lead time of 1 month for February-to-April forecast, etc. ) 
 
Issue frequency. Monthly or at least quarterly  
 
Output types. Either rendered images (eg forecast maps and diagrams) or digital data.. GRIB-2 format should be 
used for products posted on FTP-sites or disseminated through the GTS.  
 
Indications of skill including hind cast should be provided, in accordance with recommendations from CBS on the 
Standardised Verification System (Attachments II-8). The minimum required is level 1 and level 2 verification. The 
verification of Nino3.4 index will only apply to those centres producing such indices. However GPCs are 
encouraged to provide level 3 verification. Verification results over the hindcast period are mandatory.  
 
Content of basic forecast output: (some products are intended as directly meeting NMS requirements with 
regard to information needed for end-user applications [direct or further processed]; others are to assist the 
contributing global centres in product comparison and in the development of multimodel ensembles. These 
products are regarded as feasible from current systems).  
 

A. Calibrated outputs from ensemble prediction system showing the mean and spread of the 
distribution for: 

• 2 metre temperature over land 
• sea surface temperature 
• precipitation 
• Z500, MSLP, T850 

 
Notes:  
 
1. These fields are to be expressed as departures from normal model climate. 
 

B. Calibrated probability information for forecast categories.  
 

• 2 metre temperature over land  
• SST (Atmospheric coupled models only) 
• Precipitation 

 
Notes: 
 
o B is the minimum requirement. A should be provided, at least, by request. 
o Tercile categories should be provided, consistent with present capabilities. Information for 

larger numbers of categories (e.g. deciles) is foreseen, however, as capabilities increase and to match 
better the anticipated end-user requirements. These targets are implied also for forecasts from 
statistical/empirical models. 

o Information on how category boundaries are defined should be made available. 
o "Calibrated" implies correction based on systematic errors in model climatology, using at least 15 

years of retrospective forecasts. 

PART 4 

B.4 Recommended amendment (revised) to Vol. I, Part II, Attachment II-8  

“Standardized Verification System (SVS) for Long-range Forecasts (LRF)”  
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In Executive Summary: 
Add: 
 
1.5 Exchange of verification information 
 
The SVSLRF verification results are made available through a website maintained by the Lead Centre. The 
functions of the Lead Centre for SVSLRF include creating and maintaining coordinated Websites for the LRF 
verification information so that potential users would benefit from a consistent presentation of the results. The 
address of the website is http://www.bom.gov.au/wmo/lrfvs/. 
 
In: 3. Parameters 
 

The key list of parameters in the Core SVS is provided below. Any verification for these 
key parameters should be assessed using the Core SVS techniques wherever possible. Many 
long-range forecasts are produced which do not include parameters in the key list (for example, 
there are numerous empirical systems that predict seasonal rainfall over part of/or over an entire, 
country). The Core SVS diagnostics should be used to assess these forecasts also, but full details 
of the predictions will need to be provided. 

Add: 
Forecast can be made using different levels of post-processing typically no-post-processing (raw or 
uncalibrated), simple correction of systematic errors (calibrated, i.e. calibration of mean and of variance) and 
more complex correction using hindcast skill (recalibrated, e.g. Model Output Statistics or perfect prog 
approaches). Most centres are currently issuing forecasts resulting from a simple calibration and so for sake 
of comparison on the Lead Centre website scores for forecasts that were raw or calibrated (as specified in 
respective skill score section) are to be submitted. At the moment the team prefer to exclude forecast that 
were recalibrated, but GPCs are encouraged to apply the SVSLRF methodology and to display the results on 
their recalibrated forecasts on their website.  
 
3.1  Level 1: Diagrams and scores to be produced for regions  

Diagrams (e.g. ROC and reliability curves) are to be supplied in digital format as specified on the Lead 
Centre website. 
 
IN MAIN TEXT: 
 
In 3. SVS for Long-Range Forecasts, Add at the beginning: 
 
Forecast can be made using different levels of post-processing typically no-post-processing (raw or 
uncalibrated), simple correction of systematic errors (calibrated, i.e. calibration of mean and of variance) and 
more complex correction using hindcast skill (recalibrated, e.g. Model Output Statistics or perfect prog 
approaches). Most centres are currently issuing forecasts resulting from a simple calibration and so for sake 
of comparison on the Lead Centre website scores for forecasts that were raw or calibrated (as specified in 
respective skill score section) are to be submitted. At the moment the team prefer to exclude forecast that 
were recalibrated, but GPCs are encouraged to apply the SVSLRF methodology and to display the results on 
their recalibrated forecasts on their website.  

Amend 3.1.4 as: 

The following gives a summary of parameters, validation regions and diagnostics that form the core SVS. 
The required periods, lead-times and stratification against the state of ENSO are given in section 3.2. 

The number of realisations of LRF is far smaller than in the case of short term numerical weather prediction 
forecasts. Consequently it is essential as part of the core SVS, to calculate and report error bars and level of 
significance (see section 3.3.5).  

In order to ease implementation, participating LRF producers may stage the introduction of the core SVS by 
prioritizing implementation of verification at levels 1 and 2. 

Other parameters and indices to be verified as well as other verification scores can be added to the core 
SVS in future versions.  



 وصياتالت
 

309

In 3.3.1 amend the following table as: 

⇒ MSSS, provided as a single bulk number, is mandatory for level 1 verification in the core SVS. MSSS 
together with its three term decomposition are also mandatory for level 2 verification in the core SVS. For 
the exchange of scores via the Lead Centre website the MSSS and its decomposition term should be 
calculated using the raw forecasts and preferably not the calibrated ones. 

In 3.3.5 Level of significance 

MSSS 

Amend table as:  

⇒ Level of significance will be mandatory in the core SVS once guidelines for calculation have been 
established for the complete suite of scores. A phased in introduction of level of significance in the SVS 
may be used (see section 3.1.4). 

In 3.4 Hind casts amend first paragraph as: 

In contrast to short- and medium-range dynamical Numerical Weather Prediction (NWP) forecasts, LRF are 
produced relatively few times a year (for example, one forecast for each season or one forecast for the 
following 90-day period, issued every month). Therefore the verification sampling for LRF may be limited, 
possibly to the point where the validity and significance of the verification results may be questionable. 
Providing verification for a few seasons or even over a few years only may be misleading and may not give a 
fair assessment of the skill of any LRF system. LRF systems should be verified over as long a period as 
possible in hind cast mode. Although there are limitations on the availability of verification data sets and in 
spite of the fact that validating numerical forecast systems in hind cast mode requires large computer 
resources, the hind cast period should be as long as possible. The recommended period for the exchange of 
scores is advertised on the Lead Centre website (http://www.bom.gov.au/wmo/lrfvs/).  
 
Add in last array: 

⇒ Verification results over the hindcast period are mandatory for the exchange of LRF verification scores. 
Producing centres have to send new hindcast verification results as soon as their forecast system is 
changed. 

 

In 4. VERIFICATION DATA SETS amend as: 

The same data should be used to generate both climatology and verification data sets, although the forecast 
issuing Centres/Institutes own analyses or reanalyses and subsequent operational analyses may be used 
when other data are not available.  

Many LRF are produced that are applicable to limited or local areas. It may not be possible to use the data in 
either the recommended climatology or verification data sets for validation or verification purposes in these 
cases. Appropriate data sets should then be used with full details provided. 
Verification should be done using the recommended data sets as listed on the Lead Centre website 
(http://www.bom.gov.au/wmo/lrfvs/).  

Amend as: 

6.1.1 Create, develop and maintain website (the “SVSLRF website”) to provide access to the LRF 
verification information. The address of the website is http://www.bom.gov.au/wmo/lrfvs/. The 
website will:  

 
(i) Provide access to standardized software for calculating scoring information (ROC curves, areas, 

contingency table scores, hit rates, …).  
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(ii) Provide consistent graphical displays of the verification results from participating centres through 
processing of digital versions of the results;  

 
(iii) Contain relevant documentation and links to the websites of global-scale producing centres; 
 
(iv) Provide some means for the collection of feedback from NMHSs and RCCs on the usefulness of the 

verification information;  
 
(v) Contain information and, preferably, provide access to available verification data sets; 
 
6.1.2 The centre will also: 
 
(i) Produce monthly verification data sets in common format on 2.5° x 2.5° grid where 

appropriate; 
 
(ii) Liaise with other groups involved in verification (e.g. WGSIP, CCl, etc.) on the effectiveness of the 

current standardised verification system (SVS) and identify areas for future development and 
improvement; 

 
(iii) Provide periodic reports to CBS and other relevant Commissions assessing the effectiveness of the 

SVS.  

(iv) Facilitate the availability of information to assess the skill of long-range forecasts but not to provide a 
direct inter-comparison between the GPCs’ models.  

6.1.3 Detailed tasks of the “lead centre”:  
 
 
 

Annex 3 to Recommendation 7 (CBX-Ext.(06)) 
 

C. Emergency Response Activities 

C.1 Recommended amendment (revised) to Vol. I, Part II, APPENDIX II-7:  

o “Users Interpretation Guide for Atmospheric Transport Model Products provided by RSMCs”.  

(Introductory section, second paragraph) 
“The International Atomic Energy Agency (IAEA) requests support from WMO RSMCs for atmospheric 
transport modelling products by using the form agreed between WMO and IAEA. The IAEA then sends the 
completed form immediately, by fax and by e-mail (preferred), to the RSMCs as per the regional and global 
arrangements and ensures receipt of the form by phone. The Lead-RSMCs shall confirm receipt of the IAEA 
request by fax or e-mail (preferred) to IAEA. This will initiate a joint response from the RSMCs in their region 
of responsibility. The IAEA sends an information copy of its Request Form by fax or by e-mail (preferred) to 
RTH Offenbach.” When the Lead-RSMC’s products become available, the Lead-RSMCs shall send an 
announcement to the IAEA that their respective products are available and the products’ location (RSMC’s 
dedicated website), by fax or by e-mail (preferred).“ 
 
o “ENVIRONMENTAL EMERGENCY RESPONSE REQUEST FOR WMO RSMC SUPPORT BY 

IAEA” 

Environmental Emergency Response 
Request for WMO RSMC Support by IAEA 

The IAEA sends the completed form by fax to all RSMCs and RTH Offenbach.  
At the same time the IAEA calls the ‘Lead’ RSMCs (selected on the form) to ensure receipt of this form. 
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 (This section must be completed in full)  Date/Time of Request: yyyy-MM-dd/HH:mm(UTC) 

STATUS:  EMERGENCY  EXERCISE 

REQUESTED RSMCs: (indicate the lead RSMCs by a checkmark below) 

 EXETER  TOULOUSE    MELBOURNE   MONTREAL  WASHINGTON 

  BEIJING  TOKYO  OBNINSK RTH Offenbach 

 

SENDERS NAME :INTERNATIONAL ATOMIC ENERGY AGENCY 

COMMUNICATION DETAILS: Tel .: +43 1 2600 22023 use to confirm receipt of request

 Fax: +43 1 26007 29309 use to confirm receipt of request

 Email: eru3@iaea.org use to confirm receipt of request

NAME OF RELEASE SITE AND COUNTRY       (facility and place)

GEOGRAPHICAL LOCATION OF RELEASE:  
(MUST BE COMPLETED) 

    .    decimal degrees  N  S 
    .    decimal degrees  E   W 

 
 
(This section must be completed in full) 

DECLARED EMERGENCY CLASS: (indicate below) 

 NONE  other, specify:   

(attach the corresponding EMERCON form) 

ACTION REQUIRED: 

   NONE 

   GO ON STANDBY (request for products or for assistance on weather conditions is to be expected) 

   GENERATE STANDARD PRODUCTS AND SEND TO IAEA ONLY 

   GENERATE STANDARD PRODUCTS FOR THE IAEA AND REGIONAL DISTRIBUTION  

   OTHER ACTION:       

 

 
 
(essential accident information for model simulation - if not available, model will execute with standard 
default values) 

RELEASE CHARACTERISTICS: 

START OF RELEASE: Date/Time:     -  -  /  :  (UTC) 

 DURATION:       (hours) or END OF RELEASE: Date/Time:     -  -  /  :  (UTC) 

RADIONUCLIDE SPECIES:       

 TOTAL RELEASE QUANTITY:       (Becquerel) 

 OR POLLUTANT RELEASE RATE:       (Becquerel/hour) 

EFFECTIVE HEIGHT OF RELEASE:  surface or 

  stack height:       (m),  or 

  aloft:top:       (m), base:      (m) 
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(helpful information for improved simulation) 

SITE ELEVATION:       (m) 

LOCAL METEOROLOGICAL CONDITIONS NEAR ACCIDENT: 

      
(wind speed and direction/weather/cloudiness/precipitation, etc.) 

OTHER INFORMATION: 
      

(nature of accident, cause, fire explosion, controlled release, foreseeable development, normal activity, 
projected conditions, etc) 

 

 

(to be completed by RSMC) 

DATE/TIME OF RECEIPT OF REQUEST: ...........................................................................................(UTC) 

FOR LEAD RSMC(s) ONLY 
DATE/TIME OF RETURN CONFIRMATION OF RECEIPT:.................................................................(UTC) 

 
Note: All times in UTC 
 
C.2 Recommended amendment (revised) to Vol. I, Part I, paragraph 4.1.2  

4.1.2.2 Centres with activity specialization 
 The functions of RSMCs with activity specialization shall include, inter alia: 

(a) Providing long-, extended- and/or medium-range forecasting products; 

(b) Providing advisories for tropical cyclones, severe storms and other dangerous weather phenomena; 

(c) Providing tailored specialized products to service users in a particular area; 

(d) Providing trajectories and atmospheric transport modelling products, including backtracking, in case of 
environmental emergencies or other incidents; 

(e) Providing information on prolonged adverse weather conditions, including drought monitoring; 

(f) Undertaking activities related to the WCP and other WMO international programmes. This includes 
providing climate diagnostic, climate analysis and prediction products to assist in climate monitoring. 

4.1.2.3 RSMCs shall also carry out verification and intercomparison of products and arrange regional 
workshops and seminars on centres’ products and their use in national weather forecasting. RSMCs with 
geographical and activity specialization shall be co-located where possible. 

4.1.2.4 RSMCs designated by WMO for the provision of atmospheric transport model products shall 
implement the Regional and Global Arrangements and related procedures as found in APPENDIX I-3,and/or 
backtracking in APPENDIX I-6, respectively. 

4.1.2.5 The designated WMCs and RSMCs are given in APPENDIX I-1 and the procedures for 
broadening the functions of existing RSMCs and for designating new RSMCs are given in APPENDIX I-2. 
APPENDIX 
NOTE: Guidelines to review the status of RSMCs with geographical specialization are given in Attachment I.1. 

 
C.3 Recommended amendment (revised) to Vol. I, Part I, APPENDIX I-1  

 
APPENDIX I-1 

LOCATION OF WMCs AND RSMCs WITH GEOGRAPHICAL SPECIALIZATION 
AND RSMCs WITH ACTIVITY SPECIALIZATION 

1. The WMCs are located at: 
 Melbourne (southern hemisphere only) 
 Moscow 
 Washington 
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2. The RSMCs with geographical specialization are located at: 

Algiers Khabarovsk Pretoria 
Beijing Melbourne Rome 
Exeter  Miami Tashkent 
Brasilia Montreal Tokyo 
Buenos Aires Moscow Tunis/Casablanca 
Cairo Nairobi Washington 
Dakar New Delhi Wellington 
Darwin Novosibirsk  
Jeddah Offenbach  

 
 Broadened RSMC functions: 
 Offenbach — Provision of ultraviolet-index forecasts for Region VI (Europe) 

 
3. The RSMCs with activity specialization are the following: 
 RSMC Nadi – Tropical Cyclone Centre 
 RSMC New Delhi – Tropical Cyclone Centre 
 RSMC Miami – Hurricane Centre 
 RSMC Tokyo – Typhoon Centre 
 RSMC La Réunion – Tropical Cyclone Centre 
 RSMC Honolulu – Hurricane Centre 

 RSMC European Centre for Medium Range 
 Weather Forecasts (RSMC ECMWF) 

Provision of atmospheric transport modelling (for environmental emergency response and/or 
backtracking)  
RSMC Beijing RSMC Obninsk 
RSMC Exeter  RSMC Tokyo 
RSMC Melbourne RSMC Toulouse 
RSMC Montreal RSMC Washington  

 
C.4 Recommended amendment to Vol. I, Part II, paragraphs. 1.4.1.2 (revised), 5.3.10 (revised), 5.3.11 

(new) 
 

1.4.1.2  Regional Specialized Meteorological Centres (RSMCs) with activity specialization 
 Regional Specialized Meteorological Centre (RSMC) with activity specialization shall be designated, 
subject to the formal commitment by a Member or group of cooperating Members, to fulfil the required 
functions of the centre and meet the requirements for the provision of WWW products and services initiated 
and endorsed by the relevant WMO constituent body or bodies concerned. The centre should be capable of 
preparing independently or with the support of WMCs, and where appropriate, other GDPFS centres and 
disseminating to Members concerned: 

(a) Global medium-range forecasts and related analyses; 

(b) Extended- and long-range weather forecasts and related mean analysed values and anomalies; 

(c) Tropical cyclone warnings and advisories, storm position, intensity and track forecasts for their areas; 

(d) Three-dimensional atmospheric transport modelling products including trajectories, integrated pollutant 
concentration, and total deposition for environmental emergency response; atmospheric backtracking 
modelling products; 

(e) Drought monitoring products such as drought indices. 



  للجنة النظم الأساسية(2006)التقرير النهائي الموجز للدورة الاستثنائية 
 

314

5.3.10 Standards in the provision of international services by Regional Specialized Meteorological Centres 
(RSMC) for atmospheric transport modelling, in radiological environmental emergency response 

5.3.10.1 The designated RSMCs with activity specialization in this field shall implement agreed standard 
procedures and products. 

NOTE: Standards in the provision of international services by RSMCs for atmospheric transport modelling, 
for radiological environmental emergency response are given in APPENDIX II-7. 

5.3.11 Standards in the provision of international services by Regional Specialized Meteorological Centres 
(RSMC) for atmospheric transport modelling in backtracking 

5.3.11.1 The designated RSMCs with activity specialization in this field shall implement agreed standard 
procedures and products. 

NOTE: Standards in the provision of international services by RSMCs for CTBT Verification support are 
given in APPENDIX II-9. 

 
 
 
 

Annex 4 to Recommendation 7 (CBX-Ext.(06)) 
 

C.5 Recommended amendment (new) to Vol. I, Part I, APPENDIX I-6  

 
APPENDIX I-6 

REGIONAL AND GLOBAL ARRANGEMENTS FOR ATMOSPHERIC BACKTRACKING  

NOTIFICATION 
In the framework of the cooperation agreement between CTBTO and WMO that entered 
into force on July 11th, 2003, the (Provisional) Technical Secretariat ((P)TS) notifies the 
RSMCs designated for the provision of atmospheric backtracking products and the WMO 
Secretariat in case that anomalous Radionuclide measurements occur in the International 
Monitoring System. The notification will be in the form of an electronic mail message that 
will specify the coordinates of the requested stations as well as start and stop of the 
measurements. The measurement scenario will not be revealed.  
Global arrangements for all RSMCs to distribute the products to CTBTO  
1. All notified RSMCs shall acknowledge the receipt of the request and deliver the 
requested atmospheric backtracking products in electronic form and in the predefined 
format to a server specified by CTBTO/PTS as part of the notification; 
2. The products shall be delivered as fast as technically possible within defined 
timelines; 
3. Every participating RSMC that is temporarily unable to honour the request should 
notify CTBTO/PTS and the WMO Secretariat as soon as possible, but in any case within 
24 hours. The contact officer from side of the PTS is specified on the electronic mail 
message; 
4. Requests for support from the PTS are considered confidential and must not be 
disclosed.  
 
REGIONAL ARRANGEMENTS FOR ONE OR MORE RSMCS TO DISTRIBUTE 
PRODUCTS TO AN NMHS 
If support is required for response to an incident requiring backtracking using atmospheric 
transport models, then the Permanent Representative with WMO, or the person 
authorised of the requesting country may direct its request for support to the operational 
contact point of the designated RSMC(s) for its Regional Association. 
 1. The RSMC shall consider each request with regard to its capabilities and the 
suitability of its products to address the requirements and will then respond accordingly. 
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 2. The RSMC shall inform the WMO Secretariat of the request and the agreed 
actions, and may inform all other designated RSMC’s of the request.  
 3. The RSMC products will be provided to the NMS Operational Contact Point 
designated by the Permanent Representative.  

C.6 Recommended amendment (new) to Vol. I, Part II, APPENDIX II-9  

“Products Provided by RSMCs with Activity Specialization in Atmospheric Transport Modelling 
(Backtracking for CTBT Verification Support)”  

APPENDIX II-9 
 

PRODUCTS PROVIDED BY RSMCS WITH ACTIVITY SPECIALISATION IN 
ATMOSPHERIC TRANSPORT MODELLING (BACKTRACKING FOR CTBT 
VERIFICATION SUPPORT) 

The CTBTO (Provisional) Technical Secretariat requests support from WMO Regional 
Specialized Meteorological Centres (RSMC) for atmospheric transport modelling 
(backtracking) products by using an electronic mail message with subject line “====== 
PTS REQUEST FOR SUPPORT ======” to all RSMCs. This will initiate a response 
from all the RSMCs. 
The designated RSMCs shall 

a) Mail back the response form to the responsible officer at the PTS within 3 hours 

b) Conduct standardized backtracking computations according to the specifications listed below 
for all measurements included in the notification message 

c) Upload the results on a secured ftp server, as defined in the notification message, within 24 
hours of reception and according to the format as defined below 

The specifications for the backtracking are as follows: 

• Simulate a release of 1.3 1015 Bq of a tracer integrated backward in time (no 
deposition, no decay) at a constant rate at the point of the station location from surface to 30 m 
from measurement stop to measurement start. 

• Calculate the respective (backward) tracer concentrations [in Bq/m3] at a global 1x1 
degree grid, output frequency 3 hours, time average of output 3 hours, from surface to 30 m.  

• Simulate backwards in time to the requested ending date/time (usually 6-14 days 
from sample collection stop) 

The PTS shall 
a) Restrict requests to cases of anomalous radionuclide measurements or system tests 
b) Contact the RSMCs in case no confirmation of a request was received within 3 hours 
c) Conduct regular announced and/or unannounced system tests 
d) Share the results of tests with the other RSMCs at a website 

The (P)TS will not request any graphical or products other than specified above. Customized end-
user products will be produced by the (P)TS for submission to the National Authorities, along with 
RSMC model output. Measurements and end-user products will not be shared by the (P)TS with 
the RSMCs or the WMO secretariat for reasons of confidentiality. 

NOTIFICATION MAIL MESSAGE SENT OUT BY THE PTS TO WMO RSMCS 
====== PTS REQUEST FOR SUPPORT ===== 
Date issued: YYYYMMDD hhmm 
Responsible officer: NAME 
 
Point of contact: 
NAME 
Tel. ………………… 
Fax. …………………. 



  للجنة النظم الأساسية(2006)التقرير النهائي الموجز للدورة الاستثنائية 
 

316

name@****.*** 
Secure Website (location/user/password) 
--------------- 
Download of information: 
****://************** 
username 
Password 
--------------- 
Data upload: 
****://************** 
Username 
Password 
--------------- 
 
For authentication purposes, this mail message is also available 
on the website: 
****://**************************************.txt 
=============================================================== 
Source-receptor matrix results are requested for 
005 
stations 
 # LON LAT ID Measurement Start/stop time (YYYYMMDD hh) 
001 -70.90 -53.10 CLP18 20050328 15 20050329 15 
002 -70.90 -53.10 CLP18 20050329 15 20050330 15 
003 -71.25 -41.10 ARP03 20050329 12 20050330 12 
004 -58.47 -34.54 ARP01 20050329 18 20050330 18 
005 -70.90 -53.10 CLP18 20050330 15 20050331 15 
=============================================================== 
Please calculate backward to 
YYYYMMDD hh 
=============================================================== 
Please upload data within 
24  
hours 
 
==RESPONSE FORM================================================ 
=== WMO Centre response form === 
=== Please send back this form === 
=== to the sender of the request as === 
=== soon as possible === 
=============================================================== 

 (x) We will send our contributions within the time limit (default) 
( ) We will send our contributions kkk hours later then the time limit 
( ) We got your request but are not able to perform computations 
=============================================================== 

====== PTS REQUEST FOR SUPPORT ===== 
 
FORMAT OF THE MODEL RESULTS AS DELIVERED BY THE RSMCs 
Line 1: Header Line (Station longitude, latitude, start of measurement interval (YYYYMMDD hh), 
end of measurement interval (YYYYMMDD hh), release strength (Bq), number of hours backward, 
output every “k” hours, time average of output, Station Name) 
Line 2-k: data lines (latitude, longitude, time step number, value) 

17.57 59.23 20030106 09 20030107 09 0.13E+16 144 3 3 1.00 1.00 "SEP63" 
 58.00 15.00 1 0.1209120E-01 
 59.00 15.00 1 0.6446140E-01 
 60.00 15.00 1 0.3212887E-02 
 58.00 16.00 1 0.2649441E+01 
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 59.00 16.00 1 0.9029172E+01 
 60.00 16.00 1 0.7616042E-01 
 58.00 17.00 1 0.1073919E+02 
 59.00 17.00 1 0.3082339E+02 
 60.00 17.00 1 0.1408468E-01 
 58.00 18.00 1 0.2643455E+00 
 59.00 18.00 1 0.7357535E+00 
 58.00 14.00 2 0.7759376E-02 
 59.00 14.00 2 0.6508716E-01 
 60.00 14.00 2 0.2403110E-01 
 61.00 14.00 2 0.6662516E-03 
 62.00 14.00 2 0.2838572E-04 
 58.00 15.00 2 0.1015775E+01 
 59.00 15.00 2 0.5030275E+01 
 60.00 15.00 2 0.8239139E+00 
 61.00 15.00 2 0.6797127E-02 
 62.00 15.00 2 0.6521360E-04 
 58.00 16.00 2 0.8181147E+01 
 59.00 16.00 2 0.2503959E+02 
 60.00 16.00 2 0.5937406E+00 
 61.00 16.00 2 0.1784474E-02 
 58.00 17.00 2 0.1403705E+02 
 59.00 17.00 2 0.3715418E+02 
 60.00 17.00 2 0.1306086E-01 
 58.00 18.00 2 0.2718492E+00 
 59.00 18.00 2 0.7555131E+00 
…… 

 

 
 

 )CBS-Ext.(06) (8التوصية 
 

 مراآز إنتاج عالمية للتنبؤات الطویلة المدىتسمية 
 

 إن لجنة النظم الأساسية،    
 

 :إذ تحيط علما بما یلي
 

 ،)960مطبوع المنظمة رقم (  الموجز للمؤتمر العالمي الرابع عشر للأرصاد الجوية مع القرارات         التقرير النهائي   (1)
 

 ،)988مطبوع المنظمة رقم (مع القرارات  ز للدورة السابعة والخمسين للمجلس التنفيذي الموجالتقرير النهائي (2)
 

 ،)1007مطبوع المنظمة رقم (مع القرارات   الموجز للدورة الثامنة والخمسين للمجلس التنفيذيالتقرير النهائي (3)
 

 ،)2005أآتوبر / تشرين الأول(المدى نتاج التنبؤات طويلة لإحلقة العمل عن المراآز العالمية تقرير اجتماع  (4)
 

 ،)2006أبريل / نيسان ()البنية الأساسية والتحقق(تقرير اجتماع فرق الخبراء المشترآة المعنية بالتنبؤ طويل المدى  (5)
 

التنسيق التابعة للجنة النظم الأساسية والمعنية بنظم معالجة البيانات والتنبؤ / تقرير اجتماع فرقة التنفيذ (6)
 ،)2006يونيو / زيرانح(

 
 ، )485مطبوع المنظمة رقم  ()GDPFS(مرجع النظام العالمي لمعالجة البيانات والتنبؤ  (7)
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 :وإذ تضع في اعتبارها
 

 ،)GPCs for LRF(الحاجة إلى تسمية مراآز إنتاج عالمية للتنبؤات الطويلة المدى  (1)
 

ال وبيجينغ وتولوز وطوآيو وسيول وواشنطن وإآستر ملبورن ومونتري: أن مراآز الأرصاد الجوية التالية (2)
 والمرآز الأوروبي للتنبؤات الجوية المتوسطة المدى توفر النواتج المطلوبة والخدمة التشغيلية للتنبؤ طويل المدى،

 
ملبورن ومونتريال وبيجينغ وتولوز وطوآيو وسيول وواشنطن وإآستر : بتسمية مراآز الأرصاد الجوية التاليةتوصي 

/  تموز1اعتبارا من مراآز إنتاج عالمية للتنبؤات الطويلة المدى  والمرآز الأوروبي للتنبؤات الجوية المتوسطة المدى
 ؛2007يوليو 

 
 :وتطلب

 
 يقومون بتشغيل المراآز العالمية المسماة نواتج تنبؤاتها طويلة المدى، على أن يوفر أعضاء المنظمة الذين (1)

والمراآز ) NMCs(الوطنية للأرصاد الجوية أو الأرصاد الجوية الهيدرولوجية النحو المطلوب، للمرافق 
 المعنيين وأن تنسق مثل هذه الأنشطة مع برامج )WMO( التابعة لأعضاء المنظمة )RCCs(المناخية الإقليمية 

  ذات الصلة؛)WMO(المنظمة 
 

مرجع النظام ية للتنبؤات المسماة حديثاً في أن يتخذ الأمين العام الترتيبات لإدراج مراآز الإنتاج العالم (2)
 . بمجرد موافقة المجلس التنفيذي على هذه التوصية)GDPFS( العالمي لمعالجة البيانات والتنبؤ

 
 
 

 (CBS-Ext.(06))  9 التوصية
 

 استعراض قرارات المجلس التنفيذي المستندة إلى التوصيات السابقة الصادرة
 متعلقة بالمراقبة العالمية للطقسعن لجنة النظم الأساسية أو ال

 
 إن لجنة النظم الأساسية،   

 
 مع الارتياح بالإجراءات التي اتخذها المجلس التنفيذي بشأن التوصيات السابقة الصادرة عن لجنة النظم  إذ تحيط علماً

 الأساسية أو المتعلقة بالمراقبة العالمية للطقس عموماً،
 

  سارية،لاتزالالمجلس التنفيذي السابقة أن بعض قرارات وإذ تضع في اعتبارها 
 

 : بالإبقاء على سريان قرارات المجلس التنفيذي التاليةتوصي
 

 15 و13 و3والقرارات  (CBS-XIII) 1 والتوصية (EC-LVII) 2 و(EC-LVI) 9 و2 و(EC-LV) 15 و14القرارات 
(EC-LVIII)؛ 

 
 :فيذي التاليةبعدم الإبقاء على سريان قرارات المجلس التن أيضاًوتوصي 

 
 2والقرار   ) (CBS-05) 1 والتوصية   (CBS-XIII) 2-7التوصيات   (EC-LVII (2 و (EC-LV) 12القراران   

(EC-LVIII). 
 
 



 
 

 
 المرفقات

 
 المرفق الأول

 
  من الملخص العام6.2.78مرفق للفقرة 

 
 الجدول الزمني لارتحال الشفرات

 
: 6(2)الفئة 

عفى عليها 
 الزمن تقریباً

: 5(2)الفئة 
 متنوعة

 :3الفئة  البحریة: 4الفئة 
الطيران

(1) 

 :2الفئة 
رصدات 
 ساتلية

 :1الفئة 
 مشترآة

 ←الفئة 

CODAR
ICEAN
GRAF
NACLl   
 وما إليها
SFAZl
SFLOC
SFAZU
RADREP
ROCOB
ROCOB 
SHIP
ARFOR
WlNTEM
MAFOR
HYDRA
HYFOR

RADOB
IAC
IAC 
FLEET
GRlD (to 
GRlB)
RADOF

BUOY
TRACKOB
BATHY
TESAC
WAVEOB
SHlP
CLlMAT SHlP
PlLOT SHlP TEMP
SHlP
CLlMAT TEMP 
SHlP

METAR 
SPECl
TAF
AMDAR
ROFOR

SAREP
SATEM
SARAD
SATOB

SYNOP
SYNOP
MOBlL
PlLOT
PlLOT MOBlL
TEMP
TEMP MOBlL
TEMP DROP
CLlMAT
CLlMAT
TEMP

قوائم صيغ 
الشفرات 
 ←التقليدیة 

 
 
 
 
 
 
 

 الجدول الزمني
↓ 

 2005 2004 لا ينطبق
 في حالة بيانات 2003

Argos BUOY) ،
المحطات الطافية 

تحت السطح، 
XBT/XCTD( 

2006 
 في 2006

بعض 
المراآز 
في حالة 
AMDAR 

جار في 
بعض 
 المراآز

/ تشرین الثاني
في  2002نوفمبر 

 البيانات حالة بعض
(AWS SYNOP, 

TEMP USA) 

بدء التبادل 
 (3)التجریبي

 2007 2006 لا ينطبق
 في حالة بيانات 2003

Argos BUOY) ،
المحطات الطافية 

تحت السطح، 
(XBT/XCTD 

2008 
 في 2003
حالة 

AMDAR 

جار في 
بعض 
 المراآز

/ تشرین الثاني
 2005نوفمبر 

بدء التبادل 
 (3)التشغيلي

 2012 2008 لا ينطبق
 في حالة بيانات 2008

Argos) BUOY ،
المحطات الطافية 

تحت السطح، 
XBT/XCTD( 

2016 
في  2007
 حالة

AMDAR 

تشرین 
/ الثاني

نوفمبر 
2006 

/ تشرین الثاني
 2010نوفمبر 

 إتمام الارتحال
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 :الحواشي
، باستثناء (lCAO)تتطلب شفرات الطيران تنسيقاً وإقراراً من جانب منظمة الطيران المدني الدولي  (1)  

 AMDARشفرة 
جة إلى استعراض الشفرات من أجل البت فيما إذا آان ينبغي  ينبغي مراعاة الحا5فيما يتعلق بالفئة  (2) 

 .6ومن المقرر ألا يجري ارتحال الشفرات الواردة في الفئة . BUFR/CREXارتحالها إلى النموذج 
ولكن يُشَجِّع الأعضاء وتشجع ". في موعد أقصاه"جميع التواريخ المذآورة أعلاه يُقصد بها  (3) 

لتجريبي، وعلى بدء التبادل التشغيلي في أقرب وقت ممكن في حالة  المنظمات على بدء التبادل ا
 ).انظر أدناه(استيفاء جميع الشروط ذات الصلة 

 
 ولكن ليس تشغيلياً، أي إضافة إلى BUFR (CREX)ستتاح البيانات بصيغة الشفرة : بدء التبادل التجريبي -

 .شفرات الأبجدية العددية الحالية، التي مازالت تُستخدم
) ولكن ليس جميع( بحيث يعتمد بعض BUFR (CREX)ستتاح البيانات بصيغة النموذج : بدء التبادل التشغيلي -

 ).توزيعاً موازياً(ومع ذلك ستُوزَّع شفرات الأبجدية العددية الحالية . الأعضاء عليها تشغيلياً
 هو الممارسة المعيارية BUFR (CREX)في هذا التاريخ يصبح التبادل بصيغة النموذج : إتمام الارتحال -

وفي الأماآن التي مازال فيها التبادل ) الأرشيف(ولأغراض المحفوظات . وينتهي التوزيع الموازي. للمنظمة
 . يسبب مشاآل يجوز استخدام شفرات الأبجدية العددية محلياً فقطBUFR (CREX)بصيغة النموذج 

 
 :ادل التجريبيالشروط ذات الصلة التي يلزم استيفاؤها قبل بدء التب 

 
 ؛BUFR/CREXتوافر جداول وقوالب النموذج  -
 إتمام تدريب الأطراف المعنيين بالاختبار؛ -
 ؛)التشفير، وفك الشفرات، المشاهدة(تنفيذ البرامجيات المطلوبة للأطراف المعنية بالاختبار  -
 

 :الشروط ذات الصلة التي يجب استيفاؤها قبل أن يبدأ التبادل التشغيلي 
 
  المناظرة؛BUFR/CREXالتأآد تماماً من صحة جداول وقوالب النموذج  -
 إتمام تدريب جميع الأطراف المعنية؛ -
 .طور التشغيل) التشفير، وفك الشفرات، والمشاهدة(دخول جميع البرامجيات المطلوبة  -
 
 

 
 المرفق الثاني

 
  من الملخص العام6.3.33مرفق الفقرة 

 
 (GPCs) المستمدة من مراآز الإنتاج العالمية (LRF)للتنبؤات الطویلة المدى البيانات والنواتج الأخرى 

 
 :(GPC)النواتج التجریبية التي یریدها مستخدمو نواتج مراآز الإنتاج العالمية  1
 

 .المتوسطات، الأرقام التجميعية، أو معدلات التواتر على مدى فترة تتراوح بين شهر وثلاثة أشهر ■ 
على سبيل المثال، مجاميع هطول الأمطار (تجاوز بعض قيم العتبات حتمالية التي تالتنبؤات الا ■ 

 ).الموسمية الأعلى من مستوى مجموعة عتبات
 المناخية المتطرفة التي قد تساعد على الإنذار، على سبيل المثال، من حدوث الشذوذ أوجه خطر ■ 

 .موجات حرارة أو برودة في منطقة معينة
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 . المعممة بالجفاف، والموسميات، وما إلى ذلك التنبؤمؤشرات ■ 
 ).على أن تبلغ المهلة شهراً(مدى التواتر والمدة :  الجافة والرطبةالانسكابات ■ 
في منطقة مثل جنوب آسيا وشرق آسيا ( المحتملة لبداية مواسم الأمطار الرئيسية التواريخ ■ 

 ).والجنوب الأفريقي، وغانا، وما إلى ذلك
 ).المهلة صفراً(الحاجة إلى متوسطات الشهر الأول أُعرب عن  ■ 

 
، NetCDF عن الفاآس الرقمي المشفر   (GRlP 2) مفضلة في نسق الشفرة    (GPV)نواتج قيم النقط الشبكية  2

 :وتتمثل المتطلبات فيما یلي. لاسيما بالنسبة لتصغير النطاق
 

ت؛ ويحتمل أن يتطلب ذلك أآثر من  الخاصة بالتنبؤات من أجل تصغير نطاق الخوارزميابياناتال ■ 
 :متوسط البيانات الشهرية، على سبيل المثال

 
 الإحصاءات المتعلقة بالتقلبية اليومية  ●
 حالات الشذوذ بالنسبة لبعض أعضاء المجموعات أو جميعها  ●
 بيانات التكهنات الاستعادية   ●

 
بما في ذلك البيانات المتعلقة (اخية الإقليمية  الخاصة بالأحوال الحدية والأولية للنماذج المنالبيانات ■ 

 ).بدرجة حرارة سطح البحر
 ).الجفاف( اللازمة لحساب المؤشرات الإقليمية المتخصصة البيانات ■ 
 محللة لبارامترات الهواء السطحي والهواء العلوي لاستخدامها في النماذج التجريبية مجالات ■ 

 .آأدوات للتنبؤ
 .(SST)سبوعية المرصودة والمتنبأ بها لدرجة حرارة سطح البحر  العالمية الأالقيم ■ 
 . الهطول اليومي المستند إلى السواتل لاستخدامه في المراقبة أثناء موسم الأمطارتحليل ■ 

 
 (NMCs)المراآز الوطنية للأرصاد الجویة / قد لا تتوافر الخبرة الفنية اللازمة للمراآز المناخية الإقليمية 3

وستحتاج هذه المراآز إلى المساعدة في التدریب من مراآز    . ع جوانب التنبؤات طویلة المدىبشأن جمي
 : في المجالات الرئيسية التالية(GPCs)الإنتاج العالمية للتنبؤات الطویلة المدى 

 
 .(GPC LRF)تفسير واستخدام مراآز الإنتاج العالمية للتنبؤات الطويلة المدى  ■ 
 ).الإحصائية والدينامية على السواء(اق  تصغير النطتقنيات ■ 
من أجل التحقق المحلي من النواتج التي تستنبطها المراآز المناخية الإقليمية، ومن ( التحقق تقنيات ■ 

 ).نواتج التطبيقات
 . تطبيقات المستخدم المحلي بالاستناد إلى نواتج المراآز المناخية الإقليمية المصغرة النطاقتطوير ■ 
 . مناخية إقليمية وتنفيذهانماذجام استخد ■ 

 
 
 

 المرفق الثالث
 

  من الملخص العام7.8مرفق الفقرة 
 

 (GISCs)الإجراءات الموصى بها لتعيين المراآز العالمية لنظام المعلومات 
 (DCPCs)ومراآز جمع البيانات أو إنتاجها 

 
 (GISCs)إجراءات تعيين المراآز العالمية لنظام المعلومات  1
 

 : من أربع خطوات هي(GISCs)تتكون إجراءات تعيين المراآز العالمية لنظام المعلومات  1.1
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  وقبول الهيئات البرنامجية له(WIS)بيان احتياجات نظام معلومات المنظمة  ‘1’ 
تبدي اللجان الفنية للمنظمة وغيرها من الهيئات التي تمثل البرامج المشارآة احتياجاتها من               

ويقوم فريق التنسيق        .  وتستعرضها دورياً  (WIS)معلومات المنظمة   حيث خدمات نظام   
 بإعداد قائمة بجميع     (ICG/WIS)المشترك بين الوآالات والمعني بنظام معلومات المنظمة      

الاحتياجات ذات الصلة ويستعرضها بانتظام ويقدم تقريراً عن طريق رئيس لجنة النظم                      
 . الأساسية إلى المجلس التنفيذي      

 
  ض تقدیم الخدمات من جانب المراآز العالمية المحتملة لنظام المعلوماتعرو ‘2’ 

 ووظائفه بالصيغة التي يعدها فريق            (WIS)تُنشر قائمة احتياجات نظام معلومات المنظمة            
 وذلك لتكون أساساً      (ICG-WIS)التنسيق المشترك بين اللجان والمعني بنظام معلومات المنظمة            

وقد ترغب مراآز موجودة حالياً في إطار النظم            . اجبات المطلوبة   لتقديم عروضٍ لأداء الو     
 بحيث  (GISC)الأساسية للمنظمة في التقدم بطلب لتعيينها آمراآز عالمية لنظام المعلومات              

وينبغي أن يتضمن عرض تقديم        . (WIS)تشكل البنية التحتية الأساسية لنظام معلومات المنظمة             
 :الخدمات ما يلي  

 
 متثال للوظائف المطلوبة لنظام معلومات المنظمة،إقرار بالا -  
 اقتراح بشأن مجال المسئولية فيما يتعلق بخدمات البيانات الخاصة بالنظام، -  
 .التزام رسمي من جانب الممثل الدائم للعضو بتقديم هذه الخدمات بصفة روتينية -  

 
فريق التنسيق المشترك بين اللجان وينبغي توجيه عرض تقديم الخدمات إلى المنظمة وتقديمه إلى   

، الذي يتولى إعلام رئيس الاتحاد الإقليمي المعني  (ICG-WIS)والمعني بنظام معلومات المنظمة 
؛ ويحلل ذلك الفريق الخدمات المقترحة بالمقارنة باحتياجات نظام )الاتحادات الإقليمية المعنية( 

المواصفات المطلوبة للمراآز العالمية لنظام  معلومات المنظمة، ويحلل آذلك الامتثال للوظائف و
 .المعلومات التابعة للنظام، ويضع توصية

 
  (GISCs)إظهار قدرات المراآز العالمية لنظام المعلومات ‘3’ 

 (CBS)ستُدعى المراآز العالمية المرشحة لنظام المعلومات إلى أن تُظهر للجنة النظم الأساسية   
مات نظام معلومات المنظمة للمستعملين المعتمدين بما يلزم من قدرتها فيما يتعلق بتقديم خد

وهذا يشير إلى وظائف جمع ونشر بيانات ونواتج في الوقت الحقيقي إلى جانب . موثوقية وجودة
وينبغي أيضاً أن يشمل وظائف تخزين . تقديم خدمات في غير الوقت الحقيقي لتلبية الطلبات

وينبغي . م ونواتجه وأحدث فهارس البيانات الشارحة ذات الصلةالمجموعة الكاملة من بيانات النظا
أيضاً التدليل على وظائف التنسيق مع المراآز العالمية الأخرى لنظام المعلومات والتخطيط لتقديم   

وعلاوة على ذلك، يجب التقيد بمعايير النظام وبسياسات تبادل البيانات ذات . خدمات دعم متبادلة
وسيقدم الممثل الدائم للعضو الذي يقوم بتشغيل المرآز . صول إلى البياناتالصلة ومنح حقوق الو

لتنفيذ عملية إقامة المرآز ولتقديم  العالمي المرشح لنظام المعلومات التزاماً رسمياً وجدولاً زمنياً
وعند قبول البيان العملي لقدرات المرآز المرشح، ستقوم لجنة . خدمات المرآز وفقاً للعرض المقدم

 . بوضع توصية لتعيينه آمرآز عالمي لنظام المعلومات (CBS)لنظم الأساسيةا
 

 (GISC)تعيين المرآز العالمي لنظام المعلومات  ‘4’ 
سينظر المجلس التنفيذي في توصية فريق التنسيق المشترك بين اللجان والمعني بنظام معلومات   

 بشأن تعيين المرآز العالمي لنظام  (CBS) وفي توصية لجنة النظم الأساسية(ICG-WIS)المنظمة 
 من أجل الموافقة عليهما؛ وبعد موافقة المجلس التنفيذي سيُدرج المرآز في (GISC)المعلومات 

 .وثائق برامج المنظمة ذات الصلة
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 (DCPC)تعيين مراآز جمع البيانات أو إنتاجها  2
 

واصفات الوظيفية لمرآز لجمع البيانات أو إنتاجها يوجد بالفعل حالياً عدد آبير من المراآز التي تستوفي الم 2.1
(DCPC)وهذه المراآز مرشحة بشكل طبيعي للإدراج في نظام معلومات المنظمة . ، إما جزئياً أو بالكامل(WIS) . وقد

 وطُرحت في عملية قبول رسمية في (WWW)أُقيمت آثرة من هذه المراآز في إطار برنامج المراقبة العالمية للطقس 
، والمراآز الإقليمية للاتصالات (WMC)ومنها مثلاً المراآز العالمية للأرصاد الجوية (ر لجنة النظم الأساسية  إطا

(RTH) التابعة للنظام العالمي للاتصالات (GTS)المتخصصة للأرصاد الجوية/ ، والمراآز الإقليمية.( 
 

وجد مراآز أخرى آثيرة أُقيمت في إطار  ت(WWW)وإلى جانب المراآز التشغيلية للمراقبة العالمية للطقس  
برامج أخرى للمنظمة من أجل جمع بيانات متعلقة بالبرامج أو توفير نواتج وإتاحتها للمرافق الوطنية للأرصاد الجوية 
. ولغيرها من المستعملين على شكل نشْر بيانات في الوقت الحقيقي أو خدمات تقديم بيانات في غير الوقت الحقيقي

لمراآز المذآورة أعلاه والمراآز الإضافية المنشأة في إطار المسؤولية الوطنية لها مساهمات هامة من حيث وأغلبية ا
وبعضها يقدم خدمات متطورة من حيث إدارة البيانات . (WIS)البيانات والنواتج التي ستُدرج في نظام معلومات المنظمة 
 . (WIS)ومات المنظمة ونشرها، وهي خدمات ذات أهمية آبرى بالنسبة لنظام معل

 
وبالنظر إلى أن برامج آثيرة ستشارك في نظام معلومات المنظمة، فإن عدد مراآز جمع البيانات أو إنتاجها  

  (ICG-WIS)وسيتعين على فريق التنسيق المشترك بين اللجان والمعني بنظام معلومات المنظمة. المرشحة سيكون آبيراً
والعدد الكلي لمراآز جمع البيانات أو . اجها في نظام معلومات المنظمة وبأي صفةأن يحدد المراآز التي ينبغي إدر

، بشرط سلفاً ، لا يوجد تحديد له (GISCs)، على الاختلاف من عدد المراآز العالمية لنظام المعلومات (DCPCs)إنتاجها 
ى مع مراآز جمع البيانات أو إنتاجها أن تكون المراآز الأخيرة قادرة على أن تتولى مهمتي التزامن والاتصالات الأخر

(DCPCs)المرتبطة بها . 
 

 من (DCPCs)وفي ضوء المذآور أعلاه يتكون الإجراء المتعلق بتعيين مراآز جمع البيانات أو إنتاجها  2.2
 :ثلاث خطوات هي

 
 (DCPCs)تقدیم عروض خدمات من المراآز المحتملة لجمع البيانات أو إنتاجها  ‘1’ 

 ستضطلع بها مراآز (DCPCs)ى أن وظائف المراآز المحتملة لجمع البيانات أو إنتاجها بالنظر إل  
تكون قد أُقيمت في إطار برامج المنظمة المعنية، من المتوقع من اللجان الفنية ذات الصلة أن تنظر   

 وفقاً فيما يُرجح(في عروض الخدمات المقدمة من المراآز المحتملة لجمع البيانات أو إنتاجها 
وأن تُقر المراآز المرشحة  ) أعلاه‘ 2’1.1لإجراءات مماثلة للإجراءات المنصوص عليها في 

 .الخاصة ببرامجها
 

وبعدئذ ينبغي أن تُعرض المراآز المرشحة الخاصة بالبرامج على فريق التنسيق المشترك بين    
تحليل مدى الامتثال ، بحيث يقوم ذلك الفريق ب(ICG-WIS)اللجان والمعني بنظام معلومات المنظمة 

 التابعة  (WIS/DCPC)للوظائف والمواصفات المطلوبة فيما يتعلق بمراآز جمع البيانات أو إنتاجها 
 . ويضع توصية(WIS)لنظام معلومات المنظمة 

 
 إظهار قدرات مراآز جمع البيانات أو إنتاجها ‘2’ 

معلومات ستُدعى المراآز المرشحة آما هو الحال فيما يتعلق بالمراآز العالمية المرشحة لنظام ال  
 قدرتها على تقديم   (CBS) إلى أن تُظهر للجنة النظم الأساسية (DCPCs)لجمع البيانات أو إنتاجها 

وهذا يشير إلى . خدمات نظام معلومات المنظمة على نحوٍ يمتثل لوظائف ومسؤوليات تلك المراآز
لحقيقي وآذلك إلى تقديم خدمات في غير الوظائف الممكنة لنشر البيانات والنواتج في الوقت ا

وينبغي أيضاً أن يشمل ذلك توفير أحدث فهارس البيانات الشارحة . الوقت الحقيقي لتلبية الطلبات
وينبغي أيضاً التدليل على القيام بوظائف التنسيق والتزامن مع المراآز العالمية لنظام . ذات الصلة

ة على ذلك، يجب التقيد بمعايير نظام معلومات المنظمة   وعلاو. المعلومات المرتبطة بتلك المراآز
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(WIS)وعند قبول .  وسياسات تبادل المعلومات ذات الصلة ومنح حقوق الوصول إلى البيانات
 (CBS)البيان العملي لقدرات المرآز المرشح لجمع البيانات أو إنتاجها تضع لجنة النظم الأساسية 

 .توصية لتعيين ذلك المرآز
 

 (DCPC)ين مرآز جمع البيانات أو إنتاجها تعي ‘3’ 
ينظر المجلس التنفيذي في توصية فريق التنسيق المشترك بين اللجان والمعني بنظام معلومات   

 بشأن تعيين مرآز جمع البيانات أو (CBS) وفي توصية لجنة النظم الأساسية (ICG-WIS)المنظمة 
المجلس يُدرج المرآز في الوثائق البرنامجية  لكي توافق عليهما؛ وبعد موافقة (DCPC)إنتاجها 

 .ذات الصلة للمنظمة
 

 
 

 المرفق الرابع
 

  من الملخص العام11.2مرفق الفقرة 
 

 اختصاصات فرق ومقرري الأفرقة المفتوحة العضویة المعنية بمجالات برنامجية
 

 الفریق المفتوح العضویة المعني بالمجال البرنامجي الخاص
 (lOS)لة بنظم الرصد المتكام

 
خطط عمل فرق الخبراء التابعة للفریق المفتوح العضویة المعني بالمجال البرنامجي الخاص بنظم الرصد  

 (OPAG-lSO)المتكاملة 
 

المنسقين المعينين في إطار الفريق المفتوح العضوية المعني بالمجال / اختصاصات فرق الخبراء والمقررين 
 تظل بدون تغيير؛ وفيما يلي خطط العمل المقترحة لكل من فرقة (lOS)ملة البرنامجي الخاص بنظم الرصد المتكا

، وفرقة الخبراء المعنية بشبكة محطات الأرصاد الجوية (ET-EGOS)الخبراء المعنية بتطوير النظام العالمي للرصد 
تل التي تضطلع بها ، وفرقة الخبراء التابعة للفريق الحكومي الدولي المعني بأنشطة السوا(ET-AWS)الأوتوماتية 

 :(ET-SUP)، وفرقة الخبراء المعنية باستخدام نظم السواتل ونواتجها (ET-SAT)المنظمة 
 

 2007-2008 (ET-EGOS)خطة العمل لفرقة الخبراء المعنية بتطویر النظام العالمي للرصد 
 
لجوية الخاصة تحديث قواعد بيانات لجنة السواتل لرصد الأرض في المنظمة العالمية للأرصاد ا )أ(

(CEOS/WMO) باحتياجات المستخدمين وقدرات نظام الرصد وإدراج توقعات منقحة على أساس ما يتوقعه 
عند تلقي المعلومات من مستخدمي البيانات ومنتجي (المستخدمون من أداء في مجالي البحث والتطوير 

 ؛)البيانات
 
 ؛"الانطلاق "توسيع قاعدة بيانات احتياجات المستخدمين لتشمل قيم )ب(
 
مواصلة الاستعراض المتوالي للاحتياجات في عشرة مجالات تطبيق، والتوسع إلى مجالات جديدة بحسب  )ج(

 الحاجة؛
 
 العمل مع نقاط الاتصال في مجالات التطبيق من أجل تحديث البيانات الإرشادية؛ )د(



 المرفقات
 

325

 التقدم في إرشاد تجارب نظم الرصد من الاشتراك مع المقررين وخبراء التنبؤ العددي بالطقس في استعراض )ه(
 ؛ (GOS)أجل تطوير النظام العالمي للرصد 

 
 ؛2008تنظيم وعقد حلقة العمل المقبلة المعنية بدراسات تأثير التنبؤ العددي بالطقس في أوائل  )و(
 
 وتنسيق (EGOS-lP)البدء بالأعمال، ورصدها، وضمان تقدمها في تنفيذ خطة تطوير النظام العالمي للرصد  )ز(

إعداد ملخص لتقدم . المنسقين في الجوانب الإقليمية في النظام العالمي للرصد/ هذا النشاط مع المقررين
 الخطة المذآورة؛

 
متابعة التوصيات التي وافقت عليها لجنة النظم الأساسية لتطوير النظام العالمي للرصد مع اهتمام خاص   )ح(

 نشطة؛بالبلدان النامية؛ وضع ملخص لهذه الأ
 
، مع (ET-EGOS)الإبقاء على صفحة الويب الخاصة بفرقة الخبراء المعنية بتطوير النظام العالمي للرصد  )ط(

 تحسينها؛
 
القيام  : ، والسنة القطبية الدولية (ET-EGOS)التفاعل بين فرقة الخبراء المعنية بتطوير النظام العالمي للرصد  )ي(

سنة القطبية الدولية فيما يقارب الوقت الحقيقي إذا أمكن؛ استعراض بالأعمال التي تضمن توزيع رصدات ال
 نتائج تحليل ثغرة الرصد الذي أجرته اللجنة الفرعية للسنة القطبية الدولية عن الرصدات؛

 
 في إعداد آتيب عن تطوير (lCT-lOS)نظم الرصد المتكاملة / دعم رئيس تكنولوجيات المعلومات والاتصالات )ك(

 المي للرصد؛النظام الع
 
دعم فرقة العمل التابعة للمجلس التنفيذي والمعنية بنظم الرصد المتكاملة في المنظمة العالمية للأرصاد  )ل(

 الجوية؛
 
 ؛(GCOS)استعراض اقتراح شبكة الهواء العلوي المرجعية في النظام العالمي لرصد المناخ  )م(
 
 مي للرصد وخطة تنفيذ تطوير النظام المذآور؛تحسين التفاعل بين أداء إحصاءات النظام العال )ن(
 
 .إعداد رؤية محدثة للنظام العالمي للرصد بالاشتراك مع فرق الخبراء الأخرى في نظم الرصد المتكاملة )س(
 

 2008-2007 (ET-SAT)خطة عمل فرقة الخبراء المعنية بأنشطة السواتل التي تضطلع بها المنظمة   
 
 الحالية في المجال التطبيقي ومجال البحوث والتطوير في شأن السواتل البيئية استعراض القدرات والخطط )أ(

وتقديم مساهمة لفرقة خبراء الفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص بنظم الرصد 
ة  وفرقة خبراء الفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص بدراس (OPAG lOS)المتكاملة 

 واجتماعات تكنولوجيات المعلومات والاتصالات من  (OPAG lSS)النظام المتكامل للمراقبة العالمية للطقس 
 أجل المساعدة على تكامل نظم الرصد المنسقة التابعة للمنظمة العالمية للأرصاد الجوية؛

 
لمسائل الخاصة بالسواتل استعراض توصيات المؤتمر التشاوري المعني بالسياسات الرفيعة المستوى بشأن ا )ب(

عن الفترة المعنية وتقديم مساهمة في برامج عمل الفريق المفتوح العضوية المعني بالمجال البرنامجي 
  وتكنولوجيات المعلومات والاتصالات؛(OPAG lOS)الخاص بنظم الرصد المتكاملة 

 
 وتقديم مساهمة لفرقة الخبراء (GOS)استعراض البيانات الإرشادية وخطط تطوير النظام العالمي للرصد  )ج(

 المعنية بتطوير النظام العالمي للرصد من أجل تحسين قدرات النظام وخصوصاً بالنسبة للبلدان النامية؛
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استعراض انعكاسات توسيع المكوِّن الفضائي القاعدة في خط قاعدة النظام العالمي للرصد حتى تشمل على  )د(
ت إضافية على النحو المطلوب لرصد المناخ، بالتنسيق مع فرقة وجه التحديد رصدات مستدامة لمتغيرا

 وفرقة الخبراء المعنية بالنظام العالمي للرصد (ET-SUP)الخبراء المعنية باستخدام نظم السواتل ونواتجها 
(ET-EGOS)وتقديم تقرير إلى لجنة النظم الأساسية على النحو المناسب؛ ، 

 
لخبراء والاجتماعات التي ترعاها المنظمة العالمية للأرصاد الجوية، مثل تقديم مساهمة لسائر مجموعات ا )ه(

اللجنة الفنية المشترآة بين المنظمة العالمية للأرصاد الجوية واللجنة الدولية الحكومية لعلوم المحيطات 
، (GCOS)، والنظام العالمي لرصد المناخ (JCOMM)والمعنية بعلوم المحيطات والأرصاد الجوية البحرية 

، فيما يتعلق بقدرات (GAW) والمراقبة العالمية للغلاف الجوي (WCRP)والبرنامج العالمي للبحوث المناخية 
 نظم السواتل واحتياجاتها؛

 
استعراض تقدم خطة تنفيذ تطوير النظم الفرعية، الفضائية القاعدة والسطحية القاعدة، في النظام العالمي  )و(

 النحو المناسب، وتنسيق هذا النشاط مع فرقة الخبراء المعنية بتطوير النظام للرصد، والشروع في العمل على
 .(ET-EGOS)العالمي للرصد 

 
 2008-2007 (ET-SUP)خطة عمل فرقة الخبراء المعنية باستخدام نظم السواتل ونواتجها    

 
بغي تحليل الاستبيان من أجل متابعة الاستعراض المتوالي لاستراتيجية تحسين استخدام نظام السواتل ين )أ(

 وغيره من المعلومات ذات الصلة من أجل إعداد وثيقة فنية تلخص الحالة 2007الثنائي السنوات لعام 
 الحاضرة لتنفيذ خطة تحسين استخدام نظام السواتل؛

 
 من  للتأآد من أن الاحتياجات(lGDDS)التفاعل مع مجموعة تنفيذ المرفق العالمي المتكامل لنشر البيانات  )ب(

البيانات بما في ذلك التبادل الأقاليمي، ومن المعدات، والقواعد، والمحتويات، وآذلك التوقيت، تسمح لأعضاء 
 المنظمة العالمية للأرصاد الجوية بالاستفادة بالكامل من أساليب البث المتقدمة ومن نظم بث البيانات عبر الأقاليم؛

 
شطة السواتل التي تضطلع بها المنظمة، استعراض بيانات ونواتج بالاشتراك مع فرقة الخبراء المعنية بأن )ج(

البحث والتطوير الساتلية الحالية والمقبلة بما في ذلك مدى توافرها وتطبيقاتها من أجل تحسين استخدامها 
 بواسطة أعضاء المنظمة العالمية للأرصاد الجوية؛

 
 التابع لفريق تنسيق السواتل الخاصة بالأرصاد (VL) عرض احتياجات أعضاء المنظمة أمام المختبر الافتراضي )د(

 الجوية في المنظمة العالمية للأرصاد الجوية والمعني باستخدام بيانات السواتل في المجالات ذات الصلة؛
 
 في زيادة توضيح احتياجات (WSP)الاشتراك مع أمانة مشروع بناء المجتمعات التي مزقتها الحروب  )ه(

المية للأرصاد الجوية إلى الحصول على بيانات ونواتج السواتل واستخدامها، وما يتصل أعضاء المنظمة الع
 بذلك من بناء القدرات، وأفضل طريقة لتلبية تلك الاحتياجات؛

 
 المتخصصة؛/ مواصلة تطوير مفهوم مراآز نواتج السواتل الإقليمية )و(
 
اس في النظام العالمي للرصد ليشمل رصدات مستدامة المضي في توسيع المكوِّن الفضائي القاعدة من خط الأس )ز(

لمتغيرات إضافية على النحو المطلوب لرصد المناخ بالاشتراك مع فرقة الخبراء المعنية بأنشطة السواتل التي 
 ؛(EGOS)  وفرقة الخبراء المعنية بتطوير النظام العالمي للرصد(ET-SAT)تضطلع بها المنظمة 

 
والتعرف بمزيد من التفصيل على الدور " البحوث والتطوير في عملية الانتقال"مفهوم الاستمرار في تطوير  )ح(

 الذي يمكن أن تؤديه المنظمة العالمية للأرصاد الجوية؛
 
 .إعداد وثائق تساعد الأعضاء وذلك بتلخيص نتائج الأنشطة السابقة )ط(
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 2008-2007 (ET-AWS)توماتية  فرقة الخبراء المعنية بشبكة محطات الأرصاد الجویة الأو  خطة عمل 
 
 بالتعاون مع لجنة أدوات (AWS)تحديث المواصفات الوظيفية لشبكة محطات الأرصاد الجوية الأوتوماتية   )أ(

  واللجان الفنية المعنية الأخرى؛(ClMO)وطرق الرصد 
 
قة للاتصالات المستمرة  بيان الاحتياجات ثم وضع خطة التنفيذ لإقامة قاعدة راسخة قليلة الاستهلاك من الطا )ب(

 لجميع محطات الأرصاد الجوية الأوتوماتية، وخصوصاً تلك الموجودة في مواقع نائية؛
 
بيان الاحتياجات ثم وضع خطة التنفيذ لأجهزة الاستشعار التي تستضيفها محطات الأرصاد الجوية   )ج(

 تها بالأحوال على الأرض؛الأوتوماتية لتساهم مباشرة في معايرة الرصدات فضائية القاعدة ومقارن
 
بيان الاحتياجات إلى أجهزة استشعار جديدة أو إدماج هذه الأجهزة لتسد نواحي النقص في محطات الأرصاد  )د(

 الجوية الأوتوماتية بعد الارتحال من الرصدات اليدوية؛
 
قع الثابتة مع التعاون مع لجنة أدوات وطرق الرصد في بحث موضوع الحاجة إلى إدماج قياسات الموا )ه(

 قياسات المساحات؛
 
وضع مبادئ توجيهية وإجراءات تساعد على الانتقال من محطات الرصد السطحي اليدوي إلى محطات  )و(

 أوتوماتية؛
 
التعاون مع سائر اللجان الفنية في إعداد مبادئ توجيهية لتطبيق أنماط البيانات الجديدة إما من أجهزة  )ز(

 د نجاح تكامل أجهزة الاستشعار؛الاستشعار الجديدة أو بع
 
 إعداد الكتالوجات الأربعة الموصى بها للبيانات الشرحية في محطات الأرصاد الجوية الأوتوماتية؛ )ح(
 
 وضع مبادئ توجيهية لتصنيف محطات الأرصاد الجوية الأوتوماتية تصنيفاً موقعياً؛ )ط(
 
ائمة المتغيرات العادية والاختيارية التي تبلغها محطات التعاون مع سائر اللجان الفنية في الانتهاء من ق )ي(

 الأرصاد الجوية الأوتوماتية؛
 
 المتعلقة بقياسات شبكة محطات الأرصاد الجوية الأوتوماتية BUFRاستعراض العوامل الواصفة في شفرة  )ك(

(AWS) رصاد الجويةالمعجم الدولي لمصطلحات الأ من أجل آشف حالات عدم التناسق وإمكان تعقبها في 
 ؛)182مطبوع المنظمة رقم (

 
 .(lOS)تحديث رؤية النظام العالمي للرصد بالاشتراك مع فرق الخبراء الأخرى في نظم الرصد المتكاملة  )ل(

 
 

 (OPAG)الفریق المفتوح العضویة المعني بالمجال البرنامجي 
 (lSS)بشأن نظم وخدمات المعلومات 

 
 :(lSS) بشأن نظم وخدمات المعلومات (OPAG)لفريق ترد فيما يلي المهام الإضافية ل

 
 (lCT-lSS)فرقة تنسيق التنفيذ لنظم وخدمات المعلومات 

 
أن ينظر الفريق في أآثر الآليات فعالية لإجراء تنقيح معمَّق وشامل وإعادة تنظيم دليل النظام العالمي 

مارسات الراهنة ومساعدة الأعضاء في جهودهم من أجل تحقيق اتساق أفضل مع التكنولوجيات والم (GTS)للاتصالات 
 .لتعميم وتنفيذ نظم المعلومات ذات الصلة
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 فريق الإدارة على إنشاء فرقة خبراء استشاريين من أجل تقييم مزايا ونواقص (OPAG)وأن يساعد الفريق 
إمكانية استخدامها  للنظر في HDF وNetCDF وXML وCREX وBUFRمثلاً نظم الشفرات (مختلف نظم تمثيل البيانات 

 وفي بث (NMHSs)في التبادل التشغيلي في الوقت الحقيقي بين المرافق الوطنية للأرصاد الجوية والهيدرولوجيا 
 .المعلومات لمستخدميها خارج هذه المرافق

 
ابع   وفريق الإدارة الت(lCG-WlS)وأن ينظر، بالتنسيق مع فريق تنسيق التنفيذ التابع لنظام معلومات المنظمة 

، في استخدام أآثر الآليات فعالية، ووضع جدول زمني واقعي، من أجل صوغ وثائق  (CBS/MG)للجنة النظم الأساسية 
، بما في ذلك تقديم توصيات بشأن  )مثلاً، وضع دليل خاص بهذا النظام(تنظيمية مناسبة بشأن نظام معلومات المنظمة 

ية اللازمة للتنفيذ، ووضع دليل خاص بنظام معلومات المنظمة يوضح التنظيم والممارسات والإجراءات والمواد الإرشاد
 .للمنسقين الوطنيين دورهم في المساهمة والمشارآة في تطوير نظام المعلومات وخدماته، ومدى فوائد مشارآتهم هذه

 
  (CT-MTDCF)فرقة التنسيق المعنية بالارتحال إلى نماذج الشفرات الجدولية 

 
ملخص الإجراءات :  رسالة تنقلها الأمانة إلى أعضاء المنظمة وتنطوي على مرفقين(OPAG)أن يعد الفريق 

 .أو المهام الرئيسية التي ينبغي النظر فيها وربما تنفيذها، وأن يعد أيضاً وثيقة تحتوي على إرشادات بشأن الارتحال
 

ير التنفيذ التطبيقي والاختبار وأن يقوم الفريق بتنسيق عملية إنشاء موقع على الويب لتوفير خدمة تحقق لتيس
 .قبل التطبيقي لانتقال تدفقات البيانات

 
  (lPET-Ml)فرقة الخبراء المشترآة بين البرامج والمعنية بتنفيذ البيانات الشرحية 

 
 مهمة تحديد الأدوات التي تتيح للمستخدمين إنشاء وثائق البيانات الشرحية، مع (OPAG)أن يتصدر الفريق 

البيانات الروتينية، وإيجاد محرر للمعالجة اليدوية للبيانات الشرحية " حصاد"ية للأدوات التي تسمح بأتمتة إيلاء الأولو
 ".أفضل الممارسات"وإعداد دليل عن 

 
 إلى الفرق الأخرى التابعة – lSO 191xx –وأن ينقل معايير المنظمة الدولية للتوحيد القياسي ذات الصلة 

 .(WMO) لمعيار البيانات الشرحية الأساسي للمنظمة 2.0ستعداد لاستخدام سمات الصيغة  مع الا (OPAG-lSS)للفريق 
 

 المقرر المعني بدليل المنظمة بشأن إدارة البيانات
 

 تنسيق عملية تحرير الدليل الخاص بإدارة بيانات المراقبة العالمية للطقس بمساعدة (OPAG)أن يتابع الفريق 
 .الأمانة

 
 والنظام (WlS) المشترآة بين نظام معلومات المنظمة (ET-CTS)نية بتقنيات وهيكل الاتصالات فرقة الخبراء المع
  (GTS)العالمي للاتصالات 

 
 والنظام العالمي للاتصالات (WlS)أن يواصل تطوير هيكل البيانات والاتصالات في نظام معلومات المنظمة 

(GTS)بيانات والنواتج ذات الأولوية العالية لدعم شبكة افتراضية لجميع  لل، وأن ينظر في آيفية تحسين التبادل العالمي
 .(WlS-GTS)المخاطر داخل النظامين 

 
 .lPv6وأن يحرص على مواآبة تطورات البروتوآول 

 
تحديث الإرشادات بشأن استخدام الإنترنت بأقل المخاطر التشغيلية والأمنية، وبشأن / وأن يسعى إلى تطوير

المعلومات والاتصالات استخداماً آافياً في المرافق الوطنية للأرصاد الجوية والهيدرولوجيا في البلدان تكنولوجيا استخدام 
  .النامية
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وأن يواصل مواآبة تطورات الشبكة الخاصة الافتراضية، مع تحديث وتشذيب الوثائق الإرشادية وفقاً 
 .لذلك

 
وآولات، وأن يستعرض آليات تبادل وتوجيه الرسائل وأن ينظر في الآثار الكاملة لتبديل العلامات بعدة بروت

والملفات الخاصة بالنظام العالمي للاتصالات على ضوء إمكانات الوصل الجديدة لإيصال البيانات من أي جهة إلى جهة 
ضية  أخرى بهدف تعزيز نظام معلومات المنظمة وتحسين تبادل البيانات والنواتج ذات الأولوية العالية لدعم شبكة افترا

 .(WlS-GTS)لجميع المخاطر داخل النظامين 
 

  (ET-WlSC)فرقة الخبراء المعنية بالمراآز العالمية لنظام المعلومات ومراآز تجميع البيانات أو النواتج 
 

أن توضع مواصفات للوصلات البينية للمراآز العالمية لنظام المعلومات، بما في ذلك وضع مواصفات 
 . المكونات المختلفة لنظام المعلوماتموحدة للصلة بين مستعملي

 
  (SG-RFC)الفریق التوجيهي المعني بتنسيق الترددات الرادیویة 

 
 أن يتابع أنشطته بمثابرة مع الترآيز على الأنشطة التحضيرية للمؤتمر العالمي للاتصالات الراديوية لعام 

(WRC-07) 2007 بما في ذلك اجتماع التحضير للمؤتمر ،(lTU-R)/CPMالمزمع عقده . 
 

 والمقرر المعني بالمراقبة العالمية للطقس (ET-Ol) وتنفيذها (GTS-WlS)فرقة الخبراء المعنية بعمليات النظامين 
(WWW)  

 
 في اتساق مع الفئات الأساسية والفرعية للبيانات المحددة >محدد البيانات<أن يواصل استكمال وتطوير قائمة 

 ."Common Table C-13 of the Manual on Codes"في الجدول المشترك في الدليل 
 

، يمكن استخدامه (lWM)وأن يجري إعداد دليل بشأن تنفيذ المراقبة المتكاملة لعمل المراقبة العالمية للطقس 
قح أثناء المرحلة التمهيدية للتشغيل، وأن يتم تقييم النتائج والخبرات المكتسبة خلال المرحلة التمهيدية للتشغيل، وأن ين

 .الدليل وفقاً لذلك
 

 بغية الشروع في مراقبة توافر (lWM)أن يتم تنقيح إجراءات المراقبة المتكاملة لعمل المراقبة العالمية للطقس  
 في مراآز المراقبة العالمية للطقس أثناء المرحلة التحضيرية للمراقبة المتكاملة  CREX والشفرة BUFRتقارير الشفرة 

 .(lWM) للطقس لعمل المراقبة العالمية
 

 
 الفریق المفتوح العضویة المعني بالمجال البرنامجي الخاص بنظام

 (OPAG DPFS)معالجة البيانات والتنبؤ 
 

 بنظام معالجة البيانات (OPAG)هيكل العمل المستقبلي للفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص  
 (2007-2008)التنسيق، والمقرر في الفترة  فرقة واختصاصات فرق خبرائه، وأ(DPFS)والتنبؤ 

 
 التنسيق المعنية بنظام معالجة البيانات والتنبؤ/ فرقة التنفيذ 1
 
 ؛)تلزم إسهامات من الاتحادات الإقليمية والهيئات الأخرى(تحديد المتطلبات المستجدة  )أ(
 
لبيانات والتنبؤ الإسهام على أفضل وجه في تلبية تحديد الكيفية التي يمكن بها لمراآز النظام العالمي لمعالجة ا )ب(

 المتطلبات المستجدة؛
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 ، (THORPEX)المشارآة في أفرقة تخطيط تجربة البحوث الخاصة بنظم الرصد وبإمكانية التنبؤ  )ج(
حسب الاقتضاء، لتقديم المشورة بشأن الأحوال والمتطلبات اللازمة لعمليات التنفيذ العملي في النظم 

 ؛التشغيلية
 
 تحديد الاحتياجات من التدريب من خلال حلقات العمل وغيرها من وسائل التحديد الأخرى؛ )د(
 
  المتعلقة بالنظام العالمي لمعالجة البيانات والتنبؤ؛(CBS)تنسيق تنفيذ قرارات لجنة النظم الأساسية  )ه(
 
 فيما يتعلق (CBS)م الأساسية استعراض أعمال فرق الخبراء والمقررين وتقديم توصيات إلى لجنة النظ )و(

 .بالعمل المستقبلي
 
 فریق التنسيق المعني بالتحقق من التنبؤات 2
 
القيام، بالتشاور مع فرق الخبراء ذات الصلة، باستعراض إجراءات التحقق من أداء نظم التنبؤ لضمان  )أ(

 ملاءمتها وتلبيتها لاحتياجات لجنة النظم الأساسية؛
 
التحقق لأنواع التنبؤات الناشئة من مثل التنبؤات الاحتمالية، ونواتج التنبؤ العددي بالطقس ضمان ملاءمة نظم  )ب(

 ذات الاستبانة العالية للغاية ونواتج التنبؤات الآنية؛
 
 وضع إجراءات ملائمة للتحقق من تنبؤات الطقس القاسي والإنذار به؛ )ج(
 
  حسب الاقتضاء؛استعراض أنشطة المرآز القيادي وتوفير إرشادات، )د(
 
،  (WGNE)ية الفريق العامل المعني بالتجارب العدد/ (WWRP)إقامة اتصال بالبرنامج العالمي لبحوث الطقس  )ه(

 حسب الطلب؛
 
 .تقديم إرشادات بشأن آيفية تنفيذ نظم التحقق )و(
 
 فرقة الخبراء المعنية بنظم تنبؤ المجموعات 3
 
 فيما يتعلق بالتنبؤات الاحتمالية في إطار نواتج نظم تنبؤات (EPS)موعات توفير المشورة بشأن نظم تنبؤ المج )أ(

  (EPS)المجموعات القصيرة الأمد والمتوسطة الأمد مع الترآيز على التطبيقات المتعلقة بجميع جوانب النظم 
 التي تتنبأ بالطقس على أساس يومي؛

 
ا على التنبؤ بالطقس القاسي، بما في ذلك التقدم   وتطبيقه(EPS)استعراض التقدم المحرز فيما يتعلق بنظم  )ب(

، وإعداد السبل   (EPS)المحرز بشأن المجموعات متعددة المراآز، والنموذج الإقليمي المستند إلى النظام 
 الكفيلة بتحقيق أفضل استخدام عملي لهذه التطورات؛

 
فاءتها المحتملة واحتياجات جميع برامج استعراض قائمة المجالات والنواتج التي ينبغي توزيعها مع مراعاة آ )ج(

  ذات الصلة؛WMOالمنظمة 
 
، وعرض مسارات EPSعلى سبيل المثال الرسوم البيانية لنظم  ((EPS)اقتراح معايير لنواتج النظم  )د(

لضمان ) الأعاصير والأماآن المحتملة لهبوبها، وحساب الاحتمالات، ومنهجيات المعايرة، وما إلى ذلك
 ؛ WMO التي توفرها مختلف المراآز لأعضاء المنظمة  (EPS) النظم اتساق نواتج
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وضع مواد لتعليم وتدريب المتنبئين، بما في ذلك الأساس المنطقي للمفاهيم والاستراتيجيات الخاصة بالنظم  )ه(
(EPS) بشأن طبيعة نواتج النظم EPS وتفسيرها وتطبيقها، بغية المساهمة في الدليل الخاص بنظم معالجة 

 ؛(GDPFS)البيانات والتنبؤ 
 
، وتقديم  (EPS)القيام، بالتشاور مع فريق التنسيق المعني بالتحقق من استعراض نظم التحقق من نواتج النظام    )و(

 إرشادات خاصة بالتنبؤات فيما يتعلق بتفسير التحقق؛
 
قديم التقارير عن تدابير  من خلال ت (EPS)دعم مواصلة تطوير المرآز القيادي المعني بالتحقق من النظم   )ز(

التحقق وتحديد أفضل السبل لبيان آفاءة نظم تنبؤ المجموعات، وتزويد المرافق الوطنية للأرصاد الجوية 
  بالبرمجيات ذات الصلة عن طريق موقع المرآز القيادي على شبكة الويب؛(NMHSs)والهيدرولوجيا 

 
 بشأن) 485مطبوع المنظمة رقم  ((GDPFS)انات والتنبؤ مرجع النظام العالمي لمعالجة البياقتراح تحديث  )ح(
 

 النواتج المتاحة للتبادل والتعميم الدوليين، 1- 
  وتطبيقاتها، وآيفية إدماجها في نظام التنبؤات،(EPS)المعالجة اللاحقة لنظم   2- 
 ؛ (EPS)نظام التحقق من النظام  3- 

 
، بما في ذلك احتياجات المراآز الكبيرة فيما يتعلق  (EPS)وضع إجراءات واختبارها لتبادل بيانات النظام  )ط(

 بتبادل تنبؤات مجموعاتها؛
 
 :THORPEXالمشارآة في أفرقة العمل التابعة للتجربة  )ي(
 

 المقترح مناسباً للتنفيذ والتطبيق  (GlFS)لضمان أن يكون النظام العالمي للتنبؤات التفاعلية  1-
 العمليين،

 . الذي يستهدف الرصدات (EPS)حرز فيما يتعلق باستخدام النظام استعراض التقدم الم 2-
 
 (NWP)المقرر المعني بالبنية الأساسية للتنبؤ العددي بالطقس  4
 
 وبالتنسيق مع المقررين الإقليميين المعنيين بالنظام العالمي –القيام، بالتشاور مع فرق الخبراء ذات الصلة  )أ(

عراض قائمة الحد الأدنى من نواتج التنبؤ العددي بالطقس التي يتعين تبادلها لمعالجة البيانات والتنبؤ، باست
 ؛ )(WlS)نظام معلومات المنظمة (على النظام العالمي للاتصالات 

 
توفير الاحتياجات اللازمة للوصول إلى النواتج أو توزيعها لمساعدة الفريق المفتوح العضوية المعني بالمجال  )ب(

 في تحديد الوسائل الفنية المناسبة لتلبية هذه  (OPAG/lSS)م وخدمات المعلومات البرنامجي الخاص بنظ
 الاحتياجات؛

 
 بالأحوال (NMCs)استعراض الحاجة إلى وضع معايير وإرشادات لتزويد المراآز الوطنية للأرصاد الجوية   )ج(

 .طقس عملياًالأولية والحدودية من أجل نماذج المنطقة المحدودة لأغراض التنبؤ العددي بال
 
 فرقة الخبراء المعنية بالتنبؤات القصيرة الأمد للغایة 5
 
تقديم إرشادات بشأن استخدام نماذج التنبؤ العددي بالطقس، ونظم التنبؤ الآني التي ستوفر وصفاً لبارامترات  )أ(

ت المكتسبة  ساعة، بما في ذلك وصف التنبؤات الاحتمالية على ضوء الخبرا 12الطقس بدءاً من الصفر إلى 
 والتقدم المحرز في مجال البحوث؛

 
 :القيام، بالتشاور مع فريق التنسيق المعني بالتحقق والتنبؤات، بما يلي )ب(
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 تحديد التقنيات المناسبة للتحقق من التنبؤ العددي بالطقس ذي الاستبانة العالية للغاية؛ 1-
 12تج التنبؤات في فترة تمتد من صفر إلى توفير المبادئ التوجيهية لتطوير التحقق العملي من نوا 2-

 ساعة؛
 

حسب ) 485مطبوع المنظمة رقم   ((GDPFS)لمرجع النظام العالمي لمعالجة البيانات والتنبؤ اقتراح تحديث  )ج(
 .الطلب

 
 فرقة الخبراء المعنية بالتنبؤات الممتدة والطویلة المدى 6
 
 والتحسينات التي أدخلت عليها، (LRF) التنبؤ الطويل المدى القيام، على أساس الاحتياجات المعلنة لنواتج )أ(

 (RCCs)، والمراآز المناخية الإقليمية (GPCs)باستعراض الإسهامات المقدمة من مراآز الإنتاج العالمية 
 عملية ، وإعداد اقتراح بشأن إنشاء وتنفيذ بنية أساسية(NMHSs)والمرافق الوطنية للأرصاد الجوية والهيدرولوجيا 

 مناسبة لإنتاج التنبؤات الطويلة المدى والنفاذ إليها وتوزيعها وتبادلها بما في ذلك المجموعات المتعددة النماذج؛
 
المجموعات (، بما في ذلك تحديد النواتج (GPCs)وضع إجراءات لتبادل التنبؤات الطويلة المدى بين المراآز  )ب(

وتحديد الأحكام والشروط ). ات الخاصة بالتنبؤ، وما إلى ذلكالمتعددة النماذج، والنواتج النموذجية والمهار
 اللازمة للتبادل؛

 
وضع إرشادات جديدة للتفسير من أجل تيسير استخدام التنبؤات الممتدة والطويلة المدى للأحوال الشاذة بغية   )ج(

 ؛دليل النظام العالمي لمعالجة البيانات والتنبؤالمساهمة في 
 
لإنتاج والنفاذ والتوزيع والتبادل وتقديم توصيات إلى لجنة علوم الغلاف الجوي ولجنة علم  تقديم تقرير عن ا  )د(

 المناخ ولجنة النظم الأساسية والهيئات الأخرى المناسبة لبحثها واعتمادها في المستقبل؛
 
علومات واردة تنسيق توفير معامِلات التحقق من صحة التنبؤات الممتدة والطويلة المدى وما يتصل بها من م )ه(

من مراآز الإنتاج العالمية لكي تستخدمها المرافق الوطنية للأرصاد الجوية والهيدرولوجيا والمراآز المناخية 
 الإقليمية؛

 
تشجيع ومراقبة التغذية بالبيانات المرتدة من المرافق الوطنية للأرصاد الجوية والهيدرولوجيا والمراآز  )و(

 بشأن فائدة معلومات التحقق المقدمة من مراآز الإنتاج (GPCs) الإنتاج العالمية المناخية الإقليمية إلى مراآز
 في إطار هذه الخطة؛

 
المساهمة في استمرار تطوير المرآز القيادي بشأن التحقق، والموقع على الويب، بما في ذلك تطوير وتوفير  )ز(

 البرمجيات ومجموعات البيانات ذات الصلة؛
 
ور مع فريق التنسيق المعني بالتحقق من التنبؤات، بتحديث الممارسات التشغيلية التي يتعين التوصية، بالتشا )ح(

اتباعها في حساب إحصاءات التحقق، والمعلومات المفيدة التي يلزم إرفاقها بنواتج التنبؤات الممتدة والطويلة 
 المدى، على ضوء الخبرة والتقدم في البحوث المتعلقة بأنشطة التحقق؛

 
الفريق العامل المعني بالتنبؤات التي يتراوح مداها بين  ((CAS)القيام، بالتشاور مع لجنة علوم الغلاف الجوي   )ط(

 (CLlVAR)النطاق الفصلي ونطاق ما بين السنوات التابع لبرنامج دراسة تقلبية المناخ وإمكانية التنبؤ به 
 على نظام التحقق المعياري من صحة التنبؤات والتابع للجنة علم المناخ، باقتراح توصيات لإدخال تحسينات

 .الطويلة المدى بما في ذلك تحسينات لتطوير مجالات من مثل المجموعات المتعددة النماذج
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 فریق التنسيق المعني بأنشطة التصدي للطوارئ النوویة 7
 
، والوآالة (RSMCs)ية  اختبار وتحسين القدرة الجماعية لجميع المراآز الإقليمية المتخصصة للأرصاد الجو )أ(

 والمرافق الوطنية للأرصاد الجوية  (RTH)، ومرآز أوفنباخ الإقليمي للاتصالات (IAEA)الدولية للطاقة الذرية 
والهيدرولوجيا في مجال أنشطة التصدي للطوارئ من أجل الوفاء بالاحتياجات التشغيلية المحددة في 

  والإجراءات المعتمدة؛الترتيبات العالمية والإقليمية وفقاً للمعايير
 
 والوآالة (NMHSs)تنفيذ وتقصي إمكانيات زيادة تحسين أساليب توزيع النواتج المتخصصة على المرافق  )ب(

  والمنظمات الأخرى ذات الصلة؛(lAEA) ونفاذها إليها، وتحقيق ذلك مع الوآالة (lAEA)الدولية للطاقة الذرية 
 
 لإنتاج نواتج معززة دعماً (RSMCs)قليمية المتخصصة للأرصاد الجوية فحص القدرات الفردية للمراآز الإ )ج(

 للطوارئ النووية؛
 
 بحث التوافر العملي لبيانات المراقبة الإشعاعية؛ )د(
 
 وضع مفاهيم للترتيبات العملية الخاصة بنواتج رسم المسار المستعاد الخاص بنمذجة الانتقال في الغلاف الجوي؛ )ه(
 
 ؛(CTBTO)ذ الترتيبات العملية مع منظمة معاهدة الحظر الشامل للتجارب مواصلة تنفي )و(
 
 فرقة الخبراء المعنية بنمذجة الانتقال في الغلاف الجوي لأغراض أنشطة التصدي للطوارئ غير النوویة 8
 
 لجوي؛تحديد احتياجات المرافق الوطنية للأرصاد الجوية والهيدرولوجيا من نمذجة الانتقال في الغلاف ا )أ(
 
بحث القدرات على نمذجة الانتقال في الغلاف الجوي لدى المراآز الإقليمية المتخصصة للأرصاد الجوية  )ب(

والمراآز الأخرى لدعم حالات الطوارئ غير النووية، مثل الثورانات البرآانية والعواصف الترابية، وحرائق 
 خرى؛البراري، والحوادث الكيميائية والبيولوجية، والأخطار الأ

 
مثل منظمة (تحديد الدور المحتمل للمنظمات الدولية فيما يتصل بأنشطة التصدي للطوارئ غير النووية  )ج(

 ؛)الصحة العالمية، وبرنامج الأمم المتحدة للبيئة، ومكتب الأمم المتحدة لتنسيق الشؤون الإنسانية وغيرها
 
 .استعراض الحالة ووضع خطة عمل )د(
 
 يق التنبؤ العددي للطقس على التنبؤ بالطقس القاسيالمقرر المعني بتطب 9

 
 استعراض تطبيق التنبؤ العددي بالطقس على التنبؤ بالطقس القاسي والشديد التأثير في جميع النطاقات؛  )أ(

 
 تقديم تقرير عن التطورات وأوجه التقدم المستجدة في مجال التنبؤ بالطقس القاسي والشديد التأثير؛ )ب(

 
 .الإيضاحية المقترحة) المشاريع(المشورة بشأن المشروع إسداء  )ج(

 
 

 الفریق المفتوح العضویة المعني بالمجال البرنامجي الخاص
 بالخدمات العامة في مجال الطقس

 
ترد أدناه المهام البارزة للفريق المفتوح العضوية المعني بالمجال البرنامجي الخاص بالخدمات العامة في 

 ة من تلك التي ووفق عليها في الدورة الثالثة عشرة للجنة النظم الأساسية من أجل الفترة المستقا(مجال الطقس 
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 مزيداً من المهام حسبما تراه ملائماً عندما (ICT)التنسيق / وعلاوة على ذلك، قد تضيف فرقة التنفيذ. (2008-2005)
 .2007تجتمع في عام 

 
 فرقة الخبراء المعنية بتحسين الخدمات والنواتج

 
 (EPS)حلقة عمل بشأن قابلية نواتج وخدمات التنبؤات الاحتمالية للتطبيق بتيسير من نظم تنبؤ المجموعات  )أ(

 ).ستشمل متنبئين وممثلين من أوساط إدارة حالات الطوارئ(
 

 .إعداد ملحق للمبادئ التوجيهية للأرصاد الجوية الإحيائية والتنبؤ بنوعية الهواء )ب(
 

عمال المتعلقة بتقنيات التحقق التي بدأ استخدامها في الاتحاد الإقليمي السادس وإعداد وثيقة فنية   التوسع في الأ )ج(
 .بشأن الموضوع

 
 (DPM)فرقة الخبراء المعنية بالخدمات العامة في مجال الطقس الداعمة للوقایة من الكوارث والتخفيف من آثارها 

 
فية التي يساهم بها دور الخدمات العامة في مجال الطقس في تجميع دراسات إفرادية وقصص نجاح بشأن الكي )أ(

 .الوقاية من الكوارث والتأهب لها، خصوصاً عن طريق نظم الإنذار الفعالة، في الحد من التعرض للكوارث
 

 والمشروع الأوروبي المتعدد الخدمات (SWIC)مواصلة تطوير الصلات بين مرآز معلومات الطقس القاسي  )ب(
 . مع دخول هذا المشروع الأوروبي مرحلة التشغيل(MeteoAlarm) (EMMA)لأحوال الجوية للتوعية با

 
 فرقة الخبراء المعنية بجوانب الخدمات العامة في مجال الطقس المتعلقة بالإبلاغ

 
وضع معايير لتحديد المدربين والمتدربين الملائمين من أجل مبادرات التدريب على العرض الإعلامي  )أ(

 .  العامة في مجال الطقسللخدمات
 

 .في العرض الإعلامي لجميع المعلومات المتعلقة بالطقس والمناخ" أفضل ممارسة" من  تجميع ونشر نماذج )ب(
 

 (WWIS)إتمام نشر وتوزيع آتيب إرشادي للمستخدمين بشأن موقعي الخدمة العالمية لمعلومات الطقس  )ج(
 .(SWIC)ومرآز معلومات الطقس القاسي 

 
 .(SWIC) ومرآز معلومات الطقس القاسي (WWIS)مواصلة تقييم فعالية الخدمة العالمية لمعلومات الطقس  )د(

 
 .إعداد ونشر مبادئ توجيهية بشأن الإبلاغ عن عدم اليقين والثقة في عرض تنبؤات الطقس الاحتمالية )ه(
 

 فرقة التنسيق والتنفيذ
 
راء المناسبة، لإدخال الكثير من أنشطة برنامج الخدمات العامة  بدء تصميم مشاريع، بالتنسيق مع فرق الخب )أ(

 مرحلة التنفيذ بناء على مجموعة المبادئ التوجيهية لتلك الخدمات المنشورة فعلاً (PWS)في مجال الطقس 
 .وعلى الدراسات الاستقصائية التي أجريت فعلاً

 
عامة في مجال الطقس آمدخل في تصميم مواصلة وضع إرشادات بشأن احتياجات ومتطلبات الخدمات ال )ب(

 .(THORPEX)وتنفيذ تجربة البحوث الخاصة بنظم الرصد وبإمكانية التنبؤ 
 

متابعة المجالات التي تحتاج إلى مزيد من التعاون مع الأفرقة الأخرى المفتوحة العضوية المعنية بالمجالات   )ج(
وزِّع على   لى المعلومات التي جُمعت عن طريق استبيانالبرنامجية والتابعة للجنة النظم الأساسية استناداً إ

 .الرؤساء
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 المقرِّر المعني بإطار إدارة الجودة
 
أن يستعرض، عند الاقتضاء، وثائق لجنة النظم الأساسية التي تتناول التوجيهات المتعلقة بالجودة التي قامت   1-

امجية آي يتسنى ضمان اتساق المصطلحات بمراجعتها الأفرقة المفتوحة العضوية المعنية بالمجالات البرن
 2005 لسنة - 9000المستخدمة فيها مع تعاريف المصطلحات المتعلقة بالجودة الواردة في معيار الأيزو 

(ISO 9000: 2005). 
 
 وأن (ICTT-QMF)أن يمثل اللجنة في أعمال فرقة العمل المشترآة بين اللجان والمعنية بإطار إدارة الجودة  2-

 .نشاط في هذه الأعماليشارك ب
 
أن يُحدِّث سنوياً، وبالتنسيق مع الأفرقة المفتوحة العضوية المعنية بالمجالات البرنامجية الخاصة، قائمة  3-

 .الوثائق الإرشادية الصحيحة الخاصة بلجنة النظم الأساسية التي يستخدمها أعضاء المنظمة
 
 ينبغي الاضطلاع بها لدعم إطار إدارة الجودة في المنظمة  أن يقدم تقريراً إلى اللجنة بشأن الأنشطة التي  4-

 .بوصفه جزءاً لا يتجزأ من أنشطة اللجنة، وأن يسدي إليها المشورة بشأن هذه الأنشطة
 
 

 اختصاصات المسؤول عن تنسيق قضایا الجنسين في لجنة النظم الأساسية
 
 ؛(CBS)ر المرأة والرجل في عمل اللجنة القيام، حسب الاقتضاء، بجمع وتحليل التفاصيل الخاصة بدو )أ(
 
 للقيام معاً بجمع ونشر المعلومات، بما في (WMO)الاتصال بالمسؤول عن تنسيق قضايا الجنسين في المنظمة   )ب(

 ؛(CBS)ذلك الدراسات والسياسات الخاصة بدور المرأة في مجالات اختصاص اللجنة 
 
 نسين في اللجان الفنية الأخرى؛التعاون مع المسؤولين عن تنسيق قضايا الج )ج(
 
استطلاع السبل والاطلاع على الوثائق وتقديم توصيات بشأن التصدي لضرورة بناء القدرات في آل إقليم،  )د(

 ؛(CBS)فيما يتعلق بمجال عمل اللجنة 
 
 .(CBS)تقديم تقارير وفقاً لمتطلبات فريق الإدارة التابع للجنة  )ه(
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  الحاضرین في الدورةقائمة الأشخاص

 
 أعضاء الجهاز الرئاسي للدورة  1-

 
President A.I. Gusev (Russian Federation) 
Vice-President G-R. Hoffman (Germany) 

 
 

 (WMO) أعضاء المنظمة ممثلو 2-
 
Algeria 

S. Fekhar Delegate 
 

Australia 
S. Barrell Principal Delegate 
P. Gigliotti Delegate 
T. Hart Delegate 

 
Azerbaijan 

S. Shiraliyev Principal Delegate 
S. Khalilov Delegate 

 
Bahrain 

Y.A. Khalaf Delegate 
 

Belarus 
A. Sushchenia Delegate 

 
Belgium 

D. Gellens Delegate 
 
Brazil 

J. M. de Rezende Principal Delegate 
W. Almeida Delegate 

 
British Caribbean Territories 

F. Sambula Principal Delegate 
 
Bulgaria 

M. Grueva-Altanova Principal Delegate 
 

Canada 
A. Simard (Ms) Principal Delegate 
M. Jean Alternate 
T. Nichols Delegate 
S. Nadon Delegate 
J-F. Gagnon Delegate 

 
China 

Zhang Wenjian Principal Delegate 
Yang Jun Delegate 
Zhao Licheng Delegate 
Shi Peiliang Delegate 
Hu Xin Delegate 

Croatia 
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I. Čačić  Principal Delegate 
K. Pandžić Delegate 

Czech Republic 
E. Červená (Ms) Principal Delegate  

Denmark 
N. Olsen Delegate 

Egypt 
M.H. Hassan Delegate 

Estonia 
J. Saar Principal Delegate 

Finland 
P. Plathan Principal Delegate  

France 
B. Strauss Principal Delegate 
M. Dell’Acqua Delegate 

Germany 
G-R. Hoffmann Principal Delegate 
G. Steinhorst Delegate 

Hong Kong, China 
Wai Man MA Principal Delegate  

Hungary 
M. Buránszkiné Sallai (Ms) Delegate 

Iceland 
G. Hafsteinsson Principal Delegate 

India 
A.K. Bhatnagar Delegate 

Indonesia 
A. Sumartono Principal Delegate 
A. Badrul Jamal Delegate 

Iran, Islamic Republic of 
A.M. Noorian Principal Delegate 
M. Jabbari (Ms) Delegate 

Ireland 
P. Halton Principal Delegate 
G. Fleming Delegate 

Italy 
D. Villa Principal Delegate 
A. Raspanti Delegate 

Japan 
H. Ichijo Principal Delegate 
K. Koizumi Delegate  
A. Shimazaki Delegate 

Kenya 
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J.R. MukabanaPrincipal  Delegate 
W. Nyakwada Delegate 

 
Libyan Arab Jamahiriya 

A.R. Wlad ELHAJ Principal Delegate 
H.S. Ganedi Delegate 

 
Lithuania 

V. Auguliené (Ms) Delegate 
 
Malaysia 

Tan Huvi Vein Delegate 
 
Morocco 

A. Mokssit Delegate 
 
Namibia 

E. Akwaake Principal Alternate 
F. Uirab Delegate 

 
Netherlands 

T. van Stijn Principal Delegate 
 
New Zealand 

T. Quayle Principal Delegate 
 
Norway 

R. Skålin Principal Delegate 
K. Bjørheim Alternate 

 
Oman 

A.H. Al-Harthi Principal Delegate 
S.A. Al-Harthi Delegate 

 
Poland 

M. Ostojski Principal Delegate 
J. Zielinski Alternate 
B. Ozga-Zielinski Delegate 

 
Republic of Korea 

B.J. Koo Principal Delegate 
K.J. Park Alternate 
H.S. Lee Delegate 
W.T. Yun Delegate 
D.I. Lee Delegate 
H.D. Yoo Delegate 
D.E. Chang Delegate 
B.H. Heo Delegate 
M.L. Ou Delegate 
J.C. Nam Delegate 
S.O. Han Observer 
H.S. Jung Observer 
 

Russian Federation 
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V. Dyadyuchenko Principal Delegate 
A. Gusev Delegate 
R. Vilfand Delegate 
A. Minaev Delegate 
A. Gavrilov Delegate 
S. Lubov Delegate 
L. Bezruk Delegate 

 
Senegal 

S. Diallo Principal Delegate 
 
Serbia 

J. Andrejevic (Ms) Principal Delegate 
P. Sunderic Delegate 
D. Jovanovic Delegate 

 
Slovakia 

I. Zahumenský Delegate 
 
South Africa 

J. Mphepya Principal Delegate 
M. Ndabambi Delegate 

 
Sweden 

T. Kvick Delegate 
 
Switzerland 

P. Rauh Principal Delegate 
E. Grüter (Ms) Delegate 

 
Turkey 

C. Oktar Principal Delegate 
 

United Arab Emirates 
Y.N. Al Kalbani Principal Delegate 
J. Dhanhani Delegate 
A. Dhanaani Delegate 
H. Banihmad Delegate 
A. Al Hamairy Delegate 

 
United Kingdom of Great Britain and Northern Ireland 

S. Noyes Principal Delegate 
S. Foreman Alternate 
T. Butcher Delegate 

 
United Republic of Tanzania 

P. Tibaijuka Principal Delegate 
 
United States of America 

J.E. Jones Principal Delegate 
F.R. Branski Alternate 
V.L. Nadolski (Ms) Delegate 
W.C. Bolhofer Delegate 
J.F.W. Purdom Delegate 
S. Mason Delegate 

Uzbekistan 
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I. Zaytseva (Ms) Delegate 
 

Venezuela 
T.C. Carballo Gutiérrez Delegate 

 
Zimbabwe 

W. Chawaguta Delegate 
 
 

 (WWW)ممثلو الأفرقة العاملة الإقليمية المعنية بتخطيط وتنفيذ المراقبة العالمية للطقس  3-
 

Region I  W. Nyakwada 
 

Region II  A. K. Bhatnagar 
 

Region III  T. Carballo 
 

Region IV  F. Sambula 
 

Region V  T. Hart 
 

Region VI  J. Dibbern 
 
 

 ممثلو المنظمات الدولية 4-
 

Agency for Air Safety in Africa and Madagascar (ASECNA 
J. Mbolidi 
M.A. Watt 

 
Association of Hydro-Meteorological Equipment Industry (HMEI) 

T. Woong Kim 
M. Weis 
Y. Hayashi 
N. Tamura 
A. Tothova 

 
European Centre for Medium-Range Weather Forecasts (ECMWF) 

W. Zwieflhofer 
H. Boettger 

 
European Organisation for the Exploitation of Meteorological Satellites 
(EUMETSAT) 

M. Rattenborg 
 

EUMETNET 
J. Dibbern 

 
Preparatory Commission for the Comprehensive Nuclear-Test-Ban Treaty  
Organization (CTBTO) 

G. Wotawa 
 

International Civil Aviation Organization (ICAO) 
O. Turpeinen 
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 المشارآون الآخرون في الدورة  5-
A. Hovsepyan Armenia 
 
L. Poveda Ecuador 
 
K. Hailemariam Ethiopia 
 
O. Abramenko (Ms) Kazakhstan 
 
J. Rwakishaija Uganda 
 
V. Lipinsky Ukraine 

 
 

 


