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Summary and Purpose of Document
This document notes some inconsistencies and/or typographical errors in the 

BUFR/CREX description within WMO Manual 306.  Suggestions are given for

corrections, all of which can likely be made in an editorial fashion.


________________________________________________________________

ACTION PROPOSED
The meeting is requested to review the document and approve the contents

as editorial corrections within the next supplement to WMO Manual 306.  

PROPOSAL

The following inconsistencies and/or typographical errors have been noted in WMO Manual 306 and are proposed to be remedied as editorial corrections:

(1) on p. I.2 - BUFR/CREX Table B/14-2, the element name for 0-14-051 should have a comma between "radiation" and "integrated" (to be consistent with other element names) 

(2) on p. I.2 - BUFR/CREX Table B/02-4, the units for elements 0-02-082/B-02-082 and 0-02-085/B-02-085 should be "kg", not "Kg" 

(3) on p. I.2 - BUFR/CREX Table B/20-2, the units for elements 0-20-043/B-20-043 and 0-20-044/B-20-044 should be "kg m-3", not "Kg m-3"

(4) on p. I.2 - BUFR/CREX Table B/13-2, the units for 0-13-083/B-13-083 should be "kg m-3", not "Kg m-3" 

(5) on p. I.2 - BUFR/CREX Table B/13-2, the units for 0-13-090/B-13-090 and 0-13-091/B-13-091 should be "kg m-2", not "Kg m-2" 

(6) on p. I.2 - BUFR/CREX Table B/13-2, the units for 0-13-081/B-13-081 should be "S m-1" not "Siemens m-1" (to be consistent with Common Code table C-6 as well as descriptor 0-22-066/B-22-066)

(7) on p. I.2 - BUFR/CREX Table B/01-2, the units for 0-01-031/B-01-031 should be “Common Code table C-11” instead of “Code table” because, even though this descriptor has been deprecated by Note (10) to Class 01, it is clearly inconsistent to use an 8-bit code table for a 16-bit element.  A similar change should be made on p. I.2 – CODE/FLAG Tables/01–1 under 0-01-031 by modifying the text “(See Common Code table C-1 in Part C/c)” to read “(See Common Code table C-11 in Part C/c)”

(8) on p. I.2 – CODE/FLAG Tables/04-1, the descriptions for bits 2, 3 and 4 under flag table 0-04-059/B-04-059 should be “0600 UTC”, “1200 UTC” and “1800 UTC” respectively, not “0006 UTC”, “0012 UTC” and “0018 UTC”

(9) on p. I.2 – CREX Table D/01-1, under the description for sequence D-01-029, the second descriptor should be B-02-001 for “Type of station”, not D-02-001

(10) on p. I.2 – CREX Table C-1, the column heading “OPERATING DEFINITION” should be changed to “OPERATION DEFINITION” for consistency with BUFR Table C, and the text within the definition for operator C-01-YYY should be changed from “characters (from 000 to 999)” to “characters (from 001 to 999)”

(11) on p. I.2 – GRIB CF3 – 1, delete the word “Equatorial” from the meaning of code figure 110 in Code table 3.1, so that the meaning now reads “Azimuthal equidistant projection”
