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________________________________________________________________

Summary and Purpose of Document
This document contains a proposal for modifications of two entries in the flag table 0 08 083 and for addition of a note under TM 307093.

________________________________________________________________

ACTION PROPOSED
The meeting is invited to discuss the content of this document
and to formulate corresponding recommendations.

References:

[1] Manual on Codes, WMO-No. 306, Volume I.2.

[2] Guide to WMO Table driven Code Forms: FM 94 BUFR and FM 95 CREX. Layer 3: Detailed

      Description of the Code Forms.
[3] Meeting of Expert Team on Requirements and Implementation AWS Platforms. 
     Geneva, 22 to 25 June 2010.
1. Background 

Writing Doc.10.3 for the ET-AWS-6 meeting (Geneva, 22 to 25 June 2010) : Examples of usage TM307093 for representation of nominal values, lead to identification of a few points that required some attention. 
2. Proposal for a minor modification of two entries in the flag table 0 08 083 

It is proposed to modify text of Bit No.1 and bit No.2 in the flag table 0 08 083 (Nominal value indicator):
Bit No.

Meaning

   1

Adjusted to / with respect to representative height of sensor above local ground (or 



deck of marine platform)

   2

Adjusted to / with respect to representative height of sensor above water surface

to allow reporting the representative height of a sensor, to which the actual height of the sensor is adjusted. The existing wording, strictly speaking, allows only reporting the nominal values of measured elements “adjusted with respect to representative heights of sensors”.
3. Proposal for an editorial correction in TM 307093 

In the existing template TM 307093, the construction of the data present bit-map is described:
	2 36 000
	Backward reference bit map

	1 01 000
	Delayed replication of 1 descriptor

	0 31 001
	Delayed descriptor replication factor = number of element descriptors

	0 31 031
	Data present indicator


This is not correct if TM 307093 is appended to a data sequence with delayed replications. It is proposed to modify the text “Delayed descriptor replication factor = number of element descriptors” to become “Delayed descriptor replication factor = number of data items”.

4. Proposal for addition of a note to TM 307093 

If TM 307093 is appended to a data sequence with delayed replications, e.g. TM 307091 or TM 307092, a multi-subset BUFR message should not be compressed. The bits set to 0 in the “data present bit-map” might not correspond to the same elements after the compression as prior to the compression.  Therefore it is proposed to add a note under template TM 307093:
Note:

If TM 307093 is applied to a data sequence containing delayed replications, a multi-subset BUFR message shall not be compressed.
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