	WORLD METEOROLOGICAL ORGANIZATION
COMMISSION FOR BASIC SYSTEMS

----------------------------

THIRD MEETING OF

INTER-PROGRAMME EXPERT TEAM ON
 DATA REPRESENTATION AND CODES

MELBOURNE, AUSTRALIA,  20 - 23 SEPTEMBER 2011
	
	IPET-DRC-III / Doc.3.3(3)
(19. VII.2011)

-------------------------

ITEM 3.3
ENGLISH ONLY


Proposal for a new entry in 0 02 177   
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________________________________________________________________

Summary and Purpose of Document
The document contains a proposal for a new code figure in 
0 02 177 (Method of snow depth measurement).

________________________________________________________________

ACTION PROPOSED
The Expert Team is invited to recommend the proposed new code figure for reporting of laser method of snow depth measurement as pre-operational.  
References:

   [1] Manual on Codes, WMO-No. 306, Volume I.2
Background  
According to the information received from Mr. Peter van Uden of the KNMI, testing of the automatic snow depth laser sensor Jenoptik SHM30 has been performed in the Netherlands, and also in some other European countries. The laser method is not yet reflected in the code table 0 02 177 (Method of snow depth measurement). 
Proposal for a new code figure in 0 02 177 (Method of snow depth measurement)
It is proposed to add a new code figure (3 = Laser method) into code table 0 02 177:
0 02 177

Method of snow depth measurement


Code figure
Status

0
Manual observation
Operational


1
Ultrasonic method
Operational


2
Video camera method
Operational
        3                   Laser method                                                                                                                Pre-operational

4-13
Reserved
Operational


14
Others
Operational


15
Missing value
Operational
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